SHOW GUIDE 


Wireless World 


| АХ 
АА 
Р Я , 


v Tm OU , INA 
| [г Tf. А, MES | | \\ 
t o III % \' 
| | (Ж X АИ, 71 NN là \ 
| \ \ \ \ y. Я EFC. ^ / | | 
ДОСУ | j 
\ NON “а | | ae | AM 
28800 
MN меге mil. ” Г! fi 
X LE o4 995 |-{ 11 ///////1 
АЕ ott [34 PL 
ҸҸ 4 od. [4 2-7 P, 
АР А 


SN m EP, 
SS ee IP ee, —— #2 s 


эк 
чыгар » 


il 


WIRELESS WORLD SEPTEMBER, 1960 


37-way moulded-on 
polypole coupler. 


custom-built 


POLYPOLE COUPLER SYSTEMS 


BICC design and manufacture to customers’ specific 
requirements polypole coupler systems incorporating flexible 
multicore cables. These systems cover a wide variety of sizes 
and types of cable each terminated with robust moulded-on 
couplers. 

BICC polypole coupler systems are particularly suit- 
able for the reliable outdoor interconnection of mobile radio 
or electronic control equipment. 


Further information is contained in Publication No. 
TD TPC 5—available on request. 


BRITISH INSULATED CALLENDER’S CABLES LIMITED, 
21 BLOOMSBURY STREET, LONDON, W.C.1 
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FOR COMPLETE DATA 
ON MULLARD VALVES, TUBES. 
SEMICONDUCTORS 


AND COMPONENTS 


COMPREHENSIVE TECHNICAL HANDBOOK SERVICE 


The Mullard Technical Handbook has long been established as the comprehensive 
reference work for all those needing full data on Mullard Valves, Tubes and 
Semiconductors. 

It has now been replanned: a volume on Electronic and Magnetic Components has 
been added and Volume 1A incorporated in enlarged Volumes 1 and 3. 

The Handbook Service includes the supply of any or all of the loose leaf volumes 
listed below, plus the automatic issue of revised and supplementary sheets as 

and when published. 


VOLUME 1 Receiving and Amplifying 
Valves and Television Picture Tubes 
recommended for use in current and 
new equipment, and Special Quality 
Receiving Valves. 
VOLUME 2 Older Receiving and 
Amplifying Valves and Cathode 
Ray Tubes, available for 
maintenance of existing equipment. 
VOLUME 3 Power Valves and 
Rectifiers, Gasfilled Valves and 
Tubes, Cathode Ray Tubes and 
Microwave Devices for 
Industrial and Transmitting 
Equipment. 
VOLUME 4 Semiconductor 
and Photoelectric Devices. 


VOLUME 5 Electrical 
and Magnetic Components. 


Mullard Limited, 
T.S.D. Data and 
Publications Section, 
Mullard House, 
Torrington Place, 
London, W.C.1 


Full details of this Service, including 
subscription rates and application 
form, will be supplied on request. 
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The National Hadio 


ONCE again the annual exhibition of the British 
domestic radio and television receiver manufac- 
turers opens its doors at Earls Court and we are to 
experience the bustle and excitement, the sights and 
sounds, both familiar and unexpected, which com- 
bine to create the special atmosphere which is asso- 
ciated with this annual event. True things are not 
as hectic as they are remembered in the early and 
middle 1930s when the pace of technical develop- 
ment from the primitive to the sophisticated was at 
its hottest, and we shall not lack the depressive 
cynicism of those blasé individuals who pretend to 
find nothing new—“ The mixture as before, old 
boy.” But let no one mistake stability for stagna- 
tion. A little probing behind the familiar facade 
has never yet failed to produce more than enough 
to fill the time of the technically minded visitor 
with interesting food for thought. 

To get the best out of an exhibition in the 
limited time at one's disposal it should be tackled 
rather like an examination paper. One should go 
first for the obvious questions (and here we hope 
that a study of the guide to the stands given 
elsewhere in this issue will enable readers to decide 
their individual priorities); then in the time that 
remains one makes sure that the manufacturers' 
stands which have not so far been visited do not 
spring some last-minute surprises. It is not un- 
known for manufacturers to withhold information 
until the opening day, or even to surprise them- 
selves by last minute brainwaves! 

Among things we shall look for first are the 
new transistor v.h.f./f.m. battery sets to see how 
they compare with the “ no-compromise" B.B.C. 
design now being described in this journal. We 
shall be interested in the picture quality of 405 
lines as displayed on 21-in tubes and how far set 
makers have been successful in solving the now 
vital problem of ensuring correct interlace. And, 
of course, transistors which wil be shown in 
embryo and in their multifarious applications in 
ways which cannot fail to add something to the 
knowledge of every visitor, layman, or professional. 
High-quality sound reproduction enthusiasts will 
make for the Audio Hall, where they may expect 
to find new pick-ups of phenomenally light con- 
struction and tape recorders with yet wider fre- 
quency range and extended playing time. Stereo, 
after its somewhat strident introduction last year, 
has now settled into its rightful place as an impor- 
tant but not the only contributory element in the 


WIRELESS WORLD, SEPTEMBER 1960 


Show 


search for a system of realistic sound reproduction. 

One of the most valuable aspects of the Show 
is the opportunity which it affords of a glimpse 
behind the scenes of the sources of broadcast enter- 
tainment, to acquaint or remind us of the scale and 
complexity of the vast fabric of transmission and 
studio production necessary to put the shortest 
camera shot on our screens or the briefest news 
item on our loudspeakers. This is too often taken 
for granted, as are the lengthy processes of evolv- 
ing new receiver designs and getting them into 
quantity production. 

The “sideshows” as they are somewhat 
unkindly referred to by those engaged in the main- 
stream of the industry, also play an important part. 
The Services, both civil and military, give us ап 
insight into those aspects of their work which 
increasingly involve electronics and communica- 
tions and which they hope will attract the up-and- 
coming younger generation whose first interest in 
such things was perhaps stimulated by tinkering 
with a simple home-built receiver. We particu- 
larly commend the enterprise of B.R.E.M.A. and 
the R.T.R.A. in staging an exhibit to show the 
public the why and how of radio and television 
receiver servicing and to attract the best technical 
talent to a challenging and important career. 

The Radio Show has served for nearly forty 
years as the focal point of the radio industry 
where potential customers can see under one roof 
the choice available to them, where manufacturers 
and their dealers can do business and where those 
interested in technical development can take stock, 
conveniently and at first hand, of the march of 
events. The Show will lose much of its value if it 
is not comprehensive and we view with misgiving 
the decision of one of the large firms, Pye, to 
hold a separate exhibition this year outside Earls 
Court. It may be true, as they say, that the Radio 
Show offers limited scope for a sufficiently compre- 
hensive display of the Group’s diverse activities, but 
that could equally well be said of A.E.I. and many 
other great firms who are nevertheless content to 
support the Show and to let us see those sections 
of their interests which impinge on broadcast 
entertainment. We hope that any unusual cir- 
cumstances which may have influenced Pye's 
decision this year may be circumvented and that 
next year we shall be sure of finding all the impor- 
tant firms, both great and small, once again under 
the same roof. 3 
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Transistor V.H.F./F.M. Receiver 


2. Construction 


A GENERAL view of the receiver chassis is 
shown in the photograph. The i.f. amplifier occupies 
about 11 inches along the centre of a brass channel 
20 x 3 x lin; the r.f. and a.f. circuits are housed in 
separate units at each end. The left-hand knob is 
the on-off/a.f.-gain control; the right-hand knob 
controls the tuning and is coupled to the scale 
pointer by a cord drive using flying pulleys to obtain 
the expanded tuning scale as shown in Fig. 2; this 
layout is convenient for the size of cabinet chosen 
but these units could be disposed in a more compact 
form if desired, provided that no liberties are taken 
with the circuit layout. In particular, the if. unit 
has a maximum gain of 90 dB and is unscreened; 
any reduction in the spacing of two inches per stage 
would necessitate some additional screening. 


В.Е. Unit.—Fig. 3 shows the layout of the r.f. 
circuits. The unit chassis measures 44 x 21 хп 
and is supported jin above the main chassis by four 
brass pillars; this gives sufficient clearance for the 
2i-in diameter tuning-drive drum. The tuning 
coils are wound with the earthy ends uppermost to 
enable the coupling coils to be added subsequently. 
The r.f. input coil is wound in a left-hand sense for 
convenience, and the earth return for the coil and 
input capacitor is a tag оп the input socket. The 
oscillator transistor is placed close to the tuning 
capacitor with its base lead adjacent to the oscillator 
coi, to which it is tapped at the first turn via a 
3000-pF ceramic-disc capacitor, The tag on the 
frame of the tuning capacitor is used as the earth 
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General view of receiver 
chassis. At left is a.f. 
and тіхег- 


amplifier 
oscillator sub-assembly is 
seen at right-hand end. 


and Alignment 


connection for the oscillator coil, the internal screen 
of the transistor and the collector-decoupling capaci- 
tor. A feed-through capacitor in the centre of the 
chassis supplies the collector and base circuits; the 
base-feed choke is detailed in the coil winding data. 

The i.f. output tags project through holes in the 
main chassis and are connected directly to the 14. 
input coil and the only earth point for the whole 
mixer is between the tags. The circuit diagram, 
Fig. 1, shows an extra pair of capacitors and a centre- 
tapped choke between the oscillator coupling 
coils and the mixer diode. This latter circuit may 
be added at a later stage if required but normally it 
will not be necessary and it has therefore been omit- 
ted from the layout. The tuning-capacitor swing is 
restricted to 150° by two diametrically-opposed 
studs, зап in diameter, fixed to the tuning drum, 
which engage with a similar stud projecting from the 
frame bar of the capacitor. 

The r.f. unit has a screening cover. This may be 
omitted if the wiring is kept close to the chassis but 
there wil then be an increase in both oscillator 
radiation and i.f. break-through. To prevent 
microphony due to movement of the oscillator cir- 
cuit, a liberal application of polystyrene cement to 
the coils and the mixer crystals is recommended, 
and the transistor should be fixed to the chassis with 
a suitable adhesive. The coaxial input socket is 
connected to a socket at the rear of the cabinet by a 
coaxial lead; an internal dipole, made by splitting 


*B.B.C. Research Department. 
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Fig. 2. Arrangement of 
tuning drive and dial 
with jockey pulleys to 
double scale length. 
SPRING 
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back some twin flex for about two feet and pinning 
it round the inside of the cabinet back, may be 
plugged in if desired. 


I. Е. Unit.—Starting as close as possible to the r.f. 
unit, the brass channel is drilled for the six coil 
formers at 2-in spacing between centres. Following 
each coil a tag-board, 1 x 2} x жіп, should be 
mounted under the chassis. The six tag-boards are 
fixed on iin spacers, and each carries six small 
turret terminals. The first four tagboards carry the 
four i.f. transistors; the last two carry the limiter, 
discriminator and first a.f.-stage circuitry. Fig. 4 
shows the layout of the first two i.f. stages and Fig. 
5 shows the limiter and discriminator. At the end 
of the if. chassis there is a four-pin plug which 
engages with a socket on the a.f. unit. The pin 
connections used are:— 

1. А.Е. output to gain control via Cso. 

2. Supply for oscillator from Zener diode. 

3. Supply for if. amplifier. 

4. Used as soldering tag for the Zener diode circuit 
which is mounted on the i.f chassis for convenience. 
The earth connection between the two chassis is 
completed by bolting them together. 


A. Е. Unit.—The chassis measures 5 х3 х lin and 
carries a vertical brass partition 3-in square. The 
output transistors are bolted to this partition with 
mica plates and nylon screws which are supplied with 


AERIAL 
SOCKET 


Fig. 3. Layout of r.f. unit. Coupling coils on Ту and T2 
are shown, for clarity, as if '' lifted off '' formers. 


OSCILLATOR SUPPLY 


EARTHED 
To REG № 
CHASSIS 


© 


To Ci4 


Fig. 4. First and second i.f. amplifier stages: wiring of the following stages is similar. 
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Fig. 5. 
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Limiter, discriminator and first a.f. amplifier layout. 
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each matched pair of transistors. The power-input 
plug, loudspeaker socket and the fuse are mounted 
at the rear of the chassis. À power plug of a polarized 
type must be used to prevent accidental reversal of 
the supply; the recommended batteries each require 
a polarized plug and these should be made up in a 
power lead with a flying socket connector for the 
input to the set. Ап exact layout for this unit is not 
given as it is not vital to the performance and is 
determined mainly by the dimensions of the capaci- 
tors used. 


Alignment 


Before switching on for the first time, it is advisable 
to check that the polarity of the supply and of the 
electrolytic capacitors is correct. During alignment, 
any changes to the connections of the circuit should 
be performed either with the power removed or after 
careful consideration of the consequences (which 
may be swift, ominously silent and expensive!). 


A. F. Unit.—Disconnect the feedback network, 
К.С, from the a.f. output and connect it to earth. 
Disconnect C; from the gain control. R44 and Ry 
must then be adjusted so that the quiescent current 
in the output transistors is between 5 and 10 mA. 
These currents are best measured by connecting a 
meter of 1000-ohms resistance across the one-ohm 
emitter resistors, R4,R,;, and adjusting for between 
5 and 104A. 


Connect а tone source of 6.8-k О impedance to othe 
“live” end of the gain control through ап 8-uF 
blocking capacitor, and an oscilloscope across a 
15-ohm resistor in place of the loudspeaker. If the 
transformer secondary windings are correctly con- 
nected, an input e.m.f. of 70 mV r.m.s. should pro- 
duce an output of 11 volts peak-to-peak and an 
increase of input above this should produce a sym- 
metrical flattening of peaks. If there is noticeable 
cross-over distortion at low input levels, this may be 
minimized by a further adjustment to R4, and R4,- 
Reconnect the feedback network; if the transformer 
primary sense is correct the gain will fall by 16 
to 18 dB. 


I. Е. Amplifier and Discriminator.—Disconnect 
the a.g.c. line from C,, and connect it to a potential 
divider consisting of 10kQ from the supply and 
1.5 КО to chassis. Short-circuit L,, replace С, by a 
100-pF capacitor and connect the junction of this 
and Кү, to an oscilloscope via a 10-kQ resistor. 
Connect a f.m. signal generator, using a 0.01-иЕ 
isolating capacitor, to the collector of V5. Set Сз» 
to half-capacitance and tune L4, L, and Т, for maxi- 
mum response at 10.7 Mc/s. Increase С»; in stages, 
adjusting L, and L, until the response curve is just 
over-coupled and adjustment of either L, or L, 
produces a tilt of the response symmetrical about 
the centre frequency. Transfer the signal generator 
connection to the base of V4, set Ca, half way and 
tune L4 Г. апа L; for maximum at 10.7 Mc/s. 
Increase C4, in stages till the response shows 1-dB 
peaks at 10.7 Mc/s + 60 kc/s, as shown in Fig. 6, 
and responds to adjustment of Г. and L, by a 
symmetrical tilt. At each adjustment, vary the input 
level to ensure that the last i.f. stage, V7,'s not over- 
loading. Replace C,,, insert a 1-mA meter in series 
with Ris measure the response point by point and 
compare with Fig. 6. 
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To align the discriminator, transfer the oscilloscope 
to the a.f. output (top of C,,), With the f.m. signal 
generator set to the centre of the if. pass-band, 
10.7 Mc/s, and deviated 4-200 kc/s, set Са» to half 
way and tune Lẹ, and Ly, to obtain a symmetrical 
response of the general shape of Fig. 7. Adjust 
the discriminator coupling in stages by moving 
L, along the coil former until with further adjust- 
ments to Ly and Lio the response is symmetrical 
and linear over 4-120 kc/s. Insert а microammeter 
between R;, and R, and, for constant current in 
Ri» measure the discriminator load current, point 
by point, over the frequency range +200 kc/s and 
compare with Fig. 7. 


Limiter and  Third-Harmonic  Filter.—Re- 
move the short-circuit from the third-harmonic 
filter, L4 Ci and re-tune the limiter transformer, 
Т. for a maximum current in R,4 set the input 
level to make this current 200 „А. Connect the 
oscilloscope via а 100-kQ resistor to the junction 
of V9 and К... Apply 100% amplitude modulation 
to the signal and display the amplitude response 
of the limiter. The reader should refer to J. G. 
Spencer's article* for curves showing limiter charac- 
teristics in various conditions. L, must be adjusted 
to give a curve with a top as flat as possible, con- 
sistent with the knee of the curve occurring at a 
low value of instantaneous input. If the knee shows 
at less than 70% modulation or more than 80%, 
the discriminator coupling capacitor С.» should 
be decreased or increased accordingly. This last 
adjustment is a matter of compromise in that a 
greater absolute sensitivity can be obtained by 
increasing C,, at the expense of a lower a.m.-handling 
capacity by the limiter. The procedure for aligning 
the discriminator should be checked after com- 
pleting the limiter and coupling adjustments; the 
a.g.c. line is then re-connected. 

The above alignment may, if desired, be per- 
formed at an input frequency of 90 Mc/s after 
adjusting the r.f. circuits. 


R.F., Oscillator and Mixer Circuits.—Break 
the earth connection between Pin 2 of T, and chassis, 


*Wireless World, Vol. 65, p. 493 (November 1959). 
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Fig. 6. Overall frequency response preceding limiter. 
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insert a 0.0l-„F disc capacitor and connect across 
it a l-mA meter to measure the mixer current. 
Set the tuning capacitor to half-mesh, remove the 
dust core from T, and set the core of T, so that it 
protrudes } in from the top of the former. Adjust 
R, to give maximum mixer current; this should be 
at least 150 „А, at a collector current in УЗ of about 
1 mA. Insert the core into T, from the top until 
a dip occurs in the mixer current reading, then 
unscrew the core three turns. Connect a f.m. signal 
generator to the aerial socket and set its output to 
1 mV at 91 Mc/s. Adjust T, core until the signal 
is heard and then set T, for maximum limiter-load 
current. The tuning range should be adjusted in 
this way so that at 87 Mc/s the capacitor is at 160° 
and at 100 Mc/s itis at 10° from minimum capacitance. 


Resistors 


The resistors used in the original receiver were 
10% + W Erie Type 16, except R4, Ras and Rag. 


Ri* 56kQ R15, 20, R24, 29 82kQ 
R2 2.2kQ р zd 6.8808 р25, 26 100kQ 
R3 1000 R28 1.2kQ 
R4 1500 RI6 5.680 рзд 3900 
R5, 8, 31 3.3kQ ВМ 1560 R35 ATkQ 
R6, 9, 13 47kQ DE 8,39%) soon R37 470 
Вт, 10, 14 1.8kQ R38, 46 6800 
611,33 22kQ n 22 10kQ  R40,42 220 
R12 15kQ В23,30,36 ШО R43 100 


* Adjust on test, see alignment instructions. 


The volume control is 5 КО log, or semilog, 
law potentiometer with switch. Resistors Вал, 
R,s and Ваз аге one ohm in value and are made by 
winding a 134-іп length of 26 s.w.g. insulated 
(double-cotton-covered) Eureka wire as a self-sup- 
porting coil. 


Fixed Capacitors 


Many of the capacitors listed below were chosen 
not only for a particular value of capacitance but 
for other features such as temperature coefficient 
or size. If it is desired to use a component pro- 
duced, for instance, by another manufacturer, a 
careful check should be made to ensure that all 


= © — N U 5 wan 
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-200 ~100 200 
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Fig. 7. Discriminator response for a signal giving a 
constant voltage at the limiter. 


important characteristics are the same as those 
of the specified component. 


Variable Capacitors 


As with some of the fixed capacitors, special charac- 
teristics may have influenced the choice of the 
variable capacitors specified. 


C4, 13 Tuning capacitor. Wingrove and Rogers, 
Type C28-142, 9/0.045in. 7 to 18 pF per sec- 
tion. Restricted to 150° swing by stops on 
drum. 

C22, 33 I.F. coupling. Wingrove and Rogers Type 
C32-01, 10/0.0075in. 2 to 11 pF. 

C42 Discriminator coupling. Wingrove and Roger? 
Type S50-01/2. 0.7 to 4 pF. 

Coil Data 


Unless otherwise stated, the wire used for winding 
is enamel insulated. Numbers in brackets indicate 
the connections shown on the circuit diagram given 
last month (Fig. 1) and correspond with the num- 
bers given on the coil formers. Where capacitors 
are mentioned, they should be fitted inside the 
screening can. 


C1 100 pF Erie N750/BD C19, 21, C52 8 pF 15V electro- 
C2, 16, 2Ь\, 6.8 pF Erie NPO/AD SMP 
29, PE Eiig C53, 56 1000 „F 6V electro- 
C26 68 pF T.C.C. 101 [ус 
C3, Ts 18 pF Erie N750/AD SMP T RE 
C5, 6 470 pF Т.С.С. 10 с 8 ИБ 15V' electro- E s а 
SMP lytic, T.C.C. CE67B р i. 
E 3000 pF Erie K7004/ Сат 3.3 pF Erie NPO/AD о a = a к 
j 831 (дз, 44, 45 120 pF Т.С.С. 101 т Тус 
C8, 9 47 pF Erie NPO/AD SMP 
C14 4700 pF T.C.C. 
р CTH315/LT ee 4 ZPE Е ы Qucm yale ae 003 nF) given for 
t sue ives a 
C17, 18, 20 e Eo gb ru empheas a ae оао 
2 AR oT C50, 57, 60 1000 pF 25V electro- ]5изес (not З0изес as stated) for treble 
23, 25, 21, > lvtic boost. For 50иѕес de-emphasis (flat 
ао 2 Ug qd cM NL 
35, 37, 38, PH C51 100 pF 6V electro- Cao" in both the caption to Fig. 1 
39, 48 lytic and p. 369 should be deleted. 
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К.Е. and Oscillator 


R.F.: T1 
Oscillator: T2 
Bias Choke: L1 
Mixer Choke L2 
(optional) 
I.F. Amplifier 
Input: T3 
Second i.f.: L3 
L4 
Third i.f.: L5 
Fourth i.f.: L6, 
L7 
Limiter: T4 
422 


Former: Neosid 3500, Bake- 
lite, 7 mm outside diameter 
(o.d.) 

Core: Neosid 901, 6x 12 mm. 


6 turns 20 s.w.g. tinned- 
Copper (t.c. wire spaced to 
occupy 0.4in. 

Coupling coil; 2 turns 36 
s.w.g. interwound with last 
turn at earthy end. 


8 turns 20 s.w.g. t.c. spaced to 
occupy 0.6in. 

Coupling coil; 2 turns bifilar 
36 s.w.g. connected as 4 turns 
with centre tap and inter- 
wound with last turn at 
earthy end. Base tapping one 
turn from emitter end of 
winding. 

110 turns 40s.w.g. close wound 
on jin o.d. paxolin tube or 
rod, with 20 s.w.g. t.c. end 
wires fin apart. 

40 turns 38 s.w.g. centre- 
tapped (c.t. on Neosid CH2 
dust core. 


Former: Neosid 5000 B/6E 
(7.6 mm o.d.). 

'Top: Neosid 5001/6E. 

Can: Neosid DTV/1. 
Core: Neosid 900, 6 x 1 x 
12 mm. 


Primary; 5 turns bifilar 22 
s.w.g. close wound, соп- 
nected as 10 turns (1, 3) with 
ct: (2): 

Insulation; 2 turns cellulose 
tape. 

Secondary; 7 turns (4, 5) 22 
s.w.g. close wound centrally 
over primary. 


Primary at top, 12 turns 22 
S.w.g. (1, 3) tapped (2) at 3 
turns from (1). 

Coil spaced to occupy 
Capacitor, C19, across 
330 pF silvered mica. 

Spacing between coils 


Secondary 12 turns 22 s.w.g. 
(4, 6) tapped (5) at 3 turns 
from (4). 

Coil spaced to occupy jin. 
C21 across coil, 330 pF sil- 
vered mica. 


24 turns 28 s.w.g. (1, 3) close 
wound tapped (2) at 6 turns 
from (1). 

C26 across coil, 68 pF sil- 
vered mica. 


As second i.f. L3, L4 respec" 
tively, (capacitor numbers C31 
C34). 


Primary at top starting (1) 
lin below top plate, 22 turns 
38 s.w.g. (1, 3) tapped (2) 
at 8 turns from (1). 
Secondary; 72 turns 38 s.w.g. 
(4, 6) 

Wound as single layer solenoid 
with 24 turns of primary 
(2, 3) interwound with first 
24 turns of secondary starting 
at (4). 


lin. 
coil, 


oe 
šin. 
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Third-harmonic 


filter: 


Discriminator: 


L8 


L9 


L10 


25 turns 38 s.w.g. close 
wound (5, 6) finishing (5) 
Но from base of same former 
as limiter Т4. C41 across 
coil, 3.3 pF. 

Primary at top, starting at 
(3) wound on one layer of 
cellulose tape, sticky side out, 
to allow adjustment, 15 turns 
30 s.w.g. spaced 1 : 1 (1, 3). 
C43 across coil 120 pF 
silvered mica. 

Spacing between coils about 
їп, 

Secondary 20 turns 30 s.w.g. 
close wound (4, 6). 

Two capacitors, C44, C45 
(3, 4) and (3, 6) 120 pF 
silvered mica. 


A.F. Driver Transformer 


Core: 


Primary: 


Secondary: 


T5 


iin stack of 0.015іп. Туре 
158 Mumetal* laminations. 
Fully interleaved, butt joint 
in centre limb. 


1200 turns 38 s.w.g. in two 
sections of 600 turns each side 
of secondary winding (7, 9). 


2 windings, 300 turns 34 
Ss. w.g., wound bifilar (1 and 4, 
2 and 5). 


Satisfactory results can be obtained with a Gilson 
Туре WO929/6 transformer, but there may be a 1 to 2 
dB loss in feedback and power output. 


Transistors and Diodes 


Vi, 2 

УЗ 

V4, 5, 6, 7 
У8 

У9, 10 
Vil 

V12 

У13 

V14 

У15, 16 


Batteries 


GEX66 
2N247 
OC170 
ОА86 
OA81 
OC75 
ОС71 
У10/30А 
22А110 
СЕТ!15 


G.E.C. 
R.C.A. 
Mullard 
Mullard 
Mullard 
Mullard 
Mullard 
Newmarket 
ST.C: 
G.E.C. 


Two Ever-Ready Type AD39 or equivalent (7.5V each, 
series connected). 


To be concluded. (Part 1, dealing with design con- 
siderations and giying the theoretical circuit diagram, 
was published in the August issue of Wireless World). 


*Telcon Metals Ltd., Manor Royal, Crawley, Sussex. 


Aluminium in Telecommunications 


TWENTY of the thirty pages in the latest edition of 
the Aluminium Courier (No. 49), published quarterly 
by the Aluminium Development Association, are devoted 
to a review of the “ ever-widening range of applications ” 


of aluminium in telecommunication engineering. 


The 


review covers cables, waveguides, aerials and towers, 
radar scanners, components and the aluminizing of c.r. 


tubes. 


The Aluminium Courier is obtainable from the 


A.D.A., 33, Grosvenor Street, London, W.1, price 2s 6d. 
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Medical Electronics at Olympia 


THIRD INTERNATIONAL CONFERENCE AND ASSOCIATED EXHIBITION 


Oxe of the main objects of organizing conferences, 
exhibitions and other media of communication in 
medical electronics has been to bring together 
medical men and electronics engineers into a partner- 
ship from which both sides could benefit by an 
exchange of ideas. So far this cosy situation has not 
materialized. In spite of three conferences, two 
exhibitions and the formation of an international 
body, the medical profession has failed to co-operate 
and the communication is still all one way. 

Whether this is because of conservatism, fear of 
being “blinded by science," or just professional 
snobbery on the part of the doctors, the tactics of 
the electronics people have clearly not been very 
successful. The Third International Conference and 
associated exhibition, held at Olympia in July, was, 
therefore, like the two previous events, largely a 
means of preaching to the converted. И served a 
useful purpose in bringing together the limited 
number of specialists in medical electronics— 
whether engineers or doctors—but did not reach the 
larger audience that was hoped for. 

A-noticeable technical trend in the medical elec- 
tronics apparatus on view was, as might be expected, 
the wide use of transistors. In hospitals it 1s par- 
ticularly important that instruments like electro- 
cardiographs and stimulators should be as small and 
light as possible, for they have to be moved from 
department to department very quickly, and in 
operating theatres in particular there is a limit on 
the space available for them. А  transistorized 
electrocardiograph which was particularly noticeable 
for its small size, clean lines and elegant appearance 
was shown by the Tokyo Sibaura Electric Company 
of Japan, where medical electronics is a highly- 
organized sphere of activity. 

Apart from reducing the size of existing types of 
apparatus, transistors have made possible new instru- 
ments which could not have been developed before. 


Compact transistorized electrocardiograph (Tokyo Sibaura 
Electric) 
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One example was the implantable pacemaker for the 
heart shown by Sierex Ltd. This device, originally 
developed by Elmgrist of Sweden, is a tiny tran- 
sistor stimulator, encased in plastic which is im- 
planted inside the body with its output electrode, 
on the end of a flexible lead, sewn on to the heart. 
The transistor circuit supplies pulses of 2msec dura- 
tion and 2V amplitude at the normal heart rate of 
about 70 per minute. It is energized by a sealed 
nickel-cadmium battery which is charged at intervals 
by an electromagnetic induction system using a coil 


Electronic pacemaker for the heart (Sierex) 


carrying 10kc/s a.c., outside the body and a small 
coil and rectifier inside the pacemaker. 

Another small transistor device for internal opera- 
tion, is, of course, the “radio pill” or telemetry 
transmitter which has now been widely reported. 
Production models of these tiny transmitters were on 
view. They are used mostly for measuring pressures 
in the gastro-intestinal tract (in the range 0-3lb/ 
sq. in.) but later models are being developed to 
measure temperature and pH values. An experi- 
mental *pill" for measuring pH, shown by the 
Medical Research Council, is designed so that the 
whole case acts as a voltaic cell when immersed in 
the fluid inside the alimentary canal The varying 
voltage derived from this is applied to a back-biased 
silicon junction diode so that its capacitance is varied, 
and the alterations in capacitance are then used to 
modulate the frequency of the transistor oscillator. 

In a paper by Farrar, Zworykin and Berkley a 
new type of radio pill was described in which the 
size was reduced and the limitation on operating life 
(due to the battery) was eliminated by using a 
system of energization from outside the body. As 
with the implantable pacemaker, electromagnetic 
induction is used but there is no battery to be 
charged in the “pill.” Short bursts of 400kc/s 
energy are sent into the “ pill” at 3,000 per second. 
These cause a tuned circuit to ring, and it does so 
in the intervals between bursts, not at 400kc/s, but 
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at its own resonant frequency, which is determined 
by a capacitance transducer measuring pressure in 
the alimentary canal. The energizing coil is also 
used for picking up these responses, and in the f.m. 
receiver uSed for detection an electronic gating 
system separates them from the energizing bursts. 

Another tiny device for measuring pressures 
internally was really a probe—a micromanometer, 
shown by Telco of France, mounted on a catheter 


à 


а rra 


Micromanometer probe transducer (Telco) 


for passing along a blood vessel into the heart. 
Measuring only 2-7mm in diameter and 7mm long, 
the micromanometer has a transducer consisting of a 
magnetic core fixed between two thin diaphragms. 
This moves axially with pressure changes and pro- 
duces corresponding inductance changes in a coil. 
These changes are measured by a frequency modu- 
lation system. The pressure range of the device is 
t 300mm of mercury and as the frequency response 
extends to 5kc/s, the manometer can also be used as 
an intracardiac phonocardiograph for making а 
record of the sounds associated with heart action. 
The use of an intracardiac phonocardiograph for 
locating precisely the source of murmurs and other 
defects of the heart was described in a paper by 
Wallace, Lewis, Dietz and Brown. In this case, how- 
ever, the instrument was based on a barium titanate 
transducer and had a response up to 10kc/s. 
Another paper concerned with cardiac instrumen- 
tation by L. J. Ryan described a miniature, self-con- 
tained cardiotachometer for recording the heartbeats 
of patients while they move about. Looking 
rather like a hearing-aid, it contains a four-stage 
transistor amplifier for amplifying the electrical 
potentials from the heart and the counting is done 
by a wristwatch movement through electromagnetic 
actuation of the escapement mechanism. Incident- 
ally this device was developed on a voluntary spare- 
time basis by a group of American engineers called 
S.A.V.E. (Service Activities of Volunteer Engineers). 
Turning to the circulation system itself, Winston 
Electronics showed an equipment for continuously 
recording a patient’s blood pressure over long periods 
of time. In this follower system, the arterial pulsa- 
tion from a finger or toe is picked up by a piezo- 
electrical crystal. Тһе pulsation signal is used to 
open an air-valve which inflates a cuff from a small 
pump. This cuff starts to occlude the artery and 
when the occlusion is complete the air valve closes. 
A leak then allows the cuff to deflate until arterial 
pulsations reappear and once again the pump starts 
to inflate the cuff. The cuff pressure needed to 
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occlude the finger artery is only a few millimetres of 
mercury above the arterial pressure. Indication of 
the measured pressure is given on a dial and on a pen 
recorder. к 

For measuring the rate of flow of blood in the 
circulatory system it is normally necessary to punc- 
ture the blood vessels in some way. In the electro- 
magnetic flowmeter, for example, the blood moving 
through a magnetic field generates a small voltage 
across a section of the artery, and this has to be 
picked up by inserting electrodes. А technique 
which requires no such connections to the patient 
was described in a paper by J. R. Singer. It is 
based on nuclear magnetic resonance and makes the 
measurements through the agency of radio frequency 
and steady magnetic fields. The application of the 
r.f. field in a short burst, locally through a coil, causes 
the magnetic movements of the nucleii of the blood 
atoms to change their orientation rapidly back and 
forth with respect to the steady magnetic field. This 
produces a kind of "tracer" condition in the blood- 
stream which persists for about 0-4 second. At a 
known distance along the blood vessel from the point 
of application of the r.f. field the arrival of the 
“tracer” is detected, and from the measured time 
between these two events the blood flow can be 
determined. The detection is based on the fact that 
the nucleii in the “tracer” condition do not absorb 
as much r.f. energy as they do in their normal con- 
dition, and this is shown up by an auxiliary r.f. 
oscillator and a receiver. Time interval measure- 
ment is done on the time base of a c.r.o. 

In the field of ultrasonics, great interest was shown 
in C. N. Smyth's ultrasonic camera for internal ex- 
amination. This device, which was described fully 
in our August 1958 issue* converts a pattern of 
4Mc/s ultrasonic energy (produced by the absorp- 
tion pattern of the object under examination) into a 
television-type picture by means of a piezoelectric 
quartz disc acting as the target in a television pick-up 


i 


Automatic blood-pressure follower for continuous recording 
(Winston Electronics) 


tube. Another ultrasonic examination system shown 
by the Western Infirmary, Glasgow, used echo- 
sounding principles and slow-mechanical scanning to 
build up a picture from responses displayed on a 
cathode-ray tube. 

Ultrasonic reflections were also used in a simple 
apparatus, described in a paper by two Japanese 


* ' Medical Electronics Conference." Wireless World. August 
1958. p. 361. 
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authors, S. Satomura and 7. 
Kaneko, for examining the condi- 
tion of the blood vessels and the 
patterns of flow in them. It con- 
sisted of an ultrasonic transducer 
energized for transmitting by a 
5Mc/s oscillator and with a re- 
ceiver and recorder for detecting 
and displaying the echoes. In the 
blood vessel, turbulences or fluc- 
tuations in the flow produce a 
kind of noise in the reflected ultra- 
sonic signal due to complex inter- 
actions of waves on the Doppler 
principle. Since the turbulences 
are proportional to the rate of 
blood flow, the intensity of the 
noise in the reflected ultrasonic 
signal gives an indication of this 
rate of flow. So do the frequen- 
cies in the noise, which get higher 
with increasing rates of flow. 
Summing up the conference 
which was organized by the I.E.E. 
in association with the Inter- 
national Federation for Medical 
Electronics, it could certainly be put down as a 
success. It drew about 150 contributions and 
about 800 delegates from all parts of the world. 
The exhibition, too, was very international in 
character, as a good 50 per cent of the exhibitors 
came from overseas. Although the commercial 
section of the exhibition was very well laid out, 
it was a pity that the stands devoted to research 
and hospitals were crammed into an inadequate area 


Ultrasonic scanning system (Western Infirmary, Glasgow) 


with narrow alleyways, hidden behind the escalators, 
like the slum quarters of atown. However, the scene 
here was greatly enlivened by the general air of 
informality, and the notice which said “ Both of these 


_ demonstrations are pretty crude, but we only thought 


of the circuit last week” revived the pioneering 
spirit and cocked a healthy and corrective snook 
at the rather bland atmosphere of salesmanship that 
hung over the rest of the exhibition. 


BOOKS RECEIVED 


Basic Electronics, by Bernard Grob. Vol. 1 follows 
the order of topics presented in the first term’s work of 
the technicians’ training course at RCA Institutes, start- 
ing with elementary electricity and magnetism and end- 
ing with a brief insight into valves, transistors and radio 
frequency losses. It is to be followed by a second 
volume on Applied Electronics. Pp. 524; Figs. 383. 
Price 50s 6d. McGraw-Hill Publishing Co., Ltd., 95, 
Farringdon Street, London, E.C.4. 


Proceedings of the National Electronics Conference, 
1958 (Vol. 4). Illustrated record (99 papers) of the 
annual conference held at Hotel Sherman, Chicago, 
Illinois, covering all aspects of radio and electronics 
from antennas to automatic navigation and from audio 
to computers. Pp. 1074, profusely illustrated. Price 
$7.50. National Electronics Conference, Inc. 228, N. 
La Salle Street, Chicago 1, Illinois, U.S.A. 


A Quality-Checking Receiver for V.H.F./F.M. 
Sound Broadcasting, by С. С. Mayo, M.A., B.Sc., 
M.LE.E., B.B.C. Engineering Division Monograph No. 
25, gives circuit diagrams and performance details of 
two alternative prototype receivers, designed, without 
compromise to give a high standard of performance. 
Pp. 15; Figs. 13. Price 5s. B.B.C. Publications, 35, 
Marylebone High Street, London, W.1. 


Testing of Screened Enclosures, by J. Miedzinski, 
B.Sc, A.M.LE.E. Methods of measuring insertion loss 
and its dependence on the details of experimental 
arrangements as well as on frequency and the construc- 
tion of the enclosure. Pp. 27; Figs. 19. Price 24s. 
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The British Electrical and Allied Industries Research 
Association, Thorncroft Manor, Dorking Road, Leather- 
head, Surrey. $ 


Insulation for Small Transformers, by J. H. Mason 
and C. G. Garton. Handbook for designers reviewing 
the factors influencing electric strength and life of insula- 
tion, methods of non-destructive testing and data on 
new materials. Pp. 93; Figs. 33. Price 37s 6d. The 
British Electrical and Allied Industries Research Asso- 
gation. Thorncroft Manor, Dorking Road, Leatherhead, 

иггеу. 
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OCTOBER ISSUE 


In addition to a varied selection of technical articles 
and the usual coverage of news from all quarters, our 
next issue, on sale on September 26th, will include 
the following special features. 


Radio Show Review.—An assessment of trends in 
the design of sound and television receivers, as 
portrayed at the Earls Court Show. 


S.B.A.C.—Developments in the field of aeronau- 
tical radio and electronics exemplified by manufac- 
turers' displays at the static exhibition at the 
Farnborough Air Show (September 5th-1 Ith). 
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Converting to Stereo 


JOINING TWO MONO AMPLIFIERS 


Nes there would seem to be little 
more in setting up a stereo amplifier system than is 
implied in the sub-title above. But there can be 
snags and it may be worth while to consider the 
minor troubles which can arise, their cause and cure. 
The usual general methods of layout should, of 
course, still be followed, with the addition that con- 
siderable care must be taken to avoid coupling be- 
tween the two amplifiers. This care is necessary 
since, for a given degree of coupling, the crosstalk 
produced in the stereo case is much more serious 
than the level change produced in the corresponding 
mono case—3dB crosstalk is much more serious than 
3dB level change. Such coupling can arise via stray 
capacities or common earth or h.t. wiring. As in 
the corresponding mono case with level changes, 
common earth or h.t. wiring is likely to be a much 
less serious source of crosstalk than stray capacities. 
'To reduce stray-capacity crosstalk it may well be 
worth separating the two amplifiers by an earthed 
metal screen. The effects of any stray capacities 
can, of course, be reduced by decreasing the circuit 
impedances connected to these capacities. 


Additional Layout Problems 


Earth wiring can also, of course, form hum loops. 
Working out an arrangement of earth connections 
which avoids hum loops is likely to be more difficult 
in stereo since one is often committed in advance 
to a number of earth points which are common to 
both amplifiers. Examples of such earth points are 
the common terminal of the stereo pick-up when 
this is a three- rather than a four-terminal device, 
on the balance control when this consists of a single 
potentiometer with its slider earthed and one arm 
in each amplifier, and in a common power supply. 

'The desirability of mechanically ganging certain 
of the controls, for example, the volume, bass and 
steep-cut controls, also imposes some restrictions on 
possible layouts for the two amplifiers. It may be 
advantageous not to gang the treble controls so that 
one can still make some allowance for any difference 
between the two loudspeakers or their acoustic sur- 
roundings—such differences are likely to be most 
pronounced at high frequencies. 

It will naturally often be convenient to use a single 
common power supply. The current ratings re- 
quired for the rectifier and smoothing choke are then, 
of course, the sum of those for the two amplifiers, 
and for this reason a larger rectifier than is required 
for each separate amplifier will often be needed. 
Where the voltages required by the two amplifiers 
are different, a single power supply would obviously 
have to deliver the greater of these voltages, suitable 
arrangements being made to drop this voltage for the 
low-voltage amplifier. As we have already seen, 
crosstalk due to signal currents coupling in common 
h.t. wiring will be more serious in stereo than the 
corresponding level changes in mono. Thus it may 
occasionally be necessary to increase the value of any 
smoothing capacitor common to both amplifiers. 
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Signal currents in the h.t. wiring can, of course, be 
very much reduced by using class-A push-pull out- 
put stages. To avoid common wiring and hum 
loops in earlier stages it will probably be convenient 
to use separate rather than common capacitors to 
smooth the h.t. for such stages. 

Modifications to the circuits of the two ampli- 
fiers are only likely to be necessary to provide a 
balance control И is desirable that, when the 
balance control is adjusted, the sum of the two 
amplifier power outputs should remain constant so 
that the volume level does not have to be simul- 
taneously adjusted. If the total power output were 
to be allowed to vary too much, one might just as 
well use independently adjustable (ie. unganged) 
volume controls and dispense with a balance control. 
The required constant total power output can at 
least approximately be obtained by making the 
balance control in the form of a variable resistive 
divider gain control in each amplifier, the two gain 
controls being connected so that the gain of one 
amplifier is increased while that of the other is 
decreased as the balance control is adjusted. This 
general type of balance control is, in fact, almost 
universally used in practice. It is also desirable that 
the balance control should not produce more than 
about 6dB total gain variation in each channel, any 
greater difference between the two stereo channel 
sensitivities being taken up by preset adjustments. 
The maximum gain variations can, of course, be 
restricted by connecting a fixed resistor in series with 
the variable balance resistor in each circuit; a fixed 
resistance equal to the maximum variable resistor 
value gives a maximum variation of 6dB. Any loss 
in average gain due to the provision of a balance 
control must, of course, be allowed for. 


Practical Balance Controls 


Most of the balance controls in use fall into one 
of two general types: the two variable resistors are 
either two separate but ganged potentiometers or, 
alternatively, the two arms of a single potentiometer 
with its slider earthed. The latter type is perhaps 
not so suitable for the experimenter, since he is then 
committed to a common earth point, and hum loops 
may be more difficult to avoid. Stray-capacity 
coupling between the two ends of the single poten- 
tiometer is also perhaps more likely. 

Where two separate but ganged potentiometers 
are used, the sum of the two amplifier outputs 
normally varies by onlv 0.54В when fixed series 
resistors are used to restrict the maximum gain varia- 
tion in each channel to 6dB: the variation in total 
output increases to 3dB if the fixed resistors are 
decreased to zero so that the maximum gain variation 
is increased to infinity. The first value of 0.5аВ 
variation in the total output is certainly quite accept- 
able, being below what can easily be heard. 

When the two amplifiers have equal gains, they are 
obviously balanced when the variable balance 
resistances and consequently also the gain losses due 
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to the provision of a balance control are the same in 
each channel. It is convenient to assume this con- 
dition of equal amplifier sensitivities when quoting 
the gain loss due to the provision of a balance control. 
Usually the two variable balance resistors are equal 
when each is half its maximum value. In this case, 
the loss in gain due to the provision of a balance 
control is a factor of 1-3:1 when in addition series 
fixed resistors are used to restrict the maximum gain 
variation in each channel to 6dB, this loss increasing 
to 2:1 if the fixed resistors are decreased to zero so 
that the maximum gain variation is increased to 
infinity. As pointed out by Mullard, if one poten- 
tiometer is given an antilogarithmic law and the other 
a logarithmic law and is also wired in reverse, then the 
two variable balance resistors are equal in value when 
each is 0.9 of its maximum value. With such poten- 
tiometers then, the gain loss due to the provision of 
a balance control is reduced to a factor of 1.05:1 
when series fixed resistors are used to restrict the 
maximum gain variation in each channel to 6dB, this 
loss increasing to 1.1:1 if the series fixed resistors 
are decreased to zero so that the maximum gain varia- 
tion is increased to infinity. When such poten- 
tiometers are used the variation in the sum of the two 
amplifier outputs is somewhat different, being within 
0.2dB of 1.9dB for any value of fixed series resistance 
from zero up to the maximum potentiometer value. 
Apart from this possibility there seems little to 
choose between linear and logarithmic potentiometers 
for the balance control. 

Switches for reversing the phase of one channel 
or interchanging the two amplifiers relative to the 
loudspeakers are also sometimes provided for cor- 
recting errors in the connections between various 
units. However, since after any such correction the 
switches need never be further used, it would seem 
preferable to correct any connection errors directly, 
and thus avoid the capacity-coupling problems which 
are likely to arise on a switch connected to both 
amplifiers. Capacity coupling in such cases can be 
reduced by arranging for any stray capacities to occur 
in pairs whose junctions are connected via a relatively 
larger capacity to earth. Coupling either way is then 
attenuated by the capacitive dividers so formed. 


SHORT-WAVE CONDITIONS 


MONTREAL BUENOS AIRES 


S.B.A.C. EXHIBITORS 


ABOUT a third of the exhibitors in the static exhibition 
at the Farnborough Air Show (September 5-11) are 
in, or closely associated with, the radio and electronics 
industry. The following list of manufacturers and 
research establishments has been selected from the 
list of nearly 300 exhibitors. A review of the develop- 
ments in aeronautical radio and electronic equipment 
as seen at the exhibition, which is organized by the 
Society of British Aircraft Constructors at the Royal 
Aircraft Establishment, will be included in our next 
issue. 


A.E.l. 

Airmed 

Albright & Wilson 
Amalgamated Wireless (Aust.) 


K.L.G. Sparking Plugs 
Kelvin & Hughes 
Lucas, loseph 

M.L. Aviation Co. 


Amplivox McMichael 

Bakelite Marconi instruments 
Bell Precision Engineering Marconi's W/T 
Belling & Lee Marston Excelsior 
B.I. Callender's Cables Microcell 

Boulton Paul Aircraft Ministry of Aviation 
Bristol Aircraft Murphy 


Napier, D., & Son 
Newmark, Louis 
Optical Measuring Tools 


British Communications Corp. 
Brown, S. G. 
Bryans Aeroquipment 


Burgess Products Plannair 

Burndept Plessey 

Canadian Marconi Co. Pullin 

Cementation (Muffelite) Pye 

Chelton (Electrostatics) Redifon 

Chloride Rotax 

Ciba (A.R.L.) Royston Industries 
Cole, E. K. SEC 

Cossor, A. C. Salford Electrical Insts. 


Cossor Radar & Electronics 
Curran, John 

Decca Navigator 

Decca Radar 

de Havilland Propellers 


Ekco Electronics 


Sanders, W. H. (Electronics) 
Sangamo Weston 

Savage, W. Bryan 

Short Brothers & Harland 
Simmonds Aerocessories 
Smiths Aircraft Instruments 


Elliott Brothers гоно 
English Electric Southern Instruments 
Ferranti Sperry 
Fibreglass Tecalemit 
Formica Technograph Electronic Prods. 
С.Е.С. Thermionic Products 
General Precision Systems Thorn 
Godfrey, Sir George Trix 
Goodmans Ultra Electronics 
raseby Instruments i 
Grund) & Partners Maii 


Hawker Siddeley 
Hellermann 
Hendrey Relays 
Honeywell Controls 
Imhof 

Integral 


W.S. Electronics 
Waymouth Gauges 
Western Manufacturing 
Westinghouse 
Whiteley Electrical 
Wireless Telephone Co. 


Prediction for September 


JOHANNESBURG 


| 


12 6 20 
. GMT 


G.M.T. 


THE full-line curves indicate the highest frequencies 
likely to be usable at any time of the day or night for 
reliable communications over four long distance paths 
from this country during September. 

Broken-line curves give the highest frequencies that 
will sustain a partial service throughout the same period. 
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eeececeeee FREQUENCY BELOW WHICH COMMUNICATION SHOULD BE POSSIBLE 
FOR 25% OF THE TOTAL TIME 
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WORLD OF WIRELESS 


West German ‘“I.T.A.’’ ? 


THE introduction of a second television network 
in West Germany has developed into a major poli- 
tical issue which may effect the introduction of a 
u.h.f. television service. There have been prolonged 
negotiations as to who should operate the second 
network, initially to consist of 29 u.h.f. transmitters 
due to be completed by the end of this year. At the 
end of July the German Chancellor announced the 
setting-up of a commercial television. company— 
Deutschland Fernsehen—in which the Lander broad- 
casting organizations would be invited to join. For 
some time now, of course, there has been a limited 
number of commercial television programmes broad- 
cast by the Lünder organizations. 

The Lander organizations have now asked the 
Government for permission to build a network of 
u.h.f. stations—some are already in operation experi- 
mentally. Our West German correspondent reports 
that no decision on the proposed u.h.f. networks is 
likely for some months, especially in view of next 
year's Government election. 


Space Research 


MOST of the sixteen grants, totalling £184,540, 
recently made by the D.S.LR. to universities for 
space research, are for projects associated with radio 
and electronics. The grants, made on the recom- 
mendation of the British National Committee on 
Space Research set up by the Royal Society, are for 
salaries of staff, travel and subsistence and develop- 
ment or purchase of special equipment. 

The biggest award goes to Dr. R. L. F. Boyd, of 
the physics department of University College, Lon- 
don, who during the next three years is to receive 
£35,450 for rocket research in the upper atmosphere 
and a further £8,880 for the development and use of 
photoelectric satellite tracking equipment. 


Dr. В. С. Jennison of the Nuffield Radio 
Astronomy Laboratories, Jodrell Bank, is to have 
£30,297 over the next three-and-a-half years for low- 
frequency radio astronomy from an earth satellite 
and for microwave meteorite investigations from an 
earth satellite. Professor A. C. B. Lovell is to have 
£2,500 this year for the tracking of satellites and 
space probes. To enable Professor J. Sayers, of 
Birmingham University, to undertake electron and 
ion propulsion studies in the upper atmosphere and 
interplanetary space he is to receive £26,000. 

Professor W. J. G. Beynon, University College of 
Wales, is granted £16,530 for a three-year study on the 
measurement of electron density/height profile with 
rockets using the Doppler method and the pulse method. 

Three workers at Cavendish Laboratory have received 
grants: Dr. Е. С. Smith is awarded £11,230 for а two- 
year research programme on the measurement of cosmic 
radio noise by receivers mounted on rockets and satel- 
lites; Professor M. Ryle, £2,678 for recording and inter- 
pretation of Doppler and Faraday effects in the radia- 
tions from artificial satellites; and Dr. K. G. Budden, 
£1,694 for studying the theory of propagation of radia- 
tions from artificial satellites. 

Other awards include £13,006 to Professor E. A. 
Stewardson, physics department, Leicester University; 
£15,005 to Professor D, R. Bates, applied mathematics 
department, Queen's University, Belfast, £8,775 to Dr. 
H. E. Elliot and £7,935 to Dr. S. H. Hall, both of 
Imperial College, London and £4,560 to Dr. ]. T. 
Houghton, of Clarendon Laboratory, Oxford. 


Jubilee Lectures.—A limited number of free tickets 
are available for the first of the series of lectures being 
organized by Ultra to mark their 25th anniversary. И 
is being given at the Royal Festival Hall, London, at 
6.30 on September l4th, when Professor Arthur Porter, 
of the University of Saskatchewan, will speak on the 
evolution of instrumentation. Applications for tickets 
should be sent to the Public Relations Officer, Ultra 
Electric, Western Avenue, London, W.3. 


Anglo-Japanese Trade—An in- 
creased quota of transistor sets is per- 
mitted to be imported from Japan 
during the 12 months ending 3lst 
March next year under a new 
Anglo-Japanese trade agreement. 
The new figure is £200,000. The 
quota for sound radio and television 
sets (other than transistorized) is 
£100,000 and for radiograms and 
gramophones it is also £100,000. 


Wind-Powered Relay Station.—Two 
wind generators with 30-ft diameter 
air screws are used to provide power for 
this microwave relay station on the 
Schéneberg in the Eifel mountains. The 
station forms part of the Frankfurt- 
Cologne radio link installed by the 
German Post Office originally for tele- 
vision but now used for a 60-channel 
pulse-modulated multiplex telephone ser- 
vice. The two generators together 
provide an overall output of 40kWhr/day. 
Photo. courtesy ‘* NTZ,” Brunswick. 
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Radio Industry Council.—Lord Brabazon of Tara, 
who has been president of the R.I.C. since 1957, has 
agreed to serve for another year. In consequence of the 
sudden death of Air Marshal Sir Raymund Hart who 
had been full-time director of the R.I.C. since last year, 
R. Kelf-Cohen, C.B., has been appointed acting director 
until such time as a permanent appointment is made. 
He was under-secretary, Ministry of Fuel and Power, 
from 1946 to 1955. The 1960/61 representatives of the 
three constituent bodies forming the council are:— 
B.R.E.M.A., С. Darnley-Smith (Bush) F. W. Perks 
(British Radio Corp.) E. E. Rosen (Ultra), and A. L. 
Sutherland (Philips); В.У.А., S. S. Eriks (Mullard), 
Е. V. Green (S.T.C), С. A. Marriott (С.Е.С.), and 
. W. Ridgeway (A.E.I. Woolwich); and R.E.C.M.F., 

. D. Canning (Plessey), Hector V. Slade (Garrard), 
K. G. Smith (N.S.F.) and Dr. G. A. V. Sowter (Telcon). 
E. E. Rosen is chairman and H. V. Slade vice-chairman. 


Goldup Memorial.—-An annual award, which will be 
known as the Goldup Prize, has been established by 
the LE.E. for the best Higher National Certificate 
student who takes electronics or telecommunications 
subjects in his final examination. The prize has been 
endowed by Mullard Ltd., as a memorial to the life 
and work of the late T. E. Goldup, a director of the 
company and a past president of the Institution, who 
took a keen and extremely active interest in education. 


LE.E. Council.—The following have been elected to 
fill the vacancies which will occur on the council of the 
LE.E. on September 30th:—Sir Hamish D. MacLaren 
(president); C. T. Melling and B. Donkin (vice-presi- 
dents); С. E. Strong (hon. treasurer); and D. A. Barron, 
F. H. S. Brown, Professor J. M. Meck, Dr. R. L. Smith- 
Rose, Dr. H. G. Taylor, J. C. Arkless and J. S. 
McCulloch ordinary members of the council. 


Electronics and Communications Section, І.Е.Е.— 
The new chairman oí the section is T. B. D. Terroni 
(A. T. & E.) and R. J. Halsey (G.P.O.) is a vice-chair- 
man. The six vacancies among ordinary members of the 
committee have been filled by:—W. H. Aldous (G.E.C. 
Research Labs), W. J. Perkins (National Institute for 
Medical Research), Dr. K. F. Sander (Cambridge 
University), Dr. J. A. Saxton (Р.5.1.В.), T. В. Scott 
(Standard  Telecommunications Laboratories) апа 
F. J. D. Taylor (G.P.O.). 


B.E.A.M.A. has set up a Semi-conductor Devices Sec- 
tion to “ foster standardization of semi-conductor devices 
both on a national and international basis.” The initial 
membership of the section, which it is stated “will co- 
operate closely with the Electronic Valve and Semi- 
Conductor Manufacturers’ Association” (V.A.S.C.A.) 
comprises:— A.E.I. (Rugby), A.E.I. (Woolwich), Elec- 
tric Construction, English Electric, Ferranti, G.E.C., 
Hackbridge & Hewittic Electric, International Rectifier, 
Philips, S.T.C. and Westinghouse. 

Pye Show.—The Pye group of companies are holding 
their own radio, television and electronics exhibition in 
the Royal Festival Hall, London, from August 22nd to 
24th. The exhibition will cover not only the domestic 
sound radio and television side of the group’s business 
but also industrial electronics, instruments, marine radio 
and also telephone equipment from “Temco”? the 
newest member of the group. It will be open to the 
public from 11.0 to 9.0 on the first two days and from 
3.0 to 9.0 on the last ray. 


Cabinet Styling.—B.R.E.M.A. is to hold its fourth 
“cabinet styling” exhibition in the Victoria Halls, 
Bloomsbury Square, London, W.C.1, on October 4th, 
5th and 6th from 2.0 to 6.0. It is a trade show of 
embellishments, cabinet materials, fabrics, ornamental 
controls, *in-the-room " aerials, etc., and admission is 
by trade card. 

P. P. Eckersley is giving a talk entitled * Radio from 
the beginning" at a meeting in the Ilford Town Hall, 
Essex, at 3.0 on October 9th. The meeting has been 
arranged by the East London Group of the R.S.G.B. 
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Jodrell Bank.—Manchester University's radio astro- 
nomy laboratories at Jodrell Bank have been renamed 
the Nuffield Radio Astronomy Laboratories. The 
Nuffield Foundation originally donated £200,000 to- 
wards the cost of the radio telescope at Jodrell Bank 
and has recently given a further £25,000 and Lord 
Nuffield personally another £25,000 in order to clear 
the deficit on the project. 


Sound propagation in the atmosphere is the theme 
of a symposium to be held in the new physics building 
of Imperial College, South Kensington, on September 
8th. It is being organized by the Acoustics Group of 
the Physical Society. Full details are available from 
Drs. С. С. Parfitt and В. W. B. Stephens, Imperial 
College, South Kensington, London, S.W.7. 

Amateur Television Convention.— The fifth conven- 
tion of the British Amateur Television Club is being held 
on September 10th in the Conway Hall, Red Lion 
Square, London, W.C.1. Further particulars and tickets 
(5s all day, 2s 6d after 2) are obtainable from D. W. E. 
Wheele, 56 Burlington Gardens, Chadwell Heath, Rom- 
ford, Essex. 

Autumn Audio Fair Cancelled.—Audio Fairs Ltd. 
have announced that the Audio Fair planned for 
October at Southport, Lancs, has been cancelled. 


MATTERS EDUCATIONAL 


Logical Circuits.—A course of 12 lectures on the 
design of logical circuits, followed by an 11-week labora- 
tory course, 13 being held on Friday afternoons from 
September 30th at the Borough Polytechnic, London, 
S.E.1. The fees are 25s and 20s respectively. 


Pulse Techniques.—The Borough Polytechnic is also 
providing a 20-lecture course on pulse techniques on 
Monday evenings from October 3rd (fee £2 10s). Sup- 
plementary to this course is a 12-week laboratory course 
which runs concurrently with it on Monday afternoons 
or Thursday evenings (fee £1). 


Servicing Electronics.—4A course in preparation for 
the C. & G./R.T.E.B. new certificate in electronics ser- 
vicing is offered by the Matthew Boulton Technical 
College, Suffolk Street, Birmingham, during the coming 
session. The college is also providing a new course for 
the C. & G. certificate in supplementary studies in tele- 
communications. 


Norwood T.C.—Full-time technical courses listed in 
the 1960-61 prospectus from the Norwood Technical 
College, Knights Hill, London, S.E.27, cover tele- 
communications engineering, marine radio operating and 
radar maintenance. There are also part-time day and 
evening courses in preparation for the C. & G. tele- 
communications engineering certificate, the C. & G./ 
R.T.E.B. servicing certificate and a 2-year evening 
course on television technology. 


Radio Amateur Exam.—We have been notified of 
the following classes of instruction (both radio theory 
and morse) being held during the coming session in 
preparation for the Radio Amateur Examination: — 

Battersea Men's Institute, Latchmere Road, Lavender 
Hill, London, S.W.11; Wednesdays. А 

Holloway Evening Institute, Montem School, Horn- 
sey Road, London, N.7; Mondays, repeated on Tuesdays 
and Wednesdays. 

Ilford Literary Institute, High School for Girls, Cran- 
brook Road, Ilford; an eight-month course оп Wednes- 
days with more on Mondays. 

Wembley Evening Institute, Copland School, High 
Road, Wembley; Mondays. 

Bognor Regis Technical Institute, Southway, Bognor 
Regis; Wednesdays and Fridays. 

Bradford Technical College, Central Hall, Bradford, 5; 
Wednesdays. 


Glasgow.—Allan Glens School, Montrose Street; 
'Tuesdays and Thursdays. 
Openshaw Technical College, Whitworth Street, 


Manchester 11, classes for first and second year students. 
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Personalities 


Sir Willis Jackson, F.R.S., director of research and 
education of Associated Electrical Industries (Manches- 
ter) Ltd., is to return to academic life as professor of 
electrical engineering at Imperial College, University of 
London. Sir Willis resigned his chair at Imperial Col- 
lege some seven years ago to become director of research 
and education of Metropolitan-Vickers Electrical Co., 
now A.E. (Manchester). After graduating at Man- 
chester University and 
lecturing іп electrical 
engineering at Bradford 
Technical College, he 
joined Metro-Vick as a 
college apprentice іп 
1929. In 1938 he was 
appointed professor of 
electrotechnics at Man- 
chester University and 
eight years later accepted 
the chair at Imperial 
College. Sir Willis, who 
was knighted in 1958, is 
this year’s president of 
the LE.E. and is a mem- 
ber of a number of 
national bodies including 
the National Council for 
Technological Awards. 


Sir Willis Jackson. 


Sir Leslie Gamage, chairman and managing director 
of the General Electric Co. since 1957, is to retire at the 
end of this year. He is relinquishing his executive duties 
as managing director immediately but will continue as 
chairman until December 31st. He joined the company 
in 1919 and was appointed vice-chairman and joint man- 
aging director in 1943. 


Two British women engineers, Miss Lesley S. Souter, 
B.Sc., A.R.T.C., F.Phys. Soc, A.M.LE.E, and Miss 
Rosina Winslade, M.S.I.T., have been awarded by the 
Caroline Haslett Memorial Trust “travelling exhi- 
tions ” to enable them to study the training, employment 
and prospects of women engineers in the U.S.S.R. Miss 
Souter, who studied clectrical engineering at the Royal 
Technical College, Glasgow, obtained her B.Sc. degree 
from Glasgow University in 1940. She was in the 
research laboratories of the G.E.C. and Mullard before 
joining the A.E.I. Research Laboratory at Harlow, Essex, 
where she now leads the magnetic materials section. 
Miss Souter is vice-president of the Women’s Engincer- 
ing Society. Miss Winslade is senior sales engineer 
with Research and Control Instruments Ltd., where she 
is in charge of the industrial measuring and recording 
apparatus in the instrument group. She was for ten 
years with the Plessey Co., first as junior laboratory 
assistant and later working on the design and develop- 
ment of electronic test equipment. Miss Winslade was 
the first woman member of the Society of Instrument 
"Technology. 


P. E. Е. A. West, M.A., A.M.LE.E., has been 
appointed Regional Engineer, B.B.C. West Region, in 
succession to С. H. Daly, М.В.Е., who joined the British 
Broadcasting Company in 1925 as a transmitter en- 
gineer at Savoy Hill, London. He has been regional 
engineer since 1955. Mr. West joined the Corporation 
in 1936. During the war he served in the Royal Navy, 
where he attained the rank of Lieutenant Commander. 
He returned to the B.B.C. Design and Installation 
Department in 1946 and two years later was transferred 
to the Overseas and Engineering Information Depart- 
ment. In 1951 he was appointed assistant to the Chief 
Engineer and since 1956 has been on the staff of the 
Senior Superintendent Engineer, External Broadcasting. 
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Air Vice-Marshal H. B. Wrigley, C.B.E., until recently 
Director of Guided Weapons Research and Develop- 
ment (Air) in the Ministry of Aviation, has been 
appointed senior technical staff officer at Fighter 
Command Headquarters. He was at one time Chief 
Signals Officer of the 2nd Tactical Air Force in Ger- 
many, and in 1954 was appointed Director of Signals 
in the Air Ministry. 


F. A. Vick, O.B.E., Ph.D., becomes director of the 
Atomic Energy Research Establishment, Harwell, in 
succession to Sir Basil Schonland, C.B.E., F.R.S., on 
September Ist. Sir Basil, who was knighted in this 
year’s Birthday Honours List, is to continue as director 
of the Atomic Energy Research Group of which 
A.E.R.E., Harwell, is a part. Born in South Africa in 
1896 he became exhibitioner at Gonville and Caius 
College, Cambridge, and carried out research at the 
Cavendish Laboratory. He joined the staff at Capetown 
University in 1922 and in 1937 founded and took charge 
of the Bernard Price Institute for Geophysical Research 
at the University of Witwatersrand, Johannesburg. He 
was a brigadier in the South African Corps of Signals 
in the early days of the last war but from 1941 to 1944 
was Superintendent of the Army Operational Research 
Group, Ministry of Supply. After the war he returned 
to South Africa but came back to the U.K. in 1954 as 
deputy director of Harwell. Dr. Vick, who is 49 and was 
educated at Birmingham University, was a lecturer in 
physics at University College, London, before he joined 
the Ministry of Supply in 1939 as assistant director of 
scientific research. In 1945 he returned to his academic 
work as lecturer in physics at Manchester University. 
From 1950 until his appointment last year as deputy 
director of Harwell, he was professor of physics at the 
University College ‘of North Staffordshire. Dr. Vick 
was vice-president of the Institute of Physics from 1953 
to 1956. 


Dr. F. A. Vick. Dr. R. L. Smith-Rose. 


Dr. R. L. Smith-Rose, C.B.E., has been appointed by 
the Postmaster General as chairman of the Post Office 
Frequency Advisory Committee in succession to Sir 
Lawrence Bragg, O.B.E., F.R.S., who has resigned owing 
to his many other commitments. Dr. Smith-Rose retires 
in September from the directorship of the Radio Re- 
search Station of the D.S.I.R., which he has held since 
1948. He has been a member of the Frequency Ad- 
visory Committee since it was set up under the chair- 
manship of Sir Lawrence Bragg in 1958. The other 
members of the committee are: — Granville Berry (city 
engineer and surveyor, Coventry); Sir Harold Bishop 
(B.B.C.); Capt. C. F. Booth (Post Office); J. R. Brinkley 
(Pye Telecommunications, nominated by the Electronic 
Engineering Association); J. Clarricoats (R.S.G.B.); 
Major General E. S. Cole (War Office); N. H. Elgood 
(Home Office); Sir Robert Fraser (I.T.A.); Supt. Е. Gee 
(Lancashire Constabulary); H. Gillender (Ministry of 
Transport); H. van Hasselt (S.T.C., nominated by the 
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Telecommunication Engineering and Manufacturing 
Association); G. P. Jefferies (Ministry of Aviation); K. I. 
Jones (Ferguson, nominated by B.R.E М.А.); R. J. Kemp 
(Marconi's, nominated by E.E.A); Air Commodore 
C. C. Morton (British Joint Communications Elec- 
tronics Board); Capt. . J. Parker (Admiralty); 
. F. Peirson (Midlands Electricity Board); C. G. 
Phillips (Ministry of Aviation); D. J. A. Stevenson 
(Automobile Association, nominated by the Mobile 
Radio Users’ Association); Н. Е. Е. Taylor (Е.Е.А.); 
Air Commodore F. E. Tyndall (Air Ministry); A. Wol- 
stencroft (Post Office); Capt. F. J. Wylie (Radio Advisory 
Service of the Chamber of Shipping and Liverpool 
Steamship Owners’ Association); and J. E. Golothan 
(Post Office), secretary. 


Н. С. Whiting, А.МІЕЕ., has been appointed 
Regional Engineer, B.B.C. Midland Region, in succes- 
sion to W. A. Roberts, M.LE.E., who becomes Adminis- 
trative Officer in the Region. Мг. Roberts, who joined 
the Engineering Division of the B.B.C. in 1937, became 
assistant to the Chief Engineer in 1949. Не was а 
member of the Broadcasting Commission appointed by 
the Gold Coast (now Ghana) Government in 1953 to 
advise on the development of broadcasting in that 
country, and later of the Commission which was 
appointed to study broadcasting development in Kenya. 
During 1954 and 1955 he was seconded to the Colonial 
Office as technical adviser on broadcasting development 
in the Colonies. Мг. Whiting joined the Corporation in 
1932 as an engineer in the Transmitter Department. 
He transferred to the Television Service in 1936, and 
since 1952 has been Engineer-in-Charge, Television, 
Birmingham. 


T. Н. Cook, B.Sc.(Eng.), M.I.E.E., has been appointed 
chief applications engineer of the Morgan Crucible Co. 
He was previously technical sales manager of the com- 
pany’s carbon department. He will be attending the 
New Delhi meeting of the International Electrotechnical 
Commission in November. 


С. D. Speake, М.А., has been appointed deputy chief 
of research of Marconi's research and development 
laboratories, Great Baddow, Essex. He joined the com- 
pany in 1950 at the age of 31 and was engaged in radar 
systems research until 
1954, when Һе was 
appointed chief of the 
vacuum physics division. 
Two years later he took 


charge of the  micro- 
wave physics section. 
Educated at St. Cathar- 


ine's College, Cambridge, 
where he graduated with 
first-class honours in 
physics, he served in the 
Technical Branch of the 
R.A.F. as a flight-lieuten- 
ant, and was for four 
years with Imperial 
Chemical Industries as 

instrument manager of Л 
the plastics division be- 
fore joining Marconi’s. 


OBITUARY 


Air Marshal Sir Raymund Hart, who died as a result 
of an accident on July 16th at the age of 61, had been 
director of the Radio Industry Council since his retire- 
ment from the R.A.F. in January, last year. His Service 
career began in the Royal Flying Corps in 1917. In 
1936 he was attached to the Bawdsey experimental 
station as “Commandant of R.D.F. Training" and so 
began his long and close association with radar devclop- 
ment. И was Sir Raymund who introduced the * filter 
room" principle into the radar reporting system. In 
1942 he became Command Signals Officer of Fighter 
Command and was at one time Deputy Director of 
Radar in the Air Ministry and from 1951 to 1955 Direc- 
tor General of Engineering. 


G. D. Speake. 


News from ndustry 


Pye Ltd. and its subsidiaries increased their “total 
available profit " for the year ended 1959/60 by nearly 
75% compared with the previous year. The figures are 
£1,464,274 and £842,762. The year’s trading profit 
was £3,927,041 compared with £2,834,841 for 1958/59. 
The annual general meeting is being held on August 
24th to coincide with the group’s exhibition being 
held at the Royal Festival Hall, London. 


Temco.—By the purchase of shares on the London 
Stock Exchange Pye have acquired a controlling interest 
in the Telephone Manufacturing Co. in face of a bid 
for the whole of the company’s shares by a consortium 
of seven companies—A.E.1., А.Т. & E., Ericsson, G.E.C., 
Marconi’s, Plessey and S.T.C. It is Pye's intention to 
continue the business of Temco as a separate entity. 


Thorn Electrical Industries group trading profit for 
the year ended last March was £3,916,990 compared 
with £2,953,536 the previous year.  Deducting all 
charges, including taxation of £949,069, the net profit 
is £1,525,988 against £979,371 last year. 


Firth Cleveland Group reports a turnover of £21.5M 
with a profit before taxation of £2,144,806 in 1959 com- 
pared with £18M and £1,455,000 the previous year. The 
group, which comprises about 30 companies in this 
country and some 20 abroad, includes Solartron, Sim- 
monds Aerocessories, and four chains of retail radio 
stores totalling in all some 450 shops. 
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Brimar valve and cathode-ray tube division of 
Standard Telephones and Cables has been acquired by 
Thorn Electrical Industries Ltd. A new company is 
being formed under the name Brimar Electronics Ltd. 
The * special" valve division of S. T.C. is not included in 
the agreement signed by the two companies. 


Anglo-Swedish Agreement.—Technical and commer- 
cial co-operation between E.M.I. Electronics Ltd. and 
the Swedish SAAB Aircraft Co. is provided for under a 
recently signed agreement. SAAB will sell E.M.I.s 
equipment in the industrial, automation, broadcast, in- 
strument and special tube fields throughout Sweden, 
Norway and Denmark, through its sales organization, 
SAAB Electronics. E.M.I. will market SAAB products 
in the British Commonwealth and other countries. 


Associated Electrical Industries Ltd. and Davy-United 
Ltd. have formed a jointly financed Steelworks Auto- 
mation Unit to apply new automatic control techniques 
to the processing both of steel and of non-ferrous 
metals. The A.E.L/Davy-United Steelworks Automa- 
tion Unit has its headquarters at Mill Road, Rugby. 


Hughes International (U.K.) Ltd., set up in Glen- 
rothes, Fife, by the Hughes Aircraft Co. of the U.S.A. 
for the manufacture of a wide range of semiconductor 
components for the European market, plans to open its 
factory this month. David Simpson is general manager 
of the Scottish company. 
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A trade exhibition is being held by Thompson, 
Diamond & Butcher at the Trocadero Restaurant, Picca- 
dilly Circus, London, W.1, from August 23rd to Septem- 
ber 1st. T.D.B. are both wholesalers and manufac- 
turers; they make the range of “Top Rank” record 
players. Invitation tickets are obtainable by writing 
to the Sales Manager, 1/9 University Street, London, 
W.C.1. 


McCarthy Radio and Electronics Ltd., of Studland 
Street, London, W.6 (Tel.: Riverside 1633) is the new 
name of what was previously Radio Mailing Ltd. The 
company, of which А. $. Williams is managing director, 
manufactures McCarthy radio-grams, record players and 
tape recorders, and Felgate inverters. 


Elstone Electronics Ltd., of Hereford House, North 
Court, Vicar Lane, Leeds, 2 (Tel.: Leeds 35111), of 
which A. C. Farnell and A. Woffenden are directors, 
have been appointed British distributors for Weller 
Elektro-Werkzeuge, of West Germany. The company 
manufactures soldering guns and heat-controlled solder- 
ing irons. 


Stretch, the IBM computer capable of performing well 
over a million logical operations per second, has been 
ordered by the U.K. Atomic Energy Authority. The 
system, to be installed towards the end of 1961, will have 
random access disc storage units capable of transferring 
one word every 8 microseconds, 6 magnetic core storage 
units with retrieval time of 2.18 microseconds, and a 
vast magnetic tape backing store. 


Films & Equipments Ltd., of 138 Wardour Street, 
London, W.1 (Tel: Gerrard 7711), of which D. For- 
rester and G. M, Forrester are directors, have disposed 
of their recording division to Aviation and Electronic 
Equipment Ltd., of the same address. The company’s 
connector division has been taken over by Cannon 
Electric (Great Britain) Ltd., also of the same address. 


Decca has obtained from Thermionic Products the 
sole manufacturing rights of their micro-lift for pickups. 


Solartron Electronic Group is to provide the instru- 
mentation and control apparatus for the next major 
experiment for controlled thermo-nuclear research to 
be undertaken by the Atomic Energy Authority. The 
intermediate current stability experiment (I.C.S.E., pro- 
nounced * ice") will be undertaken at the new labora- 
tory which the A.E.A. is establishing at Culham, near 
Oxtord. 


lE c C EE dE 


G.E.C. is to supply and install for the Post Office 
a dual radio link between Carlisle and Kirk o' Shotts 
for the relaying of television transmissions. There 
wil be two intermediate repeater stations along the 
90-mile route, The broadband equipment, which 
operates around 6,000Mc/s can provide a television 
link or 960 speech circuits. 


The printed circuits division of Mills & Rockleys 
(Production) Ltd. has been formed into a separate 
subsidiary company called Mills & Rockleys (Elec- 
tronics) Ltd., of Swan Lane, Coventry (Tel.: Coventry 
26222). The general manager is D. L. Phillips. 


Teleng Ltd. are to design and supply the distribution 
equipment and cabling for the television relay system 
to be installed by Marconi's on the new luxury liners, 
Oriana and Canberra. 


EXPORT NEWS 


British manufacturers who are participating in the 
exhibition being held in Stockholm from September 
10th to 17th in conjunction with the Fifth International 
Instruments and Measurements Conference include: 
Ether Langham Thompson, G.E.C. General Radio- 
logical, Hobson, Plessey, Solartron, 20th Century, Ultra, 
A.E.I., Cannon Electric, Colvern, Erie, Hunt and Texas 
Instruments. The last six companies are combining as 
the “English Component Group” through an agent. 


Sub-miniature automatic direction-finders made by 
Bharat Electronics, of Bangalore, under а general 
manufacturing agreement made between the Govern- 
ment of India and Marconi’s W/T Co., are to be fitted 
in AVRO-748 twin turbo prop aircraft being built in 
India. The radio compass is Type AD722. 


Airfield control radar is being supplied by Cossor 
Radar & Electronics to the East African Directorate of 
Civil Aviation for installation at the recently opened 
Nairobi Airport, 


Closed-circuit television equipment was recently 
installed by Marconi's on a locomotive of Rhodesian 
Railways so that the action of the wheels could be 
studied while in motion because abnormal wear had 
been noticed on sharp curves of the track. 


Ап О.В. television unit has been supplied to the 
Hungarian broadcasting authority by E.M.I. Electronics. 
The unit, mounted on a 7-ton chassis, is equipped with 
four image orthicon cameras, 


Colour TV.—The colour tele- 
vision unit commissioned by Smith 
Kline & French Laboratories from 
Marconi's two years ago, which has 
been placed by the owners at the 
free disposal of medical authorities 
in this country, is now on a three- 
month tour of Australia. И will 
visit hospitals in Adelaide, Mel- 
bourne, Brisbane and Sydney. 
Marconis have provided the 
engineering team accompanying the 
vehicle. 


— 1 


Hong Kong.—The mast of the Col- 
ony's new v.h.f./f.m. broadcasting 
station. Four Marconi 5-kW transmitters 
in two parallel pairs are used to radiate 
two programmes—English on 91Mcjs 
and Chinese on 94Mc/s. 
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LETTERS TO THE EDITOR 


The Editor does not necessarily endorse the opinions expressed by his correspondents 


Negative Hesistance 


HAVING studied “Cathode Ray’s” article '* Ohm's 
Law and Negative Resistance ” in the July issue I can 
now see how our differences of opinion as to whether 
or not a battery is equivalent to a negative resistance can 
be resolved. 

But first, since it is hard to find a text-book which 
even hints that Ohm did not create Ohm's Law, 
* Cathode Ray's" main point in his 1953 article, that 
there are two distinct Ohm's Laws, should be brought 
to the attention of all text-book writers. 

Very briefly, the first Law is based on Ohm's work 
and might be called Ohm's Linearity Law В=К; the 
second is what has become to be called Ohm's Law, 
Rz E/I, which defines the ohm and in which R need not 
be constant, and is replaced by Z, the impedance, for 
a.c. working. 

B.S. definition No. 1276 quoted by “Cathode Ray," 
expresses my point that for a device to be a resistance the 
voltage and current must be related. When shortened, 
the second paragraph of the definition reads, “ Тһе ге- 
sistance is equal to the applied p.d. divided by the cur- 
rent which it produces when the body has no e.m.f. 
acting therein." 

Hence a battery cannot be a resistance and Ohm's Law 
cannot be applied to it, which was the basis of my 
original objection, But Ohm's Law can be applied 
(without any modification) to a resistance having the 
same p.d. and current as the battery at any рагисшаг 
instant, and the battery can be said to be equivalent to 
the resistance in certain respects. 

If the current through the battery is reversed, the 
battery absorbs energy and becomes equivalent to a 
positive resistance, If the battery is an accumulator on 
charge or even a dry cell (see, for instance, R. W. 
Hallows, “ Reactivating the Dry Cell” W.W. August, 
1953) some of the energy may be stored chemically, 
whereas in a resistor it is all dissipated. But inductances 
and capacitances, both positive and negative, can absorb 
or give out energy; the battery actually behaves much 
more like a large charged positive capacitance than a 
resistance if any changes are made to the circuit. 

An engineer might ask, * Does it work?” “ Cathode 
Ray" has shown that the battery and resistance in the 
circuit are equivalent to two resistances, one of which 
is equal to the negative of the other, and these are equi- 
valent to a short-circuit. This simplifies the circuit 
but makes it impossible to find the current. 

A similar thing happens when solving simultaneous 
equations if one substitutes twice in the same equation. 


"m 
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One proves that 0—0, which does not help in finding 
x 


As regards “ Kirchhoff's " Third Law, in a simple loop 
where all components pass the same current, the Law is 
reduced to Ohm's Law to Kirchhoff's Second Law, while 
if the mesh is part of a network and the current is 
different in different parts of the mesh, the Third Law 


does not hold. 
Binley, nr. Coventry. D. L. CLAY. 


Analogue Computer Techniques 


THE simple analogue computer as described by С. B. 
Clayton (May and June issues) can be used to demon- 
strate many problems. 

A familiar example is that of the simple projectile 
which moves with initial velocity V ft/sec, included at 
an angle 9 to the horizontal. with downward acceleration 
£ ft/sec? due to gravity. 


4 Fig.1 


With the notation of Fig. 1, the displacements in the 

X and Y directions after time t, are given by the equations. 
У = Vt sin 0 — 4212 
= Уг cos 8 

By assigning fixed voltages to represent the constants 
V and g, it is possible to generate voltages representing 
these displacements using a computer arrangements 
as in Fig. 2. 

The outputs obtained can be fed into the X and Y 
plates of a cathode ray tube, and a trace will be pro- 
duced representing the path of the projectile. It is quite 
easy to demonstrate the effect of varying either V, g, 
ог 0, the latter set by the potentiometers representing 
sin @ and cos 6, both of which must be adjusted for 
any change of б. 

'The more complex case of the catenary can be illus- 
trated in this way, this being the curve in which a uni- 
form chain or “ perfectly flexible " string hangs when 
freely suspended from two fixed points. 


iM 


—[(Cot+Vsin8) at 
=-VtsinO+ gt? 


IM Ув то -gt =Y 


—[VcosÜqdt 
= -Vt cos Ü 


+Vtcos Ü =X 


Fig. 2 
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'The equation for the curve is 
y = c cosh (x/c) 
The computer can be used to obtain such a function, 
by first assuming a signal for —sinh (x/c) and integrating 
twice with respect to x (x here being represented by 
time). 

The output of the second integrator is —c? sinh 
(х/с) which can be modified to —sinh (x/c) by use of a 
potentiometer set to l/c?. Thus by assuming —sinh 
(x/c) we have obtained —sinh (х/с), and hence if the 
output is fed back into the input, the circuit will pro- 
duce functions as indicated in Fig. 3, the output of 
the first integrator c cosh (x/c) being fed to the Y plate 


Fig. 4 


of an oscilloscope. The X Plate is fed with voltage Kx, 
which increases linearly with x. Such a voltage is readily 
obtained by integrating a constant voltage —K as 
indicated. 

The effect of changing с can be seen by observing 
the different oscilloscope traces for various settings of 
the 1/с? potentiometer. 

A further technique worthy of mention, is that of a 
method of solution of simultaneous equations, such as 
those arising from simple beam problems. For instance 
if we have a light uniform beam simply supported as in 
Fig. 4, and with weights of 2 lb and 28 lb as shown, it 
may be required to find the reactions at the supports 
X and Y. 

By resolving vertically and taking moments, the follow- 
ing equations for X and Y are obtained. 

X + Y = 30 "Y-30—X 


2X — 3Y = 10 охе 10921 

Using these relationships and assuming a signal for 
—3Y, summing amplifiers can be used to develop signals 
for X and thence —3Y, and by feeding the output back 
to the input the above equations can be satisfied (see 
Fig. 5). 

If the appropriate fixed voltages of —10 and —30 
are applied as shown, using a scaling of 1 volt = 1 unit, 
then the values of X and Y can be read as the output 
voltages of amplifiers | and 2 respectively. 


IM IM 


-3Y (10+3Y) =x 


2 


ЦЕ -30 VOLTS 
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Iu T his technique cannot al- 
< —cCÍcosh (2)ах ways be used, since certain 
ао 8 types of equations will re- 

= —c?sinh() quire a computer arrange- 
ment which may be un- 
stable. In these cases more 
advanced methods of 
solution are used. 

А demonstration of these 
uses of the analogue com- 
puter has been made by 
Louis Newmark Ltd., to the 
sixth form students of Or- 
pington Grammar School, 
where the interest aroused 
was such that the school is now building its own 


TO YPLATE 


Fig. 3 


computer. 
New Addington, M. A. COLLINS, 
Surrey. Louis Newmark Ltd. 


Line Standards 


YOUR leading article on number of lines is a refreshing 
change in that an authoritative opinion favours retention 
of 405 lines in this small island of ours, with its atten- 
dant co-channel problems. 

The writer sees little to recommend a change except 
perhaps exchange of programmes with the Continent and 
the advent of colour. For the former it would be 
Cheaper to arrange a separate camera chain from the studio 
on 625 lines when an exchange with Europe was neces- 
sary. 625 lines would not help a great deal with picture 
degradation when changing to French 819 lines. 

Regarding colour, the writer recently saw the latest 
adaptation of the N.T.S.C. system on 405 lines at the 
laboratory of a leading manufacturers and the results 
would have satisfied even the most artistic viewer, the 
compatibilry being excellent. 

Living near the Continent the writer often has the 
chance to view television in the average home on 625 and 
819 lines. On 625 there is no significant improvement, 
but with 819, provided that the television is in reason- 
able alignment, and the aerial system covers the band- 
width required, the picture quality is a marked 
improvement; but the writer has noticed when the band- 
width is restricted for any reason, the result is a very 
unpleasant comparison of good vertical definition with 
poor horizontal detail, 

At present in this country, towns served by i.f. wired 
systems do not enjoy in most cases more than 2 Mc/s 
bandwidth on the whole network, so any overall im- 
provement would be lost to these viewers. 

Dover. B. A. A. SMYE-RUMSBY 


“Things Great and Small" 


IN reference to '' Random Radiations" in the June 
1960 Wireless World, 1 would call to your attention a 
fund of information on prefixes in “ The Greeks Had 
a Word for It," by A. P. С. Peterson, in the JRE Tran- 
sactions on Engineering Writing and Speech, December, 
1959. 

Of passing interest is the fact that the Greeks did 
indeed have words for quantities above 1,000. Herodotus 
in his history, Book VII, Polymnia section 60, counts 
Xerxes! Army in terms of 
myriads (literally, uópio:, his 
word for 10,000). Also, 
Archimedes devised a set of 
names for numbers greater 
than 10,000, using as a base 
the octad (108). 

But of major significance 
in the article is the set of 
metric prefixes Dr. Peterson 
proposes. Here is a simple 
method of prefixes that 
takes us from 10-39 to 1030 
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with logic not found in the likes of nano, giga, tera, 
and pico. 

Basically, a Peterson prefix is, for positive powers 
of 10, a Greek prefix and an “ ilo." The “ о” comes 
from the prefix for 103, kilo, a serves to identify the 
prefix immediately as being positive. For negative 
prefixes, Peterson combines standard Latin prefixes 
with “ПН? (from milli, the prefix for 10-3). The fol- 
lowing table shows how ingeniously simple this system is. 


Value Prefix Symbol Value Prefix Symbol 
103 kilo K 1073 milli m 
106 dilo D 10-8 billi b 
10? trilo TR 10-9 trilli t 
1012 tetrilo TT 10-12 quadrili qd 
1015 pentilo PN 10715 quintilli qn 
1018 hextilo HX 10-18 sextilli sx 
1021 heptilo HP 1071 septilli sp 
1024 oktilo OK 10724 octilli oc 
1027 enneilo EN 10-27 nonilli nn 
1030 dekilo DK 10—30 decilli dc 


It is a pity that Peterson's article wasn't published 
10 years ago, before such alogical absurdities as giga 
won their acceptance through default. But it is only a 
matter of time before man is again bogged down for 
lack of additional prefixes, and then perhaps logic will 
have its day. 

Meanwhile, several publications have reprinted the 
Peterson article, and I recommend it to those who 
crave logic in language. 

Lexington, FREDERICK T. VAN VEEN 

Massachusetts, U.S.A. 


Self-balancing Push-pull Circuits 


MR. BIRT’S reply to the first part of my letter in the 
August issue is quite acceptable. In fact, by showing 
how the magnetic coupling in the output transformer 
ensures no error-signal at the junction of В,-В. in my 
two-stage amplifier (Fig. 1, р. 397), Mr. Birt makes “a 
fair cop". Apparently, in this case, to take the error- 
signal from a resistor at the primary tap is the only 
way. Even so, this could be coupled to the first stage 
common bias resistor without the intervention of a 
*gainless" valve stage; the gain over two stages— 
especially if the first is а pair of pentodes or cascodes 
(not cross-coupled)—ensures very close balance. 

The diagram herewith shows a “Croscode” with 


FEO-BACK 
ERROR a NAL 
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lower triodes having a gain of X2, the right upper 
triode X20, and the left upper triode X25. Tracing 
through (plain figures) an a.c. signal with an instantan- 
eous input of —2 shows an unbalanced output of — 80 
and 4-100 at the anodes. Now adding a fraction of the 
error-signal in reversed phase of — 0.1 at the cathodes 
(relatively positive feedback to the right side and nega- 
tive to the left), the signal thus modified is traced 
through afresh (underlined figures). It is seen that the 
grid-cathode signal to both upper triodes is still 4, as 
before, and the output balance not improved. Thus, 
the * Croscode" does not lend itself to self-balancing 
by the methods under discussion. (Easy figures, rather 
than practical, are used for illustrating the principle.) 

'To save the Editor's precious space I leave the reader 
to re-draw the diagram without cross-coupling (i.e. with 
earthed upper grids), not forgetting that the gain of the 
lower triodes is now X4 as explained by Mr. Birt (p. 
283, June issue). Tracing through the same signal, it 
will be found now that adding a — 0.1 error-signal im- 
proves the balance to —88 and +90. 

Walsall, Staffs. STANLEY MAY 


EDUCATIONAL AIDS 


THE photographs show top and bottom views of the 
Associated Electrical Industries Type R2330 amplifier, 
one of a new range of educational aids. 


Also in- 


cluded in this range are a power output stage, R-C- 
coupled and tuned-anode oscillators, and high- and low- 
pass filters. Each unit is fitted with a Perspex base so 
that the wiring and construction can be seen and 
compared with the circuit diagram printed on the cover: 
this circuit diagram is also connected to the actual ter- 
minals where appropriate. Each unit is supplied with 
instructional sheets giving theoretical and practical 
details of a number of suggested experiments. 
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National Radio Show Guide 


THE 27th British National Radio and Television Show 


at Earls Court opens to the public 


with a preview for overseas visitors and invited guests 
Organized by Radio Industry Exhibi- 
tions on behalf of the British Radio Equipment Manu- 
facturers’ Association it is essentially a domestic sound 
and television equipment show, although the Services, 


the day before. 


on August 24th 


B.B.C. and I.T.A, 

We give in the following pages a preview of the tech- 
nical exhibits compiled from information available at the 
time of going to press. 
are covered iri a separate section at the end. 
October issue we shall give an assessment of trends in 
the design of equipment as portrayed at the Show. 


provide interesting background. 


The stands in the Audio Hall 
In the 


ALPHABETICAL LIST OF EXHIBITORS 


A.E.I. 21 (X27) 
Admiralty .. 407 
Aerialite 13 
Air Ministry 406 
Alan-Markovits 115 
Alba я 16 
Amateur Tape Recording 412 
Amolion 54 
Antiference T 17 
Argosy кайіоуіѕіоп 61 
Associated Television 74 
B.B.C. i: 408, 409 & 410 
Barclays Bank ч : 203 
Belling & Lee X 63 
Bernards (Publishers) 125 
Bowmaker .. s 216 
Brimar Electronics 104 
Bulgin 1 | 45 66 
Bush 5] & 60 (X14) 


* Careers 405 
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With this plan and the alpha- 
betical lists of exhibitors in 
both the main exhibition and 
the audio section visitors will readily be 
able to locate a particular stand. Demon- 
stration rooms and offices are prefixed 
with ** X'' onthe ground floor and “ O ” 
in the Audio Hall. 
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OPE MELE 


Casian к. - X 2-219 
Charterhouse Credit Co. ; 8 
Chorlton & Co. .. T 217 
Collazo T ae 38 
Cossor Radio & TV 57 


Dansette i - 44 
Decca Records 35 (X6 & XD 
Defiant T Р 7 
Design Furniture .. 103 
Domain Products .. 214 
Dubilier 62 
Dynatron 32 
E.M.I. Records ‘ 65 
E.M.I. Sales & Service 24 
Econasign А 121 

co um Se ых 58 (X8) 
Electrical & Radio Trading 111 
Electronic Technology .. 204 
Elizabethan Ў 26 
Emerson Electronics 50 

-—— | 


Ever Ready 34 (X10) 
Ferguson .. РЕ 39 (Х5) 
Ferranti Radio & ТУ 20 (X30) 
Fidelity Radio i50. 48 
Fountain Press A 124 
Fund for the Blind 414 
G.E.C. 32 (X24) 
G.P.O. кк .. 403 
Gala Records 202 
Garrard : 56 
Goodmans .. T s. 220 
Gramophone Co. .. 46 (X11) 
Hacker Radio 113 
Heathkit af бж 112 
* His Master's Voice " 33 (X9) 
Hobday, Christopher 221 (X25) 
Home Maintenance = (148 
Hunts Capacitors .. 49 
І.Т.А. 74 
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DATES : 
August 24th to 
September 3rd 


TIMES : 
Il a.m. to 10 p.m. 
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]-Веат T T Je T 5 
Keith Prowse НЕ F 7а 1 
Kerry's * Be 19 
Kolster-Brandes 22 (X4) 
Labgear  .. - 8: “% 25 
Les Products » y e 55 
Le Сге . T n see 122 
Lifeguard .. е {З 30 
Linguaphone Institute .. 109 
Lloyds Bank "v aa T 4 
Marconiphone we x .. 47 
Markovits .. M à we 120 
Martins Bank ae Үл 25 5:105 
McMichael Radio «^ "s 53 
Mercantile Credit Co. .. 208 
Midland Bank 55 а г 
Metropolitan Police 402 

Mullard 40 ) (X19, X20 & X22) 
Multicore P 71 (X16) 
Murphy 23 (X1) 
National Provincial Bank 101 
NEV aS у 218 
Perdio = 41 
Perth Radios 205 
Peto Scott .. ss 27 
Philco (Overseas) . 45 (X23) 
Philips ә is 10 (X29) 
Pilot” Radio & TV » " 11 
Pitrie л T . 108 
Plessey Р i 73 (X13) 
Practical Wireless pe ey 
R.G.D. са к 29 RA. 
R.S.G.BB. .. АР >> 411 
RTRA .. ii 201 


PLACE: 
Earls Court 
London, S.W.5. 


ADMISSION: 
3s 6d 
(children 15 64) 
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Radio Retailing 124 
Record Housing 116 
Kedicord 123 
Regentone Е 59 
Roberts 70 (X17) 
Rola Celestion „213 
Rose Projects 119 
S.T.C. SD - ie T 14 
Slingsby  .. = T "T 31 
Sloss, Andrew ‚ 10 
Sobell 64 (X21) 
Southern Television А 74 
Southgate Tubular Products 210 
тат re 404 
Stella 6 
T.C.C. : ar $4 seo 4 
Tape Recorders T T , 3 


Teleng T сж : 107 
Telerection T т V 28. 
Telesurance - - m 9 
Territorial Army к .. 413 
Tricity Finance сор - x 36 
Тих PX Ё 37 
Ultra 15 (X2) 
Valradio 114 
Vulcan Finance 207 
Walter Instruments 42 сыз) 
Westminster Bank 

Whiteley " 69 "cub 
Wireless for the Bedridden 

Wireless & Electrical. Trader w 
Wireless World 2$ . 204 
Wolsey T T «< % 43 


AUDIO ps (First Floor) 


A.E.I. Sound Eatipment 

Acos : . 310 б Bi 
Alba 306 
Brenell 311 
Decca 303 
Dynatron 313 
E.A.R. 319 
Expert Gramophones 307 
Ferguson 324 
G.E.C 322 
Gainsborough Tape Recorders 301 
Goodmans : 316 


FIRST FLOOR 
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To Pianoforte 
Section 


In’ ‘a 


LOUNGE B LOUNGE 


WWW.americanradiohistorv.com 


To 

E 

ai 
elie} fe 
ч o > 


Gramdeck oe .. 314 
Gramophone Co. 323 (O1) 
Lustraphone 309 
Philips 320 
REPS 305 
Rola Celestion 312 
Symphony Amplifiers 302 
Tape Recording Hi-Fi А 321 
Truvox pa 317 
Whiteley 304 


? H 


Piano makers are par- 
ticipating in this year’s 
Show and their exhibits 
will be found in the Warwick Hall, 
reached by stairs from the first 
flocr. 
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NATIONAL RADIO SHOW 


Guide 


А.Е.1. (21) 


Prominent among the exhibits on 
this stand is the Type CME2104, 
short-neck, 21-in television tube. 
It has a tri-potential electron-gun 
assembly and the overall length is 
only 13hu. It has а 12.6V heater 
and forms a companion for the 
СМЕ1705, 110°, 17in model intro- 
duced last year. 

Semiconductor devices include the 
new Mazda ХА161 and ХА162 
high-speed switching transistors of 
** mesa " construction and a 100-Mc/s 
amplifier transistor, the XA131. Also 
included are three n.p.n. switching 
transistors and a comprehensive 
range of transistor packages for the 
entertainment industry. 

There is a representative 'group of 
Siemens-Ediswan dry batteries and 
among other items a range of Solon 
electric soldering irons. 

Associated Electrical Industries Ltd., 
155 Charing Cross Road, London, 
W.C.2. 


ADMIRALTY (407) 


* Navigation and charting the seas" 
is the theme of the Navy's display 
which is centred around a mock-up 
of a ship's bridge and plotting room. 
Amongst the equipment to be seen 
in this mock-up is the Two-range 
Decca Navigator, a radar display with 
chart comparison unit and a low- 
power transmitter-receiver. Airborne 
equipment including a u.h.f. direction 
finder is also on show together with 
a radar simulator for training pur- 
poses and a flight data system. 

Admiralty, Whitehall, London, 
S.W.1. 


AERIALITE (13) 


In addition to ranges of aerials for 
television and radio for both overseas 
and home markets, cables for wired 
television and radio distribution will 
be shown. Two new cables will be 
introduced—one will be a “trunk” 
cable of low attenuation in Band III 
and another, utilizing an unusual con- 
struction, for which very low radia- 
tion is claimed. Also shown will be 
distribution amplifiers and installa- 
tion accessories such as plugs and 
sockets and aerial filters. 

Aerialite Ltd., Castle Works, Staly- 
bridge, Cheshire. 


AIR MINISTRY (406) 


Many examples of electronic and 
radio aids used both operationally 
and in training by the Royal Air 
Force are shown on this stand. The 
use of the automatic landing system 
developed by the Blind Landing 
Experimental Unit of the Royal Air- 
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craft Establishment is illustrated, 
and among the training equipment 
shown is the trainer Type 102, 
which simulates the operation of 
airborne radar navigational and 
bombing aids. 

Air Ministry, Adastral House, 
Theobalds Road, London, W.C.1. 


ALAN-MARKOVITS (115) 


Embellishments in the form of metal 
escutcheons, decorative fittings, cut- 
outs of various kinds and die-stamped 
name plates in a wide range of 
designs are made by this firm. 
Alan-Markovits Lid., Emblem 
House, Sussex Road, Hove, Sussex. 


ALBA (16) 


The very wide range of models dis- 
played includes transistor and mains 
receivers, stereo record reproducers 
and radio-grams, the Duchess tape 
recorder and several television sets. 
Special features of these last are the 
mounting of the components on plug- 
in sub-chassis for ease of servicing, 
and provision of gated a.g.c. for 
more accurately reproducing picture 
contrasts. An unusual feature of the 
new Model T766 is that the bright- 
ness and contrast controls are preset. 
'This model also uses an extra-short 
necked 110? tube for minimizing 
the cabinet depth. 

Alba (Radio and Television) Ltd., 
Tabernacle Street, London, E.C.2. 


AMPLION (54) 


Shown by this company are a num- 
ber of record reproducers, tape 
recorders and battery eliminators, 
as well as a stereo amplifier and 
transistor receiver. The “ Marine” 
tape recorder is very unusual in 
that it can be operated from d.c. 
as well as a.c. mains. 

Amplion Ltd., 175-179 Crickle- 
wood Lane, London, N.W.2. 


ANTIFERENCE (17) 


The “ Cresta ”—a new “ in-the- 
room" B.B.C.-I.T.A. television aerial, 
which uses a full-wave Band-III 
dipole matched for extra gain and 
control over the radiation pattern, 
wil be featured on this stand, 
together with new loft aerials. The 
remainder of the display will com- 
prise a complete range of television 
and radio aerials and accessories for 
both home and overseas channel 
allocations; mounting brackets, masts, 
etc.; and a new “ Autex” car-radio 
aerial. 

Antiference Ltd., Television and 
Radio Aerial Division, Bicester Road, 
Aylesbury, Buckinghamshire. 


to the Stands 


ARGOSY (61) 


The two new television receivers 
shown on this stand employ sub- 
stantially the same circuitry, are 
housed in matching cabinets and 
differ only in the tuning systems 
employed. One, Model 17K12, has 
push-button selection of five stations, 
while the Model 17K14 has rotary- 
switch selection of all 13 channels. 
Both sets have 17in, 110° electro- 
static focus tubes. 

Sound radio sets include a transistor 
portable and an AM/FM table model, 
while for sound reproduction there 
is a neat and compact 2-valve, 4- 
speed auto-record player (Model 
AP11) and a single-speed (3}in/ 
Sec) tape recorder. 

Argosy Radiovision Ltd., Eastern 
Avenue West, Romford, Essex. 


B.B.C. (408, 409, 410) 


Two of the three B.B.C. stands are 
devoted to entertainment—408 the 
* Gramstand " and 409 the “ Tele- 
stage." Part of stand 410 is devoted to 
the activities of the Corporation's en- 
gineers in research and development. 
Here will be seen a remotely con- 
trolled TV camera designed and 
produced by B.B.C. engineers. The 
advances made in the application of 
transistor techniques in various types 
of equipment are also illustrated in 
this section. 

Although not strictly a technical 
feature, the specially constructed 
news studio, from which bulletins 
wil be actually broadcast in the 
Light Programme, is of particular 
interest. Members of the Engineering 
Information Department are manning 
an information centre located between 
stands 408 and 409. 

British Broadcasting Corporation, 
Broadcasting House, London, W.1. 


BELLING-LEE (63) 


A range of set-top, or *' in-the-room,” 
aerials will form part of the display 
on this stand. Making its debut 
beside the well-established ** Golden- 
V" and “ Metropolitan" aerials 
is the “ Vedette "—a low-priced 
set-top aerial. 

Other aerials to be shown include 
attic types for Bands I, II and III, 
telescopic aerials which plug directly 
into the aerial socket of the receiver 
and a wide range of outdoor aerials, 
including types for Band V. Also 
featured will be complete equipments 
and individual units for communal- 
aerial and relay systems. 

Belling and Lee Ltd., Great Cam- 
bridge Road, Enfield, Middlesex. 
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be 


I. 
brilliance and contrast controls. 


Alba T766 television receiver with preset 


2. Casian “Trav-ler” transistorized tape recorder. 


3. Bush “Тор Ten” battery 45-r.p.m. record player 
and fixed-tune Light Programme receiver. 


BRIMAR ELECTRONICS (104) 


А comprehensive range of valves 
and cathode-ray tubes for radio 
and television will be shown. Inno- 
vations are the 23-in 110? television 
tube with square corners to its screen 
and the ELL80 which is a double 
output pentode for push-pull and 
Stereo output-stage applications. 

Also shown will be the “ Trust- 
worthy " range of valves and other 
industrial types. 

Brimar Electronics Ltd., Footscray, 
Sidcup, Kent. 


BULGIN (66) 


Many new items have been added 
to the Bulgin range of components 
recently but only a few can be men- 
tioned here. A side-entry screened 
jack-plug conforming to BS666 re- 
quirements is compact, slender and 
has numerous applications. It is 
available in chrome (P535) or gold- 
plate (P536) finish. New side-entry 
plug and socket combinations are 
also shown. 

Many additions have been made to 
their ranges of miniature and micro 
switches all of which constitute 
an improvement of one kind or another 
ог to give them greater versatility. 
* Rocker-contact " switches of en- 
tirely new design in double- and single- 
pole types are now available. Some 
have a central “ off" position and 
the rating is 6A to 10A at 250V a.c. 
Pure silver contacts are fitted and 
there are 8 new models in all. 

А. Е. Bulgin and Co. Ltd., Bye- 
Pass Road, Barking, Essex. 


BUSH (51, 60) 
On Stand 51 the complete range of 
television, radio, record-playing and 
radio-gramophone equipment рго- 
duced by this company will be shown; 
whilst on Stand 60 working tele- 
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vision receivers will be massed in 
front of rows of seats. 

New products on show will include 
the 21-ш T.100c television receiver 
using the Bush push-button tuner, 
the TR.90 medium- and long-wave 
transistor portable receiver and the 
“ Тор Ten” record player. Speci- 
fically designed for the “рор” 
market this player is a battery- 
operated transistor model for 45 
r.p.m. records only and it also can 
be switched to receive the long-wave 
Light Programme. 

Bush Radio Ltd., Power Road, 
London, W.4. 


CAREERS (405) 


The would-be trainee will get a 
glimpse of the job of a serviceman 
from this stand, which also shows 
the public the standard of servicing 
they should expect from a dealer. 
'There is also a display of the latest 
types of test equipment available to 
the dealer. 

B.R.E.M.A., 49, Russell Square, 
London, W.C.1. 


CASIAN (219) 


Shown on this stand is the Trav-ler 
transistorized tape recorder. This 
operates at a single tape speed of 
3jin/sec and at this speed the total 
wow and flutter is claimed to be less 
than 0.4% r.m.s., the signal-to- 
noise ratio 30dB, and the frequency 
response flat within 3dB from 150 
to 5,000 c/s. 

Casian Ltd. 37 Grafton House, 
Golden Square, London, W.1. 


COLLARO (38) 


New additions to the range of tape 
decks, pickups and automatic and 
manual record turntables include the 
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TRP594 inexpensive 
turntable and pickup arm, and the 
Studio C60 record changer. This 


transcription 


latter incorporates a new зреед- 
change mechanism which makes it 
impossible to change speed while the 
motor is running, thus avoiding one 
source of damage to the rubber 
driving wheels. The pickup arm is 
weight- rather than spring-counter- 
balanced so that the stylus pressure 
difference between the top and 
bottom records of a stack is kept 
below 1 gm. Also shown is the three- 
speed, three-motor ''Studio" tape 
deck. This is normally fitted with 
two heads, but there is space for a 
third. 

Collaro Ltd., Ripple Works, By-Pass 
Road, Barking, Essex. 


COSSOR RADIO AND TV (57) 


Two new television receivers are 
included this year, the CT1700U is a 
17-in model with 110? tube and side- 
mounted, recessed controls. The 
loudspeaker while side mounted is 
canted forward for better sound 
distribution. Total depth is 15in. 
'The other new model (CT2100U) is a 
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21-11 version of the CT1700U and its 
circuitry and general features are 
substantially the same. 

Among the new sound radio 
receivers is a 7-valve a.m./f.m. stereo 
radio-gram with two end-mounted 
8-in loudspeakers. A 4-speed auto- 
matic record changer is used which is 
push-button operated and takes all 
sizes of records. 

Cossor Radio and Television Ltd., 
71 Endell Street, London, W.C.2. 


DANSETTE (44) 


A new addition to the wide range of 
record players and transistor receivers 
is the TRG45 transistor 45 r.p.m. 
radio-gram. This has a 600mW 
push-pull output which feeds a 5-in 
loudspeaker. Also exhibited are a 
valve radio-gram, a portable stereo 
record reproducer, and two sterco 
converters. 

J. & A. Margolin Ltd.,Plus-a-Gram 
House, 112-116 Old Street, London, 
Е.С.1. 


РЕССА (35) 


Features of the range of television sets 
on show are the use of two spaced 
loudspeakers, tripod-mounted rotat- 
able cabinets for readily altering the 
viewing direction and, for ease of 
Servicing, a specially hinged chassis. 
Several of these sets incorporate 
v.h.f./f.m. receivers. New models 
introduced this year include a com- 
bined television set and v.h.f./f.m 
stereo radio-gram and also a transistor 
radio-gram. Also shown are several 
transistor reccivers and stereo radio- 
grams. 

The Decca Record Co., Ltd.,9 Albert 
Embankment, London, S.E.11. 


DEFIANT (7) 


Automatic brightness control is a 
feature of the Defiant 2A22 21-in 
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| 
+. Decca combined TV k 
receiver and y.h.f./f.m. | 
stereo radio-gram. 


2. Ever Ready dual- 
purpose, transistor car- 
radio receiver. 


3. Ekco's first 
recorder. 


tape 


television receiver on which push- 
buttons are provided for sound tone, 
on/off and picture sharpness control. 
17-in models will also be shown. 

For radio reception seven models of 
table receivers and radio gramo- 
phones are offered. A new receiver— 
Model A52—is described as a 
“ cordless " receiver. Іп fact, this 
is a battery-powered transistor set, in 
a polished-wood table cabinet, giving 
а three-quarter-watt output to a large 
loudspeaker, thus simulating the 
performance of a mains-driven re- 
ceiver. Also shown will be three 
record reproducers. 

Co-operative Wholesale Society Ltd., 
1 Balloon Street, Manchester, 4. 


DESIGN FURNITURE (103) 


Tables and trolleys of various kinds, 
some fitted with easy-running casters 
and designed especially to accommo- 
date and harmonize with modern 
television receivers, are shown on this 
stand, together with a range of record 
storage and equipment cabinets. 

Design Furniture Ltd., Carnwath 
Road, Fulham, London, S.W.6. 


DOMAIN PRODUCTS (214) 


To the range of showroom display 
shelves and floor-stands, made princi- 
pally of tubular steel finished in 
attractive colours, has this year been 
added the “SL” series in 2- and 
3-tier types for displaying to advan- 
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tage modern ''slimline television 


sets. 
Domain Products Ltd., Domain 
Works, | Barnby Street, London, 
N.W.1. 


DUBILIER (62) 


New developments to be shown on 
this stand include encapsulated paper 
tubular capacitors which meet the 
RCS131 joint services standard, sub- 
miniature electrolytic capacitors for 
transistor applications, high-stability 
resistors and tantalum electrolytic 
capacitors of both solid and foil 
construction. 

A comprehensive range of capa- 
citors, resistors and suppression de- 
vices for the television, radio and 
electronics industries will complete 
the display. 

Dubilier Condenser Co. (1925) Ltd., 
ри Works, Victoria Road, London, 

3. 


DYNATRON (52) 


An unusual feature of the Autoview 
combined 21-in television and v.h.f./ 
f.m. receiver is that station selection 
is by means of push-buttons which 
actuate a motor-driven turret tuner. 
A feature of several of the single- 
cabinet stereo and mono a.m./f.m. 
radio-grams is that bass reflex loud- 
speaker mounting is adopted. Several 
record reproducers are also on show. 
Transistorized units include a four- 


(Continued on page 441) 
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speed record reproducer, а radio- 
gram and several receivers. Newly 
introduced is this company's first 
tape recorder—the Cordova. 

Dynatron Radio Ltd., Maidenhead, 
Berks. 


Е.М.1. RECORDS (65) 


H.M.V., Columbia,  Parlophone, 
Capitol, M.G.M. and Mercury re- 
cords will be displayed. Comprehen- 
sive record enquiry facilities will also 
be available. 

E.M.I. Records Ltd., 20 Manchester 
Square, London, №.1. 


E.M.I. SALES & SERVICE (24) 


On show is the complete range of 
Emitape magnetic recording tape for 
amateur and professional users, which 
includes 2-in wide videotape as well 
as ordinary-, long-, and double-play 
j-in tape. Also displayed is the 
complete range of Marconi valves. 

E.M.I. Sales & Service Ltd., 
Blyth Road, Hayes, Middx. 


EKCO (58) 


Special features of several of the new 
television receivers on show are the 
use of two speakers mounted on either 
side of the cabinet, gated a.g.c. for 
more accurately reproducing picture 
contrasts, and the inclusion of a 
v.h.f./f.m. receiver. 

Another new introduction is Ekco's 
first tape recorder which is an in- 
expensive, single-speed (3#іп/ѕес) 
model. Record reproducers include a 
new portable stereo record player as 
well as the well-known Nine-Octave 
RP341 which features a tuned reflex 
loudspeaker cabinet, an 8-watt output 
and bass and treble controls. 

Features of a new small transistor 
receiver, the PT352, are provision of a 
push-pull output and slow-motion 
tuning. The wide range of valve 
receivers. оп show includes a.m., 
a.m./f.m. and f.m.-only models, and 
the well-known Radiotime combined 
radio, alarm clock and time mains 
switch. 

E. K. Cole Ltd., Southend-on-Sea, 
Essex. 

ELIZABETHAN (26) 


Two four-track models are additions 
to the range of tape recorders. One 
of these, the ЕГІ, is claimed to 
give a response up to 12,000 c/s at 
the single speed provided (3fin/sec). 
The other new model, the FT3, can 
be operated at 11, 3$ or 74in/sec. 
Independent mixing of two channels 
is also possible with the FT3. Also on 
show is the two-track, three-speed 
Major tape recorder which features a 
record replay head with a gap as short 
at 3 microns, a meter recording-level 
indicator and a six-watt push-pull 
output. 

Elizabethan (Tape Recorders) Ltd., 
Bridge Close, Romford, Essex. 


EMERSON (50) 


The Models 911 and 555 transistor 
portable receivers have both car-aerial 
and personal-listening earphone 
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sockets and cover medium and long 
wavebands, as does the personal 
portable Model 888. A "table" 
model (666) also tunes over medium 
and long waves. 

Three gramophones will be shown, 
two being automatic record players, 
one with a “slumber switch” for 
turning off the mains supply after 
the last record has been played. The 
Model 502 is a stereo player with 
external loudspeakers. 

Also shown will be two medium- 
and long-wave radio-grams (mono) 
and a 21-in television receiver. 

Emerson Electronics Ltd., Brent 
Crescent, North Circular Road, London 
N.W.10. 


EVER READY (34) 


The * Sky Baron" and the “ Саг 
Portable ” are the two newest tran- 
sistor sets shown on this stand. The 
latter is of special interest as it in- 
cludes provision for operation as a 
portable from its own battery or as a 
car radio from the 12V car battery, 
switching from one to the other being 
instantaneous. И employs 6 transi- 
stors and change from medium to 
long waves is effected by push-button 
switches. 

A full range of current models in 
transistor and valve types are also 
included, as well as the Berec receivers 
in which series the “ Musketeer " 
and “ Auto Portable " are electrically 
similar to the “ Sky Baron" and 
* Car Portable " respectively. 

Ever Ready Co. (Great Britain) 
Ltd., Hercules Place, London, МЛ. 


FERGUSON (39) 
A transistor v.h.f./f.m. receiver will 
be shown on this stand. The Model 
626BT is а battery-powered receiver, 
using nine transistors and covering 


і. Ferguson 626BT tran- 
sistor set receives v.h.f.[f.m., 
medium- and long-wave 
broadcasts. 


2. Dansette transistorized 
45 г.р.т. radio-gram. 


v.h.f./f.m. and medium and long 
waves. One-watt a.f. output is fed to 
an 8 x біп elliptical 1.5. and the styl- 
ing is such that this set, although it 
has internal v.h.f. and a.m. aerials, 
is better regarded as a “cordless " 
table model than as a portable re- 
ceiver. Also featured will be the 
Model 627 a.m./f.m. a.c./d.c. table 
receiver, which has a contemporary- 
styled case. 

Several television models feature 
* Golden Glide" tuning—channel 
switching is achieved by means of a 
slide-bar control. Ferguson tele- 
vision receivers have the line and frame 
timebases stabilized against mains- 
supply variations and both horizontal 
and vertical retrace blanking is applied. 
Radio-grams and record players will 
also be shown: demonstrations Stand 
324 (Audio Hall). 

Thorn Electrical Industries Ltd., 
Thorn House, Upper St. Martins 
Lane, London, W.C.2. 


FERRANTI (20) 


Using the well-known B.S.R. deck, 
the new Ferranti Model RT1044 
tape recorder has a 7 X 4in internal 
loudspeaker and extension 1.5. sockets 
(output power 3W). 

New 21- and 17-in television re- 
ceivers are designed so that access for 
servicing is easy and models with and 
without v.h.f. radio will be shown. 
The personal portable transistor 
receiver, Model PT 1031, covers the 
medium-wave band and provides 
pre-tuned reception of the long-wave 
Light Programme. V.h.f./f.m. and 


a.m. receivers will complete the dis- 
play. 

Ferranti Radio and Television Ltd., 
41/47 Old Street, London, E.C.1. 
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FIDELITY (48) 


To the Argyll series of tape recorders 
has now been added the Argyll Minor, 
a twin-track recorder running at 
3}in/sec. A ''magic-eye" indicator 
provides visible check of recording 
amplitude. It is sturdily constructed 
and operates from a.c. mains. 

Elegantly housed in the modern 
style is the RG26 radio-gram. It 
has ample spacc for record storage, 
the radio and gramophone compart- 
ments are side-by-side, the latter 
being exceptionally accessible, and 
the 6-valve radio unit provides for 
a.m. and v.hf./f.m. broadcast re- 
ception. The gramophone is a 4- 
speed, auto-changer type. It is an 
а.с. mains model. 

Fidelity Radio Ltd., 11-13 Blechyn- 
den Street, London, W.11. 


FUND FOR THE BLIND (414) 


Visitors to this stand, donated by the 
organizers, will be given the oppor- 
tunity of seeing how the blind are 
able to take their place beside sighted 
people in industry. This organiza- 
tion makes a collective appeal on 
behalf of 14 institutions, societies 
and associations providing services 
to some 16,000 blind civilians in the 
Metropolitan area. 

Greater London Fund for the Blind, 
2 Wyndham Place, London, W.1. 


G.E.C. (32) 


A notable addition to this company's 
products is a v.h.f./f.nr. nine-trans- 
sistor portable receives. А new 
miniature a.m. transistor receiver is 
also introduced. Features of a new 
a.m./f.m. stereo radio-gram are reflex 
mounting for its loudspeakers, stereo 
tape record/replay facilities, and an 
input position for a second sterco 
radio channel. New television re- 
ceivers introduced continue G.E.C.’s 
slender curved styling and include 
several which incorporate a v.h.f./ 
f.m. receiver. A chassis and cabinet 


which are hinged for ease of servicing 
are a feature of the new B T226 17-in 
portable television receiver. 

General Electric Co., Ltd., Magnet 
House, Kingsway, London, W.C.2. 


G.P.O. (403) 


Radio interference and its suppression, 
the use of ferrite cores in tele- 
communications and the part played 
by the Post Office in linking sound 
and television studios to transmitters, 
are among the various aspects of the 
work of the G.P.O. illustrated on the 
stand. There is also a careers section 
where young people can obtain 
information on the variety of openings 
available to Post Office trainees. 

General Post Office, Headquarters 
Building, | St. — Martin’s-le-Grand, 
London, Е.С.1. 


GALA RECORDS (202) 


Among the disc records shown on 
this stand is а new “ Goldentone " 
series for children in 6in size (78 
r.p.m.) costing 2s 9d cach. Also 
introduced this year is a series of 
four language courses on 12in, l.p. 
records in which is included Russian. 

Selcol Products Ltd., 114-116 
Charing Cross Road, London, W.C.2. 


GARRARD (56) 


A new model in the range of crystal 
and moving-coil pickups and record 
turntables is the Laboratory Series 
Auto Turntable Type A which is a 
combined transcription and automatic 
record player. The turntable in this 
unit has an unusual construction 
consisting of a sandwich made up 
out of an inner steel shell to provide 
a magnetic screen over the motor, 
a foam polyurcthane disc, and a 
heavy non-magnetic outer shell. Also 
shown are the well-known 301 
transcription turntable, TPA12 ad- 
justable pickup arm, and SPG3 
stylus pressure gauge. 

Garrard Engineering & Manufac- 
turing Co., Ltd., Newcastle Street, 
Swindon, Wilts. 


GOODMANS (220) 


A new addition to the range of 
compact loudspeaker systems is the 
inexpensive А1100. Also newly- 
introduced is a corner horn enclosure 
suitable for home construction for 
which working drawings but not 
kits are available and which is 
designed to be used with the Triaxi- 
ette three-element coaxial loud- 
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Heathkit valve 
grid-dip meter. 
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speaker. Also shown are the new 
Axiom 110 and 112 10-in loud- 
Speakers. 

Goodmans Industries Ltd., Axiom 
Works, Wembley, Middx. 


GRAMOPHONE COMPANY (46) 


On show are three-speed tape re- 
corders and mono portable automatic 
record reproducers. Also displayed 
is the new E.M.I. high-quality stereo 
pickup. Special features of the head 
of this are its very low effective 
tip mass (~l mgm) and high lateral 
compliance (7 x 10-6 cm/dyne). The 
arm is balanced both laterally and 
longitudinally, and the single pivot 
is viscous damped. The offset 
angle is chosen to minimize the 
distortion rather than—as is usual— 
the tracking angle. The arm incor- 
porates a device for gently raising 
and lowering it so as to prevent 
damage to the record. 

Gramophone Co., Ltd., Blyth Road, 
Hayes, Middx. 


HACKER (113) 


The main exhibit is the new Herald 
seven-transistor portable receiver. In- 
teresting features of this are a 
specially-loaded large (8in х  5in) 
loudspeaker, a one-watt push-pull 
output, and three-position tone con- 
trol. Sockets are provided for an 
externa] aerial for use in a car and 
for connecting a microphone for 
using the receiver as a Baby Alarm. 
Also shown will be a portable tran- 
sistor record player and radio-gram. 

Hacker Radio Ltd., Norreys Drive, 
Cox Green, Maidenhead, Berks. 


HEATHKIT (112) 


New kits on show include mono and 
stereo tape record/replay amplifiers 
as well as a transistor portable 
receiver. This latter covers the short 
and trawler as well as the usual 
medium and long wavebands, and 
has a 500mW push-pull output and 
relatively large (7in by 4in) speaker. 
The tape amplifiers can be matched 
to high- or low-impedance heads 
and feature a push-pull bias supply 
with a three-position level control 
for obtaining optimum results from 
any make of tape. New instrument 
kits include an r.f. generator covering 
from 100kc/s to 100Mc/s on funda- 
mentals, as well as a valve grid-dip 
meter and its transistorized near 
equivalent. 
Daystrom Ltd., Gloucester. 


“HiS MASTER'S VOICE " (33) 


'The Model 1421 is a new a.m./f.m. 
transistor table receiver notable for 
employing an r.f. stage for both a.m. 
and f.m. broadcast reception. It 
has 9 transistors, 4 diodes and a 
l-watt output stage feeding an 
8x5in elliptical loudspeaker. V.h.f. 
dipole and ferrite-rod aerials are 
included in the set. 

The tuner in the Model 1910 tele- 
vision receiver, new this year, in- 
cludes coils for all 13 channels and 
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«Н.М.У.” Model 
AM/FM receiver 


1421 


with 4 on immediate call by means 
of piano-type key switches. А 17in, 
110? tube, printed circuits and a 
5-in front-facing loudspeaker are 
employed. A set of matching legs 
is available. There is also a 17in 
(110°) portable TV set with all 13 
channels on call by means of an 
orthodox rotary switch located on 
one side of the very slim-looking 
cabinet. 

British Radio Corporation Ltd., 
“ His Master's Voice" Radio and 
Television Sales, 21 Cavendish Place, 
London, W.1. 


CHRISTOPHER HOBDAY (221) 


Wholesale distributors to the radio 
trade this firm is showing a гергс- 
sentative range of receivers, sound 
reproducing equipment and associa- 
ted apparatus supplied by them. 
Christopher Hobday Ltd., 98-102 
Broadway, Leigh-on-Sea, Essex. 


HOME MAINTENANCE (118) 


Servicing of radio, tclevision and 
other domestic appliances for the 
trade is the function of this organiza- 
tion. On Stand 118 will be found a 
trade enquiry bureau. 

Home Maintenance Ltd., Blyth 
Road, Hayes, Middlesex. 


HUNTS CAPACITORS (49) 


This company manufactures capaci- 
tors for all radio, television and 
electronic purposes. On show will 
be a wide range of both miniature 
and normal-sized units made by a 
variety of techniques, recent intro- 
ductions being ''Duolectric" metal- 
lized paper and plastics film units 
in metal or moulded casings and 
* Huntalitic ? tantalum electrolytic 
capacitors of dry construction. Also 
shown will be many types of capaci- 
tors developed for use with printed 
wiring. 

A. Н. Hunt (Capacitors) Ltd., 
Bendon Valley, Garratt Lane, London, 
S.W.18. 


1.Т.А. (74) 
This joint display by two programme 
contractors (Associated TeleVision 
and Southern Television), Indepen- 
dent Television News and the I. T.A., 
includes an O.B. unit with three 
cameras which are being used for 
closed-circuit transmissions within 
the exhibition. It also serves as an 
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intormation centré for independent 
television. 

Independent Television Authority, 
14 Princes Gate, London, 5.10.1. 


J-BEAM (5) 


Well-known for their slot aerials 
for Band ИТ, this company have 
devoted considerable research to 
reducing the unsightliness of tele- 
vision aerial arrays. Possibly the 
most striking examples of the outcome 
of this research are the combined 
Band I/III Double Beam 4/2, Omni- 
beam 4/2 and New J.One aerials; 
although in the New J.One the 
familiar slot construction has dis- 
appeared. Three more new aerials 
on show will be a telescopic car- 
radio aerial for transistor portable 
receivers: this is temporarily attached 
to the car by p.v.c. suckers, the 
Indoor  Omnibeam—a wideband 
(Channels 6 to 13) Вапа-ПТ slot 
combined with a telescopic Band-I 
element to cover Channels 1 to 5, 
and the “ Marine Omnibeam ” for 
the reception of television on ships. 
j-Beam Aerials Ltd., Westonia, 
Weston Favell, Northampton. 


KERRY'S (19) 

This exhibit comprises a represen- 
tative display of the various proprie- 
tary makes of radio and TV receivers, 
audio equipment, test gear and 
accessories, which, as wholesale dis- 
tributors, they supply to the radio 
trade. 

Kerry’s (Great Britain) Ltd., Warton 
Road, Stratford, London, Е.15. 


KOLSTER-BRANDES (22) 


The Kolsterama, Consort and Sov- 
ereign television receivers to be 
shown use a new 23-in c.r.t. with 
right-angle corners so that the com- 
plete picture as “seen” by the 
camera is displayed without the 
corner cutting inevitable when the 
whole screen of a more conventional 
c.r. is used. Other apparatus to be 
shown will include 17-in television 
set, radio receivers for v.h.f./f.m. 
and a.m., radio gramophones, record 
players and a tape recorder. 

Kolster-Brandes Ltd., Footscray, 
Sidcup, Kent. 

LABGEAR (25) 


Television and v.hf./f.m. aerials, 
accessories, amplifiers; intercom- 
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munication equipment and test instru- 
ments will be shown on this stand. 

ECC88 valves are used in the 
E5053 and E5054 amplifiers, both of 
which are dual-channel (Band I/II1) 
types providing gains of 15-18dB and 
35-38dB respectively. 

The intercommunication equip- 
ment exhibited will include instru- 
ments using the mains wiring alone 
for interconnection. 

Labgear Ltd., Willow Place, Cam- 
bridge. 


LEE PRODUCTS (55) 


The wide range of products shown 
includes public address equipment 
and the Dulci and Elpico ranges of 
high-fidelity mono and stereo ampli- 
fiers and pre-amplifiers. Also shown 
are five- and fifteen-watt guitar 
amplifiers for which additional units 
for producing a tremulo effect are 
available. Elpico column-shaped 
loudspeaker enclosures as well as 
cabinets for housing a record turn- 
table, pickup, pre-amplifier and ampli- 
fier are also on show. 

Components exhibited include a 
very wide range of car acrials as well 
as resistors and capacitors. 

Lee Products (Great Britain) Ltd., 
Elpico House, Longford Street, Lon- 
don, N.W.1. 


LE GREST (122) 


This firm manufacture television 
tables and trolleys of various kinds. 
There is shown a range of tables with 
and without lower shelves for pro- 
gramme journals and there are models 
with special non-slip tops and easy- 
running casters. 

Le Grest and Со., 58 Fairfield 
Street, London, S.W.18. 


LIFEGUARD (30) 


On this stand C.R.T. Ltd., a new- 
comer to the new-tube industry, 
will be showing representative sam- 
ples from the Lifeguard range of 
completely new cathode-ray tubes 
for television. 

Cathode Ray Tubes Ltd., Factory 
Centre, Kings Norton, Birmingham 30. 


LINGUAPHONE (109) 


Language courses on gramophone 
records, many of them now on micro- 
groove discs, are available from the 
Institute. 

Linguaphone Institute Ltd., 207-209 
Regent Street, London, W.1. 


MARCONIPHONE (47) 


The new 17in (110°) portable tele- 
vision receiver (Model VP168) shown 
this year is housed in an attractive 
case giving the impression of even 
greater “‘ slimness ? than its modest 
front-to-back measurement of 12jin. 
Coils for all 13 channels are included 
and special attention has been given 
to achieving maximum r.f. gain with 
minimum noise. Printed circuits are 
used except for the tuner and mains 
wiring. 

Among the valve-type receivers is a 
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new a.c./d.c. long, medium and v.h.f. 
sound receiver (Model T89DA) with 
provision for feeding into a tape 
recorder, also a 4-speed auto-radio- 
gram (Model RG86) which caters for 
v.h.f./f.m. as well as medium and 
long wave broadcasting. 

The latest transistor portable is the 
Model T85B employing 6 transistors 
and a 400mW push-pull output stage 
feeding into a 5in (round) loudspeaker 

British Radio Corporation Ltd., 
Marconiphone Radio and Television 
Sales, 21 Cavendish Place, London, 
W.. 


MARKOVITS (120) 


'This stand is devoted to a represen- 
tative display of metal nameplates, 
receiver and equipment emblems 
and various kinds of metal embellish- 
ments supplied by this firm to the 
radio industry. 
I. Markovits, 
London, W 1. 


McMICHAEL (53) 


The new television sets introduced 
this year are notable for at least two 
features of unusual interest. One is 
provision of remote control of bright- 
ness, volume and on/off while the 
other is the inclusion in the set of a 
light-sensitive cell (cats eye) which 
automatically adjusts the contrast 
to compensate for changes in the 
room lighting. The remote control, 
or armchair, unit can be located up to 
15ft from the set. 

The new sets include a 17-in (110°), 
model in either a transportable 
(Model MP27) or “static” type 
cabinet (Model M75T) both similar 
electrically and providing for v.h.f. 
broadcast reception. А 21-ш version 
is also available and it is made as a 
contemporary console. 

'To complete the range of new sets 
is a 17in portable, the Model MP20. 

The sound radio sets include stereo 
auto-radio-grams and transistor por- 
tables. 

Radio and Allied Industries Ltd., 
Langley Park, Slough, Bucks. 


8 Golden Square, 


METROPOLITAN POLICE (402) 


This is the first time for some years 
that the Metropolitan Police have 
provided a display at the Radio 
Show. Replicas of a radio operator’s 
position at New Scotland Yard, a 
“ 999?” operator’s position and that 
of an Interpol operator—who by 
international agreement still uses a 
morse key—are being shown. Various 
mobile radio installations are also 
on show. An interesting feature of the 
7-channel  transmitter-receiver in- 
stalled in the Traffic Accident Car is 
that it uses the r.f. output valve 
(a double tetrode) as a class B a.f. 
amplifier to feed the loudhailers. 

Metropolitan Police, New Scotland 
Yard, London, S.W.1. 


MULLARD (40, X19) 


The interior of Stand 40 is given 
over to the presentation of ** Mullar- 
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drama" on a continuous showing 
principle. Mullardrama is part colour 
film (starring Jon Pertwee), part 
display (starring Mullard products 
for the radio and television industry) 
and the theme is the difference 
between the old and the new means 
for providing entertainment by elec- 
tronic techniques. 

The Home Constructor Centre this 
year is at Stand X19. Here circuit 
diagrams and constructional details 
for Mullard designs will be available. 

Mullard Ltd., Mullard House, 
Torrington Place, London, W.C.1. 


MULTICORE AND MULTIMUSIC (71) 


This combined stand will display 
both the well-known Multicore solder 
products, such as the Savbit alloy 
for prolonging the life of soldering 
iron bits, as well as the new Reflec- 
tograph tape recorders, one of which 
is for two tracks and the other for 
four. Both of these new recorders 
use the same mechanical deck which 
provides tape speeds of 3$ or 7}in/sec 
and which has the unusual feature 
that a single potentiometer control 
provides variable-speed fast forward 
and rewind. Separate record and 
replay amplifiers are used. 
Multicore Solders Ltd., Maylands 
Avenue, Hemel Hempstead, Herts. 


MURPHY (23) 


The TR1, Murphy’s first tape recor- 
der, will be on show. Using the 
Garrard cassette-loading deck, to 
whose controls the recorder switching 
is ganged for simple operation, the 
TR1 has a “ magic-eye” record- 
level indicator which operates before 
the tape can be set in motion. 

Among the new radio-grams will 
be the portable A512R. Instead of 
the more usual m.w. and l.w. radio 
an f.m. tuner is provided. A stereo- 
phonic turnover cartridge is already 
fitted—for stereo reproduction the 
companion amplifier/loudspeaker unit 
is plugged-in. Another new radio- 
gram features a return almost to the 
flat baffle for its loudspeaker mount- 
ing (A592R). 

The television receivers shown 
will include 17- and 21-in models 
in both “standard” and “ luxury ” 
classes, both with and without v.h.f./ 
f.m. radio. Those receivers with 
f.m. facilities retain the automatic 
frequency control feature introduced 
last year so that switch programme 
selection, without fine-tuner fiddling, 
is provided. 

A new transistor portable receiver, 
the B483, has a plastics cabinet of 
“ Forticel ", which possesses shock- 
resisting qualities. 

Murphy Radio Ltd., Welwyn Garden 
City, Hertfordshire. 


NEV (218) 


The Nottingham Electronic Valve 
Company claim that their cathode- 
ray tube reconditioning equipment 
is the first to be shown at a National 
Radio Show. The apparatus includes 


semi-automatic machines suitable for 
the dealer who wishes to recondition 
up to 25 c.r..s per week and the 
plant can be expanded to deal with 
up to 1,000/week. 

Nottingham Electronic Valve Co. 
Ltd., Kenrick Street, Netherfield, 
Nottingham. 


PERDIO (41) 


The wide range of transistor receivers 
on show includes the Continental. 
Special features of this are a loud- 
speaker as large as 8ш by Sin, a 
one-watt push-pull output with bass 
boost to partially compensate for the 
small cabinet size, inclusion of the 
70-200 metres trawler waveband, and 
a selectivity which automatically 
decreases as the station strength falls 
so as to minimize the signal-to-noise 
ratio. New transistor receivers which 
it is hoped to introduce include 
one for the v.h.f./f.m. band and ano- 
ther giving continuous coverage of 
a.m. from 11 to 570 metres as well 
as the long wave band. 

Perdio Ltd., Perdio House, Bonhill 
Street, London, E.C.2. 


PERTH (205) 


The “ Home and Away ” radio-gram 
is a combination of transistor a.m. 
radio receiver and, in a radio-gram 
cabinet, a mains-powered turntable 
and amplifier to which the transistor 
receiver can be attached as a tuner 
unit. The transistor receiver can, 
of course, be removed and used separ- 
ately as a portable. 

Four versions of a wholly mains- 
powered radio-gram will be shown: 
a.m., a.m./stereo, a.m./f.m. and a.m./ 
f.m./stereo. All Perth radio-grams 
have polished wood backs so that 
they are freed from the limitation 
of having to be stood against a wall. 

'Two record players (single-channel 
and stereo) a tape recorder (Clarissa 
Mk. 3) and a transistor portable 
receiver wil complete the display. 

Perth Radios Ltd., Marten House, 
39/47 East Road, London, N.1. 


PETO SCOTT (27) 


Seven types of television receiver 
will be shown on this stand including 
portable, table and table-with-f.m. 
models as well as the Fanfare tape 
recorder. Two of the television 
receivers will be seen for the first 
time at the show—a 21-in model with 
twin loudspeakers and side controls 
and a 17-in. set which is described 
as *' extra-slim ” with keyboard tun- 
ing. 

Peto Scott Electrical 
Ltd., Addlestone Road, 
Surrey. 


Instruments 
Weybridge, 


PHILCO (45) 


Following the trend for picture-on- 
the-wall television, started last year 
with the “ Telerama ”, Philco have 
introduced this year the ^ Pictu- 
rama "—a 17-in. receiver using the 
short-neck 110? c.r.t.—which can be 
hung on the wall. This set is not 
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1. Aluminizing machine 
from Nottingham Elec- 
tronic Valve Company's 
**400"' c.r.t. reconditioning 
plant. 


2. Picturoma 17-т TV 
receiver by Philco hangs 
on the wall or uses its 
mounting bracket as a table 
stand. 


3. Model VP168 Marconi- 
phone 17-іп portable tele- 
vision receiver. 


4. McMichael Model 
MP20 17-in portable tele- 
vision receiver. 


“just a pretty face "—Íinside informa- 
tion is given to the serviceman by 
completely colour-coded sub-assem- 
blies, so that, Philco claim, most 
servicing can be carried out without 
reference to a service manual. 

Other new designs to be shown will 
be radio-grams, record players, radio 
receivers and, in addition to the 
Picturama, television receivers. 

Philco (Great Britain) Ltd., 30/32 
Gray's Inn Road, London, W.C.1. 


PHILIPS (10). 


Recent introductions by this com- 
pany include an a.m./f.m. receiver, a 
de luxe version of the Philette tran- 
sistorized receiver which has а 
detachable handle for converting it 
from a portable to a table radio, an 
automatic version of the Disc Jockey 
stereo record reproducer, and an 
a.m./f.m. stereo radio-gram in which 
the loud-speakers are mounted at the 
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ends of the cabinet and angled out- 


wards. Well-known features of this 
company's range of television re- 
ceivers are the use of a hinged chassis 
for ease of servicing, and side mount- 
ing but forward angling of the loud- 
Speaker. 

Philips Electrical Ltd., Century 
шше Shaftesbury Avenue, London, 


PILOT (11) 


The “ Spacemaker” range of tele- 
vision sets introduced last year is 
continued with little change; this 
includes 17in. and 21in. models in 
table and portable form with and 
without v.h.f. radio channels. 

Among the sound reproducing 
apparatus is а lightweight portable 
stereo record player with 4-speed 
auto record changer and embodying 
two detachable loudspeakers which 
form the lid of the player. There is 


also a transistor portable which can 
be operated from its self-contained 
aerial or a car aerial. It covers 
medium and long wavebands. 

Pilot Radio and Television Ltd., 
Television House, Eastcote, Ruislip, 
Middlesex. 


PITRIE (108) 


This stand will hold a display of 

reconditioned television cathode-ray 

tubes and function as a trade enquiry 

office. 

Ts Ltd., 21 Noel Street, London, 
ae 


PLESSEY (73) 


This stand is primarily an office where 
design engineers, representatives of 
manufacturing organizations and busi- 
ness associates from abroad can dis- 
cuss immediate and future require- 
ments with members of the Plessey 
organization. Available for their 
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inspection are examples of this firm's 
current and newest products. 

Plessey Co. Ltd., Vicarage Lane, 
Ilford, Essex. 


R.G.D. (29) 


Among the wide range of television 
and radio receivers, radio-grams, 
record players and a tape recorder 
to be shown will be five models 
introduced for the exhibition. Of 
particular interest will be the Model 
612 television receiver with its press- 
button tuner and the 204 a.m./f.m. 
radio-gram which is styled in the 
modern long, low look. 

For the connoisseur of recorded 
and broadcast sound the Model 418 
radio-gram will be shown. This uses 
a Goldring variable-reluctance pick-up 
and is fitted with an integral 6.5W 
amplifier and five loudspeakers, the 
bass chamber using an acoustic 
resistance unit. For stereo a second 
amplifier/loudspeaker combination is 
added, but the controls are grouped 
in the original console. 

Radio Gramophone Development Co. 
Ltd., Eastern Avenue West, Romford, 
Essex. 


R.S.G.B. (411) 


The Radio Amateur Emergency Net- 
work is featured on the Society's 
stand on which will be found a wide 
variety of amateur transmitting, re- 
ceiving and test equipment. There is 
also a selection of the books and 
pamphlets issued by the Society, 
including the new editions of the 
“Amateur Radio Call Book" and 
*A Guide to Amateur Radio." 

Radio Society of Great Britain, 
New Ruskin House, Little Russell 
Street, London, W.C.1. 


В.Т.В.А. (201) 


А reception centre is provided for 
members of the Association and an 
information bureau for the general 
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public where visitors may obtain a 
list of R. T.R.A. members in their 
particular district. 


Radio апа Television Retailers’ 
Association, 15/17 Goodge Street, 
London, W.1. 


RECORD HOUSING (116) 


The motto of this company is “Hi-Fi 
Furniture is our Business ” and this 
puts in a nutshell what will be seen 
on their stand. Among the cabinets 
for records, equipment and loud- 
speakers added to their range since 
last year's show will be found exam- 
ples of the long, low trend (Polonaise 
de Luxe) and the more traditional 
approach to cabinet design (Delius). 

Record Housing, Brook Road, Lon- 
don, N.22. 


REDICORD (123) 


This firm is showing a range of 
Stereo record players in portable 


form and also for mains operation at 
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home. One model “ The Nevin ” is 
designed with the small-flat occupier 
in mind as it provides, in compact 
form, a stereo record player, a tape 
recorder fitted with a Garrard maga- 
zine tape deck and integral twin loud- 
speakers. There is a portable tape 
recorder and * The Calypso" tran- 
sistor 4-speed lightweight record 
player. 

Redicord Ltd., 46 Frith Street, 
London, W.1. 


REGENTONE (59) 


The SRGI5 seven-valve stereo radio- 
gram to be shown is a one-box 
design in which the necessary separa- 
tion between the loudspeakers 1$ 
achieved by mounting them at the 
ends of the four-foot wide cabinet. 
Its companion new single-channel 
model, the ARGI4, is wired for 
stereo conversion. 

Among the television receivers 
which will include models with f.m. 


1. Press-button tuning 
is a feature of theR.G.D. 


Моде! 612 television 
receiver. 
2. Sobel  stereophonic 


radio-gram, Model 56570 


3. New stereo a.m./f.m 
radiogramophone [от 
Regentone has divided 
top covering the record 
changer (Model SRGIS) 
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radio, will bé two new sets, one of 
which, the Model 17-18, is fitted 
with the “ Fingermatic ” press-button 
tuner for instant selection of the 
desired channel. 

Other products to be exhibited will 
include a.m. and f.m. radio receivers, 
record players and a tape recorder. 

Regentone Radio and Television Ltd., 
Eastern Avenue West, Romford, 
Essex. 


ROBERTS (70) 


The R200 transistor portable is the 
latest addition to this firm’s range of 
small portables. It is a two-band 
a.m. set, embodies a printed circuit 
with 6 transistors, two being a push- 
pull output pair, and a diode. The 
5in loudspeaker is large for a portable 
and it has a magnet with the excep- 
tionally high flux of 13,000 gauss. 
Battery economy is one of its main 
features, the consumption being only 
20mA from the 9-V battery. Pro- 
vision is made for operating the set, 
which has a ferrite-rod aerial, from a 
car aerial if required. 

Robert? Radio Co. Ltd., Creek 
Road, East Molesey, Surrey. 


ROLA CELESTION (213) 


А very comprehensive range of 
loudspeakers is displayed. Those for 
set manufacturers include several 
elliptical types as well as circular 
ones with diameters ranging from 
2% to 15in. Those for public address 
purposes include re-entrant horns 
and column units. Among the loud- 
speakers for special purposes are 
some which are flame proof. 

Rola Celestion Ltd., Thames Ditton, 
Surrey. 


ROSE PROJECTS (119) 


Television tables, record storage 
cabinets and showroom display stands 
are a speciality of this firm. Included 
among their TV tables is a novel 
design known as “‘ Long-Tom ” mea- 
suring 42in х 2lin and having a 
revolving platform at one end for the 
TV set which can be locked in any 
desired viewing position. 

Rose Projects Inc., Bourne End, 
Bucks. 


S.T.C. (14) 


Special valves for industrial applica- 
tions, transistors, tunnel diodes, tan- 
talum capacitors and many other 
components occupy much of the space 
on this stand. There is a range of 
quartz crystals including some triple 
crystal units in a single glass envelope 
for crystal control of the mixer oscilla- 
tor in v.h.f./f.m. broadcast sets, also 
the FST1/4 silicon rectifier for h.t. 
supply in television sets. Two are 
required in series on 200/240V a.c. 
mains for half-wave rectification. 
The rated maximum d.c. output is 
500mA. 

Standard Telephones and Cables 
Lid., Connaught House, Aldwych, 
London, W.C.2. 
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SLINGSBY (31) 


Wheeled trucks and trolleys designed 
especially for handling television sets, 
radio-grams and the heavicr kinds of 
audio apparatus in dealers! show- 
rooms and warehouses, as well as 
loading and unloading equipment for 
vans, are shown on this stand. 

Н. C. Slingsby Ltd., 89-97 Kings- 
way, London, W.C.2. 


SLOSS (102) 
company will be exhibiting 
television aerials, accessories, and 
coaxial cables. The “ Regal" aerial 
arrays are coated with a plastics film 
in various decorative colours to 
provide protection against corrosion. 

Band-III acrials have the “ Ben- 
Nevis" diplexer builtin and are 
designed to be added to an existing 
Band-l installation. Provided with a 
6ft tail of coaxial cable, the installer 
removes the existing cable from the 
Band I aerial, connects it to the 
Band III aerial and connects the tail 
to the Band I aerial. 

Andrew Sloss, Belmont Works, 
Belmont Site, Lewis Street, Stranraer, 
Scotland. 


This 


SOBELL (64) 


The new 21іп television console, 
Model SC37?, is fitted with two 
forward facing loudspeakers, a 
“ magic eye” automatic control of 
contrast actuated by the degree of 
lighting in the room and an armchair 
unit on a 15ft plug-in lead giving 
remote control of on/off, brightness 
and volume. This sct also provides 
v.h f./f.m. reception. 

There is a 17in model (110°) in 
transportable and table styles, TPS781 
and T279 respectively, also two por- 
tables, а 2lin Model T293 and a 
17in, Model TPS710. Both are 
fitted with chassis which swing out- 
ward on a hinge for servicing when 
the back is removed. 

Their new AM/FM sterco radio- 
gram Model SG670 has a 4-speed 
auto changer and built-in twin loud- 
speakers. Ample space is allowed for 
record storage and for programme 
periodicals. 

Radio and Allied Industries Ltd., 
Langley Park, Slough, Bucks. 


SOUTHGATE TUBULAR PRODUCTS 
(210) 


Manufacturers of  tubular-metal 
stands and industrial furniture, this 
firm is showing a selection of its 
products especially suitable for win- 
dow and showroom display of radio 
sets and accessories. Also included is 
a small display electric turntable 
claimed to run continuously for one 
month on two U2 batteries. 
Southgate Tubular Products, 148 
Chase Side, Southgate, London, N.14. 


STELLA (6) 
Four radio models and а record 
player comprise the show introduc- 


tions. 
Other sets on display will include 
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radio, radiogramophone апа tele- 
vision receiving equipment and a 
record player which is adaptable for 
stereo. 

The ST562A is the new record 
player. Portable, it has a stcrco 
amplifier and twin loudspeakers, one 
of which can be detached for full 
stereophonic effect. A Philips record 
changer is used. 

Stella Radio and Television Со. 
Ltd., Astra House, 121-123 Shaftes- 
bury Avenue, London, W.C.2. 


T.C.C. (42) 


New developments in capacitors, 
printed wiring and ceramics will be 
featured on this stand. For instance, 
both dry and wet types of tantalum 
electrolytic capacitors will be shown, 
together with extensions to the range 
of miniature dry electrolytic capa- 
citors for transistor applications such 
as hearing aids. New interference- 
suppression equipment will include 
an additional forward-scatter filter 
for use in the aerial lead of television 
receivers. 

The other exhibits will be the well- 
established ranges of components for 
radio, television and clectronics indus- 
tries. 

Telegraph Condenser Company, Ltd., 
North Acton, London, W 3. 


TAPE RECORDERS (3) 


А wide range of tape recorders and 
accessories will be on show. This 
includes four-track versions of the 
Sound Studio and Prince recorders 
as well as a new dictating machine 


which can be completely re- 
motely controlled. Another new 
four-track recorder is the Sound 


Master which features a 14-watt 
ultra-linear push-pull output, level 
indication by means of a meter, 
separate record and replay amplifiers, 
and facilities for mixing, monitoring 
and multiple superimposition. Tape 
accessories include splicers and the 
Sonocolor range of ordinary and 
Synchro-Ciné tapes. 

Tape Recorders (Electronics) Ltd., 
784-788 High Road, Tottenham, Lon- 
don, N.17. 


TELENG (107) 


Well known in the television- and 
radio-relay field, this company will 
be exhibiting their range of equip- 
ment, cables and accessories for 
wired broadcast distribution, to- 
gether with test equipment for net- 
works. 

One item, the Type U4000 ampli- 
fier, for communal or “ extended ” 
aerial service is unusual in that it 
uses transistors, even for the Band ИТ 
section. This, of course, has the 
advantage of reducing size, main- 
tenance and power consumption, 
which is 1.5W from the mains, for 
a Band-I, -II and -III amplifier of 
about 40dB gain. Thus, where line 
powering is used, many amplifiers 
can be operated from one central 
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power supply without overloading 
the coaxial cable. 

Teleng Ltd., Church Road, Harold 
Wood, Romford, Essex. 


TELERECTION (28) 
Additions to this company’s wide 
range of television and v.h.f./f.m. 
aerials include combined Band-I/III 
types for secondary- and fringe-area 
service and dual-band loft aerials. 
Splayed-H Band-I construction is 
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fringe aerial. 


‚ for Bands 1, Il and ill. 


used in the Primax-5 and 8 Band I/ 
III aerials and the Maxima D5 and 
06 extreme-fringe arrays use delta 
matching for both Band-I and Band- 
III sections, which are connected 
together with a diplexer built-in at the 
factory. The new “ Loftee” attic 
arrays have telescopic all-channel 
Band-I aerials and are suitable for 
both vertical, both horizontal or 
orthoganal polarizations of the trans- 
mitted signals. 

Telerection Led., Antenna Works, 
Lynch Lane, Weymouth, Dorset. 


TELESURANCE (9) 


Details of the insurance-maintenance 
scheme operated by the organization, 
through dealers who are members of 
R.T.R.A., are available on this 
stand. 

Telesurance Ltd., 14 Windmill Street, 
London, №.1. 


TERRITORIAL ARMY (413) 


Equipment typical of that used for 
training purposes by the 65th Signal 
Regiment Т.А. (formerly No. 1 
Special Communications) and the 
affiliated 328 W.R.A.C. Signal Squa- 
dron (for women) is displayed on this 
stand. Among the trades for which 
training is provided are radio mecha- 
nic and W/T operator. 

65th Signal Regiment, T.A., 79/85 
Worship Street, London, E.C.2. 


TRIX (37) 


This exhibit consists of record repro- 
ducers, tape recorders, public-address 
and sound-reproducing equipment. 
The Model B100 amplifier is rated 
at 12W output and operates on 12V, 
consuming 1.5A 4.с. It has eight 


Delta matching and built-in diplexer are 
features of the Telerection Maxima D6 extreme- | 
2. Ultra * Bermuda” 2l-in television receiver 
with auto-tuning system. 

3. Teleng's transistor communal-aerial amplifier 


transistors and the pre-amplifier sec- 
tion has separate inputs and controls 
for microphone and music, the latter 
being suitable for tape, gramophone 
or radio. Provision is made for mixing 
the input signals; bass and treble 
controls are included. 
Trix Electrical Co., Ltd., 
Maple Place, London, W.1. 
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ULTRA (15) 


The new ‘ Bermuda " range of tele- 
vision receivers occupies a prominent 
place on this stand. Tuning resem- 
bles the dialling system of the G.P.O. 
telephone. To operate it the required 
television-channel, or v.h.f.-station, 
selector button is depressed and the 
whole dial then rotates automatically 
to the desired position. The auto 
tuner can also be operated manually. 
The range includes 17in and 21in 
tube models in table or console types. 
'The cabinets are designed to accen- 
tuate the slimness of the set arising 
from the use of the new short-neck, 
110? tubes. 

The range of sound radio receivers 
includes an a.m./f.m. transistor por- 
table, Model TR81. 

Ultra Radio and Television Ltd., 
Stonefield Way, South Ruislip, Mid- 
dlesex. 


VALRADIO (114) 
D.C.-to-a.c. and d.c.-to-d.c. con- 
verters are a speciality of this firm 
and examples with outputs between 
one watt and nearly half a kilowatt 
will be shown. The units for opera- 
tion from supplies in the range 6 to 
50V use transistors; but for conver- 
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sion of d.c. mains to а.с., valve units 
are available. 

For the operation of apparatus 
using half-wave rectifiers (such as 
television receivers) d.c.-to-d.c. units 
are recommended because the un- 
balanced waveform on a.c. might 
upset operation of the converter. 

Also shown will be the “ Mirra- 
Scope" projection television re- 
ceiver—this produces large-screen pic- 
tures up to four feet wide. 

Valradio Ltd., Browells Lane, Felt- 
ham, Middlesex. 


WALTER (72) 


Designed with an eye on the export 
market the new “ Battery-Mains ” 
transistor tape recorder while having 
portable applications is in all respects 
a “ full-size”? machine. It provides 
for twin-track recording, runs at 
3iin/sec, is fitted with 5 іп tape 
spools and is claimed to deliver an 
undistorted a.f. output of 2W. The 
recorder is completely self-contained, 
embodying а mains supply unit, 
batteries (for 9V operation) and a 
"in х 4ш elliptical loudspeaker. 
Shown also are all the current models. 

Walter Instruments Ltd., Garth 
Road, Morden, Surrey. 


WHITELEY (69) 


Shown here is a selection of the wide 
range of audio equipment made by 
this firm. For stereo reproduction the 
WBSS amplifier, which comprises a 
pre-amplifier and power amplifier 
giving 8W рег channel, has been 
modified for use with both crystal 
or low-output magnetic pickups, 
tape and radio. Its pre-amplifier can 
be used with one of several main 
amplifiers. Also included is а new 
200mW. transistor amplifier using 
printed circuit technique. 
Loudspeakers range in size and 
type from ljin and 2łin models, 
some with plastic chassis and for use 
in personal portables, to 12in models 
with 16,000-gauss magnets and new 
cone assemblies responding to а 
very wide range of frequencies. 
Whiteley Electrical Radio Co., Ltd., 
Victoria Street, Mansfield, Notts. 


WIRELESS FOR THE BEDRIDDEN (67) 


The stand occupied by this socicty, 
which provides free radio facilities 
for needy bedridden, housebound and 
aged invalids, has been given by the 
exhibition organizers for the distribu- 
tion of literature and the collection 
of donations. The society, which 
relies entirely on voluntary support, 
has supplied over 7,000 installations— 
either sets or relay services—which 
are maintained free. 

“ Wireless for the Bedridden ” 
а, 55а Welbeck Street, London, 

ws 


WOLSEY (43) 


A wide range of television and v.h.f./ 
f.m. radio aerials for indoor (attic 
and room) and outdoor use will be 
Shown together with a working 
demonstration of the Wolsey “Vision 


WIRELESS WORLD, SEPTEMBER 1960 


Network System" carrier-frequency 
television and v.h.f./f.m. communal- 
aerial and relay equipment. 

A range of aerials called “ Collec- 
tor-Combine " will be introduced: 
these aerials feature individual tuning 
and phasing by means of phasing bars 
on both Bands I and III. 

V.N.S. apparatus can be used for 
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А.Е. SOUND EQUIPMENT (308) 


Both industrial and domestic high- 
fidelity loudspeakers, amplifiers and 
control units will be shown. An 
unusual feature of the domestic 
mono control unit is that the low- 
pass filter cut-off frequency is con- 
tinuously variable. The loudspeakers 
include 12- and 18-in direct radiators 
as well as dual-concentric units in 
which the centrally-mounted tweeters 
are horn loaded. Also shown is the 
Coffee Table Console cabinet suitable 
for mounting a record turntable, pre- 
amplifier, amplifier, and radio tuner. 
A.E.I. Sound Equipment Ltd., Crown 
House, Aldwych, London, W.C.2. 


ACOS (310) 


Being demonstrated is the Hi-Light 
pickup with its stereo head. This 
retains the unusual flexible cantilever 
arrangement of the mono head and 
has a needle tip mass of the order of 
a milligram. The arm produces a 
very low side thrust (0.02 gm) and 
is very insensitive to external dis- 
placements and vibrations. 
Microphones on show include the 
stereo Mic44 in which two pairs of 
crystal inserts are used to produce a 
double figure-of-eight response up to 
about 8kc/s with the individual ele- 
ment responses extending still higher 
(up to about 12kc/s). 
Cosmocord Ltd., Eleanor 
Road, Waltham Cross, Herts. 


ALBA (306) 


Being demonstrated are two a.m./ 
f.m. stereo radio-grams, a portable 
stereo record reproducer with the 
second amplifier and loudspeaker 
mounted in a separate matching 
cabinet, and the Duchess tape recor- 
der. An unusual feature of the latter 
model is the use of two neons to 
indicate the recording level. 

Alba (Radio and Television) Ltd., 
Tabernacle Street, London, E.C.2. 


BRENELL (311) 


A wide range of complete tape recor- 
ders as well as separate tape decks 
and amplifiers will be on show. This 
includes the new stereo version of the 
Three Star recorder which has 
separate modulation indicators for 
each channel and the very unusual 
facility of allowing one track to be 
recorded while the other is being 
replayed so that synchronized гесог- 
dings can be made. A very versatile 
deck is the Mark 5 since it bas four 
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small block-of-flat systems with as 
few as half a dozen subscribers up to 
the provision of relay services for a 
whole town and the working demon- 
stration will carry four television and 
four sound channels. 

Wolsey Electronics Ltd., Cray 
Avenue, St. Mary Cray, Orpington, 
Kent. 


HALL 


operating speeds and room for four 
magnetic heads. Also shown is an 
inexpensive high-impedance three- 
channel mixer. 

Brenell Engineering Co., Ltd., 
Doughty Street, London, W.C.1. 


DECCA (303) 


Demonstrations will be given of the 
new stereo Decola record reproducer. 
Special features of this include a 
multi-directional high-frequency loud- 
speaker system for providing a large 
area of good stereo effect, incor- 
poration of the very low (= Imgm) 
effective  needle-tip mass “ #55 ” 
pickup, and provision of a micro- 
lift for gently raising and lowering 
this pickup. 

The Decca Record Co., Ltd, 9 
Albert Embankment, London, S.E.11. 


DYNATRON (313) 


Stereo will be demonstrated with the 
aid of the well-known Berkeley 2х 10 
watt a.m./f.m. radio-gram as well as 
the new Mazurka record reproducer, 
in each case together with its asso- 
ciated separate second-channel loud- 
speakers. On show are valve and 
transistorized four-speed record re- 
producers as well as the Cordova— 
this company’s first tape recorder. 
This is a three-speed device. 

Dynatron Radio Ltd., Maidenhead, 
Berks. 


la 


Е.А.В. (319) 


Among the three new additions to the 
MusicMaker range of record repro- 
ducers is a sterco model in which the 
second loudspeaker is housed in a 
detachable lid. ^ Mono and stereo 
versions of the 1965 and Triple-Four 
ranges of record reproducers are also 
on show. Transistorized units ex- 
hibited include a four-speed record 
player and radio-gram as well as a 
receiver. A tape recorder using the 
B.S.R. Monardeck is exhibited: it is 
also hoped to show new models 
incorporating the Garrard and Collaro 
tape decks. 

Electric Audio  Reproducers Ltd., 
The Square, Isleworth, Middlesex. 


EXPERT (307) 


On show are the Stereofon II and 
III stereo v.h.f./f.m. radio-grams. 
Both of these use the same 2x8- 
watt amplifier, pre-amplifier and f.m. 
tuner, but whereas the Stereofon II 
uses an autochanger and inexpensive 
pickup arm, the Stereofon III uses 
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а transcription turntable and the 
Expert pickup arm. Ап unusual fea- 
ture of the pre-amplifier used in these 
models is that the tone controls take 
the form of switched bass boosts and 
treble cuts. Also exhibited are a 
column-shaped loudspeaker епс]о- 
sure and the Master horn-loaded 
loudspeaker system. 

Expert Gramophones Ltd., 78 Bal- 
ham High Road, London, S.W.12. 


FERGUSON (324) 


Demonstrations of a new high-quality 
radiogramophone, the 658RG, will 
be given in this room. For details of 
other Ferguson products, see Main 
Hall listing. 

Ferguson Radio and Television Ltd., 
Thorn House, Upper St. Martin's 
Lane, London, W.C.2. 


С.Е.С. (322) 


An interesting feature of some of the 
stereo demonstrations is the use of a 
third central loudspeaker fed with 
part of both the left and right signals 
so as to define the central image 
more accurately. Demonstrations 
will be given of the`small Bookcase 
loudspeaker and also the Slender 
Periphonic acoustic “ push-pull ” two 
loudspeaker system for reducing low- 
frequency second harmonic distor- 
tion. On show are standard and hi- 
flux tweeter Presence Units as well as 
the well-known metal cone speaker 
and suitable cross-over filters. 
General Electric Co., Ltd., Magnet 
House, Kingsway, London, W.C.2. 


GAINSBOROUGH (301) 


Three three-speed tape recorders 
will be shown on this stand. Special 
features of the Mark IV are the use 
of separate record and playback 
heads and amplifiers, a push-pull 
erase and bias oscillator, and a meter 
as the record level indicator. 
Gainsborough Tape Reccrders, 189 
Northcote Road, London, S.W.11. 


GOODMANS (316) 


Being demonstrated are the new 
AL100 and the well-known AL120 
compact loudspeaker systems, a new 
corner horn enclosure suitable for 
home construction which incor- 
porates the Triaxiette three-element 
coaxial loudspeaker, and the new 
Axiom 110 and 112 10in loudspeakers 
in suitable cabinets. 

Goodmans Industries Ltd., Axiom 
Works, Wembley, Middx. 


GRAMDECK (314) 


The Gramdeck utilises the rotation 
of a gramophone turntable to drive 
a tape deck, a turntable speed of 
78 r.p.m. producing a tape speed of 
ТИп/ѕес. Also provided with the 
deck is a transistor record/replay 
amplifier and bias supply. Thus 
recordings can be made from a micro- 
phone or from the output transformer 
secondary of a radio-gram or record 
reproducer and replayed via the 
pickup input. Erasure is possible by 
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means of a permanent magnet. This 
device thus essentially converts a 
radio-gram or record reproducer into 
a tape recorder. 

Andrew | Merryfield Ltd., 
Wright's Lane, London, W.8. 
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GRAMOPHONE COMPANY (323) 


Being demonstrated are a range of 
loudspeaker systems and cabinets 
suitable for housing a tape deck, 


.record turntable and associated pre- 


amplifiers and amplifiers. Equipment 
used includes the new E.M.I. high- 
quality stereo pickup which features 
a very low effective needle-tip mass 
(œ 1 mgm) and a viscous damped 
single-pivot arm with a raising and 
lowering mechanism. Also demon- 
strated are the Models 557 2 x 10-watt 
stereo amplifier and the 556 stereo 
combined pre-amplifier and very 
comprehensive tone control unit, an 
unusual feature of which is the pro- 
vision of a c.r.t. channel-level moni- 
tor. 

Gramophone Co., Ltd., Blyth Road, 
Hayes, Middlesex. 


LUSTRAPHONE (309) 


A new addition to the wide range of 
microphones of all types is а rela- 
tively inexpensive stereo ribbon 
microphone, the VR/65NS. This is 
similar to the VR65 except that the 
phase switch and mechanism for 
relatively rotating the two ribbon 
elements have been omitted. Also 
available is a miniature noise-can- 
celling microphone. 

The range of transistorized units 
includes pre-amplifiers and power- 
amplifiers as well as а four-channel 
microphone mixer. 

Lustraphone Ltd., St. George’s 
Works, Regent’s Park Road, London, 
N.W.1. 


PHILIPS (320) 


Recent introductions by this company 
in the field of sound reproduction 
include an a.m./f.m. stereo radio- 
gram in which the loudspeakers are 
placed at the ends of the cabinet 
and angled outwards. Also newly 
introduced is an automatic version 
of the Disc Jockey Stereo record 
reproducer in which one of the loud- 
speakers can be detached from the 
main cabinet for improving the stereo 
effect. The output of this record 
reproducer is 14 watts per channel. 

Philips Electrical Ltd., Century 
House, Shaftesbury Avenue, London, 
W.C.2. 


REPS (305) 


Newly introduced is the R10 three- 
speed tape recorder, special features 
of which are that the frequency гез- 
ponse at the slowest speed of 1 fin/ 
sec. is claimed to be only 3dB down 
at 7kc/s and that a meter is used to 
indicate the recorded signal level. 
Both two- and four-track versions of 
this recorder are available. Also being 
shown are improved versions of the 
R20, R30 and R40 recorders, a special 


feature of which is that each has a 

push-pull bias and erase oscillator. 
REPS (Tape Recorders) Ltd., 118 

Park Road North, London, W.3. 


ROLA CELESTION (312) 

An interesting unit for high-fidelity 
sound reproduction is the Colaudio 
1550. This consists of a 15in bass 
unit in the centre of which are 
mounted two tweeters forming a 
short column. The high-frequency 
polar response of this loudspeaker can 
thus be altered by rotating it so as to 
rotate this column. Other loud- 
speakers on show include elliptical 
units as well as circular models with 
diameters ranging from 2j to 15. 

Rola Celestion Ltd., Ferry Works, 
Thames Ditton, Surrey. 


SYMPHONY (302) 


Equipment on show includes two 
tape recorders, a bass reflex loud- 
speaker cabinet available in kit form 
or ready built, f.m. and a.m./f.m. 
tuners, and mono and stereo com- 
bined amplifiers, pre-amplifiers and 
tone control units. An unusual feature 
of these last is that the middle as weil 
as the bass and treble frequencies can 
be boosted. Also exhibited is the 
Stereophoner, which is claimed to 
produce an effect resembling that 
obtained with stereophonic equip- 
ment when connected between a 
single-channel output transformer 
secondary and two spaced loudspeaker 
systems. 

Symphony Amplifiers Ltd., 16 
Kings College Road, London, N.W.3. 


TRUVOX (317) 


The main exhibits will be the R6 and 
R7 tape recorders, an unusual feature 
of which is that each is provided with 
ап R.LA.A. compensated pickup 
input. Other special features of the 
R7 recorder are that it can record or 
replay with the tape travelling in 
either direction, and that it has a 
ten-watt push-pull output. Both of 
these models can operate at tape 
speeds of 7$ or 3iin/sec. Also on 
show will be the well-known Radio 
Jack miniature tuners mounted on 
a jack plug for recording from the 
local B.B.C. stations. 

Truvox Ltd., Neasden Lane, Lon- 
don, N.W.10. 


WHITELEY (304) 

In addition to the range of domestic- 
type loudspeakers there is included 
here a selection of various industrial 
type loudspeakers in a wide variety 
of cabinets including “ line source " 
types for both indoor and outdoor 
use. 

The latest technique in audio com- 
ponent potting in epoxy and polyester 
resins is exemplified by a selective 
range of transformers, filters and 
inductors encased in this form. The 
range of “breakdown cabinets," 
which includes bass reflex types, is 
continued this year. 

Whiteley Electrical Radio Co. Ltd., 
Victoria Street, Mansfield, Notts. 
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The Genius of 


A. D. BLUMLEIN By M. G. SCROGGIE, B.Sc., M.I.E.E. 


Gans was defined by Carlyle as, first of all, 
transcendent capacity for taking trouble. It was 
analysed by Edison as 1% inspiration and 99% 
perspiration. These both corrected popular ideas 
on the subject by emphasizing the part played by 
hard work. But that 1% is just as essential. If 
there have been people whose brilliant originality 
died with them, there were many more whose 
slogging failed to make up for their lack of imagina- 
tion. The thinking of most of us is shaped by 
concepts we have received from others. When the 
genius comes along, with thoughts that break out 
into new concepts, his fellows often find him hard 
to understand. They may even oppose him, be- 
cause he doesn’t conform to their ways of thought. 
Matters are made worse when, like Heaviside, he is 
unable or unwilling to make his ideas clear to the 
less intelligent. 

If, as I am convinced, the genius of A. D. Blum- 
lein is not yet widely enough appreciated, that is 
certainly not the reason. His exposition was excep- 
tionally lucid. The trouble is that so very little of 
it was published. His contribution to technical 
literature amounts to little more than two LE.E. 
papers, the first shared with Prof. Mallett and the 
second with several colleagues. (Both of these papers, 
incidentally, were awarded I.E.E. Premiums.) Не 
was too busy to write. So technical literature is the 
poorer and his name is seldom seen by his successors. 

Then the last few years of his work were shrouded 
in wartime secrecy and his career was cut short at 
the early age of 38 in the service of his country. 
Even that fact was not published until more than 
three years later, and then only briefly. 

Besides this, he avoided rather than encouraged 
publicity to such an extent that photographs of him 
are almost non-existent, unless one includes a back- 
seat view of him addressing the LE.E. in 1938. 

Some originators are commemorated in the name 
of a device, law or discovery—for example, the 
Hartley circuit, Ohm's law, and the Hall effect. 
Unfortunately none of Blumlein's frequently men- 
tioned inventions bears his name. Although it 
appears here and there in the literature, probably 
very few even of the workers in the same field, and 
especially the younger ones, have any idea of how far 
ahead he was in so many important developments. 
How many present-day stereophony fans, for ex- 
ample, realize that the system of recording brought 
on to the market during the last year or two was 
invented by Blumlein in 1931? 

I have therefore attempted a review of the more 
important of his inventions, as a modest tribute to 
his memory. Not having had the privilege of know- 
ing Blumlein personally, and lacking close acquain- 
tance with some of the branches of work in which 
he excelled, it is a regrettably poor one, but I hope 
better than nothing. Lest my emphasis on technical 
achievements give the impression of a one-sided 
individual, it should be mentioned that, notwith- 
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standing them all, Blumlein was thoroughly human 
and found time for such relaxations as flying, prac- 
tical astronomy, enjoyment of music and theatre. I 
am indebted to a number of his friends and col- 
leagues for encouragement and information readily 
supplied, notably S. J. Preston and H. A. M. Clark 
of E.M.L, J. B. Kaye of Painton, formerly of Inter- 
national Standard Electric, and M. van Hasselt of 
Standard Telephones. 

Alan Dower Blumlein was educated at Highgate 
School and the City and Guilds College, London. 
It was in January 1925, soon after he had graduated, 
that he and Prof. E. Mallett read their I.E.E. paper, 
“А New Method of High-Frequency Resistance 
Measurement "—a problem which was receiving 
much attention at the time. Their method was in- 
genious and potentially very accurate, but proved too 
complicated to achieve popularity. 

At about this time Blumlein began his professional 
career by joining the International Western Electric 


Fig. I. Original 
inductively- 
coupled ratio-arm 
bridge circuit. 
The two coils were 
wound together 
bifilarly in two 
or more sections. 


Corporation. His work there was mainly on prob- 
lems of interference in telephone lines, and he soon 
provided evidence of his exceptional ability and 
originality in circuit engineering. Ат least eight 
patents resulted from this line communication work, 
the first of which (No. 291,511, in conjunction with 
J. P. Johns) came early in 1927 and described a 
method for reducing mutual interference between 
channels (“cross-tatk”) in long-distance telephone 
cable systems. Nowadays long-distance telephony 
is usually by modulated carrier, with the conversa- 
tions shifted into separate frequency bands; but then 
they were at the original speech frequency. To 
equalize signal velocity over the band, the cables were 
inductively “loaded” by three-coil units, and these 
were to blame for much of the cross-talk. Having 
studied the problem and identified each particular 
source of cross-talk with great accuracy, Blumlein 
rearranged the windings to concentrate the un- 
balances at the points of connection, and then dealt 
with each of them independently. This method 
greatly reduced the trouble, and was adopted for all 
three-coil units from then on. It is, in fact, still used. 

In order to carry out this development it was neces- 
sary to measure very small differences in impedance. 
Existing impedance bridges were unsatisfactory in 
two respects: the ratio arms were insufficiently pre- 
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cise, and they were too much affected by stray shunt 
capacitances. So in 1928 Blumlein made a major 
departure in a.c. bridge technique by using ratio 
arms consisting of two inductors with practically 
100% coupling, as in Fig. 1. This looks at first 
glance like a conventional a.c. bridge network, so 
much so that it is those who are familiar with bridges 
in general who may have most difficulty in realizing 
that at balance its points B and C as well as A are 
effectively at earth potential, so there is no p.d. across 
either ratio arm, and therefore admittances across 
them have no effect. Blumlein obtained a very close 
approach to this ideal by using bifilar winding, 
making the two coils occupy substantially the same 
position on their iron core. This construction at 
the same time automatically achieved a 1:1 ratio 
with much higher precision and constancy than con- 
ventional resistance arms. 

The patent, No. 323,037, is a short one—only two 
pages, with no Provisional Specification—yet it 
clearly and simply explains the principle, the con- 
struction both for 1:1 and other ratios, the applica- 
tion of screening, the advantages accruing, and how 
it can be used to measure direct capacitance between 
two conductors regardless of capacitances from them 
to earth. For good measure, it shows how the same 
device can be used to obtain a precise centre tap for 
a phantom circuit in telephony. A later specification 
(334,652) shows an application of the same principle 
to the simplifying of telephone circuits. 


Unpublished Treatise 


As with so many of Blumlein’s inventions, his con- 
centration on the work in hand left no time for wider 
publicity and exploitation, so although possibly the 
most important step in bridge technique since 1865, 
when Maxwell applied Wheatstone’s circuit to a.c., 
it went almost unnoticed. Even when, years later 
(1941), Blumlein wrote an extensive fundamental 
treatise on the principles implicit in this apparently 
simple device, it was not published. The substance 
of it only came prominently to light іп 1949, in Part 1 
of an LE.E. paper by H. A. M. Clark and P. B. 
Vanderlyn. It is a fine piece of exposition, which 
the authors acknowledged as being almost verbatim 
Blumlein. 'The remainder of this paper was con- 
cerned with the application of these principles in a 
wide-range impedance bridge produced for the 
Services. An accompanying paper described quite 
a different application—a low-reading aircraft alti- 
meter, involving the measuring of capacitance 
changes of the order of one-millionth of a picofarad 
(10-18 F) in the presence of much larger capacitances 
to earth. All these developments were patented by 
Blumlein. 

In the discussion of these papers, the first speaker 
wanted to know why such an attractive invention 
had been in existence for over 20 years without 
making more of а mark on bridge design. The 
explanation was lack of publicity. Since then, 
inductively coupled ratio arms have come into much 
use, notably for radio frequencies up to v.h.f. One 
thinks especially of the В.В.С., С. С. Mayo, and 
Wayne Kerr in this connection. 

Another interesting Blumlein bridge patent is 
338,588, which covers a mutual-inductance bridge 
in which the usual difficulties in varying M are 
overcome by means of a resistive potential divider 
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directly calibrated in inductance (Fig. 2). This was 
embodied in a valuable and widely used instrument 
for measurements on balanced-pair carrier cables. 

Other inventions of this period concerned sub- 
marine cables. 

In 1929 Blumlein moved to the research depart- 
ment of the Columbia Graphophone Company. 
Electrical recording apparatus was then at an early 
stage of development, having displaced acoustic 
recording only a few years before. It consisted of 
a capacitive or carbon microphone, an amplifier based 


Fig. 2. Mutual-inductance 
bridge with fixed coils 
wound toroidally on an 
iron core. The balance of 

Ls mutual inductance is 
shifted to either side of 
the bridge by a potential 
divider calibrated directly 
in inductance of the 
unknown L. 


on public address practice, and a moving-iron cutter 
—satisfactory for the transition period, but far from 
perfect. A team was working on an improved 
system, and though lacking in experience of sound 
recording Blumlein soon grasped the principles of 
electromechanical transducers and made a major 
contribution to the effort, notably with a moving- 
coil microphone, an equalized amplifier and a 
moving-coil cutter. He showed how to match im- 
pedances by reducing the length of the cutter arm, 
and to eliminate the effects of mechanical resonances 
by electrical circuits with parameters the inverse 
of those of the mechanical “circuits.” For this 
treatment to be effective, the system had to be 
designed for a very high electromechanical coupling 
factor. The first records were made with this equip- 
ment in 1930 and set a new standard of fidelity. 

At the same time, with P. W. Willans, he showed 
how to place the needle in relation to the armature 
of a gramophone pickup so as to raise its resonant 
frequency то a maximum. 

Next year the Columbia and H.M.V. companies 
merged to form Electric & Musical Industries Ltd. 
—E.M.I.—and the new recording gear was adopted 
as standard by the combine. Blumlein continued 
to work on it, and by improving the sensitivity of 
the cutter reduced the size of the amplifier suffi- 
ciently for portable use. He also extended the 
possible frequency range to 10 kc/s, but surface 
noise due to the record materials then available 
prevented full advantage being taken of this. 


Two-channel Stereophony 


At the same time Blumlein was thinking a lot 
about stereophony. Experiments in two-channel 
sound transmission had been made as long ago as 
1881, using headphones. By the time we are con- 
sidering, however, there was clearly no commercial 


WIRELESS WORLD, SEPTEMBER 1960 


WWW.americanradiohistorv.com 


future for headphone listening. Loudspeakers had 
displaced them in the home, and the “ talkies ” had 
established themselves in the cinema. The prob- 
lems of monophonic reproduction were quite enough 
for most people. But not for Blumlein. The 
multiple-speaker method is the obvious approach to 
practical stereophony and in the years following was 
adopted in America for experimental demonstrations 
and the public showing there of Disney's Fantasia. 
It was found that the ideally vast number of channels 
required for it could be reduced to three, with 
acceptable results. But even before this Blumlein 
had evidently decided that three was one too many, 
and so he tackled the problem of achieving satis- 
factory spatial reproduction with only two loud- 
speakers. Characteristically, he began by thoroughly 
working out for himself the principles involved. 
Now, 28 years later, with stereophony a household 
word, there are still people claiming to be technical 
who suppose that the two loudspeakers are analogous 
to the two earphones in the earlier experiments. 
But Blumlein saw clearly that both speakers com- 
municate with both ears, thereby setting a very 
difficult —one might almost declare impossible— 
problem. His solution, based on the theory that 
directional hearing at low frequencies depends on 
time difference and at high frequencies on intensity 
difference, was much more subtle than it looks at 
first sight, and depended on the sum and difference 
of the outputs from the two microphones. By this 
means, results equivalent to cardioids pointing in 
opposite directions were obtained using omni-direc- 
tional microphones: a remarkable achievement. 
Being the first to make a serious attempt at 
stereophony with loudspeakers, Blumlein had the 
field to himself, and his patent (No. 394,325) runs 
to 22 pages and has 70 claims! His system was 
intended primarily for improving motion picture 
sound, but other applications, such as domestic 
records, were included. In almost every respect 
this patent was more than 20 years ahead of its time. 


Fig. 3. Early television sawtooth current generator circuit, 
in which during the working stroke current flows through 
deflecting coils L and valve VI. The flyback is generated 
by a half-cycle of oscillation at the frequency of L and C, 


and is terminated by V2. L, C, curbs any tendency to 
oscillate at half working frequency. 


At that date, and for years to come, shellac-loaded 
disks and steel needles were in use, but Blumlein 
advised a material of the nature of cellulose acetate, 
and a sapphire point as is now standard. The 
system as a whole was commercialized 25 years 
later,* at first with tape recording, but Blumlein's 


* See “The © Stercosonic ? Recording and Reproducing Sys- 
tern ", by Clark, Dutton end Vanderlyn, Proc.I.E.E., Sept. 1957, 
pp. 417-432. 
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original 45* disk track has now been adopted 
throughout the world for stereophonic records, at 
least one make of which is produced with a cutter 
of a type shown in his patent. 

Rather ironically, the first practical application 
was one not envisaged when the patent was drawn 
up, its techniques were adapted by Blumlein for 
better sound location of aircraft during the 1939-45 
war, and some thousands of this type of equipment 
were produced. 


Television 


Even before his stereophony patent appeared in 
print, Blumlein's enthusiasm had been directed into 
another channel Soon after the formation of 
E.M.L, the new company began a full-scale pro- 
gramme of television development. H.M.V. had 
already demonstrated moderately high-definition 
pictures (150 lines) using a mechanical system, and 
the first question was whether to continue along 
this line or venture into the unknown towards an 
electronic system. Although it is obvious now that 
the right answer was the one actually given, the 
number of unsolved problems that were thereby 
accepted must have looked pretty appalling. For 
one thing, the cathode-ray tubes of the period were 
gas-focused types that went out of focus if the beam 
current was varied. There was no electronic camera. 
Even the more familiar items such as amplifiers, 
transmitters and aerials had to be developed afresh 
to deal with signals of unprecedented bandwidth. In 
this connection, another bold decision, made by the 
E.M.I. Director of Research, I. Schoenberg, was 
to go far beyond the Television Advisory Com- 
mittee's requirement of 240 lines—beyond anything 
that receivers could have been expected to handle 
fully for some time to come—by adopting a 405-line 
standard. Again, the rightness of the choice has 
been proved by events, for after more than quarter 
of a century of rapid change this same standard 
continues to give satisfaction and has been accepted 
in 10 million British homes. 

There was therefore plenty of work for the de- 
velopment team, and no time for mistakes. The 
story is told by S. J. Preston in a Television Society 
paper, * The Birth of a High Definition Television 
System. t  Blumlein's contribution displayed his 
characteristics—grasp of essential principles, fore- 
sight, versatility, originality, soundness of engineering 
and insistence on *designability" He would reckon 
a few extra components well spent if they enabled 
him to design a circuit on paper with confidence 
that any number of sets made up from the design 
would work as intended. It is significant that the 
E.M.I. equipment of the Alexandra Palace Station, 
almost every part of which owed something to 
Blumlein, made straight up from drawings to begin 
the world's first public high-definition service in 
1936, was still in use in 1950. 

One of his first developments was a highly original 
scanning system. Contemporary practice charged a 
capacitor slowly through a resistance and discharged 
it quickly through a thyratron, the capacitor voltage 
being applied to the deflection plates of a c.r. tube. 
Blumlein's patent 400,976 of April 1932 specifies a 
simple hard-valve circuit (Fig. 3) to produce a linear 


+ Journal of the Television Society, Vol. 7, No. 3 (1953). 
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sawtooth current for magnetic deflection. The valve 
V1 is initially conducting, and current grows linearly 
through the coils L, until a sync pulse cuts off V1, 
The circuit LC then performs a half-cycle of oscilla- 
tion at a comparatively high frequency, forming the 
flyback. Further oscillation is prevented by conduc- 
tion of V2, which limits the rate at which current 
through L (now negative) can decrease. L, C, was 
included to suppress a waveform component at half 
scanning frequency. 

The origin of negative feedback is invariably attri- 
buted to Н. S. Black in В.5.Т.7., January 1934. 
This is strange, for a number of earlier references 
can be found. For instance, Patent No. 425,553 of 
Sept. 1933, by Blumlein and H. A. M. Clark, speci- 
fies it by name for reducing the output impedance of 
pentodes, as in Fig. 4, and gives the now familiar 
formula for output impedance: 


Ra 


l+uk 
where Ё is the fraction fed back, now commonly 
denoted by В ог В. 

Considerable confusion has been caused Бу later 
writers, led by Black, who used y in identical formu- 
le to mean amplifier voltage gain, instead of cor- 
rectly as above to mean valve amplification factor. 

Negative feedback was mentioned even earlier in 
a patent of American origin for linearizing sawtooth 


| E бит 
Fig. 4. А pre-Black 


negative - feedback 
circuit, designed to 
reduce the output im- 
pedance of pentodes. 
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current waveforms in frame scanning. Blumlein 
substantially improved on this with a circuit (Patent 
No. 479113 of 1936) which is the one commonly used 
to this day—Fig. 5. 

А form of negative feedback that especially ap- 
pealed to him was the cathode follower. He did not 
actually originate this configuration, but was the 
first to appreciate its great value, particularly in 


Fig. 5. Blumlein circuit for linearizing frame scanning 
by use of frequency-selective feedback. 
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Fig. 6. 
follower (1934). 


Reduction of input capacitance by cathode 


television. His specification 448,421 of 1934 sets 
forth with characteristic clarity how by virtue of its 
very low input capacitance it can be used to advan- 
tage in connecting a high-frequency high-impedance 
source such as a photocell to an amplifier. Further- 
more, it anticipated by 15 years the discovery that 
it can be used as in Fig. 6 to eliminate almost en- 
tirely the shunt capacitance of the source and con- 
necting lead. Note, too, the screened coupling; long 
after this, people were still saying that pentodes were 
unsuitable for cathode followers! 

Television, with its wide signal frequency band 
down to zero, introduced difficult amplifier prob- 
lems. It was impracticable to use d.c. couplings 
throughout the transmitting and receiving chain; but 
the trick of d.c. reinsertion or restoration, making use 
of the constant level of synchronizing signals, had 
been devised. It looks quite a simple technique, 
but Blumlein and his colleagues had to do consider- 
able work to make it practical, and some of the most 
involved specifications relate to this development. 
In particular, “clamping” at an intermediate black 
level was due to them. The whole thing was tied 
up with the television waveform, which necessitated 
a great many irrevokable decisions. Blumlein was 
mainly responsible for establishing the waveform 
that has (with very minor adjustments) been used 
in Britain ever since, and was declared by L. H. 
Bedford to be one of the outstanding technical 
triumphs of television. Blumlein explained the 
reasons for each decision in his 1938 I.E.E. paper.* 

The bearing of this waveform on an effective 
system of vision a.g.c. in receivers was foreseen by 
Blumlein, who invented several circuits for it; but a 
good many years passed before vision a.g.c. came 
into general use. 

The extension of the bandwidth to zero caused 
troubles with power supplies, and Blumlein devised 
modifications to filter circuits to give them a con- 
Stant resistive impedance at all frequencies. To 
cope with the high frequencies in amplifiers he 
originated the familiar series (Fig. 7) and shunt 
“building out” circuits. Among his many other 
television circuit devices were: “black spotting” to 
make interference less conspicuous; a method of 
sync pulse separation; “spot wobble”; an апи- 
“ghost” device; and (with E. C. L. White) the now 
familiar “ efficiency diode.” 

As if this were not enough for one engineer, he 
was collaborating with J. D. McGee in devising the 


* “The Marconi-E.M.I. Television System; Part I: The 
Transmitted Waveform”, Proc.l.E.E., March 1939, pp. 65-73. 
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Below: Fig. 8. Essen- 
tials of ‘‘ ultra-lin- 
ear’’ or screen-feed- 
back circuit. 


1 
1, .. STRAY 
11: CAPACITANCE 
І 
ed) 


T 


— 


Fig. 7. Compensation 
for stray capacitance 
of wide-band-ampli- 
fier coupling resistor. 


very important C.P.S. Emitron, and with E. C. Cork 
in the r.f. cables that were used to convey the tele- 
vision signals between Alexandra Palace and Broad- 
casting House and elsewhere, and with H. E. Hol- 
man in the manufacture of very fine insulated wire. 
The only camera tube available for the opening of 
the B.B.C. television service in 1936 was the ordinary 
Emitron, in which relatively large spurious signals 
were created by secondary emission. Blumlein took 
a full share in providing “tilt” and “bend” signals 
to counteract them, and meanwhile was at work on 
the problem of a tube that would make this unneces- 
sary. The McGee-Blumlein patent, No. 446,661, 
dated as early as 1934, describes an essential feature 
of the cameras introduced since the war and those 
now in general use throughout the world. "This is 
cathode potential stabilization, by which secondary 
emission is prevented. А major improvement in the 
received picture was the result. 

Several important inventions not particularly con- 
nected with television were contemporary with these. 
There was the *long-tailed pair," intended to rid 
push-pull signals of unwanted push-push compon- 
ents. Another, of great interest to Wireless World 
readers, was the so-called ultra-linear amplifier cir- 
cuit, in which the screen grids of the push-pull out- 
put stage are tapped on to the output transformer. 
Here, again, it was a good many years before general 
practice caught up with Blumlein. Admittedly, he 
does not appear to have appreciated how effective 
this arrangement can be for reducing distortion; he 
regarded it mainly as a convenient alternative to the 
control-grid feedback shown in Fig. 4, for reducing 
the undesirably high impedance of pentodes while 
retaining their efficiency. One notes, by the way, 
how many of Blumlein's devices were concerned 
with impedance matching. 

His freedom from convention can be illustrated 
by his contribution to the discussion of a paper en- 
titled “Instruments Incorporating Thermionic 
Valves."* It is worth quoting: 

“ АП the devices referred to in the paper have one 
point of similarity—the signals are applied at the 
grid and come out at the anode. It might be worth 
while considering where it might be advantageous 
to depart from this convention. Опе possible 
application of valve voltmeters is to the measure- 
ment of very high voltages. For this purpose one 
constructs a valve where the grid is earthed and 
used as a shield between anode and cathode. A 


* Proc.I.E.E., Sept. 1939, pp. 381-410. 
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very high voltage is put on a very small anode 
remotely situated from the grid, and in the cathode 
lead is put the inevitable feedback resistance, which 
is given a high value.* In those circumstances the 
valve cathode rises to such a potential that there is 
practically no anode current. The valve acts as a 
potentiometer, the cathode voltage being about 
l/(p4-1) of the anode voltage. Ат first sight the 
arrangement would seem to have no advantage over 
a resistance-type voltmeter, but the usual very high- 
voltage voltmeter resistances are cumbersome, and 
this arrangement will follow variations of the anc le 
voltage quickly, so that measurements of very high 
voltage can be made in the comparative safety of a 
shielded cathode." 

This contribution was ignored by the authors in 
their reply! 

Slot aerials are now commonplace, having come 
into use during the war for short-wave radar. But 
in 1938, when Blumlein applied for the slot-aerial 
patent, which in due course was numbered 515,684, 
it must have seemed quite revolutionary. 

Another Blumlein characteristic—dislike of de- 
pendence on uncertain parameters—is exemplified 
by his patent No. 563,464 of 1940, which describes 
a simple method of stabilizing the amplitude of 
oscillators without relying on grid current. The 
mode of operation is not nearly so simple as the 
relevant part of the circuit, shown in Fig. 9. Valves 
with extra diodes being still current practice, this 
idea might well be about due to be discovered! 

By this time Blumlein, as senior engineer in the 
E.M.I. research laboratories, was at work on war 
projects. The adaptation of his stereo ideas to 
the aircraft sound locator has already been men- 
tioned. The direction of the sound source relative 
to the axis of the locator was indicated by a trace 
on a c.r. tube. His early invention of the induc- 
tively-coupled ratio-arm bridge also found novel 
application in an altimeter depending on the change 
of capacitance, induced by the ground, between two 
electrodes fixed to the underneath of the aircraft. 
This type obviously was most advantageous at low 
altitudes, where others fail. It was fitted to Welling- 
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400k 
Fig. 9. Automatic amplitude 
control of oscillator by diode 
circuit. The oscillator cir- 
cuit itself may be conven- 
tional. 
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tons and other aircraft for increasing the accuracy 
of torpedo laying at night. The same principles 
were employed in a general-purpose resistance and 
capacitance bridge developed for the Air Ministry. 
A particular merit of this type for airborne radar 
equipment was that measurements could be made 
without disconnecting the components from the cir- 
cuit, which in some cases would have been impos- 
sible without damage, so tightly were they packed. 
The same is true of some present-day domestic sets! 


* British Patent No. 507,665, А. D. Blumlein апа С. S. Bull. 
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Fig. 10. Simple example of generating short pulses from 
longer ones by means of a reflective delay line. 


One of the problems of radar is the generation of 
pulses of short duration, often only fractions of a 
microsecond, at precisely controlled instants. Such 
pulses are used in many low-power circuits, and 
also for modulating powers of hundreds of kilowatts 
in transmitters. In this field Blumlein made much 
use of the novel device of a short delay line. If a 
timing square wave such as Fig. 10(а) is applied 
to one end of such a line, and the far end is short- 
circuited, the step is reflected in opposite polarity. 
It reaches the input a short time later (b) and the 
resultant of the two is a pulse waveform (c). This 
principle was applied in many different ways for 
many purposes. In one particularly ingenious 
arrangement Blumlein used two lines end-to-end 
which were charged in parallel from the middle 
and discharged in series by a spark gap at one end, 
developing a high-power pulse for modulating air- 
borne radar transmitters (Fig. 11). Delay lines are 
now well established as circuit elements. 

One class of these airborne radars was AI, used 
to intercept enemy aircraft at night. The early types 
required an operator, which was very incon- 
venient in a high-performance fighter. In conjunc- 
tion with Е. Г. С. White, Blumlein developed for 
production the locking strobe for AI Mark VI, 
which automatically performed the necessary opera- 
tions of searching for an echo, locking on to it when 
found, and identifying it. 

In these sophisticated types of radar there was 
need for a much more linear time base than those 
already available, and also for precise and adjust- 
able time delays. To achieve these, Blumlein de- 
vised the basic circuit shown in Fig. 12, commonly 
known as the Miller integrator. His patent, No. 
580,527, explains its principles and goes on to give 
a sample of each of the two applications just men- 
tioned. These initiated a whole series of Circuits, 
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using diodes аз auxiliaries, including the celebrated 
“ phantastron" and “sanatron.” He also extended 
the principle to the integration of more than one 
voltage at a time, as used later in analogue com- 
putors. 

During the war such patents were not published, 
and it turned out that the basic circuit was covered 
by a patent applied for by A. C. Cossor Ltd. and 
J. W. Whiteley a few months earlier. Actually 
Blumlein's invention was the earlier, but owing to 
the elaborate secrecy procedure some time elapsed 
before the application could be filed. 

Two days after the application for Blumlein's 
patent was lodged, on 7th June 1942, he and two 
of his Е.М]. colleagues, С. О. Browne and Е. 
Blythen, took off from Defford in a Halifax bomber 
to make tests on another airborne project —H,S. 
On the return there was engine trouble and the pilot 
attempted to land in a field, but on doing so the 
aircraft caught fire. There were no survivors. 

For sheer quantity, Blumlein’s inventiveness is 
impressive. No fewer than 132 patents were granted 
to him, with or without collaborators; that is to say, 
an average of one every 46 days during his entire 
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Fig. 12. Basic Blum- 
lein integrator circuit, 
often wrongly attri- 


buted to Miller. QUT 


working life of 17 years! Мог is the total made up 
mainly of minor details or improvements, struggling 
for a little elbow-room of novelty among rivals. 

А surprising number were so original as to carve 
out large new tracts and have very many claims ad- 
mitted. Some were so original that years and even 
decades passed before their full value was apprecia- 
ted. There may be some even now waiting for 
application. 

Their most notable characteristic is that each is a 
practical solution arrived at by a careful study and 
clear understanding of the principles involved, 
rather than by chance or merely following the direc- 
tion of current practice. How Blumlein would have 
enjoyed exploiting the possibilities of transistors! 
Is it unfair to those who have brought about such 
rapid developments in this field to suggest that he 
may have made a contribution through his influ- 
ence? There can be no doubt that he set a fine 
example. 


Fig. 11. Blum- 
lein pulse 
modulator 
circuit. 
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Quarter-wave Transformers 


SOME NEW APPLICATIONS 


M. problem right at the start is to know whether 
it is necessary to explain what quarter-wave 
transformers are. After an interval for intense 
thought I have come to the not very helpful con- 
clusion that for some readers it won't be and for 
others it will be. If my treatise on that subject had 
been published within the past few months I would 
have asked your permission to take it as read. But 
since it actually dates back 10 years, to the Aug. 
1950 issue, I would be a little unreasonable to expect 
a favourable reply from young readers. So I’m going 
to cater for both classes by referring those whose 
hopes were aroused by the main title to the appendix, 


70-0. AERIAL 


ив - 0. 
TRANSFORMER Fig. 1. Use of a quarter- 
x wavelength line as a 
transformer (strikingly 


200-0 LINE unlike the usual types) to 


match two unequal im- 
bedances. 


TRANSMITTER 


while inviting those who were more interested in the 
sub-title to carry straight on. 

For the reasons explained in the appendix, a piece 
of transmission line quarter of a wavelength long can 
be and often is used as a transformer to match a 
source of r.f. power to a load which has the wrong 
impedance for direct connection. Suppose for 
example the source was a 200-0 line from a trans- 
mitter and the load was an aerial with an impedance 
of 700. If they were joined straight together there 
would be a mismatch at the junction, as a result of 
which a substantial part of the power arriving 
wouldn't go into the aerial but would be reflected 
back along the line, setting up standing waves and 
consequent excessive voltages and currents at certain 
points. The solution is to join the line to the aerial 
through a quarter-wave line transformer designed to 


have a characteristic. impedance of 4/70 x 200 
= 1180, аѕ in Fig. 1. If the system was balanced to 
earth, one would make the transformer of parallel 
wires (or cylinders, for low impedances); if one side 
was earthed, a coaxial line. 

That is old stuff. The April issue of our learned 
contemporary, Electronic Technology, had a contribu- 
tion from a B.B.C. research engineer, Dr. G. J. 
Phillips, explaining quite a lot of other ways in which 
quarter-wave lines come in useful. They are all 
based ingeniously on the same principle—the way in 
which current and voltage change places, as it were, 
at opposite ends of the line. Аз you may have 
noticed, the principle of duality appeals to me, and 
here is an interesting example. For the benefit of 
those who are staring blankly, I will mention that 
duality is the term used to refer to the fact that for 
the relationships which hold for any circuit there are 
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analogous relationships for the “ dual" of that 
circuit, derived from it by changing series into 
parallel, current into voltage, impedance into 
admittance, inductance into capacitance, etc., and 
vice versa. 

We have just used the formula Z, = Z4?/Z;, in 
which Z, is the load impedance, Z, the quarter-wave 
line impedance, and Z, the input resistance of that 
line with the load at the end of it. 1/Z, is the same 
thing as Y,, the admittance of the load; so we have 
an impedance transformed into an admittance, Z, 
being the connecting ratio. If Z, happened to be an 
inductive load, jwL, it would be transformed to 
1/jwL, which (because j? = — 1) is — J/eL, the 
— j showing that the load has been transformed into 
a capacitance. The appendix shows that V, = 
Zo Ij, etc., the ratio between voltages and currents 
being 2. Апа so on for other relationships. 

Now consider a little problem. You have three or 
more items in a circuit, all of which have one terminal 
earthed, and you want to connect them all in series. 
Can you do it? Without, of course, shorting any of 
them! You are allowed to assume that the system 
works at only one frequency, in the v.h.f. region. 

If I had begun with this it might have caught quite 
a few people out, but since the clue has been provided 
almost as obviously as in a give-away quiz, everyone 
should get the prize. The answer is to connect them 
in parallel through quarter-wave lines, as in Fig. 2, 
and these lines will transform the parallel connection 
to a series one. 

Unless your intelligence is of a brilliance that would 
be wasted reading this, or your readiness to take my 
word for things is touching but unwise you will want 


Fig. 2. The three impedances, A, 
B and C, apparently connected in 
parallel, are effectively all in 
series at the frequency that makes 
the lines a quarter-wavelength 
long: yet all are earthed. 


a little more evidence before accepting that А, B and 
C are really all effectively in series. Looking at the 
circuit, and supposing that B and C have widely 
different impedances, one could be excused for not 
instantly seeing that a current generated in À must 
pass equally through B and C. 

You will however grant that in a series circuit all 
items carry the same current, whereas in a paralle 
circuit all items receive the same voltage. And in a 
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C 
(а) (b) 
fig. 3. Simplified version of Fig. 2, and its equivalent 


circuit. 


series circuit the total voltage round it comes to zero 
(otherwise the same point would be at two different 
potentials at the same time), whereas in a parallel 
circuit the total current flowing away from the 
common junction is zero (otherwise some current 
would have to come from nowhere). 

Now it cannot be denied that all the inner ends of 
the line in Fig. 2 are at the same voltage, seeing that 
they are all firmly connected in parallel. And in the 
appendix we have proved—I hope to everyone's 
satisfaction—that the currents entering the other ends 
are all proportional to that voltage, and are therefore 
equal provided that Z, is the same for all the lines. 
So the same current must pass through A, B and C, 
and they are as good as in series. Moreover, the 
currents leaving the centre junction add up to zero, so 
the voltages across the outer ends of the lines add up 
to zero; again, just as they should do if they were all 
in series. 

Of course, this state of affairs holds good only for 
the frequency that makes the lines quarter of a 
wavelength long—or a quarter plus any number of 
whole wavelengths. In practice one would avoid the 
latter alternative, because it would introduce un- 
necessary losses and undermine our assumption that 
these are negligible. 

In Fig. 3 we have Dr. Phillips' suggested simplified 
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representation of Fig. 2, together with the equivalent 
circuit. Fig. 4(a) and (b) are exactly the same 
diagrams laid out slightly differently so as to make it 
clearer that A can be regarded as being in parallel 
with the combination B and C in series. Connections 
made directly at B and C instead of through inverting 
quarter-wave lines of course have their normal effect, 
so if another “ star” is connected in parallel with 
them as at (c) they are also in parallel in the equiva- 
lent, (d). So it is possible to apply the same earthing 
technique to a series-parallel circuit. 

Actually it can be done more simply. The quarter- 
wave lines attached to impedances À and B, looked 
at from the junction ends, are equivalent to im- 
pedances Z,'/A and Z,°/B respectively, as at (c), 
where Z, is as usual the impedance of the line. So 
now we have the lines arranged in a closed ring 
instead of in star formation. Because Fig. 4(e) now 
has exactly the same formation when turned on its 
side, for а, we know it might have been derived from 
an arrangement in which B and C were the im- 
pedances on stalks, in which case (f) would be its 
equivalent—and therefore the equivalent of (d). 

Another point is that if Fig. 4(d) were a desired 
equivalent, in which A was say a capacitance, and 
operation was required over a band of frequencies, 
an actual circuit of form (e) would need an inductance 
2.,2/А, or alternatively A and a line as іп (c). 

If the quarter-wave line is doubled in length to 
make a half-wave line, the two quarter-wave im- 
pedance transformations cancel out. Doubting 
Thomases can satisfy themselves by going through 
the motions, thus: if Z is the impedance at one end 
of the half-wave line, then half-way along the line it 
will (owing to quarter-wave transformer action) 
look like Z,?/Z. This in turn, viewed through the 
remaining half of the line, looks like 2.202.212) 
=Z. This is because the phase difference between 
a wave entering the line at one end, and the reflection 
of that wave arriving back, is one cycle; which is to 
say, in phase. And the phase difference between the 


N 
о|$% 


Fig. 4. (a) and (b) are identical with Fig. 3. (c) comprises two such star formations connected directly in parallel (without 
2/4 lines), and (d) is its equivalent. A and D т (<), with their А/4 lines, can be replaced by 2.2/А and 2.2/0 directly connec- 
ted, as at (е). This is therefore equivalent to (d), and so is (f). 
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C 
(а) 


(5) 


Fig. 5. А half-wave line is a 1 : 1 phase-inverting trans- 
former, so by inserting it in one arm of Fig. 4(e) one 
gets the equivalent shown here at (b). This has some 
interesting properties. 


two ends, being half a cycle, is in effect a reversal of 
polarity. So a half-wave line is commonly used as a 
reversing or 1: —1 ratio transformer. 

A useful circuit explained by Dr. Phillips is ob- 
tained from the preceding one by inserting a half- 
wave line in series with one of the four sides of the 
ring as in Fig. 5(a). (In practice a rather neater form 
of transformer can be used, but the principle is the 
same). Remember that in Fig. 4(d)—the equivalent 
of Fig. 4(e)—A and D are fed in phase by any voltage 
generated in B. The only change made in Fig. 5(a) 
is the introduction of a phase reversal in one of these 
arms, so in the equivalent circuit any B voltage feeds 
D in opposite phase to A. This is indicated by the 
1:—1 transformer in Fig. 5(b). The merit of this 
scheme is that if the impedances A and D are made 
equal the currents through them due to voltages 
in B will be equal and opposite, so they will cancel 
out С. And voltages generated in C will send equal 
currents through A and D and the two halves of the 
transformer in such a way as to cancel therein and 
allow no appreciable voltage to be developed across 
B. So B and С communicate with А and D without 
affecting one another. Similarly, if B and C are equal, 
any voltages originating in А or D will affect them 
but not one another. This is the v.h.f. analogue of the 
* hybrid coil" used in telephony (and the ** rat- 
race ” used in waveguide circuitry). 

The foregoing is only the beginning of what 
(to use an apt phrase) can be done along these lines. 
Anyonc interested can obtain much more from Dr. 
Phillips’ paper. But before closing down I had perhaps 
better do something for those who may have spotted 
an apparent contradiction. I have emphasized that 
these quarter-wave (and half-wave) lines work as 
described only at the frequencies corresponding to 
their lengths. On the other hand, except for standard- 
frequency transmissions all practical radio systems 
require a band of frequencies. At the sort of fre- 
quencies that make quarter-wave lines reasonable 
in length for circuit purposes, one expects to have 
television, f.m. broadcasting, and such things that 
take up quite a wide frequency band. However, it is 
usually only a small percentage of the nominal or 
carrier frequency, causing practically the same per- 
centage departure from exact quarter wavelength, 
which should be tolerable in most applications. The 
effect of a quarter-wave line not being exactly quarter 
of a wavelength long for some part of the signal is 
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equivalent to introducing a reactance at the end of the 
line, and also to altering its characteristic impedance 
slightly. Here again, Dr. Phillips goes into the matter 
more deeply. He also shows how the whole idea 
can be applied to waveguides. 

To end, here is a little problem arising from Fig. 4. 
Circuit (e) is entirely symmetrical in form; there is 
nothing to distinguish one pair of impedances from 
the other. (Z,2/A and 2/0 could of course be 
denoted by single letters, such as E and Е). It has 
two equivalents (d) and (f), in each of which one pair 
of impedances is distinguished from the other by 
being connected in series across them. One would 
expect—I would, anyway—that an entirely sym- 
metrical equivalent existed. So far I haven't found a 
general equivalent; for the special case of В + ( = 
24А + 22/0), there is a symmetrical equivalent 
consisting of all four connected in series. Can 
anyone produce an all-lumped circuit equivalent to (e) 
in which the impedances can have any values? 


APPENDIX 


There is a limit to how far back towards the be- 
ginning of the story we can go just now, and anyone 
who doesn't know (and isn't prepared to take my 
word for it) that an endless transmission line is 
equivalent to a resistive impedance Zo, called the 
characteristic impedance and determined by the 
cross-sectional geometry and materials of the line, 
will have to look it up in a book. 

Fig. 6 shows a short length of line—parallel-wire 


E V 2, 
М % 


Fig. 6. А length of transmission line of characteristic 

impedance Zo, fed at one end by a v.h.f. generator of 

source impedance Zo and terminated at the other by a 
load impedance Z;. 


or coaxial—with a generator to supply an alternating 
e.m.f. E at one end, and a load impedance Z, at 
the other. When the generator is first connected, a 
current I starts to flow. By Ohm's law* I is equal to 
V/Zo V being the voltage at the generator terminals. 
Because time is needed for the wave of current to 
travel along the line, Z; can have no effect at this stage. 
But when eventually (after a small fraction of a micro- 
second) the current reaches the far end, what then? 
If Z, is equal to Zo, Ohm's law continues to be satis- 
fied and 21, absorbs all the power that comes. 

But suppose Z, is greater than Zo. Then, since 
the ratio of V to I arriving is right for Z, it can't 
be right for Z,. V is not enough to pass I through it. 
The falling off in current makes V rise, and because 
it is now greater than the line voltage it acts as a 
generator, driving the surplus current back along 
theline. In other words, part of the wave is reflected. 
'The combined effect of voltage rise and partial re- 
turn of current makes Ohm's law fit 01. Of course, 
no other laws must be broken in the process. The 
amount of power absorbed by the load, plus that 
sent back to the generator, must exactly equal what 
arrives. And the ratio of the surplus voltage and 
current, which we shall call v and —: (minus, be- 


* Meaning what is commonly but wrongly understood by this term: 
the relationship “ V = IR," or “У = IZ." Actually Ohm's law was 
“УП is a constant." 
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cause it is a deduction from I), must of course equal 

0- 

Next, suppose that the length of the line is such 
that the time taken to travel once along it is equal to 
quarter of a cycle at the generator frequency. Then 
at any moment, if the pattern of current and voltage 
along it were visible, we would see quarter of one 
wave. We say it is a quarter-wave line. 

That being so, there is half a cycle phase difference 
between the starting of a wave from the generator 
and the receiving back of the weaker reflected wave 
from the load. So if, as in our example, the reflected 
voltage at the load adds to the forward voltage, and the 
reflected current subtracts from the forward current, 
these phase relationships will be reversed at the gene- 
rator. 'The total voltage at the generator terminals 
(V —2) is less, and the total current (I + 2) is greater, 
than they were when the line fed a matched load. 


NEARLY ч 
ZERO — po = INFINITE 
н) > 
2 ] A ' Z Fig. 7. The two extreme 
k— — ‚ cases of quarter-wave 
transformation, in which 
(а) ап open circuit is made 


to look like a short cir- 
Cuit, and vice versa. 


NEARLY 
INFINITE — 50) ZERO 
7 ГА 
(b) 


Their ratio (V—v)/(I + i) is therefore a smaller 
number than Z, and the quarter-wave line with its 
greater-than-Z, load presents a smaller-than-Z, 
impedance at the generator terminals. To take 
things to extremes, if the load end of the line were 
open-circuited, по power could be absorbed there, а/7 
the power would be reflected, the voltage at the 
generator terminals would be cancelled and the 
current doubled, so the input impedance of the line 
would be zero. This is the inverse of the infinite 
impedance of the load. 

The same kind of argument for Z, less than Zo 
leads to the conclusion that at the generator end of 
the line it looks like a correspondingly higher 
impedance than Z,. In the limit, the quarter-wave 
line transforms a short-circuit (zero Z,) into an 
apparent infinite impedance or open-circuit (Fig. 7). 
In fact, it is sometimes used as an insulator at the one 
particular frequency that makes it quarter of a 
wavelength long; at other frequencies its impedance 
is quite low, and at zero frequency negligible, 

All we need now is to be more explicit. To 
comply with Ohm’s law: 


EZ, 

V 1 
ZU. г 

У 

v 
poco RCM eS 

V--v 
peer = 2% we eat ee (4) 


The resistance and other losses of the line itself are 
neglected. Let Z, denote the input impedance of the 
quarter-wave line terminated by Z,. 
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Then V-v.. xs CO) 


Zu IE 


Using (2) and (3) to substitute IZ, for V and iZ, 
for v in (4), 


1+i= 1—0) e г (6) 


Similarly V — v = Zo (y + 2) 
21, 
So Ze 


RUIT с zs zs СО) 


ог Z, = VZ, 21, 

So if you want to make any impedance 271, look 
like a different impedance Z,, interpose a quarter- 
wave line (* transformer ") having a characteristic 
impedance equal to /Z,Z, 

And if the input current and voltage, I + i and 
V — v, are called I, and V,; and the output current 
and voltage, I — 7 and V + c, are called I, and V,: 


By * Ohm’s law” V, = Z, I, 


Using (6) Z Z, I, 

Zo 
Using (7) Zee fe .. (8) 
Similarly VL = ЖЕ .. o vec ro) 


That is to say, for a given type of quarter-wave line, 
the voltage at either end is proportional to the current 
at the other end. 
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Transistor Inverters and Converters 


2.— Basic Principles of the Push-pull Square-wave Oscillator System 


Ву M. D. BERLOCK;,* Grad. I.E.E., and Н. JEFFERSON,* М.А. 


R the first article we described the single-ended 
transistor oscillator which operated on what might 
be described as a pump basis. The energy is fed 
into a storage device, which is actually an inductor, 
on the charging stroke and then transferred to the 
load on a second, discharge, stroke. The limita- 
tions of a system of this kind are fairly easily seen. 
At best each part of the circuit is working for half 
the time so that the losses involved in cramming 


Rioap 


Fig. 1. Basic Uchrin-Royer circuit with a saturable collector 
transformer. 


the energy through are doubled, while any devia- 
tion from the 50-50 ratio reveals that what you 
lose on the swings you do not get back on the 
roundabouts. 

The use of a push-pull oscillator circuit operating 
in class-B is an obvious step forward in converting 
direct current to alternating. We can see, indeed, 
the whole family of class-B and class-C oscillators 
of traditional design but modified to use transistors 
available for this purpose. Much more interesting, 
however, is a family of push-pull square-wave 
oscilators which have come into use only with the 
advent of transistors. These oscillators are now 
quite widely used and provide efficiencies which 
range from perhaps 80% upwards depending on 
the conflict of the requirements presented to the 
designer: 95% is not uncommon but demands а 
bigger, more expensive unit than 90%. The choice 
is there to be made. 

It is an interesting problem in semantics whether 
these circuits should be described as oscillators 
at all. The essence of an oscillatory system, one 
might say, is that it should have two energy storage 
methods with the cnergy being passed from one 
to the other and back again. In the pendulum the 
energy is now potential, now kinetic: in the LC 
oscillator the energy is now à CV’, now à LI’, 
in the tank circuit. The active element provides 
a make-up energy which is small compared with the 


*The Phoenix Telephone and Electric Works Ltd 
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energy stored in the system. An oscillator of this 
kind will also, of course, have a stored energy 
content large compared with the energy delivered 
to the load. Not surprisingly, this means that at 
low frequencies the tank circuit is both bulky and 
noisy. 

The square-wave circuits with which we are 
concerned have, in their ideal form, no stored 
energy at all. The transistors act as switches, the 
transformer, for most of the time, purely as a trans- 
former. Each half-cycle is an operation independent 
of the past. Let us examine the basic form of the 
circuit, which is shown in Fig. l. It has, as you 
can see, the appearance of an oscillator circuit, 
although the tank circuit capacitance is missing 
and, as we shall see, the concept of inductance 
should not be applied to the collector winding of 
T. The core of T is, indeed, one of the so-called 
square-loop materials which have ideally infinite 
permeability below saturation. and a very sharp 
knee at which the permeability falls to a very small 
value. How does this circuit operate? 


When we first switch on let us assume that Q1 
is in a higher gain condition than Q2. Current 
flowing into Q1 produces, through the conventional 
transformer action of T, a forward bias into the 
base of Q1 and a cut-off bias into the base of Q2. 
In consequence Q1 becomes a virtual short-circuit: 
a voltage drop of less thàn one volt at a current 
of ten amperes is normal. Across one half of the 
collector winding of 
Т, we have almost 
the whole of the | 
supply voltage and In 
this, appropriately Т 
transformed, арр- ly | R 
ears across the load. | | 

'The basic circuit ES 
during this phase | Qi 
of the operation can 
be simplified right 
down to that shown 


in Fig. 2, with the o 
transistor put in 
even though it is a Fig. 2. Essential circuit for the 


short-circuit, and switching operation of Fig. 1. 


the load resistance 
transformed back as a resistance R across the half 
collector winding. We could now write 


ай У 
d^ т 


But the trouble is that in a circuit of this kind 
the only way to define L is by the equation 


BU 
а/а! 
We can avoid this difficulty by considering the 
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FULL LOAD LIGHT LOAD 


n= Se mire церт 


Fig. 3. Waveforms т Fig. | under full and light load 
conditions. Note the high current spike even under light 
load. 


Road 


Road 


Fig. 5. Simple method of biasing the transistors. 


flux, B, in the core, which satisfies the equation 
ap X x 108 
dt пА 
where 7 is the number of turns and А the core area. 
From this we see that we have 
B = £k Vit + tj) 
(k and г, are constants) 
'This flux is associated with a magnetomotive force 
H which can be written simply as 
H = CI, (C is another constant) 


462 


We can make life easier by writing г, = о so that 
B = kVt 
and we see that there is a steady growth, directly 
proportional to time, in the value of B. We know 
that B and H are connected by the equation B — 
иН, though р is very large and probably not very 
constant. 
In consequence we have 
I kVt 


uC 
which is proportional to time and, because of the 
size of и, rather small. There comes a limit to this 
state of affairs, however, when B reaches some value 
B, Any further increase in B then requires a very 
large increase in Н, or if you prefer it, и falls to a 
very small value. In consequence I,, attempts to 
rise rapidly to meet this demand. 

The total available current is, however, limited by 
the transistor to a value ВТ, so that I, can rise only 
if I, falls. We have, however, V = RI, so the 
voltage across the winding collapses. 'The onset of 
this condition reduces the base drive to Q1 and the 
positive feedback loop drives Q1 off. "The stored 
energy BH is small, but it is sufficient to lift Q2 into 
conduction and away we go, in the opposite direction. 

The current and voltage waveforms for this cir- 
cuit are shown in Fig. 3. It will be seen that the 
transistors are subjected to twice the supply voltage 
when cut-off and that the current is almost constant 
during the on period. In practice it is found that the 
voltage spikes shown, which are due to leakage re- 
actances, may be substantial The whole transient 
switch-over period is a rather dangerous one, with 
the very high current spike just at the end of the 
conduction period giving high dissipation in the 
transistor and also presenting a momentary heavy 
loading on the supply line. This current spike 
makes the transient behaviour very dependent 
on supply impedance. 

The first stage in setting up a practical circuit of 
this kind is shown in Fig. 4. This circuit differs from 
the simplified circuit of Fig. 2 in the addition of 
the base current limiting resistors К. To begin the 
design we must, of course, choose our transistors. 
We assume that the supply voltage and power 
output are fixed: the current drawn from the supply 
will be something more than (power)/(voltage) and 
during its on period all this current flows through 
one transistor. Thus for a 30-W inverter operating 
from a 12-V supply the collector current rating must 
be over 2.5A. Because the efficiency will not be 


Fig. 6. More economical method of biasing the transistors. 
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N; = М» = 33 turns of 16 s.w.g. 

№ = № = 8 turns of 26 s.w.g. 
Ns s 3.3 Vout 

Core = lin wide centre 


limb and 1.5in stack 
height of 0.004in Si 


steel. 
Е -=75:c/s. 
1 = 60% on full load. 


v30/20P 


У50/20Р 


(4) 
М, = № = 50 turns of 0.4 mm dia. 
№; = № = 15 turns of 0.15 mm 
dia. (38 s.w.g.). 
N; = 2,280 turns of 0.1 mm 
dia. (42 s.w.g.). 
Core = EE30 core of Siemens 


Ferrit No. 1100N22 
with 0.2 mm air gap 

f = A4kc/s approx. 

7 = 80%. 


Fig. 7. Typical designs for inverters: (a) 
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(с) 


5 
Соге 


f 
" 


Ns Vout 


Ht 


= 88 turns of 18 
S.W.g. 
12 turns of 22 


S.W.g. 
= N; x Vou/28 
1.37 cm? toroi- 
dal ribbon 
wound with 
Bras = М8 ЖК 
gauss. 

400 c/s. 
93% on full 
load. 


М, = № = 50 turns of 14 s.w.g. 
№ = N, = 12 turns of 20 s.w.g. 


Vout 
llin wide centre limb and 1fin 


stack height of 0.004in Si steel. 
50 c/s. 
67% on full load. 


is suggested by Texas Instruments in their Bulletin No. DL-S 909, March 1958, 
(b) and (<) by Newmarket Transistors in their Application Notes Nos. 18 and 22 respectively, and (d) by Brush Crystal on 
p.21 of their Intermetall “‘ Silizium-Germanium Halbleiter Bauelemente ” (1959). 
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100% the current might be assumed initially as 3A. 
The voltage on the cut-off transistor will be twice 
the supply voltage, which for a charged battery 
means some 28-30 V. 

These rather rough and ready sums are intended 
just to guide us in preparing a short list of possible 
transistors. For our example the average current is 
about 2.5A and the peak current will probably 
be about 4-5A during the spike. Prices and deliveries 
wil now play some part in cutting down the list. 

When a transistor has been selected we have the 
essential data for continuing the design: lack of this 
data is a reason why one manufacturer's products 
never appear in the short list. To drive the transistor 
fully on the data will indicate that we need some base 
current I, which may be given in characteristic 
curves, or may be taken from the minimum value of 


B as simply 
I, = 1,8 


"То get this current to flow into the base we need 
a base-emitter voltage V,, so that the ratio of the 
transformer must be 

М, Vie + I, Ry 

№ М CEOs Ves 
where V,, is the supply voltage and V. the transistor 
knee voltage. In what follows we shall write V,, 
in place of the more exact form V, — У. If R, 
is such that У. N./R,N, is less than the maximum 
permitted value of I, then the transistor cannot be 
overdriven. 

The next problem is to decide the value of N, 
the collector winding. This is given by 

8 
M = Veo x 10 
4 Af B, 

The manufacturers of square-loop core materials, 
such as HCR, Mu-metal and some ferrites, give de- 
tails of the saturating flux density B,. The choice of 
area A and frequency f is left to the designer. He will 
begin by choosing a frequency based on a previous 
design. It will not be high, because the transient loss 
will become too great: it will not be too low, or N, 
becomes too large. A convenient value for the 10-100 
W class of converter is 400-800 c/s. With the value 
of f determined a core size must be guessed, to give a 
value of А and thus of N,. We now make the first 
test, to see whether we can actually wind two windings 
of N, into half the window area of the core chosen 
(the other half is reserved for the load winding). 
Resistance, copper-loss and core-loss calculations 
follow with the usual painful reappraisal and the 
choice of a new core size. As this side of the design 
work is leading towards a satisfactory compromise 
between cost and efficiency, a new assessment of 
frequency may be made. 

As the process of transformer design approaches 
completion it becomes necessary to examine the 
losses in the transistor itself. When passing its full 
current there will be a drop of about 0.5 to 0.8 V 
across the collector-emitter path and for a current 
of 3A this means a loss in the pair of 1.5-2.4 W. 
Transient distortion is more difficult to estimate 
even when the waveform can be displayed on an 
oscilloscope, and in general is small enough to be 
omitted from a broad study unless the frequency is 
abnormally high. The term we have just considered, 
say 2 W out of 30, suggests the order of magnitude 
we must allow for the transformer loss. The base 
circuit loss is added and we have a good idea of what 
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+ 


Fig. 8. For higher voltages two transistors are put т series 
in a design suggested by Mullard. (Му, №, №, Ма, Ng and 
Ng are all on the same core.) 


the inverter will do. For our arbitrary example with a 
3A limit and an output of 30 W we cannot afford 
more than 6 W total loss. This means an efficiency 
of 83%, which is quite reasonable. 

It is now necessary to elaborate the circuit slightly. 
'ÜThe elementary circuit has the transistor bases 
returned directly to the emitters and the tran- 
sistors may therefore be regarded as biased pretty 
close to cut-off. The loop gain will often, though 
not always, be too low to start the system oscillating 
and this is especial true when the load is per- 
manently connected. 

One starting mechanism used consists merely of a 
resistor in one base line, the base winding of the 
transformer being split to enable it to be put on the 
battery side of the winding, with a capacitor taken 
back to the negative centre-point of the collector 
winding. When the battery is suddenly applied 
this base is flicked sharply negative into a high-gain 
region and the circuit starts off. 'The disadvantage 
is that if the supply does not come on quickly 
enough the base does not get sufficient kick. When a 
large capacitor is connected across the supply 
terminals and the battery leads have significant 
impedance there may be starting trouble. Increased 
resistance means better starting but also, since base 
current flows through the resistor, lower efficiency. 

Stephenson has shown in Electronic Engineering, 
Vol. 31, No. 380, October 1959, that to get this 
kind of oscillator to start it is necessary to provide 
a minimum base current of 

25 n((BR,—nR,) mA, 
where и is the (collector winding)/(base winding) 
turns ratio, К, the collector load, and В, the total 
resistance in the base path. For very simple applica- 
tions it is sufficient to adopt the standard method of 
biasing the transistors to this working point. The 
result is the circuit shown in Fig. 5. Although this 
circuit is economical in components it is wasteful in 
power as the base current, which may be substantial, 
must flow through the bias resistors. 

'The standard bias circuit is that shown in Fig. 6. 
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The resistor provides the starting base current 
given by the expression above. It is, of course, 
quite calculable. The much larger base current 
taken once the system starts oscillating will flow 
through the diode. Once the diode is conducting 
the voltage drop across it does not vary very much 
with current and in a typical case of a 100-W inverter 
the diode current of 1 А results in a voltage drop 
of about 0.7, V a power loss of only 0.7 W. Allowance 
must be made for this additional voltage drop in 
determining the ratio N/N.. 

Starting circuits involve the designer in a com- 
promise which must be studied rather carefully. 
As we have seen, the starting condition is that a 
specified minimum current should flow in the 
transistors: this current must not be large enough to 
overheat the transistors if the load on the inverter 
is excessive and the circuit fails to oscillate. 

The basic Uchrin-Royer inverter which has been 
described in this article is probably at the moment 
the most commonly used form of circuit. Most 
transistor manufacturers publish designs for using 
"their transistors in this way and give details of the 
transformers. Some, at least, of the inverters avail- 
able commercially are based on their information. 


Typical designs are those illustrated in Fig. 7. 

For higher supply voltages it is possible.to work 
with two transistors in series in the circuit shown 
in Fig. 8, This circuit was described in Mullard 
Technical Communications, Vol. 4, No. 36, December 
1958. All the transformer windings are on a common 
core of HCR laminations. 

There are a number of disadvantages to the 
simple transistor inverter which we have described 
here. In the next article we shall discuss these and 
show how they are overcome in another slightly 
more complex circuit. We also hope to describe 
a new variant of this circuit which is slightly more 
economical and which has been found to have a 
number of operating advantages. 

Corrections: In part I of this article (August 
issue): on р. 400, col. 2, line 21, C, should read C,; 
on p. 401, col. 1, line 11 should read I, = ВТ; on 
p. 402, col. 1, line 10, ‘‘to” should be deleted; 
line I9 of the same column should read 

I Fh + tN 

pk ~~ E ty ); 
line 27 of the same column should read I, = I,,/8 
= Е (N,/N)/R, оп p. 402, col. 2, line 19 should 
read г, = LjLj/E. 


HOW PRECISE IS YOUR ATTENUATOR? 


EFFECT OF RESISTANCE TOLERANCES ON ATTENUATOR’ ERRORS 


T simple potential divider, consisting of two 
resistors in series (Fig. 1), is frequently used in 
electronic equipment to adjust the level of an incom- 
ing signal; for instance, it is used as the input attenua- 
tor in many cathode-ray oscilloscopes. In many 
cases the divider consists of high-stability close- 
tolerance resistors, the accuracy of the step-down 
being dependent on the accuracy of the resistors. 

From comparison of circuit component values 
with the specifications of some instruments and from 
conversations with several engineers, it is obvious 
that it is frequently assumed that, if resistors of equal 
percentage tolerance are used in the divider, the 
maximum percentage error in the step-down ratio 
will be equal to that tolerance. It will be shown 
below that this is only true in a very limited 
number of cases. 

If we let the desired voltage ratio V,,4/V,, equal п 
we have, assuming precise resistor values: 


п = В, +R, о (1) 
Taking partial differentials we get: 

on _ R, Ed on AS R, 
~ + В» oR, (R, + R,)? 


on дп 
RR + Sp 


_ R,SR, — R,3R, 
(В, + Ro? 


Now ôn = 
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би 1 R.R, — R,.dRy 
And hence рае. R FR 


and by appropriate substitutions for R, and R, from 
equation (1) we get 


From (2) it is obvious that the maximum percen- 
tage error in the ratio n will be proportional to the 
sum of the percentage errors in the two resistors 


Fig. 1. Simple resis- 
tive potential divider. 


«- 2 7 


Fig. 2. T-type attenuator. 
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Fig. 3. Fig 2 re- 
drawn as two cas- 
caded potential divi- 
ders. 


Fig. 4. «-type attenu- 
ator. 


Fig. 5. Fig. 4 re- 
drawn as a potential 
divider. 


Fig. 6. Two resistors 
in parallel. 


оя —— R ————» o 


Fig. 7. Two resistors Ry Riz 
in series. 


—=—— А 


(Le. oc ($R,/R,) + (8R,/R,) and will increase for 
a given resistance tolerance as the attenuator ratio 
l:n(n < 1) increases. 

If resistors of equal percentage tolerance are used 
we get: 


n GR, 
ен) = 
(1-я R, 

ôn _ dR, 
= ү 

Thus 5 R, 

Only if (l—n) < 1 
ie. ifn > { 


ie. if R, > В, 

In most cases the step-down ratio 1 : n is greater 
than 2 and in consequence the maximum percentage 
error in the ratio is greater than the tolerance of the 
resistors used. In the limit, as n approaches zero 
we have: 


9 


В, 


5 
EN tends to 2. 
n 


In a practical example, for a 100 : 1 ratio with 
+ 1% resistors the error in the attenuator ratio may 
be as great as 1.98%. 

The above considerations may easily be extended 
to cover more complex attenuator circuits. For 
instance, a T type of attenuator (Fig. 2) may 
(assuming purely resistive loading) be redrawn in 
the form of two cascaded potential dividers (Fig. 3). 
The first of these dividers has the combination of 
К, shunted by К, in series with Z as its lower arm. 

In a similar way a л-гуре attenuator (Fig. 4) can 
be redrawn as a potential divider (Fig. 5). 

The maximum possible error can then be calcu- 
lated from the above theory if one takes into con- 
sideration the following factors: 

For a parallel combination of resistors (Fig. 6): 


ôR 1 ôR ôR 
= Ryo“ +R x) 
RR x в 
ôR ôR óR dR ôR 
If TADA = 10 . . ifi DAE m ВӘ! = 22510 
R, Rio this simplifies to R R, Б 


For resistors in series (Fig. 7): 
ôR В, + 8Rie 


К Rit Rp 


SR òR 
Again, if —" = — this simplifies to 
ов Р 
SRE БЕ ORA 


К Ri, Rie 


Commercial Literature 


Electronic Cable Gauge, for continuous measurement of 
diameter in cable works, based on a scanning light beam and 
photoelectric pick-up, with a system for measuring the time 
interval of the cable shadow passing across the pick-up. Said 
to be more accurate than light intensity methods. Leaflet 
from The Addison Electric Company, Ltd., 10-12 Bosworth 
Road, London, W.10. 


Catalogue of Components made by A. F. Bulgin and Co. 
Ltd. Bye Pass Road, Barking, Essex. 2s 6d by post, or 
free to trade. 


* Electronic Measurement" is the title of a new edition of 
a 23-page catalogue of Marconi test instruments. From 
Marconi Instruments, Ltd., (home) Marconi House, Strand, 
London, W.C.2, (overseas) St. Albans, Herts. (U.S.A.) 111, 
Cedar Lane, Englewood, New Jersey. 


Television and V.H.F. Distribution systems made by Belling 
and Lee Ltd. are constructed on a modular basis to ensure 
serviceability and adaptability. The equipment is suitable 
for any size of installation and any television receiver or 
v.h.f. radio can be connected. Booklet from Belling and 
Lee Ltd., Great Cambridge Road, Enfield, Middlesex. 


Sensitive D.C. Relay, Type K01, made by B. & В. Relays, 
is an alternative to the well-known P.O. 3,000 pattern, but is 
not affected by 25g acceleration. Vibration-resisting quali- 
ties are enhanced by replacement of the usual knife-edge 
armature support by a stainless steel shaft. Details of this 
and many other relays are given in a new catalogue from 
B. & R. Relays Ltd., Temple Fields, Harlow, Essex. 


* Resins and Glues for Industry” is the title of a new edi- 
tion of the catalogue of Lester, Lovell & Co. Ltd., North 
Baddesley, Southampton. 


Five-valve 250-W a.f. amplifier or 150-W 30Mc/s trans- 
mitter аге two possible applications of the S.T.C. Type 828 
beam-power amplifier valve. Application report giving details 
from Standard Telephones and Cables Ltd., Special Valve 
Sales Department, Footscray, Sidcup, Kent. 


Valves and C.R.T.s for industrial purposes, comprising several 
hundred items, are listed in the 1960 edition of G.E.C.s 
catalogue. From M-O Valve Co. Ltd., Brook Green, Ham- 
mersmith, London, W.6. 
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Automatic Stereo Phase Corrector 
developed by the American Columbia 
Broadcasting System laboratories 
was described at the recent New 
York LR.E. Convention. In this 
corrector, portions of both the left 
and right stereo signals are ampli- 
fied and then added and subtracted, 
the sum and difference signals so 
formed being then rectified. The 
resulting d.c. signals are applied to 
a mechanical flip-flop. If the rela- 
tive phases of the left and right 
stereo signals are correct, the sum 
d.c. signal will be greater than the 
difference. If this is not so, the 
mechanical flip-flop automatically 
reverses the phase of one stereo 
signal to correct their relative 
phases. . 


Pinlite sub-miniature incandescent 
electric light shown in the photo- 
graph is claimed by its manufacturer, 
the American Kay Electric Company, 
to be at least 30% smaller than the 


TOR ог 


next smallest mass-produced bulb. Its 
actual dimensions are 0.062in long 
by 0.015in in diameter and it oper- 
ates from a supply of 1.5V at 15mA. 
Possible uses for this bulb are in 
computer readouts or as a meter 
pointer position indicator. Because 
it operates at low voltages and cur- 
rents it is also suitable as a transistor 
circuit on/off indicator. 


Cleaning Flux from printed-wiring 
boards is necessary to avoid subse- 
quent breakdown due to short circuit- 
ing or corcosion. In Electronic In- 
dustries for November 1959 (p. 110) 
results of a radioactive-tracer test are 
given. Flux containing a radio active 
substance was brushed on to the 
boards and allowed to dry. The 
boards then solder-dipped at 520^F 
for 5 seconds. Cleaning methods com- 
pared were mechanical agitation in 
a 100% chlorinated solvent and a 
water-based detergent solution, and 
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in the same two 
The results were, in per 
91.3%, 


sonic agitation 
liquids. 
cent flux removed: 82%, 
89.1% and 97.8% respectively. In 
the last case, the 2.2% remaining 
flux was found to be trapped in the 
solder and board or dispersed so as 


not to be a hazard in the future 
life of the board. 


Gallium Arsenide Transistor has 
been developed by R.C.A. according 
to the May 13 issue of Electronics. 
One advantage of using GaAs as the 
semiconductor in a transistor is that 
it can be operated at a higher tem- 
perature even than Silicon—250°C 
compared with 175°C. The new 
R.C.A. transistor is a diffused-junc- 
tion drift-field type with an alpha 
cut-off frequency of approximately 
100Mc/s. 


Pulse Sharpener, described by J. F. 
Golding and L. G. White in the Sep- 
tember 1959 issue of Electronic and 
Radio Engineer (now Electronic 
Technology), uses a pentode switched 
on by the differentiated pulse leading 
edge to rapidly discharge the stray 
capacitance across which the pulse is 
developed and thus to provide a very 
fast pulse leading edge. 


* Cocktail Party" Effect—i.e. one's 
ability to concentrate at a cocktail 
party on a single voice amid the sur- 
rounding babble and other party 
noises—has been reproduced elec- 
tronically by E. E. David and ]. Е. 
Kaiser at the Bell Telephone Labor- 
atories. This effect is due to our be- 
ing able to separate sound sources 
according to their different direc- 
tions, and in a two-eared listener can 
produce an apparent improvement in 
the signal - to - 

noise ratio of p ES 


from 5 to 15dB. и р 
Since this im- me i 


provement is 
greater than that 
theoretically pos- 
sible by means 
of linear pro- 
cesses, non-linear 
processes were 
used in attempt- 
ing to reproduce 
this effect elec- 
tronically. In one 
experiment the 
outputs from two 
spaced micro- 
phones were com- 
pared by cross 


correlation to produce a gating sig- 
nal. This signal was arranged to 
increase the combined output of the 
two microphones when they each 
produced simultaneous identical sig- 
nal outputs. (It was also, of course, 
arranged that such simultaneous sig- 
nals were produced by the voice to 
be concentrated on.) Interfering 
signals then only had their intensities 
increased if they occurred at the 
same time as the desired signal. In 
this way in the combined microphone 
output the signal-to-noise ratio was 
improved by 9dB with a single inter- 
fering talker and by 5dB with two 
interfering talkers. 


Artificial  Reverberation obtained 
from mechanical spring delay lines 
(see photograph) developed by the 
Hammond Organ Company is being 
incorporated in new American Philco 
and Zenith stereo record repro- 
ducers. Two lines giving delays of 
29 and 37msec are used. According 
to Electronic News for the 30th May, 
the delay is obtained from torsional 
motion of the springs; conversion 
between this torsional motion and 
the electrical input and output 
signals being carried out by means 
of ferrite rotors. By deliberately 
mismatching the delay lines, re- 
peated reflections are produced and 
the delayed signal decays logarith- 
mically as in natural reverberation. 
In the Philco units the sum of the 
left and right channels is reverber- 
ated and fed back into the left and 
right channels. In the Zenith units, 


the stereo signals are summed and 
differenced, and the sum channel is 
reverberated and fed into the differ- 
ence channel. 
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Elements of Electronic Circuits 


I7.—BLOCKING-OSCILLATOR TRANSFORMER-COUPLED TIMEBASE 


By J. M. PETERS, B.Sc. (Eng.), A.M.I.E.E., A.M.Brit.I.R.E. 


а this type of relaxation oscillator is 
used primarily as a square-wave generator, a saw- 
tooth waveform can be obtained from it. Fig. 1 
shows a simple form of free-running blocking oscil- 
lator and Fig. 2 illustrates the waveforms. 

Superficially the circuit resembles the familiar 
tuned-grid oscillator without its tuning capacitance, 
but its action is rather more complex. А single 
triode amplifier is used and the necessary positive 
feedback is obtained from the antiphase output of 
the  tightly-coupled anode-to-grid transformer 
(usually having a Mumetal or ferrite core). When 
the valve starts to conduct, У, falls and Уу is driven 
positive by the transformer action. А cumulative 
build-up of I, and I, to high values occurs, which 
causes У, to drop sharply. The grid capacitor C 
is consequently charged by the large grid current 
and the tight transformer coupling ensures that the 
grid voltage is driven sufficiently far positive to per- 
mit this large current to flow. 

The charge on C is now of such a value that it 
carries the grid well beyond the cut-off bias of the 
valve, thus stopping the flow of I, and hence the 
production of the alternating grid voltage. The 
valve remains non-conducting while У; rises ex- 
ponentially towards earth potential with a time 
constant CR seconds. As soon as cut-off bias is 
reached, І, flows again and the cycle repeats. 

For correct operation a high negative bias voltage 
must be developed across C as there is a possi- 
bility of the positive-going excursion of the remain- 
ing, damped grid-voltage oscillation raising the grid 
above cut off again. To avoid this, damping (usually 
a parallel resistor) is sometimes added across the 
transformer. Choice of value of capacitor C is also 
influenced by the chance of ringing—if C is made 


+ Нл. 


Fig. |. 
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DAMPED 
OSCILLATION 


CUT-OFF BIAS 


C CHARGES 
i 


BY Ig 


DISCHARGE 


4 I-— SCAN PERIOD —= | Fig. 25 
FLYBACK PERIOD 

large it may not be charged sufficiently by grid current 
to ensure that the valve is held cut off after the half- 
cycle of oscillation. Thus for a slow p.r.f. a rela- 
tively small value is chosen for C with a corres- 
pondingly high value of R. 

The timebase sawtooth waveform can be taken 
from C and, to make the rise in voltage more linear, 
grid-leak resistor R is sometimes connected to h.t.+ 
instead of to earth. Positive-going pulses can be 
developed across the cathode resistor and applied 
to the c.r.t. cathode as blanking pulses, so blacking 
out the spot during the flyback period (1.е. the oscil- 
latory period when I, is flowing). 


TECHNICAL WRITING 


IT is announced by the Technical Publications Asso- 
ciation that nineteen colleges have registered as pro- 
viding courses in technical authorship for the 1960/61 
session. Details of the technical authorship syllabus and 
of the colleges providing courses are obtainable from 
the City and Guilds of London Institute, 76, Portland 
Place, London, W.1. 
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CONFERENCES AND EXHIBITIONS 


Latest information on events both in the U.K. and abroad during the next four 
months 15 given below. Further details are obtainable from the addresses in par- 


entheses. 
LONDON 
Aug. 24- National Radio and Television Show 2 .. Earls Court 
Sept. 3 (Radio Industry Exhibitions Ltd., 59 Russell ‘Square, 
London, W.C.1.) 
Sept. 1 Rocket and Satellite Instrumentation is 26 Portland PI. 
(Society of Instrument Technology, 20 Queen Anne 
Street, London, W.1.) 
Nov.21-25 Industrial Photographic and TV Exhibition Albert Hall 
(Industrial and Trade Fairs Ltd., Drury House, Russell 
Street, London, W.C.2.) 
Nov. 22-24 Electronic Telephone Exchanges (Conference) Savoy Place 
(LE.E., Savoy Place, W.C.2.) 
Nov. 23-26 Radio "Hobbies Exhibition  .. R.H.S. Old Hall 
(P. A. Thorogood, 35 Gibbs Green, Edgware, Middx.) 
Jan. 16-20 Physical Society Exhibition .. . R.H.S. Halls 
(Physical Society, 1 Lowther Gardens, S.W.7. 6 
BOURNEMOUTH 
Oct. 18-19 Air Traffic Control Convention .. Town Hall 
(Guild of Air Traffic Control Officers, 118 Mount Street, 
London, W.1.) 
CAMBRIDGE 
Sept. 15-17 R,S.G.B. National Convention Arts School 
(H. Waton, 35 Metcalfe Road, Cambridge. ) 
CARDIFF 
Aug. 31- British Association Annual Meeting 
Sept. 7 (British Association, 18 Adam Street, London, W.C.2.) 
CHELTENHAM 
Sept. 22-24 Theory and Practice of Ultrasonic Inspection 
(Conference) Queens Hotel 
(I. M. Barnes, Materials. Laboratory, de Havilland 
Propellers Ltd., Hatfield, Herts.) 
FARNBOROUGH 
Sept. 5-11 Farnborough Air Show 
(Society of British Aircraft Constructors, 29 King Street, 
London, S.W.1.) 
MANCHESTER 
Sept. 21- International Factory Equipment Exhibition .. Belle Vue 
Oct. 1 (Industrial and Trade Fairs Ltd., Drury House, Russell 
Street, London, W.C.2.) 
OVERSEAS 
Aug. 29- Physics of Semiconductors Conference у Prague 
Sept. 2 (International Union of Pure and Applied Physics, 3 
Boulevard Pasteur, Paris, 15.) 
Aug. 30- Firato—International Radio Show .. Amsterdam 
Sept. 6 (Firato Secretariat, Emmalaan 20, Amsterdam, Z) 
Sept. 14-15 Military-Industrial Electronic Test Equipment 
Symposium Chicago 
(Armour Research Foundation, 10 West 35 St. » Chicago. ) 
Sept. 19-21 Space Electronics and Telemetry .. Washington 
(I.R.E., 1 East 79 Street, New York.) 
Sept. 19-21 International Symposium on Data Transmission Delft 
(B. Barrow, I.R.E., Postbus 174, The Hague) 
Sept. 21-22 Industrial Electronics Symposium 2n : Cleveland 
(I.R.E., 1 East 79 Street, New York.) 
Oct. 3-5 Communications Symposium Utica 
(I.R.E., 1 East 79 Street, New York) ` 
Oct. 4-6 Radio Interference Reduction (Conference) Р Chicago 
(Armour Research Foundation, 10 West 35 St. » Chicago. ) 
Oct. 10-12 National Electronics Conference К Chicago 
(I.R.E., 1 East 79 Street, New York.) 
Oct. 19-26 Interkama— Congress and Exhibition for 
Instrumentation and Automation .. Dusseldorf 
(Nordwestdeutsche Ausstellungs, Ehrenhof 4, Dusseldorf. ) 
Oct. 24-26 Aeronautical and Navigational Electronics (Con- 
ference) . Py ; Baltimore 
(LR.E. 1 East 79 Street, ‘New York.) 
Nov. 14-16 Mid-American Electronics Convention . .. Kansas City 
(L. R. Crissman, T.W.A., 10, Richards Rd., Kansas City.) 
Nov. 14-17 Magnetism and Magnetic Materials (Conference) New York 
(L. R. Bickford, I.B.M. Research Center, Yorktown 
Heights, N.Y.) 
Nov. 15-17 Electronics Research and Engineering Meeting .. Boston 
(I.R.E., 73 Tremont Street, Boston, Mass.) 
Dec. 13.15 Eastern Joint Computer Conference New York 
(P.O. Box 2580, Grand Central Station, New York, 17. j 
Jan. 9-11 Reliability and Quality Control Symposium Philadelphia 


(R. Brewer, G.E.C. Research Labs., Wembley, Middx.) 
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New 


Additions to the 


TRIX Sound 
Equipment range 


Model B100 


Transistorised Amplifier for 12 volt 
operation. Output 12 watts. Inputs for 
microphone ard music. Minimum 
battery consumption—maximum effici- 
ency 


Model GP100 


AC operated general purpose high 


4-way Input Selec- 
10/12 


quality Amplifier. 
tor—Bass and Treble controls. 
watts Out ut. 


Full details available 
on request. 


THE TRIX ELECTRICAL CO. LTD. 
1-5 MAPLE PLACE. LONDON, М.І 


Tel.: Museum 5317 (6 lines) 
Grams : Trixadio Wesdo London 
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RANDOM RADIATIONS 


By "DIALLIST " 


The ** Dip. Tech." 


FROM facts and figures issued by 
the National Council for Technolo- 
gical Awards one gathers that the 
Dip. Tech. has not only made a most 
promising start but has come to stay. 
The qualification, equal in standing 
to an honours degree at a university, 
has already been awarded to 163 
students, including one woman. 
There are now 95 recognized courses 
at 23 technical colleges and nearly 
4,000 students, including 84 women, 
have been enrolled. The demand for 
men and women with science quali- 
fications is ever increasing and the 
universities are already so packed that 
there can't be room for all who would 
like to become students. And there's 
more to it than that. As its name 
implies, a university should deal with 
all branches of human knowledge. It 
must not specialize or it ceases to be 
a university, nor must it allow any 
faculty to become so big that it over- 
shadows the rest. Hence it would 
never do to allot vacancies to all those 
who wish to obtain scientific quali- 
fications. To do so would mean up- 
setting the balance. The Dip. Tech. 
provides a very satisfactory answer 
to the problem of coping with a far 
greater number of would-be science 
and technology students than the 
universities can cater for. 


TV/DX in Bermuda 


FROM Pembroke in Bermuda a 
reader writes to tell me of his ex- 
periences of long-distance TV recep- 
tion. He is service manager of a firm 
and it occured to him that it would 
be very useful if he could obtain a 
good picture in the showrooms at 
times when the local station, on 
Channel 10, wasn’t working. He put 
up a 5-element aerial covering the 
American Channels 2-13 on a 20-foot 
mast on the roof of the 45-foot high 
building. The result was just 
astonishing. Havana, in Cuba, 
though 1,000 miles away, comes in 
steadily and regularly with very little 
background snowiness. Other dis- 
tant stations giving pictures with real 
entertainment value are Daytona 
Beach in Florida on Channel 2 and 
Washington, D.C., on Channel 3. A 
glance at an atlas will show you that 
these are quite remarkable feats. His 
concluding sentence is of particular 
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interest: * The British receiver which 
my firm stocks always gives a better 
contrasted and more snow-free pic- 
ture than the most expensive 
American sets of any make, even 
those claimed to be in the luxury 
class." 


Telesmellevision ? 


IN the U.S.A. several cine theatres 
are now equipped with apparatus 
which releases appropriate odours at 
the right moments. In jungle scenes, 
for instance, there might come whiffs 
of lion, tiger or elephant, or a garden 
Scene can be accompanied by the 
scent of roses. The idea seems to 
have caught on, for a good few other 
theatres are ordering the apparatus. 
The gear has not yet reached a form 
suitable for domestic use but it could 
be developed to meet the require- 
ments of a theatre showing big- 
screen television. Television has 
shown that it can do most if not all 
of the things so far achieved by the 
cinema. So why not? How does it 
work? A revolving platform carries 
bottles charged with the required 
scents, and capable of dispensing the 
scent in aerosol form. А foil strip 
pasted to the film switches on a device 
which brings the required bottle into 
position and then causes a plunger 
to press the knob. The scent is dif- 
fused via the air conditioning system 
and is said to be mopped up elec- 
trostatically when it ceases to be re- 
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ELECTRONIC COMPUTERS: Princip! es and | Applications. 


TELEVISION RECEIVING EQUIPMENT. 
4th Edition 


D. D. tones, M.Sc., D.I.C.. and В. A. Hilbourne, B.Sc 
INTRODUCTION TO LAPLACE TRANSFORMS for radio 
W. D. Day, Сга4.1.Е.Е., A.M.Brit.l.R.E.., 


А. Е. Booth, M.LR.E., Graduate I.E.E. . 
PRINCIPLES OF FREQUENCY MODULATION. 


SECOND THOUGHTS ON RADIO THEORY. 
А compb'ete list of books is ^vailable ^n application. 


Obtainable from alf leading booksellers or from 
House 


quired. For telesmellevision the 
transmission of special trains of 
Pulses would be needed, of course. 


Pulse Pacemaker 


WHEN Galvani made the leg of a 
dead frog twitch by connecting the 
muscles to an electric cell it is ex- 
tremely unlikely that he had any idea 
that he had made a discovery which 
long after his death would lead doc- 
tors to developing methods of deal- 
ing with conditions in the human 
body which had hitherto been re- 
garded as incurable. Yet this has 
happened, for doctors in Britain, 
Sweden and the U.S.A. are now 
using electric pulses to regulate heart 
beats. You couldn’t very well run 
wires leading to the heart from a 
battery, but you can use the trans- 
former principle, with the secondary, 
buried in the body and the primary 
outside it. As I wrote some time ago 
in these notes, the induction prin- 
ciple was used by a French doctor in 
an attempt to make a totally deaf 
person hear, What is being done 
in the case of irregular hearts is to 
implant a small secondary coil into 
the body and to connect it to the 
main nervous system of the heart. 
Outside the body is a time-base con- 
nected to the primary. By means of 
this, sync pulses are applied to the 
heart, which responds to them and 
begins to beat regularly. It is re- 
ported that when the device has been 
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in use for some time the heart may 
become so trained that it continues 
to beat as it should when the pulses | 
are switched off for a while. | 


Bigger and Bigger Screens 


IN most countries which have tele- 

vision services there's a marked 

movement towards larger c.r, tubes | 
for reccivers. In France 19-, 21- and 

23-in tubes have been popular for a 

year ог two now. That's under- 

standable, for even with such large 

screens an 819-line image is not liney, | 
even if sets are used in quite small 

rooms. One rather wonders, though, 

whether the 19- and 23-in screens 

which are expected to be the standard | 
size in the U.S.A. this year will be 
successful with 525-line images. Still 
the radio industry over there is pre- | 
dicting that the bigger (and let's hope | 
better) sets will sell like hot cakes. | 
So far I haven't seen a 625-linc 

picture on a 19-in screen, but it's 

pretty well bound to be liny at 

closish quarters. There is, I fancy, | 
bedrock truth in the suggestion made | 
in a recent Wireless World editorial 

that many viewers don't mind lini- 

ness. Atany rate no British receiver 

using spot-wobble or spot-astigma- 

tism has succeeded in catching on. 

Whenever I've seen spot-wobble sets 

in use in people's homes the wobble 

switch has always been in the off 

position. 


Still Going Up 


WITH 55,193 new combined TV/ 
sound licences taken out in June, the 


total at the end of the month was | future issues of this publication, 


10,702,131. The summer months | 
aren't normally responsible for big | 
increases, though this year the cold, 
wet weather may be making people 
think more of indoor rather than of | 
outdoor diversities. Anyhow, as the | 
combined total of television and 
sound-only licences had reached | 
15,104,329 at the end of June there 
can't be an enormous number of | 
homes now where there isn't a set 
of one kind or another, or sets of 
both kinds. Still, we're a good way 
yet from reaching saturation, in TV 
at any таге. With nearly four and a 
half million homes with nothing but 
sound only receivers there's still a 
biggish slice of our population to be 
roped into the television fold. New 
stations, both B.B.C. and ГТ.А., are 
going up and satellites and boosters | 
wil be coming into action in more 
and more of the difficult areas. Every 
such station is bound to keep things 
moving and in some places where 
good pictures have seldom been ob- 
tainable the increased number of 
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Electronic Engineers the world 
over, take the opportunity of 
receiving month by month our 
fully illustrated Electronic Com- 
ponent Bulletin. Produced with 
Industry in mind, it deals with 
the latest developments and 
additions to the extensive range 
of Electronic Components manu- 
factured by the House of Bulgin. 
If you wish your name to be 
included on our mailing list for 


write to-day attaching trade or 
professional letterhead to the 
address shown below. 


CATALOGUE 


'The House of Bulgin is pleased 

to announce the publication of a 

new 1960 Catalogue containing 

full working details and dimen- 

sions of 

OVER 10,000 ELECTRONIC 
COMPONENTS 


Send for catalogue 201/C. Price 
2/6d. post free, or free to trade 
letterhead or order. 


х WRITE 


А. Е. BULGIN & CO., LTD. : BYE-PASS RD. BARKING, ESSEX. 


TELEPHONE: RIP 5588 (12 lines) 


viewers should be considerable. 
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UNBIASED 


* Line upon Line" 


AS these notes are intended for the 
September issue, it means that it is 
just thirty years since I started 
writing in these columns Бу 
prophesying that the then largely 
discredited superhet showed un- 
mistakable signs of staging a come- 
back (September 17th, 1930). It 
was then considered that good 
qualty and the superheterodyne 
principle would never run together 
in harness. But that attitude has 
long since been forgotten. 

Nowadays, judging by the Editor's 
remarks in the July issue, the 
question is whether a good-quality 
picture—or at any rate a reasonably 
non-liney one—can be obtained with 
405-line television. 

I certainly received a salutary 
shock when I first read in the July 
issue the Editor's stringent strictures 
on the popular idea that everything 
iu the garden would be lovely if we 
changed our TV system from 405 
to 625 lines. Hitherto I have not 
given any very serious thought to 
the matter but in my ignorance have 
just followed the — herd-minded 
belief that the only remedy for 
“lines” was to have more of them. 

The Editor rightly tells us there 
are ways of getting rid of lines other 
than by increasing their number, and 
one method which he picks out for 
mention is “spot wobble.” At the 
risk of being impeached for lese- 
majesty I feel I must disagree, as 
spot-wobble to my mind is rather 
like the dodge of the old-time 
photographer who used to use what 


Mrs. Free Grid also has views on lines. 


he called a soft-focus lens to blur the 
blemishes and iron out the hard 
lines on the faces of some of his fair 
sitters who were no longer as young 
as they wished to appear in the 
photograph. Like Oliver Cromwell 
I prefer my picture “ warts and all.” 

To my mind the real cause of the 
totally unnecessary lininess one sees 
on some TV screens is simply that 
the set is not interlacing correctly. 
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By FREE GRID 


After all, if the odd-numbered lines 
do not fall squarely between the 
even-numbered ones, they tend to 
merge with them and so produce a 
coarse thick-lines and wide-spaces 
effect. I’m afraid many viewers 
don’t know that incorrect interlacing 
can occur and so they wrongly blame 
the 405-line system. 


1910 and All That 


AS I sat listening to the “ Scrapbook 
for 1910” some time ago, I could 
not help thinking what a wonderful 
year it must have been to have lived 
through. Life seemed to be one long 
round of music, dancing and theatre- 
going, with no clouds of war and no 
nuclear nightmares; and only the 
rollicking fun of the militant suffra- 
gettes to cause anxiety to the 
Government. 

As I sighed and remarked on this 
to Mrs. Free Grid, she, with the un- 
compromising reason of her sex, 
tartly reminded me that I had lived 
through the year 1910. So indeed I 
had, but I suppose my memory is not 
what it was, otherwise I should have 
recognized the joyful scene. 

My one criticism of the pro- 
gramme, however, is of a technical 
nature, Naturally we were regaled 
with the oft-told story of Dr. Crip- 
pen. We were given a touch of 
realism by being permitted to hear 
the actual message from Captain 
Kendall of the Montrose to Scotland 
Yard, being growled out by the ship’s 
radio operator. 

As I rather fancy myself as a morse 
reader, I naturally seized pencil and 
paper to take down the message. But 
I must confess I could make neither 
head nor tail of it. It seemed just a 
jumble of gibberish. Surely the radio 
operator of the Montrose, if he is still 
alive, could obtain substantial 
damages for libel, slander, defamation 
of professional ‘ability and half a 
dozen other things? 

Yet the Post Office radio operator 
at Land’s End must have understood 
the message as its receipt at Scotland 
Yard sent Inspector Dew scurrying 
across the Atlantic in the Laurentic 
to overtake the Montrose, Could it 
be that the jumble of sound was sent 
by somebody who knew nothing of 
morse? Surely the B.B.C. could have 
borrowed a radio operator from 
somewhere or even invited the ser- 
vices of a competent amateur, As it 
was, the producer’s attempt at real- 
ism turned to ashes in my mouth, or 
should I say the sounding of brass 
and the tinkling of cymbals in my 
ears, 

There is another small point of 
criticism, which is also a technical 


one but chronometrical rather than 
radio. It is simply that the producer 
did not seem familiar with the correct 
method of measuring the passing 
years. 1910 was not the first year of 
a new decade as was stated. One 
thing more. If, as I believe, we are 
to hear a scrapbook for 1911, I hope 
Wireless World’s birthday in that year 
will not be forgotten. 


Out of Synchrony 


WE are often told that science is 
measurement, and this view was cer- 
tainly confirmed in my mind when I 
heard of a molecular clock which does 
not lose or gain one second in a cen- 
tury. Actually I read about this in 
IEA News, a publication issued at 
the time of the LE.A. exhibition by 
its organizers to tell us all about the 
wonders to be seen there. 

But turning to another page of the 
same publication, my faith in science 
measurement was rudely shattered 
when I found that the Editor (or one 
of his slaves) makes it very plain that 
1960 is regarded as the first year 
of a new decade. This sort of 
muddled thinking is what one might 
expect in lay circles, but is hardly in 
keeping with the split- second and 
split-micron accuracy that pervades 
the other pages of the LE.A. publica- 
tion, 

In theory the present era began on 
January Ist in the year a.p. 1. Not 
until ten years had passed could our 
ancestors have legitimately hailed the 
beginning of the second decade on 
Ist January, A.D. 11, and it was not 
until six complete decades 
passed that they could on lst Janu- 
ary, A.D. 61 hail the birth of the 
seventh decade. Similarly, we of the 
present century must wait until it has 
completed six decades before we start 
our own seventh one on Ist January, 
1961. 

It is true the “sixties”? and the 
seventh decade are nearly but not 
quite in synchrony; just 1095 gu 
But in scientific matters “ nearly ” 
“10% ” is not good enough; it would 
be useless, for instance, for an 
ordinary electric clock to be nearly 
but not quite in step with the supply 
mains. 

Of course, I may be quite wrong 
in my view. It could be it is myself 
who is cut of step, or, in other words, 
not quite in synchrony. If so, I 
hope somebody will take on the róle 
of sergeant-major and devastate me 
with a blast of invective as so fre- 
quently happened in the days of the 
first world war when my faltering 
footsteps were so often nearly but 
not quite in synchrony with those of 
the rest of the platoon. 
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HIGH EFFICIENCY 


SILICON RECTIFIERS 


V0 ma. 


N 
N 


N 
MEAN FORWARD CURRENT ^Na 


€ Forward Current Ratings 
from 250 mA to 35A. 


Low reverse currents. 

Low forward voltage. 

Suitable for high temperature operation. 
P.L. V. up to 400 у. 

Available from production, 


Joseph Lucas Ltd 
G&E Bradley Ltd 


SEM*.CONDUCTOR DIVISION 


Telephone 
Gladstone 0012 


ELECTRAL HOUSE, NEASDEN LANE, LONDON N.W.10 


A Subsidiary See Joseph Lucas (industries) Ltd. 
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Abridged Data 


Меза е е Д2. 

У. . max. (У 2 + 0.5У)................. see 32V 

У зави: (1 Е 268084) шш...х..шт.....: 

і (РК) о Е SoomA 

Тах. “ОООО КОО 250mA 
junction MaX, УЗУТУУ 

Ре Пак 825 Он. ..........ш. 

Р Шах. at 100°C ........ ane 

Що) 

У. bott. (I, = 125mA, І, = 17mA)......—25o0mV 

af (V, = —2V, I, = 3om4).......... SOROR 20 

a (V, = — IV, I= rsomA).............. E sus IS 


f, (V, = —6V, I, = IMA, [a'| — 1) ......1-5Me/s 
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00204 


Transistor ОС204 is the first large signal 
device to be added to the growing range 
of Mullard silicon alloy junction 
transistors. It has a high peak current 
rating of soomA and an excellent current 
gain both at low and high currents— 
40 at IomÀ and I5 at 150mA. 

The maximum permissible junction 
temperature is 150°С and allows а 
maximum dissipation of 125 mW | 
at 100°C ambient. In common with 
other transistors in the Mullard 

silicon series, the OC204 has an 
external metal case which allows it to 
be clamped securely in positionand , 
a heat sink to be used for 

higher dissipation ratings. 

A glance at the abridged data 

shows that the OC204 has the 
recognised advantages of other 
Mullard silicon types—low 

leakage current, low bottoming 
voltage, good frequency response and 
wide range of operating temperature, 
The high peak current and gain 

of the silicon OC204 are extremely 
useful in the design of a variety 

of medium power equipments 

where the operating range of 

ambient temperatures is wide—and 

in particular for Class B audio 
amplifiers, the control of small 

servo motors, oscillator and 

switching circuits and very compact 
d.c. converters for instrumentation 

and portable equipments. 


Please contact Mullard House 
for full data and any other 
information that you may require, 


industrial 
semiconductors 


Mullard Limited 
Semiconductor Division 
Mullard House 
Torrington Place . London * W.C.1 
Telephone: LANgham 6633 
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HIGH SENSITIVITY 
LOW COST 
WIDE VERSATILITY 


with the 


A.C. VALVE VOLTMETER 


by Advance 


The Advance Advac has all the qualities required 
in a first class laboratory tool. An extremely 
sensitive a.c. valve voltmeter, it also functions as 
a wide range amplifier or as a null detector and 
indicator. Compact and of robust construction, 
the Advac is an outstanding product of Advance 
skill and experience in the world of instrumentation. 


ай vous = 
Ф. í EXTREME SENSITIVITY accurate down to 100,V 


WIDE VOLTAGE RANGE 1тУ to 300V F.S.D. 
WIDE FREQUENCY RANGE 15 c/s to 4.5 Мс 
AMPLIFIER RANGE 10 c/s to 10 Mc/s 

AMPLIFIER GAIN 60 dB in 10 dB steps 


AMPLIFIER OUTPUT 1У max. 


nett price in U.K. 


£50 


"mm e E " pom including very low capacity 
Size: 4i" x 7Y' x 6} Weight- 7 Ib. ЛЕНИ leads: aiid probe INTERKAMA 


T Y P E V M 1 1 leaflet No. WFIOI available on é 
request. 


COMPONENTS LIMITED B2025/6/D 


INSTRUMENTS DIVISION €-0€0€ E E E E E E E 97 09009 ө ө ө ө с 


ROEBUCK ROAD * HAINAULT • ILFORD * ESSEX * TELEPHONE : HAINAULT 4444 IT/Ea 
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aaiceraal counter timer 


Transistorized 


UNIVERSAL 


COUNTER 


TIMER 


This fully transistorized portable equipment pro- 
vides for a wide range of time and frequency 

Frequency Measurement measurement as well as facilities for counting, 
frequency division and the provision of standard 
frequencies. The facilities available are briefly listed 
below: 


Random Countin 
g TIME/UNIT EVENT (1 LINE): For the measurement 


of the time interval between two occurrences in a 

continuously varying electrical function in the 

range 3usec to 1sec. The time for 1, 10 or 100 
Frequency Division such events can be measured. 


TIME/UNIT EVENT (2 LINE): For time measurement 
in range 1џѕес to 2777hrs. of any interval defined 
by a positive or negative going pulse in any 


Time Measurement combination. 


EVENTS/UNIT TIME: For frequency measurement 
in range 30c/s to 1Mc/s over period of 0-001, 0-01, 
0-1, 1 ог 10secs. Crystal accuracy +2 parts in 


Frequency Standard F 
10°/week. For mains or 12Vd.c. operation. 


Full technical specification available on request. 


RANK CINTEL LIMITED 


C і M T E L WORSLEY BRIDGE ROAD - LONDON : SE26 


INSTRUMENT 
wiston 


Sales and Servicing Agents : Atkins, Robertson & Whiteford Ltd. Industrial Estate, Thornliebank, Glasgow ; 
McKellen Automation Ltd., 122 Seymour Grove, Old Trafford, Manchester 16; Hawnt & Co. Ltd., 112/114 Pritchett Street, Birmingham 6 
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> Display storage tubes 


а, Information 
7" storage tubes 


Solid State 
display devices 
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for your plans tomorrow 


Low cost monitors, precision oscilloscope tubes, image converters and 
camera tubes—all are available from Mullard. Some of these tubes from 
the current range of over forty basic types of industrial display device 
are shown opposite. Whatever your interest in industrial cathode ray tubes 
and other display devices, it will pay you to have a word with Mullard. 
Not only does the current range include tubes for all sorts of applica- 
tions — research and development is intensive and well advanced in a 
number of new fields, some of them being described below: 


Advanced development is now in progress on both bi-stable and 
half-tone storage tubes. The bi-stable tubes are electrostatically 
deflected and are intended for use in infinite persistence oscillograph 
applications. The half-tone tubes are magnetically deflected and 
provide a bright flicker-free display with controllable persistence 
characteristics. Uses for these half-tone tubes include radar displays 
where ambient light levels are high and equipment for the display 
of information received on slow-scan narrow bandwidth systems. 


Tubes are being developed which provide electronic writing and 
reading facilities for use in information processing systems. Of 
particular interest is a single-gun tube capable of storing a high 
resolution television picture for purposes of standards conversion, or 
processing for band-width compression. In the radar field it has 
applications in systems employing true-motion display or moving 
target indication. 


Among the solid state devices under active investigation is a light 
amplifier which utilises a combination of electroluminescent and 
photoconductive principles. Other devices in this sphere of activity 
include solid state image convertors and multi-element devices. 


In applications where the ambient light is extremely strong it is 
possible, in some instances, to maintain contrast by using display 
tubes with transparent phosphors. Experimental tubes show that 
although the brilliance of the trace is naturally less than that of a 
normal tube, only negligible ambient light is reflected from the 
transparent tube screen, and an effective display is obtained. 


Deflection sensitivities of both magnetic and electrostatic industrial 
and radar tubes of conventional design can, under certain condi- 
tions, be increased by factors of 10 times by the use of magnetic 
and electrostatic lens systems of scan magnification. Substantial 
progress is being made at the Mullard Research Laboratories in the 
complex problems which must be resolved before this attractive 
system becomes a practical proposition. 
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AW17-20 Television Camera Viewfinder 


This high quality viewfinder and monitor tube has a 
64-inch diagonal rectangular screen. Compared with 
earlier 5-inch round tubes, the rectangular screen of the 
AW17-20 provides nearly twice the useful screen area 
for an increase of only 20% of the face plate area. 


ME1201AA 
Image Converter 


One of the most important applications of the image 
converter is as an electronic shutter in high speed 
photography. With the grid controlled MEr2o01AA, 
exposures as short as a thousand-millionth of a second 
are possible. 


Є 


MM13-10 
High Brightness Radar Tube 
At high altitudes ambient light is strong, and for easy 
viewing, radar tubes are made with a very high bright- 
ness. The MM13-10 isa five-inch magnetictube specially 
designed for such applications. 


DH10-78 Helical P.D.A. Tube 


The ОНго-78 is а 4-inch diameter flat faced instru- 
ment tube which employs a helical post deflection 
acceleration system. The characteristics have been 
carefully determined to suit it for a wide variety of 
applications ranging from simple inexpensive oscillo- 
scopes to precision laboratory apparatus. 
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5820 Television Camera Tuhe 


'The 5820 is a 3-inch image orthicon tube with an ex- 
ceptionally high sensitivity and a spectral response 
approaching that of the human eye. It is a direct equiva- 
lent of the American tube of the same type number. 


AW36-48 Studio Monitor Tuhe 


The high-brightness and definition of this 14-inch tube 
are of particular value in television studio monitors. 
Deflection is magnetic and focus electrostatic. 


DH3-91 Waveform Monitor Tube 


One of the simplest and most economical 
systems of waveform monitoring is provided 
by the DH3-91. This is an inexpensive one- 
inch tube that in most equipment can be 
operated from existing Н.Т. lines. 


[Mullard] 


GOVERNMENT AND 
INDUSTRIAL VALVE DIVISION 


Mullard Ltd., Mullard House, Torrington Place, 
London, WC1, Telephone: LANgham 6633 
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Tantalum Electrolytic 
Capacitors 


TYPE TF (FOIL) 
TYPE TS ou» 


THE FACT THAT high quality electrolytic capacitors can be made with 
tantalum has been known for many years. The practical development of 
Á / this particular type of capacitor has been accelerated by the exacting 
ACTUAL SIZE ` demands for capacitors having exceptionally good characteristics for use 
in electronic circuits. The following types are available:— 


TYPE TF The plain or etched foil types which are of comparable construction to the 
well-known dry aluminium electrolytic capacitor and known as “ Foil Type 
Tantalum Capacitors.” These foil type units are suitable for standard 
circuitry where a size limitation exists requiring high capacitance at up to 
150V with wide temperature and/or long shelf life characteristics. 


TYPE TS The solid type, in which the anode is a formed tantalum wire or, more 
usually, a sintered pellet of compressed tantalum powder encased in a 
semiconductor and housed In a container fitted with wire lead terminations. 
This type is most suitable where it is undesirable to have any liquid com- 
ponent present and where exceptionally long shelf life, extremely small 
dimensions and operation at temperatures beyond the capacity of the foil 
type is essential. The peak operating voltage of the solid type is, at present, 
limited to 35 volts. 


The characteristics of Tantalum Capacitors differ from 3 They have considerably extended shelf life, with the 
the conventional types of electrolytic capacitors, in added advantage of being operated over a much wider 
the following respects: temperature range: for example certain types are suit- 

able for operation over the range of— 80? С. to -+ 85°С. 


| They are smaller. » 7 
4 As tantalum capacitors are inherently resistant to 
chemical attack, the risk of internal corrosion is elimi- 
2 They have a lower leakage current and lower power nated and the fact that there are no riveted, crimped 
factor, i.e a maximum of 10% for foil type and 5% for or stitched metal-to-metal connections is an additional 
solid type. insurance against risk of open-circuit failures in service, 


Catalogue TC 560, giving a full description of these capacitors, is available upon request. 


DUBILIER CONDENSER COMPANY (1925) LIMITED, DUCON WORKS, VICTORIA ROAD, NORTH ACTON, LONDON W.3 


Tel: Acorn 2241, Grams: Hivoltcon London Telex. Telex: 25373. Cables: Hivoltcon London. 
ON 262 
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Research into the stresses on Helicopter Rotor Blades called for the installation of 

a D.C. amplifier right beneath the rotor heads. Not surprisingly, excessive vibration at this point 
rendered ordinary valves quite useless, and reduced their life to a matter of 

minutes, Replacement of these valves with Brimar types from the special "T" range successfully 
surmounted this difficulty — so that measurements could be taken with consistent 

accuracy Few applications you are likely to encounter will present such special problems ás 
this. Yet it is reassuring to know that Brimar experience gained in this way has been 


used to improve the design and manufacture of the regular commercial range of Brimar 
valves. So whenever reliability counts. .... 


better make it 
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Srandard Telephones and Cables Limited 


Registered Office. Connaught House, Aldwych, London, W.C.2. 
FOOTSCRAY . SIDCUP - KENT . FOOTSCRAY 3333 
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60/7MD 


10 WIRELESS WORLD ‘ SEPTEMBER; 1960 


20,000 times! 


Whether you export your radio, television or 
audio equipments to Scandinavia or not, SEMKO 
approval of components is important to you for its 
own sake. It guarantees a quite exceptional relia- 
bility and safety. 


The Morganite Type ‘V’ switch is rated at 250 volts 
2 amperes and is therefore one of the highest rated 
SEMKO approved potentiometer switches of 
wholly British manufacture. 


The SEMKO series of tests includes 20,000 opera- 
tions at full load without a single permissible (even 
momentary!) mechanical or electrical failure. 
Compare that with the average 2,000 operations 
per year that a switch gets in actual use, and you 
see what the famous ‘S’ symbol on a Morganite 
switch means in terms of service! Fully complies 
with BSS415 too. 


SS 
9 


ES 
NS 


SEMKO approval for 


TYPE RV TYPE ADP 
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MORGANITE RESISTORS LTD. 


BEDE TRADING ESTATE - JARROW - COUNTY DURHAM 
TELEPHONE: JARROW 89-7771 ]100A/344 
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STC 


toroidal 


inductors 


for 


interference 


suppression 


With the greater use of radio and navigational 
aids on ships and aircraft, it is increasingly 
important to suppress interference likely to arise 
from other electrical equipment which is also an 
inseparable part of modern transport. STC.with 


DIMENSIONS, WEIGHTS & RATINGS 


DIMENSIONS ANO WEIGHTS 


INDUCTARCE & CURRENT RATING 


Outer | inner | Length | Weight 
Diam. cm | Diam. ст cm am 


(uH and Атр. АС or 00) 


over 40 years experience in the development of 
high grade magnetic materials, now introduce a 
selection of the many types of inductors which 
are manufactured for industrial, marine and 


aeronautical applications. 


CODE 


ELECTRICAL CHARACTERISTICS OF SELECTED TYPES 


Inductance аў 
Cont, rated 
current (4H) 


Current Rating 


Cont, (A) 


| Peak (a) 


Volt Drop at |Self Resonating 
Cont. Rated 
| Current (№) 


Frequency 
(Mc/s) 


13 07 0,52 3,5 
23 12 0.8 14.5 
2,35 1.4 1.3 50 
41 24 1.3 85 
4,8 21 14 130 


COMPONENTS 
GROUP 


60/8MM 


| from 250 LJ (4 amp) to 7504H (0.1 amp) 


„ 100, ($, ) t01000,, ( $ amp) 
„ 100 ,, (2%,, ) to 1000,, ( $ атр) 
„ 100 ,, (4 ,, ) +0 2000,, (1% amp) 
n 100, (5 ,,)102000,, (2 amp) 


СТАВ 300 
С2ВВ 500 
23861000 
24661000 
5001000 


300 + 10% 


500 ,, 
1000 y 
1000 ,, 
1000 ,, 


" 


05 
1.0 
1.5 
2.0 
3.0 


Write or telephone for Technical Data Sheets to:— 


Standard Telephones and Cables Limited 


0.7 
12 
22 
3,5 
44 


0.25 
0,30 
0.45 
044 
0.54 


Registered Office: Connaught House, Aldwych, London, W.C.2 


MAGNETIC MATERIALS SALES DEPT: 


EDINBURGH WAY 


HARLOW 


5,0 
3.2 
1,2 
0,3 
0:8 


ESSEX 
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450-470 Mcs 


ап ger 


FIXED STATION 


MODEL PTC 8710 


The Ranger 450 Fixed Station has 
been designed to provide reliable 
communications in the 450-470 Mc/s 
band. Operating on single or double 
frequency simplex or duplex, it has 
an f.m. output of 5 watts with со or 
бо kc/s channel spacing. 

Both the transmitter and receiver 
are fitted with temperature controlled 
crystals, and all the materials used 
have been chosen to ensure reliable 
operation under a wide range of 
temperature and climatic conditions., 
Additional control equipment is 
available for operating the station at 
distances of up to 200 feet or, via 
telephone lines, over much greater 
distances. 

А switchboard Termination Unit is 
also available for working the Station 
into a manual or automatic telephone 
switchboard. 


Pye Telecommunications Limited, Newmarket Road, Cambridge 


Tel: Teversham 3131. 


Grams: Pyetelecom, Cambridge 


SEPTEMBER, 1960 


AY APPOINTMENT 
TO AM DUKE OP EDINSURGN 
SUPPLIERS OP 
RADIO TELEPHONE EQUIPMENT 
PYE TELECOMMUNICATIONS LTD, 
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STC 


BACKWARD WAVE 
OSCILLATORS 


‘Cc’ BAND ‘Q’ BAND 
LINE VOLTAGE 270-1500 V LINE VOLTAGE 700-3200 У 
FREQUENCY RANGE 4.0—7.5 Ge/s FREQUENCY RANGE 26.5—40 Gc/s 
POWER OUTPUT 20-120 mW POWER OUTPUT 10-60 mW 
TYPICAL CATHODE CURRENT 12 mA TYPICAL CATHODE CURRENT 10 mA 
Output is through a 502 type Output is through standard 
‘С’ connector. WG 22 waveguide. 
Supplied with solenoid focussing Supplied with solenoid focussing 
under code Y257/1E or permanent magnet only, under code Y330/1E 


focussing under code Y257/2E 


Stondard Telephones and Cables Limited 


Registered Office: Connaught House, Aldwych, London W.C.2 
60/6MS | VALVE DIVISION > FOOTSCRAY + SIDCUP · KENT 


COMPONENTS 
GROUP 
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POWER 


SUB-MINIATURE 
RI SERIES 


HERMETIC SERIES 


SERIES 


Е 


ELECTRO * 
METHODS < 


Electrical 
Connectors 


SERIES * Precision Mouldings 
ж Gold-plated Contacts 


STACKABLE 
SUB-MINIATURE ROUND SERIES 
SERIES 


N А 
Ы МО Illustrated technical data sent on request : 


ELECTRO METHODS LTD., Electrical Connector Division, 


HITCHIN STREET, BIGGLESWADE, BEDS. : : Telephone: Biggleswade 2086 (3 lines) 


SEPTEMBZR, 1960 WIRELESS WORLD 15 


RELIABLE 
PERFORMANCE 
demands 


COMPONENTS 


a» \ The standard of reliability of STC components is set by the 
vital roles of the navigation and communications equip- 

ments in which many of them are used. The consequent 

employment of top grade materials and high degrees of 

\ skill and care in manufacture ensures that all users of STC 


components may have the fullest confidence in them. 


YOU CAN RELY ON STC COMPONENTS 


Brimar Teietubes 
Brimar Valves Brimistors Capacitors 
Contact Cooled Rectifiers 
Ferrites Germanium Diodes 
Germanium Photocelis 
Hermetic Seals High Stability Resistors 
Magnetic Materiais 
Quartz Crystals Relays 
Special Valves Selenium Rectlflers 


Silicon Rectifiers Silistors 
Suppressors Transistors Thermlistors 
à Transformers Zener Diodes 
; Get to know about STC Components—uwrite for booklet M/103 


which lists all components and their relevant technical literature. 


(e = Sfo Stondard Telephones and Cables Limited 


Registered Office: Connaught House, Aldwych, London, W.C.2. 


тасы COMPONENTS GROUP - FOOTSCRAY · ‘SIDCUP - KENT 


60/2M 
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5 5 MILLION HOME 


(or more, we have not made a strict count) 


contain Suflex Polystyrene ба 


To save you looking we can tell you they are to be found in most 
of the various makes of T.V. and Radio, and they are used because 


of very small size and excellent electrical properties (good power 
factor, high capacitance stability, and high insulation resistance). 
They are also, we hope, to be found at your place of work in 
electrical instruments, computers, etc., doing whatever capacitors 
are supposed to do, and, we hope, doing it well, We suggest 
you telephone or write to bring yourself up-to-date with our 
latest developments — for example, Polyester and Polycarbonate 
capacitors. 


SUFLEX SUFLEX LIMITED, 54 UXBRIDGE ROAD, W.5. 


P.S. Don’t forget we are one of the first names in insulating sleeving and 
probably have at least one range you have not heard about. 


"MEA 
a / Kemember Our new telephone No. EALING 7733 


ее > - - " 
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бен его 


SILICON h.t. power rectifier 


type FST1/4 for television receivers 


d The FST1/4 Silicon Power Diode has been specially designed for 
domestic television receiver H.T. power supplies and is of partic- 
ular interest to circuit designers planning receivers with 110° 
scanning, 625 line receivers and colour television receivers. Two 
diodes may be used in series to provide capacitor smoothed H.T., 
direct from 250 volts A.C. mains. 

SenTerCel FST1/4 silicon rectifiers are miniature wire ended 
devices which can be speedily. mounted to tag panels, no heat sink 
being required. Typical performance curves and design procedure 
are included in leaflet MF/109. 


Important advantages of 
the FST1/4 silicon 
rectifiers are :— 


Large Power Output @ 
for Small Size 


35 Amp Surge Current @ 
Rating (5 m/secs.) 


High Amblent 6$ 
Temperature Operation 


No Heat Sink Réquired 
High Output Voltage 
No Forward Ageing 


High Efficiency 


Сом Cost 


©) Stondard Telephones and Cables Limited 


| Registered Office : Connaught House, Aldwych, London, W.C.2 А 
60/6 MF К RECTIFIER DIVISION: EDINBURGH WAY + HARLOW * ESSEX 
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Exacting standards of design have resulted 
in a high-grade camera capable of repro- 
ducing the fine picture quality demanded in 
studio use, yet, at the same time, light and 
strong enough for field use. 


OUTSTANDING FEATURES: 


Pick-up Tube can be replaced in one minute without 
disturbing cover or lenses. 


‘Image orbiting’ device reduces risk of target ‘burn-in’, 


3 IMAGE 


Built-in hour meter records pick-up tube running hours. 


+ + + + 


Electronic viewfinder with 7” diagonal rectangular 
tube. It presents a picture which is perpendicular 
to the IIne of vision. 


ORTHICON 


All chassis of plug-in type for easy maintenance and 
replacement. 


Ж Servo control of light by filter or irls. 
| \ С А М F R Д Ж Thermostatic temperature control of pick-up tube, 
<> 
1," 2 ЖС : b 
4% also available 


For full technical details, please write to? 
PYE LTD., SALES DEPT., TV TRANSMISSION DIVISION, CAMBRIDGE 


* 
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Core 
Assemblies 
offer... 


adjustment of *7% 


with an accuracy of better than + 0-02°/, 


Any assembly in the Mullard Vinkor range can be easily 
adjusted to an accuracy of better than +0.02% by using 
a trimming screwdriver, whilst stability is ensured by 
the self-locking action of the adjuster core. The range of 
adjustment is approximately +7% about the nominal mid- 
position of the adjuster core. Over and above these advantages, 
for each size of core there is a choice of three permeabilities 
which are controlled to close limits so that it is possible to 
" calculate and wind an inductance to +3% of the value 
required before adjustment. 
These are just some of the reasons why leading equipment 
designers acclaim Vinkor as the world's most efficient pot core. 
If you have not received your copy of Vinkor data, 
write at once to the address below. 


VINKOR 


Mullard Ltd. Component Division, Mullard House, Torrington Place, W.C.1. 


MC286A 


|0 >< 


This Ediswan Radio DF Compass Tube ends 
parallax errors for the simple reason that the scale 
is printed on the inside face in actual contact with 
the phosphor screen. The scale pigment used is 
completely inert and unaffected by the electron 
beam. It is a dense black and does not fade after 
prolonged use. 

Contrast is further Improved by the aluminised 
screen which greatly intensifies the brilliance of 
the trace. 

Anti-Dazzle Face All CRTs in this range have 
a concave face, treated on the outside with a robust 
process which eliminates distracting specular 
reflections and gives the impression of a soft matt 
ground glass finish. 
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EDISWAN 6-in. Aluminised Indirectly Heat- 
ed Cathode Ray Tube for Radio DF Compass 
and other applications. High Brightness 
Level. Internal Scale. 


Scale Applications The tube is available with 
an octantally corrected scale (31C1) or a uniformly 
graduated scale (31C2). Other versions can be 
supplied printed with selected portions of the 
Smith's Impedance Diagram. 

Invitation We should welcome discussions with 
designers and manufacturers who have specific 
requirements involving special scales. 


BRIEF SPECIFICATION 
Heater voltage (volts) 40-63 
Heater current (amps) 0-72-06 
Anode voltage, rating (kV) 


Va (max) 100 
Anode voltage, typical operation (kV) Ма 9:5 


i INDUSTRIAL VALVES & CATHODE RAY TUBES 
D | A Associated Electrical Industries Limited 
Radio & Electronic Components Division 
155 CHARING CROSS ROAD, LONDON W.C.2. TELEPHONE: GERrard 8660 


ERC 16/13 


Seeing © pelieving 


So come along to our Stand 
and study these instruments 
at close range. They will bear 
the keenest scrutiny and will 
convince you of their out- 
standing quality. 


5in. OSCILLOSCOPE KIT 
Model O-I2U 


Laboratory quality at 
utility oscilloscope price 
and ease of assembly make 
| this kit of outstanding 
value. Vertical frequency 
response 3 c/s to 5 Mc/s., 
+1.5 dB. —5 dB., sensi- 
tivity 10 mV. per cm. at 
| кс. Horizontal frequency 
1 oh to over 400 kcjs. 
(+ 1 dB. up to 200 kc.). 
The Heath patented swee 

circuit functions from 10 c/s 
to 500 kc. in five ranges 
giving five times the usual 
sweep of other ‘scopes. 
In addition it has exceedingly short re-trace and rise 


times and gs eee stabilised 

power supply. Included is a 

48-page instructional Manual. £34.1 5.0 
ELECTRONIC SWITCH KIT Model 
(Oscilloscope Trace Doubler) S-3U 
This extremely useful, 
low priced device will 
extend the use of your 
single-beam oscillo- 
scope for duties other- 


wise only in the pro- 
vince of the double- 


beam tube. 
In short, at a nominal 
cost, the  Heathkit 


model S-3U will give 
you tha advantages of 
a double c other multiple) beam 'scope, while 
retaining all the advantages of your present single- 
beam instrument. 

Hitherto an electronic switch of this nature, permitting 
the simultaneous observation of two signals on the 
screen of a single-beam C.R.T. oscilloscope, has cost 


nearly as much as the 'scope itself. £9 18 6 
в в 


RESISTANCE-CAPACITANCE 
BRIDGE KIT Model C-3U 


Measures capacity [OpF 
to 1,000uF, resistance 
1000 to 5 megohms and 
power factor. 5-450 v. 
test voltages. Safety 
switch provided. 


£1.19.6 
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STEREO CONTROL 
UNIT KIT 
Model USC-I 


Incorporates all worthwhile features 
for high fidelity stereo and mono. 


Push-button selection, accurately 
matched ganged controls to + 14В. 
Negative feedback rumble and 
variable fow-pass filters. Printed 
circuit boards. Accepts inputs from 
most tape heads and any stereo ог 


mono pick-up. £1 7.1 9.6 


BALUN COIL UNIT 
KIT Model B-IU 


Useful transmitter accessory. Will 
match unbalanced co-axial lines, used 
ой most modern transmitters, to 
balanced fines ‘of either 75 or 3002 


impedance. £4.4.6 


POWER SUPPLY UNIT 
KIT Model MGP-I 


,Compact, general purpose unit suit- 


able for FM Tuners, Tape Recording 
Amplifiers and general Laboratory 
use, Input 100/120У, 200/250V, 
40-60 c/s. Output 6.3 У 2.5A А.С.; 

200, 250, 270V. 120 mA. max D.C. 


£4.9.0 


MULTIMETER KIT 
Model MM-IU 
Provides wide voltage, current, 
resistance and dB ranges to cover 
hundreds of applications. Sensitivity 
20,000 ohms/volt D.C. and 5,000 ohms/ 
volt А.С. Ranges: 0-1.5У to 1,500V 
А.С. and D.C.; 150uA. to ISA D.C.; 
0.20 to 20 МО. 4iin. 50 pA meter. 


£11.8.6 


DECADE CAPACITOR 


KIT Model DC-IU 


Capacity values IO0uuF to O.I l luf 
іп 100ыыЁР steps. Precision silver- 
mica capacitors and minimum loss 
ceramic wafer switches ensure high 


accuracy. £5.1 8.6 


22in. SERVICE "SCOPE 
KIT Model OS-I 


Light, compact, portable, for service 
Printed circuit board for 


>! 


engineers. 

She si ins x 14 Wt. 10 Ib. 
п. х 9r 

ize Sin £18.19.6 


@ Deferred Terms @ 


available on all orders above £10 


“Tuner, Stereo Amplifier 


STAND 


= 


* CHEPSTOW " EQUIPMENT 
CABINET KIT 


rm RADIO =- 


Specially designed for 
those whose floor space 
is at a premium. Will 
house Record Player, FM 


and additional power 
amplifiers where needed. 
An upper deck is avall- 
able for the self-powered 
stereo amplifiers to en- 
sure maximum heat 

dissipation. Veneered 


and left in white for 
£10.10.0 


finishing to personal taste. Overall 
dimensions are 35° x 18* x 33” high. 

HI-FI STEREO AMPLIFIER KIT 
Model S-88 


Gives 16 w. output 
(8 per channel with 0.1 
per cent. distortion at 
6 м. per channel). № 
has ganged controls, 
STEREO/MONAURAL 
gram, radio and tape 
recorder. inputs and 
push-button selection as 
well as many other first class features well above its 
ps range. In two-tone grey pom cabinet with a 
golden surround and fittings. Iso 

ultra-linear push-pull output. £25.5.6 
Basic sensitivity 10 mV. (2 mV. available 20/- extra). 


DUAL-WAVE TRANSISTOR RADIO 
KIT Model UJR-I 


This sensitive headphone set is a fine introduction to 


electronics for any youngster. 

Operated by a small torch battery. £2.1 6.6 
TRANSISTOR PORTABLE KIT 
Model UXR-I 
Presented in elegant real 
hide case with tasteful 
gold relief. Can be 
assembled in 4 to 6 hours, 
and you have a set in the 
top flight of transistor 
portables. Prealigned 
І.Е. transformers, printed 


circuit and a 7in. x 4in. high-flux 
speaker. 


£14.18.6 


AUDIO WATTMETER KIT 
Model AW-IU. Up to 25W con- £$13.19.6 


tinuous, 50W intermittent. 
VARIABLE FREQUENCY 
OSCILLATOR KIT 
Model VF-1U 


For all Amateur Bands, 
160-10 metres. Ideal 
for Heathkit DX-40U 
and similar transmit- 


7^ $10.12.0 


Price less valves £8/19/6 


DAYSTROM LTD. — 


DEPT. W.W.9, GLOUCESTER, ENGLAND 


А member of the Daystrom Group 


MANUFACTURERS OF THE WORLD'S LARGEST-SELLING ELECTRONIC KIT-SETS 


T echnically | 
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6 WATT STEREO AMPLIFIER 
KIT Model S-33 


A versatile high - quality self - contained 
STEREO/MONAURAL Amplifier with ade- 
quate output for a living room—or with 
which to convert a favourite (monaural) 
radiogram into a stereo-radiogram. 3 watts 
per channel; 0,3% distortion at 2.5 w/chnl.; 
20 dB М.Е.В., inputs for Radio (or Tape) 
and Сгат., Stereo—or. Monaural; Ganged 


controls. 1.8.0 


Sensitivity 100 mV. 


ШШЩЩ ШШ 


VALVE VOLTMETER KIT 
Model V-7A 


The world's, most popular valve voltmeter, 
with printed circuit and | per cent. precision 
resistors to ensure consistent laboratory 
performance. |t has 7 voltage ranges measur- 
ing respectively d.c. volts to 1,500 and a.c. to 
1,500 r.m.s. and 4,000 peak to peak. Re- 
sistance measurements from 0.1 ohm to 
1,000 M ohms with internal battery. D.C. 
input impedance is 11 Megohms and dB 
measurement has a centre-zero scale, Com- 


plete with test prods, leads £1 3.0.0 


and standardising battery... 


R.F. PROBE KIT Model 309-CU 


This complete probe kit will extend the 
frequency range of the V-7A Valve Voltmeter 
to 100 Mc/s. and will enable useful voltage 


S Meere 1.5.6 
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* HAM” TRANSMITTER KIT 
Model DX-40U 

Covers all amateur bands from 80 to 10 

metres, Power input 75 watts C.W. 60 watts 


peak controlled carrier phone. Output 
40 watts to aerial. Provision for V.F.O. 


бет тїштє T.V. inter- £29.1 0.0 
© 


@ Deferred Terms 
available on all orders above #10. 
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AMATEUR TRANSMITTER KIT Model 
DX-100U 


The world's most popular ** Ham” TX Kit 


€ Completely self-contained, compact “Нат '' Trans- 
mitter. 


€ Built-in, high stable VFO and all Power Supplies, 


€ TVI: Careful design has reduced TVI to a minimum 
by use of effectively screened frequency-generating 
stages and pi tuned circuits at the input and output 
of the PA stage, and by 11 chokes and pi network 
filters to all outlets from the cabinet. No fewer than 
35 disc-ceramic by-pass capacitors help to achieve 
the exceptional stability and high-performance for 
which this Transmitter is noted. 


€ The KT88 high-level anode and screen modulator 
stage gives over 100 watts of audio from less than 1.5 
mV. input. 


€ Adjustable drive and clamp control ensure that valves 
are only driven sufficiently to maintain the required 
output, 


€ Keying on CW is via the VFO and buffer amplifier 
cathodes; the other RF valves are biased beyond cut- 
off. When zero-beating the TX with incoming signals, 
the exciter stages only may be run without the final 
amplifier being switched on. 


€ Provision has been made for remote control operation. 
€ VFO slow-motion drive is very smooth and back-lash 


free. @ VFO or Crystal control. 
£78.10.0 


@ Covers all Amateur bands up to 
30 Mejs- phone ог СУЎ... е». aves 
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HI-FI F.M. TUNER 


Tuning range 88-108 Mc/s. Flywheel tuning. Attractive 
Plastic Front Panel in two-tone grey with golden trim, 
surround and motif, Thermometer type visual tuning 


indicator. Pre-aligned  l.F. transformers (eliminates 
adjustment). Three І.Е. Stages. Wide-band low dis- 
tortion. Ratio Detector. Complete R.F. Unit, wired, 


tested and pre-aligned (ready for mounting to chassis). 
Printed Circuit for І.Е, Amplifiers and Ratio Detector, 
for ease of assembly. Мо alignment necessary after assem- 
bling. Built-in power supply. Output sockets for stereo- 
phonic adaptor (for stereo transmission when available). 


TUNER UNIT Model FMT-4U (incl. 16/1] P.T.) £3 2 0 
with 10.7 Mc/s. І.Р. output. 

ҺЕ. AMPLIFIER Model FMA-4U 

with case and valves 


Sold separately .... 


complete 


£10 10 6 


MATCHED HI-FI STEREO KIT 


4-speed Transcription Record Player 

Model RP-IU 0 
6 м. Hi-Fi Amplifier, Model S-33............. eae 8 0 
Twin Stereo Speaker Systems Model SSU-1... £20 11 0 
Total cost if purchased separately............... £44 9 0 


YOURS for £42/10/- if all ordered together or £8/8/- 
deposit and 9 monthly payments of £4/3/-. Pedestal 
speaker legs £2/14/- optional extra. 


DAYSTROM LID. 


DEPT. W.W.9, GLOUCESTER, ENGLAND 


SEPTEMBER, 1960 


excellent 
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E 


TRANSCRIPTION RECORD 
PLAYER Model RP-IU 


With 4-speed A.C. motor unit and Stereo- 
phonic Pick-up completely assembled on 
plinth. 


High performance at low cost. 


This attractive Transcription Record Player 
incorporates many new features which 
make it suitable for all types of recordings on 
discs, |t has the new Collaro RP.594 unit 
with the Ronette Stereo Pick-up and gives 
excellent results on stereo or mono (33, 45 


LP. or 78 r.p.m.) £12.10.0 


gramophone records, 
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COTSWOLD SPEAKER 
SYSTEM KIT 


This acoustically designed enclosure measures 
26 x 23 x 15%їп. and houses a special 12іп. bass 
speaker with 2in. speech coil, elliptical middle 
speaker together with a pressure unit to cover 
the full frequency range of 30—20,000 c/s. Its 
polar distribution makes it ideal for really 
Hi-Fi Stereo. Delivered complete with 
speakers, cross-over unit, level control, 
Tygan grille cloth, etc. Left '' in the white '" 
for finish to personal taste, all parts are pre- 


cut and drilled for case of £19. 18 6 
а а 


assembly. 
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HI-FI SPEAKER SYSTEM KIT 


Model SSU-] 


Ducted-port bass reflex cabinet, “in the 
white." Frequency response to 40-16,000 c/s. 
Power rating 25 watts. Matched speaker 
units Bin. high flux (12,000 lines) with hyper- 
bolic cone and 4in, wide angle dispersion 


type for higher frequencies. £10 5 6 
"Эа 


With legs £11/12/6 ............ 


A MEMBER OF THE DAYSTROM GROUP MANUFACTURERS OF 


SEPTEMBER, 1960 


thoroughly 
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HI-FI SINGLE CHANNEL 
AMPLIFIER KIT Model MA-I2 


A compact high fidelity power amplifier 
(including auxiliary power supply). 12 watts 
output. Wide frequency range and low 
distortion. А variable sensitivity control is 
fitted enabling it to be used with an existing 
amplifier in a stereophonic system. Other 
applications include sound reinforcing systems, 
transmitter modulators, for use with tape 


recorders, also as a general £9 19 6 
LI = 


purpose laboratory amplifier. 
TAPE DECKS now available as “ packaged 
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AUDIO SIGNAL GENERATOR KIT 
Model AG-9U 


10 c/s. со 100 kc/s., switch selected. Distortion less than 


0.1%. 10 v. sine wave output metered 
Dim NJ m £19.3.0 


AUDIO VALVE MILLIVOLTMETER KIT 
Model AV-3U 


High stability, 1 mV. to £1 3.1 8.6 


10 c/s to 400 ke/s. 
Our Technical Consultation and Service Departments 


Very sensitive. 
300 V. A.C. 


CAPACITANCE METER KIT 
Model CM-IU 


This Direct-Reading Capacitance Meter is a 
very low priced, time-saving instrument 
which is so useful that it should be part of 
the general equipment of every electronic 
laboratory and production line. Easily built 
іп a few hours, 0-100 циЁ, 0-1,000 uuF, 
0-0.01 uF, 0-0.1 uF. The meter has 4iin. 
scale and can be used by an unskilled operator 


after a few minutes' instruc- £1 4. 10.0 


GI 


J 


МК, | for Tape Deck or Record Player £15 18 6 


deals '" with other equipment. are always ready to help in the unlikely event of your o rrai Termi e 
Details on request. experiencing any difficulty. available on all orders above £10. 
[T€ —————M—————— —À— — — —1| 
шшш GLOUCES TER: We are also showing ГЪ To receive full details tick the kits which interest you. | 
H STEREO CABINET KIT : at the | | |[$-88 — | Hi-Fi Stereo Amplifier І 
= Е 5-33 6-Watts Stereo Amplifier 
Е Е . , Ба м 
Е E DO = IT- YOURSELF | | UXR-I Transistor Portable | 
Е Е EXHIBITION DX-40U | '' Ham ” Transmitter | 
Е = | | _О-120 Sin. Oscilloscope | 
Е Е Stand | У-7А Valve Voltmeter | 
Е Е © 7 | SSU-I | Hi-Fi Speaker System | 
= = | AG-9U Audio Signal Generator 1 
Е Е OLYMPIA EN _| | C-3U Resistance-Capacitance Bridge | 
Е Е ЗЕРТ. 8th-23rd | | VF-IU Variable Frequency Oscillator | 
= d = | |__ | Ч5Р-! Stereo-Head Booster 
= \ = | USC-1 Stereo Control Unit | 
Е - = 05-1 2iin. $ Oscilloscope 
= Specially developed to meet the varying needs = STEREO-HEAD Model | ipsserviceiosalllpscop | 
= of different homes. It will house Tape Deck = BOOSTER KIT usP-1 | | B-IU Balun Coil Unit d 
= and/or Record Player, F.M. Tuner and Stereo Е | DC-IU Decade Capacitor 1 
= Amplifier. In addition, for the convenience of Е | —— - E | 
Е those to whom space is an overriding considera- = | .. | MGP-1 | Power Supply Unit s 
Е tion, it is possible to house speaker systems ас = | UJR-1 Dual-Wave Transistor Radio | 
= each end. For this purpose a loudspeaker kit, = | | - - 
Е comprising two 4in. plus Bin. speaker systems, = B n S-3U Electronic Switch | 
= balance unit, speaker grille, cutting template, = | 309-CU | R.F. Probe 1 
= padsaw and mounting details is also available. Е - x - - 
= Neutral hardwoods have carefully been selected = | | D -1000 | Amateur Transmitter | 
= so that the finished product can be stained and = | p Matched Hi-Fi Stereo | 
= polished to individual choice. There is storage = | - — 
S space for records, etc., also for power amplifiers. Е | | RP-IU Transcription Record Player | 
S Dimensions: length 464”, height 30", depth 21”. Е Hi-Fi Stereo Pre-Amplifier for low- — Gloucester Stereo Cabinet 1 
Е Е output Hi-Fi P.U.s. Input 2 mV. | — Cotswold Speaker System | 
= = со 20 mV. Output adjustable from | — ** Chepstow '' Equipment Cabinet П 
= = 20 mV. to 2 V. 40-20,000 с/з. | | | Hi-Fi E.M. Tuner 
Е Е Also suitable as low-noise R.C.- ст Шаан | 
= Coupled high-gain | CM-lU | Capacitance Meter i 
= monuaralampli&er, Ori O] CMACIZ | Hi-Fi Single Channel Amplifier || 
Е | |^ | MMU | Multimeter Kit | 
Е Е * | ad — Таре Deck ‘' Packaged deals '' | 
Е Е і | AW-IU Audio Wattmeter | 
Е = FREE ON REQUEST | | AV-3U | Audio Valve Millivolemeter [ 
Е CLOSED е Е А сору of our NEW (British) | NAME.. І 
= i d Е Heathkit Catalogue. Prices include (Block Capitals) _ | 
Е Е free delivery in U.K. ADDRESS , | 


Mk. II for both T/D and R/P... . £17 8 6 
КЮОУОУУЛУУУУ УУ УУ УУ 
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DAYSTROM LTD. 
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i-e = > 


DEPT. W.W.9, GLOUCESTER, ENGLAND 
THE WORLD'S LARGEST-SELLING ELECTRONIC KIT-SETS 
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BREN ELI- 
BU JL ЕЕ" ви ІГ 


NEW HYSTERESIS SYNCHRONOUS MAIN MOTOR 


When equipment enjoys a very high reputation 

among enthusiasts and professional users 

| - (as Brenell's does) the manufacturers are rightly 

м с" expected to provide developments in keeping 

Ыы | with that status. Sometimes the advance must 
e even outdate existing standards. I 


Here is a development of that kind. 


As of now, every Brenell tape deck and com- 
plete recorder will incorporate a new type 

of extremely high quality main motor. 

Ап HYSTERESIS SYNCHRONOUS MOTOR with 

a balanced outer rotor and a heavy, statically and dynamically balanced 
flywheel. This brings ‘ wow and flutter’ down to below .1% at 71 i.p.s. 
and adds to the already superlative qualities of Brenell equipment. 


At the recent British Exhibition in New York, 

this feature aroused special interest. We 
demonstrated also, a piano recording at 1% i.p.s. 
We do not suggest that this should be indicative 
of standard practice, but its quality showed the 
remarkable extent of our products’ capabilities. 
Similar demonstrations will be given at the Radio Show. 


RiP STEREO 
Visit the BRENELL DEMONSTRATION ROOM NO. 311, in the Audio Section, 
and see and hear for yourself just how good tape recording and reproduction 
can be. 


3 STAR 58 GNS. | Mk. 5: 64 GNS. | 3 STAR R/P STEREO: 89 GNS. 


Sole manufacturers 


Brenell = 


CO. LTD. 


1A Doughty Street, London, W,C.f. Chancery 5809 and HOLBORN 7538 


GD352 
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Wharfedale 


REGISTERED TRADE MARK 


MODEL PST/8 


This small enclosure is ideal where space 
islimited. Itis constructed from extended 
polystyrene panels giving reduction of 
panel resonance and is designed to house 
a single 8in. unit. 


ш The PST/8 is suitable for mono or stereo 
Miti use and may be stood on a table or on 
the floor. 


SIZE 24 x 12 x 12in. 


WEIGHT 1716. Cabinet only. 
Choice of Walnut, Oak or 
Mahogany уепеегз. 


Recommended Units: 


PRICE £10/10/- tax free or Super'8/FS/AL £6 19 11 (inc. Р.Т.) 
= £7/10/- in whitewood. 8/145  .... £6 19 Ш (inc. Р.Т.) 
in "9 8in. Bronze/FS/AL £4 6 7 (тс. Р.Т.) 
m All available 12/15 ohms or 2/3 ohms. 
“~ 
— 


A high-quality 8in. unit specially developed for use in 
column enclosures. The 8/145 is fitted with foam surround, 
aluminium voice coil and centre dome for optimum treble 
response. 


IMPEDANCE 2/3 ohms or 12/15 ohms 
‘BASS RESONANCE 55/65 c/s. 
FLUX DENSITY 14,500 gauss 


TOTAL FLUX 60,000 maxwells 
On lin. dia. centre pole 


MAX INPUT 4 watts rms (8 watts peak) 
rated up to 10 watts rms in suitable enclosure. 


PRICE £6. 19. 11 (inc. Р.Т.) 


Illustrated leaflets and constructional details of sultable enclosures 
free on request. 


Whartedale 


WIRELESS WORKS LTD 
IDLE BRADFORD YORKS 


Telephone: Idle 1235/6. Telegrams: * Wharfdel,’ idle, Bradford. 
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ALL TRAVELLING WAVE TUBE 


MICROWAVE SYSTEMS 
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HIGH PERFORMANCE 


Marconi microwave systems, with capacities from 60 to 960 channels and capable of. carrying high 
quality television, are designed to meet exacting international standards of performance with 
margins in hand. 


EXTREME SIMPLICITY 


Travelling wave tube techniques ensure extremely simple circuitry and make full use of high 
gain and great band width available. A unidirectional repeater consists of only three travelling 
wave tube amplifiers and one frequency change oscillator with their power supplies. 


GREAT RELIABILITY 


The use of travelling wave tubes in the repeaters has allowed considerable reduction in the 
number of valves and components used. Thus the likelihood of unexpected failure has been 
considerably reduced. 


EASY MAINTENANCE 


The design of the units ensures easy access to all parts of the equipment and the extensive 
use of printed circuitry allows speedy and accurate replacement of precision circuits by 
technician staff, without realignment of the equipment. 


EXTREME SAFETY 
All high voltages are fully interlocked. 


INSTALLED 


— 


The Post and Telegraph Authorities in 
more than 80 countries rely on High Capacity 


Mobile Microwave 


Systems 
COMMUNICATIONS SYSTEMS 


MARCONI'S WIRELESS TELEGRAPH COMPANY LIMITED - CHELMSFORD · ESSEX : ENGLAND 


на 
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for fluorescent lighting and general applications. 


The.ronge of operating voltages, powers and frequencies 


is under steady development. 


SEPTEMBER, 1960 


TRANSISTOR Converters and Inverters 


Inverters for fluorescent lighting from 12 volt d.c. supplies cover the 


range from a single 6” tube to six 24" tubes or equivalent. 
Inverters for 12v. d.c. to 50 c/s or 400 c/s a.c. up to 100 W. 


Constant frequency and locked frequency inverters for camera 
and tape recorder operation. 


Inverter-rectifier systems for d.c. to a.c. conversion. 


TRANSISTOR Controller 


Magnetic amplifier intermediate stage, saturable reactor 


power stage. À temperature controller for use with a platinum 


resistance thermometer to. provide power control 
up to 60 KW 3-phase. No mechanical switches. 


Constant current characteristic for platinum furnaces. 


THE PHOENIX TELEPHONE AND ELECTRIC WORKS LIMITED, 
THE HYDE, LONDON, N.W.9. Telephone COLINDALE 7243 


TELECOMMUNICATIONS 
PLUGS - LEVER KEYS * CABLES 
FUSE MOUNTINGS * AMPLIFIERS 
CONTROL PANELS. * MOULDINGS 
COUNTERS * PLUNGER SWITCHES 
MAGNETIC AMPLIFIERS + RELAYS 
SATURABLE REACTORS * JACKS 
TRANSFORMERS * INSTRUMENTS 
CORDS * INTERNAL TELEPHONES 
TRANSISTOR INVERTERS * BELLS 
PROTECTORS + WIRES * BUZZERS 
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| electronic 
J| engineers 


for supervisory appointments 


e High technical interest 

e Opportunity to travel abroad 
e Individual responsibility 

e Good promotion prospects 


e Excellent salary levels 


Ferranti Computer Division are about to make super- 
visory appointments in connection with Computing 
Installations, planned or already operating, in the U.K., 
France, Norway, Sweden, Italy, Germany, Switzerland, 
South Africa and South America. 
If you have no academic qualifications, good Service 
5 experience will be favourably considered, as successful 
candidates will be given six months' training. і 
This is an opportunity to join the most progressive 
> computer team in Britain. Please write, giving details 
of your qualifications and experience, to 
T. J. LUNT, Staff Manager, Ferranti Limited, Hollinwood, 
Lanes. And quote reference CDM. 


erranti computers 
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T.V. Pattern Generator 


type GM 2671 


Io Д LI PS electronic measuring 


Sold and serviced by Philips Organizations all over the world 
Overseas enquiries please, to the manufacturers, 

N.V. Philips, EMA-Department , Eindhoven, the Netherlands. 

Sole Distributors in the U.K.: Research & Control Instruments Ltd., 
207 King's Cross Road, London W.C. 1 
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VHF Television Generator 


Type GM 2681 


generators 


GM 2671 


ө Valuable tool for Т.И. setmakers, development labora: 
tories, T.V. stations, relay-transmitters etc. 


e Fully complies with the C.C.LR. 625 lines, F.C.C. 525 
lines and French 819 lines specifications. 


ө Composite video pattern enables fast checking of picture 
geometry, linearity, ringing, overshoot, frequency cha- 
racteristics, gamma etc. 

e High accuracy and stability of waveforms by using 
binary dividers and delaylines. 


@ Checking of heater voltages and mains locking by means 
of a meter-instrument. ` 


@ Can also be supplied for 19” rack mounting. 
@ Suitable for all normal mains voltages (110 - 245 И). 


TECHNICAL DATA 


T.Y. Systems CCIR 625 lines, 50 с/з 
FCC 525 lines, 60 c/s 

French 819 lines, 50 с/з 

Master oscillator 

Synchronisation by a crystal oscillator, mains comparison 
or external source. 

Wave forms 

The pulse timing, duration and rise times fully 

comply with the system specifications. 

The picture/sync ratio is adjustable around 

the standardized value. 


Output 
Video Voltage composite, 1 Vp 
Polarity negative or positive 
(reversible) 
Impedance 750 


Auxiliary signals 
total blanking 


total sync Voltage 3 Ур-р 


line sync Impedance 750 
-frame sync 


External picture modulation 


Voltage 1 Vp-p 
Impedance 150 
Polarity positive: 


GM 2681 


@ Suitable for the television bands I and III 

ө Can be used in connection with the Pattern Generator, 
type GM 2671 or separately 

Ф Supplies picture and sound carriers separately or simul- 
taneously, modulated or unmodulated 


@ Output voltages, modulation depth and sweep can be 
adjusted to standard specifications with the aid of the 
built-in voltmeter 


@ Suitable for all normal mains voltages (110-245 V) 


@ Available for incorporation in the GM 2671 rack, in 
separate casing or mounting in 19” rack (as below). 


TECHNICAL DATA 


TV System 

Video modulation: negative 

Sound modnlation: FM 

Executions 

CCIR 625 lines, 50 c/s, 

ЕСС 525 lines, 60 c/s or 

OIR 625 lines, 50 c/s system and special 
executions for Australia, Austria, Italy and 
New Zealand. 

Output 

Picture and sound carriers 


Frequency up to 12 channels in hand I and Ш, 
у crystal controlled, accuracy 0.029/o 
oltage, р 
picture carrier 100 mV max. 
sound carrier 30 mV max. 
Attenuation max. 80 dB, in steps of 4 and 20 dB 
Accuracy 0.5 ав 
Auxiliary oscillator 
Frequency equal to the picture-sound distance 
Voltage rms 
Impedance 750 
Modulation 
Video External 
Voltage 1 Vp-p 
Impedance 75Q 
Polarity positive 
Internal sound 1000 с/з 
External sound 30 - 16,000 c/s 
Voltage Vrms 
Impedance 6009 


instruments duality €ools for industry and research 


PHILIPS 
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A simple and logical 


system of control 


The Quad 22 Control Unit incorporates 
every practical refinement for the 

full appreciation and enjoyment of 
the discriminating listener. 

For instance... 


THE BASS & TREBLE CONTROLS 

It is probably true that most bass and treble control systems—because of misuse— 
degrade quality more often than they improve it. Bass and treble controls should properly 
be designed for musical balance adjustment only, completely divorced from all filtering 
requirements and from all applications which can better be achieved by fixed networks. 
Even so, bass and treble controls should be used sparingly with a proper reference to 
“cancel” to ensure optimum adjustment. With a very good loudspeaker it should seldom 
be possible to improve the balance professionally achieved at the transmitting studio, 


Send a postcard to Dept. ww for illustrated leaflet. 


ACOUSTICAL MANUFACTURING CO. LTD. Huntingdon, Hunts. Telephone: Huntingdon 361 
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of 250W and is suitable for use as a 
power amplifier in transmitters up 
to 400W, or in R.F. heating 

| equipment (up to | kW per valve). 


| 
TRANSMITTING | | крике 
TETRODES 


Type C.1108 is a smaller version 


designed for similar uses at lower 
power levels (anode dissipation 
125W). 


American British 


E.E.V. type C. V. number equivalent equivalent 
C.1108 2130 4-125A QY3-125 
С.1112 2131 4-250А QY4-250 


Full data relating to these valves will be 


"ENGLISH ELECTRIC 


ENGLISH ELECTRIC VALVE CO. LTD. 


A и. 48 
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wetided wire terminations 


MASTERPIECES IN 
MINIATURISATION 


Advanced production methods incorporating 
such important refinements as welded 

terminal wires, enable Swindon Condenser 
Company Limited to offer the smallest 
electrolytic capacitors of their type in the world. 
These masterpieces of miniaturisation 

are an outcome of advanced basic research. 
The type of research that is widely 

associated with this Company and its 
performance-proved products. 


As examples of maximum capacitance, voltage 
and size’ within the range, the following may be im. 
of interest. The full range includes more than еа 


one hundred. Others can be provided on request, 


g 


UN " i 


Maximum | Working Size Size SWINDON 
Capacitance Voltage (Diameter) (Length) 
MED CONDENSER COMPANY 

50 6 тА" 5%” 

ae ; As" 5%” LIMITED 

12 3 Ve" Ae” 7 Е б E 

2 6 140" 142" Industrial Estate, Swindon, Wiltshire 
WELDED WIRF TERMINATIONS— Patent applied for Telephone: Swindon 6151/2 


E 
k . 5 ! 
| 
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МОЕЙ ШШ 


LOUDSPEAKERS FOR ALL PURPOSES 


Rola Саной Led. THAMES DITTON, SURREY, ENGLAND. Telephone: Emberbrook 3402/6 
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CONTROLLED POWER 


New G.E.C. Silicon Controlled Rectifier now available 


The SCR96 silicon controlled rectifier is a three-junction semiconductor device developed and manufactured by G.B.C. 
for use in power control and power switching applications requiring blocking voltages up to 200V and load currents 
up to 10A. Series and parallel circuits may be used for higher power applications. 


Maximum Maximum | Maximum Peak Maximum | Average 
Continuous Transient | average one-cycle average | gate current | Typical , Typical 
Р.У, | PIV. (5ms)* currentt surge current gate power | to fire turn-on timet | turn-off timet 
(У) | (У) | (A) (A) (W) | (тА) (и) (us) 
a LL ——D Ma EE 
| | | | 
$СВ961 25 35 | | 
SCR962 50 75 | | 
SCR963 100 150 | 10 120 0.5 20 2 
SCR964 150 225 
SCR965 200 300 
| | 
* For zero or negative gate voltages 1 Depends on cooling system and conduction angle. $ Value depends on circuit. 


SEMICONDUCTORS 


For full information please write (or in London area phone TEMple Bar 8000 Ext. 10) to: 


THE GENERAL ELECTRIC CO. LTD., SEMICONDUCTOR DIVISION, SCHOOL STREET, HAZEL GROVE, STOCKPORT, CHESHIRE. 
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INTERKAMA ynat 
-AC xm ч 
A. „ш this case up to 1 Mc/s. And the inside of the 


Advance time and frequency measuring counter type TCI 
STAND NO. \ is rather exceptional. Over 145 transistors and 21 printed 
e Circuit boards have been combined in an advanced design 
Y to provide the full facilities and high performance expected 

Ф x € of a first grade laboratory instrument. 
Nett Price in U.K. £350 


Leaflet Y101 will be forwarded on request. 


LA M Y 
TY N D ANY v SIX FIGURE DISPLAY accurate to +1 count 
ws) ok AAA PT N 
VTE EA FREQUENCY MEASUREMENT from 10 to 1,000,000 c/s 
^ * , TIME MEASUREMENT from 1 usec. to 2,777 hours 


* PERIOD MEASUREMENT 1 ог 10 periods of input wave- 
form down to 10 c/s 


RANDOM COUNTING totalling over any period 
OUTPUT TIMING PULSES from 10-' to 10° p.p.s. 
INTERNAL STANDARD oven controlled 1 Mc/s crystal 
STABILITY +1 part in 10' at 25°C 


SELF-CHECK FACILITIES to internal crystal standard 
FREQUENCY MEASURING PERIOD 0.1, 1:0 or 10 seconds 


REPETITION OF COUNT manual or automatic 
POWER CONSUMPTION 3 W (battery), 14 УА (mains) 
DIMENSIONS length 12in., height 9in., depth 


6in., weight. 12 lb. 


ж AND NOW—Virtually to d.c. with V.L.F. 
Converter type C.A.1. 


Advance COMPONENTS LIMITED 


INSTRUMENTS DIVISION 
ROEBUCK ROAD • HAINAULT * ILFORD » ESSEX • TELEPHONE ? HAINAULT 4444 


IT/AB 
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contemporary radios and radiograms 


Model PKGS5 Radio- 
gram, іп natural 
Sycamore 


Model Atelier 1, in 
sycamore and white 


Loudspeaker Ш, match- 
ing Atelier | 


Model SK5 Table 
Radiogram, in syca- 
more and white with 
plastic lid 


Model TPI Transistor- 
ised Battery Portable 
Radiogram 


Model Atelier 1. Table radio- 
gram, with two LI Loudspeakers for 
monophonic or stereophonic repro- 
duction of radio and record. 


TYLED in beauty to delight your eyes 
and ears. 

Providing the most critical listener with concert- 
hall mono or stereophonic reproduction of radio 
and record in the comfort of his own home, in 
cabinets of undating charm and beauty .. . a range 
of moderately priced radio receivers and radio- 
grams that will satisfy the taste of the most 
fastidious, in keeping with modern furnishing trends. 


AFONONUOONOUOOOOO OOOO UOOCEPO PAUP O ERO DOO IOUO NOOO O OTROU OOTU 


Available from leading Departmental Stores and Radio Dealers 
Sole Concessionnaires for United Kingdom 


WINTER TRADING CO. LTD. 
95/99 Ladbroke Grove, London, М.І. 
Telephone: Park 1341 (10 lines) 


pee mE So = аа e Tm 
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Where great things are done 


with Microwaves 


RADAR: Fire Control - Navigation of Aircraft and Small Ships - Automatic Landing - Missile 
Guidance - Transponders © COMMUNICATIONS: Multichannel Radio Links for telemetering 


Data and Speech e VALVES: Klystrons and Magnetrons for 35/GCS and 75/GCS bands - Monitor 
Diodes for I/GCS to 35/GCS * INSTRUMENTS: Comprehensive Waveguide measuring circuits 
covering 6 to 75/GCS « RESEARCH: Outstanding Research and Development of the latest techniques. 


COMMUNICATIONS DIVISION • RADAR DIVISION - VALVE DIVISION 


MICROWAVE & ELECTRONIC INSTRUMENTS DIVISION + RADAR RESEARCH LABORATORY 
2 LLIOTT ELLIOTT BROTHERS (LONDON) LTD 


Elstree Way, Borehamwood, Hertfordshire - Elstree 2040 
Airport Works, Rochester, Kent - Chatham 4/4400 


LEY A MEMBER OF THE ELLIOTT-AUTOMATION GROUP 
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Get it TAPED 


z to perfection 


STANDARD LONG PLAY DOUBLE PLAY 
== T cad 7| sizes | po 

чыя ект | =, | PRICE FEET | "Prec PRICE 

Gies) | « s o | of ri а | Oties) |a s | 

225 | 240m 8 

450 50 ж 14 

850 |1. 31 „= 18 


6 
6 
0 
1200 2. 8 .. | 1 15 0 p 4.16. | 4 00 
x 3 жыл 
0 


ттш 


| 30 | 32 10 6 


2. 8,12 50 
B.. 0 .. 2 17 6 | 


3r 
5% 


1800 |3..12 .. | 2 10 SUPERGRADE 


2400 |4..16.. | 3 10 


Byers 


LONG PLAY 


MACBI TIC BECORBING TAPE 


сз»чайоок 


ът 


со 


A MEMBER OF THE 


GROUP QF COMPANIES 


аёсоароім е 


ОП 


М$$ Mastertape 


MSS RECORDING COMPANY LIMITED. COLNBROOK. BUCKS TEL, COLNBROOK 2431 


м$ 
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The OC123 is a ferrite core driver transistor 
similar to the OC23, but scaled down into a 
small metal can for those applications where 
-space saving is of cardinal importance—such 
as in closely packed printed circuit boards— 
and where the dissipation rating need not be 
so high as.with the OC23. 


The total dissipation rating of the compara- 
tively small OC123 is, in fact, 200 mW at ап 
ambient temperature of 45°C. The peak 
current-is 1 amp, and the voltage rating and 
current gain are also high. Even at a collector 
current of 1. amp a' is 50 minimum. 


The ОС123 is particularly suitable for gating 
current pulses generated by its. larger com- 
panion type OC23 for driving ferrite cores. In 
such an application, a 350mA 2 microsecond 
pulse with a leading edge rise time of 0.4 
microsecond can be passed by the transistor 
when it is fully bottomed: 


Abridged details are given below—for full data 
please write to Mullard House. 


Veb max. (le = 0) -50 V 
Усе max. (Vpe > +0.5V) -50 V 
Vee max. (Ic = 0.5A) -25 V 
іс (pk) max. о A T 10A 
ll а lc (av) max. (averaging time 20 ms) г: 05A 
u ат Ptot at 45°С ambient 200 mw 
=) Tj max. Š : : 90°C 

unction temp. rise above 
industrial Malla mel in free cm bo | к 0.22°C/W 
n Junction temp. rise above case . 0.06°C/W 
See ee НЕ Vc (knee) (1с = 400 mA) . : 3 -350mV 
{4 (Ус = —2V, lc = 100 mA, T; = 25°C) 1.5Mc/s 


MULLARD LIMITED : 


Semiconductor Division > 


Mullard House · 


Torrington Place - London W.C.1 > Telephone ae 


6633 
IS 25a 
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THE MAGAZINE ТАРЕ ОЕСК. 


Designed by Garrard to 
bring quality tape recording 
and playing within the 
range of everyone. Controls 
reduced to an absolute 
minimum plus magazine 
loading—anyone can operate 
this deck. No threading, 
anchoring or spilling of-tape. 
All the pleasures of tape 
recording without the head- 
aches. 


WIRELESS WORLD 
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A new 
turntable- 


LABORATORY SERIES 

AUTO TURNTABLE TYPE A. 

The perfect product of combined 
design and engineering achieve- 
ment. А brand new model to 
meet the demand for a Transcrip- 
tion Record Player with provision 
for automatic use if desired. Per- 
fect playing from both stereo 
and monophonic records. This is a 
unit for the enthusiast. 


ІЯ MEET US ALL AT THE 


RADIO SHOW 
STAND 56 


THE GARRARD ENGINEERING AND 
MANUFACTURING, CO., LIMITED 


Factory and Registered Office: 
р ў NEWCASTLE STREET, 
<{Ak A SWINDON, WILTS. 


Tel: SWINDON 5381. TELEX 44-271 
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Measure dc currents 0.3 ma to 1 ampere with 


DC MILLIAMPERES 


atat ty 478 


SPECIFIC АТ ЛМР 


Current Range: Less than 0.3 ma to | amp, 6 ranges. 
Full scale readings from 3 та to | amp; 3 ma, 10 ma, 
30 ma, 100 ma, 300 ma, | amp. 


Accuracy: +3% -Е0.1 ma despite line voltage varia- 
tions of +10%, probe closure, ageing or Earth's 
magnetic field. 


Probe Inductance: Less than 0.5 uh maximum. 
Probe Induced Voltage: Less than 15 mv peak. 


Effects of ac in circuit: Ac with peak value less than 
full scale affects accuracy less than 2% at frequencies 
different from the carrier (40 KC) and its harmonics. 


Power: 115/230у + 10%, 70 watts. 


No Breaking of Leads 


No DC Connection 


No Circuit Loading 
HEWLETT PACKARD 


428^ 


Clip-on 


Milliammeter 


Bisse of the measuring convenience, time 
saved and accuracy gained when you don’t have 
to break into a circuit, solder on a connection or 
worry about probe loading. 

With the new -hp- 428A Milliammeter and its 
new probe, you literally “ clamp around " and 
read! You get maximum accuracy because there 
is no effective circuit loading from the 428A’s 
dc probe. The instrument easily measures dc 


currents in the presence of ac. And insulation is more than adequate 
to ensure safe measurements at all normal voltage levels. 


Size: Cabinet mount, 7iin. wide, Шт. high, 142in. 
deep. Weight 19 pounds. Rack mount I9in. wide, 7in. 
high, I22in. deep. Weight 24 pounds. 
Probe Tip Size: Approximately зіп. x їп. Wire 
aperture diameter Xin. 
Price: delivered U.K. and exclusive of duty where 
payable. 
£195 (cabinet mount) 
£197 (rack mount) 


Continuous progress in design may affect the above 
specification which is therefore subject to change 
without notice. 


LIVINGSTON LABORATORIES LTD. 
RETCAR STREET 


LONDON + N.I9 · Telephone : ARChway 6251 
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The Transmitter TDMS 5BV — Provides 
telegraph test signals with or without distortion. 


The Receiver TDMS 6BV — Enables a 
telegraph circuit to be monitored without inter- 
ruption. The signal can be displayed against a 
circular or spiral time-base, each characteristic 
instant of modulation being shown as 2 bright dot 
on the screen. 


The Telegraph Signal Display Unit TDU2- 
A specialized oscilloscope, having a linear time- 
base of good short term stability and long term 
accuracy, for examination of the d.c. telegraph 
wave form against a continuous start/stop time- 
base. Valuable features of the instrument are an 
X shift calibrated in terms of code element tran- 
sitions and an X expansion control. 


AUTOMATIC TELEPHONE AND ELECTRIC CO. LIMITED 


STROWGER HOUSE, ARUNDEL STREET, LONDON, W.C.2 


AT 14041 


WIRELESS WORLD 


Speed Ranges. The standard models cover the speed 
ranges 40-60, 60-80, 80-100, 160-180, and 180-200 
bauds. Other ranges within the limits 20-200 bauds can 


be provided to special order. 
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L^ START OF |" CHARACTER 


10 


'SPLIT ELEMENT 


START OF 2'" CHARACTER 


CHECKING THE 
STOP ELEMENT 


Oneofthe unique facilities ofthe TDMS 
6BV is examination of the stop element 
in caseswhere its mutilation is suspected. 
When the TDMS is operated in the 
spiral time base condition, the spiral is 
started at the beginning of each start, 
element and the trace makes a number 
of revolutions, depending on the Unit 
Code switch setting, before returning to 
"rest". For example, if the switch is set 
for 7, the trace completes 6} revolutions, 
and while this shows any distortion at 
the beginning of the stop element, the 
duration of this element is not shown. 


If the switch is set for 14, in examining 
a 7} unit code signal, two complete 
characters appear on the trace, one at 
zero and the other at 50%, or displaced 
by a percentage indicating the amount 
of stop element distortion. For a 7 unit 
code signal the characters appear under 
each other at zero, separated by the stop 
element length; for a 7.42 unit code 
signal the second character appears at 
42%. Each alternate stop element length 
is thus shown for examination and any 
defect in the telegraph or transmission 
path, affecting the stop element, made 
apparent. The example above showsa 50 
baud 7$ unit signal, for the letter $, dis- 
played against a 14 count. Here the stop 
element length is correct (13 revs., 20 + 
то = 30 ms) but the TDMS showsa 
split stop element, possibly due to a 
faulty transmitter. 
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from AIRPORTS 


м we 
«ы t 


To ZYMURGISTS 


py 


„m m аа 


A ee ee a s" 


Multitone 


leads in pocket 
staff location 


Additional Facilities 
ELECTRONIC TRUNCHEON 


The Electronic Truncheon is no bigger than 
standard equipment carried by guards and serves 
the same purpose, but inside there is a trans- 
mitter which, when the button is pressed, sends 
out a signal. This is picked up by the loop of 
wire around the area to be protected. The pulse 
is used to operate a small receiver, which auto- 
matically switches on any form of electrical 
alarm. It can be operated from any point in the 
area. 


By far the largest number of hospital 

and industrial installations of the pocket 
receiver type in this country, and 
overseas, are Multitone. Our selective 
induction system “ Personal Call " is 
saving time, money and worry in well over 
100 different types of industrial concerns 
from airports to zymurgists. (We are 
looking for a Quill Manufacturer to 
complete the alphabet.) 

The New MULTI-CHANNEL equipment 
provides over 400 individual channels 
using the new flat receiver (as illustrated) 


INTERNAL TRANSPORT COMMUNICATION 


The Multitone “ Personal Call" loudspeaker- 
receiver has been designed to solve the problem 
of conveying verbal instructions to transport 
vehicles used for handling loads inside a given 
area. Messages can be conveyed to all or selected 
vehicles from the central transmitter. 


MULTITONE INDUCTION SYSTEMS CAN 


THE MULTITONE 
SOLVE YOUR STAFF LOCATION PROBLEMS: 


personal са 


system of staff location 


Ж Equally suitable for large and small areas or 
concerns 


* Low rental terms 
* Virtually no internal wiring 


the *peep-peep' in the pocket), the only staff location system worth installin 
peep-peep P y y 5 
Write or "phone for further particulars. We can be found in 10 seconds. 


MULTITONE ELECTRIC COMPANY LTD., 12/20 Underwood St., LONDON, N.1. (CLErkenwell 8022) 
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meters made to measure 


se v e n E ra n g e This seven-range meter, using 


Ernest Turner Model 605 was 
H H calibrated with special ranges by 
m ete r, 1 n С | и d 1 n 9 Anders at short notice for Elliott 
Brothers Ltd for the special- 


М М m MV E м А - m ad em purpose test gear shozon above. All 


the meters in this complex 


fo r E | 1 i ott ái Ss at installation were supplied by 


Anders, who have the pleasure of 
2 = carrying out similar work for a 
Ss h Оо rt n oti G e number of famous manufacturers. 
Anders are indebted to Elliott 
Brothers for kind permission to 
illustrate this equipment. 
The Anders Instrument Centre commands the largest stocks of meters in the country, unique calibrating 
facilities, and detailed knowledge of metering problems. Most standard meters are supplied immediately. 
Non-standard meters of all kinds, shapes and sizes, for special voltage and current ranges, are accurately 
calibrated, tested and normally ready within 10-14 days. Makes include Avo, Crompton Parkinson, 
EAC, Elliott, Pullin, Tàylor, Turner, Weir, Weston. Types include moving coil, moving iron, thermo- 
couples, electrostatic, dynamometers, from 13" to large switchboard instruments, and complete range 


of accessories. Please write or "phone for details of the Anders meter service. 


A 4] | | | 2 К ELECTRONICS LIMITED 
103 Hampstead Road, London NW1. Tel: EUSton 1639 
Contractors to GPO and Government Departments. 


Ministry of Aviation approved. 


METERS, ELECTRONIC AND TEST EQUIPMENT TO INDIVIDUAL SPECIFICATIONS 


ЗЕРТЕМВЕВ, 1960 WIRELESS WORLD 47 


If your problem is the design of Thermostatic 

or pressure sensitive systems, small shaft couplings, 
pressure seals or vacuum seals, then the versatile 
metal bellows will provide the solution. 
HYDROFLEX are, of course, to be preferred. 
Please write to the Bellows Division for your copy 
of the catalogue, quoting reference “WW”. 


DRAYTON REGULATOR & INSTRUMENT CO. LTD. 
West Drayton, Middlesex. West Drayton 4012 


48 


WIRELESS WORLD SEPTEMBER, 1960 


N $ F о R M E R $ All for 240 V Input. Other Supply Voltages as Required 
T R A CONTINUOUS RATING. Short Rating Transtormers also available 

5v 80A ... #8 

4y 100А .. £8 

60 V 7A EB 

110-120 V 4А .. £9 

12 40A ... £8 

18 V 30A ... #9 

17 У 40A ... £9 

24V 30A .. #10 

30 V 25A ... #0 

55v ISA ... #10 

БУ 140A ... #1! 

110-120 V ЮА ... #15 

40 У 25A .. #15 

SiV 300 A ... £20 

6-12 V 50 A £10 

12 V 60A ... #10 

12 у 100 А ... £16 

50 V 60A .. £25 

10-15-25 V 100 А ... £26 

10-20-30 V 100A ... £33 

110 V centre tapped 25 А ... £28 

6-12-18-24-30 V BA .. £i 


TRANSDUCTORS THREE-PHASE те 
SATURABLE REACTORS TRANSFORMERS за 


om 
> > Input 400/440 V. 
Saturable Reactors for con- 40 V 50 A 3-phase £40 


ru. BO) О n 
^ uo xal * е Ж 110V 100 A 3-phase £90 
d SUPRIY NOX: 4V 5,000 A 3-phase £130 
ages, single-phase and 3- T 
phase. Standard DC control These and other АПЫ 
volts: 12, 24, 36, 110 and formers can be supplied for 
240 V. 3-phase, 6-phase and 12- 


phase Rectifiers. 


2 
S» № 
= 


АА 


ee 


mma 


— 9 ТЕТЕ VOLTAGE SELECTOR 
VOLTMOBILE — Ayro-TRANSFORMERS 
Range: From 1.6% to 100% of Supply Volts in 64 steps of 1.6%. 
ON LOAD SWITCHING. 


VOLTMOBILES can be used Single Phase Units 240 V 440 V 
by themselves or in the prim- 15А £28 £37 
ary of another transformer to 

give very fine changes of WA £39 = 
output.  Overvoltage avail- 60A £69 £81 
able as extra. 100 A £99 £121 


D-C MOBILE RECTIFIER SETS 


For 240 У АС. The larger outputs are available for 3-phase supply. 


Full load DC Volts and Amps are stated. 
Prices are without Meters and Regulators. 


6v 15 36У 20A. 
12 у 10 36У 40А 
12 У 20 36У 60А £55 
12 у 30 ШОУ SA.. £32 
12 У 60 МОУ 10А .. £42 
12 у 105 MOV 15А .. £53 
12 У 210 HOV 20A.. £67 
'2V 1,000 НОУ 25А.. £84 
24 V 12 220У 130 mA £15 
24 V 20 250 V 6A. £49 
24У 30 250V 10А ..... £70 
24У 60 250 У ВА. £89 
24 Y 105 250 V. -20А ль. £110 
24У 200 , 1,200 М 225mA ............ £30 
24 V 750A. а 2 Built in to order—Ammeters—Voltmeters—Rheostats— 
36V ЮА... г Stabilising Circuits—Chokes—Variacs. 


SPECIFIC [ENQUIRIES are invited for  HARMSWORIH, TOWNLEY б CO. 


Transformers and Rectifiers. We specialize 


їп HEAVY CURRENT EQUIPMENT. 2 JORDAN STREET, MANCHESTER 15. CENTRAL 5069 
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The "Studio" C 60 
Record Changer 


New fool-proof four-speed mechanism 
Motor dynamically balanced 
Stereo or monaural cartridge 


Muting switch standard on all stereo 
machines 


The "Studio" Tape 
Transcriptor 


Ап outstanding achievment т 
design and performance. 


Three speeds—17, 33 & 74 LP.S. 
Three motors 


Very low “ Wow "—less than (15% Jat 
74 1.Р.$. 


Fast rewind—1200 feet in 65 seconds 
Space for monitor or stereo playback head 


The RP 594 4-speed STEREO and 
MONAURAL Record Playing unit 


Heavy l2in. Turned non-ferrous turn- 
table . . . latest counterbalanced pick-up 
агт... 4 speeds . . . simple controls... 
choice of pick-up cartridges, 


MODEL RP 594 


—To same specification but with 1011. 
steel turntable. 


ОЛАКО 


—Synonymous with Quality 
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NEW FROM COLLARO! 


RIPPLE WORKS, BY-PASS RD., BARKING, ESSEX 


Telephone: RiPpleway 5533. Telex: 28748 
Telegrams: KORLLARO-TELE X-BARKING. 


Where quality is the first consideration the world's leading manufac- 
turers fit Collaro equipment. 


Makers of Record Changers, Gramophone Units, Pick-Ups, Electric Motors etc, 
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vital 
sTicktactics 


The waist of a new Caslite tuning slug 
deserves your attention. It has a waistband 
of chemically stable plastic which enables it 
to anchor itself unshakeably to the thread. 
Vibration and temperature change won’t 
move it. However, the slug can be turned 
... easily ... for retrimming. Clever thing; 
it grips but never sticks. 


Caslite self-locking cores 


The Plessey Company Limited - Components Group. Chemical & Metallurgical Division - Wood Burcote Way . Towcester - Northants 
Telephone Towcester 312 


Overseas Sales Organisation: Plessey International Limited - Ilford - Essex 


Telephone Ilford 3040 
@ tca 
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In view of the increased world- 
wide demand for 


HALTRON RADIO TUBES, 


we are happy to announce that 
we are now operating from our 
new and enlarged premises. 
This enables us to offer a much 
wider range of receiving, trans- 
mitting and special purpose 
tubes, backed by prompt de- 
liveries. Come to our unique 
Organisation and get all your 
valve requirements from one 
reliable source. 


We invite your specific enquiries for’ valves 
tested to CV, JAN, and MIL specifications. 


Our Organisation is A.R.B. Approved. 


If you are not already on our Mailing List. blease send 
for latest Price and Stock Lists. 


HALL ELECTRIC LTD <=> 


HALTRON HOUSE, ANGLERS LANE, LONDON N.W.5. 


Tel.: Gulliver 8531 (10 lines) Telex 2-2573 Cables: “Hallectric London" 
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TRANSFORMERS 


CHOKES PLUGS SOCKETS 


--—— É 


RESISTORS 


Miniature 
Electronic Components 


Phone: ELGAR 3923 (6 lines) Telegrams: HAILER. LONDON. 


High quality material and dimen- 
sional precision are attributes of 
Bullers die-pressed products. 
Prompt delivery at competitive 
prices. 


Bullets ceramics 


FOR INDUSTRY 


We specialise in the manufacture of — PORCELAIN FREQUELEX 


for general insulation for high-frequency insulation 
REFRACTORIES PERMALEX & TEMPLEX 
for high-temperature insulation for capacitors 


MILTON * STOKE-ON-TRENT + STAFFS 
Phone: Stoke-on-Trent 54321 (5 lines) * Telegrams & Cables: Bullers, Stoke-on-Trent 


ironworks : TIPTON, STAFFS London Office: 6 LAURENCE POUNTNEY HILL, E.C.4 
Phone: Tipton 1691 Phone: MANsion House 997] 
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10-Mcs 
ELECTRONIC 
COUNTER 


TYPE TF 1345 


OPTIONAL ACCESSORIES 


VIDEO AMPLIFIER TYPE TM 5950 


FREQUENCY CONVERTER TYPE TM 5951 
(10 MC/S TO 100 Mc/s) 


FREQUENCY CONVERTER TYPE TM 5952 
(100 Mc/s TO 220 Mc/s) 


TIME INTERVAL UNIT TYPE TM 5953 
OSCILLATOR — 1 PART IN 107 PER WEEK 


BRIEF SPECIFICATION 


High-speed counter/timer with built-in precision 

frequency standard. Stability: +2 parts in 10’ short term. 
Readout by neon indicators on 8-decade digital display. 
Counts up to 107 per sec; measures frequency from то c/s to 
1o Mc/s, period of waveforms up to 100 kc/s. Selection of 
plug-in accessories extends frequency range to 220 Mc/s, 
allows time measurement down to I usec, increases sensitivity 
to Io mV. Display time :. manual, or continuously variable 
from о.І to Io sec. with automatic and repetitive resetting. 
For bench or rack mounting. 

For full details, write for leaflet G178. 
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MARCO м i 5 Please address enquiries to 


MARCONI INSTRUMENTS LTD., at your nearest office: 


Lond d the South: 
І N S T R U M E N T S Mareen Hone; Sind, London, W.C.2. Telephone : COVent Garden 1234 


Midlands: і 

Marconi House, 24 The Parade, Leamington Spa. Telephone: 1408 
North: 

23/25 Station Square, Harrogate. Telephone: 67455 

Export Department: 

Marconi Instruments Ltd., St. Albans, Herts. Telephone : St. Albans 56161. 


REPRESENTATION IN 68 COUNTRIES 


TC178 
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FOR COMMUNAL AERIAL SYSTEMS Ai 
SPLITTER UNIT TYPE UDC 


Ease and speed of installation, cable economy, (Cover removed) 
maximum screening qualities and performance speci- 
fications haveall been acquired through long experience 
in building-up cable networks. Teleng cable fittings 
provide full screening against induction and ghosting 
in both indoor and outdoor versions of Junction, Tee, 
Splitter and Load units. 


THE FULL RANGE INCLUDES ... Surface or 
Flush Outlet Units with or without attenuators 
or loads and incorporating complete isofation 
of cable conductor and screens to fully safeguard 


system and users. CABLE CONNECTOR 


TYPE C 


Welcome to STAND 107 
Radio Show, соат 23 Aug.-3 Sept. 
to see the latest Teleng developments. 


Send for fully comprehensive lists to— MENTED 


TELENG LIMITED TAPPER TYPE 38 


Teleng Works, Church Road, Harold Wood, "na 
Romford, Essex. Tel.: Ingrebourne 42976-7-8 


OUTLET UNIT TYPE UO6 


ОООО ОСО OF 07070 OJOSO 


о o 
e 

o 

Phoenix: 

о 

0000 00a 000000 


EYELETTING and light 
PUNCHING MACHINES 


AUTOPHOENIX No. 6A. A new and im- 
proved air-operated machine for the'auto- 
matic insertion and closing of eyelets. The 
deep throat, high vertical gap and projecting 
base make this an ideal machine for the eye- 
letting of components in radio chassis even 
in the closest corners and, of course, for 
spinnings, cylinders and plastic mouldings. 
It can besupplied with built-in air compressor. 


ооо 


We manufacture a large range of hand and automatic 
Eyeletting and Piercing Machines and also stock eyelets 
which we can supply in small or large quantities. 

Full illustrated brochure of the '' Phoenix '’ machines, 
write for leaflet W.W.2. 


HUNTON LTD. 


PHOENIX WORKS, 114-116 EUSTON ROAD, 
LONDON, N.W.1 
Tel.: EUSton 1477 (3 lines) Grams.: Untonexh, London 
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TH EY X SO GOOD The moment you see the styling of a Truvox Tape Recorder, 


\ / 
— At 
-= m 
^N 


THEY SOUND SO GOOD 


You'll enjoy ‘listening’ more than ever before. All the 
technical know-how of a decade of specialisation, to give perfect sound 
enjoyment, is embodied in the Truvox Кб and R7 . . . the original 


you know.it is the machine for you. Foolproof and simple in 
operation with professional facilities, a Truvox Recordet will be 
the centre of your home enjoyment of speech and music. 


See them at your dealers. 


sound truly recorded and truly re-played through large 


loudspeakers. Hear them at your dealers. 


THEY ARE SO GOOD. Tha you'll never be satisfied with any 


7in. 
put. 
directions., Twin speakers. 
Response 30-17,000 c/s. 


Retail Price 75 gns. 


H.P. Facilities 
available. 


SERVICE IN  ————————— ÉÓÉÓ M 


YOUR OWN 
HOME. 


Jin. spools. 4 watts output. 
2 speeds. 8in. x біп. 


speaker. Response 30- 
15,000 c/s. 


Retail Price 55 gns. 


spools. 10 watts out- 


other Recorder . . . once you've seen and heard them, you'll 


decide for yourself . . . 


Records/Replays both 


Ask your local dealer for a demonstration or full details from:— 


TRUVOX LTD., 


Neasden Lane, London, N.W.10. (Gladstone 6455) 


56 WIRELESS WORLD 


ELECTRIC AND ELECTRONIC 
MEASUREMENTS 


Covers all normal measurements in radio and TV. 
Sensitivity 10,000 O/V. 28 ranges: from 3 V. to 750 V., 

from. 150ыА to 1.5 A., А.С. and D.C. j 
Accuracy: 1.5% on D.C:, 2.5% on A.C. Resistance 
measurements from 100 to 2 MQ. Many accessories 
to extend ranges. 


LABORATORY 
MULTIMETER 


477 


High quality multi-range meter. High sensitivity: 
20,000 Q/V. on D.C., 6,3300/V. on A.C. Low volts drop 
on current ranges: 0.2 to 0.5V. on D.C., 0.7 to 1.5У. 
on A.C. Screened magnetic circuit. Frequency response 
to 20,000 c/s. Complete overload protection, relay 
remains tripped as long as overload is applied even if 
reset button is pressed. 0.3 to 1,600V. D.C., 1.58 to 
1,600V. A.C., 504A to 5 A D.C., 160рА to 5 A. A.C., 
IQ to 50МО, 1,000рЕ to lOO;F. Many accessories 
available to extend ranges. 


OTHER PRODUCTS 


AM & FM GENERATORS VALVE & TRANSISTOR 
METERS 


TV SWEEP GENERATORS VALVE VOLTMETERS 
OSCILLOSCOPES MULTIRANGE METERS 
IMPEDANCE BRIDGES PANEL METERS 


Cie GENERALE, DE METROLOGIE 
P.0.B. 30, ANNECY, FRANCE 


U.K. Representative: 


METRIX INSTRUMENTS LTD., 


54, VICTORIA ROAD, SURBITON, SURREY 
Tel.: Elmbridge 2776 


MAXI-Q HOME CONSTRUCTOR 
CHASSIS SERVICE 


Our chassis are made with new 16 s.w.g. heavy-duty 
bright aluminium. Front panels in 19 s.w.g. steel 
with attractive hammered gold finish and clearly 
marked with neat control positions; all finishes and 
construction are made to enable constructors to 
match one unit with another. 


MULLARD CHASSIS 

“5.10” Amplifier Chassis, base, screen 
and screws 

5-10 ” Slim Line Chassis,, without control 
positions, complete with base and screws... | 

Complete Metalwork for the 5-10 Т.С.С. 
printed circuit 

Four-Channel Input-Mixing Pre-Amplifier 
Chassis, printed front panel and screws 

Type “А” Pre-Amplifier Chassis and 
front panel (unprinted) 

Type “B” Pre-Amplifier Chassis and 
front panel (unprinted) 

2 Valve Pre-Amplifier Chassis complete 
with printed, hammered gold finished front 
panel and screws 

3 Valve Pre-Amplifier Chassis, complete 
with printed, hammered gold finished front 
panel and screws 

3 Valve, 3 Watt Hi-Fi Amplifier Chassis... 

20 Watt Amplifier Chassis, base, trans- 
former covers, transformer adaptation plate 
and screws 

20 Watt Pre-Amplifier Chassis 

Mullard Tape Recorder, type “A” amplifier 
chassis 

Mullard Tape Recorder, type '' B ”' amplifier 
CHASSIS: ЕИ осоо ЕТЕТ 

Mullard Tape Recorder, type “C and 
new type "C" amplifier chassis 

Mulfard Tape Recorder, power pack chassis 

7 Watt Stereophonic Amplifier Chassis, 
printed front panel and screws 

3 Valve Stereophonic Amplifier Chassis 
and printed front panel 

Stereophonic Pre-Amplifier 
printed front panel and screws 

Mullard 7 Watt D.C./A.C. Amplifier Chas- 
sis with Paxolin and bracket 


Note: Transformer holes are not drilled in the above 
chassis excepting for the 20-watt amplifier. 


MULLARD FRONT PANELS 

Туре “C” Tape Pre-Amp. with ЕМ8І 
escutcheon cut-out, 115 x 44in 

** 5.10 ” Amplifier, 15 x 5in 

Type “ A" Pre-Amplifier, 43 x 23in.. 

Type “ B ” Pre-Amplifier, 103 x 22in 

WF1388 push-pull bias and erase Таре Deck 
Oscillator Coil for the Mullard type “С” 
Tape Pre-Amplifier 

Treble lift Inductor for the Mullard type“ С” 
Tape Pre-Amplifier 


GENERAL CATALOGUE covering full range of 
components, send 1/4 in stamps or P.O. PLEASE 
SEND S.A.E. WITH ALL OTHER ENQUIRIES. 


DENCO (CLACTON) LTD. 
(Dept. W.W.), 357/9 Old Road 
Clacton-on-Sea, Essex 


о е о е an е е о е 
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Westminster Bank uses 
Pye Television 


«X» The Pye Industrial TV Division, a member of the Pye Instrument Group, has 
supplied all the television equipment to the Westminster Bank for the first 
b inter-branch TV network. The new system which makes centralised book- 


keeping possible has been brought about by the closest co-operation with the 
GPO who have supplied Post Office lines to carry the signals. The illustration 
shows a customer checking his banking account. 


The Pye Instrument Group consists of: Pye Atomics Division, Pye Industrial Television Division, Faraday Electronic Instruments ‘Lid., 
Labgear Ltd., W. С. Pye & Co. Ltd., Pye Teleco mmunications Ltd., Unicam Instruments Ltd., W. Bryan Savage Ltd.,W.Watson & Sons Ltd. 
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ОЛА A TRULY REMARKABLE 
JOU? BRITISH INVENTION! 


ramdeck 


~~~ GRAMOPHONE TAPE RECORDER 


Ready to record, complete with Instantly turns your gramo- 
600 feet of twin-track tape. Phone into a first class Tape- 


Recorder. You simply slip it 
11 см 


on to your turn-table and you 
are ready to record direct 
from radio or microphone... 


the voices of your family . . . radio 

Special moving coil E раша dd um ME 
_ music—and you can instantly play it bac 
microphone extra. through your own gramophone or radio 
WITH LIFELIKE FIDELITY. Gram- 


deck now brings full tape-recording and 
Playing facilities to every gramophone 
owner, at little extra cost. 


WORKS ON ANY RECORD- 
PLAYER OR RADIOGRAM 


“Real hi-fi results," “Better than many so- 
called hi-fi recorders...’ These are typical 
comments of famous technical journals. 
This wonderful new invention means that 
any gramophone owner can now add superb- 
ly good tape-recording facilities to existing 
equipment, at a fraction of the usual cost. 
Full details, photos, specifications, Easy 

erms, etc., are given in the Gramdeck Book. 
Send for your copy today—FREE and 
entirely without obligation. 


EASY TERMS 


@Plays at 7hin. per sec. 
Other speeds if desired. 


@Uses standard tapes. 
@Erase head, Fast motor 


re-wind or hand re-wind. 


@lastantly plays back 
“through gramophone or 
radio, 


MADE ВУ THE FIRM 
THAT MAKES RADAR 
RUNS FOR VISCOUNTS 
AND BRITANNIAS 


“Ingenious—simply . . . why on earth did : 
no one think of it before  —THE TAPE * 
RECORDER. 


"Better than many so-called hi-fi re- 


corders . . . robust . . . carefully designed 
.. . excellent value," —AM ATEUR 
CINE WORLD. 


SaseasanasaasaupéSSausausausaosasauous? 


“AD 


1 would like to know how to turn my gramophone 
into a first-class tape-recorder . . . please send me 
the Gramdeck Book—FREE and without obligation 
(Write if you prefer not to cut coupon.) 


ADDRESS 


“GRAMOPHONE TAPE RECORDER 
(Dept. WW/811), 29 WRIGHT’S LANE, LONDON, W.8 


GRAMDECK TURNS A TURNTABLE INTO A TAPE-RECORDER 


FREE BOOK—POST NOW 


WIRELEss WORLD 
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seeing 
is believing 
dba 


A stabie signal of very low harmonic content within 
the frequency range 10 c/s to 120 kc/s, plus direct 
reading: these are two outstanding advantages of 
the Wayne Kerr Audio Signai Generator Type S121. 
This is а high grade laboratory instrument designed 
for use with circuits under test, development or service 
conditions. The output frequency is clearly and 
accurately shown and the amplitude remains constant 
to within 0.2dB at any setting, with a particularly 
low level of distortion. The unique dial display is 
designed for simple, rapid operation, permitting either 
the selection of major intervals by means of switches 
or the continuous fine control of frequency on an 
open horizontal scale. 


Two outputs are available: 0-30 volts at high im- 
pedance and a 600-ohm attenuated output covering 
the range +10dB to —70dB on a reference level of 1mW. 


For all these significant features, this is a compact, 
light and portable piece of equipment which combines 
high precision with great practicability. For these 
reasons the Wayne Kerr Audio Signal Generator is 
approved for Armed Services’ use under the inter- 
Service reference No. СТ416. 


The Wayne Kerr Audio Signal Generator is fully des- 
cribed in Information Service Leaflet DS121, copies of 
which are available on request. 


WAYNE KERR 


Audio Signal Generator $121 


THE WAYNE KERR LABORATORIES LTD., 
Sales and Service, 44 Coombe Road, New Malden, 
Surrey. Telephone: MALden 2202 
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Sensational Success 


Ө 
of audiotape 


dos Recording experts and enthusiasts 
all over the country are changing to AUDIO- 
TAPE for its flawless perfection of sound 
reproduction over the entire audio range and 
its consistent, uniform quality from reel 


to reel. 


А „ые ор all standard reel sizes, there 
are eight different types to meet every record- 
ing requirement . . . AUDIOTAPE, manu- 
factured in the U.S.A. by Audio Devices Inc., 
gives you the truest sound your recording 
equipment can produce—try AUDIO- 


TAPE ... it speaks for itself. 


SUPER-THIN i 
on TEMPERED ‘Mylar’ 


mm DOMBLE rra 
aias wea 
nm 


sensational C—SLOT REEL! 


All 5in. and 7in. reels of AUDIOTAPE are supplied 
on the exclusive C-slot Reel—the fastest-threading 
tape reel ever developed. The tape end, dropped into 
a slot in the hub. anchors itself automatically at the 
first turn of the reel, 


= Шеке) А МАМЕ FOR BETTER PERFORMANCE 


Concessionaires to the United Kingdom. 
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LEE PRODUCTS (G.B.) LIMITED, “ Elpico House," Longford Street, London, N.W.| 


Telephone: EUSton 5754 (all lines). 


Telegrams: Leprod, London. 
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FORTIPHONE TRANSFORMERS 


for d.c. CONVERTERS 


* Transformers suitable for 
use in the circuits described 
in the recently published 
G.E.C; Application Reports 


OUTPUT 


on d.c. converters are now 


included in our standard 


7 range. 
TYPICAL SPECIFICATIONS 


GOOD COMPANIONS! 


MINIATURE TRANSISTORIZED 
SIGNAL GENERATOR TYPE 40 
Жж Up to 20 Mc/s on fundamentals. 
R.F. and Audio Output, Attenuated. 


Ж Accuracy better than 2%. 
Ж Miniature size only 4zin. x 3Jin. 


Battery | м $ QM 
PRCENET 5.15.0. — 2/6 extra i CE inm 


Post (C.O.D. or C. W.O.), 2/6. AN ; пптен 
я Б 


MINIATURE TRANSISTORI ZED 
В.С. BRIDGE TYPE 41 


Capacitance 5 ppF to 20 pF. 
Resistance 5 О to 20 М/О. 
Magic Eye Balance Indicator. 
Calibrated Power Factor Check. 
Miniature Size—Light Weight. 


Batter’ 
PRICE NET £5 5 10 . 0. 3/3 я 


Post (C.O.D. or C. W.O.), 2/6. 
EXPORT ENQUIRIES INVITED. 


о 
CHANNEL күс, 


Somensp ОМС INDU. 


EQ AST STRIES ito, 


SEND S.A.E. FOR LEAFLETS, OR ORDER TODAY, FROM 


CHANNEL ELECTRONIC INDUSTRIES LTD. BURN HAM-ON-SEA, SOM, 
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ous 


ELECTRO = 


HIGH CURRENT 
SERIES 


MINIATURE С 


i" T. ^ 
X tob 
MOVING COIL =>. i 


SERIES 


HIGH VOLTAGE 


: 3 2 5, SERIES 


NT Pus 
Ace; 
e (y 


MINIATURE 
SERIES 


NORMAL DUTY 
SERIES 


PRECISIOIN 


RELAYS 


ELECTRO METHODS LTD., General Products Division, CAXTON WAY. STEVENAGE, HERTS 


Telephone : Stevenage 2110-7 


PNEUMATIC 
TIME-DELAY 
N SERIES 


lllustrated technical data sent on request: 
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TELEVISION AERIAL 
COMPONENTS 


DESIGNED FOR CONSTRUCTING 
BAND | & BAND Ш T.V. AERIALS 


ELEMENT DIMENSIONS SUPPLIED FOR ALL CHANNELS 


Selecting at random from our new multi-page catalogue: 


SEPTEMBER, 1960 


i 


@ Band Ш Folded Dipoles (As illustrated). @ Mast Coupling Units for 2” Masts. 
® Reflector and director rod holders. © Insulators, Both Rubber and Plastic 


(As illustrated). 


@ Masthead Fittings for 3” 14" € Alloy Tubing for Elements, Cross- 


and 2” Masts. boom and Masting. 


Send 1/- Р.О. for the revised, fully illustrated catalogue to 


9 9 ё Е 


SUPERB EQUIPMENT ВУ 


(POR STEREO 
OR MONAURAL 


Stereo Pickup Mark Ш. 

Designed to accept both Ж , < 
2. monaural and stereo heads. MN Rd EU) EOM) Hn uto 
we Adjustable for height: of x The pick-up head employs 
= various turntables. Piok- $ Ыр miniature ceramic units, 

up head specification iden- ES E51 frequency range 20-16.000 
: tical with the Туре CS1. cu EE c.p.s. output 20 mV. Dia- B 
EE Arm ошу £3 plus 19/11 № ЁЁ mond stylus. Will accept & 
Omni-directional speaker enolosare: — Mark П mouaural heads. 
in distinctive Formica Walnut finish md Y 
desigaed to take 8in, speaker unit 3s 
aud a дїп. high frequency unit. 
Cabinet height ЗК. 4pin. Length 
2 lit. din. Depth 12in 
| | Provisional price 222/10/-. 


Send for free leaflet 


AR SUGDEN & COCENGINEERS) Иа Оу 


3 Dus transcription motor, 33 r.p.m. 


{athe turned. 
bearings. 
dynamically balanced. Neon indicator 


on/off warning light. £12/10/- plus ge 
£4/3/1 Р.Т. 


pm 


M Stereo Amplifier and Control Unit 
ype 


Twin channel, Е 7.5 watts 


EE рег channel with ultra linear output S 
$ stage. Tuputs lor P.U., Таре and Radio $ 


ЕУ being 6 mV. Separate 
ti nd b 'ontrols. 


r.p.m. Full i2in. turntable is 3 


pe 
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EXTRA HIGH 
SENSITIVITY 


INSTRUMENT TUBE 5CLP31 


THE FIVE-INCH instrument tube SCLP31 has a deflection sensitivity 
of 1.85V/cm with a useful y scan of 6 cm. A special system of 
shielding the post deflection field from the deflection plates in this 
tube allows p.d.a. ratios as high as 15 to 1 to be used without 
pattern distortion. The extraordinary deflection sensitivity achieved 
with such high p.d.a. ratios profoundly affects oscillograph design. 
Bandwidths can be increased, amplifiers simplified and power supply 
requirements reduced. Write to the address below for full details of 
*ETEL' Instrument Tube type SCLP31. 


P.d.a. ratios of 15:1 possible without pattern distortion. 

Sensitivity 1.85V/cm with useful y scan of 6 cm. 

Sensitivity substantially independent of final p.d.a. voltages from 10 to 15 КУ, 
High sensibility — only 200 mV for a deflection of one spot-width. 


Versatility — by simply altering one electrode potential the 5SCLP31 may 
be converted from a very sensitive tube to a higher writing speed tube— 
pulses may be first examined and then a single shot photograph taken. 


* * * * * 


Abridged data i 

This is tentative. Final data is being prepared. 

5-INCH FLAT FACED PRECISION OSCILLOGRAPH TUBE 5CLP3I. 
———— ~ 


Capacitances 

сх -2 =. e 20 pF pus c me ss ЗОВЕ 
Cx’-all (X^ earthed) «3 SSIpE су’аи y” earthed) — ... 4.3 pF 
Cx’-all (х’ earthed) ... 5.5 pF Cy’-all (y’ earthed) ... 40pF 
Compare conditions shown in typical operation below 

1 апа 2 to see how deflection sensitivity is maintained over range of Va4 and Vas. 

1 and 2 with 3 for a slightly lower sensitivity condition giving higher brightness. 
‘2 and 4 for the reduction required in Vas potential to achieve higher writing speeds. 


1 2 T 
Vis ж. Ta mae e 1OkV 15kV ‘15kV 15kV 
У se. ал es A 10kV 15kV 15kV 3kV 
Na es Sd "od 558 1kV 1kV d 1.5kV 1kV 
Va2 for focus ... cos oct 250V 250V 375V 250V 
Val A. E а ne 1kV 1kV 1.5kV 1kV 
Vg (for cut-off) РЕЯ ere -28 to -60V | -28 to -60V | -42 to -90V | -42 to -60V 
Defectionsenstvty.... | em | Seem | Adm | Adm 
Line width — ... eR. n. 1mm 1mm «Imm «Imm 
Useful screen ага ... ... | um e tm dd. 


(The green medium persistence phosphor used by E.T.L. has now been designated 
P31. It is exactly the same as the E.T.L. phosphor previously called P1.) 


CATHODE RAY TUBES 


ELECTRONIC TUBES LIMITED 
KINGSMEAD WORKS: HIGH WYCOMBE: BUCKS: Tel: HIGH WYCOMBE 2020 


ДА А 


ETL 17а 
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| 
AUTOMATIC COIL WINDING MACHINE uris Sigo) viec Час 


THESE MACHINES INCORPORATE THE FOLLOWING FEATURES:— 
Infinitely variable wire gauge adjustment with easily read scale calibrated in .001". 
Width of coil quickly adjusted within fine limits. Adjustable tailstock fitted with 
spring loaded live centre and quick release lever. Machines to stop automatically 


at a required number of turns can be supplied. 
We will be pleased to send you an illustrated leaflet giving a full technical specification on request. 


73 UXBRIDGE ROAD, EALING, LONDON, W.5 EALin 8322 
Kofectric [rp 3 ing 


STEREO 12 Mk. 2 


TUNER-AMPLIFIER CHASSIS 
* AM TUNER 


Ferrite rod aerial and unique 2nd IF stage provide good continental 
reception. Miniature tuning indicator. 


ж FM TUNER 


High fidelity tuner covering the full VHF band (87-108 mics). 
Automatic frequency control ensures complete stability. 


The Stereo 12 Mk. 2 is a new and improved version of the * STEREO CON TROL U NIT 


famous Stereo-Twelve. A hi-fi system on one chassis, Separate tone controls. Balance control. Inputs for all pick-ups, 
it includes AM and FM tuners, a stereo control unit tape record and playback. Booster unit available for low output 
and two hi-fi amplifiers, and the price is only 42 guineas. ааа (MU GEE ANE 
Compare the features and specification of each section 
with tuners and amplifiers sold separately and then * TWO HI- F ! AMP LIF IERS 

траге the cost. Each amplifier provides 8 watts push-pull ^ d 16 watts total. 
сора cas Frequency response 20-30,000 c.p.s. + 2dB 
Post this coupon or write for free descriptive literature or call at our eae, а h 
аса unhurried CERCA НОВ and рош advice on your installa- | e е . атй Ї e new 


МЕ... nme ERR». el STEREO 55 32 GNS 


DDRESS...... P ОЛЕ л м. | А tuner-amplifier chassis giving 10 watts output, 5 watts 
А E ИИ AE EN | each amplifier, covering full VHF and Me um bands. 
ME A in facilities and appearance to the Stereo 12 


ARMSTRONG WIRELESS CO. LTD., WARLTERS ROAD, LONDON, N.7. Telephone NORth 3213 


te 
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A new Grommet development 


THE DOUBLE SEALING 
EMPIRE RUBBER GROMMET 


infinitely accommodating in use: 
considerably reduces range of sizes 


because the same grommet can be used with 
several plate thicknesses or cable sizes 


| PAT. APP. No. 5255/59 


This newly developed self-conforming grommet, 
because it is immediately self-locking against the 
elements, is the solution to many of an engineer's 
sealing problems. 

Any one size will not only accommodate itself to a 
variety of mounting plate thicknesses, but (designed 
for cable or control rod) will take these in a variety 


THE NEW BLIND GROMMET | 
| 
Note how when sprung into position the grommet 
provides a perfect double seal by its own permanent 


pressures. The angled proove also creates a tight 
pressure hold on the metal plate. 


A useful feature of this cable grommet is that by reason of the designed taper 
of the cable entry and the flexibility of the web, a considerable angle of cable 


of sizes and be weather-, water- and dust-proof at a 
variety of angles to the cable or rod. 


Because of its capacity to conform to many varyıng 
requirements, it enables a workshop stock range 
of grommets to be reduced to perhaps one tenth of 
that at present maintained. 


THE NEW DESIGNED GROMMET 


SECOND SEAL 


FIRST SEAL тт Шш 

FIT 
In the cable grommet variety the same double pressure 
Seal is created, allied to tight seal on various diameters of 


cable. This new grommet gives sound sealing at a// 
vital points. 


In the conventional grommet, only one 
thickness of plate and only one size of 
cable can be accommodated. No effective 


entry and a variety of cable size are possible. This avoids necessity for seal is afforded by 


special grommets with angled bores. 


Now being produced in a range of sizes 


THESE GROMMETS WILL SOLVE 
YOUR SEALING PROBLEMS 


the parallel groove. 


ENQUIRE | 
for catalogue section 
and detailed particulars. 


EMPIRE RUBBER COMPANY * DUNSTABLE : BEDFORDSHIRE * ENGLAND 


R.B.IOI 


Ss 
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HETERODYNE FREQUENCY 
METERS 


BRITISH MANUFACTURED 


Designed and built to rigid services specifications. 


TYPE Т75. 

Frequency Range: 85 to 1,000 megacycles. 

TYPE 174. 

Frequency Range: 20 to 250 megacycles. 

Frequency calibration accuracy: .002% at 25° C. (or .01% be- 
tween —20? C. to 470^ С.) 

Crystal-controlled, portable heterodyne-type Frequency Meters used 
for Field testing and measurement of pulsed, modulated, or C. W.R.F. 
transmitters, receivers and signal-generators. 

Mains Operated Power Unit available as optional extra and designed 
to fit into the battery compartment. 

Reconditioned and calibration-checked B.C.221 Frequency Meters, 
range 125 Kc/s to 20 Me/s, still available. 

Provisional specifications on a new wide-range, very high 
accuracy Frequency Meter and also an instrument covering the 
range 100 Kc/s to 1,000 Mc/s (higher under favourable condi- 
tions) available on request. 


INSTRUMENT 
Complete Specifications on application to:— 


Sole Manufacturers TELEMECHA NICS LTD 


| 

Makers of High Voltage Test | (Instrument Division Dept. W.W.8) 
| 
і 


Sets and other Electronic Equip- TELEMAX WORKS, BROKENFORD LANB, TOTTON, HANTS, ENGLAND. 
ment for H.M. Government Telephone: Totton, Southampton 3666 Cables: “Teleset,” Totton, Southampton 
тыы Б j Agents: Some overseas territories still available. 


|  WEYRAD P50 TRANSISTOR COILS 
AND LF. TRANSFORMERS 


FOR 2-WAVE PORTABLE WITH PRINTED CIRCUIT AND ROD AERIAL 
P50/IAC M.W. OSCILLATOR COILS. Рог 


176рЕ TUNING CONDENSER .................. PRICE 5/44, 
PSO/2CC Ist and 2nd I.F. TRANSFORMER. 
470 Kc/s. OPERATION. “О” = 150......... PRICE 5/74. 
P50/3CC 3rd І.Е. TRANSFORMER. 470 Ke/s 
PT OPERATION. “©” = 170 ...... esee price 6'Od 
ў | RA2W L.W. and M.W. ROD AERIAL біп. long, 
i і flying-lead connections. For 280pF TUNING 
; CONDENSER ous. 2...8... ааа 0 PRICE 12/6d 
ү | LFTD2 DRIVER TRANSFORMER. Split Secon- 
dary Type, semi-shrouded. With 6 connecting 
Bü овен | ООВ price 9'64 
РСА! PRINTED CIRCUIT PANEL, 2$ x 81 т. ready drilled with component positions and references printed 
On reaf NNNM. с. 5%... QE price 9’64. 
BOOKLET OF DETAILED ASSEMBLY INSTRUCTIONS AND CIRCUIT DIAGRAMS FOR 6-TRANSISTOR 
CONGSABD MEDIUM МАМЕ ОРЕКЕ ortar.. -n ж..................И&ж.э®..&Л ERR erant rn eene PRICE 2/04. 


ALL IN BULK PRODUCTION—TRADE ENQUIRIES INVITED 


WEYMOUTH RADIO MFG. CO. LTD., CRESCENT STREET 
WEYMOUTH, DORSET 
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| АМЕ 


VHF WAVE ANALYSER 


TYPE 248 


is the ideal instrument 


for the Harmonic Analysis 


of Wave Forms 


Note its WIDE RANGE of 


5 Mc/s to 300 Mc/s in 6 bands 
AND OTHER POWERFUL FEATURES 


Long Scale—4ft. on each band. 


Accurate Attenuators— + 0.1 dB 
per step (0-70 dB). Two external 
20 dB attenuators provided—accuracy 
+ 0.3 dB. 


Low Harmonic Generation—en- 
abling detection of 2nd harmonics to 
— 55 dB and higher harmonics to 
— 70 dB relative to fundamental. 


Three Alternative Bandwidths— 
20 kc/s, 70 kc/s, 500 kc/s, A.M. and 
F.M. demodulation, 


І.Е. Output at socket on front panel. 
Highly Stable—gain changes less than 
1 dB for 10% mains variation. 


Іп instrumentation 


Airmec makes most things . . . better 


AIRMEC LIMITED · HIGH WYCOMBE · BUCKS · Tel: High Wycombe 2501-7 
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Gaumont- 
Kalee 
Fluttermeter 
Туре 1740 


Brief Technical Data 


Operating carrier frequency 3,000 c.p.s. +5% 

Minimum input signal 50 mV R.M.S. 

Input. Impedance | Megohm. 

Input amplifier bandwidth —3db at 2,500 and 3,500 
с.р.5. 

Effective limiter range + 104В. 

Meter scaling—'' Peak wow " 0 to +1% (centre 
zero). 

“ Wow '' and “Flutter ' 0 to 1% and 0 to 0.2% 
R.M.S. 

Crossover frequency 20 c.p.s. 

“ Flutter '' meter response— 3db at crossover. 

— 3dB at 200 c.p.s. 

— 3dB at crossover. 

— IdB at 0.5 c.p.s. 

2.К.О. output frequency response level down to 
zero frequency— 3dB at 200 c.p.s. 

3,000 c.p.s. oscillator output level 
5V R.M.S. into 0.5 Megohm 100 mV R.M.S. 
Into 500 ohms. 

Accuracy: Meter presentations +2% f.s.d. 

Power consumption 35 watts. 

Mains 100/150\. and 200/250v. 

Single phase 45/60 c.p.s 


" Wow '' meter response 


WIRELESS WORLD 
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Watch that WOW ! 


with the Gaumont-Kalee 


FLUTTER METER 


Accürate measurement of sound 
equipment speed deviations 


The Flutter Meter measures those 
components which are commonly 
described as “ Wow” and “ Flut- 
ter " resulting from speed variations 
in sound recorders and reproducers. 
This instrument is equally suitable 
for use with machines employing 
perforated film, tape, wire or disc 
records. 


Type 1740 is of entirely new design. 
More compact, lighter in weight and 
costing considerably less than earlier 
Gaumont-Kalee Flutter Meters, 
but with the same high performance 
and facilities. 


Dimensions: Height 104” 26.04 cm. 
Width 124” 31.12 ст. Depth 143" 36.47 ст. 
Nett Weight: 29lb. 13.15 Kilos. 


Write for full details to: 


- 


Important users of Gaumont-Kalee 
Flutter Meters include : 


B.B.C. Television and Research, Collaro. 

Commission Superioreure Technique, Paris. 

Commonwealth of Australia, Melbourne. 

Compagnia Commerciale di Cinematografia, 
Milan. 

Dept. Posts and Telegraph, Dublin. 

Egyptian State Broadcasting. 

Е.М... Research Laboratories. 

Garrard Engineering and Manufacturing Co.Ltd, 

Magnavox Corporation of U.S.A. 

Marconi Wireless. 

Ministry of Supply. 

Ministry of Transport and Civil Aviation (U.K.). 

Mullard. 


N.V. Philips’ Gloeilampenfabrieken, Holland 
and Denmark. 


N.Z. Broadcasting System. 

Post Office Research Department. 
R.C.A. Photophone Ltd. 

Southern Instruments Ltd. 

Truvox Ltd. 

Vortexion. 

Westrex Co. Ltd. 


Wright & Weaire Ltd., and users in India, 
Poland and Kong Kong. 


ВАМК PRECISION INDUSTRIES LTD 


G.B-KALEE DIVISION (STUDIO), WOODGER RD., LONDON, W.12, ENGLAND 
Tel: SHEpherds Bush 2050. 


Cables: RANKPRESTU, LONDON 


A service for Designers 


The possibility of а component change—due to shortage of supplies, 
increased costs or failure to meet specific conditions—is a problem facing 
every designer of electronic equipment. However, one basic component can 
be ‘tailor-made’ from the start, for LAB will supply the precise type of 
Resistor required, ex stock and at the right price. Write for full technical 
data, prototype samples and price schedules to:— 


THE RADIO RESISTOR CO. LTD., 


9-11 PALMERSTON ROAD, 


WEALDSTONE, HARROW, MIDDX. 
Telephone: HARrow 6347 


CARBON 


1. Solid 
2. Cracked 


. Variable 


Qv on Aa w 


. Rheostats 
. Vitreous 
. Cemented 


о! NOs 


. Metal oxide 


. *High Stability 


. V. High Resistance 
. V.H,F. (Rods & Discs) 


WIREWOUND 


wes [BER Г 
11&2 | 10-10M |5% & 10% 
irem ro 
in BOM 1018 |5% & 10% 
1ло 1 | ток |1% & 2% 
4500 о Ж а 
ER [DAE an 
qm 100—4.2M ! 1% 2%, 5% | 


*The ubiquitous blue (1%) grey (2%) "* HISTABS '' 


=== Do you KNOW 
THAT Rheostats (4) can be made up in twos 


r Yea 
and threes on a common spindle. 2° "ә 


THAT the whole of the vast range 
shown under (3) can be delivered ex 
stock in all.Preferred values. 


SEPTEMBER, 1960 


MODEL 6G-6: MODEL 5G-5* 


MODEL 58C- 8x5" 


MODEL 8C-8 


POPULAR REPLACEMENT MODELS 
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POPULAR 
REPLACEMENT 
SPEAKERS 


For the guidance of the trade and public we publish 
below a list of the most popular ELAC replacement 
loudspeakers. 


We have made this selection from our wide range of 
speakers as they cover practically all the require- 
ments of the replacement trade. 


The new prices are now operative. 


All loudspeakers have Standard 3 Ohm impedance. Higher 
impedances can be supplied at an extra cost of 3|- plus 
I/- Purchase Tax. 


Please write for leaflets and further details. 


ELECTRO ACOUSTIC INDUSTRIES LIMITED 


Stamford Works, Broad Lane, Tottenham, N.I5 Tel: TOTtenham 0505 
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INSTRUMENT 


FOR РИМЕ 


WISE MEN USE.. 


Wolf 


Electric 
SOLDERING IRONS 


When the work requires 
more than usually accur- 
ate soldering, the Wolf 92 
Soldering iron is just the job. 
Welghing only 3 ozs., this model by 
virtue of its extreme Ilghtness, perfect 


baiance and sturdy constructlon, plus 
rapld heat-up and constant temperature Is 

Ideally sultable for all Intricate Industria! and 
amateur requirements. 


Type 92 Lightwelght£1.4.6. 


Send for full detalls of complete range to 


WOLF ELECTRIC TOOLS LIMITED 
PIONEER WORKS, HANGER LANE, LONDON, W.5. 
Tel: PERIVALE 5631 (10 lines) 


DEAC 


PERMA-SEAL 


SEALED RECHARGEABLE 
NICKEL CADMIUM CELLS & BATTERIES 


* No corrosion. 

Ж No gassing. 

Ж No maintenance. 

* Unlimited Shelf life. 

* Robust and compact. 

* From 20 mAh to 23 Ah. 
For Radios, Hearing-aids, Tape Recorders, Shavers, 
Torches, Electric Toys, Portable Measuring Instruments. 


All enquiries to the sole Distributors 


G. A. STANLEY PALMER LTD. 
Maxwell House, Arundel St, London, W.C.2. 
Tem. 3721. 


Manufactured in Gt, Britain by DEAC (GT. BRITAIN) LTD., Altona Way, Buckingham Ave., Trading Estate, Slough, Bucks. Slough 24539 


-— ——— —— ——rÓ—Ómau! — > _ 
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| 7 a 
TEST CARD ‘С’ all "ps ЕИ разу ae, 


Telequipment are 
co-operating with BREMA 

on Stand 504 to 

demonstrate the latest i 
techniques in radio 

and T.V. servicing. 


For efficient full scale servicing— 
Telequipment Monoscope test card 
generator from £570. 


For the smaller user— 
Telequipment WG44 
portable waveform 
generator at £62. 


The Serviscope* high performance oscilloscope at £15 especially 
suited to T.V. servicing will also feature in the demonstration. 


* ' Serviscope ' is the registered trade mark of Telequipment Ltd. 


Telequipment Ltd., 313 Chase Road, Southgate, London, N.14. Fox Lane 1166 
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З way | 18 уулу 


[2 wav 


Send for full details to :— 


THE McMURDO INSTRUMENT CO. LTD. 
ASHTEAD, SURREY. Telephone: Ashtead 3401 


Sturdy, Reliable and Inexpensive 
Nylon—PF mouldings. Silver plated contacts. Solid 
25way drawn aluminium cans. Positive locking mechanism. 
Breakdown voltage 3.5КУ. 


n 


5646 


New worlds to conquer? 


Multiple contact relay 
type 5МЕ Contacts up 
to 3 pole DT Rating 
2 A. 250 v. A.C. 


Mercury switch relay 
type SMQ Contacts up 
to SPDT Rating 10 A. 
250 v. A.C. 


This rack of relays shown left 
occupies a length of only 9 


save up to 50%, in cost and space визга plug SEN 
Write now for your free copy of our new leaflet LOK 2 models НЫЕ 
DPDT ог 4 pole DT 


Rating 2 A. 250 v. CAC. 


| Micro-switch гејау 
| type SMM Snap action 


SPDT Rating 15 A 
| 250 v. А.С. 


Anerley Works, London, S.E.20 Telephone: Sydenham 3111 


= 
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Visit Stand No. 257 | 


S.B.A.C. Flying Display 


G)[WESTINGHOUSE|@® 


[] 6 W | Al 5 Ign at Farnborough 
MEDIUM POWER RECTIFIERS 


@ GREATER SERVICE LIFE 
@ IMPROVED STABILITY 
@ ANTI-TWIST FEATURES 


The established practice of continuously 
investigating the development of selenium rectifiers has 
resulted in the production of this new range of medium 
power rectifiers. 

These rectifiers incorporate a new process 
element, and to obtain the full advantages of this process 
‘WESTINGHOUSE have completely redesigned the mechanical 
construction of the units, resulting in a smaller rectifier 
for a given rectified output. 

Particular attention has also been paid 
to the tendency for elements to twist on their spindles 
where high acceleration and/or excessive vibrations are 
present. Incorporated in the new mechanical design are 
features which <liminate this trouble. 


For full details of this new range of rectifiers, please 
write to Dept. W.W.9 Rectifier Division, Unit Section. 


WESTINGHOUSE BRAKE AND SIGNAL CO. LTD - 82 YORK WAY · KINGS CROSS - LONDON М1 
—— MÀ oÀ cs ——À—— —M-mWAL minus 0432 — ——-3—mes We apu Eo mo c omo 
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[LEVELL | TRANSISTOR R.C. OSCILLATORS 


© 1.5 c/s to 150 ke/s 
Continuous coverage in 5 ranges 


@ LOW DISTORTION 
Less than 0.1% at 1 ke/s 


@ OUTPUT 2.5 V. INTO 600 OHMS 
Continuous control down to 250 „V 


@ CONSTANT AMPLITUDE 
Within 1% over whole range 


@ NO SLOW WARM-UP DRIFT 
Stable after initial 30 seconds 


@ NO MAINS HUM 
Supply battery life of 400 hours. 


Туре TGI50 Type TGI50M 
(without meter) f 2 7 (illustrated) f 3 6 
LEVELL ELECTRONICS LTD. 


10-12, St. ALBANS RD., BARNET, HERTS. 
Telephone Barnet 5028 


Arcolectric 


SWITCHES & SIGNAL LAMPS 


T.225: Miniature Slide Switch 
D.P. change-over switch 


5.1.166: Very small low cost 
mains neon indicator 


T.280: Sensitive Snap Action Switch 
Popular switch for tape recorders 


T.626:-Double pole 3-AMP switch 
with tags to fit printed circuit boards 


T.626 


Write for Catalogue No. 132 


ARCOLECTRIC 


SWITCHES: :LTD 
CENTRAL AVENUE, WEST MOLESEY, SURREY. TEL.: MOLESEY 4336 
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© GOOD STRONG SIGNALS 
© CLEAN PICTURES 
€ ELIMINATION OF AERIALS 


An occasional intermediate amplifier and neat house-to- 
house wiring are the only visible evidence that, in this area, 
for the first time T.V. is being enjoyed at its best, with clean 
pictures, no interference and no aerial replacement and 
repair costs. 


Built with the future in mind, the installations of to-day are 
capable of handling a third or fourth channel—or more, 
colour, "coin-in-the-slot" T.V. or any foreseeable develop- 
ment in television and sound techniques. 


Е МЛ S COMMUNITY TELEVISION SYSTEM 


Full technical particulars together with THE GRAMOPHONE COMPANY LIMITED. 
any planning assistance that Recording and Relay Equipment Division, 
may be required can be obtained from HAYES, MIDDLESEX, ENGLAND. - Telephone: Southall 2468 


(One of the E.M.1, Group of Companies) 
eclavía 
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IN E V ruv 


TEST—REBUILDING—MANUFACTURE 


NEV equipment covers the entire requirements for the successful 
production of television cathode ray tubes. Complete packaged 
outfits are available to cover the requirements of all sizes of users. 


The NEV components section stocks all cathode ray tube parts 
from new glass bulbs to tube labels. 


lllustrated is the new NEV AWS Full details of all NEV cathode ray 


400 automatic glass machine with 
pre-selection of heating sequences. 
All types and sizes of television 
cathode ray tubes can be handled 


NOTTINGHAM 
Kenrick St 


LONDON'S LEADING STOCKISTS OF 


on this machine. 


VISIT US AT STAND 218 AT THE RADIO SHOW. 


ELECTRONIC VALVE CO 
Netherfield Nottingham Те! 249224 (2 lines) 


tube equipment and components can 
be obtained from the new NEV 
illustrated colour catalogue which will 
be sent on request. 


LTD 


EQUIPMENT * ACCESSORIES * MATERIALS 


MASTERLINK TAPE UNIT M2A 
AND COLLARO “STUDIO” DECK 


Build your own Hi-Fi Tape Equipment using 
our tape pre-amp and the new Collaro deck. 


INC. PRICE 41 gns. Carr. extra. 
Complete with instructions. 


The M2A is complete wich external power- 
pack and is also suitable for use with Wearite 
and Brenell decks. C.C.I.R. Characteristic. 
PRICE 27 Gns. Plus P. & P. 4/-. Leaflet on 
request. 


PNEUMATIC LID STAY with 
adjuster. Heavy duty, 10/- complete. P. & Р. 1/6. 


pressure 


SPECIAL OFFERS! 


1. Mains Transformer. Drop through. 
Primary 0-200-10-20-30-50. Secondary 


300-0-300 v. at 70 mA., 6.3 v. 2.4 A. 
15/6. P. & P. 213. 


. Mains Transformer (Potted) 350-310-0- 
310-350 у. 220 тА. 6.7 v. 5 A., 6.3 v.3 A., 
6.3v.1 A., 5v.3A., 6 v. ЗА., 6.3 v. А 
230 v. Primary. Size Tjin. high x 5iin. 
4! 1п., £2/10/-. P. & P. 7/6. 


. id 10H 250 mA. Potted " C ** Core, 
25/-. 


. Choke 20H 50 mA. Potted, 15]-. 
. Choke 16H 120 mA. Potted " C " Core, 


. Choke 5Н 100 mA. Potted, 5/6. 

. Choke 5H 300 mA. Potted, 12/5. 

. Rectifier 300 v. 300 mA. 13/6. 
R.F. Chokes 4MH Pot cored 7/6. 


JASON CONSTRUCTIONAL KITS 


AUDIO GENERATOR АС.10. Capacity 
tuned Wien bridge gives good stabilicy from 
10 c.p.s. со 100 kc/s. sine/square wave output. 
Kit £14/5/-. 


OSCILLOSCOPE QG.l0. Push-pul! scan on 
X and Y plates with an X bandwidth of 10 c.p.s. 
to 1.5 Mc/s. + IdB. Kit £22/10J-. 


STABILIZED POWER PACK РР.10М 
and PP.20M. The PP.IO is rated ас 75 mA. 
and the PP.20 at 175 mA. Both have low 
output impedance and are complete with 
metering facilities. PP.10M kit #19. PP.20M 
kit £22/10J-. 


ATTENUATOR АА.10. Calibrated in dB 
giving any reading between IdB and llOdB. 
Uses 1% resistors. Kit £6. 


CRYSTAL CALIBRATOR СС.10. Com- 
plete with crystal oscillator and audio output, 
So that signal generators in the range of 100 
kc/s.-200 Mc/s. may be accurately checked. 
Kit £16/19/-. 


VALVE VOLTMETER ЕМ.10. A four 
valve bridge circuit. May be used as a general 
purpose meter since there are 23 ranges 
including D.C. current ranges. Kit £18/10/-. 
W.l! WOBBULATOR KIT. Produces a 
frequency modulated signal for alignment of 
F.M./A.M. including 465 Кс]. 1.Е. and T.V. 
Sound and Picture channels, £14/19/-. 


GOODS SENT TO ALL PARTS OF THE WORLD 


LARGE STOCKISTS OF 


COMPONENTS & EQUIPMENT 


by well-known Manufacturers including :— 
€ A.B. METAL PRODUCTS ө AVO e 
BELLING-LEE © BULGIN e COLVERN 
9 DUBILIER e ERIE e MORGANITE e 
MULLARD э PAINTON e T.C.C. 
€ WELWYN о WESTINGHOUSE. 


STEEL pec ей 


4x 4 x din. Sloping Front.. 

5 х 5 x Bin. Sloping Front., 

6 x 6 x 12іп. Sloping Front 
4 

6 


ыо озуле ы – оо > ФО 


= 


x 4 x 2iin. Rectangular 
x 4 x Jin. Rectangular... 
8x6 xin. Rectangular... 
10 x 6 x 2} т. Rectangular 
10 x 7 x Zin. Alum. Panel... 
12 x 7 x Zin. with Alum. Panel 
14 x 7 x Zin. with Alum. Panel 
14 x 9 x Bin. with Alum. Panel 
16 x 9 x 8in. with Alum. Panel... 
16 x II х Gin. with Alum. Panel.. 
19 x Их 10іп. with Alum. Panel.. £3 
ALSO FULL RANGE OF CHASSIS 
Chassis and Case List Free on request. 
ROTARY WAFER SWITCHES 
A.B. Metal and N.S.F. Made to order. Price List 
free on request. 


m m SII I 
[Кы ыы 
© оо сооло о доо Шал 


66 Page Catalogue Listing over 800 Items of | 
our extensive stocks. 1/- plus P. & P. 6d. 


of woods ven, E ELE-RADIO (1943) LTD 


from stock. 
riage charged extra 
at cost. 


Car- 189 EDGWARE ROAD, LONDON, W.2 


Phone: PAD 4455/6 


Our only address @ Few mins. from Marble Arch @ Open all day Sat. 
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к DESIGN: Complies with BSS 2214. 


Ж CONSTRUCTION: Steel encased, com- 
bound filled. 


Ж DIMENSIONS: Plan and Fixing to RCL.215. 
Ж HUMIDITY: Category H2 or Better. 


Ж TERMINALS: Patented design insulators, 
fayout to RCL.215. 


Ж MOUNTING: Upright or Inverted. 
Ж FINISH: Grey Hammer, stoved enamel. 


Ж STANDARDS: Range of Transformers and 
Chokes available from stock. 


The Atlantic Series can accommodate transformer designs rated up to 650VA at 50 c.p.s. 
for your specific requirements. 
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РАРМЕКО 
APLAN PLE s 


STANDARD TRANSISTOR 
SUPPLY TRANSFORMERS 


This range has been developed primarily for providing a 
power supply to transistorised circuits, but can also be used 
for many other applications where a low voltage output is 
required. 


SECONDARY (а): Windings of | to 24V. are tapped т 
approximately | volt steps and those of 2 to 48V. in approxi- 
mately 2 volt steps. The D.C. current ratings shown are 
those obtainable from a bridge rectifier with either choke or 
condenser filter. 


SECONDARY (b): Ап Н.Т. winding is provided on certain 
models for stabilised circuits and this is tapped at each 50V. 
from 0-250 volts. 

All Standard transformers have their primaries wound 10-0- 
200-220-240V. 50 c.p.s. supply. An electrostatic shield is 
fitted between primary and secondary windings on all models. 


No. | VOLTAGE VOLTAGE 
\ RMS. R.M.S. 
14А. ' 


1 to 24V. 


SECONDARY (B) 


RATING 


R.M.$, CURRENT 


2 to 48V. 
1 to 24V. 
1 to 24V. 0-250V. (SOV. Steps) 
2 to 48У. 0-250V. (50V. Steps) 
1 to 24V, 0-250V. (50V. Steps) 
2 to 48V. 0 -250V. (SOV. Steps) 


1 to 24V. 


0-250V. (SOV. Steps) 


2 to 48V. 0-250V. (50V. Steps) 


A table showing method of connection is supplied with each transformer. 


STANDARD SMOOTHING CHOKES 


Approx. D.C. Model 
Resis. Ohms. Size 


Terminal 
Positions 


Catalogue 


| Namber | D.C. Current 


Inductance | 


| 222955 | 1-6A 0-90 9000/57 | 9-10 | 
кз | x p e [эз [яв | элә 
[ms | — 59k [ae | — e [экз [эло 
кө» ЕСИ ПЕСНИ e eem [эло | 

МЕ NA — 5 | =m 


We shall be pleased to quote 


PARMEKO LTD - PERCY ROAD - LEICESTER - ENGLAND 


А 
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Trvpy dur 
CAPACITORS 


for Reliability and Long Life 
Size and Shape : Because of the unique flat 
oval design combined with small physical size, 
WIMA are ideal for printed circuits and where 
space is valuable. 


Capacity Range: [000pF to | mfd in accordance with international E.6. series. 
Temperature Range:—20°C to 490°C. 
Power Factor: Less than 1% at 1500 c/s at 20°C. 
Insulation Resistance: Better than 20,000 MQ at 20°C. 


Special Properties: Safe HF contact Low induction. Screened by extended outer 
foil. 
Tolerances: 


RANGE 
1000 pF to 0.068 mfd 
0.1 mfd to t mfd 
CLOSER TOLERANCES 
can be supplied for some values against special orders. 


STANDARD SPECIAL 
+20% | + 10% 
E10% 5% 


FULL TECHNICAL SPECIFICATION AND PRICES FROM:— 


WAYCOM LIMITED 


Sole U.K. Agents 
EMPIRE BUILDINGS, DUKE STREET HILL, LONDON, $.Е. 1 
Telephone: HOP 2538/9 


KE YOUR PICK 


Our wide range of capacitors, incorporating all the latest 
developments, are described fully in these new leaflets... 


SEND NOW for COPIES 


DALY has succeeded in maintaining fuil capacity 

values and working voltages in more compact 
designs, specially suited to ultra modern 
equipment :— 


PHOTO-FLASH EQUIPMENT e DEAF AIDS 
PRIVATE TELEPHONE INSTALLATIONS 
AMFLIFIERS e D.C. POWER UNITS 
TRANSISTOR EQUIPMENT 
MAGNETISATION 
EQUIPMENT 
TEST GEAR 


CAPACITORS 


Condenser Specialists for over 20 


DALY (Condensers) LTD., WEST LODGE WORKS, 
THE GREEN, EALING, LONDON, W.5. Phone: Ealing 3127-8-9. Cables: Dalcyon, London- 
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CANNON ‘D’ Sub miniature 
connectors BRITISH PATENTS PENDING 


COMPACT, ROBUST AND MINIMUM WEIGHT 


d mow with Floating Mounting Bushes! 


Available in: 9, 15, 25, 37 and 50 ways— 
with floating mounting 
‚ bushes if specified. 
Current Rating: 5 Amps per Contact. 
Working Rating: 750 V-—D.C. 
(Sea Level) 


Contact Resistance: < 2.0 milliohms. 


Contacts: Phosphor Bronze; finish 
Gold Plate on Silver. 
Pins: Brass finish Gold Plate on 
Silver. 
Polarization: Keystone Shell. 
Steel; finish Passivated Cad. 
CARR FASTENER COMPANY LIMITED Covers: Standard or 90° entry with 
Stapleford, Nottingham. Cable Clamps—Steel Cad. 
Tel: Sandiacre 3085/8. plated. 
London Office: 1 Д i 
195/197, Gt. Portland St., London, W.1 Joint Service Quality Approved Gert. No. 138 
Tel: Langham 3253/5. Manufactured under licence from Cannon Electric (G.B.) Ltd. 
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for mains or low voltage operation 
FINGERTIP CONTROL 


with sharp, controlled heat for 
transistor and other small assem- 

blies. Location of element under 

soldering tip produces 30 watt 

capacity for only 15 watts consumption. 
Available for 230/240v. 220, 200, 110 and low 
voltages 6, 12, 24, 28, 50у. List prices range 
from 25/- to 29/6 (all prices subject). 


INTERCHANGEABILITY 

The 5 sizes of bits shown can be easily 
changed by sliding on and off the shaft. 
Heavily plated, split right through to 
facilitate changing, special hard wearlng alloy. 


send for detailed catalogue to 


A'NTE:X 
LIMITED 7-8 100% LANE LONDON EC3 
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soldering iron 


heavy "| 


Stands as filustrated at 12/69 


Tel: MANslon House 2716 


M. В. SUPPLIES, LTD. —, 


For over a quarter of a century have held the highest reputation for the best quality 
material at keonest possible prices. Prompt despatch—careful packing. Satisfaction 
assured, 

SMALL GEARED MOTORS. In addition to our well-known range we can now offer 
smaller open type В.Р. units, 200/250 v. A.O., final speed either 6 or 12 r.p.m. (torque 
approx. 6 Ibs/ins.). Size: 5in. long by 2110. by 1}in. with lin. shaft proj. Suitable for 
display work and many industrial purposes. Elther speed, only 69/6 (despatch 2/-). 
MINIATURE COOLING FANS (200/250 v. A.C.) wth open type induction motor, 
Sin. by 2jin. by Ц and 4in. 4-bladed metai impeller. Idea! for projector lamp 
cooling and convector heaters, eto., 28/6 (des. 2/-). 

HIGH DUTY RECTIFIERS (S.T.O.) D.O. output 36 volts 15 amps, full-wave, 57/6 
(des. 3/-). 

MILLIAMMETERS, 0/500 M.A., m/coll 23in. round flush panel mount, 12/6 (des. 9d.) 
PORTABLE VOLTMETERS, first-grade m/iron, AO/DO, 0/160 voite with 8in, mirror 
scale. In wooden case 9$ by 8} by Зп. with carrying handle. Brand new, perfect 
&14 instruments for only £4/18/6 (des. 3/6). 

SHADED POLE MOTORS. 200/250 v. А.С. (Scophony). 1,200 r.p.m. Suitable for 
fana, stirrers, etc., quiet running—no interference. 41а. long by 2}in. dia, Shaft 
proj. lin., tin. dia., 2]1/- (des. 1/6). 

SYNCHRONOUS ELECTRIC CLOCK MOVEMENTS. 200/250 v, 50 o/s. Fitted with 
spindles for hours, minutes and seconds hands. Self-starting, central hole fixing. 
Dia. 2Jin., depth behind dial only lin. Very latest model With dust cover, 29/6 
(despatch 1/6). Bets of three hands to fit, ір good style for 5/7in. dial, 2/6 set, or 
8/10in. dial, 3/6 set. 

SYNCHRONOUS TIMER MOTORS (Sangamo). 200/250 v. 50 c/s. Belf-starting, 
2in. dia. by 1411р. deep. 1 r.p.m., 1 r.p.b. and 12 r.p.h., any one 37/6 (des. 1/-). Also 
high torque model (G.E.C.) 6 r.p.im., 57/6 (des. 1/-). These are sultable for dispiay 
turntables. 

SYNCHRONOUS TIME SWITCHES. (Sangamo) for accurate pre-set switching opera- 
tions on 200/250 v. 50 c/s. Providing up to 3 on-off operations per 24 hours at any 
chosen times, with day-omitting device (use optional) Capacity 20 amps. Com- 
pactly housed 4in. dia., Зі, deep. With full instructions. 25/8/68 (despatch 2/6). 
Also Binith's Relyon Twin-circuit model, 20-amp. switching, £7/8/« (des. 2/6) 
EXTRACTOR FANS, А very popular line. Well-made units at much lower than 
normal prices. 200/250 у. А.С., induction motor, silent running, no interference. 
With mounting frame and back grille, ready for easy installation. With 8in. impeller 
(10in. overall dia.), 200 C.F.M., £5/5/-. 10in. impeller (12in. overall). 240 C.F.M., 
EID Also minor model, Gin. overall dia., 75 O.F.M. £4/12/8 (despatch any 
one 3/-). 

COMPLETE SEWING MACHINE MOTOR OUTFITS. No better job obtainable at 
any price. 200/250 v. A.O./D.0, Fitted latest radio/T.V. suppressors. Comprising 
motor with fixing bracket, foot control and switch, needle light with switch, belt, 
ete., and Instructions for easy fixing to ANY machine. The complete outfit still 
£6/15/- (despatch 3/-). 

SYNCHRONOUS TIMERS (by well-known British maker—brand new). Good news 
for those who applied too late for first supply—a limited new delivery now available. 
200/250 v, 50 c. Providing any “ оп” period between 5 mins. and 8 hours, switching 
“ой” at the end of the set period. Made for electric cookers and suitable for many 
other purposes—tape recorders, immersion heaters, etc. Capacity 25 ampe., fitted 
neon indicator. Housing 6in. sq., by 3jin. &4/12/8 (despatch 3/-). 


M. В. SUPPLIES, Ltd., 68 New Oxford Street, London, W.C.1 
(Telephone: MUSeum 2958) 


EDDYSTONE COMMUNICATION RECEIVERS 


Model 840A illustrated 


HIRE PURCHASE TERMS 


Model , Cash Deposit 12 Monthly 24 Monthly 
No. Price Payments Payments 
870 £33 £6/12/- £2/6/8 £1/5/4 
840 £55 £11//-|- 3/18/10 £2/2/2 
888A £110 £22/-/- £7/17/8 £4/4/4 
680X £140 £28/-/- £10/-/8 £5/7/4 


The fabulous Model 880. Probably the world’s most powerful production 
model receiver, 21 valves, complete coverage, 600 Ксз. to 30.5 Mos. 
30 ranges. Price on application. 

Carriage paid per passenger train. 
These sets are the choice of the discerning professional and amateur 
users. Descriptive literature gladly forwarded. 


The 
Eddystone 
Specialists 


SERVICES LTD. 


4951 COUNTY ROAD, LIVERPOOL, 4 
Telephone: AINTREE 1445 ESTAB. 1935 
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IN. THE UNITED KINGDOM 


FOR ALL THE PRODUCTS OF 


Covering the Spectrum EITEL- McCULLOUGH, INC. 
with Гы CARLOS, CALIFORNIA, 


Reliable Ceramic Tubes! NOW FOR THE FIRST TIME EVER 


| THE ENTIRE RANGE OF 


Ё E THE WORLD'S LARGEST MANUFACTURER 


p 

£e 3 m» е | 

Ж! & a \ OF TRANSMITTING TUBES FOR COMMUNICATIONS, 

I. ИТ. j ELECTRONIC SYSTEMS AND INDUSTRIAL PROCESSES, 

ME o ж MAY BE ORDERED DIRECTLY FROM US IN LONDON 
E AND DELIVERED BY US FROM LONDON 
pe GIVING CUSTOMERS THE BENEFIT OF OUR 
© 


INTERNATIONALLY KNOWN IMPORT ORGANISATION 


AT NO ADDITIONAL COST 


| ron IMMEDIATE INFORMATION 
TECHNICAL DATA 
| QUOTATIONS 
; ) | WRITE: WALMORE ELECTRONICS LTD. 


| PHOENIX HOUSE, 
| 19/23 OXFORD ST., 
| LONDON, W.i 
| PHONE: GERRARD 0522 

Etmae First with ceramic tubes that can take it 
| | TELEX: LONDON 28752 
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Your copy of Gardners ** SIM " 
Catalogue can be obtained now by writing to 


GARDNERS RADIO LTD., SOMERFORD, CHRISTCHURCH, Hants. 


SEPTEMBER, 1960 


163 Mains transformers for valve 
and contact-cooled rectifiers, audio 
output transformers and chokes and 
fully described in Gardner’s new 
* S/M ” Catalogue available on re- 
quest. 

Electrical dimen- 
sions, weights, fixing centres and 
prices are fully described in this new 


characteristics, 


publication which includes the latest 
additions to the Solent range (to 
BSS 2214 group 10/55) and the high 
performance but inexpensive “Mini- 
ford " range. Typical frequency res- 
ponse characteristics are also given. 


Gardners 


telephone Christchurch 1734 


ENA 


pz ———— — — 


"ET AES ул í 
| 
IBELLING ¢ LEE LTD. 
4 | GREAT CAMBRIDGE ROAD. ENFIELD, MIDDX., ENGLAND 
OL OZ IL D 


PLUGS & SOCKETS - GLASS SEALS 


TERMINALS - 
CIRCUIT PROTECTION DEVICES 


INTERFERENCE FILTERS RECEIVING AERIALS 


BEAS 
for de un 
эс? е а e^ 


Quartz Crystals of any shape and size cut and 
ground precisely to specification and coated, if 
required, with Gold, Silver or Aluminium, etc. 


Brookes CnvsTALS Ётр 


Suppliers to Ministry of Supply, Home Office, B.B.C., etc. 
LASSELL STREET, GREENWICH, $.Е.10 
Phone: Greenwich 1828 


Grams: Xtals, London, S.E 10 Cables: Xtals, London 
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Introducing the NEWEST Soldering Tool 
Values on the Market! 


100 WATT 
SOLDERING GUN 


NEW design gives natural comfort in 


the ‘hand and is perfectly balanced for 


quick, accurate soldering. Touch the 


trigger—heat and spotlight come on 


instantly. NEW copper bit for maxi- 


mum heat transfer, iron-plated for MODEL 31000 
long life. 
£5.15.0 


SOLDERING IRON with BUILT-IN MAGNETIC TEMPERA- 
TURE CONTROL automatically maintains correct soldering temp- 
erature. Never overheats. Available from 40 to 120 watts. Interchangeable 
bit temperatures ranging from 410°F to 720°F. Please write for interest- 
ing detailed literature. 


importers ELSTONE ELECTRONICS Ltd. 


Hereford House, North Court, Vicar Lane 


LEEDS 2 
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STEREO 


How fo live with it 


With the immense gain in clarity and realism that stereo has to 
offer, there comes the inevitable difficulty—where to put the 
speakers. Аз cabinet manufacturers and hi-fi enthusiasts, we 
Show here three suggestions. 


For those intending to 
use 12in. speakers we 
recommend two of our | 
CAPRIOL Enclosures { 
(£13/19/- each) in the | 
upright position, with а 
matching DELIUS | 
Equipment / Record WSS 
Cabinet (£23/2/-) 
between them. 'The = 
three form a handsome, compact arrangement and fitted 
with castors the Speakers can be easily positioned for full 
stereo effect. Castors 10/- per set extra. 


The very compact assembly ‘illustrated above 
consists of one NORDYK Speaker (£6/15/- 
each) and a NORDYK Gram (£6/19/6 each) 
standing on a Two-Unit Bench, with the second Speaker 
standing immediately adjacent on a One-Unit Bench. 
For the full spread of stereo sound move the second 
Speaker to the required distance. The Two Unit Bench 
costs £5/7/6 and the One Unit Bench &2/19/6. 


The VIKING Reflex 
Corner Enclosure 
was designed in con- 
junction with Good- 
man’s Industries Ltd., 
for their 8in. Axiette. 
It measures 32in. high 
(including 6in. legs) 
maximum width 19in.; 
depth 12in. Price 
£10/10/-, Shown here 
is one solution for 
restricted floor space— 
Remove the legs of 
your Viking Corner 
enclosure, turn it up- 
side down and hang it м 
against the wall with the brackets and screws supplied. 


For the New high fidelity catalogue write to Dept. W.W. 
960. If you state nearest main shopping centre we can tell 
you your nearest stockist. 


RECORD EINE 


Brook Road London N.22 BOWes Park 7487/8 
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“Radiospares components are 
delivered absolutely “by return” 
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TRANSISTORISED, ELECTRONIC 
AND VIBRATOR MODELS 


‚ available for operating practically any- 
№ thing—from an electric shaver to a d 


Task Tht 


© 


Ат 


d 
XOGHEH 
I 


КЕЧИН 


3 


Dept. WW/C . Browells Lane . Feltham 4 e 
Middlesex à Feltham 4242 dus ie 
London Office: E 


57 Fortess Rd., N.W.5 GULfiver 5165 
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... but for specialised нь. b 

E New filter circuits employing P 

У a YW the latest crystal and L.C. (7 

e ecommunica ions | techniques are tailor-made — 7; 
£&, to solve your problems. А £i 

©. specialist design team is at 77% 


Y 
SAS 


we 


EN 


ш с а 
b t ‚ your disposal. 
Su =U n М S (4 The filter illustrated is one of 
4, a range of 100 kc/s filters 
developed primarily for single 


МО И applications n > 
A i it А 2 

MULLARD EQUIPMENT LIMITED performance yet is ony nin E 
_ Incheslong. 

БЕ ТЕТЕ С L| 


TRV 


ле 
SESS 


Mullard Equipment Limited commands a wealth of 
knowledge and experience in the design and con- 
struction of specialised communications sub-units. 
Notable development include ranges of filters, micro- 
wave units and matching transformers of unsurpassed 
performance and reliability. All users and potential 


SES 


2 


users can make use of the Company's comprehensive 
technical advisory service in tackling their individual 
problems. 


Matching Transformers 


This 5 kW transformer type L382 has a frequency range of 
1.5—30 Mc/s and is designed for h.f. transmitter applications 
to provide a wide-band, low-loss transformation between a 
600-ohm balanced source and a 75-ohm unbalanced load or 
vice-versa. (L382/1 is also available for 600-ohm balanced to 
50-ohm unbalanced loads). Total losses at maximum power 
rating are 120W (0.1 dB) and the V.S.W.R. is better than 1.5 
within the frequency range. Mounted cast aluminium case, 
it is suitable for outdoor use. 


Microwave Sub-Units 


This range includes X-band isolators, circulators, coaxial 
mixers, switches, folded tees etc. 

The isolator shown here is a ferrite loaded waveguide unit 
with unidirectional characteristics designed to isolate an 
X-band microwave source from reflections caused by mis- 
match. It ts tunable for peak performance over X-band and its 
versatility enables it to be incorporated in equipment or used 
as alaboratory aid. 


ү у LR RULL, 
For further details please write to: 
MULLARD EQUIPMENT LIMITED 
MULLARD HOUSE * TORRINGTON PLACE * LONDON W.C.1 * LANgham 6633 
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24 WAY 
CONNECTOR 


Ж Gold plated Contacts 
Ж Nylon loaded Р.Е. mouldings 


{Easy insertion and withdrawal 


Send for full technical information to 


THE McMURDO INSTRUMENT CO.LTD., ASHTEAD, SURREY Telephone: ASHTEAD p 


P.O. 


TYPE 3000 


x THE VERSATILE RELAY 

ES _ AVAILABLE TODAY! 

v» © Built to specifica- 
tion, 

€ Contacts 300mA. to 


8 amps. 
@ insulation up to 5 
KV. 


( © Mechanical latches 

». fitted for positive 

) holding, local ог 
remote release. 

@ Quotations by re- 

ВЫ to turn of post. 


AN EXCELLENT RANGE OF || zoe Я” tis 


MOULDINGS FROM STOCK 


A REASONABLE RANGE KEPT 


UNISELECTORS 


within 


Embellished types for Instrument types for лоск 

domestic equipment modern apparatus Others delivered within a few days. 
Also stocks of relays as follows :— 

WE ARE ACTUAL IMPORTERS of the popular High Speed, polarised, miniature sealed 


"Pekalit" range and maintain adequate stocks and open, A.C. for any voltage and P.O. 
type 600 to specification. 


of the more widely used patterns 


UNCLES BLISS & CO., LTD. 


CHERRY ORCHARD RD, EAST CROYDON, SURREY 
TELEPHONE: CROYDON 3379/6390 


(DEPT-w) TUDOR PLACE, LONDON, WI 
TELEPHONES:MUSEUM 7960 LANGHAM 4821 
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Those who know 
115151 Оп... 


TONG 


m 
< 


$COTCH WORLD'S LARGEST SALES OF MAGNETIC TAPE 
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MODEL 110 HIGH FIDELITY 10 WATT 
AMPLIFIER 
WITH SEPARATE PRE-AMPLIFIER 


Supplied complete Retail 
only (i.e. Main | Price 
Amplifier and Pre-amp.) GNS. 


Size of main amplifier 9in. x 7in. x 5in., 
Pre-amp. Ilin. x 42іп. x 2łin. Front 
Plate 12т. x 3łin. Stoved Gold ham- 
mered finished chassis. Front Plate 
Polychromatic Gold. Weight of main 
amplifier 1016. Pre-amp. 316. For 50/60 
c.p.s. А.С. mains 200-230-250 v. ог to 
order for export. 

The Following Outstanding Test Figures 
include Pre-amplifier. 


P y (for 10 watts) | HARMONIC 


Ee DISTORTION 
Radio, 35 m.v. (Inc. Pre-amplifier) 


0.09% measured at 10 watts. 
Damping Factor 35 

Bass Control 

+9 d.b. to — 9 d.b. 

at 50 c.p.s. 

Treble Control 

+9 d.b. to —9 d.b. 


Microphone, 2.5 m.v. 
Input Impedance 

All inputs 500k. Plus lOpfd. 
Frequency Response 

+2 d.b. 30—25,000 c.p.s. 
Power Consumption 


Е at 12,000 c.p.s. 
E Hum Level 

Maximum Power Output = Pdh 

In excess of 12 watts. Filter 


Negative Feedback b 
Total 32 d.b. — 10d. b. at 5 Ke/s. 


TRADE AND EXPORT ENQUIRIES TO: 


LINEAR PRODUCTS 


For HIGH SENSITIV 
GHEST FID 
MAXIMUM R 


HI 
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EL 
ELIABILIT Y! 


REASONABLE COST! Also Available 


MULLARD VALVES: 
EF86(I); ECC83(2); EL84(2); 
Е281(1). 

OUTPUT MATCHINGS 


For 3 ohm and 15 ohm L/Speak- 
ers from high grade sectionally 
wound output transformer. 


RESERVE POWER SUP- 
PLY (for Radio Tuner) 300 v. 
30 m.a. smoothed and 6.3 v. 
1.5 a. at 4-pin socket. 


LTD. 


эы а ы хх... 


The L45. А compact High 
Quality 4-5 watt amplifier. 


Size approx. 7-5-5łin. high. Sensitivity 
is 28 millivolts so that the Input socket 
can be used for either microphone or 
gram., tape, radio tuner, etc. B.V.A. 
valves used are ECC83, EL84, EZ80. 
Controls are: Vol., Treble and Bass with 
mains switch. The Tone controls 
provide full compensation for long 
playing records. Output matching for 3 
ohm loudspeaker. Retail price £5/19/6. 
THE LT45 TAPE DECK AMPLI- 
FIER. A complete unit (power pack 
and oscillator incorporated) ready for 
connection to A.C. mains. 3 ohm loud- 
speaker and practically any make of 
deck. Negative feedback equalizeton 
adjustment by multi-position switch 
for 33, 74 and 15т, per sec. Retail 
price 12 gns. 

DIATONIC 10-14 WATT. High 
Fidelity amplifier with integral рге- 
amplifier. Retail I2 gns. 
CONCHORD 30 WATT. Hi-Fi 
amplifier with two separately con- 
trolled inputs. Retail 16 gns. 

L50 50 WATT AMPLIFIER. Size 
approx. 13 x 9 x Jin, Sensitivity 25 m.v. 
Outputs for 3 and 15 ohm speakers. 
Retail price 19 gns. 

L3/3 STEREOPHONIC AMPLI- 
FIER. Sensitivity 150 mv. Output 3 
watts on each channel. Retail 7 gns. 


„ХХ. 
ELECTRON WORKS, 
ARMLEY, 


Те|,; Leeds 63-0126 
(3 lines) 


LEEDS 


SWITCHES TO SPECIFICATION 


As we specialise only in the manufacture of small 
quantities of Туре ''DH'' wafer switches and 
* LO "' lever switches (to individual specification) we 
guarantee competitive prices and fast delivery. 


From one upwards 


SWITCHES TO PUBLISHED DESIGNS (FROM STOCK) 


Mullard Amplifier Switches 
Tape ЕЕ, Туре А 
$5/567]А, B&C 32/6 per set 
Tape Amplifier Type B 


G.E.C. 912-PLUS 


51 (14061/B1) : SS/567]A 16/6 each 
14/6 pair Tape Amplifier Type C 
$2 (14062/B1) SS/567/A 16/6 each 
55/5670 Е EL each 
54 (55/556/1) ...„. 1/6 | 58/6922 taj each 
ДУБА уе Pape quos 
S5 (55/556/2) ...... т 


SS/594/A,B & С 34/8 per set 


Write for Price Lists and Design Chart. 


SPECIALIST SWITCHES 


LIMITED 
23 Radnor Mews - 
London W2 - 


Sussex Place 
Paddington 8865/7 


Suppliers to the leading electronics, aeronautical and 
automobile companies and to research institutions, the 
G.P.O., universities and the home constructor. 


WO. 1734. 


MER Style S.I.M. 


SECS: 


STYLE 5$.1.М. 


MAINS TRANSFOR- 


PRIMARY: as right. 
300-0-300V 180 
mA. 6.3V CT.4A 5V 2A. 


11a ST. GEORGE’ 
R. F. GILSON LTD. WIMBLEDON, 5. W.19. е оао, 


GILSON sound TRANSFORMERS 


are regularly used and specified by leading 
Amplifier Designers, Recording and Broad- 
casting engineers, Researchers, etc. 
list below some NEW AMPLIFIER types. 


We 


W O.1744 


5 Watt Single Ended. 
Style T.O.C. 7000 ohms: 
3.7, 8, 15 ohms. Rp 340 
ohms Lp І0Н HF resonance | 
70 Ke/s. 


WO.1703 


10-12 Watt Push Pull U.L. 
Style W.E.S. 9000 ohms 
CT: 3.7, 8, 15 ohms 20% 
Pri Taps. Rp 210+ 210 
ohms Lp 100Н LL P-S27mH 
iP4P 33mH. 


WO. 1733. 


MAINS TRANSFOR- 
MER Style W.E.S. 
PRIMARY : 10-0-200-220- 
240V. 

SECS.: 250-0-250 Volts 
90mA 6.3У СТ.2А 
6.3V 1А. 


SEPTEMBER, 1960 WIRELESS WORLD 59 


_WINSTON DECADE BOXES 


These resistance and capacitance decades were 
developed by one of our engineers some years ago. 
The reason for the development was that when 
engineers wish to ascertain the required value of a 
condenser or resistance in a part of a circuit, or 
when they are using decades for normal test 
functions, there is no point in purchasing expensive 
decades of the 1% variety. Our engineer con- 
sidered that resistance and capacitance boxes giving 
normal commercial tolerances at about one-quarter 
of the normal price would be most attractive to 
laboratories, universities and factories throughout 
the world. 


SPECIFICATION: 
Range -001 mfd. to 1.11 mfd. 


net. oe а Decade Capacitor Box 


Maximum voltage 750V D.C. 


Terminals Screw type Accurate decade capacitors are valuable for 
cuir a Ue aaie and pansi use in work where a widely variable 
Finish Blue hammertone case. E 4 
Black and silver photoetched panel. capacitor of accurately known value is 
Dimensions Height 3 ins. (7.5 ems.) required for audio frequency use. 
(overall) Width 8 ins. (20 cms.) 


Depth 33 ins. (9.5 cms.) - Mechanical and electrical shielding is 

Weight 5 Ibs. (2.3 Kgs.) provided by the metal case and panel. 

The capacitor elements have no electrical 
connection to the case and panel for which a 
separate shield terminal is provided. 
Positive detent mechanisms and pointer 
knobs permit the operator to sense the 
switch position without looking. 


Price £11-11-0 
Decade Resistor Box 


Accurate decade resistors are valuable for use 
in work when a widely variable resistance of 
accurately known value is required for D.C. 
and audio frequency use. 


SPECIFICATION: 


Range 100 ohms to [11,000 ohms. Mechanical and electrical shielding is 
Zero resistance 0.006 ohms. provided by the metal case and panel. 
Accuracy + 1%. - j 
Maximum eU Ene 10's decade 100 mA The resistance elements have no electrical 
100's decade 35 mA connection to the case and panel for which a 
M riam DIE ША separate shield terminal is provided. 
Mounting Metal case and panel. Positive detent mechanisms and pointer 
Finish EAS ES ep сОпе саз. knobs permit the operator to sense the 


Black and silver photoetched panel. z vus. ` : 
Dimensions Height 3 ins. (7.5 cms.) switch position without looking. 


(overall) Width 8 ins. (20 cms.) 
Depth 32 ins. (9.5 cms.) H 
Depth 31 ins: (9.5 ems Price #13-13-0 


ELECTRONICS LIMITED 
GOVETT AVENUE, SHEPPERTON, MIDDLESEX 


Telephone: Walton-on-Thames 26321/5 
Telegrams: Winston, Shepperton 
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ONTROLLED 
VIBRATION 


wW. BRYAN 


Savage) 


MOVING COIL 
VIBRATOR 


TYPE \1000С 


This vibrator has been developed to fill in the need for a 
medium power vibrator with a table surface in place of the 
usual single point drive spigot.- The table is cast from 
a high duty 
magnesium and 
is біп. (15.2 
cms.) in diameter 
and provided 
with 12 x На. 
'B.S.F. tapped 
holes for 
attachment of 
the test object. 
'The moving coil 
is attached 
directly to the 
table casting. 
'The weight of 
the moving 
system is 17.6 
163. (8 kgs.) and 
a bare table 
acceleration of 31 “С? peak can be obtained for an input 
current of 10 amps., which is equal to a thrust of 550 Ibs. 
peak for an input power of 1 kW. The vibrator can also 
be supplied with a blower (V1000C.B.) and will deliver a 
thrust of 750 lbs. peak for an input power of 2 kW. Сап 
be trunnion mounted if required. 


W. BRYAN SAVAGE LIMITED 


Designers and manufacturers of amplifiers and vibrators for modern industry 
17 STRATTON STREET; LONDON, W.l 
Telephone: Grosvenor 1926 


DaS9600 WW 
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Elegance coupled with outstanding performance have already 
earned an enviable reputation for the Chapman 305 Control Unit 
{illustrated above) and 305 Power Amplifier. 


* 8 watts per channel at 0.1%. 

* Direct from Tape Head ССВ. 

Ж Any low output magnetic P/U RIAA. 

* Distortion negligible all levels. 

* Spare power for Tuner. 

* Main Ám lifier only 12x7 x Sin. 

* Separate balance control. 

ж Elegant in black and gold. 

ж For shelf or cabinet mounting. 

305 Control Unit 18 gns. Main Amp. 20 gns. Matching FM or 

АМ/РМ Tuners available. 

Full specification from your hi-fi dealer or 


CHAPMAN ULTRASONICS LTD. 


Sales office 24 UPPER BROOK STREET, W.1 
Telephone Hyde Park 2291 


AT LAST, FOR ONLY £1! 


A really efficient Fan for use in 
Electronic Equipment 


é 


This is what the Electronics world has been 


waiting for! At extremely low cost air-stirring 
and extraction can be easily achieved. 

Also in production we have Low-Speed Motors 
from 8 r.p.m. to 40 r.p.m. Price and further 
details on application to: 


KENURE, HOLT ELECTRONICS LTD. 


BOYN VALLEY RD., MAIDENHEAD, BERKSHIRE 
Telephone: Maidenhead 5331-2 


WE ALSO HAVE SUB-CONTRACT FACILITIES РОВ ELECTRONIC 
WIRING AND ARE FULLY А.1.0. APPROVED 
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Radio Transmitters Conquer Space 


In our technical era the perceptions of time and distance are 
undergoing radical changes. Fast moving, powerful engines 
take us securely to our distant destinations within a few hours 
and, it is hardly more difficult for the pilot of an aircraft to 
get in touch with the ground stations over the. ether than to 
talk to his co-pilot. 
The only thing that matters is the performance of the board 
transmitter and, above all, of its transmitting valves. The 
cathode surface of one type measures, for instance, only 3 
ка, square centimetres. The electron stream emitted by this little 
plane is able to establish connections over huge spaces. 


Important building elements of our 
technical world 


RFT transmitting valves serve as high frequency amplifiers 
for ultra short-wave and television transmitters. They are also 
used in all stages of long-, medium- and short-wave trans- 
mitters and at an increasing rate also in industrial generators 
for melting, glowing and hardening, etc. 

The valve factories of the German Democratic Republic 
supply you with transmitting valves which are known for 
their small size, high performance, high mechanical stability 
and a long-service life. 


COMPETITIVE- 
PROGRESSIVE- 
RELIABLE 


ROHRENWERKE 


Export through: Heim Electric, Deutsche Export-und Import Gesellschaft mbH, Liebknechtstrasse 14, Berlin, C2, 
Agent: T. O. Supplies Ltd. 42, Tottenham St., London, W.2. 


Will you please send me, free of charge, leaflet on transmitting valves, high 
frequency valves, thyratrons, stabiliser valves. 


Please underline whichever is applicable. 
Messrs. Heim-Electric 


Liebknechtstrasse 14, Berlin C2, Abt. W. u. M. 1/6 Name eà = ttn ww.  —— 
Address. =f р Country. 
Remarks mc eee 


COUPON 
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Wide range and variety of CERAMIC TRIMMERS 


High Stability in most 
exacting conditions 


SEPTEMBER, 1960 


Are being increasingly incorporated 
in electronic equipment owing to 
their VERY COMPETITIVE prices, 
HIGH QUALITY and RELIABILITY. 


Samples and Catalogues avallable on 


request. 


STEATITE  INSULATIONS 
LTD. 


3l, George Street, Lozells, 
Birmingham 19. 


Telephone: NORthern 8357/8. 
Telegraphic address: “ Steatite-B'ham, 19 ”. 


{Pee eenaeecunsanmmacemananne.saceeesanencescasenacesnsacani SURE ааа ння э »ававав=вой-- 5-а 5ваь т 


TRANSFORMERS 


COILS LARGE OR SMALL QUANTITIES 


CHOKES TRADE ENQUIRIES WELCOMED 
SPECIALISTS IN 


FINE WIRE WINDINGS 


MINIATURE TRANSFORMERS, PICK-UP, 
CLOCK AND INSTRUMENT COILS, ETC. 
VACUUM IMPREGNATION TO APPROVED STANDARDS 


ELECTRO-WINDS LTD. 


CONTRACTORS TO G.P.O., M.O.S., L E.B., ETC. 
123-5-7 PARCHMORE ROAD, THORNTON HEATH. SURREY 
LIVINGSTONE 2261 EST. 1933 


LOUDSPEAKER UNITS 


STABILIZE your AC MAINS with the finest 
equipment, at a fraction of the normal cost:— 


FERRANTI 7:-KVA MOVING COIL 
AUTOMATIC VOLTAGE REGULATORS 


Any stabilized output voltage in the range 200-250 v. 
can be selected by plug-board tappings. The selected 
output voltage is automatically maintained constant 
within - 296, at all loads 0 to 30/372 amps., when the 
supply voltage is varying over the range +8% to 
— 12%. 

e Frequency compensated 45-55 and 54-66 c/s. 

@ Excellent output wave-form. 

@ Can also be used as a variable transformer. 

@ Unused. Complete with spares and instruction 


on Р. В. CRAWSHAY 
94 Pixmore Way, Letchworth, Herts. 'Phone 185 


——P——— рае п вон пана ни ани винен, 
————»——————————————————— вино 


Not subject to Purchase Tax 
(Carriage paid in U.K.) 
Hlustrated leaflet available 


Model 121 12" HD UNIT 


Dia. over lugs 121!in.; Overall depth 6}in.; 
Power handling 20 watts В M.8.; Voice coil 
dia. 2in.; Flux density 12,000 gauss; Total 
flux 160,000 lines; Main resonance 30/35 
с.р.з.; Frequency response 25-5,000 с.р.в. 
Input impedance 15 ohms. 

Fitted with curvilinear сопе, foam plastio 
aurround and extra long voice coil winding which 
permits large amplitude movements without 
harmonic distortion, Recommended for use аз 
single speaker for any heavy duty requirement 
such as pnblie address or home cinema or as 
bass unit in miulti-speaker system. Suitable 
for use in all types of reflex enclosure horn 
loading or open baffle mounting. £ 


Model 121 A 


As above but with aluminium wire voice coil 
giving improved transient response and use!ul 
range extended up to 10,000 с.р.в. 9 zns. 


Model 301 H.F. UNIT 


Overall dia, 3in.: Overall depth lfin.; Power 
handling 15 watts; Instantaneous Peak; Voice 
coil dia. Zin.; Flux density 17,000 gauss; Fre- 
quency Е 1,500-18,000 c.p.s.; Input im- 
pedance 8-15 ohms. 

А pressure type high frequency loudspeaker. 
Handles high note portica of 15 watts of music. 
Response is level over range 2,000 to 14,000 
о.р.з. beyond which there is gradual roll-off 
giving useful range of 1,500 to 18,000 с.р.з. 

The special hardened aluminium diaphragm with 
unique loading system gives clean distortionless 
output at all frequencies in its range which is 
completely free of resonances or eolorations. 
Will extend range of any existing speaker system 
and greatly increase transient response and 
“ realism." £3/15/-. 


FANE ACOUSTICS LIMITED 


BATLEY YORKSHIRE 


Not subject to Purchase Tax 
(Carriage paid in U.K.) 
Illustrated leaflet available 
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hats off to 
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SILICON 
RECTIFIERS 


First again! 


Complete range of ТУРЕ APPROVED 


"G" Series Rectifiers, 
which is the range from which 
these Type Approved devices 

have been developed, 

offer high temperature operation 
—250тА, at 150°C up to 600 P.I.V. 
—and high voltage operation 

up to 1000 P.I.V. 


—and are available from stock 


| Plessey | 


Medium Power Top Hat 
RECTIFIERS 


from 


ТОО Р.!.\. to ВОО р..\/. 


0-75 АМР AT 25°С — 0:5 AMP AT 100°C 


COMMERCIAL 


E.V. SPECIFICATION EQUIVALENTS 


СУ 7030 8G7 
CV 7029 668 
CV 7028 4G8 
СУ 7027 2G8 
CV 7026 168 


COMPONENTS GROUP 


Semimetals Division 

The Plessey Company Limited 
Woodburcote Way Towcester Northants 
Telephone: Towcester 312 

Overseas Sales Organisation 

Plessey International Limited Ilford Essex 
Telephone: Ilford 3040 
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MAXIMUM POWER 
NO NOISE 
NO BLAST 


—these advantages are 
offered for the first 
time by the ARO- BROOMWADE Golden 
Silence range. The noise is destroyed by a 
specially developed exhaust system. An external 
porous-bronze diffuser, 
exclusive to ARO- 
BROOMWADE, breaks the 
force of the exhaust air and 
diffuses it so gently that it will 
not disturb a flame held 

only inches away 


Only ARO-BROOMWADE Tools 


have GOLDEN SILENCE 
Write for Publication No. 444 Т.Е. 


ARO-BROOMWADE 


Golden Silence 


PNEUMATIC TOOLS 


Model 7429C 
push-pull tapper; 
slow speed, high 
torque. 


“BROOMWADE” 
AIR COMPRESSORS & PNEUMATIC TOOLS 
YOUR BEST INVESTMENT 


BROOM & WADE LTD., P.O. Box No. 7, HIGH WYCOMBE, ENGLAND 
Telephone: High Wycombe 1630 (10 lines) 


Model 7386C 
high speed drill. 


Model 7276C 
reversible screwdriver 
and nutrunner, with 
adjustable D 


Telegrams: **Broom" High Wycombe (Telex.) 


6675А5 


MINIATURE ELECTRIC BULBS 
FROM 1V to 50V 
IN SIZES FROM 4.5mm to 18mm DIAMETER 


After nearly 30 years of specialising solely 
in the production of Miniature Electric 
Lamps, we have accumulated a store of 
information that is freely available to the 
Electronics Industry. You are invited to 
write or phone us for any information you 
may require about Miniature or Sub Mini- 
ature Filament Lamps for use in existing 
or new projects. 


VITALITY BULBS LTD. 


Neville Place, Wood Green, London, N.22. ’Рпопе: BOWes Park 0018 


K L | К Riveting 


ONE OPERATOR *ONE OPERATION «ONE SIDE ACCESS / 


Controlled setting by the Mandrel 
ensures maximum uniform tight- 
ness of the joint. 


ЖМ^”////УУЧУ/) Р 
"хае Я / 
МОЛИЛА РР 


A. C. SOLENOID гум 


NOW FITTED WITH STAINLESS STEEL GUIDES— 
SIX TIMES THE LIFE 


Continuous 33165. at 1". 
Instantaneous at 16 165. 
Smaller sizes available. 
Also —transformers to 
7kVA 3 phase 


К. A. WEBBER LTD. 


18 FOREST ROAD, KINGSWOOD, BRISTOL PHONE 67-4065 
_——————Є———ЄЄ—Є—Єї—Є—Є—ї— 


" 


THE MODERN METHOD FOR 
Chassis and Cabinet Assembly 
Component Fixing 


Sheet Metal, Plastics and 
Insulating Materials 


4 JORDAN STREET, MANCHESTER I5 


j y 
/ RIVETING SYSTEMS ipe 4 T 


"————— 777 — VC wu C" = — M — 
4 
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Dont hesitate - 
always specify PAINTON Wirewounds 


Examples of our miniature range 


Resistance 
Range Tolerance 


0; 


PAINTON 


Protected by Patent Nos. 626128 4 575279 
Fully Type Approved to RCS 111 
Top Quality ж Quick Delivery 


Painton & Co.Ltd. Competitive Prices 
a ice ымм. “High Stability Слем too! 


Tel: 34251 (10 lines) 
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Hunting for 
the right 


transistor? 


You can waste a lot of time covering the whole field, following false scents 
and even barking up wrong trees when all the time the transistor you want 
is already there in the Ediswan Mazda range specially developed for industrial 


applications. Let us know, on 


your letterheading the appli- These could help 
The latest developments in our industrial range 
cations you have in mind and include the XA161 and XA162 for high speed 


switching applications. These are germanium pnp 


, е diffused alloy mesa transistors with а minimum 
we will send you full informa- gain/bandwidth product of 25 Mc/s and 35 Mc/s 
respectively. Features include low saturation 


: E Е ist Г 

tion about suitabl e E di swan aie total stored charge, and high collector 

Mazda transistors. 

E DI S | VAT Y Associated Electrical Industries Limited 
MAZDA Radio & Electronic Components Division 


Semiconductor Department, 155 Charing Cross Road, London W.C.2 
SEMICON DU CTORS Tel: GERrard 8660 Telegrams: Sieswan Wescent London 
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FOR COMPLETE DATA 
ON MULLARD VALVES, TUBES. 
SEMICONDUCTORS 


AND COMPONENTS 


COMPREHENSIVE TECHNICAL HANDBOOK SERVICE 


The Mullard Technical Handbook has long been established as the comprehensive 
reference work for all those needing full data on Mullard Valves, Tubes and 
Semiconductors. 

It has now been replanned: a volume on Electronic and Magnetic Components has 
been added and Volume 1A incorporated in enlarged Volumes 1 and 3. 

The Handbook Service includes the supply of any or all of the loose leaf volumes 
listed below, plus the automatic issue of revised and supplementary sheets as 

and when published. 


VOLUME 1 Receiving and Amplifying 
Valves and Television Picture Tubes 
recommended for use in current and 
new equipment, and Special Quality 
Receiving Valves. 
VOLUME 2 Older Receiving and 
Amplifying Valves and Cathode 
Ray Tubes, available for 
maintenance of existing equipment. 
VOLUME 3 Power Valves and 
Rectifiers, Gasfilled Valves and 
Tubes, Cathode Ray Tubes and 
Microwave Devices for 
Industrial and Transmitting 
Equipment. 
VOLUME 4 Semiconductor 
and Photoelectric Devices. 


VOLUME 5 Electrical 
and Magnetic Components. 


Mullard Limited, 
T.S.D. Data and 
Publications Section, 
Mullard House, 
Torrington Place, 
London, W.C.1 


Full details of this Service, including 
subscription rates and application 
form, will be supplied on request. 
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DOUBLE ENDED STAINLESS 
STEEL VACUUM O VENS 


" Single Vacuum Oven 
détible-flariged with glove boxes each end. 


Ж Made throughout in polished stainless steel. 

Ж Single action door openings. 

* Rectangular with shelf spacings to suit. 

Ж Double ended controls. 

Ж Electrical interlocking of air inlet and isolation valves. 
% Outer cover hermetically sealed. 

Ж Temperature range 0°-300°C or equivalent Е. 

Ж Temperature Control: Normal +74°C. Special +IC. 


Ж Internal Spacing 7in. x 8in. x I8in. (can be altered to special 
requirements). 


Ж Vacuum Range: To 10-4, 

Ж Respective Vacuum Gauges incorporated. 
* Automatic air inlet valve on Backing Pump. 
* Visual Indicators and fuses on all switches. 


Ж Flanged for fitting into Dry Box. 


View showing automatic interlocking of 
unloading compartment on glove box. 


We design and manufacture Ovens to 
Customers' special requirements, Should 
you have any problems in this field our 
Technical Department is always willing 
to help you solve them. 


Vacuum Ovens with temperatures of up 
to 600°С are also manufactured by us on 
similar lines but with Sectional Heating 
and Water-Cooled. Ends. 


wit’ WACWELL ENGINEERING CO. LTD. 


> WILLOW LANE, MITCHAM, SURREY 
Veco. Fhone: MiTcham 8211 (3 lines) 


Vacuum Oven with 
glove box. 
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DON T GROSS 
THE 
CHANNELS 


Stereo tape recording has come to stay. If 
you want first-rate stereo sound in the end, 
you must have a first-rate stereo microphone 
from the start. This microphone must have 
the same balanced, wide-frequency response 
as a mono mike, and in addition achieve 
separation of all sound into two separate 
channels. Acos microphones have long been 
amongst the best in the world; Acos are the 
leading pioneers in stereo. No wonder, 
therefore, that the new ACOStereo 
microphone is strictly in the champion 

class for performance, separation, good 
looks and good value, 


phonic microphone, 
operating on the coincident 
phase principle. It contains 
two inserts with figure- 
eight characteristics, at 90° 
to each other, giving 
overall clover-leaf reponse 
with first-rate channel 
separation. Output -68 dB 
ref 1V/dyne/cm?; frequency 
response 50-8,000 c/s; 


MIC 44 

The new ACOStereo G FT 9 ET 1l R 
MIC 44 is a fully stereo- 
separation better than 


0 STEREO 


UK retail price £6.6.0, v. 


nd 


ACOSTEREO 
MICROPHONE 


ARE/ DOING THINGS IN STYLI 


See us at the Radio Show, Stand 310, Audio Hall, First Floor 
COSMOCORD LTD WALTHAM CROSS HERTS - TEL: WALTHAM CROSS 25206 (London subscribers please dial WS25206) 
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MINIATURE 


& SUB-MINIATURE 
COAXIAL CONNECTORS 


The L.1417 series is intended for general instrumenta- 
tion and portable equipment, and is suitable for 
screened cables up to o.16" diameter; it is compatible 
with the coaxial members of the Miniature Unitor 
family. The L.1403 series, which is smaller still, is 
already internationally established, being fully inter- 
changeable with the American ‘“‘Microdot” range; it 
accommodates sub-miniature cables of approximately 
1/16” overall diameter. The dielectric material of both 
series is P.T.F.E., and contacts are silver or gold- 
plated. 

These new connectors are illustrated full size, in 
comparison with a B.N.C. type plug, one of another 
international range of plugs and sockets made by 
**Belling-Lee". 


Most '* Belling-Lee *' products are covered by 
patents or registered designs or applications. 


WIRELESS WORLD 


“BELLING-LEE” 


Regd. Telephone: Enfield 3322 


BELLING & LEE LTD 


| GREAT CAMBRIDGE ROAD. ENFIELD, MIDDX,, ENGLAND 
3 — Qu 


* Telegrams: Radiobel, Enfield 


ЕВ UNAS TEMUS & SOCKETS SG ASSIS S EA 185 
CURE О: РКОТЕСТТОМ DEVICES 
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No. 20 of a series 
Fusing, part 4. 


By now it should be apparent that 
there is much more to this subject 
than mounting a piece of wire in a 
glass tube with a metal cap on each 
end. We have covered the importance 
of correct rating, and various thermal 
effects, touched on the range of pre- 
arcing times encountered, and the 
matter of surges; now there is the 
rupturing capacity of a fuselink to 
consider, i.e. its ability to deal with 
the events that take place during the 
Arcing Stage. 


When a short-circuit fault occurs 
in a low impedance circuit, in the 
absence of a suitable fuse or circuit- 
breaker, the current that flows can run 
into thousands of amps; it will be 
limited only by the overall circuit 
resistance including that of the power 
source. The heat developed constitutes 
a severe fire risk, and one of the 
purposes of fitting a fuse is to restrict 
the duration of this Prospective Cur- 
rent to a safe limit. It is of course 
possible that the fuselink will act so 
promptly that the current never attains 
the prospective value, in which event 
the fuse is said to ‘‘ cut-off," but in 
either case the fuselink has to handle 
a considerable amount of energy, 
and the design must be such that it 
can do so without itself constituting 
a hazard. 


“ BELLING -LEE ” NOTES 


For example, if a fuselink measuring 
ljin. long by iin. diameter, is called 
upon to deal with the prospective 
current envisaged under category of 
duty 440 v. A.C.4 (33,000 amp.), 
it will have to withstand a sudden 
surge of power within its narrow con- 
fines equivalent to approximately 
20,000 horse-power; theenergy released 
would vaporize the element and 
burst a glass cartridge with the violence 
of a small bomb. For this reason, 
fuselinks for this and similar categories 
of duty are made with ceramic tubes, 
of far greater strength than glass, 
and the space surrounding the ele- 
ment is filled with finely divided 
silica to act as a shock-absorber, and 
also to interrupt and quench the arc 
which is formed along the path of 
vaporized metal. 


Such fuselinks are often described 
as ''High Rupturing Capacity " 
types, but this is a relative term of no 
precise physical significance. How- 
ever, the prospective current that could 
flow in a circuit is obviously an 
important factor to be taken into 
account when deciding what type of 
fuselink is required for its protection. 


Advertisement of 
BELLING :& LEE LTD. 
Great Cambridge Rd., Enfield, Middx. 
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From every point of view the Redifon R 145 


e upholds its world-wide reputation as the finest 
e Г / 0, 1/1 communications receiver that has ever been 


produced. Re-setting accuracy better than 1 kc. 
and many other important features are included in 
the outstanding specification of this superb 
receiver. We shall be glad to supply you with 

full details on request. 


COMMUNICATIONS RECEIVER 


REDIFON LIMITED Communications Sales Division, Broomhill Road, London S.W.18 
Telephone: VANdyke 7281 A Manufacturing Company in the Rediffusion Group 
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Aspects of design 


This is the twenty-sixth of a series of special features dealing with advanced problems in 
television and radio circuit design to be published by The Ediswan Mazda Applications 
Laboratory. We will be pleased to deal with any questions arising from this or other articles, 
the twenty-seventh of which wil! appear in the October 1960 issue. 


The changes in techniques which have taken place in television 
line output stages with the introduction of 110° C.R. tubes have 
been concerned mainly with attempts to keep the power require- 
ments within reasonable limits and to present a linear scan 
despite the increase in deflection angle. 


POWER REQUIREMENTS 


The circuit of a typical line output stage for a television re- 
ceiver using a 110° cathode ray tube is shown below. The 
general form of the circuit is similar to that used with tubes of 
90? deflection angle except in the method of control of picture 
width. In 90° receivers it was common pe to control 
picture width by a combination of two variable inductors, one in 
series with the deflector coil and one shunting a small portion of 
the transformer primary winding. The variable-position cores 
of these inductors were mechanically coupled so that as deflection 
power was by-passed from the deflector coil extra inductance was 
added in series with the deflector coil to keep the load on the 
transformer substantially constant. This method, although 
performing its function admirably, increased the power require- 
ments of the stage by up to as much as 40%. With the higher 
deflection power requirements of 110? tubes this extra power 
consumption by the width control is undesirable and other 
methods have been adopted. 


Most receivers control line linearity by means of two closed loops 
of copper foil inserted between the line deflector coils and the 
tube neck so as to intercept some of the line deflection flux. 
This control is moved longitudinally along the neck to a position 
of optimum linearity. Movement of this control affects both 
linearity and width of the line deflection and it is found that small 
movement of the control either side of the position of optimum 
linearity gives some control of width without seriously changing 
linearity. The use of this method represents a considerable 
pat saving as compared with the series-parallel inductance 
control. 


An alternative method of controlling width without wasting 
power may be m if the stage operates with the working 
point of the tetrode below the knee of the із —уһ characteristic. 
Under these circumstances the valves behave as a switch con- 
necting the constant voltage of the boosted ht line across the 
transformer. Picture width can then be controlled by varying 
the tapping point P of the deflector coil into the transformer. 
Since this would vary the total effective inductance load of the 
transformer and hence flyback time it is advisable, at the same 
time as varying the tapping, to switch into circuit appropriate 
values of the capacitor Cs to maintain the flyback time of the 
transformer, and hence eht, constant. 


LINEARITY 


The linearity corrector referred to above compensates for 
asymmetrical non-linearity resulting from the small but finite 
resistance present in the inductive load of the line output stage. 
In addition to this non-linearity the greater deflection angle of 
110° tubes has necessitated the introduction of measures to 
correct symmetrical non-linearity introduced by the closeness of 
the centre of deflection to the screen. If, under these conditions, 
the current through the deflector coil changes linearly with time, 
objects at the sides of the picture will be stretched as compared 
with similar objects in centre. This is most obvious in the line 
direction where the deflection angle is greater than in the frame. 
In order to correct this form of distortion the rate of increase of 
current must be slower at the beginning and end of the stroke 
than in the middle. 


It was necessary to make some correction of this kind when 
using 90° C.R. tubes but the amount required was small and 
choice of a suitable value of boost capacitor Cı usually proved 
sufficient. This capacitor, passing a roughly sawtooth waveform 
of current, has across it a voltage waveform approximately 
parabolic such that the voltage of point 0 is low at the beginning 
and end of the deflection stroke and high in the middle. In a 
stage operating with the output tetrode behaving merely as a 
low resistance switch this waveform provides the required form 
of correction. 
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LINE OUTPUT 
STAGES FOR 110° 
С.В. TUBES 


With 110° output stages the amount of correction required is 
higher than for 90° and by the time sufficient correction voltage 
has been provided by reduction of Cı efficiency of the stage has 
been adversely affected. An alternative method is therefore used. 
This takes the form of a capacitor C2 inserted in series with the 
deflector coil and at the same time returning to a fairly high value 
of Су. С» carries a sawtooth waveform.of current and so has 
across it a parabolic voltage waveform which reduces the voltage 
applied to the deflector coil at the beginning and end of the 
deflection stroke as compared with the voltage in the middle. 


In use a difficulty is often encountered with this form of 
correction. The deflector coil and its series capacitor represent а 
series tuned circuit of about 4 kc/s resonant frequency. If, due 
to noise on a synchronising pulse in a directly synchronised 
receiver, one line is triggered very slightly before its correct 
instant then there will be a momentary change from the steady 
state operating conditions of the stage. This change shock 
excites the tuned circuit and since the circuit has little damping 
the disturbance remains for the duration of several lines. The 
consequence is that in directly synchronised receivers operating 
in areas of poor signal drm pr noise will cause considerably 
more “‘ raggedness ” of vertical edges than if this form of correc- 
tion were not in use. А compromise can often be achieved by 
carrying out part of the correction by a series capacitor and part 
by a suitable choice of boost capacitor. 


FLYBÁCK PEAK VOLTAGES 


In order to effect the greatest possible economies in power 
consumption it is preferable to operate the stage in such a mode 
that high boosted ht voltages are produced. This is achieved 
by tapping the cathode of the efficiency diode into the trans- 
former at such a point that both diode and tetrode are conducting 
for most of the deflection stroke. High boosted ht voltages 
result in high peak voltages on tetrode anode and diode cathode 
during the flyback time. The maximum peak voltages which 
these valves can tolerate often set a limit to the extent to which 
this course can be pursued. Techniques such as “ Third Har- 
monic Tuning " and operation with long flyback times are used 
to lower these voltages as far as possible. 


The Ediswan Mazda 30P4 and U191 are specially processed 
er be able to withstand the high voltages encountered in this class 
of service. 


Associated Electrical Industries Ltd 
Radio and Electronic Components Division 

Technical Service Department 

155 Charing Cross Road, London, W.C.2 

Tet: GERrard 8660. Grams: Sleswan, Westcent, London 
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EDISWAN MAZDA 0381 


The U381 is a half wave rectifier, giving-a maximum output 
current of 110 mA, for use in radio receivers and audio amplifiers 
with series connected heaters. 

Heater Current (amps) In 0.1 
Heater Voltage (volts) Vn 38 


PRELIMINARY RATINGS AND DATA 
Design Centre Ratings 


Maximum Anode Voltage (volts) У al max) 250 
Maximum Peak Inverse Voltage (volts) PIV( max) 700 
Maximum Heater to Cathode Voltage 

(d.c. + a.c. pk: cathode positive) (volts) ^ Vn.x(max) 550* 
Maximum Mean Anode Current (mA) Ix(max) 110 
Maximum Peak Anode Current (mA) ia(pk)max 660 


Maximum Reservoir Condenser (uF) 100} 
Minimum Surge Limiting Resistance 
(Absolute Value) (ohms) Rum(mtn) 90$ 
*Меазиге with respect to the higher potential heater pin. 
Maximum tolerance + 80%, 
When using a reservoir condenser of 100 „Е + 80% with anode 
voltage 250 V rms. 


TYPICAL OPERATION 
Input Anode Voltage (vo ts rms) У (из) 110 220 250 


Output Load Current (mA) І, 110 110 110 
Reservoir Condenser (uF) 100 100 100 
Surge Limiting Resistance (ohms) Riim 0 90 100 
Rectified Output Voltage (volts) Vout 112 215 245 


Mounting Position: Unrestricted. 
Base: B9A (Noval). 


Maximum Dimensions (mm) 


Overall Length 67.5 
Seated Height 60.5 
Diameter 22.2 


VIEw OF FREE END 


Characteristic curves of Ediswan Mazda Valve Type U381 
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Characteristic curves of Ediswan Mazda Valve Type U381 
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EDISWAN 


MAZDA 


Associated Electrical Industries Ltd 
Radio and Electronic Components Division 

Technical Service Department 

155 Charing Cross Road, London, W.C.2 

Tel: GERrard 8660. Grams: Sleswan, Westcent, London 
CRC 15/59 
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Арсов 


ITED 


= SOLDERING. 
TRADE MARK EQUIPMENT 


Specialising for the 
Electronic Industry. 


Illustrated 

INSTRUMENT LIST No. 64 WITH 
COMBINED PROTECTIVE UNIT LIST 
No, 700 SHOWING WIPER/ABRASION 
PAD AND SOLDER REEL. 


ALL ADCOLA DESIGNS MEET THE 
REQUIREMENTS FOR CONTINUOUS 
BENCH LINE PRODUCTION. 


British & Foreign Patents 
Reg. Designs, etc. 


APPLY HEAD OFFICE SALES & SERVICE 


ADCOLA PRODUCTS LTD 


GAUDEN RD. CLAPHAM HIGH ST. 
LONDON, S.W.4. 


Telephones: MACAULAY 3101-4272. 
Telegrams: ‘* SOLJOINT '" LONDON. 


о I MARINE 
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27 PUSH BUTTON 


|J  — & PIANO KEY SWITCHES 


A whole range of PB and PK switches is provided by Plessey to meet the 
contemporary requirement in TV, radio and audio equipment design. And 
whether you plan to employ the one or the other, you will find a suitable 
Plessey switch with the shape of key or button you prefer — in the colour 
of your choice. 

By the use of Plessey switches you can give your equipment the advantage 
of self-cleaning, positive contact switching with low contact resistance. All 
Plessey switches are free from electrical noise, due to their unique * Wedgelock 
riveted construction— which represents a great advance over conventional 
eyeleted methods. Standard or printed circuit contacts. 


MINIATURE PIANO KEY SWITCHES 


Among the many universally employed ranges of Plessey switches 
is featured a miniature piano key series, available with either 
standard or printed circuit contacts. 


Жж May we suggest that you talk to а 
Plessey Technical Representative about 
your switch requirements. 


THE PLESSEY COMPANY LIMITED ) 
New Lane · Havant + Hants Plessey 


Telephone: Havant 1701 


y Overseas Sales Organisation: Plessey International Limited - Шога. Essex - Telephone: Ilford 3040 


@ 
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THE MARK IV CAMERA CHAIN 


EXPER VE, NCE Marconi’s pioneered the use of the 43 inch Image 
Orthicon Camera using the tube developed by their 

associates, the English Electric Valve Company. 

COUN 7: $ Marconi’s have amassed more ‘know-how’ on the use of 


the 44 inch Image Orthicon than any other manufacturer. 


BD 863 MARK IV 
IMAGE 
ORTHICON 
CAMERA 


MAGE 
OVER 500 MARCONI 1 
ORTHICON CAMERA CHAINS 
HAVE BEEN SOLD 
THROUGHOUT THE WORLD 


EXTREME STABILITY 


Novel circuit design and careful choice of 
components give such a high degree of stability 
that operational controls have been removed 
from the camera. 


FIRST CLASS PICTURE QUALITY 


The 44 inch Image Orthicon tube gives a picture 
quality substantially better than any other type 
or size. 


LIGHT AND COMPACT 


By reducing and simplifying the camera 
electronics its weight has been held below 
100 Ib.-and its size made correspondingly small. 


MARCONI 


COMPLETE SOUND AND TELEVISION SYSTEMS 


MARCONI’S WIRELESS TELEGRAPH COMPANY LIMITED - CHELMSFORD - ESSEX. ENGLAND 
M4D 
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Some of the actual equipment supplied with our 
courses, 


A NEW-PRACTICAL WAY 
of UNDERSTANDING \—= 


RADIO - TELEVISION * ELECTRONICS 


Including: Transistors; VHF/FM; Hi-Fi equipment; Computers; Servo-mechs; Test Instruments ; 
Photo - electrics; Nucleonics; etc. 


FOR. .. Your Career... Your Own Business ... An Absorbing Hobby ... 


Radiostructor—an organisation specialising in electronic training systems—offers a new self-instructional 
method using specially designed equipment on a “‘ do-it-yourself ” basis. 

You learn by building actual equipment with the big kits of components which we send you. You advance 
by simple steps, performing a whole series of interesting and instructive experiments—with no complicated 
mathematics! Instructional manuals employ the latest techniques for showing the full story of electronics 
in a practical and interesting way—in fact, you really have fun whilst learning! 


RADIOSTRUCTOR Msn 
LEADS THE WORLD ЕА 


(We do not employ representatives) 


1 


зз ——- mí o—— А. 
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Model W.V.A. 


TAPE RECORDERS 


The W.V.A. tape recorder now has provision for Stereo plug in heads 
to enable this recorder to replay Stereo. The regular models are 
retained with additions and improvements. Our high standard which 
has made these recorders famous has been maintained, resuiting in 
their being chosen for the foremost musical centre in this country. 


30/50 WATT AMPLIFIER 


Gives 30 watts continuous signal and 50 watts peak Audio. With voice 
coil feedback distortion is 
under 0.1% and when 
arranged for tertiary feed- 
back and 100 volt line it is 
under 0.15%. The hum and 
nolse is better than —85 dB 
referred to 30 watt. 


It is available in our stand- 
ard steel case with Baxen- 
dale tone controls and up 
to 4 mixed inputs, which 
may be balanced line 
30 ohm mitrophones or 
equalised P.U.s to choice. 


ELECTRONIC MIXER/AMPLIFIER 


This high fidelity 10/15 watt Ultra Linear Amplifier has a built-in mixer 
and Baxendale tone controls. The standard model has 4 inputs, two for 
balanced 30 ohm microphones, one for pick-up C.C.!.R. compensated 
and one for tape or radio input. Alternative or’ additional inputs are 
available to special order. A feed direct out from the mixer is stan- 
dard and output impedances of 4-8-16 ohms ог 100 volt line are to 
choice. All inputs and outputs are at the rear and it has been designed 
for cool continuous operation either on 19 x 7in. rack panel form or 
in standard ventilated steel case. 


Size 18 x 71 x 91in. deep. 

Price of standard model £49. 

Also 3-way mixers and Peak Programme Meters. 
4-way mixers. 


12-way mixers, and 2 x 5-way stereo mixers with outputs for echo 
chambers, etc. Details on request. 
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120/200 WATT AMPLIFIER 


eee mem tttm tei iei Rt 


Will deliver 120 watts continuous signal and over 
200 watts peak Audio. It is completely stable with 
any type of load and may be used to drive motors 
or other devices to over 120 watts at frequencies 
from 20,000 down to 30 cps in standard form or 


other frequencies to order. The distortion is 


less than 0.295 and the noise level —95 dB. A 
floating series parallel output is provided for 
100-120 V. or 200-250 V. and this coo! running 
amplifier occupies 12} inches of standard rack 
space by 11 inches deep. Weight 601Ь. 


Full details and prices of the above on request 


VORTEXION LIMITED, 257-263 The Broadway, Wimbledon, London, S.W.19 


Telephones: LiBerty 2814 and 6242-3 


Telegrams: “ Vortexion, Wimble, London.” 
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We can get you out 
of a transmitting 
valve problem 


For over 40 years we have been at it. 
Solving problems about valves. 

Hard valves, soft valves, RX, TX. 
The lot, in fact! And so far as 

TX valves are concerned, here’s 

a tetrode that’s truly something 

to beam about! The TT21 is capable 
of outputs in excess of 150 watts 


at frequencies up to 30 Mc/s. 


valves are obtainable from 
THE M-O VALVE CO. LTD 


BROOK GREEN · HAMMERSMITH · LONDON W6 


A subsidiary of the General Electric Co. Ltd 
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Make a wise choice... 


LEAK 


buy ... the first name in High Fidelity 


For over twenty five years we have devoted our activities exclusively to the 
Ф Britain’ B design and manufacture of Hi-Fi equipment. We were the first manufac- 
кат s Best uM in the ET to design and market amplifiers with a distortion content 

as low as 0.1%. 


Hi-Fi Equip ment... This technical lead resulted in a demand for LEAK amplifiers from pro- 
* fired C am in the E (over Д capat pne purn African 
itai H roadcasting Corporation b and many other Commonwealth 
LU Britain s Best Selling and Overseas broadcasting and ТУ systems, who use them for transmitting 
M , and/or monitoring broadcasts. Also, many gramophone records are cut via 
Hi-Fi Equipment . .. LEAK Amplifiers. This acceptance by professional engineers led to a 
: demand from music-lovers throughout the world. 


Ө Britain's Best Value in The concentrating of our resources exclusively on Hi-Fi equipment and our 
world-wide market enables us to offer the best equipment at the lowest 
prices. 


Hi-Fi Equipment. . . 


qmm enc 


The New "Varislope Stereo" 


The New “ Varislope Stereo ” pre-amplifier incorporates 
facilities which make it the most comprehensive pre- 


i 1 ilable. 
amplifier presently available mies £2 5 


© POINT-ONE 
STEREO PRE- 
AMPLIFIER 


VARISLOPE Ill e 
PRE-AMPLIFIER 


TL/12 PLUS Ө e STEREO 20 
POWER AMPLIFIER POWER 
AMPLIFIER 


SOUTHDOWN ө 
CABINET 


@ SOUTHDOWN 
CABINET 


TOTAL 


:9s.... 
О Л ЛҮҮ Т £ 72 ‚ 95. [її 


TOTAL 


: 43 
bust 5 5 . n — 1 


ПАНА 


r r ^A Ne ый ЧЕЧ РАЦЬ UPC 
Ask yon deale | Please send details of your equipment including your 
for a Demonstration | new “ Varislope Stereo’’ unit to :- | 
| Diane И MUN. eL eem preda eene | 
Рае tie arreter stets nme за т ен 
Н. J. LEAK & CO. LTD. | ть | 
BRUNEL ROAD, WESTWAY FACTORY ESTATE, LONDON, w.3, | menn nnne crime icu, fme | 
Telephone : SHEpherds Bush 1173 | „текке ДЫДА Co RIT ВСЕ ДЕВА MERI IP ие W W/13/60 
Telegrams: SINUSOIDAL, EALUX, LONDON — 1 M m 


SS ee 
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CATRODEON 


MINIATURE 
THERMOSTATICALLY 
CONTROLLED 

OVEN 


GENERAL DESCRIPTION 


This oven was designed specifically for accurate 
temperature control of Style “J” Quartz Crystal 
Units but is ideally suited for other components such 
as transistors, diodes, thermistors, etc., which are 
sensitive to ambient temperature variations. Heat 
control is achieved by a bi-metallic thermal switch. 
Capacity of the inner shell #3” x 3” x #1” 

(2.0 x 0.9 x 2.3 cms). Overall dimensions 11^ x #”х 
21" long (3.2 x 2.0 x 6.6 cms). Weight 1$ oz. (43 grms). 
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= 
C4THODEON 
Sarwe OVEN 
| ТҮРЕ MCO. 2мм 
TEMP [ec 
VOLTS 6/12 у 


- l^C/DcJ 
AMPS 0:78/0.39 


SERIAL No ji 


ACTUAL SIZE 


OPERATING DATA 


6v or 12v supply. Power consumption 4.6 watts. 
Temperature settings between 50°С and 85°С. 
Standard tolerance on setting is +2°C but 
+1°C can be supplied. 

Temperature differential over the operating 
temperature range is within +2°C of the 
setting-up temperature. The heating-up time 
is less than 5 minutes from +20°C to +85°C. 


CATHODEON CRYSTALS LIMITED 


LINTON CAMBRIDGESHIRE 


TELEPHONE LINTON 501 (4 lines) 
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A.C./D.C. Multimeter Kit 


Ranges: D.C. volts 
0-5, 0-50, 0-100, 0-500, 
0-1,000 А.С. volts 
0-5, 0-50, 0-100, 0-500, 
0-1,000 D.C. milli- 
amps. 0-5, 0-100, 
0-500. Ohms 0-50,000 
with internal bat- 
teries. 0-500,000 with 
external batteries. 
Measures A.C./D.C. 
volts. D.C. current 
and ohms. All the 
essential parts includ- 
ing metal case, 2in. moving coil meter, | 
selected resistors, wire for shunts, range 
selector rwitches, calibrated scale and full 
instructions, price 19/6, plus 2/6 post and 


insurance. 
Hi-Fi Snip 
Infinite Walls Baffle 


Nicely 
veneered 
and polished, 
Corner fitting 
(attaches to 


floor space. Gives 
really fantastic 


results with only 
low - priced Bin. 
speaker, Fitting for 
tweeter. Only 45/- 
each. Carriage and 
insurance 3/6. 


Mode! 39/1, this is ideal for tape or general 
amplifiers, complete with screened lead, 
39/6, plus 1/- post. 


Rectifier Bargains 


Selenium rectifier type 12, 500 v. } amp. 
half-wave, easily rebuilt into full wave 
or multiple type, contains 30 35 mm. discs. 
Price 8/6, plus 1/6 post. Type 13, 36 volt 
9 amp. easily rebuilt into eix ful] wave 
charger rectifiers suitable for 6 or 12 volt 
batteries at 3 amps., contains 24 84 mm. 
discs. Real bargain at 19/6, plus 1/6 post. 
Type 14—240 v. t amp., 7/6. 


Miniature 
Microphone 


American made, Dynamic 
type. Real bargain at 
2/6, plus 64. postage. 


Heavy Duty Thyratron 
Heater 5 volt 20 amp. Peak anode 16,000 
volts. Peak plate current 120amps. Unused 
perfect condition. £5. 


High Voltage Rectifiers 
CV19 63 kV., Peak 800 mA. 


.. £417 6 
CV1504 60 kV., Peak 1200 mÀ. £517 6 
6 
© 


CV74 40 kV., Peak 600 mA. .. £2 17 
CV15088 kV., Peak 1000 mA.. £1 17 
CV1111 14 kV., Peak 350 mA. 7 


ELECTRONIC PRECISION EQUIPMENT, LTD. 
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Unique Opportunity to build Fine 
Transistor Set 


Construetor's parcel consisting of cabinet 
approx. size 4{іп. x Зір. x liin, with 
handle and embellishments as illustrated, 
turning dial tuning condensers and easy-to- 
follow constructional data. You can build a 
pocket Transistor set as currently being sold 
at 17 gns. We can eupply all necessary parts 
at highly competitive prices. Alternatively 
build your own circuit. Price 22/6 plus 2/6 
post and insurance. Circult diagram and 
constructional data supplied separately 1/6. 


Component Storage Drawers 


Stout board construction these drawers are 
ideal for small parts. Supplied complete 
with simple erection instructions — 1/6 
each or 12 drawers each 6 x 2}x 6hin., 
13/6, post 2/-. 


The Taylor Meter 
Model 127A 


A pocket size meter but with a big scale and a 
sensitivity of 20,000 ohms per volt D.C. therefore 
an ideal unit for television servicing—robustly 
made and complete with leads and prods— 
20 ranges as follows: 

D.C. current 60 micio-amps. to 1 amp. 

D.C. voltage—0-1,000 volt in seven ranges 
(25 kV. with external probe, optional extra). 
Volts A.C.—0-2,500 in six ranges. 

Ohms—0-20 ohm in three ranges (self-controlled), 
Self-contained, 3}in. movement. [rice £10 or 
10/- deposit and 21 fortnightly payments of 10/-. 
Non-caliers add 5/- carriage and insurance. 


Pocket Transistor 
Loudspeaker 3 
A 2-transistor plus 1 crystal diode receiver for A 


medium and long waves. Easy to carry about, ~~ s 
аз size only approx. 5 x 4 x lin. All parts 
inciuding cream plastic case, minlature loud- 


speaker. In fact everything needed down to last 
nut and bolt. Only 22/6 plus 1/6 P. & Р. Bat- 
teries 104. extra. Full constructiona! data 


included in above price or separately 1/6. Money 
retunded if not fully up to your expectations. 


Transistorised 
Stethoscope 


Trace signal right through:—Radlo, T.V., Tape amplifier, 
Hi-Fi, etc.—siniplest way to fault find—carry it like & 
fountain pen—all parts including transistor barrel 
crystal, everything except battery, 12/6 plus 1/6. 
Battery 6d.—data included, or separately 1/6. 


Philips 
Transcription 
Unit 


Philips AG2009 Record 
Player, 4 speed, Ideal for the 
enthusiast, Pick-up arm wired 
for stereo, fine adjustment on all 
four speeds. Continuously variable 
pick-up weight (2-12 gnis.) Supplied 
with Philips Hi-Fi crystal head, type 
AG3019 for micro-groove and 78 r.9.m. 
Frequency response 30-15,000 с/в. Pick-up 
lifting and lowering’device. Individually balanced 
heavy turntable. Muting switch. Сап be used 
with any amplifier or radio set. Complete with mon- 

aural pick up. £10/10/-, or 2 gns. deposit and 19 fort- 
nightly payments of 10/-. Available also with stereo 
Prices on request. 


head, diamond or sapphire stylus. 


Where the value of your order for small articles exceeds £2 these are poet 
free. Under £2 add sufficient to cover and where carriage or postage 
specifically mentioned, add this in any case. 
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SPECIAL THIS MONTH 


Twin Twisted Lighting Flex—equivalent 
14/36, rubber insulated, cotton covered, 
12/6 per 100 yard coi) 


Moving Coil Meters 


0-500 microamp ...... 2in. flush.... 17/6 
250-0-250 microamp .. 2}in. surface 27/6 
750 microamp 9iim surface 17/6 
5-0-5 milliamp . . 9jin. flush .. 17/6 
0-30 milliamp . . 9jin. flush .. 17/6 
0-100 milliamp . 9jin. flush .. 15/- 
0-300 milliamp 2jin. flush .. 15/- 
0-500 milliamp Qhin. flush .. 15/- 


Unbreakable Mains Lead type of lead fitted 
to electric razors makes fine Ісай for test 
meters and any other devices where subjcct 
to continuous bending. Twin figure eight 


Construction, soft cream  p.v.c. covered. 
Normally costs 2/- per yard. Three 6ft. 
leads for 9/-. 


Filament Transformer, 6.3 v., 1$ amps. 8/6- 
xd гет шиа marked 200/220; 


Output Transformer—standard pentode— 
4/6, multi ratio, 8/6. 

Bi-meta] Strip with heavy duty eontact— 
ideal for thermostat, fire lamp, ete., 2/6, 
Neon Lamp—midgct wire ended, ideal mains 
Vester. etc., 2/-, ex Govt., 1/6. 


5 amp. 12 v. full-wave Charger Rectifier, 
zoe price 17/6. Price 10/--, plus 1/6 post 
ani . 


Install those extra points, 8.020 twin flat 
Т.В.8. cable. Big purchase enables us to 
sel} this at 45/- per 100 yds., carriage 8/6. 

Head Phones, РЕД. Idea! crystal sets, 
ete., 7/6, 

Goodmans Multi Ratio Output Transformer. 
6 watt, 8 ratios, from 19-1 to 72-1. Centre 
tapped for push/pull, 7/6. phus 1/-. 

Ditto. unbranded, 6/6, post 1/-. 

Cold Cathode Valve CV413. Voltage regulator 
or trigger awitch—unused but ex-equipment, 
2/6 each. 

Tag Panels, Ideal for constructors, experi> 
mental circuits, etc., 3 of each of 12 different 
types. 5/-, post 1/6. 

Bellmg Lee 2BA fully insulated terminals for 
mounting through meta! panels, 1/6 each. 
Terminal Heads, Insulated 4BA, 2/- doz. 
-1 mFd. 350 у. Smal) tubular metal cased 
condensers made by Dubiller, 9/6 doz. 
50 Assorted Resistors, Wel! mixed and useful 
values $ and j watt, 5/- for 50. 

Ditto. but 1 watt, 6/6 for 50. 

Mains Transformer, Standard 230 v 
input 250-0-250 at 80 mA., 6.3 v. at 5 A., 
12/6, post 1/6, 

Toggle Switch, Standard metal body, type 
with round dolly, fixing ring and оц/ой 


indicating plate, 1/3 or 12/- doz. 

Mets) Rectifier, 250 +. 60-80 milliamps., 
ideal for mains set or inatrument or to 
replace that expensive valve, 4/6. 

Screened Cable, Rubber covered flexible 
with meta! braiding, ideal for microphone 
or gramophone extensions, 44. per yd., 
30/- рег 100 уда. 


Sub-miniature electrolytic Condensers, for 
transistor seta: 1 nfd., 18 у; 1.5 mfd., 

2.5 mfd., 6 v.; 6 mfd., 6 v., 6 mfd., 6 v.; 
5 mtd., 124 v.; 8 mfd., 6 v.; 10 mid., бу, 
16 mfd., 12 v.; 25 mid.. 6 v.; 30 mid., 3 v., 2/-. 
each. 

Transistor Ferrite Rod Aerial, with medium 
and long wave coils with circuit, 8/6. 

Т.Е. Coils, standard size by Weymouth 
465KC, dust cores, normally 12/6. Price 
6/8 per pair. 


Yaxley "we 
l Pole 3 Way 
1 Pole 5 Way 
1 Pole 12 Way . 
2 Pole 2 Way . 
2 Pole 4 Way . 
2 Pole 6 Way . 
2 Pole 8 Way . 
2 Pole 12 Way . 
3 Pole 3 Way 
3 Pole 6 Way . 
4 Poje 4 Way 
6 Position Shorting 
6 Pole 3 Way І 
6 Pole 3 Way Ceramic 
8 Pole 


9 Pole 
| 12 Pole 


post orders are dealt with from Eastbourne, so for prompt attention please a your orders to 66 Grove Road, 


Eastbourne, marked Department 2. Callers may use any one 


Electronics (Croydon) Ltd., 
266 London Road, 
Croydon. 


Phone: CRO. 6558. 
Half day, Wednesday. 


Electronics (Finsbury 
Park), Ltd. 
29 Stroud Green Road, 
Finsbury Park, N.4. 
Phone: ARChway 1049. 
Half day, Thursday. 


520 High Street North, 
Manor Park, Е.12. 


Phone: ILFord 1011. 
Half day, Thursday. 


Electronics (Manor Park) Ltd. 


the Companies below. 


Ltd., 


Electronics (Ruislip) 
42-46 Windmill Kill, 
Ruislip, Middx. 


Phone: RUISLIP 5780. 
Half day, Wednesday. 
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GOODMANS 


A.L. SERIES NOW 
INTERNATIONALLY 
ACCLAIMED... 


Pioneers of compact Loudspeaker Systems. There was 
once a time when Full Range High Fidelity reproduc- 
tion from a Loudspeaker housed in a small enclosure 
was considered impracticable—the text books said so 
and this appeared to be confirmed by experimental 
work. 

The first real break-through came in 1939 —from 

GOODMANS—with the introduction of a high comp- 
liance twin-cone unit mounted ina totally enclosed 18" 
cube. After the war, development was taken up again 

and ‘complete multiple Loudspeaker Systems were 
developed for use specifically in very small enclosure 
volume. Again GOODMANS led the market. Then 

the research development effort was directed to over- 

come the remaining disadvantages; complexity, low 

efficiency, high cost. The result was Model A.L/120— 


“у ETERS 


— 


Е. . 
A.L/120 ...Price £29. 10. 0 

(Price applicable in U.K. only) 
incorporating all the valuable experience gained over 
many years as well as the latest developments in en- 
closure loading, diaphragm design, high frequency 
radiation, magnet design, to say nothing of advanced 
methods of precision manufacture. This achievement 
15 best judged and appreciated by ear; the actual des- 
cription of the A.L/120 is as follows : — Frequency 
range 35 c/s to 20,000 c/s with a maximum power 
handling capacity of 15 Watts, (U.S.A. 30 Watts). 
Overall enclosure size—24" x 114” x 142”. Enclosure 
loading—Acoustical Resistance (GOODMANS 
Patent No. 790997 [British]). 
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Drive unit : 12” Triaxial unit comprising three con- 
centrically mounted radiating elements, each designed 
to specialise in low distortion reproduction of one part 
of the overall scale; bass, middle, treble; and integ- 
rated on to a common axis to approach the ideal of the 
“point source” radiator with its freedom from phase 
interference between the separate units. Bass radiation 
is from a large diaphragm with plastic treated high 
compliance suspension, with mechanical crossover to 
a moulded high stability mid-range radiator; and 
finally electrical crossover (twin 3— section L.C. net- 
work 12 db/octave) to a high precision horn loaded 
high frequency pressure unit, with separate L—pad 
balance control. 


A.L/100 ... Price £23. 10. О 
(Price applicable in U.K: only) 
Model A.L/100 also follows these lines in most re- 
spects, except that it employs a two element drive unit 
and provides smooth coverage from 35 c/s to 15,000 
c/s., with a power handling capacity of 12 Watts, (U.S. 
А. 24 Watts. 
Both Models available in Walnut or Mahogany finish. 
THESE LOUDSPEAKER SYSTEMS ARE DE- 
SIGNED AND BUILT WITH GREAT CARE TO 
BRING TRUE HIGH FIDELITY INTO YOUR 
он ELEGANTLY, EXCIT- 
INGLY. 


WRITENOW FOR ILLUSTRATED BROCHURE 
s: Originally designed 

for the Home Market 
these compact Systems 
are now being demanded 


throughout the World 


Сз W 


* See us at the Radio Exhibition at Earls 
Court 23rd August to 3rd September. 
Trade Office—Stand No. 220. Audio Hall 
Demonstration Room No. 316. 


GOODMANS INDUSTRIES LIMITED 


Axiom Works, Wembley, Middlesex 
Tel.: WEMbley 1200 (8 lines) Grams: Goodaxiom, Wembley, England 
In every sense the greatest range—in every country the greatest name. 


qMeK€cc—um 
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RADFORD STYLED 


М.А.15 POWER AMPLIFIER 


SPECIFICATION à 
OUTPUT POWER 15 watts nominal. 12 watts . 
<0.1% distortion. ; у 


OUTPUT IMPEDANCE 4 О, 8 О, [6 О selected by 
switch. 

SENSITIVITY 250 millivolts input for 15 
watts power output. 

HUM & NOISE OUTPUT —85 dB. 

FEEDBACK 27 dB. 

STABILITY MARGIN >27 dB. 

VALVE COMPLEMENT _ I-EF86, 1-ЕСС23, 1-Е281, 


2-EL34. 
POWER OUTLET 6.3 v. @ 2. А., 360 v. @ 20 
(preamplifier) M.A. 
Consumption Approx. 90 watts @ 240 v. 
A.C. C 
Size (chassis) 84 x 61 x 7іп. (overall height). in 
PRICE 23 gns. | 


PRECISION EQUIPMENT 


D.S.M. STEREO CONTROL UNIT 
n A STEREOPHONIC CONTROL UNIT OF ENTIRELY 
9 NEW CONCEPTION IN ELECTRO-MECHANICAL 
DESIGN AND STYLING. PROBABLY THE SMALLEST 
PREAMPLIFIER CONTROL UNIT IN THE WORLD 
YET EMPLOYING 6 STAGES PER CHANNEL, IN- 
CLUDING A LOW NOISE TRIODE CONNECTED 
PENTODE INPUT STAGE AND A CATHODE FOLLOW. 
ER OUTPUT. IT HAS NEGLIGIBLE HUM AND NOISE 
AT FULL POWER OUTPUT GAIN: SETTING. THE 
SUPERIOR PERFORMANCE OF RADFORD POWER 
AMPLIFIERS CAN BE REALISED FROM HIGH QUALITY 
LOW LEVEL INPUT SOURCES WITH THIS UNIT. 

VALVE COMPLEMENT: 4 x EF86 + 4 x ECC83. 


PRICE 33 gns. 


YOUR FINAL CHOICE 


STA 12 STEREO POWER AMPLIFIER 
SPECIFICATION 


арг a 


“7 З 


OUTPUT POWER 12 4- 12 watts <0.1% dis- 
tortion. 

OUTPUT IMPEDANCE 4 О, 8 О, 16 О selected by 
switch. 

SENSITIVITY 225 millivolts input for 12 


watts power output. 
HUM & NOISE OUTPUT —85 dB. 
FEEDBACK 27 dB. 
STABILITY MARGIN >27 dB. 
VALVE COMPLEMENT 2-EF86, 2-ЕСС83,  4-EL34, 


У 


|-С 734. 
POWER OUTLET 6.3 v. @ 2 А., 350 v. @ 20 
(Preamplifier M.A. 
CONSUMPTIO Approx. 150 watts. 
SIZE (chassis) 125 x 9j x 7iin. (overall 
height). 
PRICE 37 gns. 


FOR SOUND REPRODUCTION 


RADFORD AUDIO EQUIPMENT WILL BE AVAILABLE ONLY THROUGH AUTHORISED DEALERS WHO ARE SPECIALISTS 
LITERATURE ON COMPLETE RANGE OF EQUIPMENT AVAILABLE ON REQUEST 
EXPORT AGENTS TO BE APPOINTED 


RADFORD ELECTRONICS LTD., ASHTON VALE ESTATE, BRISTOL, ENGLAND 
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Radiotelephones by ATE — a vital service for isolated communities 


Communications for 


ATE Radiotelephones are used by indus- 
trial, mining, agricultural, civiland military 
enterprises —and by research and survey 
teams — in 60 countries. 


Oil Pioneers 


TYPE 800 


The derrick has been erected and the drilling of 
an appraisal well is ahead of schedule. For the 
men in this isolated community in the African 
bush modern means of communication are 
essential for the exchange of technical and 
administrative information necessary for the 
efficient day to day running of the site. 

By means of the ATE Type 800 equipment such 
remote spots can now be linked direct to the 
nearest telephone exchange and provided with full 
signalling and dialling facilities. The new Type 
800, latest in the ATE single channel VHF rural 
radio-telephone range, is specially equipped with 
full signalling and control equipment for this 
purpose. Exhaustive testing under actual climatic 
extremes has fully proved its outstanding practic- 
ability and efficiency. 


The specialist knowledge of ATE /© at your disposal — Cake advantage of rb / 


Extended frequency coverage over 
УНЕ and UHF bands. 


New compact cabinet-type construc- 
tion with slide-in chassis for easy 
access and maintenance. 


Plug-in test meter facilities. 


High or low power versions to suit 
propagation conditions. 


Will work into any type of telephone 
exchange with improved 'outband' 
tone signalling facilities. 
Modern design conforming to 
British Post Office, Canadian De- 
partment of Transport and Crown 
Agents' specifications. 


If you would like to know more about the new Type 800, write for full details to your local representative , . . . or send for bulletin REB 410111 


AUTOMATIC TELEPHONE & ELECTRIC CO. LTD 


STROWGER HOUSE, 8 ARUNDEL STREET, LONDON, W.C.2. Telephone: TEMple Bar 9262 


AT 1453" 
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MARCONI AD 210€ AUTOMATIC 
VHF DIRECTION FINDER 


IN HIGH DENSITY TRAFFIC AREAS 


e - VHF DF is finding ə growing application at busy termina] 
| areas, such as London and Orly, for use in conjunction 
| with radar as a simple and effective means of aircraft 
identification in crowded airspace. It is also proving 
to be an invaluable aid for airways monitoring. 


IN LOW DENSITY TRAFFIC AREAS 


The most useful single, all weather, ground navigational 
aid providing air traffic control facilities at low cost and 
requiring no special equipment to be fitted in aircraft, 
apart from the basic VHF communication equipment. 
Easy to operate and maintain with local technical staff. 


* Simple aerial system —5 frequencies—push button control — 
QDM or QTE—remote control up to 8 miles from aerial site. 


MARCONI 


AIRPORT AND AIRCRAFT RADIO SYSTEMS 


MARCONI'S WIRELESS TELEGRAPH COMPANY LIMITED, 
CHELMSFORD, ESSEX, ENGLAND 


ASA 


"s. . readable 
and 
ip- to-date.” 


THE ENGINEER 


ELECTRONIC COMPUTERS 


Principles and Applications 


T. Е. Ivall 


WIRELESS WORLD 


A NON-MATHEMATICAL 
INTRODUCTION FOR TECHNICIANS 
ENGINEERS & STUDENTS 
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ELECTRONIC GOMPUTERS 


Principles and Apptications 


„+ 


Т.Е уай 


A Ина жина воме 


А non-mathematical introduction to the principles and applications of com- 
puters employing valves, transistors and other electronic devices. It is designed 
to appeal to technicians, engineers and students with some knowledge of 


25s net by post 26s 
263 pp inc. 32 plates 


from Jeading booksellers 


electronic or electrical engineering. The treatment has been made as general 
as possible in order to give a broad background picture of the whole field of 
computing, from which the reader can pass on to the more advanced and 
specialised studies. 


This enlarged second edition has been almost entirely re-written to reflect 


published for WIRELESS WORLD 


by Iliffe 


recent developments. 


& Sons Limited, Dorset House, Stamford Street, 


London, 5.Е.1 


org || ск THE SPONSORSHIP OF FEDERATION ?- 
NATIONALE DES INDUSTRIES 
ELECTRONIQUES 


INTERNATIONAL 
~~ CONFERENCE 


SEMICONDUCTOR 


DEVICES 


o 


* 
% 


ORGANIZED BY THE 
SOCIÉTÉ FRANCAISE 

DES 

ÉLECTRONICIENS 

ET DES RADIOÉLECTRICIENS 


UNESCO HOUSE - PARIS 
125, AV. DE SUFFREN 


| 


20TH TO 25 TH FEBRUARY, 1961 | 


MODEL ‘E’ SEMI - AUTOMATIC 
COIL WINDING MACHINES 


Model ‘ E' is a new addition to the famous range of Eta 
Coil Winding Machines. It will wind coils 6in. x 6in. 
also may be arranged to wind Flat Resistance Strips up to 
6in. long. 

A large diameter Lead-screw gives the feed great accuracy 
and runs in Ball-Races. The reverse is manual and only 
One Gear needs changing for the alteration to feed. 

A Heavy Duty Revolution Counter with Five Figures and 
Reset. 

The machine is heavily built and- will wind much larger 
wires if required. Price on application. 


ETA TOOL CO. LTD. 


29а WELFORD ROAD, LEICESTER. 


Phone: Leicester 56386 Grams: Leicester 56386. 
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FOUH-THACK HEADS 


Record — Playback — Erase Heads for recording 4 Tracks оп 1" Tape 


NOW AVAILABLE AT A PRICE TO SUIT ALL TAPE RECORDERS 


WHY HAVE FOUR TRACKS ? 


The new 4-Track Standard has been brought out so as to take the maximum advantage of develop- 


ments over the past few years in the manufacture of Tapes—of Heads—and in Tape Recorder Design. 


Most Technical Experts now agree it is unlikely that any further advances in the future could be of 


sufficient magnitude to suggest the use of more than 4 Tracks on jin. Tape for Standard Tape 


Recorders. 


One factor alone has held up the adoption of this Standard and that has been the high cost of manufac- 


turing the Heads. We have now removed this obstacle. 


THESE ARE THE ADVANTAGES OF FOUR TRACKS 


te Tape Recorders fitted with 4-Track Heads will give 
DOUBLE THE PLAYING TIME on a reel of Tape 
(compared with the Two-Track System); so for the small 
additional cost of a Four-Track Head you HALVE the 
entire cost of Tape. 


Ж Four-Track Heads comply with the NEW STANDARD 
FOR STEREOPHONIC RECORDING.  Pre-recorded 
stereophonic Tapes will be on sale in the near future. 


Ж Your present Two-Track recordings (monaural or stereo) 
can still be played on Four-Track Heads. 


Vid d 
RESPONSE CURVE AT 3% INCHES PER SECOND 


* The new 4-Track Standard calls for a gap of ONE TEN- 
THOUSANDTH OF AN INCH. MARRIOTT Heads 
comply with this standard, they have a guaranteed fre- 
quency response which allows for as good results at 3} IPS 
as was previously obtainable at 7} IPS. 


К So with a Tin. reel of Double Play Tape you can now store 
8} HOURS of first-class recording. 


* Existing Tape Recorders can easily be modified to Four 
Track. 


RECORD/PLAYBACK ERASE 
ACTUAL SIZE OF HEAD 
HEIGHT 3” БЕРИН WIDTH 3” 


TECHNICAL SPECIFICATIONS 


PLEASE NOTE  — Heads for the Four-Track Standard are themselves 


made to record on TWO Tracks, so that with the tape reversed 
(other way up) they record a total of Four Tracks (see Diagram). 


Trade Export and Private enquiries invited 


P. A. MARRIOTT & CO. LTD., 


284A Water Road, ALPERTON, Middx. 


Tel: Wembley 7493 


ba dr d, M i HEADS 


Track width ... .. 0.043 in. 
Impedance a p к mo De де. ; 400mH at | Kes. 
Gap Ee : E RR cas ete ла sai " ... 0.0001 in. 
Bias Current .. 3 5 E 0.45—0.8mA. 
Record Current 30-80nA. 


Output 
Recorded Crosstalk .. 
Playback Crosstalk ... 


ERASE HEADS 


L. L4-2.5mV. “(at 2 ‘Kes. at 3i аа 
. 555 Better than—70 dB 
. Not measurable 


Track width ... Pe 7 "En E. zm .. 0.056 in. 
Gap... oth E ae ы э .. Double Gap each of 0.004 in. 
Impedance... =. м 7% hon — 2000 at 50 Kcjs. 
Volts... s asà E os «e A g 10 V at 50 Kcjs. 


Current E а әз ЖЕЎ 2 sas Si E is 50-60 mA. 
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Dry Reed Relay Insert 


Actual size 


nominal operate ampere turns 
nominal release ampere turns 
operate time less than Bho 
bounce time less than oE 
release time less than ee 
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A gold plated relay contact hermetically sealed in inert gas 
for absolute reliability, high speed and low contact bounce. 


maximum current ... 


120 AT 
60 AT 
2 mS 

0.5 mS 

0.5 mS 


maximum resistive load 
maximum closed resistance... 
minimum open resistance ... 


250 mA 
15 W 

50 mQ 
5х 1010 


биг Technical Service Department Is ready to 
provide further details of characteristics 
on application. 


STONEFIELD WAY - SOUTH RUISLIP - MIDDLESEX 


A member of the Automatic Telephone & Electric Group 


Ruislip 3366 


with No. 3 Morse Taper Shank or Straight Shank }”, 
Capacities : from 11° to 9” diameter. Send for 
illustrated Price List. 


LUDFRY LTD 


5 Hanway Place, London, W.%. Tel. MUS 7472 


INSTRUMENT 
REPAIRS 


DON'T WAIT. TAKE ADVANTAGE 
OF OUR QUICK SERVICE, COMPETI- 
TIVE PRICES AND GUARANTEED 
REPAIRS. 


We specialise in the repair and conversion 
of the following :- 

MULTI-RANGE METERS. 
AMP-VOLT-WATTMETERS. 
ELECTRONIC AND ALL ALLIED 
MEASURING EQUIPMENT. 

SPC. LABORATORY EQUIPMENT. 


LEDON INSTRUMENTS LTD. 
96, Deptford High St., London, S.E.8. 


TIDEWAY 2689 


TELEPRINTERS, 
PERFORATORS, 
REPERFORATORS 
TAPE READERS 


Pen Recorders, Terminals and  V.F. 
Telegraph multi-channel units; Testing 
Equipment, Test Frames, Telephone 
Carriers and Repeaters; Signalling 
Rectifiers and Relays, Transformers, 
Transmit and Receive Filters; Repeating 
and Retardation Coils; Racks, Relay Bases, 
Uniselectors, Remote Control! Trans- 
mitters, British, American and German 
Equipment. 


BATEY & СО., GAIETY WORKS, 
Akeman Street, Tring, Herts. 
Tel.: TRING 2183 and 2310 


PARKERS SHEET | 
METAL FOLDING | 

MACHINE | 
HEAVY VICE 


EXPERIMENTAL 
POWER PACK 


PP10—a mains operated power pack with a switched output of 
10, 50, 70, 90, 110, 130, 150, 170, 190, 210, 230 or 250 volts fully 
smoothed D.C. at 100 milliamps. A separate, fully insulated supply 
at um volts 3 eps а The pack is housed in a silver grey 
metal case size only 7in. x 5in. x 44in. Price £5/10J-. 

Miles in current production are the VV60 yaly MODELS 

illivoltmeter at £14, the CR50 Bridge at £8/2/6 and the А05 ; 
Radis Os ltor EE ELO! With Bevelled Former Bars 


Details available from the manufacturer:— Мо. 1. Capacity 18 gauge mild steel x 36in. wide £7 10 0 


No.2. Capacity 18 gauge mild steel x 24in. wide £5. 5 0 
GRAYSHAW INSTRUMENTS 


Carr. free 


Мо. 3. Capacity 16 gauge mild steel x 18in. wide £5 5 0 

End folding attachments for Radio Chassis, Tray and Box Making...for 36in. 

model, 3/6 per ft. Other models 2/-. The two smaller models will form 

flanges. As supplied to Government Departments, Universities, Hospitals. 

One year's guarantee. Money refunded If not satisfied. Send for details. 

А. B. PARKER, Wheatcroft Works, Wellington Street, Batley, 
Yorks. Tel. 426. 


126 Sandgate High Street, Folkestone, Kent. 
Tel.: Folkestone 78618. 


SEPTEMBER, 1960 


Manufactured Бу Genera! 


(postage, etc., 3/6). 


OSCILLOSCOPE No. 01 by Cossor. A 
First Grade L.F. Oscilloscope incorporating a 
Hard Valve Time Base with speeds of 1-5-40 
milliseconds, but easily converted for a few 
shillings to produce 3 с.р.з. to 30 kejs. Has 
High Class Amplifier with Fine and Coarse 
Gain controls, Brightness and Focus controls, 
X and Y shifts. A.C. mains pack for 115 v.-230 v. 
nominal, fully fuse protected. Employs 2łin. 
Tube ACR 10. Front panel' 19in. x 7in., for 
rack mounting, depth 12їп., or can be used in 
Steel Transit Case on bench. Complete with 
suggested Modification даса. BRAND NEW 
AND UNUSED. ONLY £12/10/- (carriage 15/-). 


—À—————— 


ВСА 8in. Р.М. SPEAKER Шш heavy biack crackled metal 
саве, size Піп. x lOjin. x біп. Designed for use 
with AR88 Receiver or any set with 3 ohms output. 
BRAND NEW IN MAKkER'8 OARTON& ONLY 
45/- (Post 3/6). 


CRYSTAL CALIBRATOR No, 10. A superb Crystal 
Controlled Wavemeter recently released by the Ministry 
of Bupply. Has directly calibrated dial for пошта! 
coverage of 1.5-10.0 Mojs., but may actually be used 
from 500 ko/s. up to 30.0 Mc/s. Complete with 500 ko/s. 
Crystal, 2 valves type IT4, 1 of 185 and 1 of CV286 
(Neon Stabiliser) and lustruction Book. Bize 7in. x 
Thm. х 4in., weight Sib, Used, but in first-class con- 
dition. ONLY £2/19/6 (Post 3/6). 


CANADIAN MOVING COIL PHONES. Low-resistance, 
fitted noise-excluding chamois ear muffs, and leather 
covered head-band, Lead terminates to jack plug. 
BRAND NEW. ONLY 19/6 (Post 1/6). 


CARRYING CASES, solid leather, BRAND NEW 
Internai dimensions 8jin. Н. х 8}in. W. x 4iin. D. 
Fitted lock and key, and shoulder strap. Ideal for Test 
Instrument, Camera and aocessories, еі. ONLY 35/- 
(postage 2/-). 


BC 342 RECEIVERS, A few only of these famous Ameri- 
can sets covering 1.15-18.0 Mc/s. № six bands. Internal 
115 у, А.С. Mains pack, A super receiver in first-claes 
condition and perfect working order. ONLY $25 
(carriage 15/-). 5 


HETERODYNE FREQUENCY 
METERS ТУРЕ LMI4 


Frequency range 125-20,000 kc/s. in 2 bande. This is the 
United States Navy Model of the well-known BC.221 
Frequency Meter, but have many additional features 
which increase their usefulness. Voltage stabilisation cir- 
cuits and Crystal control ensure extreme accuracy, and in 
addition they are fitted with an Internai Modulation 
switch to allow цве as a Signal Generator. Bize only 
Вил. x В. x 8}in. Full information on request. 


SELECTEST 
TESTMETER Dill 


has exactly the sume ranges as the Avomete! 
D, but with a rather wrger mirror scule, 
Bize Эш. x 7in м бір. with carrying 
strap. Thoroughly overhauled und in perfect 
order, with batteries and instructions А 
real “ snip" while they last. ONLY £7/10/- 
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tions. Covers raugee as follows: 
Electric Uo. and 


оо, AC 
VOLTS VOLTE 
160 шу. 1.5 v. 
300 mV. 16 v. 
1.5 v. 75 v. 
3v. 150 v. 
15 v. 300 v. 
30 v. 600 v. 
150 v. 750 v. 
300 v. 1,500 v. 
750 v. 

1,500 v. 


R1155 RECEIVERS 


The tamous Bomber Command Keveiver known the 
worid over to be supreme in ite cluss. Covers 5 wave 
ranges 18.5-7.5 Mc/s., 7.5-3.0 M./s., 1,5U0-600 ko/s. 
500-200 ko/s., 200-75 kc/s. and is easily and simply 
adapted for normal mains use, full details being supplied. 
All sets thoroughly tested and in perfect working order 
before despatch, and on demonstration to callers. Fit- 
ted with latest type Super Slow Motion tuning assembly 
Have had some use, but are {ш excellent condition. 
ONLY 29г19/6. 

А.С. MAINS POWER PACK OUTPUT STAGE tu Мас! 
meta! case to match receiver, enabiing № to be operat 
immediately, by Just plugging Ш without ny modifica- 
tion. Fitted with Bin. P.M. speaker £8/10/-. DEDUCT 
10/- IF PURCHASING RECEIVER AND POWER 
PAOK TOGETHER. 

Rend 8.A.E. for illustrated leatlet, or 1/3 for 14-раке 
booklet which gives technical information, circuita, ete., 
and is supplied free with each receiver. Add carriage 
10/6 for Receiver, 5/- for Power Unit. 


RCA RECEIVERS AR$8D, Thoroughly re-conditioned 
and in perfect working order. Cove: 500 Kc/s.-81 Mc/s. 
ONLY 260 (carriage. etc. 25/-). 


DOUBLE BEAM 
OSCILLOSCOPE 
TUBES 


Type CV 1596 equivalent to Cossor 
O9D as used in oscilloscopes by 
Cossor (339 series). Hartley and 
Erskine (13 -series). Listed at 
£12/10/-. 


Our price £2/19/6 (carr age 5/0) 


Brand New in makers’ crates. 


W ИЯА WAVEMETER 


Crystal controlled heterodyne frequency meter соуе Ире 
100 kc/s to 20 Mo/s. in 8 switched bande and іг virtually 
the British BC221. Power requiremente 2 v. L.T. aud 
40-60 volts Н.Т. Complete with Calfbration Book, 
Crystal, Operating Valves and full eet of spares. BRAND 
NEW IN ORIGINAL TRANSIT CASES. ONLY 
£9/19/6 (carriage 157-1. 


METERS 


F.S.D. SIZE AND TYPE PRICE 

25 microampe D.C. 2}in. Proj, circular 59/8 
50 шісгохшре D.C. 2jin. Flush circular 59/8 
50 mieroamps D.C. 3jin. Flush circular 80/- 
100 microamps D.C. іп. Flush circular 39/6 
lmiliump DG 2in Flush square 22/8 
lmiliamp D.C, jin. Flush circular 30/- 
lmiliamp D.Q 2Ив. Мазь circular 25/- 
lmiliamp D.C. зую. Fiush circular 50/- 
200 millamp D.O 2}in. Flush circular 12/8 
20 ampe D.C. 2. Proj. circular 7/6 
40 amps 0.0. 2in. Proj. circular 7/6 
5 amps D.C. 2in Flush square 12/6 
300 volts . А.С. 210. Flush circular 25/- 
500 volts А.С. 210. Flush cireular 25/- 


Cash with order please, and print name and address clearly 
PLEASE ADD POSTAGE OR CARRIAGE COSTS ON ALL ITEMS 


Open unti’ | p.m Saturdays. 


HARRIS 


Radio Corner, 138 Gray's Inn Road, London, W.C.1. Phone: TERMINUS 7937 


We are 2 mins. from High Holborn (Chancery Lane Station) and 5 mins. by bus from King's Cross. 


(LONDON) LTD. 


UNIVERSAL AVOMETER 34 
RANGE MODEL D 


Mimstry, but thoroughly 
checked. Supplied with interua) butteries and Ipetruc 


ONLY #8/19/8 (Postage, etc., 3/6). 


ELECTRONICS 
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reconditioned ana 


ро А.О. 
Current Current 
15 mA. 75 mA. 
30 шА. 150 ША. 
150 nA. 750 n.A. 
300 шА. 1.5 ап. 
1.5 ашр. 7.5 amp. 
3 amp. 15 anip. 
15 amp. 
30 amp. Resieta:.c 
1,0000 
10 0000 


V.H.F. RECEIVE! TYPE R.1392, А superb 15-valve 
superhet receiver covering 05-150 Mc/s. (0-0 Metres), 
being fully tunable over thut range, with provision for 
Crystal Control. Has 2 stages о! R.F., 3 of LF., BFO, 
АСС, etc. Fitted witb 2in. square meter ior Osciliutor 
and Audio Signal checking. Size 1¥in. x 10m. x 10in, 
Used but in very good order, thoroughiy air tetted before 
despatch. Power supply required: 240-250 volts at 80 
mA., and 6.3 volte at 4 amps. Complete with valves 
and circuit diagram. ONLY 79/8 (carriage, ete., 10/6). 


HIGH FREQUENCY А.С. VOLTMETER, A first-grade 
moving iron instrument with біп, Mirror Seale reading 
up to 150 volts А.С. ut 400 aud 1,200-2,400 сусіев. In 
substantia! oak case with removable ild, overall size 
8р. x 8łin. x 5jin. Recently wade for the Ап МЮ. 
istry by Everett Edgcumbe Ltd., and in perfect order. 
Brand new and unus.d. ONLY £7/10/-. Can also be 
supplied for 50 cycles use, either 0-150 volts or 0-300 
volts, same price. 


POWER UNIT TYPE 3, Primary 200/250 volts A.C., 
50 cycics, Outputs of 250 volta 100 mA., and 6.3 volts 
4 ampa. Fitted double smoothing and 2 weters to read 
Н.Т. current and voltage. For norma! rack mounting (or 
bench use) baving grey iront pane! size 190. x 7ln. 
BRAND NEW. ONLY 79/6 (carriage 7/6). 
——————— 
INTERCOM, TELEPHONE SET, Two pairs of Brand 
New Headphones connected to Breast Microphones, 
with ieads, etc., in fitted carrying cases, bupplied with 
4j volt battery, 10 yarde twin flex, and tull instructione 
for connecting to make super intercom. ONLY 97/6 
(Post 3/6). Extra flex 3d. per yard, 


RECEIVER E107. A few more of these fine riceiverr. 
9 valves, 3 wavebands covering 1.2-17.0 М. ув. (18-260 
metres), incorporating built-in speaker und 2 power 
packs for use on 100-750 volte А.С. or 12 volts D.C. 
In magulticent condition, the finest we have усё had. 
ONLY £15 (carriage £1) А few solled sets at lestet 
prices to caliere only. 


12 VOLTS AMERICAN DYNAMOTOR, Delivers 220 volts 
at 100 mills. Size 5] x Spin. diameter, Idea! for running 
Radio and Electric Shaver, etc, from cur battery. 
ONLY 32/6. 


` MARCONI SIGNAL GENERATOR ТЕ 1446/7. Coverage 
85 Ке/в. 2.5 Mc/s. und 8 Мс/в.-70 Mc/s. Couiplete, and 
in AS NEW CONDITION. ONLY £95. 


AMPLIFIER N24 


——— 


‘ 4 b >, 

A ee ФУ | 
Utiüisee 4 raives, | euch 5740 6V6G_ 6J7U, ба 
and high quality components such ав "C" Core Trans- 
formers and Block Paper Bmoothing Condensers. А.С. 
Mains Pack for nomira! 110x230 volts. Provision for 
600 ohms ог Higb Impedance Input. Output to 600 
ohm Line. For normal use only requires changing Output 
Transformer. Output approximately 4 watts. Designed 
for Standard Rack Mouting having grey front panel 
size 19in. х 70. All connections to rear panel, front 
having “ On/Off" Switch. Gain Control. Indicator 
Light. Fuses and Valves Inepection Panel. BRAND 
NEW JN MAKER'8 PACKING. ONLY £4/9/6 car- 
riage 10/6). 


i 


Each Model incorpor- 
ates the highly success- 
ful HF/TR3 Amplifier 
(described opposite), 
thus ensuring truly 
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[“ Hi-Fi " record and 


; | JE, 
playback facilities. i 


с cese ү TAPE RECORDERS 


m rices quoted pro- 

vide for the (COM: BEFORE YOU BUY-YOU SHOULD! 
HEAR THESE RECORDERS—THEY! 
ARE COMPARABLE TO THE MUCH, 


including CRYSTAL 
MICROPHONE and 
1-200ft. Spool of Tape. 


оолай 
69579559997 HIGHER PRICED MODELS 

There are no “* better MODEL CR2/S. Incorporates the new COLLARO "STUDIO £39.10 o! 
value for money” Tape TWINUTRAXGK!3-upoed: Deck. 11... ПИР etr etre DELL | 
Recorders on the - H.P. Terms: Deposit £7/18/- and 12 months of £2/17/11. 

market—if you can't MODEL CR3/T. Incorporates the very popular 3-apeed COLLARO 


Mk. IV " TRANSCRIPTOR” Deck, which has both upper and lower 
СЮЕ ШОШ А aie elelev seca ymin ae £47 10 0 | 
Н.Р. Terms: Deposit £9/10/- and 12 months of £3/9/8. 
MODEL TR3/Mk, VI. Incorporates the New SENS мк. VI £49 10 0 
| TWIN TRACK 2-speed Tape Deck.. s... ss. eerte eee TU. 
Р. 4 8/- and 12 montbs of | 
» =. z z 2—3 A E, 


call and hear them 
| send S.A.E. for fully 


descriptive leaflets. 


MODEL HF/G2A-D MODEL HF/G2P-D 

THE IDEAL " LINK " TO ADD FULL ТАРЕ 
RECORDING FACILITIES TO HIGH 
QUALITY HOME INSTALLATIONS, 
RADIOGRAMS, eto. Comprises the HF/G2P 
Tape Pre-amplifier fitted to the Garrard Таре 
Deck, operates at 3]in./sec. speed, connects 
into the tape input or plck-up sockets of existing 
amplifier or Radio Chassis. 


COMPLETE WORKING UNIT, containing 


4in. оо Long Play Tape. £23.1 5.0 
Hire Purchase Terms: Deposit £4/15/- and 12 
monthly payments of 21/14/10. 


A complete self-contained Tape Recorder 
chassis incorporating Loudspeaker and com- 
prising the Model HF/G2A Amplifier connected 
to the Garrard Tape Deck. Operates at 3}in./ 
sec. speed and supplied fully tested and ready 
for immediate operation, designed for casy 
fixing into а portable case or cabinet, only four 
fixing screws being required. 

V Бат £25.0.0 
Complete working unit containing 4in, spool of 
Long Playing Tape. 

H.P, TERMS: Deposit £5 and 12 monthly pay- 
ments of £1/16/8. 


Alternatively we offer—Complete Kit of Parts to build the Alternatively we offer—Complete Kit of Parts to build the 

HF/G2A Amplifier with the ASSEMBLED AND £22.0.0 HF/G2P Pre-amplifier with the ASSEMBLED £90 15.0 MODEL HF/GR2 

TESTED GARRARD TAPE DECK for D AND TESTED GARRARD DECK tor Model HEV/G2A-D cpm e] 

H.P.Deposit: £4/8/- and 12 months of £1/12/3 Deposit, £4/3/- and 12 months at £1/10/5 opposite). А small robust recorder with 
i i E f outstanding performance. Truly portable, 

The Amplifier, Model HF/G2A is available separately £11 0 0 The Preamplifier, Model HF/G2P is available 59:1 0. 0 Е 

(a) Complete kit of раг{з.................... DL 2) Complete kit of parts .... on 3}in/sec, Dod P" £29.1 5. 0 


(b) Assembled H.P. Terms. Deposit £6 and 12 months at 


£12.15.0 (b) Assembled £11.5.0 23/3/7. 


MODEL HF/TR3 TAPE MULLARD ТУРЕ “С” 

AMPLIFIER TAPE-PREAMPLIFIER 

(Mullard Typo © A ” design) ERASE UNIT 

A very high quality Amplifier incorporat- өр 

ing 3-speed treble equalisation, using the The ** Hi-Fi" link to add full tape 

latest FERROXCUBE POT CORE INDUC- recording facilities to High Fidelity 
home installations. Incorporates 


TOR. FOR COLLARO-TRUVOX-BRE- 

NELL WEARITE or MOTEK Tape Decks, FERROXCUBE POT CORE PUSH-PULL OSCILLATOR and 3-speed treble equalisation 

has GILSEN Output Transformer. In- by FERROXCUBE POT CORE INDUCTOR. FOR WEARITE — COLLARO — 
TRUVOX — BRENELL or MOTEK TAPE DECKS. Includes separate Power Supply 


cludes separate Power Supply Unit. Unit. $14. 0. 0 £17 0 0 
F PARTS ... ASSEMBLED........ 
KIT OF PARTS ......... £12. 15. 0 or ASSEMBLED £16.10.0 EID OREARTS £3/8/- Deposit and 12 "ed at 81/4/11 "ER 


HP. £3/0/6 Deposit and 12 months at £1/4/2. E moe Power Unit £11/15/- and £14/10/- respectively). 


FOR THE HOME CONSTRUCTOR SPECIAL " COMBINED ORDER" PRICES 


(а) The COLLARO "STUDIO ** TAPE DECK and our COMPLETE KIT to build the HF/TR3 Amplifier, 
Mullard Type '' C '' PRE-AMPLIFIER and Power Unit £2 together with the COLLARO '' STUDIO '' DECK... £25. 10. 0 
assembled and tested 9.10.0 (b) Asabove but HF/TR3 ASSEMBLED and TESTED. _ £29.0.0 
H.P. Terms: Deposit £5/18J- and 12 months at £2/3/3. H.P. TERMS: Deposit £5/16/0, 12 months of £2/2/6. hele 

(b) As above but Type '' C ,' PRE-AMPLIFIER Rund as £26 10. (c) COMPLETE KIT to build the HF/TR3 together with £30. 15 0 
complete Kit of Parts .10.0 the Mk. IV COLLARO “ TRANSCRIPTOR '' DECK pon 

(<) The COLLARO МК. | (£1 extra if we are required to wire up Deck Banks) 
MULLARD Type " С” PRE-AMPLIFIER and Power As above but HF/TR3 ASSEMBLED and TESTED....... £34.10.0 

Unit assembled and геѕсей................................. H.P. Terms: Deposit £7, 12 months at £2/10/5. 
H.P. Deposit £7 and 12 months £2/11/4. (£1 extra is we are to wire up Deck Switch Banks) 


£35.00 ® 


(d) As т (a) above but the Type ‘‘ С” supplied as com- e) COMPLETE KIT to build the HF/TR3 together with 
E EOE Parts... нае 832.00 ©) GONEWTRÜVOX Mk VITAPE DECK S £36.0.0 
(e) The TRUVOX Mk. VI TAPE DECK and the assembled £40.0.0 (f) As above but HF/TR3 ASSEMBLED and TESTED 
Type ** С '' PRE-AMPLIFIER and Power Unit............ "У. Н.Р. Terms: Deposit £7/18/-, 12 months of £2/17/11. £39 10.0 
H.P. Deposit £8 and 12 months £2/18/8. (g) COMPLETE KIT to build the HF/TR3 AMPLIFIER with 
(f) As above but the Type “С” supplied as сөреш £36 10 0 the BRENELL Mk. V TAPE DECK  .. £41 .10.0 
Kit of Parts (h) As above but HF/TR3 ASSEMBLED and TE 3 
(g) The BRENELL Mk. V Deck the £46.0.0 H.P. Terms: Deposit £9, 12 months of £3/6/-. £45.0.0 
C ” PRE-AMPLIFIER and Power Unit .................. „9. (i) THE ASSEMBLED and TESTED HF/TR3 AMPLIFIER 
(h) As above, but the Type “* С” supplied as complete £43.0.0 with the WEARITE MODEL 4A DECK, incorporates 
б Kit of Parts E уэл жуа ое Wearite Head Lift Transformer, еїс...................... £55.0.0 
(i) The WEARITE 4A DECK with Type ** C ” assembled £56.0.0 H.P. TERMS: Deposit £11, !2 months of £4/0/8. 
РЕТТИ УТЕ ы. а (Carriage and Insurance on each above is 10/- extra) 
Н.Р. Deposit £11/4/- and 12 months £4/2/1. ры. CASE is available to accommodate the TRUVOX 
Carriage and Insurance - or COL TAPE DECKS and we offer it together with ROLA/ CELE- 
К : on shove te ore) SION. 10 x Gin, LOUDSPEAKER CACOS CRYSTAL MICROPHONE 
ALL THE ABOVE CAN BE SUPPLIED IN A PORTABLE CASE FOR £5/10/0 —and 1,200ft. SPOOL Е.М.1. TAPE—ALL FOR. с 


£9.10.0 


| СЕРТ. м. ИЛЛАА FULLY DESCRIPTIVE LEAFLETS ON ALL OF ABOVE 
STERN RADIO LTD. LONDON, E.C.4 ARE AVAILABLE—BUT PLEASE ENCLOSE S.A.E. AND 
s STATE WHICH LEAFLET IS REQUIRED. 


extra, THUS FORMING A COMPLETE PORTABLE PRE-AMPLIFIER. (Carriage and Insurance 5/- extra) 


Telephone: FLEET STREET 5812/3/4 
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STERN S MULLARD DESIGNS ELTETT 


COMPLETE KIT OF PARTS Designed by MULLARD—presented by REDUCTIONS 


STERNS strictly to specification (c) The COMPLETE KIT OF PARTS to build 
MULLARD “5-10” MAIN AMPLIFIER both the “5-10” Main Ampliler and the 2- — pqg 4g 0 


For use with the MULLARD 2-stage pre-amplifer with which an undistorted Sco АОН qute. 
power output of up to watts is obtained. We supply SPECIFIED COM- |(4) The *5-10 " and the 2-Stage Pre-Amplifie 
PONENTS AND NEW MULLARD VALVES including PARMEKO MAINS | both Assemoled und Tested. ie eae PUT £18.18.0 
TRANSFORMER and choice of the latest Ultra-linear PARMEKO or the |H.P. TERMS: Deposit £3/16/- and 12 months of £1/7/8. 


PARTRIDGE Output Transformer. 
Price: COMPLETE KIT (Parmeko O/put Trans.).....- £10.0.0 |) The COMPLETE KIT or PARTS to bua 
the Dual Channel ** 3-3 " Amplifier and the Dual 


Ф e = Alternatively we supply ASSEMBLED AND TESTED £1 1 л 0.0 Channel Pre-Amplifier Control Unit.... E. 


ABOVE INCORPORATING PARTRIDGE OUTPUT TRANSFORMER £1/6/- extra (f) The Dual Channel 3-3 " Amplifier and the 
c a a == — | Dua! Channel Pre-Amplifier Control Unit both 
MULLARD'S a пе mplifier Control Unit bo 


Assembled and Tested.................... £25.0.0 
PRE-AMPLIFIER TONE CONTROL UNIT 


Н.Р. TERMS: Deposit £5 and 12 months of £1/16/8. 
Employing two EF86 valves and designed to operate with the Mullard (g) The COMPLETE KIT OF PARTS to build 
MAIN AMPLIFIER, but also perfectly sultable for other makes. ` one “6-10” Main Amplifier (Parmeko Trans- 
Supplied strictly to MULLARD SPECIFICATION and incorporating: former) and Ше Dual Channel Pre-Amplifier pp 

€ Equalisation for the latest В.Т. А.А. characteristics, IH occ Sevier: Suen . #21.10.0 
€ Input for Crystal Pick-ups and variable reluctance magnetic types. 


d а » i E. 
€ Input (2) Direct from High Imp. Tape Head. (b) From a Tape Amplifier or Pre-Amplifier. 00 Ов m ane PRORA. 


£21.10.0 


€ Sensitive Microphone Channel € Wide range BASS and TREBLE Controls. £25. 
. both Assembled and Tested ............ .0.0 
Price: COMPLETE KIT Alternatively we supply ч ЖЕНЕ eas кек ЖЫЙЫН 
OF PARTS £6.6.0 ASSEMBLED AND TESTED £8 0.0 H.P. TERMS: Deposit £5 and 12 months of £1/16/8. 


ILI Е Е 8 а IR)CDMELETE KIT OF PARTS to build Two 


Е 5-10” Main Amplifiers (Incorporating Parmeko 

COMPLETE MULLARD 5-10 AMPLIFIER О ИЕН петь) and the Duai Сохто 

mae papular ana rory АЫ ertt сав ОО ™ incorporating Control Unit ir Pre-Amplifier Contro] Unit................ £31.0.0 

ing up to 10 watts high quality reproduction. Н А 

Specified components and new MULLARD VALVES аге supplied including : d) Two “5-10” YU (Parmeko Output 

PARMEKO MAINS TRANSFORMERS and choice of the latest PARMEKO Transformers) an v ed Channel Pre- 

or PARTRIDGE ULTRA ШЕ: Оши ТОЛЫ! £11 10 0 В mum Control] Unit both Assembled and £36.0.0 

rice: . Parmeko Transformer..... «09. à ран SLE ES E 

H.P. TERMS: Deposit £7/4/- and 12 months of E 

Alternatively we supply ASSEMBLED AND TESTED. £1 3.1 0.0 Carriage and Ee 7/6 extra. E ds 


Hire Purchase (Assembled Amp. only). Deposit £2/14/-, 12 months at 19/10. 
ABOVE incorporating PARTRIDGE OUTPUT TRANSFORMER £1/6/- extra 


— — — —— — — — — — — — —Ó—Ó а — — —M—— 
—— — — ——À —— — — —À — — — —À — — —Ó а. — — 


COMPLETE MULLARD 3-3 STEREO “3-3” MAIN AMPLIFIER 
A ER RU TRETEN DEVEL- Comprises two MULLARD 3-3 Main Amplifiers on опе chassis. Operates with MULLARD 
OPED FRO: HE VERY POPULAR 3-VALVE STEREO PRE-AMPLIFIER. Output power 6 watts. Inputs for Crystal Pick-up and 
3-WATT AMPLIFIER DESIGNED IN THE Radio Turner, £1 0 0 0 
MULLARD LABORATORIES. KITOFPARTS.............. 20.0 „г ASSEMBLED...... £11.15.0 


трея" £7100 COMPLETE STEREO AMPLIFIER 


(Plus 6/6 carriage and insurance). Meets the many requests for a low priced but good quality Stereophonic Amplifier. Out- 
Alternatively supplied ASSEMBLED AND put power is 4 watts and suitable for Crystal Pick-ups. 


FOLLY FETED us ele £819,6 $ кл or raeme. £8.10.0 ^, eren. £10.10.0 


Н.Р. TERMS: Deposit £2 and 8 monthly payments of £1. 


Prices quoted are subject to £1/6/- extra tor Partridge Trans. 


STEREO DUAL CHANNEL PRE-AMPLIFIER 


This model incorporates two 2-valve Pre-Amplifiers 
(described above) combined into a Single Unit 
enabling it to be used for both STEREOPHONIC 
and MONAURAL operation. It ia designed primarily 
to operate with our range of MULLARD MAIN 
AMPLIFIERS but will also operate equally well 
with any make of Amplifiers requiring an input 
of 250 m/v. 


Our kit із complete to tbe MULLARD specification including supply of specified com- 
ponents, valves and PARMEKO OUTPUT TRANSFORMER. We also include switched 
inputs for 78 and Г.Р. records plus a Radio position, Extra power to drive a Radio Tuning 
"Unit is also available. 


THE MULLARD FOUR CHANNEL MIXING UNIT 


Will be available late September both as COMPLETE KIT OF PARTS and an ASSEM- 


BLED and TEATED S Н орон о input channels for Microphones, one for T | 
Crystal Pick-up and a fourth for Tape or Radio. Е - 
FULLY DESCRIPTIVE LEAFLET and prices available late September. KE OP PLETE $12.10.0 Alternatively EN LED £15,010 


Mk. П “ Fidelity” FM TUNING UNIT 


An attractively presented Unit incorporating MULLARD PERMEABILITY TUNING 
HEART and corresponding Mullard valve line-up. Very suitable to operate with our 


Mullard Amplifiers. 
ror тне сомтвџотов ...... £10.10.0 „зымыр... &14.5.0 


Н.Р. Terms on assembled unit: £3 Deposit and 12 months of £1/9/-. _ — — — 
! ! RECORD PLAYERS ! ! 

The LATEST MODELS are in Stock. Many at REDUCED PRICES 

Send S.A.E. for ILLUSTRATED LEAFLET 


SPECIAL CASH ONLY OFFER !! 


This very attractive PORTABLE AMPLIFIER CASE 
together with a good quality GRAM AMPLIFIER and a 
matched P.M. SPEAKER. ALL FOR ONLY £8 7. 6 
(plus 7/6 carr, and ins). The Amplifier ыды ci 
consists of a 9-stage design incorporating 
the 3 modern BVA valves and has separate 


B.S.R. MONARCH UAS 4-spd. Mixer 
Autochanger with Crystal Pick-up £6.1 9.6 


The COLLARO “CONQUEST” 4-epd. 
uto or e o" РЕК Ыр £1.1 0.0 f 


The latest COLLARO *‘CONTI- 


\ 
NENTAL " 4-вреей MIXER ‘Auto: 28 10.0) е 
10.0 ; 


BASS and TREBLE CONTROLS. The jo “С” 

Portable Case will also accommodate almost А кр ия ms m 
any make of Autochanger and is attractively The NEW COLLARO Мосе! RP594, 4-врее Single Record Player, £ 18 9 
finished in Grey Colour Rexine-—— WE ‘ALSO Btudio Cartridge . TT DO о C SE. a LI 
SUPPLY SEPARATELY:— M Copan 4.вре о $6 9 6 

Е ў О’ Pick-u 
(а) The 2-stage (plus Rectifier) oder THE NEW Bs Modi 1 6 
ABL YIN! НАМОЕВ................ 
свео магы ышы UAI12 is also available incorporatin; 0 0 


£3.17 6 (Carriage and 
(с) 6łin. Р.М. SPEAKER 18 9 Insurance 4/- extra) 


plays Г.Р. and 78 records. .......... 
GARRARD RC210 4-speed Autochange 


Piki п.е rhet rrr 
"E. E; WE HAVE IN STOCK A The latest GARRARD TRANSCRIPTIO 
Hi-Fi" LOUDSPEAKERS corner: RANGE BY Btrobosoopzally marked turntable ета: 
= .В. е new С. А) odei 4HF Hig! ality Single Recor layer £18.7.6 
fitted with the latest Т.Р.А. 12 Pick- d G.C.8. Crystal Cartrid, d. 
ILLUSTRATED AND PRICED LEAFLETS ON REQUEST GARRARD Model ТАЛЕ. H Single Record Player ited with high — £9 10,0 
— — — — —À l —À — —À STOO OOO — —À — — output Crystal Pick-up, detachable һеай........................ о. 


HIRE PURCHASE TERMS available on all units £8/19/6 and over 
о. 


! | HOME CONSTRUCTORS ! ! 


A RANGE OF “EASY TO ASSEMBLE” PREFABRICATED CABINETS 
Designed by the W.B. " STENTORIAN '' COMPANY for " HI-Fi ” Loudspeaker sys.ems 
or to accommodate high quality equipment. The acoustically designed Bass Reflex 
Cabinets containing the very successful '"Stentorian'' speakers give really first-class 
reproduction and are well recommended. Models are also available to accommodate 
high-quality Amplifiers, Pre-amplifiers, Tuning Units, Record Players, еіс. All models 
are very easily assembled in fact only a screwdriver is required. 

Fully illustrated leaflets are available. including complete specifications of the various 
STENTORIAN LOUDSPEAKERS. Please enclose В.А.Е. 


STERN RADIO ЕТО Amo, Eca 


Telephone: FLEET STREET 5812/3/4 


THE "ADD-A-DECK" Zub. 
*MONARDECK '’& MATCHED PRE-AMPLIFIER 
Cardage and Insurance 10/-. 


Deposit £3/12/- $17.17.0 


12 mths. £1/6/2 


Designed. to operate through the Pick-up Sockets 
of the standard RADIO RECEIVER through 
which first-class results afe obtained. It consists 
of a Twin Track Tape Deck, incorporating matched 
Pre-amplifier, and operates at 3fin./sec. speed. 
Supplied fully tested and completely assembled on 
an attractive wood plinth, and only requires connections to 
the mains supply and the Pick-up Sockets, for which purposes 
~ floating " leads are incorporated. 

Н.Р. TERMS ARE AVAILABLE ON ALL EQUIPMENT OVER $9. 
FULLY DESCRIPTIVE LEAFLETS ARE AVAILABLE FOR ALL 


EQUIPMENT, BUT PLEASE SEND S.A.E, 


EITLITIITITIIITITITTITIITITI 


WIRELESS WORLD SEPTEMBER, 1960 


LONDON'S LEADING 
Hi-Fi SPECIALISTS 


Visit either of our addresses for selective 


AMAZING NEW 
TAPE RECORDER 
BARGAIN OFFER 


A complete Tape Recorder using Collaro - 
Studio 3-speed Deck, 11, 3}, 7} ip.s. Twin 
track, with pause control, rev. counter, latest type 
electronic recording indicator. 
controls, 7x4 loudspeaker, 4 watts output. 


assembled ready for use. Limited number. 


TAPE RECORDERS 
Largest stocks in. London. 


BRENELL, CLARION, COSSOR, 
ELIZABETHAN, ELEKTRON, 
FIDELITY, FI-CORD, 
FERGUSON, FERROGRAPH, 
GRUNDIG, HARTING, 
KORTING, MINIVOX, 
PHILIPS, REFLECTOGRAPH, 
SOUND, SIMON, STEELMAN, 
STUZZI, TANDBERG, 
TELEFUNKEN, TRUVOX, 
TRIX, STELLA, WALTER 


B.S.R. 


Carr. free. 


TAPE RECORDER AMPLIFIER 


for use with Collaro Studio Transcriptor. 
Uses 3 valves, magic eye. contact cooled 
metal rectifier. Incorporates mike/ 
gram/radio inputs, ext, l.s. jack, superim- 
posing switch. Complete with gold/black 


“INSTANT” BULK TAPE 
ERASER 


and Head Demagnetiezer. Етавев n 
complete reel of magnetic Tape in few 
eeconds. 27/8. Post free. 


List £25. 


Carr. & ins. 


SPA11 Stereo Amplifier and Pre-Amplifier, twin 
10 watts output. 3-dimensional monaural reproduc- 
tion by combining both channels. 3 inputs for each 
channel Size 14}in, wide, 4in. high, 8łin. deep. 
List £29/8/-. Lasky's Price 

Carr. & Ins. 7/6, 19 Gns. 


PL6/21 20-watt Monaural Amplifier and combined 
Control Unit. 5 inputs. 


List £29/8/-. Lasky's Price 
one Ins. 7/6. 19 Gns. 


LASKY'S RADIO 


€0909000000000000000000000000000000009600230000900000000000000000000 


Superimposing switch, volume and tone 
Takes Tin. spools. 
contemporary design carrying case, 93x10x16in. Brand new, fully 


LASKY'S including Acos mike and 1,2004. Scotch Tape. 
price 29 GNS. сит. & ins. 25)- j 


TAPE DECK OFFERS 


“ MONARDECK ” 
speed, 3$ i.p.s., uses Din. spools. 
Lasky’s Price £8/19/6. 

Tape extra. 


Carr. & Ins. 12/6. Tape extra, 


COLLARO TAPE TRANSCRIP- 
TOR Mk, IV, fitted digital counter. 


Lasky’s Price £17/16/6 
21/-. 


For 200-250 v. A.C. mains. Brand new in maker’s cartons, fully guaranteed. 


In 


Our Fabulous 


“ Hi-Fi Journey with Lasky’s " is 


vanced equipment. Price 3/6 


SPECIAL OFFER 
OF TAPE 
Famous make. P.V.C. 
base on latest type 
plastic spools, Brand 
new, boxed and guar- 
anteed. 1,800ft. on 


7in. spool, 32/6 


1,200ft. on 7in. spool......... 
1,200ft. on 5fin. spool......... 
850ft. on 53щ. spool......... 


single 


knobs. Post 3/6. 
E 12 Gns. °?” SCOTCH PLASTIC TAPE 
L200it on Tim spool... 25/- 
ч t: E 1/6. 
*LASTIC TAPE SPOOLS SS poo" 
3 po Bim. лы виь | COLLARO STUDIO TAPE TRANS- Orders over 60/- post free. 
29 99 99 99 56 dig mA ы GEVAERT L.P. TAPE 
Tin. Metal Bpoola, 1/9 each D CLE Ae ditt eir] А 2 1,700ít. on 7in. spool...... 35/- 
Post extra. ш ацон сано Ие 8501. оп біп. spool... 


2104. on 3in. spool....... Ж 
Post: 1 spool 
Orders over 60/- post free. 


ALL MAKES OF TAPE. Long 
Play, Double Play and American 
“MYLAR.” 


Tape extra. 


STEREOPHONIC HIGH FID 
AT TREMENDOUS 


$P21/2 Stereo Pre-Amplifier Control Unit, twin channel. 
Designed primarily for use with two DL7-35 Power 
Amplifiers (as on right). 6 inputs for each channel. 
Freq. response 40 c/s.-15 Кс/з. List £28/10/-. 


Lasky’s Price £1 6/1 9/6 


Carr. & Ins. 7/6. 


SPECIAL COMBINED OFFER 


The above Unit and two DL7-35 Power Amplifiers 
offered at a special inclusive price of 47 Gns. 
Carr. extra. 


FOR COURTEOUS SERVICE & TECHNICAL 


Demonstrations of the very latest Hi-Fi Equipment. 


AMPLIFIERS 
F.M. TUNERS 


TAPE 
RECORDERS 


TRANSCRIPTION 
TURNTABLES 


SPEAKERS 
PICK-UPS 


C CABINETS 


Hi-Fi Catalogue 


NOW AVAILABLE. SEND FOR A COPY TODAY 


the title of our superb new catalogue 


and it takes you all through the realm of high fidelity reproduction. 
Nothing like it has ever before been offered. Over 100 large 
114 x 8łin. in photogravure and colour. 
CATALOGUE to enable you to choose from all the latest and most ad- 


ages, 
It is a COMPARATOR- 


part post 6d. 


Fully refunded on making your first hi-fi purchase. 


TRANSCRIPTION MOTORS 


GARRARD  4HF, stereo and 
monaural, complete with two plug-in 
heads; ас тилебеген Сукан - a £18/9/-. 
Car. & Ins. 12/0. 
GARRARD 301 ......... £22 7 3 
GARRARD 301 (Strobe) £23 18 4 
PHILIPS ... aoras. £10 10 0 


HIGH FIDELITY TAPE 
RECORDER HEADS 


Leading make, 
new and un- 
used. Uppe 
or lower track, 
RECORD/ 
PLAYBACK, 
high imped- 

ance. Double 
wound and will reproduce up to 
12,000 c.p.s. at 7} ips. Azimuth 
adjustments. Output 5 millivolts 
at 1 Kc. at 7) i.p.s. ERASE, low 


impedance. 
Lasky's Price,.per pair, 39/6 
Post free. Worth double. Please 


specify upper or lower track. 


ELITY EQUIPMENT 
REDUCTIONS 


Full details of any item post free. 


DL7-35 Power Amplifier. 
peak output. 
30 Кс/ѕ 
Amplifiers can be used in conjunction 
with SP21/2 Pre-Amplifier Control 
Unit for stereophonic reproduction. 
Size 14}in. long, Эш. wide, 8}іп. high. 


54 watts 
Freq. response 5 с/ѕ.- 
+ 018. Two р17-35 


List Price £31/10/-. 
Lasky's Price 
Carr. & Ins. 12/6. 


£16/19/6 
ADVICE 


SEPTEMBER, 1960 


BUILD THIS FINE 3-SPEED 
TRANSISTOR RECORD PLAYER 
7/6 


p une Ж 


FOR £9.19.6 Car. 


6 volt operation. For all L.P. and standard 
records. Complete parcel comprises.— 

300 milliwatts output, using 
two ОС71 and two OC72 transistors. 


AMPLIFIER. 


assembled. 79/6. 
LOUDSPEAKER, 
Speaker matched to amplifier. 
3-SPEED TURNTABLE 


Knobs 3/6 extra. 


sapphire styli. 79/6. 


CARRYING CASE as illustrated, hand- 
some two-tone finish, size 17in. deep, 


l4in. wide, 5fin. high. 
Batteries. extra. 


49/6. 


30 ohms, 7х 4іп. elliptical 
25/-. 
with rubber 
mat and speed adjustment, complete 
with t.o. crystal cartridge and two 


All components available separately. 


WIRELESS WORLD 


Fully 


Build this modern 
Record Player for {{ [5 less than an equivalent veady-built player. 


BARGAINS IN 4-SPEED 
AUTO-CHANGERS 


New and xa 
Unused PE 
in Maker's 
Cartons 


В.5 £6 19 6 
В.5 .. £719 6 
B.S.R. UAI12, stereo... £8 19 6 
В.5.К. type UAM ...... £719 6 
COLLARO Conquest, wired for 


stereo, with monaural р.и. £7 19 6 
As above, stereo £8 19 6 
Post on all above 5/-. 


GARRARD 


Model 121. Mk. II...... £10 10 
121, Mk. П STEREO £11 10 
121, Mk. II, with mon- 

aural and Stereo heads £12 10 
RCC.88 ... £12 19 
RC.88 ST £13 19 


SINGLE PLAYERS 


Auto start and stop. Complete 
with pick-up and crystal cartridge. 
GARRARD 45Р ......... £619 6 
GARRARD TA Mk. II, wired for 
STEREO, plug-in head £8 9 0 
E.M.I. 4-spd., wired for STEREO 
and fitted Acos stereo Т.О. car- 
ЭОМ TUER SEHE £6 19 6 
Post on all above 5/-. 
В.3.В. TU9, non-auto Turntable 
and separate Pick-up... £4 9 6 
Post 3/6. 
COLLARO JUNIOR 4-speed motor 
and separaté pick-up with cartridge 
styli $3 15 0 


ooo oo 


Post free. 


PICK-UP CARTRIDGES 
ACOS HGP.59 or HGP.37 turnover 
crystal cartridge with L.P. and 
standard styli, List 39/7. 


Lasky's Price 18/- post free. 


ACOS 73-1A STEREO. List 52/6. 
Lasky’s Price 29/6 post 1/-. 


ALL TYPES OF CHASSIS 
We hold the largest selection of 
leading makes: ARMSTRONG, 
DULCI, EMPRESS, etc. A.M. 
chassis (L, m., s.) from 
А.М.]Е.М. chassis from...... 14 Gns. 
A.M./F.M. STEREO from 22 Gns. 


SEE OVERLEAF FOR MORE NEWS FROM 


SPECIAL OFFER! 
PRINTED CIRCUIT 
GRAM AMPLIFIER 


Uses two valves, ECL82 and EZ80 
and separate mains transformer to 
minimise hum. Incorporates 
Elac 8х5ш. loudspeaker with 
output transformer mounted. Con- 
centric volume and tone controls. 
Size of printed circuit: 4 x 3 x 2]in. 
Lasky's Price 6% [6 complete, 


Post 2/6. Less Speaker, 55/-. 


H.P. TERMS 
AVAILABLE 


on certain goods. 


Call or write stating 
your requirements. 


MICROPHONE 
BARGAINS 


The  * Diana." 
High impedance 
moving coil mike 
with unique 
magnetised table 
base. Response 
30.15,000 c.p.s. 
Ideal for tape recOrders. List 4 Gns. 


Lasky's Price 5 5 [- 


Post free. 
ACOS type 33/1. Crystal hand or 
Post 1/6. 


table Mike, 29/6. 


RIBBON MIKE оп table stand. 
High impedance, famous make. 
£6/16/6. Post 3/6. Е 


3-TRANSISTOR 
POCKET RADIO 


The VANCOUVER employs 3 
transistors plus germanium diode, 
on printed circuit size 3}x 4x jin. 
Tunable over medium and long 
waves. Built-in Ferrite rod aerial. 
Complete Kit of Parts, with circuit 
diagram, 39/6. Post 1/6. Circuit 
diagram only 1/6, post free. 


7-VALVE AM/FM RADIOGRAM CHASSIS 


Famous make. For 200-250 v. 


Output 4 watts matched to 3 ohms 


speaker. 7 valves: ECC85, 

CH81,  EF89, ЕАВС80, 
EL84, EZ80, ЕМ81, magic 
eye tuning indicator. Covers 
medium, long and FM bands. 
Length 12in., height 7jin., 
front to back 8]in. Limited 
number only. 


LISTED AT 22 GNS. 
LASKY'S PRICE 


£16.19.6 Carr. and Insur. 12/6. 


Available on Н.Р. terms. Brochure on request 


А.С. 


* LINEAR " AMPLIFIERS 


“ DIATONIC " 10-14 watts 12 Gns. 
“CONCHORD " 30 watt 15 Gns. 
L45 4-5 watt Amplifier £5/19/6 
LT45 Tape Deck Amplifier 12 Gns. 
L50 50 watt Amplifier 19 Gns. 
L10 10-12 watt with pre-amplifier 


15 Gns. 
L3/3 Stereo Amplifier 7 Gns. 


All other types in stock. 


P.M. SPEAKERS 


ROUND 
3jin.  4in. біп. бп. Bin. 
17/6 19/6 14/6 16/- 16/6 
ELLIPTICAL 
7х4 9x6 10x2} 10x6 10x7 
15/6 22/6 25/- 25/- 32/6 
Post extra. 


ANOTHER 
GREAT OFFER! 


FERGUSON 
F.M. TUNER 


FM/1. Brand new and unused. 
Employs 3 valves and incorporates 
own power supply.  Freq. range 
87.6 to 100 Mc/s continuously. 
Metal case, hammer finish, size 
10іп. х 7jin. x 23іп., with smart 
escutcheon in cream. 

LIST PRICE 18 GNS. 


LASKY'S PRICE £19 19.6 


Carr. & Ins. 12/0. 


BUILD THIS COSSOR 


The 4-transistor “ Traveller's Friend," 
using ОС44, two ОС45, and OC72 transis- 
tors, two OC70 diodes, two AGC systems, 
2hin. М.С. speaker, Ferrite slab aerial, 
etc., in.leatherette case, size 6x 3j x Lin. 
All components, printed circuit with full 


£1.19.6 ?**^ 


All components available separately. 


instructions. 


POCKET SUPERHET 


CAN BE BUILT FOR 


£4.1 9.6 uS xis 


Handsome contemporary design 
case, overall size 8}іп. wide, 4lin. 
deep, біп. high, 2 latest double- 
purpose valves EBF89 and ECL80, 
contact cooled rectifier. For A.C. 
mains 200-250 v. med. and long 
wave, bin. P.M. speaker. Plastic 
cabinet in cream, pastel green, 
pink, blue. 

FULL DATA, instructions, circuit 
diagram, shoppng list, 1/6. 


The “ Shira"* 
TRANSISTOR 


Lasky's Price 


£13.15.0 


Post 2/-. 


Very small—only 4 x 2} x 1iin., 
and slips easily into pocket or 
lady's handbag.  Selectivity and 
tonal quality truly remarkable. 
Built on printed circuit with six 
transistors, 2in, m.c. speaker, 
Ferrite aerial, etc. Covers medium 
waveband. Operates on PP3 9 v. 
battery, obtainable everywhere. 
Cream and various colours. In 
carton, with additional plastic pro- 
tective case, ready foruse. PP3 9 v. 
arnt 2/6 extra. 

ptional extra: Earpiece, complete 
with jack, 19/6. = ES 


LASKY'S 
CAR RADIO 


CAN BE BUILT 
ABSOLUTELY COMPLETE 


ков £12.10.0 


Post 3/6. 


Ж Small size. Will fit any car. 

* 12 volt operation. 

* New Hybrid circuit. 

* Transistor output. 

Ж New Type Brimar valves. 

* No Vibrator, 12 volt H.T. & L.T. 

* Т.С.С. Printed Circuit and Con- 
densers. 

* Iuned R.F. stage. 

* Medium and long waves. 

* Permeability tuning. 

Ж "in. x 4in. elliptical speaker. 

instruction Booklet giving full de- 

tails, illustrations, dimensions, cir- 

cuit diagram and shopping list 

2/6 post íree (returned if you 

order). 


RADIO В 


e€e000000000000000000000000000000200000500096000000000000000000000 


ТАРЕ 
RECORDER 
KITS 


Look at these star features:— 
Ж Very latest Printed Circuit. 
* T.C.C. condensers. 

* Amplifier can be supplied fully 
assembled and connected to 
Deck. 

* New Mullard valves; EF86, 
ECC83, EL84, EM34, magic 
eye, EZ80 rect. 

* Choice of speaker: 7x4, 8x5, 
9x4, 6hin., 8in., etc. 

Ж Collaro Studio or B.S.R. Monar- 
deck Tape Deck. f 
* Complete with Acos 39/1 Mike, 

Tape and Spool. 


PRICES FROM 


20 «ws. 25 ans. 


(B.S.R.. deck) (Collaro deck) 
А! components available separately 
Full details and shopping list post 
free on request. 


TEST METER BARGAIN 


“ ALFA " MULTI-RANGE RADIO 
TEST METER. А.С. and D.C. 
3,333 ohms per volt. Ohms ranges 
to 2 megs. Volts A.C. and D.C. up 
to 1,200. 300 microamps—300 mA. 
Decibels, 2 ranges —20 to +23 db; 
+20 to +37 db. Accuracy 4-396. 
Large full vision dial, Overall size: 
5} x38 x1fin. 
LASKY’S PRICE 89/6 
including Leads. 
Post 2/-. 


SEND FOR THE FINEST 
COMPONENTS CATALOGUE 


produced for the “ ham ” or service man. 


OVER 100 PAGES, SIZE 8jin. 
5łin. COPIOUSLY 


Price 2|- 


latest 


Post 6d, 


Our 12- page 


Please address 
MAIL ORDERS 
and enquiries to 


EDGWARE 
ROAD 


ILLUSTRATED. 


“ BARGAIN 
BULLETIN " free with each copy or 
available separately by post, price 6d. 


WIRELESS WORLD 


Cossor, E.M.I., 


LASKY'S F.M. TUNER 


PRINTED CIRCUIT VERSION OF 
G.E.C. 912 “Е.М, PLUS ” TUNER 
FOR HOME CONSTRUCTION 


Uses 5 valves, 2 germanium diodes 
and brand new Т.С.С. condensers. 
The PRINTED CIRCUIT ensures 
that the I.F. and R.F. amplifiers 
are extremely stable at maximum 
ваш and results are consistent on 
all tuners. 
CAN BE BUILT FOR 
(including valves) 7 GNS 
Post free. s 
G.E.C. FM TUNER BOOK plus 
our full data and Shopping List 
2/6 post free. 
separately. 
ALIGNMENT SERVICE available. 


BUILD THE LABGEAR 
AUDIO OUTPUT METER 


— Two ranges: 25 


milliwatts to 1 


watt, 1 watt to 
10 watts. 

Accuracy 5% 
\ and matched 
for 3, 16 and 
600 ohms. 


Ideal for con- 
structors, hi- 
i A aa fi enthusiasts. 
KIT OF PARTS 59/6 
Post 1/6. 
SHORT WAVE 
CONVERTER 


FOR CAR RADIO 


Smith's “ Radiomobile " Converter 
offers short wave reception of your 
favourite stations. 6 or 12 v. 
positive or negative earth. Uses 
6ВЕб heptode freq. changer. Easily 
installed, may be used with any 
car radio. ^ Chrome escutcheon, 
cream push buttons. Size 14 x 7x 
біп. All plugs and sockets included. 
Supplied with 3 removable coil 
units of your choice. Bandspread: 
16, 19, 26, 31, 41, 49, 60, 90 metres. 
LASKY'S PRICE 
Post 2/6. 89/ 6 


Additional Coil Units, 6/- each. 


x 


TWO ADDRESSES F 


207 EDGWARE ROAD, 


LONDON, W.2 


Few yards Praed Street 


PADdington 3271/2 


p ———————————— 
LARGEST AND MOST COMPREHENSIVE 
STOCKS FOR ALL CONSTRUCTORS 


20,000 VALVES IN STOCK 
Mullard, Brimar, G.E.C., Mazda, 


Philips, 
nacle, Telefunken, etc. 
for our latest Valve List. 


АН parts available: 


CABINETS 

24а, | w/B PRELUDE, 6. 
dim | PLAN NORDYK, 
CAPRIOL, etc, eic. 


MAKER'S SURPLUS 
TELEVISION 


COMPONENT BARGAINS 


WIDE ANGLE 38 mm. 
Line E.H.T. Trans. Ferrox-cube 


ocn b EAT RR TEC 19/6 
Bcanning Coils, low im 
eto ARES s —— ... 19/6 
Ferrox-cube cored Bcanning Colis 
and Line Output Trans., 10-15 
kV. EY51 winding Line Trans. 
with width and linearity соп- 
trols, circuit dia., pair........ 50/- 
Frame Output Transformer - 66 
з. 
. 46 
Focus Magnets Ееггох-соге 19/6 


P.M. Focus Magnets, iron cored 
Duomag ЕосаЦвега .......... 
300 ш/а. Smoothing Chokes 
STANDARD 35 mm. 
Line Output Transformera 6.9 kV. 


E.H.T. and 6.3 v. winding, 

ESTE CUO ааа: 17/6 
Scanning Coils. Low imp. line and 

Peso соо ота. г Е 7/6 
Frame or line blocking овсШалог 

TransBirmer qu. ее. 48 
Frame Output Transformer 7/6 
Focus Magnets: 

Without Vernier........ 12/6 

With Vernier........ 17/6 
200 ш/а. Smoothing Chokee 716 


С.В. TUBE BARGAINS 
NEW AND UNUSED 
FERRANTI, 9in. type T9/3. 4 v. heater, 
triode, octal base, standard deflection. 

MST ASKY'S PRICE 
Carr. & Insur. 12/6. 49/6 
FERRANTI, 12in., types. T12/44 and 
List £12, LASKY'S PRICE 
Carr. & Insur. 13/6. 59/6 
FERRANTI 17ш. type TR17/10, 6.3 v. 
3 cp pee Rl new and unused, 
Carr, and Insur, 12/6. £6.1 9.6 


t7in. 90 degrees С.К. TUBES 
Seconds but in perfect working order 
and guaranteed. 79/6 


Carr. and insur. 12/6. 
RE-GUNNED C.R. TUBES 


GUABANTEED FOR 12 MONTHS 
Carr, 


12-CHANNEL 
TURRET TUNERS 


Large selection, many by famous 
makers such as Cyldon, Brayhead, 
Plessey, Cossor, etc, all IF is. 
New and unused. Let us quote you 
for the model required. Examples: 
33-38 пас/з., 37/6, 6-9 me/s., 59/6, 
9-14 mc/s., 59/6, 14-25 тс/ѕ., 59/6. 


PERSONAL CALLERS 


42 TOTTENHAM COURT 


ROAD, W.1 


Nearest Station: Goodge Street 


MUSeum 2605 


SEPTEMBER, 1960 


TRANSISTORS 


Р.М.Р. Junction types. 
AUDIO, suitable for high gain and 
low freq. amplifiers, and for output 
stages up to 250 milliwatts Double 
spot—yellow and green. 5 l- 

Each 
R.F. suitable for medium and low 
freq. oscillators, freq. changers and 
I.F. amplifiers (1.5 to 8 Me/s.). 


Double spot—yellow and 

red Each 7 6 

Type TS1. Suitable for all audio 

applications. Each 3/6 
Post 6d, 


One dozen 35/- post free. 


Special prices quoted for large 
quantities. 


0644 15/-; OC45 15/-; 0С70 8/6; OC71 
8/6; 0С72 15/- (Matched Pair 30/-); 
ОС?з 14/-; OC16 54/-. 


EDISWAN MAZDA TRANSISTORS. The 


SPECIAL OFFER, Bot of 7 Fdiswap 
Transistors: XA/101, ХА/102, 2 X B/102, 
XB/103, 2 matched X0/101, Price 79/6. 


CRYSTAL DIODES. 
GEX00, each 1/-, 
other types in stock. 


* GOLDTOP '' POWER 
TRANSISTORS 
All types in stock.  Example:— 
V15/10P. Ideal for output stage о! car 
radio, will give approx. 3 watts operating 
from 12 v. Each 15/- post free. 
Suitable Output Transformer for above, 
correct ratio, matched to 3 ohms, 9/6. 
Post 1/-, 

Driver Transformer, 9/6. Post 1|-. 


RESISTORS. The largest stocks of 
all types, high stability, wire wound, 
carbon, vitreous enamel, minia- 
ture and submin. Millions in stock. 
Why buy unwanted assortments ? 
We will send you the types and 
values you actually want. 


SUB-MIN RESISTORS, ith watt, 
most values available. Each 3}4. 
Per doz. 2/6. 


General Purpose 
Per 402. 9/-. All 


5 milllamp METER RECTIFIERS. Special 
offer of limited number at only 8/6 
Post 94. 


TRANSFORMERS 
Complete ranges in stock, mains 
and output, by Partridge, Gilson, 
Parmeko, Ellison, Elstone, Douglas, 
etc., etc. Let us quote you for the 
one you require. 


RECORD BARGAIN IN 
ELECTRIC SHAVERS 


For use on A.C. 
mains, 100-250 v. 
Plug in anywhere 
and get the 
smoothest, 
closest, speediest 
shave ever! 
Vibratory action 
tones up face. 
Swiss make, 
cream finish. Limited number 
only. Worth 7 Gns. 
49/6 


Lasky’s Price 
Post 1/6. 


Both Addresses 
OPEN ALL DAY 
SATURDAY 


Close 
Thurs. | p.m. 


“WS SEE OVERLEAF FOR MORE NEWS FROM LASKY'S RADIO 


— a ee A 


SEPTEMBER, 1960 


SLIDER RESIST- 
ANCES. New, 2 
amp. 500 ohms, size - ‹ 


l4in. x 6in., plus a 
handle éin., 27/6. т. 
Р. & Р. 3/6. 1 


SOLENOID OPE- 
RATED MAG- 
NETIC RELAY. 
Туре 5CW/3945, 4 
pole changeover, 
10 A contacts 24 v. 


operation. Brand 
new 13/6. P. & P. 1/6. 


NEW CARPENTER'S ТУРЕ 
POLARISED RELAYS. 2x 
9,500 turns at 1,685 ohms. 
Price 22/6 each. P. & P. 1/-. 


Carpenter's, similar to above, 
but type 5A48. Coils | x 3200 
turns at 100 ohms and I x 2000 
turns at 145 ohms, 22/6 each. 
P. & Р. |/-. Bases for same 2/6, 


SIEMENS H.S. RELAY. Very 
latest type, sealed. H96E. 1,700 
ohms plus 1,700 ohms, single 
C.O. contacts. 
fixing clip. In maker's cartons. 
Price 16/6 each, plus I/- P. & P. 


Siemens sealed similar relay to 
above, but 2.2 ohms plus 2.2 
ohms. Minus clips, 12/6 each. 
Plus 1/- P. & P. 


SUPERIOR BRAND NEW RELAY. 7,000 
ohms coil. Will pull in at 750 microamp. and 
out at 450 microamp. Change-over, platinum 
contacts. Vacuum sealed, wili therefore not be 
affected by oil, moisture or water and never 
Пет РУУ Weight 24 oz. Price 18/6. 


MINIATURE MOVING COIL DIFFER- 
ENTIAL RELAY. Two coils 350 ohms each. 

~ Operating current 
minimum 140 micro- 
amp., nominal 400 
microamp, maximum 
8 milliamp. Опе 
pole two way, or, 

= centre stable. Two 
way contact current 100 mA. at 50 У. А.С. or 
D.C. Sizelixixiin. Price 22/6 each. 


ROTARY RELAY. 12 volt. Heavy duty 
change-over contacts and one low current for 
external circuit, plus one break set. Price 7/6. 
P. & P. 1/6. 


NEW WIRE WOUND RHEOSTAT ON 
CERAMIC, 58 ohm. 50 watt, complete with 
instrument knob. Price 8/6, P. & P. 116. 


MINIATURE 
UNISELECTOR 
SWITCH. Two 
banks of ten plus 
home contacts one 
bank continuous of 
normal. 30 ohm 
coil for 24 volt 
operation. Brand 
new, manufac- 
turer's packing. 
Price 22/6 each. 
P. & P. 2]6. As 
illustrated. 


EX P.O. MAGNETIC COUNTER. 3 ohms 
type for 44/6 volt or 500 ohm for 24/36 volt D.C. 
operation. Price 6/6 each. Р. & P. 1/-. 


AUTO TRANSFORMERS. 
down, 110-200-220-240 v. 
New. 300 watt type £2/2/- each. 
500 watt type £3/3/- each. P. & P. 3/9. 
watt type £4/4/- each. Р. & P. 6/6. 


Step up, step 
Fully shrouded. 


1,000 


WE ARE 


Brand new with | 


P. & P. 2/6. | 


| new. 


EXPERTS AT OVERSEAS PACKING & SHIPPING! 


SERVICE TRADING Co. 


WIRELESS WORLD 


HIGHLY PRECI- 
SION MADE 
GEARED MOTOR 
BY DRAYTON 
REGULATOR 
CO., for 230 volt 
50 cycles S.P. А.С. 
input, 37 rev. per 
min. Overall size 
Sin. x 4in. x Siin. 
Ex brand new equip- 
ment, unused. Price 
#3/17/6. P. & Р. 3/-. 


Ар S1094 
Матов GEARED 


d 
мие ase arae О 
М DRAYTON REGULAR. 


SOLAR OIL- 
FILLED CON- 
DENSER. 240 mfd. 
for 230 W. V.A.C. 
Overall size 14т. x 
9in. x 54іп. plus feet. 
Weight 46 Ib. Brand 
Guaranteed 
perfect. Manufac- 
turer's packing. 
Price #7/10/-, car- 
riage 10/-. 


DIAL THERMO- 
METER. Made by 
Short & Mason. Cali- 
brated 0-160 degrees 
Fahrenheit. Atin. 
dial. біп. rim for 
flush mounting with 
біп. long rod pro- 
truding at the back. 
Brand new. Manu- 
facturer's — packing. 
Price 22/6. P. & P. 3/-. 


PE 


DESK 

TELEPHONE 

HANDSETS 
Brand new (perfect) 
complete with two- 
way calling system 
(buzzer), internal 
battery. АП ready 
for simple two-wire 
connection. Price 1 
£3/5/- each, or £6/5/- the pair. 


unit. 


BRAND NEW SOUND 
POWER OPERATED EX- 
ADMIRALTY HEAD 
AND BREAST SETS. Two 
such sets connected up will 
provide perfect intercom., 
no batteries required Will 
operate up to + mile. 
Original manufacturer's 
boxes. Price 17/6 each, plus 
P. & P. 2/-; or 32/6 per pair. 
P. & Р. 3]-. 


bank, | pole, 
25 position Stud 
Switch. Brand new. 
Price 12/6. P. & 
Р. 1/-. 


CERAMIC 
PRECISION 
SWITCH. 2 pole, 
6 way, 4 banks. 
New in manufac- 
turer's boxes. 
Price 10/6 each. 
P. & P. 1/6. 


INSTRUMENT  RECTI- 


MINIATURE 
FIERS. Bridge Type | milliamp. Guaranteed 
perfect, 7/6 each. 


S.T.C. RECTIFIER. 36 plates by 120 mm. 


Bridge connected. Maximum А.С. input 
60 volt. D.C. output 15 amp. New, perfect. 
Price 60/-. Р. & P. 3/6. 


ALL MAIL ORDERS 
47-499 High Street, 


| RECTIFIER mounted on 200/250 
| volt A.C. input transformer. 


8-day clockwork 
Time Switch. 
Contacts 21 amp., 
230 volt, 24 hour 
phase, + hour divi- 
sions, allow setting 
for one make and 
one break to be 
made every 24 
hours, complete 
with key. Used 
but guaranteed 
perfect. Price 27/6 
each. P. & P. 1/6. 


METERS GUARANTEED PERFECT 


Charging Types 
24 amp. D.C. М.І. 2in. fl. rnd... 


30 amp. D.C. M.C. 2in. fl. sq. 12/6 
100 amp. А.С. М.І. 4iin. fl. rnd 32/6 
Voltmeters 

12 v. D.C. М.С. 24in. proj. rnd. ......... 8/6 
20 v. D.C. М.С. 2in. Й. 59. ..... 9/6 
25 v. D.C. M.C. 2in. fl. rnd. 7/6 
30 у. М.І. 3in. proj. rnd. 10/6 
40 v. М.С. 2in. fl. sq. 9/6 
300 v. А.С. М.С. 21in. fl. 27/6 


300 у. A.C. М.І. 22in. fl. rnd... 
400 у. А.С. М.І. 41in. rnd. 
Milliammeters 

1 mA. М.С. 2$in. fl. rnd. 
50 т.А М.С. 2in. fl. 59. ... 
500 mA. М.С. 21in. fl. rnd: 
Microamp 

50 microamp., 


scaled 0-100, M.C. 


г: Уа ЕЯ М Б 42/6 
50 microA. 2jin. square, side fitting 

scales 35/- 
500 microA. М.С. 2in. rnd. ... 16/6 


Postage on all meters 1/- each. 


Miniature latest type mov- 
ing coil 0-5 milliamp meter, 
| о. diameter, flush fitting, 
complete with fixing clip. 
Price 17/6. P. & P. ||-. 


CRYSTAL CALIBRATOR No. 
crystal 
4-valve 
instrument in the 
same category as the 
famous B.C. 221. 
Directly calibrated, 
does not require 
cross reference or 
charts — functions 
as follows: (1) А 
crystal controlled 
oscillator which 
provides fixed fre- 
quency signals of 500 
KC and all harmonics of 500 KC to beyond 10 
Meg. and up to 30 Meg. 

(2) А variable oscillator from 250 KC to 5 
KC, this enables all intermediate frequencies 
between 250 Kc/s. and 30 Meg. to be produced 
and modulated. 

Supplied complete with 3 spare valves, all leads 
and maker's instruction book in carrying 
haversack. The complete outfit is brand new— 
repeat NEW. Price: £4/19]6. Carr. 3/-. 


10. 
controlled 
high-grade 


A 


TWELVE PLATE F.W. 
BRIDGE CONNECTED 


Output 36/40 volt D.C. at 1.2 
amps. New, perfect. Price 
16/6. P. & P. 3/6. 


PERSONAL CALLERS ONLY: 9 Little Newport 
Street, London, W.C.2 TEI: GER 057€ 
(Early Closing Thursday) 

Kingston-on-Thames 


Telephone: KiNgston 4585 
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FIELD TELEPHONES 


Ideal for all Intercom systems, 
house, office, building sites etc. 
Generator bell ringing, 2-line 
connection. Supplied complete 
with batteries and wooden 
carrying case, fully tested. 


59/6 each per telephone, 


plus 3/6 Р/Р. 


BRAND NEW 

RCA EXTENSION 

LOUDSPEAKERS 
in., 3 ohm Quality 
Speaker mounted in 
attractive black 
crackle case to match 
AR88 Receivers, etc. 


45/- each. Р/Р 3/6. 


PORTABLE PRECISION VOLTMETERS 


Brand new instru- 
ments by famous 
manufacturer. In 


polished teak case. 
Moving iron instru- 
ment reading 
AC. or D.C. 
volts on 2 ranges 
0-160 v. or O- 
320 v., Bin. mir- 
ror scale. Ас- 
сигасу within 
2%. Е5/19/6. ea. 
Р.Р. 3/6. 


COLLARO STUDIO TAPE TRANS- 
CRIPTORS. 
Brand new, 
fully guaran- 
teed. 3 speeds, 
% 32, 7 
3 motors, digi- 
tal counter 
ete. 200/250v. 
А.С. орега- 
tion. Supplied 
complete with 
7in. spool, in- | 
structions and fixings. "OI; £12/19]6 each. 
Р/Р. 5/-. Tape not supplied. 


MARCONI 


OUTPUT 


TYPE TF340 
POWER METERS 


Meter calibration 50 MW/I7DB F.S.D. Meter 
multipliers, 0.1-1-10-100. Impedance values, 
25-30-40-50-60-80-100-125-150-200 ohms. Im- 
pedance multipliers. 0.1-1-10-100. Perfect 
condition. £9/19/6 each, 7/6 carriage. 


WIRELESS WORLD 


73.34 LISLE STREET, 


TYPE F. 


8-RANGE SUB-STANDARD D.C. 
AMMETERS 


Ranges 1.5, 3, 7, 


15, 30, 60, 300 and 
450 amps. Bin. mir- 
ror 


scale. Meter 
housed in polished 
teak case. Supplied 
complete with all 
shunts and leather 
carrying case. £15 
each. P/P. 7/6. 


METER BARGAINS 


25 microamp D.C. M/C flush rd. 2}in. ........ 69/6 
25 microamp D.C. M/C. proj. rd. 2}in. ........ 59/6 
50 microamp D.C. M/C. proj. rd. 2Нь. ... 49/6 
100 microamp DC M/C Bush rd ЗИв ...... 62/6 
500/0/500 microamp DC M/C prof rd gis 19/6 
1 milliamp D.C. М/С flush sq 2in . 22/6 
1 milliamp D.C. M/C flush rd 2jin . . 95I- 
lmilliamp D.C. M/C flush rd зип. . 50/- 
1 milliamp D.C. M/C flush sq 4in 69/6 
200 milliamp D.C, М/С. flush rd. 2}in.. 9/6 
15 amp. D.C. М/С. Proj. rd. 2* ..... 8/6 
30 amp. D.C. М/С. flush rd. 2jin. . 9/6 
15 volt, D.C. М/С. flush rd. 1jin. ... 10/6 
120 volt D.C. М/С. flush rd. ЗН. . 82/6 
300 volt А.С. M/I. flush rd. 2а, ............ 95/- 
300 volt А.С, M/C. rect. flush га. 2341. ...... 95/- 
500 volt А.С. МП. flush rd. 24а. ........ . 25/- 


RCA PLATE TRANSFORMERS 


Input 200/250 
volts. Output 
2,000 / 0/ 2,000 a 
volts 500 mA. 
tapped 1,500/0 
[1,500 volts. 
Supplied brand 
new boxed, 
Е6/10]- each. 
carriage 10/-. 


PARMEKO 

TABLE TOP 
» TRANSFORMERS 
_ Input 230 v. 50 cjs. 
Output 620/550/375/ 
0/375/550/620 volts 
250 mA. Also 2-5 v 
3 атр. windings 
Size 63 x 64 x 5$in. 
Brand new only, 
45|- each. P/P. 5/- 


WESTON MODEL 772 TESTMETER 


SEPTEMBER, 1960 


: (RADIO) LIMITED 


Phone: GERRARD 8204/9155 


Cables: SMITHEX LESQUARE 


LONDON, W.C.2 


A.C. VOLTS D.C. A.C. CUR- 


2.5 v. CURRENT RENT 

10 v. 100 micro/a. 500 ma. 

50 v. } та. | amp. 

250 v. 10 ma. 5 amp. 

1,000 v. 50 ma. RESIST- 
D.C. VOLTS 100 ma. ANCE 

2.5 v. 500 ma. 100 ohms 
10 v. OUTPUT 1,000 ohms 
50 v. METER 100k. ohms 
250 v. 10 megohms 
1,000 v. 


Supplied in perfect working order complete 
with internal batteries. &7/10/-. Р/Р. 4[—. 


7.5 kVA AUTO TRANSFORMERS 
115/230 VOLTS 


Brand new and boxed Ex. U.S.A. 
£15 each plus carriage. 


DON Mk. 5 FIELD TELEPHONES 


Ideal for all 
inter-com- 
munication. 
Buzzer calling. 
Supplied fully 
tested, com- 
plete with 
batteries and 
instructions. 
39/6 each, Р/Р. 
3/6 ea., 5|- pr. 


| BRAND NEW 


MEDRESCO HEARING 
AIDS 


Fully tested, complete with earpiece, all 
necessary leads and battery pouch. Incor- 
porates three sub-miniature valves and 
sensitive crystal microphone. Price only 
32/6 each, plus 1/- P. & P. Batteries 5/- extra. 


FIELD TELEPHONES TYPE L. Gen- 
erator bell 
ringing. 
Light and 
very  port- 
able. Ideal 
for all in- 
stallations. 


Supplied 
complete 


with bat- 
teries, fully 
tested. As 
new, 59/6 
each. PJP. 
3/-. 5j- pr. 


SEPTEMBER, 1960 


Operation 


250,000 cps. 


MARCONI TF4I0C VIDEO OSCILLA- 
TORS. Ranges 20 cps. to 30,000 cps. and 
30 kc/s. to 5 Mc/s. Variable attenuator. 
A.C. Reconditioned, perfect 
£35 each. 


200/250 v. 


order, 


MARCONI TF-373 UNIVERSAL IMPE. 
DANCE BRIDGE. Reconditioned to makers’ 
spec. 1,000 c/s. Ranges: 100Н, 100 mfd. | MEG. 
100 Q. 200/250 v. А.С. operation. £35 each. 


PADDED MOVING COIL HEADPHONES 
Good quality. complete with moving coil hand 


mike. Brand new. 12/6 per set. P. & P. 2/-. 
PHOTO VOLTAGE AMPLIFIERS. These 
special units contain a | microamp. Tinsley 


mirror galvo and a double selenium photo cell. 
Brand new, €9/19/6 each. Р/Р. 7/6. 


MARCONI ТЕ-329 “ Q” METERS. Range 
0 to 500 О. Frequency 50 kc/s. to 50 Mc/s. 200/250 
volts A.C. operation. Reconditioned to maker's 
spec. £65 each. 


MARCONI ТЕ-428 В/І. VALVE VOLT- 
METERS. 5 ranges A.C. and D.C. 1.5, 5, 


15, 50 and 150 volts. Complete with internal 


H.F. probe. Operation 200/250 volts А.С. 
Brand new, £17/10/- each, Р/Р. 10]-. 


MINE DETECTORS No. 4a 


Complete equipment comprises Search Head, 
Telescopic 
Rods for Search Head, Search Head Test Unit 


Amplifier Headset, Control Box, 


and Test Depth Measure and Haversack. 


Operation is from a standard 60 v./I.5 v. combined 
The unit will detect ferrous or non- 
ferrous metals to a depth of 24in. giving maximum 
signal but can be used at greater depths giving lower 
output. Ideal for tracing underground pipes or cables 


dry battery. 


and any hidden metallic objects. 


Complete equipment supplied brand new in original 
transit cases complete with circuit and operating 


instructions. 


PRICE 


99/6 exci 


Carriage 10/6. 


COSSOR 339 


DOUBLE 
OSCILLOSCOPES 


110/200/250 
Ten position time base, 6 cps. to 
Amplifier 10 cps. to 
2,060,С00 cps. Perfect working order, 


onty £ 15 tach 


WIRELESS WORLD 


BEAM 


volts А.С. 


Carriage 10/-. 
AMERICAN SUPER LIGHTWEIGHT 
EE T Res. 50 ohms. Brand new, 15/-. 


SOUND-POWERED TELEPHONE HAND. 
SETS. No batteries required. 15/- each. Р/Р 1/6. 


LEACH 12 VOLT AERIAL C/OVER RELAYS. 
Double pole, 7/6 each. P/P 9d. 


MUIRHEAD PRECISION STUD SWIT- 
CHES. 4 bank, 4 pole, 24 positions. New, boxed, 
17/6 each, Р/Р. 3/3. 


CR.100 SPARES KITS. Contains 15 valves; 
resistors, pots, condensers, output trans., etc. 
All brand new, 59/6 сет. Р/Р. 3/6. 


24 AMP. VARIAC TRANSFORMERS. 230 v. 
input. Variable output 185 to 250 volts. Can be 
used reversely giving 230 volts out with variable 
input. #12/10/-. Р/Р 10/-. 


ы ка | 1,000 WATT MAINS 

l; a ISOLATION TRANS- 

* | FORMERS. 230 to 230 

7 volts. Heavy duty, ex- 

ы Admiralty. New, boxed, 
£5 each. P/P. 10/-. 


750 WATT AUTO 
TRANSFORMERS. Tap- 
ped from 110 to 230 volts. 
Fine ку duty type, 
69/6 each. Р/Р 5/-. 


AR.88 WAVECHANGE 
SWITCH ASSEMBLY. 
Brand new with screens, 
17/6 each. Р/Р. 216. 


MARCONI ТЕ-517 SIG- 
NAL GENERATORS. 
10-18 Mc/s; 33-58 Mc/s; 
150-300 Mc/s. 200/250 v. 
А.С. operation. 65/- each. 
FOR CALLERS ONLY. 


crystal, 


condition. 


SPECIAL 
PRICE 


3.34 


G.E.C. SELECTEST MULTI-RANGE 


BC 221 HETERODYNE 
FREQUENCY METERS 


125 kc/s to 20 mc/s 


Complete with all valves, 
headset and 
struction book, but 
calibration charts. 


£14-10-0 


each 
Carriage 7/6 extra. 
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D.C. A.C. D.C. A.C. 

Vots Volts Current Current 
156 ту. 7.5 v. 15 та, 75 ma, 

306 mv. 15 v. 30 ma. 150 ma. 

1.5 у 75 v. 150 ma. 750 ma. 
3v. 150 v, 300 ma. 1.5 amp. 

I5 v. 300 v. 1.5 атр. 7.5 amp. 
30 v. 600 v. З атр. 15 атр. 
150 у. 750 v. 15 атр. Resistance 
300 v. 1,500 у. 30 .mp. i K. ohm 
750 v. 10 K. ohm 
1,500 у 

Incorporated overload trip and special 
safety interlocking switches. Supplied 


in perfect condition with lead: and battery 
at £7/10/- each. P/P. 3/6. 


HIGH FIDELITY RECORDING TAPES. 


P.V.C. Base. Brand 
new in makers’ 
cartons, universal 
plastic spools. Sin. 
600ft. Std. 12/-; 
S2in. 1200ft. L.P. 
19/6; 7. 1200ft. 
Std. 49/6; Tin. 
1800ft. L.P. 29]-; 
Р/Р. 1/-, 2 or mere 
reels post paid. 
Spare spools, 52in. 
2/3; 7in. 3/6. 


R.1155 RECEIVERS 


Standard Model B with improved geared 
drive, perfect order, €8/19/6 each, 7/6 Р/Р. 
Trawler Band Model L ог М, £12/19/6 each. 
Р/Р. 7/6. Combined Power Pack and Audio 
Output Stage sult either model, 85/- extra. 


ROTARY CONVERTERS 


12 v. D.C. input 
230 volt A.C. 150 
watts 50 cycles output 
Housed in wooden 
case and fitted with 
volage control slider 
resistance switch, plugs 
and A.C. mains volt- 
age output check 
meter. Supplied in 
perfect condition, individually tested €9/19/6 
each. P/P. 10/~. 


in- 
less 
100% 


(RADIO) LIMITED 


Phone: GERRARD 8204/9155 
Cables: SMITHEX LESQUARE 


LISLE STREET, LONDON, W.C2 


130 


WIRELESS WORLD 


18 TOTTENHAM COURT RD., LONDON, W.1 


MUSeum 5929/0095 
ALSO AT: 162 HOLLOWAY ROAD, LONDON, N.7 
NORth 6295/6/7 
99 CHEAPSIDE, E.C.2. MON 6860 
All post orders and correspondence to 162 HOLLOWAY RD., LONDON, N.7 


CLYNE RADIO 
ELECTRONIC 
ORGAN 


Readers will! no doubt be 
pleased to know that our 
working model of this 
amazing organ for home 
construction, may now be 
heard and seen, at our Hi- 
Fi Showroom in Totten- 
ham Court Road, М.І. 
For the benefit of construc- 
tors all components, key- 
boards, chokes, etc., are 
available ready made. Full 
constructional details are 
available in book form 

at 15/- plus t/6 p. and p. 

We shall be happy to 
forward a complete 
price list on receipt of 

а stamp. Please address 

all organ enquiries for 

the attention of Mr. L. Roche. 


THE NEW LOOK RAMBLER PORTABLE 


This wonderful little Medium and Long 
wave battery superhet incorporates 
185, 174, 155, 3V4 miniature valves, 
Sin. speaker and frame aerial. Housed 
in smart two tone Red/Grey cabinet. 
All required components at the NEW 
LOW PRICE of £6/19/6. plus 2/6 p. & p.; 
or with the latest low consumption 
“96 range '' valves at the NEW LOW 
PRICE of £7/7/0., plus p. tk Uses 
all-dry batteries AD35 (1/6), ВІ26 
(9/-). Full descriptive instruction 
book with itemised price list, diagrams, 
ete., avallable separately at 1/64. post 
af free. 
31 (2) MAINS UNIT FOR ABOVE. 
[Риз into battery compartment. А.С. 
d 200/250 v. All required components at 
J| ONLY 47/6 plus 1/6 p. & p. or assembled 
J| and tested at £3/5/- plus p. & р. (Also 
suitable for many other portables.) 


CLYNE CATHODE RAY OSCILLOSCOPE 
for Home Construction 

А recent addition to our comprehensive stocks 
of quality equipment for the con- 
structor. This is an exceptionally 
sound and robust instrument 
of the most versatile type, 
that will be a boon to the 
seriously minded amateur, ser- 
viceman or constructor. Speci- 
fications: 8-Range Time Base, 
switched from 20 c/s to 160 
Kejs. — Y-Plate Amplifier 
has a sensitivity of 50 mV. 
and frequency response of 
20 c/s to 600 Ke/s with a 
gain of 150. А calibrating 
voltage of 6.3 v. 50 cjs. 
is provided. Employs ECR30 
2iin. Cathode Ray Tube and 4 E NE 
valves; 2/ECF80, I/EF9I, 1/6X5. Con- == ш 
trols: X-shift, Y-shift, Focus, Width, Brilliance. ON/OFF. Time Base 
Frequency (Fine), Time Base Frequency (Coarse). Sync. Selector. Sync. 
Amplitude. Y-input Selector. X-input Selector. Amplifier Gain. Operates 


G7) 


from 200/250 v. A.C.-Mains. All required components for the construction | 


of this wonderful instrument, including comprehensive assembly instruc- 
tions, available at a SPECIAL INCLUSIVE PRICE OF ONLY £12/19/6, 
plus 5/- carriage and packing. Attractive engraved lvorine Front panel, 
optional extra at only 10/6. 


VISIT OUR FULLY EQUIPPED 


HI-FI SHOWROOM 


AT TOTTENHAM COURT ROAD FOR 
DEMONSTRATIONS OF THE LATEST 


HI-FIDELITY EQUIPMENT 


BY ALL LEADING MANUFACTURERS 


NEW LOOK ECONOMY FOUR 


(3&4) 


= 1" 

Our very popular three valve 
lus rectifier mains T.R.F. receiver 
is now available with a new De- 
Luxe cabinet with polished Walnut 
finish and Cream trimming (as 
illustrated). Brief Spec.: Valve 
line-up 6K7, 617, 6V6, and contact 
cooled rectifier. Ready drilled 
chassis, good quality бт. loud- 
speaker, Special Denco Coils 
Covers Medium and Long Wave- 
bands. Overall dimensions: I2in. x 
6in. x 5in. high A.C. 200/250 v. 
Simple construction with guaran- 
teed results, Easy to follow prac- 
tical and theoretical diagrams 
supplled. All necessary components, 
down to the last nut and bolt, are 
offered at a SPECIAL INCLU- 
SIVE PRICE OF #5/10/-, plus 
5/- p. Instruction book 
available separately 1/6, post free. 
Also available with plastic cabinet 
In IVORY or BROWN If preferred 
at ONLY £5/5/-, plus p. & p. 


THE R.C. 3/4 WATT 

AMPLIFIER 
Compare the advan- 
tages. .Treble base 
AND middle 
controls. For 
crystal or 
magnetis 
$ pick-up. 
V AT Cis 
= Mains 
200/250 
v. Valve 
(14) line-up; 6V6- 
GT, 6SG7 metal 6X5GT. Negative 
feedback. Built on stove enamelled 
steel chassis, measuring only Bin. x 
4іп. x Izin. Four engraved cream 
knobs are included in the price 
of the complete kit with all neces- 
sary practical апд theoretical 
diagrams at £4/5/- only, plus 2/6 


| P. & p. or Instruction Book fully 
| illustrated for l/- post free. 
| amplifier can be supplied assem- 


This 


bled, tested, and ready for use at 


£5/5/- plus p. & р: 
SUPER 1 VALVE SHORT-WAVE 


coverage 
at most 


reason- 
able cost. 
Covers 40-100 metres with the coil supplied. Can 


be extended to cover 10-100 metres. 


SEPTEMBER, 1960 


Open: Tottenham Court Rd., and 
Cheapside: 9 a.m. to 6 p.m. Mon. 
to Fri., Sat. 1 p.m. Holloway Road; 
9 a.m. to 6 p.m. daily. Thurs. 1 
p.m., Sat 5.30 p.m. 


e 
№ not stated, please add postage 
on orders under £l. Cash with 
order or C.O.D. (charges extra). 


Our advantageous H.P. and Credit 
Sale Terms are available on any single 
item over £5. Your enquiries invited. 
Please print your name and address !! 


THE "SUPERIOR FOUR" 
Our su- 


p 


d 


"Econo- 

my Four" (6) 

al required components аге 
supplied. Valve line-up: 2 6SG7, 
6 X5GT and 6 V6GT. Chassis 
ready drilled. Cabinet size 10gin, x 
lOin. wide. Maximum depth at 
base Sin. tapering to 3fin. at top. 
Sloping front. Very attractively 
finished in light walnut and peach. 
Each component brand new and 
tested prior to packlng. Complete 
instruction booklet with practical 
and theoretical diagrams is pro- 
vided. Booklet available at 1/6 
post free. Our price complete 
Е5/15/-. Please add 2/6 P. & C. 
If preferred, we can supply Cabinet 
Assembly only, comprising Cabinet 
and bracket wave-change switch; 
dial pointer, drum, pulleys, drive 
spindle, drive spring and knobs, 
at 45/-, plus 2/6 P. & C. 


highly 
efficient unit 
is simple to assemble, extremely 
sensltive and may be installed In а 
matter of minutes. Completely 
SAFE employing a double wound 
mains transformer. Attractively 
finished in Red and Grey (wash- 
able) '" Lionide "" with cream 
plastic escutcheon. Size only 7tin. 
x 3jin. x 62in. Supplied т 
kit form complete with mike at 
ONLY 72/6 plus 2/6 P. & P. or 
assembled and tested 89/6 P. & P. 
2/6. Suitable mike flex available at 
3d. a yard. Instruction book and 
price list separately 1/- post free. 


A.C. 200-250 v. m 


rovisionis 


also made for the addition of two extra valve stages. Employs 
the famous Acorn-type 954 valve. All necessary components can be supplied 
complete with full assembly instructions at ONLY 35/- plus 2/- p. & p. Send 
2/- for point-to-point wiring diagram and price list. 


** A.D."", 


We stock equipment of Quality by all leading makers: 
e., Leak, Quad, Armstrong, Dulci, Ferrograph, Reflectograph, Vortexion, 
Linear, Wharfedale, Grundig, Goodmans, W.B., Rogers, Garrard, Lenco, 
B.T.H., Pamphonic, Simon, Brenell, Collaro, Telefunken, Fi-Cord, etc., etc. 
A full range of high quality cabinets to suit al! purposes is on show, i.e., 
“RECORD HOUSING," “W.B.” 
interesting part-exchange scheme for personal callers. 


Enquire about our 
H.P. Available. 


etc. 
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WIRELESS WORLD 


TO BUILD YOURSELF 


ALL PARTS AVAILABLE SEPARATELY 


WE ARE EXPERTS IN THIS FIELD AND rea auction employing up- 
CARRY THE MOST COMPREHENSIVE vem Б тї | circuitry, 
: specia volt valves and ^ 
STOCKS IN THE COUNTRY. а Р. ams. transistorised output 
(1) New Look ~ RAMBLER all dry s'het portable. NEW LOW В stage. The highest degree of sensitivity is assured 
PRICE £619 6 2/6 6 by the incorporation of Permeability Tuning and 
(2) " RAMBLER "' Mains Unit (suits most portables) £2 7 6 lje 94 up cue Coa up ind Long 
(3) " ECONOMY FOUR " T.R.F. Mains Receiver. ... £5 5 0 26 1 QUIRED. Thi ONAE RE: 
(4) " ECONOMY FOUR "'jwith New Look Cabinet £5 10 0 2/6 16 Т ее ег 
5) '' FAMILY FOUR " (our new T.R.F. Receiver) . £319 6 26 1/6 Tue mM злу CE ded uel ^g assembly 
6) " SUPERIOR FOUR " (four valve mains receiver) 615 0 26 6 pondere provided (with all necessary. 
Standard JASON F.M. Tuner ЕМТ! .... £615 0 26 2/- components, Including valves and transistor 
B) Fringe area JASON F.M. Tuner FMF .. EF 1510 оГ, ere Nov Low Inclusive росе Only 
9) JASON " MERCURY 2 "Switched F.H. Tuner plus ITA/B.B C. RITE qe Р. а P. neuen booklet 
Sound | d £10 10 0 2/6 3/6 with itemised price list, full description 41теп- 
(10) OSRAM 912 sions, etc., available separately at 3/6 post free. 
11) JASON “ ARGONAUT " AM/FM Ch PRICE ra H 6 2 
T " assis , s 6 - “FAMILY FOUR” 
12 JASON “ ARGONAUT "' AM/FM Tuner 6 36 2j- 2 v 
(13) F.M. Power Pack (suitable for most tuners) .. 6 1/6 1/- Cac supersensitive 
14) R.C. 3/4 watt Amplifier (with Bass, Middle and Treble controls) £4 5 9 2/6 ij- R.F. Receiver for 
15) 2-amp. Battery Charger ........................- or pe HM £116 6 2/6 3d. home construction. 
16) В.С, Transistor/Crystal Receiver (‘phones extra) £l 10 13 3d. Covers Long and 
17) В.С. Super Transistor/Crystal Rec. (ditto) — ...... £17 6 13 3d. Medium Wavebands, 
18) R-E.P. l-valve Battery Receiver ............. £2 2 0 p: 9d. Б Неше dn. very 
19) '" CRY-BABY " ALARM (Baby Alarm). £312 6 26 || ийт ре, эре 
0) MULLARD 510 Amplifier (printed circuit) Ultra Linear Version 69 9 0 3/6 1/6 cabinet in Brown or 
21) MULLARD 510 as above plus input selector and spare power Black, For А.С. mains 200/250 v. ompre- 
supplies. Spe C. rris бе S на £M 10 0 36 26 hensive assembly instructions provided, 
Q2) DELUXE? Printed Circuit Superhet .... £719 6 3/6 1/6 cluding practical and theoretical diagrams, 
(23) *' DE-LUXE " with New Look Cabinet £8 4 6 3/6 1/6 which are easy to follow and will enable you 
(24) JASON J.T. V. 2 Tuner a ки £13 19 6 3/6 2/6 to complete this receiver which will be the 
(25) RADIO JACK | ........ 19 6 1/6 edi envy of your friends. ALL NECESSARY COM- 
(26) MULLARD TYPE ТУ. "Таре pre-amp. £12 9 6 3/6 2/6 PONENTS ARE BEING OFFERED FOR LIMIT- 
(47) JASON WII Wobbulator, ае геатр. т s по 614 19 0 36 36 ED PERIOD ONLY AT THE REMARKABLE 
28) JASON Valve Voltmeter EMIO (23 ranges) £1810 0 3/6 26 PRICE OF ONLY 79/6, plus 2/6 P. & Р. In- 
29) NEW JASON F.M. TUNER FMT2 with built-in р supplies struction book available separately If you wish 
and cabinet.. E £8 19 6 3/6 2/6 to study before purchase at 1/6. post free. 
31) PULL n 90 TEST вв 2% те 
IN Series METER E TU OI «ean га 6 = 
32) В.С. Super Personal Portable I-valve (phone zu) UP 15 © . 2{- СИЕ 
3) R.C. Super Personal Portable 2-valve (phone extra)... £2 | 0 2/6 2/- little set that you сап take 
34) В.С. TRANSETTE 2-Transistor Personal Portable ..... uo. NES SUE УБ 2|- anywhere. ldeal for camping 
35) JASON EVEREST 6-Transistor 2-wave Portable ........ oo #1319 9 Se 3/6 picnics, etc. Detachable 
36) JASON EVEREST 7-Transistor 2-wave Portable ...., 9 36 3/6 aerial rod supplied. Covers 
37) CLYNE Cathode Ray Oscilloscope _............................ 6 5|- 10j- Medium waveband 200-500 
38) Compact Multi-range Test Meter TINI 6 1/6 1/6 metres, Can be built in 
39) CAR RADIO, Printed Circult, 5-vaive S‘het. NEW LOW approx. | hour. All necessa 
PRICE #11 19 6 3/6 2/6 components available at the 
40) JASON Audio Generator AGIO  .. n su: IA: 5 Ө 2 2/6 following SPECIAL INCLUS- 
41) JASON Oscilloscope OGIO........... о 5j- 3/6 IVE PRICES: {-valve version 
42) Super SHORT WAVE RADIO, I valve ...... 9 2/- 2j- ONLY 35/- plus 2/- Р. & Р 
43) ** WAVEMASTER "' 7-Transistor Luxury Portable 6 3/6 2/6 Suner Avala version ONLY. 
44) " GOLD STAR "' De-luxe l-valve Portable _........................ £l 17 6 2/6 1/6 4lj-. Plus 2/- P. & Р, Send 


Instruction Books which contain ful) descriptien, easy-to-follow praotiea] wiring diagrams theoretical diagrams item- 


ised price lists, etc., are free of charge with all parcels but may be purchased separately as shown above, 


PLEASE NOTE:—A selection of the above items are described more fully in this advertisementl! 


THE “WAVEMASTER” 7-TRANSISTOR 


LUXURY PORTABLE 


400 MILLIWATTS OUTPUT 


To build yourself Medium and Long Waves—Push-Pull Super- 
het A.V.C, Perfect Car Radio reception, Size lOin. x 6}in, x 
4tin. at base tapering to 4in. at top. 
Very attractive two-tone grey Vynide covered cabinet with 
black and gold printed escutcheon plate, cream and gold 
knobs, handle and cabinet fittings. X Weight—complece 
with long-life 74 volt batrery—4ilb. Mazda high-grade 
transistors throughout. фс High-Flux Zin. x 4in, Elliptical 
Speaker. Ж Slow motion tuning. ye Co-axial socket at rear 
for direct connection to Car Radio Aerial. фс improved 
reception by use of seven-section plated telescopic aerial 
disappearing into Cabinet when closed, 34in. above Cabinet 
when fully extended. 


— 
(43) 


L.F. Transformers (3). 
former, Aerial Brackets and Earth Bar. 


available. 
separately, 2/6, post free, 


TWO- ЕС PERSONAL PORTABLE. This Is an amazing 
e. (34) little receiver with built-dn aerial and small 
enough to be held In the palm of the hand. 
Medium wave reception at_wonderful volume. 
Supplied with drilled chassis and colour coded 
components, Easily assembled with the aid 
of the easy-to-follow assembly instructions pro- 
vided. Total cost of all necessary components, 
including transistors, Deaf-aid type earpiece, 
wiring wire and even solder. ONLY 69/6 plus 
: 6 P. & P., or complete with single standard 
High Resistance earphone at ONLY 62/6. Plus 1/6 P. & P. Parts price list 
and Easy Lay-out Plans 2/- post free. 


Construction simplified by Bakelite chassis board with the following components already mounted: 
Oscillator Coil, Trimmer Bank, Output Transformer, interstage Trans- 
SPECIAL INCLUSIVE PRICE for all required components, 
full assembly instructions—nothing more to buy—is £10/19/6 plus 3/6 P. & P. Alignment service 
Full assembly instructions and individually priced parts list, all of which are available 


@ TURN OVER FOR MORE CLYNE ВАВСАНЧ$ > 


iva RADIO LTD. 
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PRINTED CIRCUIT CAR RADIO (for 
Home Construction). 


We are proud 
to be able to 
offer this New 
type Car Radio 


for point-to-point wiring diagram and parts 


price list 2/- post free. Extra for use with the 
above DL balanced armature headphones, 
7/6 pair. 


THE CLYNE RADIO *DE LUXE" 
PRINTED CIRCUIT SUPERHET 


A new two-wave 
band (L and М) 
Superhet using the 
latest miniature 
valves: ECHB8I, 
` EFB5 and ECL80, 
plus contact cooled 
Rectifier. Incorpor- 
< ates Ferrite Rod Aerial 

and is of unit construction. Ex- 
sensitivity and selectivity. Out- 
and quality T.C.C. 

Easily constructed 
Brown or ivory Bakelite or 
А.С. mains 
А! necessary components at -€— 


ceptional 
standing performance 
condensers throughout. 


In one evening. 
wooden Walnut finish cabinet. 
200/250 v. 
inclusive price of £7/19/6 plus 3/6 P. & 
instruction Book with ditemised price list 
available separately at 1/6 post free, Also 
available in De Luxe Cabinet (as '' Economy 
Four ” at 5/- extra). 


THE 
COMPONENT 
18 Tottenham Court Road, London, W.1, SPECIALISTS 
162 Holloway Road, London, N.7. 
$9 Cheapside, London, E.C.2. 
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x MORE CLYNE RADIO BARGAINS x 


CABY UNIVERSAL 
TEST METERS 

These pocket-size  multi-ranze 
test meters are of excellent 
quality and cover all the most use- 
ful ranges (A.C. Volts, D.C. Volts, 
resistance and current). Supplied 
complete with test prods, in- 
struction book and batteries. 
Model А.10 (2,000 ohms per volt) 
£4/17/6 
Model B.20 (10,000 ohms per 
volt) £6/10/-. 
Plus P. & P. 3/6 on each. 
Fully detailed апа illustrated 
leaflet available on request. 


RECORD PLAYERS 
Full range at usual competiti 
prices. Interesting H.P. fac 
&.s.R. TUS. 4-speed  single- 
record unit with separate light- 
weight pick-up fitted with T.C.8H. 
crystal insert and sapphire styli. 
An ideal unit for а small portable 
gramophone. Brand new and 
fully guaranteed. SPECIAL PRICE: 
75/- plus 2/6 P. & P. or motor and 
turntable only at 52/6 plus 2/6 P.&P. 
or Pick-up only at 27/6 plustl/6 P.&P. 
E.M.I. 4-SPEED STEREO/MO N- 
AURAL SINGLE 
UNIT. Complete with Stereo Head 
and Sapphire Styli. Brand New and 
Fully Guaranteed. ONLY £5/19/6 
plus 3/6 P. & Р. ^ 
JUST ARRIVED! 
LATEST GARRARD MODEL 
210. Four-speed manual or auto- 
matic. 10їп. and 12іп. records of 
same speed can be mixed in any 
order, wired for stereo, attractive 
white colour scheme. Price 10; gns., 
plus 3/6 P. & P. 

LATEST 8.S.R. UAI4. 4-speed. 
Attractive appearance. Wired for 
stereo. Fully guaranteed. £7/19/6, 
plus 3/6 P. & P. 

В.5.В. ЈАЗ STEREO/MON- 
AURAL. Few only at £7/19/6, plus 
3/6 P. & P. Brand new Guaranteed. 


Мо. 38 АРУ WALKIE-TALKIE, 
А wonderful offer. This- famous 
trans-receiver unit, with relay 
operated SEND/RECEIVE switch 
covering 7.4-9 Mc/s band, range 
approx. 5 miles. Good condition. 
ONLY 22/6 plus 2/6 P. & P. per 
unit (less accessories). Quantity 
export inquiries welcomed. 
AERIAL TUNING UNIT 

ZAO084l. This well made ex- W.D. 
unit contains a host of useful com- 
ponents including: | mA. 2in. flush 
round M/C meter, і mA. Westing- 
house full-wave meter rectifier, 
5-pole 5-way heavy-duty silver 
plated wavechange switch.  3in. 
dia. silver plated rotary tuning in- 
jdicator, 350 pF tuning condenser 
with insulated coupler and Зұіп. 
calibrated dial (0-180 deg.) etc. 
etc. Contained in strong metal 
carrying case Эт. x Эт. x Bin. 
| with hinged lid. ONLY 27/6 plus 


ІА CONSTRUCTOR'S MUST 


The latest '' Pifco " Instrument | 


Bit Soldering Iron 

With integral Stand and built-in 
I Spot-light for illuminating work 
200/250 v, ONLY 22/6. P. & P. 1/6. 
SOLDER. New boxed | Ib reels, 
16 S.W.G. 50/50 at 8/6 only, plus 
1/- P. & P. 
|12 VOLT VIBRATOR PACK. 
(Mallory). Output 150 v. @ 40 mA. 
Complete with synchronous vib- | 
rator. Brand new. ONLY 12/6, 
plus 2/- P. & P. 
WIR! 
each coil, in different colours, 
contained in cellophane bag, 5/- 
bag, plus 9d. postage. 
TRANSFORMER SPECIAL. 
Superior quality half-shrouded drop 
thro’ type. Ех-сашр. but guaran- 
seed О.К. Input 200/250 v. Our- 
put 350.0-350 v. @ 80 mA. 6.3 v. 
«à J amps. 5 v. Q 2 amps. ONLY 
916, plus 2/6 P. & P. 


RECORD | 


5/- C. & Р. | 


G WIRE. 5 coils 10 yds., у 


SUPER MAGNETIC RECORDING 
TAPE SPECIAL !!! Trade enquiries invited. 
First delivery Famous American Ferrodynam- 
ics Acetate Base High Quality Recording Tape. 
An enthusiast's ** must." Brand new (NOT 
SUB-STANDARD), 5in. 600ft. 16/-, 5in. 900ft. 
18/6, 53in. 1,200ft. 23/6, 7in. 1,200ft. 25/- 7in. 
1,800ft. 35/-. Professional quality “* MYLAR '* 
Du Pont 5in. 1,200ft. 37/6. Zin. 1,800ft. 44/-. 
7in. 2,400ft. 60/-, each on plastic spool. P. free. 


DECCA PORTABLE AMPLIFIER. As supplied in famous DECCA- 
MATIC III. Complete with small cream knobs. Full range tone and volume 
controls. Employs ECL82 valve. Size 3 x 34 х 8{ іп. Only 59/6 plus 2/6 P. &P. 
SPECIAL CELESTION 8 x 6in. elliptical high flux loudspeaker 30/- 
plus 1/- P. & P. to fit. 
VERY ATTRACTIVE PORTABLE CABINET in two-tone rexine 
covering for accommodating the above items and ancillary equipment 
75/- plus 5/- P. & P. 

Note. И the above three Items are purchased together they will be 
supplied at the special inclusive price of £7/2/6 plus 6/6 P. & P. 


EXTRA SPECIAL OFFER !! 
A small three-valve PORTABLE RE- 
CORD-PLAYER AMPLIFIER mounted 
on baffle 12 x 7in., with High Flux 64in. 
Loudspeaker. Valve line-up ECC83, EL84, 
EZ80. Incorporates separate bass and 
treble controls. Max. output 3 watts. 
Will match all types of high impedance 
pick-up. Ready to use, £5/12/6. Р. & P. 3/6. 
NEW STYLE CABINET finished in 
two-tone Leatherette. Will accom- 
modate above Amplifier and Baffle 
without modification, also most types 
of Ancillary Equipment. Overall size 
18 x 13; x Вип. Fitted with carrying 
handle, £3/9/6 plus 5/- Р. & P. 

NOTE. If both items purchased 
together they will be supplied at 
а special inclusive price £8/7/6 
plus 6/6 P. & P. 


LLL———————————————M ——— 
ANOTHER PORTABLE CABINET BARGAIN! Ex leading manu- 
facturer's battery portable attache type case. Attractive two-tone grey 
rexine finish, Size closed I3fin. x 94іп. x 3 їп. Complere with fittings 
and handle. Including Medium and Long Wave frame aerial which fits 
in lid. On/off switch on lid stay. Limited quantity only at bargain price 
of 19/6 plus 2/- P. & P. Brand new. 


TAPE RECORDER CONSTRUCTORS 
LATEST COLLARO STUDIO ТАРЕ TRANSCRIPTOR. 3 motors, 
3speeds, 1g, 33, 74 1.р.5., takes Zin. spools. Push-button controls, £12/19/6 
plus 5/- P. & Р. Usual Н.Р, facilities. 
LATEST 8.S.R. ‘‘ MONARDECK." Single speed Tape Deck. Takes 
53in. spools—31 i.p.s. At £9/19/6 only plus 5/- P. & P. 
TAPE RECORDER AMPLIFIER—MANUFACTURER’S SUR- 
PLUS: Suitable for use with either of the above Tape Decks, and most 
other types. For A.C. mains, 4 watts output, five valves, Including 
ЕМ84 recording level indicator and EZ80 rectifier. 40-12000 CPS at 
74 ips + 3 db. Facilities for superimpose and use as separate straight 
through amplifier. Radiogram input, mike input, tone control, volume 
control, Chassis measurement: !2tin. x 4kin. x 3in., overall helght— 
5hin. Supplled complete with circuit om and attractive engraved 
black and gold escutcheon plate. Price £10/10/- only, plus 3/6 P. & P. 
Limited quantity. И purchased with either of the above decks, both 
items post free! 
ATTRACTIVE TWO-TONE PORTABLE CARRYING CASE 
Suitable for above amplifier and Collaro, Studio deck. Limited quantity 
only at 72/6 plus 3/6 P. & P. 
МІС 35-1 Acos latest flat pistol-grip crystal microphone. 
black and gold finish. OUR PRICE 29/6 plus 1/- P. & P. 
ACOS MIC 39-1. Crystal stick microphone. List price 5 gns. 
price 39/6 plus 1/6 P. & P. 
MIC 40. General purpose crystal mlcrophone with desk stand. Our 
price 25/- only plus 1/6 P. & P. 
М.С.24. ANOTHER HAND MIKE BARGAIN: imported, crystal, 
attractive streamlined polished metal case, incorporates muting switch. 
List price 63/-. OUR PRICE 42/- only. 1/- Р. & P. 


METERS. We carry large stocks of Meters from 25 microamps to 1,500 v. 
A few of the most popular types are: 25 microamps 2tin. Flush Round, 
65/-; 100 microamps 24іп. Flush Round Moving Coil at 45/-; 500 microamps 
2in. Flush Round Moving Coil at 18/6; | mA. 2in. Flush Square Moving Coil 
“Elliott '' 1954 manf., 25/-; 50 mA. 2in. Flush Square Moving Coil 8/6; 
1 мА. 24im, Flush Round 35/-. 


VALVES: We have perhaps the most up-to-date valve stocks in the 
trade. New imported valve types fully guaranteed and P.T. paid and 
all the usual surplus types ac special prices. We also carry а comprehen- 
sive stock of all 8.V.A. types at current list prices. Send stamp for 
NEW list now available. Note: Certain American special purpose types 
can be supplied. Enquiries Invited. 


Attractive 


Our 


THE 
COMPONENT 
SPECIALISTS 


CLYNE RADIO LTD. 


18 Tottenham Court Road, London, М.І. 
162 Holloway Road, London, N.7. 
99 Cheapside; London, E.C.2. 


| 


— TRANSISTORS!!! — 
SURPLUS P.N.P. 
RED SPOT  (Audlo/Experlmental 
EID КО 5/- ea. 
up to 2.5 
.... b5[- ea. 
bulk pur- 


Application) 
WHITE SPOT, 


Attractive discounts for 


chases. The above is a selection only. 
Full range in stock by all leading 
manufacturers. Let us have your 


enquirles. 
{ALL POST FREE) 


FRUSTRATED EXPORT. Not 
repeatable! L., М. and S.W. SUPER- 
HET RECEIVER. Manufactured by 
McCarthy for export. At present for 
Operation on 6 volts, but conversion 
details supplied free. 


Valve 


line-up: 
6F6G, 6X5G and 6 volt 4-pin non- 


6K8G, 6K7G, 6Q7C 


synchronous vibrator. Bin. P.M. 
Speaker, 4 watts output, P.U. socket 
Ext. L.S. socket, etc. Tone control. 
Fitted In polished “wood cabinet, 
size 21}In. x l0jin. x lOlin. These 
cabinets are slightly soiled owing to 
storage, but each is guaranteed un- 
used, in serviceable condition, tested 
prior to despatch. Price £5/19/6 only 
plus P. & P. 7/6, plus 27/6 for A.C. 


Mains Conversion Components if 
required. OUTSTANDING BUY! 
12 CHANNEL TV TURRET 


TUNER (By famous manufacturer). 
Brand new, NOT sur- 
plus or ex-equipment. 
35 Mc/s. Т.Е. РСС 84 

and PCF 80 

valves. Com- 

plete with 
coils: Band | 
Channels | to 5. 
Band 111 Chan- 
nels 8 to 11. In 
manufacturers original 
carton. Fully guaranteed at only 39/6 
plus 2/6 P. & P. 
AMPLIVOX HEADSET SPECIAL 
(not surplus). As used in up-to-date 
ships, aircraft, etc. Excellent quality 
super lightweight, low impedance, 
magnetic headphones complete with 
button microphone attached and plastic 
ear moulds. Absolutely brand new. 
45/- pair. Plus 1/6 P. & P. 


DEAF AID TYPE EARPIECES. 
Standard magnetic type complete 
with lead and plug. As new. ONLY 
12/6, plus 1/- P. & P. 

CLR LOW IMPEDANCE HEAD- 
PHONES. Complete with headband 
and leads 5/6 pr., plus 1/6 P. & P. 


DLR5 BALANCED ARMATURE 
HEADPHONES. Complete with 
headband and leads, 7/6 pr., plus 1/6 


HIGH IMPEDANCE LIGHT- 

WEIGHT HEADPHONES. Brand 
new imported type finished in cream, 
ее with leads, 15/- pr., plus 1/6 


8in, LOUDSPEAKER. Ex-equip. as 
new. Less transformer. 3 ohm speech 
coil, in attractive cloth covered cabinet, 
Ideal for extension speaker. 22/6 plus 
6 P. & P, Speaker only, less cabinet 
at 13/6 plus 1/6 P. & P. 


I2in. BAKERS SELHURST LOUD- 


SPEAKER. 15 ohms, |5 watt, 30- 
14,000 cps. Brand new, #4/10/-. 
Р. & Р. 3/6. 

120. RICHARD ALLAN P.M. 


LOUDSPEAKER. 
coll. Brand new. 
2/6 P. & P. 


3 ohm speech 
Only 32/6 plus 
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BEULAH 


ELECTRONICS 


offer a highly competitive Range of 


TEST EQUIPMENT! 


MODEL 0-12U/F Laboratory 5” 


OSCILLOSCOPE 


Here’s an instrument to 

give laboratory service at 

less than utility "scope 

price! The large flat 
screen ensures great accuracy and facilitates 
observation, An outstanding feature is 
the use of a patented sweep circuit of 
exceptional range which covers 10 c/s. 
to over 500 Ke/s. in five steps, many times 
the sweep range of other ‘scopes. Gold- 
plated printed-circuit. Large 5in. Flat 
Screen, Wide Band Amplifier for TV and 
F.M. Servicing. Vertical Band-width 3 c/s. 
to over 5 Mc/s. Electronically stabilised 
power supply. 


£44 complete with 48-page Handbook 
plus carriage. 


MODEL 0-120 (in Kit Form) 
£34. 155. 


MODEL 
AG-9U/F 


AUDIO SIGNAL GENERATOR 


Wide Band (10 сз. to 100 Kc/s.). Less than 1% distortion (20 8i 
c/s.-20 Ke/s.). High grade 200 „A f.s.d. meter with large mo m 
scale for precislon measurement. An invaluable instrument for 


BEULAH 
ELECTRONICS 


TEST EQUIPMENT 
15 CONSTRUCTED FROM 
THE FAMOUS 


Heathkits 


Now you can purchase test 
equipment at competitive prices 


FACTORY ASSEMBLED! 
FACTORY WIRED! 
FACTORY TESTED! 


Officially approved by 
DAYSTROM LTD. 
See the range at our London 
Showroom, 138 Lewisham Way, 
New Cross, S.E.14 or 
at the Radio Show Earls Court, 
August 24th-September 3rd 
Stand No. 405 
Defer: ed terms available on most 
items. Please ask for details. 


This is an 


portable ‘scope 


0 Ib. 
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MODEL V-7AJF 
VALVE VOLTMETER 


Internationally famous. 


Performance and Боза арреагапсе 
equal to many higher priced instruments. 
Gold-plated printed-circuit. 

High Input impedance (11 megohms). 
The V-7A measures A.C. volts (0-1.5, 
5, 15, 50, 150, 500, 1,500) R.M.S. and A.C. 
volts (0-4, 14, 40, 140, 400, 1,400 and 
4,000) pk.-to-pk. D.C. volts (0-15, 5, 
15, 50, 150, 500, 1,500). Ohms (with 10 
ohms centre) X1, X10, X100, X1,000. 
X10K, X100K, and X1 megohm. 


£19 complete with 32-page Handbook. 


MODEL V-7A (in Kit Form) 
£13. 


MODEL O.S. I/F 


Кем Low Priced 
Service 


OSCILLOSCOPE 


light and compact 


for the serviceman, 
the overall dimensions being 5in. x 
long at a weight of 


hi-fi audio and many ultra-sonic and I.F. applications requiring 
an almost Ec sine-wave signal, without the necessity of 
expensive filters. The instrument has a very well-designed 
power supply which includes a double-wound mains transformer 
with a very effective smoothing circuit. Eight different switch 
Я voltage ranges covering from 0-0.003 f.s.d. to 0-10У. 
.s.d. 


£26 . 3s. 
MODEL AG-9U (in Kit Form) £19. 3s. 04. 


complete with 24-page Handbook. 


PLEASE SEND CASH WITH YOUR ORDER NOW OR ASK FOR ILLUSTRATED LEAFLETS 


TODAY stating instruments in which you are interested. 


We shall be pleased to quote for supplying made 
up, any item in tne “Heathkit” Range. 


SOLE DISTRIBUTORS for 


DIRECT TV REPLACEMENTS LTD. 


(The Largest Stockists of specialised TV Replacements т 
Great Britain) 


Dept. WW/9/60 138 Lewisham Way, New Cross, London, S.E.14 
Day and Night Service : 


TiDeway 6666 


Specification 

Time Base 10 c/s. to 100 Kc/s. and 50 c/s. sine wave sweep. 

X amp. Sensitivity 1 V/cm. at 1 Kc/s. d E ur 1 v., 10 v. 

and 50 v. peak to peak available on front pane 

Valve Complement: 2-ЕСЕ80, 2-EF80, PECUs2, 1-EZ80, 

C.R. Tube 1-3AFP1 or equivalent (2iin. dia.). 

iint Requirements, 200-250 volts, 40-60 c/s. А.С. 40 watts 
used). 


$26. 7s. 64. plus carriage 
MODEL 0.5.1 (in Kit Form) £18. 19s. 6d. 


Some of the other top-grade Heathkit 
instruments available, FACTORY 
ASSEMBLED, WIRED AND TESTED. 


Capacitance Decade Box й 
6 


Model DC-IU (in Kit Form) 
Resistance/capacitance po 
Же 


MODEL (in Kit Form). 
Audio Valve Miilivoitmeter 
AV-3UJF ..... 

MODEL AV-3U 

Audio Wattmeter AW- IUJF. 
MODEL AW-IU (in Kit Form)...... 
Electronic Switch $-ЗЦ/Е......... 
MODEL 5-30 (in Kit Form)......... 


ФоФоФо ое 


TiDeway 6668 
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HARVERSON SURPLUS CO LTD 


Phone: CHErrywood 3985/6/7 83, HIGH STREET, MERTON, S.W.19. Phone: CHErrywood 3985/6/7 


Ras од Рет" 


The world famous E.M.l. Ange! Transcription P.U. 


SPECIFICATION 
Physical 
Length 151 inches (40.32 cms.). 
Height 2} inches (6.41 cms.). 
Width 2§ inches (6.03 cms.). 
Centre of base to stylus tip 12 inches 
(30.72 cms.). Approx. overall. 
Stylus 
A diamond stylus is fitted to the 33$/ 
45 r.p.m. bead supplied. 
Head Impedance 
1 ohm. (measured at 1,000 c.p.s.) 
Frequency Response 
For a constant recorded velocity the 
frequency response is sensibly level 
within the following limita; with micro- 
groove stylus 20—16,500 c.p.a. With 
standard stylus 20-—20,000 c.p.s. 
Distortion 
Measured at 400 с.р.в., tbe total har- 
monic distortion is less than 5% for a 
recording ievel of +20 db referred to 
1 cmsec. r.m.s. transverse velocity. 
Sensitivity 
50 mV at secondary of transformer 
provided from a recording levei of 
+10 db referred to 1 сш./всс, r.m.s. 
velocity. 
Weight at Stylus Point 
Variable from 3—10 grammes as 
required, 


* (MODEL 17A) 


A PICKUP FOR THE 
CONNOISSEUR ORI- 
GINALLY PRICED AT 
#17/10-. — WE CAN 
OFFER THE LAST RE- 
MAINING FEW AT 


£4.10.0 


PLUS P. & P. 5j-. 


* WITH DIAMOND STYLUS 


500 MICROAMMETER PLESSEY TWEETER 
A 41" Panel mounting 500 
‘Microammeter marked іп 
ohms and ideal for building 
into a multi-range meter. 


PRICE £2.10.0 | 12/6 ТАХ РАЮ 
Plus P. & P. 3/6. Plus P. & P. 16. 


This well-known  Plessey 
3 ohm Tweeter at our 
amazing price of 


Another scoop to the first 
20 customers, this wonder- 
ful cabinet at £12/12/-. P. 
& P. £l. 


SUPER SCOOP 


A few only pick-up heads 
for the above Angel P.U. 


DIAMOND STYLUS 


A few only left of the Cost an Brand new. 
cabinet previously adver- 78 or 331-45 at £2.0. 0 
tised at £18.10. P. & P. 25/-. і P. & P. 1/6. 


Dimensions: Length 40’, width 16’, 
depth 21” without legs. 


Tap hole NEW and boxed WALVES 90-1, 
f " x -day guarantee 
dea NOT GOVT. 8/6 6160 106 EAS0 1/6 EV51 19/6 
SURPLUS fe сво 268 
t 10/6 MU14 18 
+ Н.Р. 220-250 A.C. motor, 10/6 Pel 
e ideal for lathe, coil winder, 
| drill, saw motor, etc. Don’t | SIG 124TT 10/6 ECLOS 
“АК А : 6ВН\ 2. 
| miss it. Dimensions: 64 x 34. BBWS 10/8 AXI 9 
606 916 12BA6 


29/6 Р. & Р. 2/3. 


Tap hole 
for mounting 


X———4$———. 
8/6 954 1/6 E 


SEPTEMBER, 1960 


HARVERSON 
T.R.F. EASY 
FOUR KIT 


All parts and theoretical 


wiring diagram. 
OUR PRICE 


£4.12.6 


Plus P. & P. 4[-. 


WIRELESS WORLD 


135 


We have made a fortunate purchase of a small quantity 
of Taylor Meters. There are assorted types—Nos. 90, 
90a, 70a and 75a. These are secondhand meters, but are 
-mechanically perfect and fully guaranteed. We regret 


that we cannot supply leads, or meter No. to your order. 


£6.0.0 
£8.10.0 P. & P. 6/-. 


Ger them while they last at P. & P. 6/-. 


Also a few Signal Generators 
65A or B at 


8 WATT Push Pull 
MONAURAL AMPLIFIER 


By well-known manufacturer—employing four Mullard valves; ECC.83, 
2 EL.84 and Е2.80. Bass, treble and volume on remote panel. Elegant 
knobs. OUR PRICE—Plus P. & P. 4/6. 

/ £4.19.6 


Also a few Stereo left. 


LOUDSPEAKER A few only left of this 
UNITS SNIPS cabinet. Produet of a 
*All brand new.  *Note special , well-known manufac- 
prices. — *All permanent magnet in turer. Don't miss this 
3 ohms impedance. Units by wonderful offer. 
Plessey, Goodmans, Lectrona, etc. Mono Cartridges 
Each 
З Ра 18 А Length 40in. 
A MN ^ A. Studio P......... 17/6 Width 174in. 
Jin. Celestion ... . 17/6 Acos НІС ...... 17/6 Height i9jin. 
Sin. Plessey ... 15/-- OUR PRICE 
6lin. Plessey 17/- EV Power Point 12/6 
8in. Goodmans... 18/- £9.1 5.0 
101. Elac, Plessey 22/- | Ronette ...... 18/6 Plus P. & Р. £l. 
біп. x 4in. Plessey .. 17/- 
Jin. x 4in. Goodmans  ...... 17/- 6с? зоа 16/6 
Jin. х Sin. Goodmans  ...... W- n 
Bin. x бп. Goodmans ...... 22|- АН Types 6” x 4 
E deir A. Available. 3 ohm Plessey Speaker 
M ERE 12/- Plus P. & P. 1/6. 
ЕМ. THIS MONTH'S 
TUNER BARGAIN 
WE AD Ex. Speaker, Б” 
(© dieere p a unit. 
uses -85, less abinet 8"x6" x2". 
I 
Е p mus Complete, includ- 
EXT а - А 
Valve 1. Plus ing lead. P. & P. 2/-. 
ps A . M-. 
Ё ; Regret no Circuit 18/6 
AMAZING 
We have a number of odd BE он NOTICE 
1 108K. Brand New. WHY NOT VISIT OUR NEW SHOWROOM. 
radiogram cabinets too boxed and  guar- LARGEST WALK AROUND IN LONDON. 
anteed. _ Manufac- | min. South Wimbledon Tube. 
numerous to catalogue. Send turer’s Surplus. Hi HARVERSON 
Equiv. HMV3/16 83 HIGH ST., MERTON, SURREY. 
us your requirements. 21/- each 


Plus P. & P. 12/6. 


12 ASSORTED POTS. Wire wound 
and carbon. Switched and unswitched. All 
useful sizes at 18/- dozen. Plus P. & P. 1/6. 


GENERATOR. 


TAYLOR WINDSOR 240A PATTERN 
Not New, but perfect. 
£8/10/- each. Plus P. & P. 4/-. 


COME AND SEE US. 


WIRE. Twin padded, grey, with maroon 
tracer Mains Lead—usually 104. per yard.— 
Our Price 15/- per 100 yd. coil. P. & P. 3j-. 


HARVERSON SURPLUS СО. ЕТО.“ 
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WE SEND THE BEST OF BRITAINS HI-FI EVERYWHERE 


MODERN ELECTRIC 


(RETAIL) 
LTD. 


Tai.: TEM 7587 & COV 1703 


"MU EQUIPMENT 


AUTOMAT Moorside 


Swinton Manchester 


Tel: Swinton 4242-3-4 


" Mi h soy L e, Resio, Acos, | Rogers untor Stereo ......... cio IU у уе! 
=a © PROMPT PERO Чайна Е GE Veloso ete. Rogers Master Stereo Unit e оо pu 
€ HOME AND EXPORT г Quad FM Tuner ..... ^ gns. 
TAPES BY ALL LEADING MAKERS . 0 
ЕС _ WELCOMED AT ALL TIMES * куны noon Chapman AM/PM 7... 2 8 o $ 
E ent 
uu, ® "9 VOLT ITEMS AVAILABLE О e 52 0 0 $149 tioned im this advertisement invited. 
= Wharfedale SFB/3 ..... P 
e X RECORDERS £93 13 0 $267 | Wharfedale Coaxial i2 d es E E $156 gesouadseescevsavaacascucaccaccuceasery, 
УВ. cigs зо 315 | Wharfedale Golden | M | = " "э 
= ей IB a = no Tannoy 12in. Monitor : ui 2 0 H BINSON ECHOREC : 
ME EO Tannoy 15іп. Monitor БЕ : 
c eral d Stereo S E E. WB. 1016 rs £212 з $16 4 distributea exciusively by Modum ше: 
БЫ Cossor leol 4T OOU 37 ens. — $И | Goodmans AL.120 . £29 0 0 $84 : s Ltd., (see W.W. Feb. page " SWEAT 
ec Cossor 1602 4-Tr. SED 59 gns. $127 | Goodmans AL.100 .. £23 10 0 $67 | = device for superimpose Contro e 8с on | 
A isimeniltinstrells = З9 gns, $117 | Goodmans Triaxiom £25 0 0 $71 $ to any audio signal [ars ieves Wi in the a 
E Ferrozraph 4AN p pos $243 | Goodman: 300 fil 5 9 $32 | в size of a compact, fully portable instru- H 
= grap By $258 | Goodmans 400 . . £16 17 0 $46 | а ment, effects normally requiring large echo 
= Porr "ЫШЫ ДАН ` 105 Ene: $315 | Kelly Ribbon Mk. И шыш. £100 0 $30 |= chambers and associated equipment. Three s 
Е Ferrograph 808  ........ ЕПЗ. 384 | В. J. Tweeter complete £5 5 0 Sit в working channels, ocho interval is variable 
сс Grundig TK60 Stereo . 128 gns. $ 8 swell and other effects are obtainable 
Grundig Lcd асс gns. Fn Ж MOTORS AND PICK-UPS В 
Grundig TK20 wit ic. gns. Decca Stereo PU .. #21 0 0 $154 в ABRIDGED DESCRIPTION 
EE Grundig TK30 T2gns. $216 | Lenco GL60 Trans. Unit... £28 19 2 $62) * 9 
@ Three inputs and outputs 
СӘ Minivox... 37 gns. $I | Lenco GLSB/R, Stereo P.U. £29 310 $62 #® Three inputs and outputs. : 
Phe Philips 4 T нео а: $117 | Garrard 300. sse 247 бт 33 $54 | = © Push-button channel selection for |, 28 
ыз Борз 4 Im Stereo "n gns. s Garrard 4HF/Stereo Р.О. ... 19 17 7 $4l |8 ог 3 channels. H 
hilips 4 Track  .. : gns. | Garrard TA/Mk. Il ............ £9 15 8 $22 Ф Controis tor echo inzervals, volume of $ 
= Reflectograph 'B' 4 Tr. 105 gns. $315 | Connoisseur Motor Туре B' £27 16 | $63 Н echo, swell effect, volume level on inputs 
Еа Stuzzi Transistor .... s gns. пы Connoisseur, 2 sp. Motor £l6 3 1 $36 | * channels, etc. » 
Е кые т г. 2 a 4 у $ © Сотриеке with fitted carrying case, ® 
* DECKS Р a leads, plugs. А.С. mains. в 
p^ Wearite 4А £36 15 0 $105 ж AMPLIFIERS & TUNERS Н : 
Ra] Wearite 4B . £41 10 0 $119 | Quad 22-Сопсго! Unit оо $76 : Projesstonal Discounts Р x 
28 7 t Нег e Leaflet on request. е 
E Brenell Sibel Deck 493 16 Шу Sioi еу смену S у 0 $87 Н 140 gns. $420 ане : 
Breneli Pre-Amp. and Amp. 24 gns. Leak Point One Pre-Amp. £1 00 $60 | ——  ÉPPPEPETPETETES 


> 


We carry extensive and up-to-date stocks ог equipment, сотро- 


nents and accessories by Britain's leading makers. Enquiries 
dealt with by return. 
164 CHARING CROSS ROAD, LONDON, W.C.2 


(3 shops from Tottenham Court Road Sta ion Underground) 
Cables; MODCHAREX, LONDON 
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C.R.T. ISOLATION TRANSFORMERS 


For Cathode Kay Tubes having Heater/Cathode shor 
circuit and for С.В. Tubes witb felling emission, Кш 
instructions supplied. 

Type А. Low Leakage windiugs. 


Optional Boost! 26% 


.. 12/6 each 
.. 12/6 each 
. 12/6 each 
- 12/6 each 

tt ++ 19/6 each 
OUR LATEST SUPERIOR PRODUCT. Type A2. 


High Quality. Low capacity, 10/15 рї. 
Optional] boost 25%. 50%, 75%. 1 6/6 each 
Type B. Mains input. Low capacity. Multi Outpu 


2, 4 6.3, 10 and 13 volts. Optional boost 25% and 
50%. Suitable for ні! Cathode Ray Tubes 9]/-. 


All preferred values. 20% 19 ohms to 10 
4d.; 1 w., 64.; 14 w., 8d. 2 я. 1/-. 
1%. 2/-. Preferred values 1000 


RESISTORS, 
meg.. } w., 4d.; 4 w. 

HIGH STABILITY, { w 
to 10 meg., Ditto 5% $4.,1006 to 5 mes. 


Reeth } WIRE-WOUND RESISTORS Ve 
15 watt 95 ohnis— 10,000 ов. 9j- 
15,000 ohms. —50,000 obtus. 5 w., 1/9: 10 ж. 
WIRE-WOUND POTS, 3 w. 
Pre-set Min. T.V type 
Knurled Slotted — knob, 
АЦ values 25 ohms to 25K., 
3/- ea., 30 К. 50 K., 4/-. 
Ditto, $ я. Carbon Track 
30 К. to 2 Meg, 3/-. CONTROL 100, 3/-. 

O/P TRANSFORMERS. Heavy duty 50 mA. 4/6. Multi- 
ratio push-pull 7/6. Miniature 3V4, etc. 4/6. Hygrade 
Push-pull 10 watts, 15/6. Pusn-pull 20w. 6k or 8k 30/- 
L.F. CHOKES 15/10H 60/65 mA.. 5/-. 10H 85 mA., 10/6. 
108 150 mA , 14/-. 


2/2 
WIRE- WOUND POTS, 4 v. 
Standard size Pots, tong 
Spindl: High Grade. АП 
values 100 ohme to 50 К. 
6/6: 100 K. 7/6. 
W/W EXT. SPEAKER 


MAINS TRANSFORMERS 200/250 у. A.C. 
STANDARD 250-0-250, 80 шА. 6,3 v. 3.5 а. 
tapped 4 у. фа. Rectitler 6.3 v. 1 a., tapped 5 v. 
or4 v. 2a, Ditto 350-0-250 .... 
MINIATURE 220 v. 20 mA., 6.3 v lu 6 
MIDGET, 220 v, 45 mA., 


3,20. 

SMALL, 200-0-200 50 mA, 6.3 v. 2 А 

STANDARD, 250-0-250 65 mA. 6.3 v. 3.5 a. . 

HEATER TRANS., 6.3 v. Ца. 7/6; Зашр. .... 10/6 

GENERAL PURPOSE LOW VOLTAGE. Outputs `3, 4,5, 
6, 8, 9, 10. 12, 15, 18; 24 and 30 v at 2 A.. Я 22/6 


ALADDIN FORMERS and cores, jin, Bd.; (in.. 10d. 

0.3in, FORMERS 5937 or 8 and Cans ТУІ or 2.. (in, sq. x 
2łin. or jin. sq. x 11in., 2/- with corer. 

SLOW NOTION DRIVES. Epicyclic ratio 6:1, 9s. 
SOLON, Midget Solderin, tron, 220/40 v. 25 w. 

REMPLOY INSTRUMENT RON. 220/40 v ‘2h Е ^, 1716. 
MAINS DROPPERS. 3 x Ц. Ad) Sliders, 3 amp 
1,000 ойна 4/3. .2 amps, 4/3. .1 amp. 2.000 ohms. 5/-. 
LINE CORD. 3 ., 60 ahma per foot, .2 amp.. 100 ohme 
per foot. 2 way, 64, per foot. 3 way 7d. per foot. 


CRYSTAL MIKE INSERT by Acos 6/6 


Precision enyinered, Size oniy фх1 фт. 
Bargain 35/- 


MIKE fRANSF, 50:1, 3/9 ca; 100:1 Potted 10/6. 
LOUDSPEAKERS Р.М. ЗОНМ. Sin. Кол. 17/6. 

біп. x iin. Rola, 18/-, Tim x Alp. R.A., 21/9. 
lUin x біп. Hola 276. Bin. Plesses. 19/6 
ва. Виа, 18/6. 8іп. Rola, 2]/-. — 10in. ВА. 30/- 
HI-F) TWEETERS, іп. 25/-. 1Ла. Plessey. 30/-. 
l2in. Buker 15 wt. 3 ohm. and 15 ohm models, 90/-. 
1210. Baker foaui suspeusion 15 w 15 оћш, £8. 

l2in, 15 ohin Pleasey 10 wt., 45/-. E.M.L 14 x 8' 45j-. 


I.F. TRANSFORMERS 7/6 pair 
465 kos. slug tuning miniature can 2j х1 х і. High 
Qand good bandwidtb. By Pye Radio, Data sheet supplied, 


Wearite M800 I.F. Miniature 465 ke/s., 12/6 pair. 
Weymouth С.Е Standard size 465 ko/s., 12/6 pair, 


| ' 
CRYSTAL DIODE 9, E.C., 2/-. OEX34, 4/-. 40 Circuits, 3/-. 
H.R. HEADPHONES. 4,000 ohms, brand new. 15/- pair 
SWITCH CLEANER Fluid. squirt spout, 4/3 Ив. 

TWIN GANG CONDENSERS. 365 pf. Miniature, tjin. 
x Ци. x Ц. 10/-. .0005 Standard with trimmers, 
9/-: less trimmers 8/-. Midget 7/6; Single 50 pf. 2/8: 
100 pf.. 150 pf. 7/-. Solid dielectric 100. 400, 500 pf., 3/6 
VALVE HOLDERS. Pax. inv. Oct. 4d. EF50, EASO Q8. 
BI2A, CRT, 1/3, Eng. and Amer. 4, 5 6, 7 pin. ]/-. 
MOULDED Mazda or Int Oct. 6d. B70, B8A, Bsa ВУ 
94. B70 with can, 1/6: В12А, 1/3. ‘BOA with can 1/9: 
CERAMIC. EF^0, B7G ВЭА, Oct., V-: B7G, BYA Caua, 1/-. 
SPEAKER FRET. Gold Cloth Min x 2510. 5/-, 26In. x 
35in., 10/-. Тукаш 54in. wide. 10/- № 27in. wide. Ble ft. 
Samples, В.А E. 

WAVECHANGE SWITCHES 

2 у. t-way ө $ р. 2-way: short spindle .......... 2/6 
5 p. bway 2 wafer, от 3p 11-м. 3 wafer iong spindle 6/6 
2 p. 6-мах ord p. 3- -wny. of і p. 3-way iong spindle 3/6 
Зр. d-way or 1 p. 12-way, long apindie............ 3/8 
Wave ehànge ^ MAKITS" 1 wafer, 8/6; 2 wafer. 12/6: 
3 wafer 18/-: 4 water 19/6; 5 wafer 23/-: 6 wafer 26/6. 
TOGGLE SWITCHES, В P., 2/-: D.P., 3/6: D.P.D.T., 4/-: 
MORSE KEYS, good quality, 2/6. 

SUB-MINIATURE ELECTROLYTICS Q5 v, 1. 2, 4, 5, 8 
25 50 mid., 100 mfd. 3/- each. 


THE HI-GAIN BAND 3 PRE-AMP 


Cascode circuit using Valve ЕСС84. !7db 
gain, Kit 29/6 less power; or 49/6 with 
power pack. Plans only éd. 
Also Band | version same prices. 

(PCC84 Valve if preferred) 


ACOS CRYSTAL STICK MIKE 39-1. 


RADIO COMPONENT SPECIALISTS 


(EXPORT C.W.O. POST EXTRA) Wed. | p.m. 


POSTAL SERVICE [/-, 


OVER £2 FREE, C.O.D. 1/6 


WIRELESS WORLD 


RCS "REGENT" 4 VALVE 


^96" RANGE 
VALVES 
КИ PRICE: 


£6. 6. 0. 


Carr. 4]-. 


S.A.E 


PRINTED CIRCUIT BATTERY 
PORTABLE KIT 


Medium and long wave. Ромегіш output 
irom біп. high Flux Speaker. Т.С.С. Printeo 
circuit and condensers. All components о! 
finest quality clearly identified tor assembly 
with full Instructions. 


and Coils, Rexine covered attache case type 
cabinet. Size 12іп. x Bin. x 4т. Batteries used 
ВІ26 (15512) and AD35 (15040), 10/- extra. 
Details and instructions 9d, (free with kit). 
Mains Unit ready made for above 39/6. 
Same size as batteries sold separately 


1960 RADIOGRAM CHASSIS 


FIVE VALVES 
LATEST MULLARD 
ЕСН81, EF89. EBC81, 


THREE WAVEBANDS 
S.W. 16 m.—50 m. 
M.W. 200 m.—500 m. 
L.W. 800 m,—2,000 m. ELS4, Е280 
12-поріћ Guarantee. А.С. 200/250 v.. 4-way switch. 
Short-Medium-Long-G ra rn. А.У.С. and Negative 
Feedback, 4.2 watts. Chassis 13jin x Sim. x "jin. 
Glass Dial Size 10 х 440. horizontai or verticai. Two Pilot 
taupe. Four Knobs. Walnut or Ivory. Aiigned and 
calibrated. Chassis Isointed from mains. 


BRAND NEW £9: 10.0. car. s 


TERMS: Deposit £5/5/- and 5 monthly payinents о! £1. 
MATCHED SPEAKERS Stn. 17/6: 10In. 25/-: 12in. 30/-. 


RECORD PLAYER BARGAINS 


The Briony $i 


Works fieri Сарае Autachanger 
4 Speed Autochangers, B.S.R,,U.A8 £6 15 
Collaro Conquest . 119 
Garrard Моде! 210. #10 10 
4 speed Single Players, EMI £6 19 
Garrard TA Mk. Íl.. . £8 8 
Garrard 4 HF Transcription ...... £17 19 


Al! post free 


Osmor Ferrite Aerial | 
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TELETRON POCKET KADIO KIT 
Transidyne Superhet Six 6” x 4” x 13” 
T.C.C. Printed Circiut, internal Ferrite aerial, 
Rola loudspeaker push pull output. All parts, 


cabinet, 6 Ediswzn transistors, 
GEX34 diode. Details 9d. £9.9.0 


" п = 
МОЕ oe ROLS | 80 саш; Coaxial 
Loug spindle. Guaranteca Sem air spaced, jin, dia. 


idea) Baud 01 


lyear. Ai values. 
Losses eut 60% 


5 К. ohms up to 2 Meg. 


6d. a, 


No switch D.P. в» Post ld. per yard extra. 

3i 4/9 FRINGE QUALITY 
Linear ог Log Tracks, АКЫ ACED ... ]-»d 
COAXIAL #LUWS .... 1/- LEAD „OCKELS .... 2/- 
PANEL SOCKE'S. . 1/- OUTLET BOXES .... 4/6 
BALANCED TWIN FEEDER ver yd. 68., 800 or 300 


TWIN SCREENED BALANCED FEEDER i/c yd., 80 ohm 


ALUMINIUM ЫАМ, B алт. Plain, undrined 


with 4 sides, riveted corner and iattice fixing holes. 
with 24m. sides 7x din. 4/6; 9x7in, 5/9; 


1) x 7in., 
6/9: 13 х9ш., 8/6: l4xllin. 10/6: 15x l4in., 12/6 
und 18x 16x 3u. 16/6. 


BLAUE UKACKLE rAIN'f, Au Чгушь @/- the 

2.9.6, CONN, WIRE, coloured, вши or stranded 24. yd. 
NEON MAJNS TESTER SCREWDRIVERS, 5/-. 

COKED SOLDER RADIOGRADE, 44. yd. ilb, 2/6. 
FAXOLIN 1/1611. x Rin. x 10. 1/6. би -RAPS 5/-. 


P.V.C. PLASTIC RECORDING TAPE 
Long Play 7in. reel, 1,8001. ALL 
bin. reel 12000. Spare 
Sin. reei, 8501t. Plastic 
Зір reel, 22514, Beele 


Standard 7in, Reel, 1,200ft. 9/- ea 
541. reel, 850. 
Bin, reel, 600ft. nu 


"Instant" Bull. Tape Eraser and Head TIR Tin. 
200/250 v. A.C., 27/6. Leaflet, 8.А.Е. 2i- en 


RECTIFIERS, BM1, 5/-; RM2, 6/-; КМЗ, 8/-; КМ4, 16/-: 
RMS, 20/-; КОЗ. 27/6; 14A80, 17/6; 14A100, 2]/-. 
MINIATURE CONTACT COOLED RECTIFIERS. 250 v. 
50 mA. 7/6: 60 mA., 8/0; 85 wA., 9/6: 200 mA., 21/-: 
300 uA., 27/6: Рой Wave 250 v. 120 mA., 15/-. 

COILS. Wearite " P " type 3/- each. Osmor Midget " Q^ 
type adj. dust core from 4/- each, All ranges. 
TELETRON. L. aud M. Т.К.Е, witi. SER UD hee 
FERR'TE BOD AERIALS. M.W., 8/9: M. & 1, 12/6. 
f.R,F. COILS, A/HF, 7/- рат. Н. F. ORES, 2/6. 


JASON F.M, TUNER COIL SET, 26/-. Н.К. сой aerial 
coli, Oscillator coil, two 1.F. transformer: 10.7 Mc/s., 
Detector transformer and beater cbokes Ciicuit and 
component book using four 6AM6, B/G. Complcte kit 
ЕМТЕ with Jason Calibrated dial and 4 valves. £6/5/-. 
With new Jason Cabinet, FMT2, 20/» extra. 


CONDENSERS, New Stock. 001 mfd. 7kV Т.С.С. 5/6, 
20 kV., 9/6. .1 mid. 7EV, 9/6. 100yf. to 509 pf. Micas, 6d. 
Tubular 500 v 0.001 to 0.05 mfd., 9d.: 0.1, 1/-; 0.25, 
1/6; 0.5. 1/8; 0.1/350 v., 9d,; 0.1/1,000 v., 1/9; 0.1 mid. 
2,000 v., 3/63 0.001 míd., 000 v., 1/9. 

CERAMIC CONDS. 500 v. 0.3 pl. to 0.01 mid., 94. 

SILVER MICA CONDENSERS. 10% 5 pt. to 500 pt., 1/-: 
600 pf. to 3,000 pf., 1/3. 

CLOSE TOLERANCE (1+ pf.) 1.5 pl. to 47 Е 1/6. DITTO 
1% 50 pi. to 815 pí., 1/9; 1,000 р. to 2,000 pf., 2/-. 
TRIMMERS, Ceramic, 30, 5 70.pt., 94.. 100 pf., 150 pt. 
1/3. 250 pf. 1/6. 600 pf. 750 pf., 1/9. Phillips, 1/- ea. 


NEW ELECTROLYTICS. FAMOUS MAKES 


TUBULAR TUBULAR CAN TYPES 
1/350 v. 2i- | 50/350 у. — 5/6 | 8/500. v. 8i- 
2/350 v. 2/3 | 100/25 v. 3/- | 10/500 v, 4l- 
4/450 v. 2/3 | 250/25 v. Si | 82/350 v. 4/- 
8/450 v. 2/3 | 500/19 v. 3/- | 100/270 v. 5/6 
8/500 v. 2/9 | 848/450 v, 4/8 | 2,500/3 v. 4i- 
16/450 v. 3/6 | 8+8/500 v. 5/- | 5,000/6 v. 5/- 


16/500 у. 4/- | 8418/450 v. 5/- | 84 16/500 v, 7/- 
32/450 v. 5/6 | 8+ 16/500 v. 5/6 | 32+ 32/450 у. 6/6 
25/25 v. 1/9 | 164 16/450 v. 5/6 | 50+ 50/320 у. 7/- 
50/25 v. 2/- | 164 16/500 v 6/- | 64+ 120/250 v.11/6 
50/50 v. Эу. | 324 32/350 v.4/6 | 100+ 200/275v.19/6 
FULL WAVE BRIDGE/SELENIUM RECTIFIERS. 2.6 or 
12 v. ц amp., 8/9: 2 a., 11/3; 4а. 17/0; 6 а. 22/6. 
CHARGER TRANSFORMERS. Tapped input 200/250 v. 


for charging at 2,6 or 12 v., 14 a., 15/6: 
Charger circuit free. AMPMETERS, 


NEW and ох VALVES 
.. 71616169 10/8|ЕАо0 . 
. VENIM 
.. 6/-{6076 
. 8/6|68A7M 
.. 7/6/08)7M 
. ?/6|68N7 EbBF80 
6V6G ECC84 .. 
6X4 . ECFBO .. 9) 
6Х5 .. 
12A6.. 
[12АТ7 
12AU7 
12АХ7 
22ВАб 
12ВЕб 
12K7.. 
1297. 
851.6 
3574 .. 
BO en 
BOT... 
154.... l/6'E7^0 


48 HOUR MAIL ORDER 


337 WHITEHORSE RD. 
WEST CROYDON 


ТНО -1—65 Buses 133 on 68 


a., 17/6; 4 a..22/6. 
a. and 5 a., 13/6. 


80 day-guaraniee 
1/6,EY51..... 
EABCSO 3/6]Е as 
EB91 
EBC3S . 
EBCAl .. 
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SUPPLIED 
COMPLETE 
WITH CRYSTALS. 
Accessories can hb» 
supplied to order at 
extra cost. 


1,000,000 YARDS!! > 
SCREENED WIRE FLEX {so aX 


ASTA 

br] т 
FOR ONLY 3d. рег уд. ЧАЯ 
Баас Delivery—priced far below “ӘӘ” 
cost, 
Specification: Close braided 14/.0048in. Covered 
:024 p.v.c. Tinned Copper. Screened. Assorted colours. 
Applications; Microphone leads, pick-up heads, etc. 
ON MAKER'S REELS, 


220 yd. REELS (min. quantity). 55/-. P. & Р. 5/-. 
TEN REELS £25. Carr. Paid. 


HEAVY DUTY 
20 AMP. L.T. SUPPLY UNIT 


by 
Normal cost over £100 S.T.C. 


Essential equipment for Electronic Engineering. 

research laboratories, schools. Ideal for battery 

charging, etc. Guaranteed for 20 amps. 

Output: D.C. Variable up to 20 amps. and 24 v. 
or trickle charge 125/350/700 ampere hours. 

Inpnt: А.С. 100/260 volte 45/65 cycles. 

Size: 16 x 24 x 32in. hlgh. 


In attractive £22-10-0 


Grey Cabinet. 
Ex. Warehouse. 


(Circ. diags. and instru. loaned for 10/- deposit). 


G.E.C. 
L.T. SUPPLY 
UNIT 


OUTPUT: 24 volts 
10 ampe, D.C. 

INPUT: 200/250 
volts A.C. 

New In original case 


£13.10.0 
Carr. 9/6. 


ROTARY CONVERTORS. 
yz 
, Input : 
| 12 v. D.C. 


Y Output : 
| 230v. A.C. 
Е " 150 watts 
— 50 cycles 


^ 4 
М Housed in 


wooden 
case and fitted 
with voltage control slider resistance switch, 
plugs and A.C. mains voltage output check 
meter. Supplied In perfect condition, in- 
dividually tested, £9/19/6 each. P. & P. 10, 


Only £10 each. 


WIRELESS WORLD 


Get Finest Value from IRONGATE —England's Leading Equipment Wholesalers 
Bulk Buying means LOWEST PRICES. All Equipment is in TIP-TOP condition 


Export ONE 


WALKIE TALKIE (1 


“ 88 "' sets—just released by Ministry of 

Supply. Produced to exacting specifications 

by leading manufacturers Е. К. Cole & Co. this 
Transmitter/Receiver weighs only 5ilb. (approx.) 
and measures 34in. x 51іп. x 91іп. It isa 4 frequency 
channel set, heavy type crystal controlled, 40-42 
Mc/s.,and operates from a Standard Dry Battery—HT/LT. 
94/1. 3 v. (i.e. Ruben Mallory Туре 1). 14 of the current 
series of B7G valves are employed: 


1-155, 2-1А3. Each set is fully tested and in good condition. 
Special quotations for quantities up to 3000 sets. ““22’’ SETS ALSO—300 available only. New condition £10 each. 


WORLD 
FAMOUS 


TELEPHONES 


«F^ TYPE 
ЇМ ATTRACTIVE 
CASE 


The best portable 
telephone ever 
made. With a range 
of up to 
5 miles 
15 ideal 
for FACTORIES, BUILDING SITES, 
FARMS, CIVIL ENGINEERING 
PROJECTS, OUTSIDE BROAD- 
CAST UNITS AND  OFFICES| 
2 perfect sets (SUPERIOR 
QUALITY) in individual carry- 
ing cases, complete with long life 
batteries, belis, magneto and 
100ft. telephone cable. 


£7.10.0 per pair. Carr. 7/-. 

Originally cost £40 
TEES Е" пап POWER; as above, but 
complete, with amplifier, 

Carr. 12/6. En" £6.10.0 
D3 STRANDED TELEPHONE CABLE. 
New Mile Drum 85/-. Carr. 17/6. 
ENGLAND’S LARGEST STOCKS OF 
TELEPHONE EQUIPMENT 


{ CONSTANT VOLTAGE 
TRANSFORMERS 
FERRANTI 7}-KVA MOVING COIL 


Stabilized output voltage in the range 200-250 v. 

Plug-board tappings. The selected output voltage із 

constant with +4% at all loads 0 to 30/371 amps. 

when the supply voltage is varying over the range 

+8% ю-—12% 

Ж Frequency compensated 45-55 and 54-66 с/з. 

* Excellent output wave-form. 

Ж Can be used as a variable transformer. 

Ж Unused. Complete with spares and instruction 
book at a fraction of the normal cost, only £65. 

Ж А.С. MAINS STABILIZER. 


6 KVA 105/120 tapped, 28.5 amps. 
Made by well-known manufacturer and housed 
in strong metal case. .Weight: 2 cwt. 


Brand new, in original maker's case. 
price £15.0.0 car. 25/.. 


AUTO TRANSFORMERS 

ЗКУА Air Cooled (100% under-rated). 
GUARANTEED 230/250 tapped, 12 amps. 
i C9] 9999-3 5-8 


SEPTEMBER, 1960 


BATTERY 
1N POUCH 


1-3A4, 6-IL4, 4-1T4, 


Y SUPER POWER 
| AMPLIFIER 


Compiete system 
with 4 speakers. 


For outdoors—and entire pre- 
mises indoors will take up to 
20 speakers. 


Output: 30 to 60 watts. Valves: Four 6L6, 
parallel push-pull. Input: 200-250 ovlts A.C. 
Leads, hand mic., plugs, spares included. 
Robust wooden transit case 174 x 152 x 12їп. 


Save over £1001 TODAY'S BEST PRICE— 
£40 carr. paid. 


EXTRA SPEAKERS 22/-, carr. paid. 


Р.А. SYSTEM (EX GOVT.) 


Complete with amplifier unit, 4 speakers, 
microphone, headphones and all spares 
packed in wooden cases, 6 or 12 volts D.C. 
handling capacity 8 watts. Ideal for cars, 
boats, factories, etc. 15 gns. Carr. 30/-. 


AERIAL 
MASTS 


IMPROVED TYPE 50 MK.II 
36ft HIGH 


Kits comprise—six іп. dia. 
Tubular Steel Sections oi 6ft. 
length, top-section and base 
Pickets, Guys and Fittings. 
YOU can purchase this 
normally expensive MAST 
for a fraction of its cost. 
Please add £1 for (return: 
able) wooden carrying case. 
Tbe MAST із  particu- 
larly suitable to take 
aerials for Tx. Rx. 
Е.М. and ТУ. (especially 
COMMERCIAL) and has 
many other uses, Extra 

6ft. sections can be sup: 
plied at 17/6 per section. 


£8.10.0 only ©. 


U.S.A. Type 45ft. TELECOM AERIAL 
MAST. (7 sections, 6ft. 8in. x 21in., guys, 
etc.). This entirely complete set in carrying 
case 124 Gns. Carr. 17/6. Or 2 sets for £25. 
Carr. extra. British Manufacture only. 


ARMY TYPE32FT. MASTS similar to above 
but 10 lin. screw-sections, suitable for per- 
manent lightweight installation. Kit in 
canvas bag, £3/15/-. Carr. 7/6. 


Limited Quantity 
3éft. TELESCOPE MASTS 
Finest quality brass. Non-rusting. Base 
diameter 24іп. Complete with hand-winding 
winch for easy, rapid extension; and cable- 
wire bracing stays. One of the best masts 
ever produced. £3 each 
Winds down to 9ft. Carr. £1/10. 


Dept.(ww19) 2, IRONGATE WHARF ROAD, PRAED STREET, LONDON W.2 


/ (м.О.) COMPANY / 
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Portable/Mobile 


V.H.F RADIO TELEPHONE - 


TYPE W.S B44 MK2. 


ROD AERIAL 
2 


DESiCCATOR 
SPARE 
Fuse 


d | AERIAL 


— FUSE (о ane} 


MICROPHONE 


L.T, 13 vous 


S. 
MICROPHONE NAND 


^ RECEIVERS HEADGEAR 


CARRYING STRAP 


BATTERY CONNECTOR 


EXPORT ONLY 
CRYSTAL CONTROLLED 60-95mc/s. 


A modern 14-valve superhet receiver and AM transmitter using current series of 

B7g valves. Valve line-up: 2-CV136/7D9, 1-CV137/EAC91, 7-CV138/EF91, 4-CV416/ 

6F17. Robust cast aluminium case includes 5in. loudspeaker. Internal vibrator pack (synchronous type) 

provides operation from 12-volt accumulators or vehicle or boat 12-volt supply, in fixed or mobile use, Avail- 

able, less crystals and accessories, but with connecting plugs, ex-stock. Accessories and crystals for specified 
frequencies in the range 60-95 Mc/s can be supplied to order at extra cost. 


Each unit is fully tested and in good condition. Price (including packing FOB London), £20 each. 
Special quotation for quantities up to 500 sets. 


50 MICRO AMP MOVING COIL METERS 
Brand New & Boxed—Large Stocks available 


Made on Government Contract by Famous British Maker 


Зна. Square—800 ohms resistance. 4 Scales operated by lever “‘ Set-zero "— 
** 0-3 "—'* 0-30 "—** 0-300." Easily cou- , —— 

pled to rotary range switch by cord or lever. Е ТЕ. ў 
Ideally suitable for transistor tester, output 
meter, volt-milliameter. Adjustable to work 
as centre-zero 25-0-25 yA. 


A RANGE OF METER BOXES 


Useful for all kinds of testgear, a quality job 
in welded steel, finished in grey hammer stoved 
enamel. Standard panel size 4)" x 71^, avail- 
able in depths 2”, 3”, 4" and 6". 


UNDRILLED: 2" 12/6: 3” 13/-: 4” 13/6: 
6" 15/-. With panel punched to take one 504A 
meter, add 1/6, or to take two meters 2/6. 


Complete with data 
‚2. 19/6 шк. 
«M SO Gt 


29 SPECIAL PRICES FOR 100 LOTS 


TEST GEAR COMPONENTS (LONDON) LTD 


15 ARCANY ROAD, SOUTH OCKENDON, ESSEX TEL: SOUTH OCKENDON 2610 
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29 gns. 


COMPLETE ТАРЕ RECORDER 


UNREPEATABLE VALUE 
Famous manufacturer. Huge purchase allows 
us to offer at this amazing price. Beautifully 
styled, rexine covered cabinets. ^ Colours: 
Red, Grey, Black. Storage space for 4 tapes, 
mike and lead. Incorporating the latest В.5, К, 
Deck LOOK AT THESE EXPENSIVE 
FEATURES. Controls: Record/ Playback 
switch and rewind with interlocking device 
to prevent accidental erasure. Tone and volume 
controls. Superimpose and electronic eye. 
Ample power output 3.5 watts. Small overali 
size 14lin. x 14}in. x 71in. Lightweight, 
only 21lb. Playing time 1} hours, 5łin. stan- 
dard tape. Terms: carr. and ins. 12/8. Micro- 
phone 27/6 extra. Tapes 19/9. Carr, & ins. 12/6 


DE LUXE 
TAPE 


Beautifully made Tape Recording Cabinet. 
Size 13in. x 10}in. x Tin, Covered in two- 


tone coloured rexine cloth. Stylish design. 
Carrying handle with detachable lid and lock 
and key, Easily adapted to Record Player 
Cabinet. Exceptional value at this very low 
price. P. & P. 4/6. 


* AMPLIFIERS * 


ALL PORTABLE 


12 MONTHS' GUARANTEE 
MK. D.I 59/6 
Brand new. Latest design with printed 


circuit, Dimensions 7 x 2} x 5in. А.С. only. 
Mains isolated 3 watts output. Incorporating 
EL84 as high gain output valve. Volume 
and tone controls, Knobs 2/6 extra. P. & P. 


2/6. 
MK. 53 89/6 


De luxe model. Printed circuit. Latest design. 
Dimensions 7 x 2} x біп. A.C. only. Mains 
isolated 3-4 watts output. Incorporating the 
latest ECL82 triode pentode output valve 


giving higher undistorted output. Volume, 
treble and bass control. Knobs 3/6 extra. 
P. & P. 3/6. 

MK. D.5 39/6 


Simple circuit employing ECL80 triode 
pentode output valve giving 2-3 watts output. 
А.С. only. Mains isolated. Single control for 
volume and on/off switch with knob. P. & P.3/6. 
TAPE RECORDER AMPLIFIER £7/19/6 
Compact, well designed 5-valve amplifier. 
Output 3.5 watts. Valve line up—ECC83. 
Double triode first audio amplifiers. ECL82 
Triode pentode further audio amplifier and 
output valve. 6BW6 Bias and erase oscillator, 
ЕМ84 record level, indicator. EZ80 Н Т. recti- 
fer. Input for mike, radio and gram. Controls : 
record playback volume and on/off playback 
tone. Dia. 8) x 3 x 4łin. Ins. and carr. 4/6. 
Terms. Knobs 2/6 per set. Beautiful perspex 
dial plate, 3/6. Completed with sockets for 
mike. Radio and superimpose switch. 


— === 


AUTUMN BARGAINS F- DUKE « CO. 


WIRELESS WORLD SEPTEMBER, 1960 


(LONDON) LTD., 


621/3 Romford Road, 
Manor Park, E.12. 


ILF 6001/3 


REPLACEMENT, REBUILT T.V. TUBES 


12months 21 in. TUBE ... £8.10.0 £2 allowed € 

guarantee. | 17 in. TUBE ... £7.10.0 on old tube 
12, 14, 15 in. TUBES allowed 

d s £5.10.0 £1 on old tube 


15/6 


TERMS AVAILABLE OVER 20 WEEKS 


AUTUMN SALE! BARGAIN! 
17" T.V.s COMPLETE 19 gns. 


Cash, or terms over 20 weeks. (NO interest charged). Initial 
payment £1/0/7 and 19 weekly payments of 19/11. Carr. & ins. 
30/-. 


ITV/BBC. Beautifully styled polished cabinets. These are table 
models with the option of contemporary legs fitted (2 gns. extra). 
17in. rectangular tube guaranteed for 12 months. Valves and 
chassis guaranteed for 3 months, (Chassis salvaged but recondi- 
tioned), Where possible personal collection is advised. 


SEND for FREE CATALOGUE 
Dimensions 9jin. x 18}in. x 


D. Car and ine ae. | Ж Full details of easy terms ж 


SUPER CHASSIS | RECORD PLAYER CABINET 
79/6 з/п В.Р.9 only 19/6 Exceptional 


f offer. A 
sál! Cash Price. Per Week. | lightweight portable record. player cabinet 
АЙ Five valve superhet chas- 


by a famous manufacturer. Size 14} х 114 x 
sis including 8in. P.M. | 6in. Colours cream and rust. Complete with 
Speaker and Valves. | moulded deck board of attractive design. 

Four control knobs (tone, | Takes а B.S.R. TU9 single player, 2 control 
volume, tuning, w/change, switch). Four wave- amplifier and a 5in. round speaker. P. & P. 
bands with position for gram. P.U. and extension | 4/6. 
speaker. A.C. Ins. and carr. 5/6. 


RECORD PLAYER CABINET ( 


HOME RADIO 79/6 
A.C. or UNIVERSAL MAINS 


5 valve octal superhet. 3 
waveband receiver. In 
attractive polished cabinet. 


B.S.R. Monarch, 4-speed Autochanger, £6/19/6. 
Collaro Conquest, 4-speed Autochanger, £6/19/6 
Collaro Conquest, Stereo Autochanger, 9 gns. 


MODEL R.P.2. 59/6 


CASH PRICE: Ronnette Hi-Fi Crysta! Cartridge, 17/9. 
Made by a famous manufacturer. 
In polka dot cloth with clipped EXTENSION 


lid and carrying handle. 6in. 
х 14sin. x Вт. 
deep. Carr. and 
Ins. 4/0. Will take 
В.5.К. Monarch 4- 
speed Autochang- 
er, Tin Xx  4in. 


SPEAKERS oniy 


19/9 


8in. P.M. speakers fitted 
into polished oak cabinets. Standard matching 
to any receiver (2.5 ohms). complete, switch 


lliptical ker and flex included. Relay that radio programme 
ай p ME. "D2 anywhere ! Post and packing 3/9. 
Portable Ampli- 


fier. 


LIVERPOOL $T. TO > 
MANOR PARK only ТО minutes 


RECORD PLAYER P.M. SPEAKERS 
8in. Output transformers fitted. P & P. on 1, 2/6; on 2, 9 6 
CABINET | 3/6. у 


R.P.8 
79'9 cash 
OR 5'4 


Initial payment 


ELLIPTICAL SPEAKERS 1 5/9 


7 x4in. and 8 x Зи. P. & P. 2/0. 


SCANNING COILS 
90 deg. 38 mm. Low imp. Postage 1/3. 


7/9 
5/9 


2/9 


FOCUS MAGNETS 
Brand new. Complete with shift control, Post 1/3. 


SOUND/VISION STRIP 


LF.'s 10.5 or 16-19.5 mc/s. Circuit inc. Post 2/6. 


GERMANIUM CRYSTALS. 90. each or 6/- doz. 
Complete with L.P. and Standard Stylus. Post 9d. 


CO-AX CABLE. 6d 
1/6 postage on 20 yds. 45/- per 100 yds. P. & P. 3/6. * yard. 


SOLO SOLDERING TOOL 12/6 


110 v. 6 v. or 12 v. (special adaptor for 200/250 v., 10/- 
extra). Automatic solder feed 
including а 20ít. reel of Ersin 
60/40 solder and spare parts. 
It is a tool for electronic soldering 
or car wiring. Revolutionary in 
design. Instantly ready for use 
and cannot burn. In light metal 
case with full instructions for use 
Post 3/6, 


Balance at 3/11 a week for 19 
weeks. Thls contemporary cabi- 
net in two tone grey rexine is 
idealfor the modern home. Added 
attraction is the cream plastic 
speaker fret. Press button lid; 
lock. Fittings for screw in legs. 
Internal measurements 14} x 
18 x 83іп. deep. Takes a Garrard 
121 Mk. 2 or B.S.R. U12; 9} x 
4lin. elliptical speaker; our Mk. 
D.2 portable amplifier. Carr. 
and ins. 5/0. 


SEPTEMBER, 1960 


COMPLETE RECORD PLAYER 
Model R.P.1. 10 Gns. 


The finest value yet in four speed portable players, Excellent volume and 
tone controls, Impeccably finished in smart two tone colour scheme. 
Width 14} шт. Depth 144in. Height 64in. Weight 134 lbs. Insurance and 


of 10/6. 


COMPLETE RECORD PLAYER г. 
Model R.P.20. 
ONLY 14 Gns. 


An elegant record player in Grey 
polka dot, Contains four speed auto 
changer and a modern атр ег. 
Sturdy carrying handle and fittings. 
. Width 16in. Depth 14jins. Height 
84in. Insurance and carriage 12/6, or 
‘Initial payment 12/6 (incl. carr.) and 
19 weekly payments of 14/6. 


TIME BASE,2/9. Containing 
scanning coils, line trans. etc. 
Less valves. Drawings available 
with order. Postage 2/6. 


MASKS 12. 1/9. Round. 
How needs washing. Postage 
MASKS 15in. 1/9. New. Colours— 
Gold or White. Postage 1/6. 


MASKS 17in. 7/9. Grey plastic. 
Good quality. Postage 2/-. 


TWIN GANG CONDENSERS 1/9. 
Salvage guaranteed. Standard 
size 2 gang .0003 (300 pf) also 
standard size 2 and 3 gang. 
.0005 (500 Pi. All tested and 
guaranteed. Postage 1/3. 


RECTIFIERS 2/9. 250v. 100 m.a. Full or half wave. Salvage guaranteed. 
Postage 1/3. Insulating tape, 1/6 per Roll. Finest Te Large roll in 
sealed container. 75ft. x iin. wide. It's a BARGAIN at this price. Will 
last a lifetime, Postage 1/6. 


PRESENTATION CASES. 


Covered in 


carriage 9/6, or Initial payment 20/- (incl. carr.) and 19 weekly payments 


WIRELESS WORLD 


DUKE & CO (London) LTD 


STEREO RECORD PLAYER 


CABINET 
SPEAKER CABINET. AT THE 
AMAZING OFFER OF 99/6 


№ cabinet secured in lid. Size 18in. 


141 


621/3 ROMFORD ROAD, 
MANOR PARK, LONDON, 
E.12. ILFord 6001/3 


COMPLETE PORTABLE PLAYER 
Model P.L.5. ONLY 8 Gns. 


A petite portable player. Robust case with smart two tone colour scheme. 
Sturdy carrying handle and fittings. Contams four speed single player 
unit and Bin. x 3in. elliptical speaker. Width 12in. Depth 10}. Height 
біп. Plays 7in., 10in. and 12in. records. Insurance and carriage 9/6, or 
initial payment 19/2 (incl. carr.) and 19 weekly payments of 8/4. 


COMPLETE CONTEMPORARY 
RECORD PLAYER Model 
R.P.80. 18 Gns. 


This contemporary record player 
is beautifully suited for the modern 
home, in two tone grey with attrac- 
tive cream plastic speaker fret, 
push button lid with lock, Fittings 
ior screw in legs. Contains UA12 
auto changer, Эт. x 44in. ellip- 
tical speaker, 2 control 4 watt йыб. 
fier. Size 144іп. х 18іп, x 82in. 
Carriage and Insurance 12/6, or 
Initial payments 39/- (incl. carr.) 
and 19 weekly payments of 18/6. 


І.Т.А. 23/6. For all LT.A. 
channels, For outdoor or loft. 
8 elements. Postage 2/6. 


ІТ.А, 18/6. Indoor type, Folded 
dipole with 12ít co-ax cable 
fitted. Aluminium. Postage 2/-. 


B.B.C. 15/6. Indoor type. 

Folded dipole with 12ít. co-ax. 

Tw fitted. Gold finish. Postage 
9. 


INDOOR COMBINED 27/-. Folded 
dipole with 12ít. co-ax cable 
fitted, Gold finish. Postage 2/-. 


WITH EXTENSION 


Portable 1960 Show Model in two 
tone colours. Extension speaker 


< 14іп. x 84in. high. This 
stereophonic player COMPLETE, 
retails at 35 Gns. in the shops 


today. Insurance and carriage COMBINED 35/6. Loft type. 
5/6 or Initial payment 11/1 (incl. Single dipole B.B.C. with 3 
carr.) and 19 weekly payments of elements 1.T.A. Swivel bracket 
4/11. for universal fixing. Insurance 


and carriage 3/-. 


CAR AERIALS, 6/9. Whip antennae. 50115. long, collapsing to llins. 
Not telescopic. One hole fixing. Post and Packing 1/-. 


PHOTOGRAPHIC 


made. 


record sessions. 


10in. Case, holding 20 Records—18/6. 


hard wearing 


washable leatherette of various colours. and beautifully 
Hinged top for easy access to records and num- 
bered index for easy reference. Plated clip fasteners. 
Carry all those expensive records safely to parties and 


Postage 2/6. 


_ ELECTRIC CONVECTOR HEATERS 99/6 


By famous manufacturer. Costs only 14d. an hour or 34. 
on high heat. 1 kilowatt or 2 switched (1-2units). Illum- 
inated grill. Bronze finish. 200-250 volts AC/DC. Size: 
26in. x 18in. x 74in. We purchased the entire stock, but 
these cannot last. It will be cold again, why pay three times 
this price? order now and don't be disappointed later. 
Insurance and carriage 10/6, or Initial payment 15/5 


SLIDE CASES 15/6. 


Covered in tan rexine. Made 
to take 90 of those expensive 
coloured transparencies in sep- 
arated partitions. This is the 
answer to that aggravating 


12in. Case, holding 20 Records—22/6. 


CHASSIS FOR SPARES ONLY 9/6. 


56 resistances incl. 7 variable controls. 54 condensers, inc. electrolyties, 
coils, 7 І.Е. and К.Е. transformers. Main, output, line and frame. Metal 
recti&er 300v. at 250 т.а. Fuse panel, scanning coils, focus magnet, plugs, 
sockets, switch, chassis screws, tage strips etc. 1.Е. strip can be separated. 
Power pack can be used without dismantling. These chassis have been 
used, but were working when stored. 6-page circuit showing positions of 
each component available with order. Carriage 7/6. 


DON'T 


Postage 2/6. 


5in. Р.М. SPEAKERS 12/6. Round. 30 speech 
coil. Flux density 8,500 gauls. Post and packing 


FORGET TO 
SEND FOR YOUR FREE 


lincl. carr.) and 19 weekly payments of 6/1. 


search for that particular s:i le. 


TRANSFORMERS. 
MAINS TRANSFORMERS, 6/6. Primary 200-250 volt. Secondary 300-0-300 
80 т.а. 6.3 at З amp. бу. @ 2 amp. Postage and packing 2/9. 

EATER TRANSFORMERS, 7/9. 12 volt at 1} amp. 0-200-250 volt 

primary. Postage 1/9. 

HEATER TRANSFORMERS, 3/9. 2—1 ratio auto transformer. 2v. at 

1.4 amp. primary. 4 volt secondary. Post and packing 1/9. 

EY51 7KV ISOLATION TRANSFORMERS, 5/9. 1—1 ratio. Suitable for 

6.3 tube as isolation transformer. Post and packing 1/9. 

OUTPUT TRANSFORMERS, 1/3. Salvage guaranteed. Standard size. 

2-5 ohms. Matching pentode or tetrode O.P. valve. Post and packing 1/9. 

20 for £1. Carriage 5/0. 


CHASSIS, 1/-. 6 or 8 valves. Latest type, midget valve design for 
А.М. or F.M. Brand new. Cadmium plated. Size: 12łin. x 74in. x 2fin. 


AND MANY OTHERS 


2/3. CATALOGUE. Post and packing 1/9. 4 for 3/6, Postage 3/-. 12 for 7/6, Carriage 5/-. 
9d. 2/9 

106 6H6 902 78 AR6 EB34 КТ241 0Р271 VR35 ү 2рә 6FI3 6567 12SK7 EAF42 HL41DD 

3D6 6SA7 1103  210VPT ARP36 EF36 LP220  SP4l УТА | 6BA6 6F14  7C6 12587 ЕВС41 HI42DD 

4D1 6SH7 12BE6 1203A  CV73 БЕЗ ML4 SP61 уто | 6 6F15 7S7 1625 — EF42 erage 

6AC7 7В6 12567 2050 CVis8  EF50 NGT2 Тї 606  6]5 7Y4  CV1144.EF91 : 

6B7 7B7 12Y4 2151 Di GTIC  PM20 TT  VW48 1 вы 6K7 10F1  DF66 EF92 KT81 
8D2 18 7193 KT24 РР295/6 VR21 W21 | 6812 61р20 12SH7 DH81 EL32 KTW61 


9j- |MSP4|7 7/6 |5Р4/7 1016 ,UY85 7/- |401 3/- ‚6376 
10/6 SP41 éj- |TP25 10[- |VPI3C 3/6 |SR4GY 9/6 |6K7G 
16/7 |MX40 12/6 |010 9/6 |VPI33 15]- |5U4G 6/6 |6K7M 
19/1 N37 19/1014 8/6 |VR22(PM2A) |5V4 11/6 |6KEG 
9j- |N78 19/1016 12/6 3/- |5Y3G 8/- |6K6GT 
4j- |NI47 14/6 1022 8j- |VP23 6/6 |5Y3GT 7/6 |j6K7GT 
916 |N339 33/2 |U25 15/- |VP4I 8/6 |5Z4G 9]- \6K8GT 
916 |OZ4 5/6 |U26 10/- |VRIO5/30 8j- |5Z4M 10/- |6K25 
АСР 7/6 |ECC8I 8/- |EMBI 10/6 |P6t 3/6 |937 26/6 |VR116 4j- |6A7 10/~ 16.66 
AC6PEN 6/6 |ECC82 7/6 |ЕҮ5І 9/6 |PABC80 13/11}U45 15/— |VRI50/30 7/6 |6A8G 9/- |6L6M 
ATP4 3/6 |ECC83 9j- |EY8I 13/3 |PCC84 8/6 |050 8/- |VUI20A 3/6 |6AC7 4[- 16176 
А21 10/- |ECC84  10/- |EY86 19/- |РСС85 11/6 |U76 8/- |VU39 (MUI2/|6AG5 5/6 61 
А731 10/- |ЕСС85 916 |EZ35 16/7 |PCC88 231081 8j- |14 8/9 6АК5 5j- |6118 
AZAI 13/11 |ECF80 12/- |EZ40 7/6 |PCC89 19/4182 8j- |VUIII 2/6 |6ALS 4]- |6119 
B36 10/- |ECF82 10/6 |Е241 7/6 |PCF80 8/9 |UIOI 8j- |W2I 10]- |6АМ5 7/6 161020 
CBL3! 23/3 |ECH3 26/6 |EZ80 7|- |PCF82 11/6 |0339 16/7 |W76 7/6 |6AM6 4j- |61 
CCH35 23/3 |ЕСН21 23/3 |EZ8I 7|- |PCF84 16/7 19403 16/7 |W77 8/6 |6AQ5 7/6 \6N7GT 
CL4 1216 |ECH35 23/3 |EZ90 7/6 |PCL82 11/6 |0404 11/4 |WIol 8/- |6AT6 8/6 |6РІ 
CL33 19/3 [ECH42 9/6 |E1148 2{- |PCL83 13/6 (801 29/10|Ww729 10/6 |6AU6 10/6|6P26 
СҮЗ! 16/7 |ЕСНВІ 9j- |ЕУУ4]500 10]- |PCL84 13/6 |UABCS8O 10]- |wel 6|- |6B8G 4/- |6P28 
сү! 18/7 |ECH83  13/11|GZ32 11/6 |PL38 26]6 |UAF42 9/6 61(M) 8/- |6BA6 7/6 |6076 
Cv73 41- |ECL80 916 |H30 5j- |PL36 14/6 |0841 9j- |Х22 12]6 |6BE6 7/6 |6Q7GT 
C36A 6/6 |ECL82 10/6 |H63 10/- |PL81 11/6 |UBC4I 8/6 |X4IM 12/6 |6BH6 9j- |65А7СТ 
042 4/6 |ECL83 19/3 |HL23DD 8/6 |PL82 8/6 |UBC8I 11/4 |XIOIM 8/- |6BJ6 9i- |6567 
DAF96 8/- |EF9 23/3 |HL22 6/6 |PL83 9/6 |UBF80 916 |Y63 716 6BR7 12/6 |6SH7 
DF96 8/- |EF22 8/6 |HL42DD 8/6 |PL84 12/7 |UBF89 13/18 |Z21(4 рт/8]6 |6BW6 9j- |6517 
D163 7/6 \EF36 4/— |K40N 9j- |PL820 18/7 |UBL21 23] 309 ue 6BW7 7j- |6SK7 
DHIOI 8j- |EF37A 15/- |KF35 8/6 |PX25 12/6 |UC92 13/3 |7359 16 |6С4 4/6 |6SL7GT 
DK96 8/- |EF39 5/9 KK32 ИИ PY3I 16/7 |UCC84 !0/1t|1A3 3/6 |6C5GT 6/6 |6SN7GT 
DL63 9j- |EF40 13/6 |KLL32 24/7 |PY32 17/11|UCC85 9/6 ||^7GT 12/6 |6C6 5/- |6507 
DL82 10/6 |EF92 éj- |KT2 5j- |PY80 7/6 |UCF80 16/7 |IC2 11/6 |6C9 17/3 |6U4GT 
DL96 8/- |EF4! 9/9 |KT24 5]- |PY8I 8/6 |UCH21 23/3 |IC5GT 12/6 |6СЗ! 7] U5G 
DM70 7/6 |EF42 I- |KT32 14/- |PY82 7|- |UCH42 9/6 |105 916 |6CD6G 29/10/6U7G 
DNA4I 12/6 50 4|- |KT33C 8/6 |PY83 8/6 |UCH8I 10/6 106 10/6 |6D6 6/- |6V6G 
ЕА50 1/6 !EFSOSYL 7/- |KT36 29/10|PZ30 19/1 1jUCL/ 11/6 ||H5GT 9} j6CH6 8/6 |6V6GT 
ЕАВС80 9/- |EF54 6|- кт 13/6 |PEN4DD 26/6 |UCL83 13/6 |114 6/6 |\6F6G 7/- |6X4 
EAF42 916 |EF55 loj- |KT63 7/6 |PEN4VA 19]- |UF41 9j- 1105 3/6 |6F6M 7/6 }6X5G 
EB34 2/- |EF80 Um KT66 23/3 |PEN25 éj- |UF42 17/3 |IN5 10/6 671 14/- |6X5GT 
ЕВА 8/6 |EF85 |. |KT74 66 |PEN45 10|- |UF80 ПЗ 7/6 613 14/- |6/3012 
EB9I 4/6 |EF86 12/6 |KT76 6/6 |PEN46 7[— |UF8! 9j- |154 10/6 (614 26/6 |7B6 
EBC33 6/9 |EF89 8/9 |KT88 28/6 |PEN383 23/3 |UF86 17/111155 6/6 léFlI5 14/- |787 
EBC4| 8/9 |EF9I 5/9 |KTIOr 9/- PEN220A 4/- |UF89 — 9/- 174 5/6 léFi8 15/3 788 
ЕВСВІ 114 |EF97 13/3 КТУУ! 6/6 |PENASDD ла — 1o/-2C26 16 6223 18/7 7C5 
EBC90 12/7 |Erog — 13/3 |KTW63 7/6 ue L 26/6 |3A5 12/6 |6F33 7/6 7C6 
EBC9! 12/7 |ek32 т. |KTZ4! 3/6 |PENA4 12/6 |UL46 — 26/6 ЗАВСТ 6/- |6Н6 216 7D6 
ЕВО 99) 46 МЫ 6j- РММ 8- |ULB4 9/- |306 5/- |6H6GT 2/6 |7H7 
EBF89 9/6 MHL4 7/6 |QP21 5j- |906 10/- 394 716 |6156 3/6 707 
EBL2I 23/3 |EL33 14/- (м4 86 5Р41 3/- 008 26/6 |3Q5GT 9/6 jeJ5GT 5/- 
EBL3| 23/3 |EL34 15/- |MS4B — 10/- 5Р61 3/— UYIN — 12/6 354 716 65м 6/6 |7Y4 
ECC40 23/3 |EL38 — 26/6 !М5Р4/5 7/6 ISP4|S 10/6 'UY4I 7/6 i3V4 8/- 616 5/6 802 


А SELECTION FROM OUR 
STOCKS. 


Semi Air Spaced 
Cable, 6d yd. 
2-gang Condensers, AM/FM type, 
3/9 each. 

ligh Resistance Headphones, 
4,000 ohms. 13/6 pr. 

2 MFD Paper Block Condensers, 
for X over, 9d each. 

1,200ft Reels of Recording Tape, 
21/- each. 

Golden 8 x Sin. 
Units, 25/6 each. 
Acos GP 54 Pick-up Arm with 
cartridge, 27/6 each. 

Weller 100-watt Soldering Gun, 


|-. 


Co-axial 


Loudspeaker 


Line Cord 3-way, 
2 amp., 1/9 yd. 

JB “00” 2-gang Condensers, 
for transistor kits, 9/6 each. 
Rola C 25 2jin. Loud Speaker, 
26/8 each. 

Telescopic Car Radio Aerials, 
wing fixing, 25/6 each. 
Solon 625 Instrument 
25 watts, 24/- each. 
Wave Change Switches, 2PAW 
or IPI2W, 3/- each. | 


.J amp. or 


Iron, 


WIRELESS WORLD 


ACOS MICROPHONES 


AcosMic 39/1 crystal stick micro- 
phone for use as a hand desk or 
floor stand unit, for high quality 
recording, broadcasting and public 
address work. List price £3/3/-. 
Our Price 39/6. post 1/6. 

Table Stand 7/6. 

Floorstand and Apron, 12/6. 
Acos Mic 40, as supplied with 
most modern tape recorders with 
folding rest and 8ft. lead. Listed 
#1]15/-. Our Price 19/6. 


10” ELAC Loudspeakers 25/- 
W.B. Н.Е. 1012 Unit at 95/- 


TELEVISION TUBES 
REGUNNED, 12 MONTHS’ 
GUARANTEE 
MW31/74, £5/10/-; CRMI52B, £6; 
MW36/24, £5/10/-; CRM141 £5/10/-; 
CRMI23, £5/10/-; MW43/69, £6; 


САМІ7І, £6. Carriage and insur- 
ance 10/- extra. 


Allowance on old 
tube if returned. 


SINGLE RECORD PLAYERS 


Collaro Junior 4-speed turntable 
and pick-up complete with crystal 
cartridge and sapphire styli. Special 
offer at only 75/- plus 2/6 p. & p., 
or turntable and motor at 52/6, 
plus 2/6 p. & p. Pick up only at 
27/6, plus p. & p. 

Е.М.1. Single Player, 4 speeds 
with automatic stop. Fitted with 
Acos STEREO turn over cartridge. 
£6/19/6. P. & P. 3/6. 


LATEST COLLARO STUDIO 
TAPE TRANSCRIPTOR 

3 motors, 3-speed, 1$, 33, 74 i.p.s., 

takes 7т. spool Push button 

controls. PRICE £15/15/-. Таре 

extra. Carriage and insurance 5/6. 


LATEST B.S.R. 
* MONARDECK ”’ 
SINGLE SPEED 


32 i.p.s., takes 52 т. spools. Simple 
controls. £9/19/6. Tapes extra. 
Carr. and insurance 5/6. 


SEPTEMBER, 1960 


616 902 3/6 12750 19/11 
4|- |OC1 12/3 зо. 10/6 
6/9 0С2 17/6 у; 10/6 
616 |1002 Nj- 
7/- |10Р1 12/6 |30FLI 10/6 
is lor a зог 19/1 
- ПОР 
ое 15/3 20015 23/3 
8j- |OLI 15/11 Ife 
916 |OLDII 12/- |30PI2 12/6 
233 lloa 182 opty 216 
= 30PLI 12/6 
1316 tone 19/3 ВОРЫЗ 20M 
Б. I2AH8 12/- |35L6GT 10/- 
US MAT? We veg 99 
19/3 |12àUe 8j- 354 76 
19/M|I2AU7 8j- |35246Т 8/- 
26/6 |2AX7  8j- |42 8/- 
Wi iren. н 
Be рев 9) [352567 9/- 
7/6 |12H6 3/6 5065 — 11/6 
416 |12)56т 3/- |50CD6G 29/10 
8/6 12)77GT 10/6 |5oL6GT 8/6 
6j- I2K7GT 6/6 |55 10/6 
8/- |I2K8GT 13/6 
7/6 |2K8M 13/- |77 6/- 
9/3 12076Т 6/6 78 716 
de 12597 дево вв 
816 1257 6j- PeT, 3/6 
6j- 1125к7 6/- |1858Т 33/2 
7/9 |12507 8/-- DIODDT 4/6 
7/6 |125М7СТ I0j- 210УРТ 3/6 
He Moo d (83 17 
12/6 П9АОБ 9/9 (85А2 10/- 
10/6 NODI 15/3 301 10/6 
8/6 [2022 26/6 302 10/6 
6l- 2001 26/6 |304 10/6 
8j- }20P1 26/6 |305 10/6 
8|- 20P3 23/3 [306 10/6 
13/6 |2025 23/3 
8j- D5A6G 10/6 |807 616 
9/- D5L6GT 10/- |254 2|- 
916 |2524 9/6 955 4!- 
8/6 |2525 8/- 1956 3/6 
2/9 25Z6 10/- '5763 UE 


AUTOMATIC RECORD 
CHANGER UNITS 
BSR “MONARCH” UAB. 4- 
speed unit with B.S.R. FULFI 

cartridge, £6/19/6. 

B.S.R. “MONARCH” UAB. 
As above but fitted with B.S.R. 
FULFI STEREO Cartridge. £7/19/6. 
DSR MONARCH ” UAI 

speed unit in gre 
аы green and cream. 
je F MONARCH” UAI4. 
speed unit i Wi 

Pr n two tone grey, 
COLLARO “CONQUEST,” 
4-speed fully mixing changer, 
complete with studio *“ О” car- 
tridge, £7/19/6. 

GARRARD RCI20 4D MK. 2. 
4 speed unit with manual control 
to enable records to be played 
singly, fitted GC2 cartridge, £8/19/6. 
Wii ARE E 121 4D. 4-speed 
unit wit ug in pick- 
Nass c uoc. 


CATALOGUE 
OUR 1961 CATALOGUE 
NOW AVAILABLE. PLEASE 
SEND I/- IN STAMPS FOR 
YOUR COPY. TRADE CATA- 
LOGUE ALSO АУАМАВЕЕ. 
PLEASE ATTACH YOUR 
BUSINESS LETTER HEADING 


IS 


Ш Ш LU 


RADIO SUPPLY CO. 


103 LEEDS 


E. 
EN WINTOUN 


pe —{{ 


LEEDS 7 


TERMS: Cash with order or C.O.D. Postage 
and Packing charges extra, as follows: Orders 
value 10/- add 1/-; 20/- add 1/6; 40/- add 2/-; £5 
add 3/- unless otherwise stated. i 
C.O.D. fee and postage 3/-. 


TERRACE, 
STREET 


Minimum 


For full terms of business see inside cover 


of our catalogue. 
Personal shoppers 9 a.m. to 5 p.m. Mon. to 
Friday. Saturday 10 a.m. to | p.m. 


SEPTEMBER, 1960 


New Type Printed Circuit 

6 “ТОР GRADE" EDISWAN 
TRANSISTORS 

5in. High Fidelity Speaker 

400mW Push-Pull Output 

Internal Ferrite Aerial 

Slow Motion Tuning 

Fully- illustrated Instructions 
Printed Circuit marked out 

Car Radio aerial socket and A.V.C. 
ALL COMPONENTS GUARANTEED 
Double Tuned IFs 
Size 94 x 7 x Зуп 


+4434 ++ 


Weight 4 Ib. 


SEND FOR DESCRIPTIVE LEAFLET 
AND PRICES 


CALL FOR DEMONSTRATION 


MAJOR—3 Ж S-stage Reflex 
` Circuit. 
(3-Transistor Pocket Radio) ye No Aerlal ог 
af Earth required. 
Ж Min. Volume 
Control. 


Ж 3 Ediswan Tran- 
sistors. 

* Medium Wave 
Tuning. 


Ж Size 4 x 3x 
Min. 
% Personal phone 


All parts sold separately. included. 
TOTAL 87/6 Р.Р. 1/6. BOOKLET FREE 


Ж NO AERIAL—NO EARTH ў 
RESULTS GUARANTEED ANYWHERE 


MAJOR—2 


(2-Transistor Pocket Radlo) 


Ж 4-stage reflex. 

* Medium wave; 
tunable. 

%& Very sensitive, 
No aerial or 
earth required. 

* Complete illus- 
trated layout. 

Mr Over 6 months 
on one battery. 


included: 
FREE BOOKLET: All components sold separately. 
Ж NO AERIAL—NO EARTH Ж 
RECEPTION GUARANTEED AN YWHERE 


oz. 
TOTAL 69/6 rd Ж Personal phone 


MARCONI! No. I9 SET CRYSTAL 
CALIBRATOR 
CRYSTAL CONTROLLED OSCILLATORS: 10 
Kc/s., 100 Kejs. and ! Mc/s. Output up to 20 Mc/s. 


On/Off MODULATOR. With handbook. Un- 
used. ONLY 79/6. Р.Р. 216. 

„ QUARTZ CRYSTALS 

x 1 FROM 5|- EACH 


Ч From 6 Ke/s-47 Me/s. ЕТ243, 
xl FT241, 1OXJ and B7G. 
АП types. for all purposes. 
Send for free list. 


WALKIE/TALKIE TYPE 38 
TRANSMITTER/RECEIVER 
Complete with 5 valves, In new condition. 
These Sets are sold without Guarantee, but 
are serviceable (7 to 9 Mc/s), 22/6. Р.Р. 2/6. 
Headphones 7/6 pair, function Box 2/6, | 
Throat Mike 3/6, Aerial Rod 2/6. 


931A (27M1) PHOTO 
MULTIPLIER 


BRAND NEW, ORIGINAL CARTONS 
80/- Р.Р. 1/-. BASE 2/-. 


WIRELESS WORLD 


"CONTINENT AL— 6" s gh for тул oun 


COMBINED PORTABLE/CAR RADIO 


Total Cost of ail Component: Wherever 
£11.10.0 Р.Р. 3/6 you are 
Rincluding Cabinet, Battery, 
ransistors, Car Radio, AVC “Fi 
and all necessary items. First Class 
in every 
A highly sensitive and selective port- Т] 
able fully tunable on medium and long way 


waves. Performs equally well es a car 
radio. Low running costs, good looks 
and ease of construction combine to 
produce a radio equal to commercial 
recelvers in the 20 gns. class. 
ALL COMPONENTS 
AVAILABLE SEPARATELY 


Medium and Long Wave Full Tuning 


CONTINENTAL AND LOCAL 
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STATIONS AT YOUR 
FINGERTIPS 


k*k SPECIAL PURPOSE VALVES AND INDICATORS jeje 


. 35/-] 2154 ... 35/-| 2050 ... 12/6) QS1207... 10/- | 6004 ...... 17/6 | 23D ...... 35/- 
. 65/-| 803 ...... 35/- | 2051. ... 12/6 | STV/280/40 CK5785 ... 8/6 | FW4/SCO 10/- 
Ss 20/5 | 35T ...;.. 15/2 | 8582: ДБ 15/- | ОУО4 15/- |807 ..... 7/6 
832A ... 35|-| 872A .. 15/-| OD3W ...10/- | STV/280/80 2АР! ... 25/- | 6C4 ...... 5/- 
8298 ... 40/~ | RGI250... 10/-| ОА? ... 10/- 25|- | VCRI39A CV277 15/- 
B3. 12/6 | 19G3 ... 15/-| OA3 10/- | СУ1&8 éj- 35/- | 5692 30/- 
446A ......12/6 | WL860... 30/- | OB3 $0/- | 7475 ...... 6/- | ЗВРІ ......30/- | 866A 12/6 
446B 1216 | TZ40 ... 35/- | VS70 ...... 6/- | CMG25... 12/6 | ЗЕР7 ... 12/6 | 5839 35/- 
705A ... IS/- | ТТІ5 ... 45/-| VS1IO ... 6/- | 868 ...... 10/- | ЗАР! >.. 30/- | 5840А ... 30/- 
2K25 ... 65|-| CV 129 45/- | VR105/30 6j- | 71A ...... 10/- | DG7/S ... 45/- 93 [ 
725А .. 35/-| CV2161... 25/-| VRI50/30 6/- | GSIB ... 10/- | УСА517С 30/- | 5931 35/- 
726А 15/- | CV100 ... 15/- | ©575/20 10/- | $065 15/- | 5FP7 ...... 20 | 5932 30/- 
7268 ... 15/-| CV85 15/-| QS105/45 10/- | 1838 ... 25/-| VCR97 ...40]- | 1632 ...... 6j- 
723A/B ... 55/- | 1625 ...... 5/- | ©5150/15 10/- | 5800 ...... 45/- | ACRIO ...35/- | 5RAGY 15/- 
Free compete list on request Buik order ердшег invited 
R 3 TRANSISTOR 
STEREO 3.D | ? 
New high-galn circuii with full tone, balance free complete list and data on request. 
and volume controls. Can be used with all FULLY GUARANTEED 
types of records, as well as stereo. 
Ж 2 watts peak per channel. XA; SPI ideal for F.M 35 
A c/s. Ideal for F.M. - ea. 
Ж ECC83; 2-ECL82 valves. XCI21 400m W in Push Pul. 34/0 p. 
Ж Mains 110/250V A C. ХС10! 325mW in Push-Pul: 32/- pr. 
Complete with speaker sockets, calibrated ХА104 6 Mc/s osc/mixer, R. 18/- ea 
dials, ete ZAI a Ah R E т р tole ea 
- udio Output Driver . 0/- ea 
BUILT AND TESTED £5/7/6. Р.Р. 2/-. XB102 Pairs, 250mW Output . 20/- pr. 
ж Collaro 4-speed stereo auto-changer, Ideal XA 102 9 Mc/s osc/mixer, R.F. . 26|- ea 
for use with above amplifier, £7/10/-. ХА101 5 Ме}, R.F., 1.F., amp. 23/- ea 
Р.Р. 316. ХС 131 Matched prs., 500mW . 34/- pr. 
Ж Yin. х біп. large magnet Elac speaker, for ХС141 12 Watts Push-Pull. ............ 30/- ea. 


use with STEREO 3-D, 37/- pair. Р.Р, 1/6, 


TRANSMITTER/ 
RECEIVER 

Army Type 17 Mk, Il 
Complete with Valves,High 
Resistance Headphones. 
Handmike and instruction 
Book and circult. Frequency 
Range 44.0 to 61 Mc/s 
Range approximately 


3 to 8 miles, Power 

requirements: Stand- 

ard 120 v. Н.Т. and 

2 v. LT. < 

Ideal for Civil Defence and com- 45/- Р.Р. 
munications. BRAND NEW 5/- 


CRYSTAL MICROPHONES 


Acos 39-1 Stick Mic. with stand and screened 


єй Л. лу..... 5. MM S 39/6, Р.Р. 1/6 
Acos 40 Desk Mic. with built-in stand апа 
screened lead ..... Was e vec FEVER С 25/-, Р.Р. 1/6 


“Practical Transistors Circuits” 


14 Circuits for the Home Constructor, including 
date, prices and information. Ist Edition, 2/-, 
post free. 


5 HARROW ROAD, EDGWARE ROAD, 


HENRY’S (Radio) LTD. 


Opposite Edgware Road Tube Station. PADdington 1008/9. 


PADDINGTON, LONDON, w.2. 
OPEN MONDAY to SAT. 9-6. THURS. | o'clock. 


SEMICONDUCTORS 


$8078 20 Mc/s Short Wave 
$8305 25 Mc/s Radio Control 
$8231 30 Mc/s Radio Control 


SB231 35 Mc/s, Н.Р. osc/mixer ... .., 30/- ea 
Above are direct equivalents of $8344; 
$8100; $8101. etc. 

MULLARD 

OC72 Power Driver 16/~ ea 


CO71 Audio Driver ...... 
OC72 400 mW Push-Pull .. 
OC170 70 Mejs Short Wave.. 
OC139 N.P.N. 4 Me/s ... 
OC140 N.P.N. 6 Mc/s 
OCI6 Power Output... 
OC76 R.C. Switching ... 
OC75 High Gain OC7I 


SURPLUS 


Red Spot Audio Driver.................. 
White Spot R.F., I.F., amp. 
Photo-Transistor (General) 


NEWMARKET 


VI5/IOP Power Output, 2 watt 
V15/20P High Gain Power 
УІ5/10Р Up to 10 watt pairs 
V15/201P Intermediate Power 
V30/30P High Gain Power ............ 
Largest range in the country. 


FREE LISTS getuan 


VALVES, TUBES,  TX/RX, 
STANDARD AND MINIATURE 
COMPONENTS 


BY 


SEPTEMBER, 1960 


WIRELESS WORLD 


Р. 4 RAS — Ый, J Agil @ x 

and MA ORDER SERVICE 
52 Tottenham Court Rd., London, W.1 ө Open 9-6, including Sats., Thurs. 9-1 e LANgham 0141 
Е Ea 


PORTABLE PETROL- 
ELECTRIC GENERATING SETS 


Preliminary announcement—write for full 
details. Self contained 80 watt unit deli- 
very 12 to 18 volts. Size only 15 x 8 inches, 
weight 46 Ib. 


EVERETT EDGCUMBE SYNCLOCKS. 

Grade 1 industrial process timer with 3 inch dial covering { to 10 minutes in 
one tenth divisions. Driven by a 16 volt 50 c/s synchronous clock. A metal 
rectifier provides D.C. to pull in a relay that engages the drive until the time 
set on the dial elapses. As it reaches zero heavy duty contacts snap shut to 
close the external circuit (at the same time other contacts break to arrest the 
clock). Switching off the power trips the relay and the spring loaded dial 
returns to the time set ready for the next cycle. Whole totally enclosed in a 
heavy cast wall mounting case, stove enamelled black, size 64 x 7 x 4 
inches. Brand new in original packings 55/- post paid. 


VENNER TIME SWITCHES. 


As new 

Type T.S.2, first grade precision time switches as supplied to G.P.O. 
Comprises absolutely silent self starting 250 volt 50 c/s synchronous clock 
mechanism totally enclosed in heavy gauge brass case. Central drive takes £9 
detachable dial that revolves to operate sensitive on and off trips for external 
mains operated circuit. Self contained clock is easily detachable from rear А 

0 Е 3 carriage 
mounting panel (self starting down to 80 v. and keeps running down to 
15 v.). 10/-. 


Brand new, in original packings, and with one dial 50/- post paid. 


SPECIAL VALVE BARGAIN. 
Set of 5 brand new 25 SN7’s 


£2 carriage paid. 
Plessey FP3 Mk. 4, totally 
enclosed, flame proof, com- 
pound wound motor driving 
a self-lubricating, positive 
displacement, sliding blade 
Kerosene pump through a 
4 to 1 reduction gearbox. 
Running on 24 volts D.C. 
(designed for 16-29 у.) 
the motor develops 1/6th h.p. at 13,000 r.p.m., pumping about a gallon 
a minute at.30 p.s.i. (adjustable by pressure relief valve) Performance 
marginally less on 12 volts. Inlet and outlet unions, }in. B.S.P. Brand 
new. 


200 AMPERE D.C. GENERATORS. А £6 carr. paid. 
Normally driven from tractor power take-off or the like to give a 29 v. 
output sufficient to weld jin. plate. 


Admiralty Type 107 Rectifier 
Unit in totally enclosed rack 
mounting case. A.C. input 100, 
110, 200, 210 up to 250 volts, 
D.C. output +50/0/—50 V. and 
20 V. A.C. for pilot light. Spare 
A.C. outlets 80-0-80. Twin 
9 Henry smoothing chokes and 
twin 8 uf paper capacitors with 
15 К. bleeders. Two 550 mA. 
mains fuses and three 250 mA. 
output fuses. Full wave metal 
rectifier, Circuit diagram inside Е 
case. Size 19in. long by 3}in. 

high. Neat solid job, ready made to fit and forget. £1 carriage paid. 


SPECIAL 


strictly limited offer of 
"READ-OUT" DECADE COUNTER TUBES 


Type G10/241 Nomotron (‘‘ read out ") tubes—latest type 
cold cathode, gas-filled, single pulse, uni-directional de- 
cade counter which displays count in actual numeral on 
tube face. Operating range 0-20 Kc/s.; cathode output 40 
volts, 3.7 mA. Applications include: tachometers, counting 
and batching, frequency and time measurement, direct 
operation of electro-magnetic relays, sequential monitoring 
of up to 10 different waveforms, etc. А е 

Brand new with base and instructions. 3 2 6 post paid. 


LATEST DELIVERY 


SMALL QUANTITY BRAND NEW 
CLASS D WAVEMETERS 


£5 carriage paid. 


BIAS RELAY POWER PACK for £l. 


AMERICAN COWL GILL MOTORS. 


Smaller and neater than British 
counterpart. Split-field, reversible. 
12-24 volts. 


£2 carr. paid. 


AMERICAN 409 CYCLES INVERTER. 
30/- post paid. 


Very neat unit indeed, only 21 dia. by 4т. 
long on I}in. high pedestal base containing 
suppressor. Ball bearings. 24 volt D.C., 
input for 26 volt single phase output. Instru- 
ment quality — as used with Bendix Mag- 
nesyn compass system. 


MAINS OPERATED PHONE BELLS. 33/6 post paid. 
New, weather protected, sealed twin 500 ohm solenoids driving striker 
between twin 6in, dia. plated gongs. 


VARIABLE SPEED 
HYDRAULIC GEARBOX. 


This specially made oil-filled 
casing houses a hydraulic torque 
conversion unit originally рге- 
cision made by Westinghouse 
from high quality materials for 
the U.S. Government at an 
acquisition cost exceeding £150 
each. Highly suitable for lathe 
head drive, workshop variable 
speed power take-off, etc. 

Basically the unit is a back-to- 


Complete with reference xtal. 


back mounted, oil submerged, 
variable displacement hydraulic 


pump (input shaft) feeding a 


ü =» Pd reversible hydraulic motor (out- 
ды = - put shaft) so that variation of 
the pump displacement by manual control gives very fine selection of 
output speed from zero up to 6% below input speed while а changeover 
valve in the supply lines to the motor provides instantaneous reverse at 
any Speed. Recommended input speed 500-1,000 r.p.m., maximum 
power 1+ h.p. Both shafts žin. dia. with Woodruff key. 
Tested and fully guaranteed, supplied complete with technical data 
Ри qe curves for the remarkable price of £16 only, carriage 
paid. 


7. 


SPECIAL VALVES 
CV.4038. 4054 (Radioactive). 4069 VX 8142 and 8190. 


Details and prices on application. 


NICKEL CADMIUM BATTERIES. £6 carr. paid. 
Five heavy duty 1.2 v. cells gives 6 v. for 75 amp.-hours. Fully charged 
in 15* x 12 X 6in. wooden crate. 


SELENIUM RECTIFIERS. 


" 16/- post paid 
New, full wave, 12 volt, 4 amp. 4lin. dia. Type B.56. 


SEPTEMBER, 1960 


MAY BE 
BUILT FOR 


Transistors 


*k 500 milliwatts, 


battery. 


eg 


AVANTIC DL7/35 Power Amplifier. 


Original price 30 gns. 


sions 144} x 9 x 4in. 
PRICE 18 Gns. 


MULLARD TYPE 5-10 AMPLIFIER 
By Well Known Manufacturer 
PRICE £13.19.6 plus 5/- p. & p. 
SEND FOR FULL TECHNICAL DETAILS 


A SIX TRANSISTOR POCKET RECEIVER 


»—— complete with Earplece and Plastio case. 


EB 4.4.8 oe 


= This amazing Receiver is so small that it 
will fit snugly into a shirt pocket or 
=, ladies’ handbag, size being only 4x2}x 
ШО! ilin. Ferrite Rod Aerial is used, full 


s = station selectivity on medium waveband. 


speaker д Printed 


THE EASY SIX 


6-Transistor Battery Portable 


£9.15.0 plus 3/- p. p. 


Ever Ready PP7 Battery Extra 3/3 

ВТАВ FEATURES: ж Six Ist grade Mullard 
Internal Ferrite Rod Aerial ЖК 
Ж Provision for Car Radio Aeria! фс біп. Loud- 
circuit, with component | 
positions indicated sr Preassembled Dial Aseembiy 
Push Pull output Ж 
medium and long waveband coverage ж Attractive 
two-tone Blue/Cream Vynide covered Cabinet, 
dimensions 8jín.x6jin. x Sin. Ж Full point-to- 
point instructions supplied ж Weight 3 lb with 


Specifications: power output 
54 watts peak; L.S. impedance 4, 8 or 16 ohms, power inputs 105—250 v. 
Valve line-up GZ34, 2-EL34, ECC83, EF86. Dimensions 144 x 9 х 8jin. 
P. & P. 12/6. OUR PRICE £24. 


AVANTIC $Р21, Stereophonic Pre-amp Control Unit. Brief specifica- 
tions, 6 inputs for each channel, bass, treble, volume control, on/off 
stereo/3D/reverse stereo switch, stereo phase switch, low pass filter. 
Power requirements 6.3 v. at 1.3 A., A.C., 350 v. at 5 mA. D.C. Dimen- 
Original price £28/10/-. 


All this equipment is Brand New and in manufacturers’ original sealed cartons. 


WIRELESS WORLD 


miniature valves, 
sions 6} x 2x 3jtn. 


Full 
27/19/6, plus 5/- P. & P. 


| Жа} 


———— n — TAKE ADVANTAGE ——— 


DRAMATIC PRICE REDUCTIONS 


balance control. 


P. & P. 7/6. OUR Biin. x 7jin. 


19 Gns. 


m———————— ÁÁ——Ó————————————— ==, 


THE Petite 


PORTABLE 
BUILT Fon 07.7.0 "$^ | 


Batteries extra. 
ELT. 10/- (Type В126) or 
equivalent. 


L/T 1/6 (Type AD 35) or 

equivalent. 

© High Q frame aerials. 

€ High sensitivity on both 
wavebands. 

€ Medium aud long wave superhet circuit. 

@ Instruction book 1/6. 

@ Size only 8x 8x 4jin. 

€ Weight including batteries 5jlb. @ 4 valves of the 
economy type. 


Price 59/6, plus P. & P. 2/6. 
Amplifier Cabinet, £2/19/6, plus 5/- P. & Р. 

7 x 4in. Elliptical Speaker, £1/1/6, plus 1/6 P. & P. 
Latest-type Collaro Conquest 4-spd. 


If al! the above items are purchased at tbe same d 
time they can be supplied at £13/15/-, plus 10/- 5 


AVANTIC SPAII Stereophonic Amplifier. Technical details: power 
output (each channel) 10 watts peak, L.S. impedance, 4, 8 and 16 ohms 
6-position input selector, bass, treble, volume on/off controls, stereo 
reverse switch, phase reverse switch, stereo balance control, P.U. 
Dimensions 145 x 8} x 4in. 
Р. & Р. 7/6. OUR PRICE 19 Gns. 


AVANTIC PL621 20-watt monaural Amplifier, frequency response 
10 c/s-30 Кс/ѕ 19В. L.S. Impedance, 4, 8, or l6ohms, Dimensions 14in. x 
Original price 29 Gns. 


Full descriptive literature available. 


| THE MODEL FMA/1 
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Assemble it yourself and 
| SAVE ££ £'s 


COMPACT GRAM. AMPLIFIER 
2-vaive printed circuit type for use оп A.C. or 
D.C. 200/250 v. mains incorporating modern 


Output 2 watts, overall dimen- 


Changer, 


Original price 28 Gns. 


P. & P. 7/76. OUR PRICE 


PREMIER BATTERY ELIMINATOR. 
Housed in two containers which are to replace 
AD 35 and B126 batteries. 

KIT 37/6 plus 2/- post and packing. Only 
suitable for use with DK 96 Series valves. 


FERGUSON 
FM TUNER 
13 gns plus 3/- p. & p. 


This Tuner has been 
designed for use with 3 
Radio Receivers = 

or Hi-Fi equipment. The Unit is completely self-contained 
being selí-powered and housed in а hammered metal 
finished steel case, measurements 10x7}x2jin. Brief 
technical specifications: Frequency coverage 87.6-100 Mcs/. 
(continuously). Valve line-up 2—EF80, ЕСЕВО, 2 ger- 
manium diodes and metal reotifier, for operation on А.С. 
maina 200/250 v. 40-60 cycles. 


DRAMATIC 
PRICE 
REDUCTIONS 


SUPERHET lus 3/- 
may be built for £1 Ы 7 . 0 n A 

R.F. lus 3/- 
Hara £5 s 10 LI 0 era i 


These two receivers use the latest type circuitry 
and are fitted into attractive cabinets 12x 61 x 
54in., in either walnut or ivory Bakelite or wood 
l/- extra. Individual instruction books 1/- 
each, post free. 


THE “CLARION ” 


Transistorised miniature battery-operated 


TAPE RECORDER 

* Completely transistorised circuit. 

* Constant governed speed of 34 LP.8. 

ж Recordings interchangeable witb other recorders. 

* Remarkable reproduction on both speech and music. 


Price complete with Microphone plus 5/- 
and tape— 25 GNS. P.&P. 


THE “MID-FI”’ 


A NEW DESIGN 4} 
WATT AMPLIFIER 


KIT 

MAY BE м 

BUILT FOR 951 
Plus 3/- р. & p. 


A new circuit for the home constructor requiring a good- 
quality medium-powered ‚Amplifier for reproduction of 
Records or F.M. Broadcasts, Technical Specifications: 
separate bass and treble controls. Valve line-up EFB6. 
EL84, EZ80. Voltage adjustment for А.С. mains from 
200/250 volt, 3 or 15 ohms impedance, Negative feedback. 
Size 7xbx2in, overall height öin. Silver-hammered 
finished Chassis. 


|j. . № 
(D. 289 


THE VICEROY 
QUALITY CRYSTAL 
MICROPHONE. A good- 


| quality crystal Microphone for the discerning 


enthusiast, finished in polished steel with Muting 
Switch and detachable lead. Price3 gns. P. P. 1/6 
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R.S.C. HI-FI TAPE RECORDER КІ 
+ 
25: 


INCORPORATING THE LATEST COLLARO STUDIO TAPE TRANSCRIPTOR, 
THE LINEAR LT45X HIGH QUALITY TAPE AMPLIFIER. А HIGH FLUX 
7 x4in. LOUDSPEAKER, Reel о! Best Quality TAPE. Spare Tape Spool, a Port- 
able Cabinet, size approx. 16х13 9in., finished in two-tone rexine, and con- 


Build a high quality recorder 
in the £70 class for only 


Can be assembled in + hour. 


nection diagram for wiring amplifier to transcriptor, 
FEATURES INCLUDE 


Ж 3 SPEEDS. X FREQUENCY RESPONSE 50-11,900 c.p.s. 
NEGATIVE FEEDBACK EQUALIZATION FOR EACH SPEED. x OUTPUT 
4 WATTS. % MAGIC EYE RECORDING LEVEL INDICATOR. X 3 MOTORS. 
Fast rewind. ж TAPE MEASURING AND CALIBRATING DEVICE, ж TAKES 
FULL 7in. DIAMETER REELS OF TAPE. y% NEGLIGIBLE HUM, ж EN- 


TIRELY EFFECTIVE AUTOMATIO ERASURE. 
Pull descriptive leafict supplied on receipt of 8.А.Е. 


WIRELESS WORLD 


OR DEPOSIT £5/15/- and 
12 monthly payments of 42/-. 
Cash price if settled in 3 months. 


GNS. 


Carr. 
17/6. 


* SWITCHED 


SEPTEMBER, 1960 


HI-Fi 10 WATT AMPLIFIERS 


BRAND NEW £5-1 9.9 


BUT IN SLIGHTLY 
SOILED CONDITION 
Carr. 7/6 


A REMARKABLE OPPORTUNITY 
Push-pull output. Latest high efficiency Mullard valves. 
Dual separately controlied inputs, for mike and gram. 
Separate bass and treble controls, High sensitivity. Output. 
for 15 ohm loudspeaker. Guaranteed, tested, and in perfect 


working order. _ 
Full range at really competitive prices 


VALV ES! Ali guaranteed! 


SUPERHET RADIO FEEDER UNIT 
Deslgn of a high quality Radio Tuner Unit (specially suitable 
for use with any of our Ampliflers). А Triode Heptode 
F/ohanger is used. Pentode І.Е. and double Diode Second 
Detector, delayed A.V.O. is arranged so that A.V.C. dis- 
tortion is avoided. The W. Ch. Sw. incorporates Gram- 
position. Controls are Tuning, W. Ch. and Vol. Output 
will load most Ampliflers requiring 500 mV. input depending 
on Ae location. Only 250 v. 16 mA. Н.Т. and L.T. of 
6.3 у. 1 amp, required from amplifier. Size of unit approx. 
9-6-7in. high. Send 8.A.E. for illustrated leaflet. Total 
building cost is £4/15/-. Point-to-Point wiring diagrams 
and instructions 2/6. 


RE-ENTRANT LOUD- ACOS HI-FI 
боек pa, For factory OF |CRYSTAL'MIKES' 
Tannoy 7.5 ohms 8 watts | Ме 40 hand ог 
25/9. Desk As i 
Parmeko horn type, highly Liste 
efficient. ENS up to 2T| 9 (Cx 

10 watts. 15 ohm and 200 2 

ohm matching 59/6. 39-1 Stick type 


R.C.A, 20 watt rating, 3 
ohm, 15 ohm, and 200 ohm 
matching 6 gus. 


39/6 (sn. 


Limited number. 


Туре ВМ1. An all-dry battery eliminator. 
pletely replaces batteries supply 1.4 v. and 90 v. where A.C. malins 200-250 v, 
Suitable for all battery portable receivers requiring 1.4 
This includes latest low consuiption types. Complete kit 
diagram 39/9 or ready for use 46/9. 


Туре BM2. Size 8x6}x2jin. Supplies 120 v. 90 v. and 60 v., 40 mA. and 
9 v. 0.4 а. to 1 amp., fully smoothed, THEREBY COMPLETELY REPLACING 
BOTH H.T. BATTERIES AND H.T. 2 v. ACCUMULATORS when connected 
to A.C. mains supply 200-250 v. 50 c/s. 
ERECEIVEBS normally using 2 v. accumulator. 


Complete kit with diagrams and instructions. 49/9 or ready for use 59/6. 


50 c/s. is available. 
and 90 v. 


R.S.C. BATTERY TO MAINS CONVERSION UNITS 


Bize бу x 4px2in. approx. Com- 


SUITABLE FOR ALL BATTERY 


BUILD A PORTABLE BATTERY OPERATED RECORD 
PLAYER FOR ONLY £6/19/6. Portable Cabinet, Garrard 
45 r.p.m. motor and pick-up unit, all parts for transistor 
amplifier, and cireuit diagrams. Parts sold separately. 


“THE SKY FOUR T.R.F. RECEIVER - 


A design of a 3 
valve 200-250 v. 
А.С. mains L. and 
M. wave T.R.F. 
receiver with selen- 
ium rectitier. For 
inclusion in cabinet 
illustrated or wal- 
nut veneered type. 
It employs valves 
6K7, SPGL 6F6 
and is specially 
designed for simplicity in wiring. Sensitivity and quality 
are well up to standard. Point-to-Point wiring diagram, 
snstructions and parts list 1/9. This receiver can be bullt 
for a maximum of £4/19/6 including cabinet. Available 
in brown or cream БакеШе or venccred walnut. 


EXTENSION SPEAKERS. 
cabinets, All standard 2-3 ohms. 


Handsome walnut veneered 
бир. 29/9; 8ш. 35/9. 


B.S.R. MONARDECKS. As fitted to most tape recorders in the £26/£30 class. With a suitable amplifier 


and speaker really excellent recordings can be made at 32 ш. per sec. 8 GNS. 


Carr. 5/-. 


R.S.C. Al2 STEREO 
AMPLIFIER KIT 


4 GNS. 
3 + 3 watt (total 6 watt) 


atereo amplifier providing кашы ыо и: 
really life-like reproduction, Suitable for use with all 
stereo pick-up heads at present availabic. Ganged volume 
and tone controls. Preset balance control. Outputa for 
matched 2-3 ohm speakers. For 200-250 у. А.О. mains 
Astonishing value. 


A complete kit of parts to 
construct a good quality 


R.S.0. STEREO/TEN HIGH QUALITY AMPLIFIER ЕТ. 
Valves EZ81, ECC83, E483, ECL84, EL84. Separate Bass 
and treble controls, giving '" cut" and " boost" Вер» 
sitivity 50 m.v. 5 watts high quality output on each channel 
Can be used as straight 10 watt amplifier. Controls: Віегео/ 
Monaural switch. ganged volume, ganged treble, ganged 
bass, and balance. Outputs for 3 obm 8 Gns 

Speakers, Carr. 7/9. = 


SELENIUM RECTIFIERS 


We can quote special prices for quantities of 12 to 10,000 
of most types. Special types made to order. 


Н.Т. Types H.W. 
120 v. 40 mA. 
250 v. 50 m 
250 v. 60 mA. 
250 у. 80 mA. 
250 v. 250 m. 


Contact Cooled 

250 у. 80 mA, .... 6, 
250 v. 75 mA. .... 8 
F.W. (Bridge) 


6/12 v. 10a. . 
6/12 v. 15а. . 


JUNCTION TRANSISTORS. В.Е. Туре 11/6, Audio type, 
5/9. Power type Goltop V15/10P 2 watts, 17/9. ОСТІ 
10/-. OC72 18/9. XB102 10/-. XB104 10/-. .XA101, 
ХС101, 0044, X 4102 17/6. and many other types. 


RECORDING HEADS. Baird Record Playback and Erase. 
(Housed in one container.) 9/6 pr. 


Battery Chargers and Kits for 200-230-250 v. 50 c/s. A.C. Mains 


TAPE TRANSCRIPTORS 

Жи сюн ASSEMBLED BATTERY CHARGER KITS ASSEMBLED ASSEMBLED 6 v. or 12 v. 
Provision for extra head CHARGERS Consisting of Mains Transformer CHARGER s 

бг ИЕ з, 71 6 у. 1а. ... 19/9] F.W. Bridge, Metal Rectifier 6 1 2 4 amps. 
eren li, 3h 15 Gns. 29/9 | well ventilated-stcel case. Fuses, | 8 *- 07 12 v. 2 amps. 


29/9 
38/9 


fuse-holders, grommets, panels 
and circuit, Carr. 2/9 extra. 


Fitted Ammeter 
and selector plug 


Fitted Ammeter and 
variable charge sclector. 


Above ready for use with 


бу. or 12 v. 1 amp. 


24/5 


for 6 v. or 12 v 


Also selector plug for 6 v. 


mains and output leads.| As a T Louvred metal or 12 v. charging. Double 
HEAVY DUTY cun om —€— a e m. SS. EH case, finished at- fused. Well ventilated 
nished in stove ue E а И 7 А steel case with blue 
CHARGER KIT hammer. Carr. & pkg. 6 v. or 12 v. 2 amps. ЕО шш патта hammer finish. Ready 
6/12 v. variable charge | 3/6. 6 v. or 12 v. 2 amps. ..... . 42/9] blue. Ready for for use with 9 
rate up to 6 amps. (inclusive of ammeter) use with mains mains and 69/ 
Consisting ої Mains CHARGER 6 v. or 12 у. 4 amps. ...... 53/9] and output leads. output leads. Carr. 5/-. 
Trans, F.W. (Bridge) TRANSFORMERS |б v. or 12 v. 4 amps. with Double Fused. Or Deposit 13/3 and 
Selenium Rectifier, 0-7 | 200-230-250 v. 50 c/s. variable charge rate selector Only 5 monthly payments of 13/3. 
amp. meter, multi- 0-9-15 v. 11 a. ...... and ammeter ......... ...... 59/9 C 3/9 49/9 As above, but for 6 amp. charging 
position switch with} 0-9-15 v. 2а. . eb uk 4 GNS. Carr. 5/-. Or Deposit 16/- and 
knob, fuses, fuse- f 0-9-15 v. За CHARGER AMMETERS As above, but for] 5 monthly payments of 16/-. The 6 amp. 
holders, panels, plugs, | 0-9-15 v. Ба 0-1.5 amp., 0-3 amp., 0-4 amp., | 3 amp. charging.| model only is slightly store soiled and 
m a Only 59/6.| 0-9-15 v. 6 a. 0-7 amp., 0-25 amp., 0-60 amp. 8/8 1 Only 59/6. Carr. 3/9| is being offered at well below usual price. 
'os! Я 


LINEAR 145 MINIATURE 4/5 W. QUALITY AMPLIFIER, 
Sultable for use with any record plaving unit and most 
microphones, Negative feedback 12 D.B. Bass and Treble 
controls. For A.C. mains input of 200-250 v. 50 c.p.s. Output 
for 2/3 ohm speaker. Three miniature Mullard valves. 
EU A НЕ м fully isolated ar. 
mains. uarantee: months. ni 

Deposit 22/- and 5 monthly ERA £5/1 9/6 а 
of 22/-. Bend 8.А.Е. for leaflet. 

W.B. "STENTORIAN " HIGH FIDELITY Р.М. 

SPEAKERS 

HF1012, 10 watts, 15: ohms (or 3 ohm) speech 
coil. Where a really good quality speaker at a 
low price is required, we highly recommend this 
unit with an amazing performance.  £4/10/9. 
Please state whether 3 ohm or 15 ohm required. 


Ls — M — их А СЬ У lle а оо о —„. 


D.C. SUPPLY KITS, Suitable for electric trains. Consists 
of mains trans. 200-250 v. 50 o.p.s.; 12 v. 1 amp. selenium 
rect. (F.W. Bridge): 2 fuseholders, 2 fuses, change direction 
switch, variable speed regulator, partially drilled stcel case 
and cireuit, Very limited number, 33/9. 


REPANCO TWINETTE TRANSISTOR PORTABLE RADIO 
DESIGN. Constructional Envelope and parts list 1/3. 
Built In Ferrite Aerial, Tin. х 4. speaker, Long and 
Medium waves. Size approx. 7 x 4 x 3in. Total cost of all 
parts 5 GNS. 


POWER PACK KITS. Only 18/11. Fully smoothed 
Н.Т. output of 250 v. 60 ma., and L.T. supply of 6.3 
v. 1.5 amp.  Consisting of Double Wound Mains 


Transformer 230/250 v. 50 c.p.s. А.С. primary. Bele. 
nium Rectifier, Smoothing Choke, Double Electro- 


Aluminium Chassis and Circuit. 


lytic Condenser. 


Р.М. SPEAKERS. 2-3 ohm 2łin, Perdio 21/9. бт. Good- 
mans 17/9. 7 x 4in. R.A. Elliptical 19/9, 6jin. Rola 19/9. 
Bin. Rola 19/9. 8in. Goodmans 25/9. 8 x 6in. Elac. with high 
flux magnet 25/9. 10їп. R.A. 28/9. 10x6ln. Elliptical 
Goodmans 29/9. 12in. В.А. 29/11. 12in. В.А. 3 or 15 ohms. 
10 watts, 12,000 пез, 59/6. 


TWEETERS, din. Plessey, 3 ohms, 18/9. Е.А. 15 ohm 95/9. 


SEPTEMBER, 1960 


R.S.C. A10 ULTRA LINEAR 
30 WATT AMPLIFIER 


HIGH FIDELITY 
PUSH-PULL UNIT 
EMPLOYING SIX 
VALVES. EFS86, 
EFS86, ECC38, 807, 
807, 0234. Tone 
Contro] Pre-Amp 
stages are Incorpor- 
ated. Sensitivity is 
extremely high. 
Only 12 millivolt 
minimum input їз 
required for full 
output. THIS EN- 
BURES THE SUIT- 
ABILITY OF ANY 
TYPE OR MAKE 
OF MICROPHONE 
OR PICK-UP. 
Bass and Treble controls 
give both "Ift" and "cut" 
with ample tone correction 
for long playing records. An extra 
input with associated vol. control 
is provided so that two separate 
inputs such as "mike" and 
gram., etc., etc., can be simultaneously applied for mixing purposes. AN OUTPUT SOCKET 
WITH PLUG IS INCLUDED FOR SUPPLY OF 300 v, 20 mA. and 6,3 у. 1.5 А. FOR A 
RADIO FEEDER UNIT, Price in kit torm аваари запета. a MS 
ONLY Or Factory wi montha' guarantee k 
11 Gns. 


Separate 


ON ASSEMBLED UNITS. DEPOSIT 24/9 and 12 monthly 


Carr. 10/-. payments of 24/9. 
Cover as Illustrated Туре 807 output valves are used with High Quallty Sectionally 
18/9 extra. wound output transformer specially designed for Ultra Linear 


operation. Negative feedback of 20 D.B. in main loop. CERTIFIED PERFORMANCE 
FIGURES ARE EQUAL TO MOST EXPENSIVE UNITS AVAILABLE, Frequency response 
Ж 3 D. В. 30-20,000 c/s, Tone Controls + 12 D.B. at 50 c/cs. + 12 D.B. to — 6 D.B. 
at 12,000 c/cs., hum and noise 70 D.B. down, Good quality reliable components used. 
Chassis finish blue hammer, Overall size 12x 9x 9in. approx, Power consumption 150 
watts, For А.С. maina 200-250 v. 50 с/в. Outputs for 3 and 15 ohm вреаКегз. EQUALLY 
SUITABLE FOR THE CONNOISSEUR OR.FOR LARGE HALLS, CLUBS OR OUTSIDE 
FUNCTIONS, IDEAL FOR USE WITH MUSICAL INSTRUMENTS SUCH AS STRING BASS, 
ELECTRONIC ORGAN, GUITAR, eto. FOR DANCE BANDS, GARRISON THEATRES, 
eto., etc, We can supply Microphones, Speakers, eto., at keen cush prices or on terns with 
amplifiers, EXPORT ENQUIRIES INVITED. 


——————————— 

FULL RANGE OF LINEAR HIGH FIDELITY AMPLIFIERS ALWAYS IN STOCK. 
GL3A MINIATURE 3 WATT GRAM AMPLIFIER 

For 200-250 v. 50 c.p.s. А.О. mains. Overall size only 11} x 2} x 2jin. Fitted Vol. and Tone 

Control with mains switch. Designed for use with any kind of single player or record chang- 

ing unit. Output for 2-3 ohm speaker. Guaranteed 12 months. Only 59/6. 


Аа. 
R.8.0. A7 3-4 WATT QUALITY AMPLIFIER. Spec, exactly as A5 below with exception 
of output;voltage. Complete kit of arts, diagrams and instructions £3/15/-, carr, 3/6. 


R.S.C. Аб 4-5 WATT HIGH GAIN AMPLIFIER 

A highly sensitive 4-valve quality amplifier for the home, small club, etc. Only 50 miil- 
volts input ia required for full output во that it is suitable for use with the latest high 
fidelity pick-up heads in addition to all other types of pick-ups and practically all makes. 
Separate Basa and Treble controls are provided, These give full long playing record 
equalisation. Hum-level is negligible being 71 D.B. 
down. 15 О.В, of negative feedback In used, Н.Т. 
of 300 v. 26 mA. and L.T. of 6.3 v. 1.5 a. is available 
for the supply of a Radio Feeder Unit or Tape Deck 
pre-amplifier. For A.C. mains input of 200-250 v. 
50 c/s. Output for 2-3 ohm speaker. Chassis is not 
alive. Kit is complete in every detail and Includes 
fully punched chassis (with baseplate) with the blue 
hammer finish. and point-to-point wirlng diagrams 
and instructions, Exceptional value at only £4/15/- 
or assembled ready for use 25/- extra, plus 3/6 car- 
riage. Or Deposit 22/- and five monthly payments of 
22/- for assembled unit. 


R.S.C. TRANSFO R M E RS. Fully Guaranteed, Interleaved & impregnated. 
WE GAN QUOTE FOR SPECIAL OR STANDARD TYPES IN ANY QUANTITY. OUR 
FACTORY HAS SUPPLIED LEADING EQUIPMENT MANUFACTURERS AND GOVT. 
DEPTS, FOR 15 YEARS. 


MAINS TRANSFORMERS. Primaries 200-230-250 v. 50 e/s. OUTPUT TRANSFORMERS 
FULLY SHROUDED UPRIGHT MOUNTING. ЕГА Battery Pentode 
250-0-250 v.60 mA.,6.3v.2a.,5v.2a. .. кз {Сы ete, оф 3/9 
250-0-260 v. 100 mA., 6.3 v. 4а., n LA H а. Gus Eng entode 5,0000 to 
00 v. 100 mA., 6.3 7. 4a., 5 v. За. ........ 29/9 QE Vani Tanta 
0 v. 100 mA., 6.3 v, 4 a., бу. За. 250 вер Pentode D 
350-0-350 v, 160 шА., 6.3 у. 4а., б v. 8a. ........ 38/9 LU а" 
425-0-495 v. 200 mA., 6.3 v. 4 a., c.t. 6 v. Зы. . 49/9 Standard Pentode 8.0000 to 30 ... 


TOP SHROUDED DROP-THROUGH TYPE 


WIRELESS WORLD 


Push-pull 8 watta 6V6 to 3 ohms 
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HIGH FIDELITY 12-14 WATT 
AMPLIFIER TYPE A11 


PUSH-PULL 
ULTRA LINEAR 
OUTPUT 
* BUILT-IN" 
TONE CONTRO 
PRE-AMP 
STAGES 


Two Input sockets with associ- 
ated controls allow mixing 
of ” mike” and gram. as in 
А.10 High sensitivity. Includes 
5 valves: ECC83, ECC83, 
ELM, EL84, 5Y3. High Quality sectionaliy wound output transformer specially designed 
for Ultra Linear operation and reliable small condensers of current manufacture. 1N- 
DIVIDUAL CONTROLS FOR BASS AND TREBLE " Lift" and " Cut." Frequency 
response + 3 D.B. 30-30,000 c/cs. Six negative feedback loops. Hum level 60 D.B. down, 
ONLY 23 millivolts INPUT required for FULL OUTPUT. Suitable for use with all 
makes and types of pick-ups and microphenes. Comparable with the very best designs. 
For STANDARD or LONG PLAYING RECORDS, For MUSICAL INSTRUMENTS such as 
STRING BASS, GUITARS, etc. OUTPUT SOCKET with plug provides 300 у. 30 mA. and 
6.3 v. 1.5 а. For supply of a RADIO FEEDER UNIT. Size арргох.: 12.9-7in. For A.C, 
mains 200-250 v. 60 c/es. Output for 3 and 15 ohm speakers. Kit is complete to last nut. 
Chassis is fully punched. Full instructions and point-to-point wiring 8 Gns Carr. 
diagrams supplied, (Or factory bullt 45/- extra). ONLY *" 10/- 
И required louvred metal cover with 2 carrying handles can be supplied for 18/9. TERMS 
ON ASSEMBLED UNITS. DEPOSIT 18/9. and 12 monthly payments of 18/9. Send 8.A.E. 
for illustrated leaflet detailing Ready-to-assemble Cabinets, Speakers, Microphones, etc., 
with cash and credit terms. 


R.S.C. PORTABLE GUITAR AMPLIFIERS 


JUNIOR 5 WATT. High Quality Output, Separate 
Bass and Treble "cut" and ^ boost” controls, 
Bensitlvity 15 mv. High Flux Bin. l/speaker. Input 
sockets for Radlo/Tape or Gram Pick-op and Mike 
[Instrument Pick-up. Handsome strongly made 
cabinet (size approx. 14x 14 х 7in.) Finished in 
satin walnut and fitted carrying handle. 
£8/19/ Carr. 7/8. Or Deposit £1 and nlne 
monthly payments £1. 

Send 8.A.E. for leaflet. 


SENIOR 10 WATTS,  High-Fidelity Push-Pull 
output. Separate Bass and Treble "cut," and 
^ boost" controls. Twin separately controlled 
high gain inputs so that two instruments such as 
Guitar and String Bass can be used at the same 
time. Two Loudspeakers are Incorporated, a 12in. 
Р.М. for Bass notes, and 1 7х4. elliptical for 
Trebie, Cabinet is well made and finished satin 
walnut. Bize approx 18x18x8in. 15 Gns, Plus 10/- carr, Н.Р. TERMS. DEPOSIT 
26/9 and 12 monthly payments 26/9. Both models for 200-250 v. A.O. mains. 


————M———— 
STAAR GALAXY 4-SPEED MIXER AUTO-CHANGERS. Brand New, cartoned, Turnover 
sapphire styl. Many exclusive features. Unique design motor virtually free from rumble 
For 200/250 у. А.С. mains. Limited number tested and guaranteed, 85/19/6. Carr. 4/6. 


COLLARO CONQUEST 4-SPEED AUTO-CHAN- 
GERS. With studio pick-up with turnover head. 
Latest mode! for 200-250 v. A.C. mains, £6/19/6. 
Carr, 4/6. 

В.5.Е. MONARCH AUTO-CHANGEES. Туре 
UAS, 4 speed T/O Pick-up with sapphire stylus 
26/19/68. Carr. 4/6. 

Any of above supplied with T/O stereo/monaural 
head for £1 extra. 

COLLARO JUNIOR. 4-speed Bingle Players with 
Hi-Fi T/O crystal pick-up hezd, £3/19/6. 


LOUDSPEAKER IN POLISHED WALNUT 
FINISHED CABINET. Gauss 12,000 lines. 
Speech coil 3 ohma ог 15 ohms. Only £4/19/6. 
Carr. 5/-. TERMS: DEPOSIT 11/- and 9 monthly 
paymenta of 11/-. 

12in, 20 WATT 15,000 line l/speakers 15 ohms im Cabinet finished as above. Size 18 х 


18 х8. 27/19/8 or Deposit 13/10 and 12 monthly payments of 13/10. 


ACOS HGP59 Hi-Fi Crystal Cartridges, (Turnover type 
with sapphire stylus). Standard replacement for Garrard 
and Collaro, Onty 19/9. 


260-0-260 v, 70 mA., 6.3 у. 2а,, бу. 2a. 
350-0-350 v. 80 mA., 6.3 v. 2 a., 5 v. 2а. 
250-0-250 v. 100 mA., 6.3 v. 4 a., бу, За. 
300-0-300 v. 100 mA., 6.3 v. 4 а 

300-0-300 v. 130 mA., 6.3 v. 4 
a 


An 

suitable for Mullard 510 Amplifier 
350-0-350 v. 100 mA., 6.3 v. 4 a. в. 
350-0-350 v, 150 mA., 6.3 v,4a8.,5 v, За. 
ELIMINATOR TRANSFORMERS 
120 v, 40 mA., 5-0-5 v. 1 a. 
90 v. 15 mA., 6-0-6 у. 250 mA. 


FILAMENT do ys 


Push-pull 8 watts EL84s to 15 ohms 
Push-pull 10-12 watts 6V6 to 30 or 150 . 
Push-pull 10-12 watts to match 6V6 to 3. 
Push-pull EL84 to 3 or 15 ohms  ... 
Push-pull Ultra Linear for Mullard 510 . 
Push-pull 15-18 watts, sectionally woul 

K'T66, etc., for 3 or 15 ohms 
Push-pull 20 watt high-quality sectlonally 


616, KT86, ete, to З ог 150 .......... 2e. 47/9 
MICROPHONE TRANSFOMERS 
120: 1 High quality, elamped ........... ее 6/9 
120:1 High quallty Mu metak screened ...... ae aes 8/9 
SMOOTHING CHOKES 
250 тА.,5 Н..1000 11/9  80mA.10H.3500 5/6 


150 mA.. 7-10 Н., 2500 11/9 —60m4A.,.10H,, 4000 4/11 
100mA, 10H.,2000 8/9 — lamp.0.50 I.T.type 6/6 
PARMEEO MAINS TRANSFORMERS, Fully shrouded. 
450-0-450 у. 120 mA., 6.3 v. 4а..5 v. За. 9 

500-0-500 v. 120 mA., 6.3 у. 4а., бу. За. 


5.39. 1155 ...... 5! 

6:37. 2а. .... 716 

0-4-6.3 v. Za, 2 719 

AUTO (Step Up/Step Down) TRANSFORMERS 

50-80 watts 110-126 v,/230-260 у. ............ + 11/9 

150 watts 110-120 v./200-230-250 v. .......... .. 97/9 

C (LEEDS) LTD. 

"Tm e MANCHESTER, 


LEEDS & BRADFORD 


Open to callers at the following branches:— 
5.7 County (Mecca) Arcade, Leeds, f. 


54-56 Morley Street (above Alhambra), Bradford. 


TERMS: C.W.O. or C.O.D. No C.O.D. 
under £l. Postage 1/9 extra on all orders 
under £2, 2/9 extra under £5 unless carri- 
riage stated. Trade supplied. Post orders 
to: Mail Order Dept. 

29-31 Moorfield Road, Leeds, 12. 


8-10 Brown Street (Market St.), Manchester, 2. 


B.&.R. Ful-Fi 19/9. Garrard 
GC? 19/9. Acos Stereo/ Monaural 49/9. 


ACOS HIGH FIDELITY PICKUPS. GP54 with HGP59/52 
Cartridge. Turnover sapphire styli, cream Впівћ. Limited 
number at approx. half price. Only 99/11. 


PLESSEY 
DUAL 
CONCENTRIC 
12т. Р.М. 
SPEAKERS 


(15 ohms), consisting of a 
high quality 12in. speaker 
of orthodox design support- 
ing а small elliptical apeak- 
er ready wired with choke 
and condensers to act as 
tweeter. This high fidelity 
unit is highly recommended 
for use with our All or any 
similar amplifier, Rating is 
10 watts. Gauss 12,000 
lines. Price only £5/17/6 
Or Deposit 10/6 and 12 
monthly payments of 10/6 
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VIBRATORS 
Oak and Wearite, synchronous 7-рш, 2 v. 7/9, 6 v. 8/3, 
12 v. 4-pin non-synchronous 7/9. 


EX. GOVT. MAINS TRANSFORMERS 
All 200-250 v. 50 с/з. input. 
Pr. 0-110-200-230-250 v., 275-0-275 v. 100 mA., 6.3 v. 


350-0-350 у. 100 mA., 6.3 v. 2a., 5 v. 
350-0-350 v. 160 mA., 6.3 v. 5 a., 5 v. 
0-24-26-28 v. 15 amps. А.С. conservative Govt. rating 
(marked witb D.C. rating after rectification) 89/9 
Carr. 15/-. 


0-10-20-25 v. 24 в. (Govt. rating) Carr. 15/-... 79/6 
AUTO 500 watts 0-215-220-225-230-235-240 v... 29/9 
Carr. 7/6. 50 watts, 0-110/120-230/250 у......... 8/11 


EX GOVT. SMOOTHING CHOKES 


60 mA, 10 b. 400 ohms......... "n 2/11 
80 mA. 20 h. 900 ођтя...................... 5/11 
100 mA. 5 В. 100 ohms. . 3/11 
100 mA. 10 h. 100 ohms..... 6/9 
150 mA. 10 hb. 100 ohms........... 10/11 
120 mA, 12 В. 100 ohms...... 9/9 
200 mA. 5-10 В. 100 obms. ... b .... LUD 
9290 mA. 5 h. 50%0йтз...................... 10/9 


GARRARD RECORD PLAYING UNITS 
Dry battery operated. Consisting of motor, turntable 
and pick-up. For standard 45 r.p.m. records. Only 
£3/19/6. 


EX. GOVT. CASES 
Well ventilated, black crackle finished, undrilled 
cover. Size 14х10 х8фа. high. IDEAL FOR 
BATTERY  OHARGER OR INSTRUMENT 
CASE. COVER COULD BE USED FOR AMPLI- 
FIER. Only 9/9, plus 2/9 post. 


R.S.C. 


(Leeds) 
Ltd. 


LEEDS, BRADFORD 
and MANCHESTER 


Mail Orders to 29/31 Moorfield Road, Leeds, 12. 
For Terms see Double page advert, Pages 146 and 147. 


WIRELESS WORLD 


WAYNE KERR SIGNAL 
GENERATORS, TYPE CT53 


8.9 to 300 megacycies. 
millivolts. Five position switched attenuator. 


Output 1 miero-volt to 10 
Variable 
multipiier 1 to 10, calibrated 0-20 db. C.W. square wave 


and sine wave outputs. . Complete with all valves, and. 


charts. 

SUITABLE FOR ALIGNING T.V. and V.H.F. RADIO. 
For 200-250 v. A.C. mains. Beautifully made to very 
high standards. Worth over £100. Very 12 Carr. 15/- 
limited number available at only GNS. 


MICRO-AMMETERS 


500 Micro-amp. Scaled in Decibeis. Diameter- 

3}in.. Flush mounting........... ....59/6 
250-250 Micro-amp. Diameter 2in. . 14/9 
0-50 micro-amp. Diameter 2р. approx, 


0-100. Fiush mounting.......... eee 36/6 
VOLTMETERS 
0-300 у. А.С. 50 c.p. Diameter 2{ іп. approx. 
М. an DG roo CODE 16/9 
MULTI-METERS 
Ferranti, Universai (А.С. and D.C.) Complete 
carrying case with |еайв.................. 59/6 


2 v. 16 A.H. EX GOVT. 
ACCUMULATORS 


New Boxed. Only 5/9 each, 3 for 15/-, plus 3/6 carr, 


Open to callers at following branches: 

5-7 County (Mecca) Arcade, Briggate, Leeds, 1. 

54-56 Morley Street (Above Alhambra Theatre) Bradford. 
8-10 Brown Street (Market St.) Manchester, 2 


SEPTEMBER, 1960 


V.H.F./F.M. A.M. 4 WAVEBAND 
RADIO RECEIVERS 


Complete in beautiful veneered Walnut Cabinet. Covers 
normal Short, Medium, and Long wavebands, plus 
V.H.F. Brand new and covered by usual E 

12 months' guarantee. 424 Carr. 10/- 
For 200-250 v. 50 с.р.в. А.С. mains, 2 GNS. 


COSSOR BATTERY PORTABLE 
RECORD PLAYER 


Operates with two 4.5 v. Dry batteries which last for 
months under normal conditions. Plays 45 r.p.m., 
records at ample output level. Ideal for piculce, etc. 
Attractive two tone Rexine covered cabinet. ted 
number, Brand new, guaranteed, at only 9 Carr. 5/6 
half list price. ам. 


RELAYS 


Carpenters Type Polarised 2 x 9,500 turus at 1,685 ohms. 
19/6. 

Miniature Moving Coll Differential Type. Single pole 
2-way, or centre stable. Two coils each 350 ohms. Mini- 
mum operating current 140 micro-amps, nominai 400 
micro amps., maximum 8 milli amps. Two-way contact 
current 100 m.a. st 50 v. А.С. ог D.C. Size approx. 
l} х $x {ш 19/6. 

Minlature type G.E.C. 670 2 MZB H/D M. 1095, 7/11" 


FIELD TELEPHONES 


Complete including bell 
Suitable for office, ware- 
house, factory or outdoor 
communication. Operate 
with emall dry battery 
lasting many months. 
Supplied complete in 
wooden carrying case 


Only 50 [6 Carr. 5j- 


each, 


"STABQOIL" by 
"ELECTRONIQUES" 


UNIQUE 


SATION, 


PHOTO TWICE 
FULL SIZE 


ELECTRON 


FELIXSTO WE, SUFFOLK. 


HAVE YOU WRITTEN YET 
FOR DETAILS OF THE 
NEW COIL 
DESIGN WITH THE BUILT- 
IN CAPACITY TRIMMER, 
TEMPERATURE COMPEN- 
AND 
TIONAL “Q”, 


A 3d STAMP WILL BRING 

COMPLETE DATA ON THESE 

OUTSTANDING COILS AND 
OTHER PRODUCTS. 


SPEAKERS 


* 


Btereo 20 


Amplifier 
Two WHARFEDALE W3 


—- HI-FI MAIL ORDER SPECIALISTS 
FREE Carriage, Packing & Insurance (U.K.) 


WORLD WIDE EXPORTERS 


OVERSEAS ORDERS SENT FREE OF PURCHASE TAX * 
AND SHIPPED PROMPTLY AT MINIMUM COST 
ined Export yo NEW YORK/MONTREAL VANCOUVER 


LONDON, N.22 


* TUNERS * MOTORS PICK-UPS 


£58 8 0 $164.00 £60 13 6 $170.50 
£8918 G $253.00 £91 9 6 $257.20 


Callers 


Welcomes Tel BOWes Park 0077/8. 


EXCEP- 


POWER 


IGUES (/ 


COIL DEPT., RADIO WORKS, BRIDGE ROAD, 


TEL. 1100 | 


 TRANSISTORISED 
AMPLIFIERS 


PORTABLE, MOBILE, MAINS 


FOR ALL RADIO, AMPLIFIER & 
SOUND INSTALLATIONS 
ENQUIRIES :— 


STANSTED, ESSEX. 


STANSTED 3132 


ЗЕРТЕМЕЕЗ, 1950 WIRELESS WORLD 149 


| V.H.F. COMMUNICATION | | R.F. UNITS 
RECEIVER 1392 Шм Switched 


15 VALVE SUPERHET 7 cree PA 


Variabl ing, 29/6 
Frequency Range 95-150 Mc/s. (2 to 3 metres) E dr e № 


Gives reception of Police, Aircraft and Amateur transmissions, P. & P. 3/6 on each. 


Valve line up: Ist and 2nd К.Р. Amp.  VR.136 (EF.54), Ist Local Oscil- ONLY T.C.S. TRANSMITTER. Designed for mains 
lator; VR.65 (SP.61), 2 Oscillator Multipliers; VR.136 (EF.54); 3 І.Р. or mobile use covering 1.5-12 Mc/s. (160-80- 
Amp.; VR.53 (EF.39); A.G.C. 607; Output 6J5; Muting VR.92 (EA.50); £6 5 о 40 metre bands) consisting of а VFO, Buffer, 
Noise Limiter VR.92 (EA.50); B.F.O. 6J7; Mixer VR.136 (EF.54); „эў, Doubler, РА with an internal push-pull modula- 
De Mod. 6Q7. Slow motion tuning, normally crystal controlled, 9 сог, Provision for VFO ог crystal control. 
or tunable over 95-150 Mc/s. Power supply required: 240-250 volts CARRIAGE 15/- Output 40 watts phone, 100 watts C.W, Com- 
at 80 mA., 6.3 volts at 4 amps. Size 19іп. x lOin. x lOin, Standard plete with aerial and plate current meters. Less 
Rack mounting. loading coil. ONLY £7, carr. 15/-. 


COMMUNICATION RECEIVER R.206 


Frequency range 550 kc/s.-30 Mc/s. on 6 frequency TWO TRANSISTOR POCKET RADIO 


ranges. Panel Controls: two speed, backlash б GNO 

free, tuning control. Frequency range selector, — >: with Miniature Speaker 

Very fine osc. vernier tuning control. Aerial “е 

trimmer, L.F, Gain. Н.Р. Gain, |Р. Band- : HERE IT 5... The very best 

width switch; 0.7, 2.5 ог 8 kc/s. A.V.C. switch. 2 2. А ki + 

B.F.O. control, 900 cjs. filter switch. Transient j -transistor kit you have evér 

interference limiter. Aerial, earth, muting, p! ^ seen ata price so low that 

phones and line inputs, Designed for use with / | Mrs 

an external A.C. or D.C. power supply. Receiver | it will amaze youl 

dimensions 25 x 13 x I3iin. Supplied complete E И 

о Adae perier Gui val а speaker. ANYONE CAN BUILD IT! This powerful pocket radio 
riginal cost over б егу limited quantity n ; А 

offered at only €22/10/-, carr. 50/-. | | gives reception over the entire broadcast band. Complete 

D.M.34 DYNAMOTOR. America's finest little [with all parts including two transistors, exclusive ferrite rod, 


d tor offering 12 v. in with 220 v. out at |. : à нее ONLY 
опаа Е нА тасм OUR miniature speaker, tuning condenser, plastic case, wiring Р. &Р. 2/6. 27/6 


ing Базе. Size 44 x 23 x 22in. Original packing. i nwa А 7 R П A" se 3" Batteries 1/- extra. 
ONLY зз P. & P. 3/6. diagram and step-by-step instructions. Size 44" х l4” х 3". 
AMERICAN LIGHTWEIGHT HEAD SET 


COSSOR OSCILLOSCOPE They're High and Low Impedancel 


Th H.S.30 ph 
у= А truly magnificent first-grade L.F. oscillo- M > DE Ag 


? f : llest used Ьу 
= scope incorporating а hard valve time base, ma 5 
speeds |-5-40 milliseconds, easily extended] U-S: Air Force. 2500 imp. 
for a few shillings to 3 c.p.s. to 30 kc/s. speeds] Using soft rubber minia- 
Has high-class amplifier with fine and coarse| ture ear moulds for maxi- 
gain controls. Brightness and focus controls, | mum music and voice 
X & Y shifts, 115 v. and 230 v. mains power| reproduction of the finest 
pack fully fuse protected. Employs 2łin. uality. Supplied.free is а 
tube ACR 10. Size I9in. x Zin. x 12т. Only} 9 "a А 
20 in stock so first come first served. Сеп-| "21 translormer unit 
uinely cost £59 each. with cord and plug which 
steps impedance up to 4,0000. ONLY 15|- 


OUR PRICE £12.10.0 carr. i5. | ^*^» 


Complete HEADPHONE AND MICRO- 


PHONE ASSEMBLY. А must for every ALL BAND RECEIVER R.107 


Constructor and ‘*Ham,"’ consists of moving 

coil, padded headphones and ''press to talk '' AMATEUR—SHIPPING—BROAD CAST 

microphone. 10/-. P. & Р. 3/6. This magnificent 9-valve 3-wave band receiver 

HOOVER ROTARY TRANSFORMERS. | gives world-wide reception over |,2-I7 Me/s. 

12 v. input, 500 v. output at 65 mA. or 6 v. input, | (18-250 metres). The sensitivity is | microvolt 

250 output at 75 mA. ONLY 10/6 each. | on- C. W., and 2-6 microvolts оп В.Т. Panel 

P. & P. 2/-. controls include Bandwidth switch (“' Wide '' or 

PORTABLE TRANS/RECEIVER Мо. 18. | *'Narrow"), choice of AVC and BFO, Audio 

A self-contained Trans/Receiver for Telephone | Filter, R.F. Gain, Aerial Trimmer. Has built-in - 

and C.W. Range approx. 10 miles. Frequency | Output stage with internal speaker. Head- Supplied vu 

6-9 беу (50-33.3 metres). Valve line-up: | phones sockets. Incorporates internal А.С. mains plele and ready for 

3 АВР-12; | AR-8; | ATP4. Complete with | power unit (100-250 у. A.C.) and 12 volts D.C, immediate use. 

aerial. Н.Т. and L.T. meter and ail accessories. Vibrator pack. Size 24 х 13 x 17іп. These sets £13 10 0 Carr. 20/- (England and 
Кеш Size В x 10x 17т. ONLY 80/-. | are extensively tested prior to despatch. * EMM Wales), rest of U.K. extra. 
arr. =. -= 


WIRELESS SET No. 19 MK. II VARIABLE TRANSFORMERS 


input voltage 230 v. 


continuously variable 
wran ^ ^ SET / Carr.| output from 0-260 v. 
= 1 di ONLY "Um 0j. These variable  trans- 
This most famous Army formers are of advanced ` 
Trans/Receiver covers 2-8 mechanical design offer- } 
Mc/s. (150-37 metres) in two} '^£ long life, moderate 
bands and 230-240 Mc/s.| temperature rise, high 
V.H.F. Has an intercom.]| efficiency and linear out- 
amplifier. Designed for 12| put voltage. Direct- 
and 24 volt operation. Uses| reading dial with large 
= = a 6 valve superhet receiver.) White numerals for ac- 
1.Е. being 465 Kc/s., and a 6 valve transmitter designed for voice and C.W. operation. Incor-| curate output voltage 
porates test and tuning meter for voltages, aerial loading and cvrrent tests, Panel Controls: selection. Supplied-complete. 
Frequency tuning, Р.А. tuning, Gain control, MCW, CW. R/T switch, Het-tone, netting, off-on,] MODEL B.5. Current rating 5 amps., #9. 
Quench, aerial-AVC-LT-HT-Drive tests. Supplied complete with 15 valves and instruction book. 
Complete station (as illus.), comprising: 19 set, Supply Unit, Controi box, Head-| MODEL B.10. Current rating 10 amps., £18/5/-. 
phones, Microphone, Morse Key, Yariometer, Short Wave and V.H.F. Aerials and 
bases and full set of leads. All for only £9. Carr. 25/- MODEL B.20. Current rating 20 amps., #32/10]-. 


ALL FULLY GUARANTEED 


Callers: 87 TOTTENHAM COURT ROAD, LONDON, М.І. 
С H . . 
elda adio Mail Orders: (DEPT. W.) 32a COPTIC ST., LONDON, \\.С.1. MUS. 9606 
7224 WOT! You don’t own a Relda catalogue? It’s terrific and fully illus. Only 1/3. 


WIRELESS WORLD 


PERIPHONIC 


the no-distortion 
push-pull loudspeaker 


STYLED FOR 
THE SIXTIES 


in the new slender cabinet 


BCS 1874 
Maximum response 
Minimum floor space 
New slender cabinet 
Two-tone walnut finish 
Treble adjustable 
Stereo or monaural 
2 metai cone speakers In push pull 
1 ог 2 presence unlts 

for 12 or 25 watt ampllflers 
Full details and prices 
from Sound Equipment Section 


HIGH QUALITY 
SOUND EQUIPMENT 


Metal Cone Loudspeakers - 

Presence Units - Stereophonic Systems 
Periphonic Loudspeaker Systems 
Pre-amplifiers - Amplifiers 


G.E.C. RADIO GROUP, THE GENERAL ELECTRIC CO. LTD. 
MAGNET HOUSE, KINGSWAY, LONDON, WC2 


SEPTEMBER, 1960 


EX-STOCK 


RESISTANCE WIRES 


EUREKA-CONSTANTAN 
Most Gauges Available 


NICKEL-CHROME 


COPPER WIRE 


ENAMELLED, TINNED, LITZ, 
COTTON AND SILK COVERED 
SMALL ORDERS PROMPTLY DESPATCHED 
B.A. SCREWS, NUTS, WASHERS, 
soldering tags, eyelets and rivets, 
EBONITE and BAKELITE PANELS 


TUFNOL ROD, PAXOLIN TYPE COIL 
FORMERS AND TUBES, ALL DIAMETERS 


SEND STAMP FOR LIST. TRADE SUPPLIED 


POST RADIO SUPPLIES 
33 Bourne Gardens, London, E.4 


Phone: CLIssold 4688 


MANGANIN 


BENSON'S BETTER BARGAINS 


TRANSFORMERS, potted, " C " core; Input 230 v. Outputs:— 6.8 v. 
0.3 A. (1 A. actual), twice, 8/6; Outputs:—510-0-510 v. 275 mA. 
375-0-375 v. 83 mA., б v. 3 A., 6.3 v. 7 times (17 A.), 45/-, Shrouded 
| input 110/230 v. Outputs 6.3 v. 2 A., twice, 10/6. Switch fuse splitter, 
DP, 15 А. 15/-. Panel fuseholders, 1/3; Panel Lampholders (indicators), 
1/6. MONITOR 56, triggered oscilloscope, comprising Indicator 2 
and Power Unit 675. Valves VCR138a, 3/EF50, 2/ECC33, 5/ЕЕБ5, 
EF37A, 6V6, 3/EA50 and 2/5U4G, VU120A. Two units each 12 x 9 x 18in. 
black finish. 230 v. A.C. input with 18-way cable, mains cable and 
circuit. Cathode probeainit extra, 17/6, £8/10/- (Rail 15/-) INDICATORS 
Type 101 with VCR530 and 2/EB91, 2/EF91, 2/R10, new cond., 30/- 
(post 7/-). Type 1 with VCRX203, 2/EF52, 5/676, 1/6V6, 1/EY51, 
2/EB91, 3/EF91, RF ЕНТ Generator and 28 Ke/s, xtal, 45/-. (Rail 7/6). 


HEADPHONES. CLR, 7/6. CR100 Noise Limiter assemblies, with 


type, new, 10/6. 
22/6. 12 v. to 250 v. 60 
(post E^ 12 у. to 230 v. 55 mA., 11/6; 6 v. to 250 v. 60 mA, 
11/6. TARY CONVERTERS. Input 24 v. D.C. Output 50 v., 4 a., 
50 c/s., 40/- (Rail 7/6). CATHODE RAY TUBES. New: УСК 139A or 
VCR138, each 20/-; CHOKES, LF 10H 200 mA., 8/6; 100H 60 mA., 8/6; 
9H 100 mA., 5/6; Potted 10H 100 mA., 7/6; “ С," 5H 400 mA., 10/6; 
10H 250 mA., 12/6; 10H 50 mA, 6/=. R.F.27, good cond., 18/- (p.p. ae) 
METAL RECTIFIERS, 240 v. 100 mA., 4/-; 240 v. 30 mA., 3/6; 600 v. 
30 mA., 5/6; 240 v. 80 mA., 5/6; 1,000 v. 30 mA., 7/6; 350 v. 2 a., 30/-. 
CONTROLS Camera Type 35; a timing device, new, 10/6 (post 8/6). 
COMMAND Receivers, medium-wave (520-1,500 kc/s.), 6 valves, new, 
97/6; used 82/6. Conversion data for above to CAR RADIO, 12 v., 
with circuit, 1/6. 


SPECIAL OFFERS 
TELE “Р”! intercom. sets, good condition; pair 65/-, del’d Gt. В. 
VALVES, brand new, cartoned: QQV-60/40 £3; 815 60/-; 6BM6 £3; 
QS75/60, CV242, CV248, each 7/6; 6SK7GT 5/-; SP41, 114, 
CV326 each 1/- 


LIST AND ENQUIRIES S.A.E. please. Terms, C.W.O. Postage 
extra. Immediate despatch. 


Caliers & Post: W. A. BENSON (WW), 136 Rathbone Road, win 15. 
EF 


Callers: 6853 
SUPERADIO (Whitechapel) Ltd., 161 Whitechapel,Liverpool,2. ROY 1130 


SEPTEMBER, 1960 


AVOMETER MODEL D 


£8.19.6 (P. & P. 3/6) 
D.O. Volts А.С. Volts D.C. Current A.C. Current 


105 mV. 7.5 V. 15 m/A. 15 m/A. 

300 mV, 15 v. 30 m/A. 150 m/A, 

1.5 V. To V. 150 m/A, 750 Ш/А. 
ЗУ. 150 V. 300 m/A. 1.5 Amps. 

16 V. 800 V. 1.6 Amps. 7.5 Amps. 

30 V. 600 V. 3 Amps. 15 Amps. 
150 V. 750 V. 15 Amps. 

300 V. 1.5 KV. 30 Amps. Resistance 
750 V. 0-1000 ohms 
1.5 КУ. 0-10 К ohms 


Thoroughly overhauled, Complete with batteries and | 


instructions, An extremely robust meter ut 5 
very reasonable price. 


SELENIUM BRIDGE RECTIFIERS. 
Funnel cooled. A.C. input 45 v. RMS. 
О.С. output 30 у. 10 amps. BRAND 
NEW. Boxed. 45/-. Post 3/6. 


MARCONI! IMPEDANCE BRIDGE. 
Туре TF373. Measures, L, C & R at 
1,000 Cycles. Accuracy 1%. 0-100Н; 
0-100uF; 0-1МО each іп 5 ranges. Power f 
Factor and ''Q."' First-class condition, 
£35, carr. paid. 


6-VOLT VIBRATOR PACKS. HRO 
type, 180 v. D.C., 65 m/amps. BRAND 
NEW. 29/6, post 3/6. Type PU2, 200 v. 
D.C. 100 m/amps., with OZ4 rectifier. 
BRAND NEW, 25/-. Post FREE. 


ADMIRALTY HT TRANSFORMERS 
Pri. 230|v. 50 c/s. Secs. 620-550-375-0- 
375-550-620. v. (620 and 550 v. 200 
m/amps., 375 v. 250 m/amps.), plus 
two 5 v. 3 amp. rectifier windings. 
Total rating 278 VA. Upright mtg. 
Wt. 25 Ib. Made 1953. BRAND NEW. 
Original boxes. 45/-. Carr. 5/-, 


INSTRUMENT TRANSFORMERS. 
230 v. A.C. input. Outputs 0-65-130-195 v. 
85 m/amps., 6.3 v. 5 amps., 6.3 v. 0.3 amps. 
Shrouded. Size 3$ x 31 x31in. high. 15/-. 
Post FREE. 


AR88D MAINS TRANSFORMERS. 
Input 110-240 v. Output 345-0-345 v. 
125 m/amps., 6.4 v., 4.5 amps., 5 v. 2amps. 
4$ x 44 x Stin. high. Wt. 1216. Potted. 
Tag ends. RCA BRAND NEW. Boxed. 
29/6, post 3/6. 


“C” CORE TRANSFORMERS. 
Pri. 230 v. 50 c.p.s, 510-0-510 at 275 mA. 
375-0-375 at 83 mA. 6.3 v. at 9 A. 6.3 v. at 
2A. (twice), 6.3 v. at IA. (twice), 6.3 v. 
at 1.5A. 6.3 у, at 0.5A, 5 v. at ЗА. 62 x 
6 x 7jin. high. Weight 25 Ib. Re- 
moved from equipment but in perfect 
condition, 52/6. Carr. 5/6. 


SANGAMO 
WESTON 
VOLTMETERS 
$61. Dual range 
0-5 and 0-100 v. 
D.C. FSD | m/A. 
3in. scale. Recent 
manufacture, Ideal 
for schools. Com- 
plete in super qual- 
ity canvas carrying 
case, with test 
prods and leads. 
BRAND NEW. Boxed. 27/6. Post 2/6. 


WIRELESS WORLD 


V.H.F. RECEIVER 


(R1392D) 
Covers 95-156 Mc/s. Those we offer are in very good 
condition, complete with all 15 valves, ImA tuning meter 
and AIR TESTED. Circuit diagram is included. Power 
supply required 240/250 volts at 80 mA. and 6.3v. at 4A. 
(Type 234А was used.) 79/6. Carr. 10/6. 


SEARCH RECEIVER 


R.F. Heads, TN 16 (38-95 Mc/s.), TN 17 (74-320 Mc/s.) and 
TN 18 (300-1000 Mc/s.). Self-contained power supply for 
115%. 50-2,600 c.p.s. ¿Thoroughly reconditioned as new. In 
solutely 100 per cent mechanical and operational order. 

00. 


RECEIVER R206 


A highly efficient communications receiver covering 550 
Ke/s. to 30 Mc/s. in 6 ranges. Though rather bulky (cf R107) 
the design incorporates many unusual features such as 
Turret Tuning, Crystal filters, Vernier oscillator tuning etc. 
Less external power supply, with circuit diagram, com- 
pletely realigned and air tested. 


MARCONI CRI00 
Completely overhauled. In perfect working order. LOOK 
LIKE NEW. #21. 

Later model withfNoise Limiter, £25. 

Carr. Eng. and Wales 30/-. Send S.A.E. for full details. 


RECEIVERS R-1155B 


A first-class !0-valve Communications receiver, covering 
75 Кс/ѕ. to 18 Mc/s. (16.2-4,000 m.) in 5 bands. The large 
scale and superior dual ratio slow-motion drive make tuning 
easy and the R.F. stage and 2 I.F. stages ensure world-wide 
reception. All the receivers we sell have been thoroughly 
overhauled, completely realigned and are in first-class 
working order. ONLY £9/19/6. 

A.C. MAINS POWER PACK OUTPUT STAGE. 
in handsome black crackled steel cabinet to match the R-1155. 
Fitted with RCA Bin. speaker. Just PLUG IN and switch on! 
Only the finest quality components are used and we guaran- 
tee OUR power packs for 6 months. ONLY £6/10/-. Deduct 
10/- when purchasing receiver and power unit together. 
Send.S.A.E. for further details or 1/3 for 10-page illustrated 
booklet giving technical data and circuits etc. (FREE with each 
receiver.) Add 10/6 carriage for receiver, 5/— for power unit. 


RCA AR-88 SPEAKERS 
A high quality 3 ohm unlt fitted into heavy gauge black 
crackled steel cabinet, size 10} x 114 х 6in. Fitted with rub- 
ber feet and 6ft. lead. Ideal for extension speaker. CR 100, 
etc. In original cartons. BRAND NEW. 45/-. Post 3/6. 


MINIATURE 373 IF STRIPS. For FM tuner described in 
“ Practical Wireless." Complete with 3 of EF91, 2 of EF92 
and | of EB91. A fresh release enables us to offer these once 
again. BRAND NEW. Complete reprint of conversion 
instructions and circuit supplied free. 35/-. OR less valves, 
12/6. Post, either, 2/6. 


LOUD-HAILER EQUIPMENT 


IDEAL FOR CROWD CONTROL, FACTORIES, FETES, ETC. CON- 
SISTS OF 4 SPEAKER UNITS AND CONTROL UNIT. COMPLETE 
WITH MICROPHONE, HEADPHONES AND SPARES. OPERATES 
FROM 12 VOLTS D.C. (OR 6 VOLTS D.C. WITH SLIGHTLY REDUCED 
OUTPUT), CONSUMING ONLY 3 AMPS. OUTPUT POWER 8 WATTS. 
ALL TESTED AND WORKING, BUT SLIGHTLY SOILED. A GENUINE 
BARGAIN. £4/19/6. CARRIAGE 25/6. 


Т.С.С. VISCONOL CONDENSERS. 8 mfd. 800 v. 
О.С. wkg. at 7! deg. С. CPI52V. Size 3 x 12 x Sin. high. 
BRAND NEW. Boxed. 8/6 each, post paid. 

4 mfd 1,000 v. wkg. CP 130T, 4/6 each, post paid. 


MINIATURE RELAYS (ALL BRAND NEW and BOXED) 


С.Е.С., sealed, wire ends, 670 2M2B H/D M1095 8/6 
G.E.C., sealed, wire ends, 6700, 2 H/D makes, M1099... 15/- 
G.E.C. sealed, wireends, 67004 c[overs, platinum, M1092 19/6 


G.E.C., sealed, wire ends, 5,0000), 2 c/overs, platinum, 
M1052 


GIANT COMPONENT PARCEL 


Contains 100 } and 1 watt resistors, 50 Hi Stab resistors, wire wound 


resistors, carbon and W/W pots, 100 capacitors (mica, paper, Sprague, 
bias, variable, etc.), valveholders, tag strips, metal rectifiers, sleeving, 
etc. All components are unused. GUARANTEED VALUE. 25/- plus 
2/6 post. 


CHARLES BRITAIN (Radio) LTD. 


II UPPER SAINT MARTIN’S LANE 
LONDON, W.C.2 TEMple Bar 0545 


Near Leicester Sq. Station. (Opposite Thorn House) 
Shop Hours: 9-6 p.m. (9-1 p.m. Thursday). Open all day Saturday 


Туре AN/APR4. Covers 38 to 1000 Mc/s. with 3 Plug-in 
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G.E.C. SELECTEST ОШ 


This testmeter has exactly the same ranges 
as the Avo '* D." The scale is even larger. 
Those we offer are in first-class condition, 
completely overhauled and carefully tested 
prior to despatch. Complete with battery, 
test leads and instructions. 
& P. 3/6. 


£7]10j-. P. 


ELECTROSTATIC METER. Dia. 6jin. 
reads 5-18.5 Kv. Manufactured 1953. 
Contained In wooden case 10 x 10 x 9in. 
high. £9/19/6. Post paid. 


SANGAMO WESTON ANALYSER 
E772. A useful multi-range meter. 
Thoroughly overhauled and in perfect 
working order. For full details see previous 
adverts. #7/10/-. Carr. 4/6. 


MARCONI! TF987/ NOISE GENE- 
RATORS. Range 100 Kc/s. «o 200 Mc/s. 
Determines noise factor of AM and FM 
receivers. Fully stabilised H.T. supply 
A.C. mains operation. Brand new and 
in original boxes. £15. Carr. 7/6. 


RESISTORS 

Morgan “Т” (4 watt) and “R " (1 watt). 
Latest types, all BRAND NEW. 100 
assorted, 7/6. Post 1/-. 

HEAVY DUTY SLIDER RESISTORS. 
1.250 20 A., 12/6, post 3/6. 10 12 A., 8/6. 
ZENITH ADJUSTABLE 252 4 A., 8/6. 
Post 2/6. 

PRECISION RESISTORS. | Megohm. 
195 | watt wire wound, Ex-U.S.A. BRAND 
NEW. 10/6 per dozen. 


D.C./A.C. CONVERTERS. Input 12 v. 
D.C. Output 230 v. 50 c/s. А.С. at 
135 watts. fitted with 0-300 v. A.C. 
24in. meter and slider resistor for voltage 
adjustment. |n stout wooden carrying 
case with lid. Perfect working order. 
£9/19/6. Carr. 10/6. 

24 v. Input 230 v. А.С. 50 c/s. 
output. In grey metal case. 
NEW. 92/6. Carr. 7/6. 


RADIATION METERS. Portable dose- 
rate meter, containing modern type 
rectangular 50 micro-amp meter, CVX494 
2lectrometer valve, etc. BRAND NEW. 


100 watts 
BRAND 


In canvas carrying case, €3/19/6. Post 2/6. 
For details of other equipment, see our previous 
adverts. 


MICROAMMETERS 
R.C.A. 0-500 microamps, iin. circular 
flush panel mounting. Dials are engraved 
0-15, 0-600 volts. As used in the American 
version of the No. 19 set. BRAND 
NEW. Boxed. 15/-. 

American 0-100 microamps, 24in. square 
flush panel mounting. BRAND NEW. 
Boxed. 42/6. 


FERRANTI 
VOLTMETERS 
N5. 
0-300 volts, 25- 
100 c/s. Moving 
iron, 6in. scale. 
Fl. mtg. Her- 
metically sealed, 
grade IN. Made 
1955. BRAND 
NEW. Boxed. 
79/6. Post 3/6. 


152 WiRELESS WORLD 


*" CATHODRAY ” VISCONAL TYPES. 1 mfd., 7 kV., wky., 7/6 -ach. 
0.: „4 kV. why. 6/- each. v.05uF., 8 КУ. wkg.. 7/6 each. O.IuF., 5 КУ. wk. 

6/6 vach. 0.05uF.. 5 kV. wkg.. 6/6 each. 0.L.F.. 6 kV. wkg.. 7/6 each, 0.5uF.. 
2.5kV. wkg., 6/6 each. 0.25uF., 2.5 kV. wkg., 6/- each, 0.0025uF., 6 КУ. wkg. 
B/-each. 0.00254F., 5 kV, wkg. 4/6 each. 0.0004 F.. 5 kV. way. 5/- each. 0.00251. 
3 kV. wky., 4/- each. 0.025uF., 2.5 kV. wkg.. 4/6 cacb. 0.0025џЕ., 2.5 kV. wkg. 
åJ- each. 0.005,,F., 2.5 kV. wkg., 4/- each. 0.0255;F.. 3 КУ. wkg. 4/6 cach. AU 
the above are tubular and mounting. 

BLOCK PAPER TYPES. 0.002 mfd., 15,000 У.Р.К., 100 amps. discharge at 500 
times per second size 16} x 9 x 3iin., ceramic msul., 25/6 each, 3/- post. 0.05 mfd. 
16 kV. wkg. at 71 deg. C., ceramic insul., size 14 х I2] x Sin. 30/- each. 5/- post. 
10 mfd., 1.500 v. “КЕ. 15/- each. 3/8 post. {8 mfd. 1,200 v. wky. 11/6 each. 
^ mfd. 500 v. wkg., 5/- each. 6 mtd. 500 v. wkg., 5/6 each. 4 mfd., 500 and 750 v. 
wkg, 4/Geach 4. КУ. 5/5 each. 4 ш. 2 kV, wky., 6/6 each. 


POWER UNITS 


100-250 voit A.U, mput, 24 v. at 
3 amps. ог 13 v., twice at 3 amps. 
each winding. Continuous tropical 
rating switched and (used, etc, in 
meta! сазе that ‘fits 19in, rack 
size 19 x 7 x 7in Brand new 
£3/15/-. carr. 7/6 (with circuit). 


SMOOTHING UNIT 


for the above power supply 
2 chokes and 0-1 mA, meter 
(grade 1) metal case, same as 
the р... £2, carr. 7/6. 


RANGE CONVERTOR 


(part of R20 6 Кес.), 115-600 ко/в, on three bands 
large dia with a Mulrhead slow motion drive. 
Valves EP39 ARTH2, the set can be used with 
В107, R203, and many other types of receivers 
32/8 exch. Carr. 7/6. 


GRAHAM GEARED MOTORS 


115 volts А.С, МЫ H.P., vanable 
speed box 0-166. size of unit 14} 
x 9} x 8ш. 28/10-. Carr. 10/-. 
Trausformers to operate thi unit 
35/- each. 


„WIRELESS SET NO. 19, МК. 2. Two trans./Recs. in one case. " А " set, 2-8 Мс/з 

R/T and CW, " B" set 240 Mc/s. R/T only. 15 vaives 500 microainps meter, 
Variometer, Control box 3B, ail leads, key and plug assembly. No. 1 headset 

Microphone and headphones M/C., and 12-volt rotary power unit. АШ mounted 

on the rack, the complete station, £8/10/-. Carr. £t. 

RF DRIVER UNIT, Freq. 100-156 Mc/s., valves 2, 4304CB/c; 2, CV1079; 1 CV1052: 

0-100 mA., meter 3}in. scale, 3 slow motion drives and С.О, section, fits any 19In. 

hes Brand new in maker's cases, No charge for case or packing. Price.£3 each. 
oat, 10/-. 

MOVING [RON METERS, 0-100 amps., бїт, scale, at £2: 90-180 v., din, scale at 

35/-, 3/- post, 

VENTILATING UNIT, Motor 115 v. 1/20th H.P., А.С. £3 each’ 

AMERICAN L.T. TRANSFORMERS, Potted type, finished in black craekle and very 

conservatively rated, (1) 230 v., input 2 x 6.3 volte OT., at 3 amps. and 6.3 volta 

at 3 amps, output, 18/3 each. (9) 230 volt Input, 2x6.3 volts at 3 amps, and 

6.3 volts CT., at 3 amps. output, 17/6 each. (3) 230 volts Input, 28 volts at 2 amps 

and 2 volts at 1 amp., 12/6 each. (4) 230 volts Input, 3x 6.3 volts at 3 атра, СТ. 

1, 6.3 volts 3 amp., 22/6 eacb. (All these transformers are new und boxed. please 

Include postage 3/6 each). 

MODULATION TRANSFORMERS as used in the ВС 640, 40 watts. modulate two 

811's, 39/6 each. brand new, boxed, 3/ post. 

AMERICAN COMPUTERS АМ-П-?0А. Single parallax, Contains 8 relays 10 К, 

2 change-over plat. contacts, 8 relays 300 ohms, 2 change-over silver contacta (ali 

relaya are small type), 9 x 6V6 small GT., 3 x 6X6 GT., and 2 68N7, Seven «mall 

D.C. motors 27 v. 6 selsyn motors, 10 «mall micro switches, Plus gears, condensers, 

ball bearings and pots, etc. This unrepeatable bargain, £10 each 

DOUBLE PARALLAX AN-II-70-9. Bimllar to the above but larger etc. weight 

140103. Brand new £12/10/- each. Carr. £1, А 

DESK TELEPHONES (standard type No. 1) complete with the handset and cord 

ready to connect to line £3/15/- each, post 3/6, or £5 a patr, 

DIPOLE AERIALS vertical H, span 72 inches easy Rxing brackets and 251. co-ax 

cable, 37/6 each, carr. 5/- each (new). 

120 VOLT BATTERIES (Milnes Н.Т. units) Cap ^ amps. made up from Nioket Iron 

Cells Unused, 50/- each, carr. 5/- each. 

G.P.0. GENERATORS, as used for ringing 80 to 100 volts output Max., 7/6 each 

1/6 post. New. 


VARIABLE RESISTORS, 3 ohms 10 amps 18/6 each, 3/- post. 


25FT. AERIAL MASTS. Heavy galvanised stee: tubes, four sectlons. tapered 2} 
to 1 inch. No guy ropes needed, £12/10/- each. Wt. 2 cwt. 


RECEIVERS, Туре 71 (part of the 1145 TR) 100-130 mc/s. Manual and Хіба, con: 
trolled, 3xV R91, 3xV R33 and IxEL32. 25 - each, post 3/6. 


TRANSFORMERS (drop thro' type), 110 and 230 volts pri., 273-0-275 at 125 mis. 
6.35 v. at 0.9 amp., 6.4 v. at t amps. Size 4 x 4 x itin.. 22/6 each, 3/- post. 


ROTARY CONVERTOBS, 24 volts D.C., input Ц amps., 230 volta A.C., output at 
80/100 watts, D.C.. regulated, voltineter 0-300, starter and controls, also fuses on 
the front of the panel. Finished In grey. size 24 x 15 х 1010. 817/10/- each. 


TRANSMITTERS, Туре CWS 52214. Model YO.L 115 v. A.C.. 25 watts, Carrier 
246 Mc/s, Beacon transmitter, £18/10/- each. (For export only.) 


LIST AVAILABLE SEND 6d IN ВТАМР8 
PLEASE: INCLUDE POSTAGE ON GOODS 
TERMS C.W.O. All goods offered are ex- W.D. S.A.E. for enquiries 


W. MILLS 


3B TRULOCK ROAD, TOTTENHAM, М.17 
Phone: Tottenham 9213 & 9330 


SEPTEMBER, 1960 


EARN what you're 
really worth ! 


You've got ability—everyone has. But are 
you making the most use of it—to earn what you're really worth? 


If not, let ICS training develop your ability and help you to a batter 
job, with more security! 


Take the right course пом... 

Advert:sing Farming Betrigeration, Motor Mech: 

General Advtsg, Copywritg. Arable & Livestook. Running &  Mainteua..c. 

Вејн & Department Store. Pig & Poultry Keeping. (many Other subjects). 

m Smailhoiding. Photography 

ОН & Water Colour, Genera: Education Practical Photography. 

Commercial [llustrating. GALE. Subjectsat Ordinary P.D.A. Examination. 

d or Advanced Level. Police 

Juilding Good English. Entrance Examination, 

Architecture, Clerk of Wks. Foreign Languages. x А 

Bulid'g Соцвіг., Bricklaying. Radio, T.V. & Eleetrical 
Radio Servicing & Eng. 


i Hortioulture 
а ET 3 
тузше ы; Сопур!4е Gardening. T.V. Servicing & Eng. 


Divil Engineering Flower & Veg. Growing. Radio Constr, (with kita), 
Highway Eng. Struct’! Eng. Maas sement Elecirioians's Basico Elec- 
Oonorete Engineering. Business Mauagement. trioal Work. 

* Otfice Management. Selling 
а Personnel gement, Commeroiai Travelleis'. 


Оос Training, Costing. Work Study, Foremanship. и 
Secretaryship, Storekeeping. Meéohan.cai & Llotor Eng. etai п. 
Shorthand & Typewriting. Engineering Mathematics. Writing tor Proft 
А Diesel Engines & Locos Short Story Writing. 

DOT А E ; W'kshop Practice, Welding. Free-Lance Journalism. 
Architectural, cohanical, E 
Drawing Office Practice. INTENSIVE COACHING for all фар 
наи examinations, including С.1.5., C.A., 
industrial Electronics. LC.W.A., B.I.M., A.M.I.Mech.E., Brit.l.R.E., 
Jomputers & Maintenance, 1.@.5., City & Guilds o; London Institute. 


INTERNATIONAL CORRESPONDENCE SCHOOLS, Шер. 2220), 
Intertext House, Parkgate Rd.. London, 8.W.11. 


Please: ей FREE” DOOK OR... еее еее 
INImen о ras sts any E 


Moro cu. rome 


Address 


Occupation Sear 


a MUST for every 
radio designer & experimenter! 


mM 


———— 0 
FOME RADIO. 
of ЧА 


128 pages plus a page ' 
of Useful Formule 


Over 400 illustrations. 


Over 4,000 components 


clearly listed and priced. 


НЕВЕ в the most comprehensive component 
catalogue ever produced for the radio designer 
experimenter, and electronic engineer. 

It's informative, interesting. inspiring! It lists 
everything you need—from Aerials to Amfliflers. 
Clips to Cabinets, Plugs to Pick-ups. Springs 

to Speakers . . the LOT. . 

Send for your copy NOW. 


LATA 


POST | Please send: 1960 Catalogue. t enclose 2/9 for cost & post. 


] COUPON | NAME... 
TO-DAY | 


| 
| 


ADDRESS eres as SE SEES à 
Please write 
CATALOGUE 


on top left И y 
| corner of HOME MiTcham | 
envelope. | Dept. УУ, 187 London Road, Mitcham, Surrey. 3282 | 
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Internal External ITY Converters with 
power pack 
PCF80. PCC84. No alterations to set, Very com- 
pact. Trimming controls, 
Listed at £7/7/+. Our price 39/-. Carriage 2/6. 


4 Transistor Amplifiers 
ONE WATT—From a single 6 v, all-dry battery, 
Latest GET15 Power Transistors, in PUSH-PULL 
Two-Transistor High Gain pre- £3 19 0 
amplifier stages. Output 3 ohms. 

1 Watt Transistor Stage 
To the purchaser of each manufacturer matched 
pair of GET16 Power 1 watt Power Transistors 
(listed 50/-) we give the correct Push-Pull INPUT 
AND OUTPUT TRANSFORMERS of High Grade 
construction and a complete 4 Transistor Amplifier 
Circuit. Will transform your existing receiver or 
amplifier into a truly “ Mains Volume’ 45 
outfit for a total price of ONLY m 

VALVES ALL GUARANTEED 3 MONTHS. 


PL81 0202р. QD 4/6 
ЕҮ51 °5087 4/6 U25 ERT 8/6 
INSTRUMENTS C.R.T's. — теа packing: iti 4/- 


VCR517 (6in.) . CV1087 (14L) . 12/6 СУ1596 (019—4in.) ... 
CV601 (5BP1—6: CV1112 (V1026) 19/6 CV1789 (6FP14—5: 


CV718 (5FP7—5i CV1131 (4108) 12/6 СУ1869 (12TO1A—12in 
* Cossor D.B. Scopes * CV816 (3DP1—3in. CV1131 (41D8) CV2108 (9M06A—9in. 


Fortunate purchase enables us to offer these excellent instru- £1 9 CV951 (32А) .. ovili .. CV7180 (E4504—6in. 
menta at an unusually low price complete and in good order. CV965 (3in.) СУ1516 (9: CV2249 (VCR X258) . 


4-SPEED RECORD 
Tubos 7 CORRE N TEED |13 CHANNEL TV's |ie ames emn me it 


Carr. & i Р s 
шв GUARANTEED | лв; мора, ramous maxes. Я UE 


SPECIAL OFFERS 


Sagatone Tape Recorders 
Few only reduced from 39 gns., incorporating 
latest СоПаго Studio tape transcriptor, 5 valves, 
" superimpose " speaker, mike, two inputs, 
exvellent portable case, snip. 29 gns. 


UA14 B.S.R. Changers 
Very latest super finish, superseding the 
UA8 and UAI2 amazing value at £1.19.0 


PM SPEAKERS Surplus 3 ohm 

Tested, top makes, ' performance guaranteed. 

uror. UL wi d3J. 
Test Sets Type 74A 


A service scope easily convertible for standard 
use, 900/250 v.a.c., all vaives. E.C.R.30 tube, 
excellent case worth £10. 

ow price 84.10 


STEREO OUTFITS 


Consisting of two 3 valve (I0F3, 10P14, 
UU9) 3-watt mains amplifiers each 
complete with 8in. loudspeaker in neat 
bakelite cases with independent con- 
trols, together with UA8 Stereo 


changer and screened $1 1 E 0! 


leads. Unrepeatable 
AMPLIFIERS ONLY 49/- EACH. 


UA8 STEREO CHANGERS 


B.S.R. Monarch Autochangers fitted 
with quality Stereo Cartridge, 
truly amazing value at £6.1 9 


MOST MULLARD 6 Months 12 Months 12 Months Absolutely eomplete (Pick-up only 19/-.) £3/10/-. Carr. 3/-. 
MAZDA, COSSOR, REVACUUMED  REGUNNED | NEW TYPES | These eeta are unequalled in value due to | RECTIFIERS: Fer | nager 


EMITRON,  EMI- Mw 31/74 huge purchase direct from source. They 
=! - =! ave brid 12 lt 3-4 ami 
SCOPE, BRIMAR, 9] | 01 п. £2- 0 0 £3 10 0 £4-10-0 are untested and are not guaranteed to be SEES 80 E 5I-. "mul 6/6; RM, Ae 


FERRANTI TYPES 10. -10- Mw 36/24 in ki rd Al -. | RM3, 9/-; RM4, 15 RM5 e 
processen IN} |2in. — £2-10-0 £4-10-0| j^ 17 working order. CARR., ETC., 15. | RMS, 9: Буа, 1506: ENS. BI- 


OUR OWN FAC- 4in. Ls ks 1А a Бе А -; 1 -1-16-1 7/9; E 
E amer | 15/17, $100 о ito | 12'— £3.19 | ve bin 


2-8-2 17/-; 14ВА1-2-8-3 90j-. 


NEW 108K49/. 12 [ in. -10- GEO SEN 100 RESISTORS 7/- 
(eau 31839 /- | 2l in £4-10-0 £6-15-0| £6-15-0 14" — £6.19 100 CONDENSERS 10/- 


M € а 
Staar Galaxy Spares CO-AXIAL CABLE A must. A well balanced assortment of 
We hold the most comprehensive range of Í gemi-air spaced. юж loss, 50. yard drums 1 7" = £9. 1 e А ГЕ. oat Ce 


spares In the country, send 6d. stamp for 22/6. carr. 2/-. 6 drums 125/-, carr. б/-. 


Service Sheet and Spares Price List Ж я 
TRANSISTORS: #2. 3/3 Í B.S.R. TAKE DECKS £9/10/- | ALSO 1275 CH. TV's 55/- | ALL DRY PORTABLES 


LE, Я DE and и Egan ERES STUDIO DECES = z g зе кон IN OEE? agin, dot finisb. gs d valves, lightweight, 

"n за. WHI an В Monarch ........., ТЕН y Listed £13/2/6. ruly an unrepeatubli 

an PIS 4/9, 49/- per dozen. COLLARO CONQUEST .. £619 0 C.R.T S ECR35 9/-: 'VCR97 12/6. snip £7/19/-. Manufacturers’ ы ча 

о SPECIAL OFFER FREE TRANSIT INSURANCE. АП vat " 

10 И ,DISCOU NT i EO АИ NEW LOW PRICES or of fully guaranteed ex-Government T Ast 
an} marke a ype t ìn. Satisfacti " 

ja doct). Poet: 1 valve, 64, 2-11, 1/- д GUARANTEED 3 MONTHS НЫТ отет Mes ra c 


m 
024 5/6 | 6AM6 3/6 | 6176 5/6 | 6х2 8/9 | 1208 8/6 | 3525GT 8/6 | DAC32 9 | ECCS4 9/-| ELS4 7-| №108 18/- | 8U2150A4/6 | UCL82 11/3 
1A5GT 5/-| 6495  6/-|6J7GT 7/9 | 6X4 5/6 | 1281 12/6 | 42 7/6 | DAF91 5/3 | ECC35 6/9 | EL91 4/9 | №152 10/6 | T41 716 | UCL83 13/6 
lA7GT 11/9 | 6AT6 — 7/- | 658 8/6 | вхБа 5/6 | 19J5GT 3/6 | 43 7/6 | DAF96 7/9 | ECCR1 5/9 | EM34 8/6 | P41 4/6 | TH30C 12/6 | UF41 8/6 
lCóGT 9/9 | 6AUG 7/9 | вкват 6/6 | 6X5GT 6/- | I2K7GT 5/6 | 6005 9/6 | DF33 9/9 | ECC82 6/6 | EM80 9/3 | P61 213 | U14 8/- | UFA2 6/8 
105 9/6 | 6B7 9/6 | 6K7 5/9 | 7A7 10/6 | 12K8GT11/6 | 50CD6G19/- | DF91 4j- | ECC83 7-| EM81 9/3 | PABC80 018 8/6 | UF80 0/- 
106 9/9 | 6884 3/6 | 6К7а 2/3 | 785 12/6 | 12K8 19/6 | 50L6GT 9/3 | DF96 7/9 | RCC84 8/9 | EMS4 9/9 11/- | 028 6/9 | UF85 9/- 
1H5GT 9/9 | 6ВАб 6/-| 6K7GT 5/- | 7B6 9/6 | 12Q7GT 5/6 | 53KU 10/6 | DH63 6/9 | ЕСС85 8/8 | ЕМ85 10/6 | PCC84 7/6 | 024 15/- | UF86 14/6 
пл 3/6) 6ВЕб — 6/- | 6K8 10/- | 7B7 7/3 | 12867 6/-] 54KU 8/9 | DH78 5/6 | ECF80 9/9 | EN31 16/-| PCC85 9/3 | 025 13/6 | UF89 7/3 


1LD5 3/6 | 6BG6G 12/6 | 6K8G 5/6 | 705 716 | 1287 5/6 | б1ВРТ 11/-| 0877 7/-| ECF82 9/9 | EY51 PCC88 19/- | 026 11/- | 0141 7/6 
1096 4/6 | GBH6 6/- | 6K8GT 10/- | 7C6 7/3 | 128K7 5/8 | 75 8/- | DK32 11/9 | ECH21 14/- | SMALL 8/9 | PCC89 13/9 | U31 718 | UL44 19/6 
1N5GT 9/9 | 6856 8/- | 6K25 716 | 7E7 9/6 | 12SN7QT 8/6 | 77 6/6 | DK91  6/-| ECH35 9/6 | EY86 8/- | PCF80 7/6 | U33 13/- | UL46 9/9 
185 6j- | 6BR7 9/3 | 6L1 12/6 | 7H7 716 | 12Y4 9/8 | 78 7/6 | DK92 8/6 | ECH42 8/6| EZ35 6/-| PCF82 7/6 | 035 8/9 | 0154 7/9 
184 8/6 | 6BW6 7/9 | 616 9/9 | 7K7 8/- | 1487 14/9 | 80 6/6} DK96 7/9 | ECH81 8/3 | EZ40 6/9 | PCL82 8/6 | U37 26/6 | UM80 9/6 
185 bja|6BW7 6/6] 6L6G 7/6 | 797 9/6 | 19AQ5 7/8 | 83 9/6 | DL33 8/9 | ECL80 7/6 | EZ41 713 | PCL83 11/6 | U43 8/9 | 006 12/6 


1T4 4!- | 6BX6 5/3 | 617 9/- | 787 10/6 | 19BGeG15/-| 90AV 4/6! 0135 9/9 | ECL82 10/- | E280 6/3 | PCL84 9/9 | U50 6/- | 007 9/6 
2071 4/6 | 604 3/6 | 6L7G 7/6 | 787 9/6 | 20D} 9/9 | 11726 10/6 | 0182 9/6 | ECL83 14/6 | Е281 7/- | PEN25 4/6 | 052 5/- | UUs 25/- 
3A4 5/6 | 605 5/6 | 6148 —9/-| 777 7/9 | 2022 9/6 | 185BT 16/- | DL91 8/9 | EF22 12/-| GTIC  7/-| PEN45 7/3 | 076 5/6 | UYIN 11/- 
ЗАБ 9/6 | 606 419 | 6119 12/6 | 7Y4 7i-| 2011 18/6 | 723A  29/-| 0192  6/-| EF36  3/2| 9232 8/9 | PEN46 5/3 | 078 5/6 | UY20 11/6 
394 7/3 | 6C9 9/6 | 61123 8/6 | 724 7/6 | 20P1 121/6 | 807A 5/-| 0194  7/-| EF39  4/3| 6734 12/6 | PL33 9/- | 0107 11/- | UY41 6/6 
3Q5GT 8/9 | 6CD6G 18/6 | 614012 7/6 | 8D3 3/6 | 2023 12/6 | 807E 3/9 | 0196 7/9 | EF40 13/6 | HL41DD9/6 | PL36 11/-| 0191 9/6 | UY8S 6/9 
384 6/- | 6CH6 3| 61.020 8/6|10C1 11/-| 2024 17/- |808  15/-| ЕА50  8d.| EF41 8/6 | НУН? 7/6 | PL38 14/6 | U281 9/6 | VR105/30 

3V4 7i- | 6р1 9d, | 6N7 8/6 | 10C2 13/6 | 2025 16/- | 955 3/9 | EABC80 7/6 | EF42 7/6 | KL35 7/9 | PL8i 9/9 | 9282 15/- 1- 
5844 9/6 | 602 3/9 | 6Р1  14/-| 10614 9/-| 25a6G 8/-| 956 2/9 | EAC91 4/9 | EF50-BR2/-| ET32 6/9 | PL82 7/6 | 0301 14/- | VR150/30 

5044 5/-| 603  12/6|6P25 9/- | 1081 8/9 | 25.66 6/9 | 5763  10/-| EAF42 8/6 | EF50-USA | KT33C 6/6 | PL83. 7/6 | 0309 12/8 5/6 
5V4G 9/6 | 606 419 | 6228 12/6 | 1059 10/3 | 2516ат 9/-| 9001 — 4/-| EB34 1/6 2/6 | KT36 9/-| PLs4 11/-| 0329 12/6 | WG1M 11/- 
5Y3Q 6j- | 6Fl 5/9 | 6Q7G 6/9 | 10114 8/-| 25554 9/-| 9002 4/9 | ЕВ41  7/-| EF54 38/3 | ET44 96| PM84 à 9/9| 0339 11/-| №76 5/6 
бузат 6/8 | 6F6G — 6/3| 6Q7GT 9/3 | 101.03 8/3| 25246 7/3, 9003 4/-| EB91  3/9| EF80 65/3 | ET45 8/6 | PX25 16/-| 0404 6/6 | W77 4/9 
6Y4G 11/-|6F6M  7/-|687G 7/6 | 101012 8/9 | 2575 8/- | ATP4 2/9 | EBCS 9/-| EF85 7/-| КТб1  9/-| PY31 8/3 | 0801 18/- | W81 5/9 
524  1ll/-|6F12  3/6|68A7 5/9 | 10213 9/6 | 9526 9/-| AZ31  9/-| EBC33 5/-| EF86 10/3| ET63  6/6| PY32 10/6 | ОАВС808:9 | X61M 12/6 
5749 8/6 | 6213 86/9 | 6507 4/9 | 10Р14 9/6 | ?7BU 16/- | B36 8/6 | EBC41 8/6 | EF89  8/-| KT66 12/6 | PY80 7/- | UAF42 9/- | X63 9/6 
5Z4GT 11/- | 6814 9/6 | 6SH7 12/6 | 10218 8/-| 30Cl 7/6 | B65 4/9 | EBCSI 7/9 | EF91 3/6, ЕТ76 9/6 | PYS] 6/6 | 0841  8/-| X65  1L- 
647  10/-| 6915 9/6 | 6837 5/-| 1246 5/8 | 3025 7/- | свтз: 21| EBFS0 8/6 | EF92 4/9 | КТ81 14/j-| PY82 86/9 | UBC41 8/3 | X66  11/- 
6A8G 9/6 | 6616 — 8/6 | 68Е7 5/3 | I2AH7 6/9 | ЗОРІ 9/6 | Gu. EBF89 8/6 | EF95 86/9 | KTWel 5/6 | PY83 8/- | UBC81 10/- | X76M 9/6 
GASGT 13/6 | 6633 6/9 | GBL7GT 8/-| 12AH8 9/9| 3011 7/9 | CCH35 7/6 | Евро] 14/- | EK32 7/9 | KTW63 4/9 | Р230 12j-| UBF89 8/6 | X78 14/6 
6AB8 8/3 | 666 8/- | G8N7GT 4/9 | 12AT6 7/9 | 30P4 12/6 | CL33 18/- | EBL31 21/- | EL32 4/6 | KTZ63 5/6 | R18 102/6 | UBL2114/6 | X79 16/6 
6A07 4/8 | 6H6 2/- | 6807 86/8 | 12AT7 5/9 | 30212 8/-|CY31 9/9 | ЕС? 3/9 | EL38 9/-/} 163 2/9 | B19 18/- | UCCB4 14/6 | Y63 8/3 
6405 4/3 | 015 4/3 | 6557 5/- | 12AU7 6/6 | 30P16 7/9 | 063 1/6| EC90 8/6| EL35  8/6| LN152 7/6 | 8D6 9/- | UCC85 8/- | Ze3 5/3 
6AG7 8/-| 6459 2/9 | 6U4GT 10/6 | I2AX7 7/- | S0PL1 10/6 | 077 3/9 | ЕС] 14/6 | EL37 11/6 | 172319 7/6 | 5Р6 3/9 | UCF80 16/- | 766 9/6 
6AKS 6/9 | 6J5GT 3/9 | GU5G — 6/3| 12BAG6 8/- | 35L6GT 9/-| 0152 6/6 | ECC31 9/6 | ELS8 12/6 | MUI4  8/-| SP41 2/6 | ОСИ? 14/6 | 277 3/8 
6AL5 3/9 | 626 4/- | 6V6G 5/6 | 12BE6 8/9 | 35W4 86/9 | DA30 12/6 | ECC32 4/-| EL41  8/6| N37  11/-| 8P81 2/6] UCH42 7/9 | 2152 5/3 
6AM5 4/6 | 627 7/9 | 6V6GT 6/6 | 12BH7 10/6 | 35Z4GT 5/6 | DA90 2/6 | ECC33 4/9| EL42 9/6 | N78 15/-| 3025 15/- | UCH81 8/8 | 2719 — 5/- 


List of 1000 Special Offers 6d. Callers always welcome. POST: 21Ь5. 1/6, 4 Ibs. 2j-, 71Ь5. 2/9, 15 lbs 3/6. No C.O.D. 


TECHNICAL TRADING CO., 350-352 FRATTON RD., PORTSMOUTH 
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SAMSON'S SURPLUS STORES LTD. 


LONDON'S GREATEST DEALERS IN RADIO AND ELECTRONIC EQUIPMENT 


HEAVY DUTY L.T. TRANSFORMERS 
All ratings tropical and in perfect con- 
dition. 

No. 1. Pri. 230 v. Sec. 24 v. 2 А., built in 
metal case with fitted fuses and neon in- 

dicator, 25/-, p.p. 3/6. 

No. 2. Pri, 230 v. Sec. tapped 4, 6, 11 v. 200 
amps. £8/10/-, carr. 7/6. 

No. 3. Pri. 200-250 v. Sec. 50 v. 30 A., £6/10/-, 
carr. 7/6. 

No. 4. Pri. 200-240 v. Sec. 50 v. 20 A., £4/10/-, 
carr. 7/6. 

No. 5. Pri. 200-250 у. Sec. tapped 28, 29, 30, 
31 v. 21 A. £4/17/6, carr. 7/6. 

No. 6. Pri. 100-250 v. Sec. two separate wind- 
ings tapped 15, 16, 17 v. 4 A. 35J-, carr. 4[-. 

No. 7. Pri. 220-240 v. Sec. three separate 
windings 6.5 v. 50 A., 6 v. С.Л. 15 A, 6 v. 
C.T. 2.5 A. £4/19/6, carr. 7/6. 

No. 8. je" 220-240 v. Sec. 6.3 v. 15 A. 25/-, 

„р. 3/6. 

мо 9. Pri. 220-240 у. бес. four separate 
windings 3 x 5 v. C.T. 4 A., 4 v. 4 A., potted 
type. 32/6, p.p. 3/6. 

No. 10. Pri. 220-240 v. Sec. three separate 
windings 3 x 6.3 v. СЛ. 4 А., potted type. 
29/6, p.p. 3/6. 

No. 11. Pri. 200-240 v. Sec. 6.3 у. СЛ. 3.25 А. 
30 v. 1.2 А. 17/6, p.p. 4/-. 

No. I2. Pri. 220-240 v. Sec. 45 v. 2 A. 17/6, 

' carr. 3/6. 

No. 13. Pri. 230 v. Sec. 50v. 2 A., 63v. 5 A., 
6.3 v. 2 A., 63v. 1 A., 6.3 у. 0.6 A., 5 v. 5.6 A., 
5 v. 3A. Brand new, 39/6, carr. 5/-. 

No. 14. Pri. 200-240 v. Sec. tapped 9.15 v. 


4 А. 22/6, p.p. 2/6. 

No. 15. Pri. 220-240 v. Sec. tapped 10, 17, 
18 v. 10 А. 52/6, carr. 4/-. 

No. 16. Pri. 230 v. Sec. 10 v. С.Т. 10 A. and 4 v. 
ТА. 32/6, p.p. 3/6. 

No. 17. Pri. 230 v. Sec. 63 v. 5 A., 6.3 v. 1 А. 
and tapped H.T. winding 65 v., 130 v., 195 v. 


85 m/A. 15]-, p.p. 2/6. 

No. 18. Pri. 110-230 у. Sec. tapped 30-32 v. 
1 amp. 15/-, p.p. 3/6. 

No. 19. Pri. 200-230 v. Sec. tapped 5 v.-1l v.- 
17 у. 4 А. 22/6, p.p. 3/6. 

No. 20. Pri. 200-230 v. Sec. tapped 5 у.-11 v.- 
17 v. 1.5 А. 15/-, p.p. 2/6. 

No. 21. Pri. 220-240 v. Sec. tapped 12-20-24 v. 
2 A. 22/6, p.p. 2/6. 

No. 22. Pri. 200-250 v. 
7 A. 32/6, p.p. 3/6. 

No. 23. Pri. 220-240 v. Sec. tapped 3 v.-5 v.- 
12 v.-20 v.-30 v. 2 A. 25/-, p.p. 3/6. 

No. 24. Pri. 200-240 v. Sec. tapped 8-56-60 v. 
ГА. 27/6, р.р. 3/6. 


ADMIRALTY THREE-PHASE TRANS- 
FORMERS. Pri. 400—440 v. 50 cycles. Sec. 
50 v. 6 amps. Completely troplcalised. Size 
74 x 14 x Sin., weight approx, 60 Ib. Brand 
new in maker’s cases. Price 85/-, carr. 7/6. 


SPECIAL OFFER OF H.T. TRANSFORM- 
ERS. Oil filled potted. By London Sperry. 
Pri. tapped 100-250 v. Sec. 450-0-450 v. 106 
mA. 5v.3A., 6.3 v. 2А., 6.3 v. 1.5 A. Brand 
new 35/-, p.p. 5/-. 


SPECIAL OFFER! AMERICAN POTTED 
OIL FILLED LF CHOKES. 8 H. 800 mA. 
200 Q 7,000 v. RMS test 45/-, carr. 7/6. 18 Н. 
200 mA. 1750, 41,000 v. RMS test 45/-, carr. 
7/6. 8 H. 300 mA. 900, 7,000 v. RMS test 15/-, 
carr. 4/-, 10 Н. 250 mA. 135 ©, 2000 v. RMS 
test 12/6, p.p. 3/6. 


British Potted Oil Filled LF Chokes. 


5 Н. 500 mA. 30 Q, 27/6, carr. 4/-. 
5 Н. 250 mA. 40 О, 19/6, p.p. 3/6. 
5 Н. 60 mA. 70 О, 6/6, p.p. 2/6. 


All chokes supplied brand new and guaranteed. 


Sec. tapped 12-18 v. 


HEAVY DUTY AMERICAN OHMITE 


RHEOSTATS.  6in. dia, 160 

О, 1.95 А./0.56 А. 35/-, p.p. 3/6, 

4 О 8.6 A. 35/-, p.p. 3/6. 3in. dia. 

15 О 2.24 A. 12/6, р.р. gk 2tin. 

dia. 15 Q 1.83A, 30 © 1.9A/0.67 

А. 8/6, p.p. 1/6. іп. dia. 25 

Q 0.75 А. 5/6, p.p. 1/6. 350 Q 

25 watts 5/6, p.p. 1/6. Twin gang 25 © each sec- 
tion 0.75 А. 7/6, p.p. 1/6. 


169-171 EDGWARE RD., LONDON, W.2. 


WESTINGHOUSE L.T. SUPPLY UNITS 
Туре No. 139. А.С. input 200-250 volts. 
D.C. output 36 volts, 18 amps. Continuous 
Rating at 50 deg. C. Fitted with Input and 
Output Fuses and Mains On/Off Swltch. Size 
of cabinet 26 x 19 x 14 Inches. #17/19]-. Ex 
Warehouse. 


SPECIAL PURCHASE ! ! 


NIFE ALKALINE BATTERIES 

6 VOLT 75 A.H. TYPE LRT 
SUITABLE FOR ENGINE STARTING 
Five 1.2 v. cells crated and connected to 
give 6 v. Brand new and fully guaranteed. 
Size of crate 15$ x 12 x 6jin. £7/10/-. Carr. 
15/-. 


ADMIRALTY L.T. SUPPLY UNIT No. 46. 
А.С. input tapped 110, 220, 230 v. D.C. output 
24 volts | amp. tropically rated. Guaranteed. 
2 amp. output completely smoothed with L.T. 
smoothing choke and condensers. Fitted input 
and output fuses and on/off switch. Built in 
metal case size 15 x 9$ x 8іп., £3/2/6, carr. 10/-. 


A.M. D.C. SUPPLY UNIT. AC. input, 
tapped 110, 200, 220, 240 volts, D.C. output 
90 volts 1 amp. tropically rated. Bullt in metal 
case 11 x 8 x біп., 59/6, carr. 7/6. 


VENNER 14-DAY CLOCKWORK TIME 
SWITCHES. One make one break every 24 
hours. Complete with key and mounting 
bracket. l-amp. 230 v. contacts, 27/6. 5-атр. 
contacts, 32/6, p.p. 2/-. 


ADMIRALTY 24 VOLT 3 A.H. 
ACCUMULATORS. 


Suitable for low wattage lighting etc. Twelve 
2 v. cells crated and linked. Brand new wlth 
charging instructions. 25/-, carr. 5/-. Single 
2 v. cells supplied separately, 2/6, p.p. I/-. 


LATEST M.O.S. RELEASE AMERICAN 
SEALED RELAYS. Brand new, 9,000 ohms. 
1 CO, 1 M., 15/-. 7,500 ohms. I CO I M., 12/6. 
7,000 ohms. 1 CO, 10/6. 270 ohms. 2 CO, 8/6. 
5,500 ohms. 2 CO Octal Базе, 15/-, 400 ohms. 
2 CO Octal base, 12/6, p.p. 1/6 on each. 
BRITISH 3,000 TYPE RELAYS. 
ohm. 4 M. 2 B., 12/6. 6,000 ohms. 2 M. 2 B., 
10/6. 250 ohms. 4 M. 4 B., 10/6. 100 ohms. 
3 M., 8/6. 6,000 ohms. 2 M., 8/6. 22,000 ohms. 
2 M., 15/-. 

600 TYPE. 750 ohms. | M., 150 ohms. 1 B. 
600 ohms. 2 CO., all at 5/6 each. 400 + 5.5 
ohms. | CO. 1 M. 1 B., 7/6, p.p. 1/6 on each. 


NUTS. BOLTS, WASHERS. Special bargain 
offer 5/- carton of 2, 4, 6 В.А. nuts, bolts and 
washers. Р.Р. !/-. SLEEVING, mixed bundle, 
14-4 mil, various colours. Wonderful offer. 
2/6. Р.Р. 9d. 


METRO-VICKERS MASTER VOLT 
METERS. 0-20 volts A.C., M.I, 6inch round 
mirrored scale, 15/-. Р.Р. 3/6. Brand new in 
maker's carton. 


6,000 f 


HEAVY DUTY SLIDING RESISTORS. 
25 О 6 A. single tube slider control 45/-, p.p. 3/6, 
7.5 О 6.5 A. double tube sweep control, 17/6, 
p-p. 2/6. 0.4 Q 25 A. geared drive control, 
17/6, p.p. 3/6. 1,000 © 0.1 A. enclosed slider 
control, 17/6, p.p. 3/-. 12,000 О 3 mA. double 
tube geared drive control, 3/6, p.p. 3/6. 29 Q 
1.4-5 A. single tube geared control, 17/6, p.p. 3/-. 
3 О I0 A. single tube slider, 15/-, p.p. 2/6. 
1.2 Q 15 A. single tube slider, 12/6, р.р. 3/-. 
80 Q 5-0.5 A. enclosed type slider ex-equip- 
ment, 15/-, р.р. 3/6. 1 О 12 A. single tube slider, 
12/6, p.p. 2/6. Heavy duty tubular adjustable 
resistors: 2 Q 6 A., 7/6. 100 Q I A., 5/6. 159 Q 
1.5, A., 15/-, p.p. 2/-. 


AMERICAN CAPACITORS, OIL FILLED. 
4 mfd. 4,000 v. wkg., 17/6. 5 mfd. 1,500 v. wkg., 
7/6. 6 mfd. 3,000 v. wkg., 15/-. 8 mfd. 1,500 v. 
wkg., 15/-. 8 mfd. 1,000 v. wkg., 8/6. 8 mfd. 
600 v. wkg., 7/6. 10 mfd. 600 v. wkg., 7/6. 
16 mfd. 400 v. wkg., 8/6. 45 mfd. 200 v. wkg., 
10/6. 4 mfd. 1,000 v. wkg., 5/6. 4 mfd. 250 v. 
wkg., 2/6. 1 mfd. 750 v. wkg., 3/6. 0.1 mfd. 
7,500 v. wkg. 10 mfd. 300 v. wkg., tubular, 6/6. 


All capacitors. ТгорисаПу rated and supplied 
brand new and guaranteed, Please add 2/- on 
each condenser P.P. 


SPECIAL QFFER! HEAVY DUTY AUTO 
TRANSFORMERS. No. | brand.new Ameri- 
can transformers 74 kva. 115/230 v., completely 
enclosed in metal case, £12/10/-, ex-warehouse. 
No. 2 Air Ministry transformers, tropically 
rated at 5 kva tapped 250, 240, 230, 220, 120, 
115, 110, 105 volts, completely enclosed in 
metal case, weight approx. 2 cwt. Brand new 
£15, ex-warehouse. A full range of smaller 
sizes 60-2,000 watts available from stock. 
Westinghouse double wound, very conserva- 
tively rated at 400 w. Tapped 115, 210, 230, 240 
v., completely shrouded. Brand new in makers 
cartons, £5/10/-, carr. 7/6. 


S.T.C. FIELD TELEPHONES. Type 
YA7783, Buzzer calling, 
Operates from 44 v. 
battery. A self contained 
unit which can be easily 
held in one hand. Ideal 
for Aerial Riggers, 
Building sites, farms, 
workshops, etc. Size 
9jin. x 24. x 2\п. 
Supplled brand new, 
complete with 4j v. 
battery, €5/10/- per pair. 
P.P. 3/6. 


BRAND NEW TELEPHONE CABLE. 
Twin 0.8 one-mile drums, £7/10/-, carr. 15/-. 
Twin 0.3 500-yd. drums, 35/-, carr. 7/6. 
Single D.3 one-mile drums, 85/-, carr. 7/6. 
Also $-mile drums, 27/6, carr. 5/-. 
Commando Assault Cable Р.У.С. 
1,000-yd. drums, 8/11, carr. 4/-. 
five drums, 42/6, carr. 7/6. 


covered, 
Cartons of 


CARBON RESISTORS. 1-3 watt, Carton 
of 100. Good selection of values, 10/- per 
carton. Р.Р. 1/-. 


MICA, SILVER MICA, TUBULAR CON- 
DENSERS. Good selection of values, 10/- per 
carton of 50, Р.Р. I/-. 


THERMOSTATS A.C. 250 v. I5 AMP. 
lizin. stem. Adjustable from 100-190 degrees 
Е. Complete with sleeve, 22/6. Р.Р. 2/6. 


Telephone PAD 7851, AMB 5125 
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MEN IN THE KNOW 


HAVE THE RIGHT CONTACTS p 


ен Versatile and reliable, Keyswitch relays set 
»* the standard for design robustness, sensitivity 

>” and extremely efficient operation—even under 
the most hazardous operating conditions. 


Special combined circuits 

fitted with 5 amp. microswitch 
and 9 standard 0.3 amp. 
contacts. 


and nowPlug-in3,000 Type Relay 
All the versatility and 
well established abilities 
of the best known relays 
in the world plus 
plug-in facilities. 
* Positive contact between male 
and female pins. 

* Transparent or metal cover. 
Ж Clip retains relay positively т 
any position. 
* Contacts up to 18 Пећ? duty or 
12 heavy duty. 
* Complete transistorized or А.С. 
units, 


This relay incorporates 
15 amp. Micro Switch, 
5 amp. Mercury Switch and 
Standard 0.3 to 8 amp. 
contacts 


P.O. 600 Type (Minor) 
relay with a combination of 
heavy-duty and light-duty 
contacts for space and cost saving. 


= KEYSWI H RELAYS FOR ALL PURPOSES can be 
supplied to customers’ requirements. For 


AUTOMATION 
COMPUTERS 
BATCH COUNTING & PHOTO ELECTRICS 
Sales Manager TELEPHONY & INTERCOM. SYSTEMS 
2 Irongate Wharf Road, Praed St., London, W.2 — Ayro-riMING & AUTOMATIC SIGNALS 
Telephone: PADdington 2231 MOTOR & MACHINERY CONTROL 


CURRENT & VOLTAGE REGULATION Etc. 


Extremely advantdgeous quotations can be offered for quantity orders. 
Contractors to Home and Overseas Governments and H.M. Crown Agents. 
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BENTLEY ACOUSTIC CORPORATION LIMITED 
The Valve Specialists 38 CHALCOT ROAD, LONDON, N.W.1 


Telephone: PRIMROSE 9090 Nearest Underground: Chalk Farm 


EXPRESS POSTAL SERVICE! ALL ORDERS DESPATCHED SAME DAY AS RECIEVED. 
TELEPHONE AND TELEGRAM ORDERS FOR CASH ON DELIVERY SERVICE ACCEPTED UP TO 3.30 Р.М, 


OA2 ..17/6 | 6BAG.. 76 | 68Q7GT 9/- | 12Q7GT 5- | 15082 15| DM70 7/6 | EF9 23/3 | GZ30 9/- | 2136 12/- | 045 .. 9/- 009 76 | 0А5 7- 
OB2 ..17/6 | GBEG.. 6/- | 6U4GT 12/6 | 128A7 8/6 | 185ВТ 33/2 | EA50 2/- | EF22 14j- | 6732 10/- | PL38 26/6 | 050 .. 6/6 | UYIN 18/7 | OA70 4j- 
0236т 5/- | 68066 23/3 | 6056 7/6 | 128K7 8/- EA76 9/6 | EF38 4/- | GZ33 19/11 | PL81 10/6 | 052 .. 6/6 | UY21 13/11 | 0A73 4/- 
145 .. 6/- | 6BHG  8/- | 6766 7/- | 12897 11/6 EABCSO Hh EPS7A 8/- | GZ34 14/- | PL82 7/6 | U76 .. 8/- | UY4l 7/6 | OA79 4/- 
1a7GT 12/- | 6BJ6 — 6j- | вувата 8/- | 12¥4 10/6 EAC91 EF39 5/6 | HABC80 2183  9/- | 0107 16/7 | UY85 7/-| ОА 4- 
105 ..12/6 | 6BQ7A 15/- | 6X4 — 5/- | 1487 27/10 hb EAF42 418 EF40 15/- 13/6 | РІ84 12/8 | 9191 18/7 | умвав 15/- | OA86 6j- 
105 ;. 9/- | BBR? 15/- | 8ХБОТ 6/- | 19AQ5 10/6 | 40331, 12/6 | EB34 2/6 | EP41  9/- | HL2 7/6 | Р1820 18/7 | 0251 14/- | VP4 15/- | OA91 bj- 
198 17/6 | 6BW6 8/6 6/3012 10/- | 19BG6G23/3 | 5763 ..12/6 | EB42 8/6 | EF49 10/6 | HVR2 20/- | PM24M 21/3 | 0281 19/11 | VP4B 23/3 | 0495 5/- 
1H5GT 10/6 | GBW7 7/- | 786 ..21/3 | 1991 10/- | 4CéPEN7/6 | EB91 4,- | ЕЕ50(А) 7/- | HVR2A 6/- | PX4 10/6 | 0282 22/7 | VP23 6/6 | OA210 25/- 
А .. 4/6 | ввхв 7/- | 787 |. 8/6 | 2001 ..15/3 | ATP4 5/- | EBC33 5/- | ЕР50(Е) 5/- | КТО 5/- | PY31 18/7 | 0301 23/3 | УРА 6/- | Oa211 40/- 
lLD5.. 5/- | 6CA .. 5/- | 765 .. 8/- | 2062 ..28/8 | А731 10/- | EBC41 8/6 | EF54  5/- | КТЗЗС 10/- | РҮЗ2 11/6 | 0329 14/- | VR105 8/- | Ocie b4- 
3145  5/- | 6654 ^ 8/8 | 768 .. 8/- | 20L1 ..26/6 | А741 13/11 | ЕВС81 8/- | EF73 10/6 | KT36 29/10 | PY80 7/6 | 0339 16/7 | VR150 7/6 | ОСІВ 64/- 
Wisor 10/8 всрва 36/8 | 706 ..10/6 | 20P1 ..26/6 | B36 15/- | EBF80 9/- | EF80 7/- | KT41 12/6 | PY81 8/6 | 0404 8/6 | VIGIA 5/- | 0626 44/- 
185 .. 6/6 | вснв 9/- | 797 .. 8/- | 20P3 ..23/3 | BL63 - 7/6 | EBF83 EF85 7j- | KT44 12/6 | Руза  7/- | 0801 29/10 | VT501 5/- | 0628 60/- 
184 .. 9/- | 6Е5 ..12/6 | 787 .. 9/8 | 20Р5 ..23/3 | CBL31 23/3 13/11 | EFsé 10/6 | KT61 12/6 | PY83 8/6 | 04020 18/7 | VU39  8/- | OC35 48/- 
jas |: G/- | BFL ..96/6 | 7Y4 .. 7/6 | 25A6G 10/6 | CCH35 23/3 | EBFS89 9/6 | EFS9  9/- | KT63  7/- | PZ30 19/11 | ЧАВС80 9/- | №76 — 5/8 | OC44 28/- 
114 .. 4/8 | 6F6G .. 7/- | 8D3 .. 4/6 | 25L6GT10/- ELB21 23/3 | EF91 4/6 | KT66 15/- | QP21  7/- | UAF42 9/6 | №77 4/6 | OC45 23/- 
104 .. 12/6 | 6FI2 .. 4/6 | 9BW6 15/3 | 25248 9/6 EBL31 23/3 | EF92 4/6 | KTW61 8/8 | QP25 14/6 | 9841 12/- | W81M 6- | OC65 22/6 
105 .. 6/- | 6213 ..11/8 | 10C1 ..13/- | 2525 9/6 EC52 5/8 | EF97 13/3 | KTW62 7/6 | 98150/15 UBC4l 8/6 | X31 ..26/8 | OC66 25/- 
2X3 .. 4/6 | 6123 ..10/6 | 1002 ..28/6 | 25260 10/- EC54 6/- | EK32 8/6 | KTW63 6/6 10/6 | UBC81 11/4 | X41 ..15/- | 0670 14/- 
344 .. 8/- | 6Е33 .. 7/6 | 10Р1 ..26/6 | 2780 19/11 EC70 12/6 | EL32 5- | KTZAl 8/- | R12 .. 9/- | UBF80 9/- | X61 ..12/6 | 0071 14/- 
ЗА ..10/6 | 666 .. 6/6 | 10Е9 ..10/6 | 2807 .. 7/- | 215 1110/6 | EC92 13/3 | ELS3 12/0 | KTZ63 7/6 | R18 ..14/- | UBF89 9/6 | X63 .. 9/- | ОСт2 17/- 
387 ..12/6 | GHéGT 3/- | 10103 8/8 | 3001 .. 8/- | D43 ..17/3 | ECC31 15/- | EL34 15/- | L63 .. 6/- | R19 19/11 | UBL21 23/3 | X65 ..12/8 | 0073 20/- 
316 .. 5/- | 6J5G .. 5/- | 101011 30F5 .. 7/- | 077 .. 4j- | ECC32 5/6 | EL38 26/6 | MUI14  8/- | RK34 7/6 | UCC84 14/7 | X66... 12/6 | 0075 15/- 
304 .. 7/6 | 626 .. 5/6 15/11 | 30FL1 10/- | DAF91 6/- | ECC33 8/6 | ЕА1 9/-| N37 19/11 | врв ..19/- | UCC85 9/- | X76M 14/- | 0676 15/- 
3Q5GT 9/6 | 6J7G |, 6/- | 10P13 15/- | SOLl .. 8/- | DAF96 8/6 | ECC34 24/7 | EL42 10/0 | N78 19/11 | BP4l .. 3/6 | UCF80 16,7 | X78 ..21/3 | 0677 #1- 
384 .. V- | вкват 8/- | 10Р14 19/3 | 30212 7/6 ры! 13/11 | ECC35 8/6 | EL81 128 | №108 19/11 | ВР61.. 3/6 | UCH21 23/3 | X79 ..21/3 | 0078 17/- 
V4 .. 716 | вкта  5/- | 1246 — 5/- | 30PL1 11/6 ECC40 23/3 | ELS4 7/6 | №08 20/7 | BU25 ..26/6 | UCH42 9/6 | Хра. 5) 8/6 | 0078D 17- 
SRAGY 17/8 | 6K8G 6/6 | 12АСв 15/3 | 35A5 21/3 ECC81 @6/- | Е135 13/11 | №339 15/- | Т41 ..23/3 | UCH81 9/6 | XFG1 18/- | OCB1 18/- 
5U4G 86/6 | 6K25 19/11 | 12AD6 17/8 | 35L6GT 9/6 ECC82 6/6 | EL91 5/- | PABC80 TDD4 12/6 | UCL82 11/6 | XFY12 9/6 | 00170 35/- 
Буза 10/- | BLA ..23/3 | 12АЕ6 13/11 | 35W4 · 7/6 Ecce3 7/6 | EL95 10/6 13/11 | TP22..15/- | 90183 19/3 | XFY34 17/6 | OC200 54/- 
SY3GT 6/6 | 6166 8/- | 12АН8 12/6 | 35Z3 10/6 Eccs4 9/-- | EMS4 9/6 | PCC84 8/- | ТР25 15/- | UFA1  9/- | XH(1.5) 6/6 | 06203 58/- 
523 ..12]6 | eLTZGT 7/6 | 12AT6 7/6 | 35Z4GT 6/- Eccas 8/80 | EM71 23/3 | PCC85 9/6 | ТҮЗӨР 13/3 | UF42 12/6 | Y63 .. 7/6 | XA101 2%- 
5249 9j- | 6118 13/- | 12AT7  8/- | 3525GT 9/- ECC8S8 18/- | EM80  9/- | PCC88 18/- | U12/14 8/6 | UF80 10/6 | Z63 .. 7/6 | XA102 28/- 
6A8G  9/-| 6149 23/3 | 12AUG 23/3 | 43 ....10/- ECF80 10/6 | ЕМ81  9/- | PCCS9 11/6 | Ul8 ..10/- | UF85 — 9/.- | 266 ..17/6 | XA108 15/- 
6407 ^j- | 6LD20 15/11 | 12AU7 6/6 | 5065 — 10/- ЕСЕ82 10/8 | EM84 10/8 | PCFB0 8/- | U18/20 8/6 | UF86 17/11 | уу; .. 46 | ХА104 18/- 
6405 5/6 | 6NT .. 8/- | 12AV6 19/8 | 50CD6G ECH2123/3 | EN31 37/- | PCFS2 10/6 | 019 ..36/- | UF89 9- XB102 10/- 
6AKB 8/- 36/6 ECH35 6/6 | EY51  9/- | PCF86 15/- | 022 .. 8/- | 0141 9/- XB103 14/- 
6AL5 4/- | 6P28 26/6 | 12BA6 8/- | 50LOGT 9/6 ECHA? 9/- | EY83 16/7 | PCLS2 10/- | U24 ..29/10 | 0144 26/6 | Transistors | ХВ104 10/- 
6AM6 4/6 | 6Q7G 6/6 | 12BE6 9/- | 53KU 19/ ECH81 9/- | EY86 9/- | PCL83 11/6 | 025 1711 | 0146 14/6 | and Diodes | Х0101 16/- 
6AQ5 7/6 1/3 | 72 4/6 ECH83 Е240 7j- | PCL84 12/6 | 096 ..10/- | 0184 8/8 | арз 4/- 

BAT6 7/- | 68A7GT 8/6 | 1277GT 9/6 13/11 | BZ41 7- | PEN25 4/6 | 031 .. 9/6 | Ома 17/3 | GD4 4/- | Burplus 
6AU6 10/- | 68C7 7/6 | 12К5 17/ ECL80 9/- | EZ80  7/-| PEN45 19/6 | U33 ..26/6 | UM80 16/3 | GDS 4/— | transistors 
6AV6 12/8 | 6SL7GT 6/6 | 12K7GT 5/6 


EZ81 7/- | PEN46 7/6 | 035 ..26/6 | URIO 9/- | GD6 4/- | HF or LF 
FCA — 18/-  PL33 19/3 T UUS 28/0 | GDS 4/- 5 


DL% 8/6 
63N7GT 5/8 | 12K8GT14/- DLS10_ 10/6 


Terms of business:—Casb with order or C.O.D. only, Latest catalogue of over 1,000 different valves, aiso All valves boxed, fully guaranteed, and new manu- 
Post/Packing charges 6d. per item. Orders over £3, post metal rectifiers, volume controle, electrolytic condensers, facturers’ stocks or government stores surplus. 
кы хо PRENA Pelee үрли aa К-ы transistors, germanium diodes, valve holders, and Hivac First-grade goods only, no seconds or rejecte. Please 
ehoppers. Mon.-Fri. 8.30-5.30. Bats. 8.30-1 p.m. miniature valves, with full terma of business, price 6d, enquire for any type not listed. 8,A.E. please. 


SOUTHERN TECHNICAL SUPPLIES 
TRANSFORMERS FOR ALL MULLARD AMPLIFIERS 


OUTPUT TRANSFORMERS (Secondaries for 3.75 and 15 ohms) 
Т.44. 5-10 amp. ultra linear, 8,000 ohm, 43% tappings 30/-. Р/Р. 2/-, 
T.162, 5-10 amp. and Osram 912, 6,600 ohm, 20% tappings, 30/-. Р/Р. 2/-. 
T.100. 5-10 amp. LOW loading, 6,000 ohm., 28/-. Р/Р. 2/-. 
T.142. 7 watt stereo amp., CUT ohm. 20%" tappinga, 26/-. Р/Р, 2/-, 
.140. 3 watt amp., type А tape amp., 3 watt stereo, 5,000 ohm, PE P/P. 1/6. 


LYONS RADIO LTD. 


02100 MICRO AMMETERS, 2}in, dia., moving coll types, flush panel mtg., un- 
calibrated scale. PRICE ONLY 25/-, post paid. 

LOUDSPEAKER BARGAIN, 3jin. sq., ex new equipment, 3 ohm moving coil type. 
PRICE ONLY 10/6, port 1/9. 

EQUIVALENTS MANUAL. Presents interchangeabillty data on every electronic 


T tube and semi-conductor available in the world today. Includes TV CR.T.'a, In- 
MAINS TRANSFORMERS (Primaries 240-220-200; 0-10 v. 50 c/s), dustrial, Army, Navy Air Force types, sub-miniatures, Magnetrona, Transistors, ete. 
T.55. 5-10 amp. and tuner, 300-0-300 v., 120 mA., 6.3 v. 2.5 а, $t. 6.3 v. 2.6 a., More than 20,000 types ilsted. PRICE ONLY 9/6, post 10d. 
6.3 v. 1а., 32/-. Р/Р, 2/6. 5-WAY CABLE, Eacb conductor 9/012 tinned copper. rubber Insulated and colour 
T.56, 5-10 amp. 300-0-300 v, 100 mA. 6.3 v. 2.5 a., cT. 6.3 v. 1 a., 27/-. Р/Р. 2/6. coded witb ayntbetic outer insulatiou. Outside dia. approx. Jin. Ex-Govt. origin. 
T.10Ó, Two 5-10 amp, Low loading. 300-0-300 v., 180 mA., 6.3 v. 4 a., cT., 6.3 v. PRICE ONLY 35/- per 100 yds.; 20/- for 50 yds.; 12/6 for 25 yds. 
la, 34/-. Р/Р. 2/9. UNIVERSAL MEASURING BRIDGES, Ex Govt., by Mullards, measure 0.1 ohms 
7,143. 7 watt Seton 250-0-250 v., 150 mA., 6.3 v. 4 a. cT., 6.3 v. 1 n., 33/-. P/P. to 10 megohms and 10 p.f to 10 mfd. Сап also be used to calculate power factor, 
9/9. for the measurement of inductance with the use of external standards and for per- 
Т.141. 3 watt, 300-0-300 v., 60 mA., 6.3 v. 1 a., cT., 6.3 AA la., 22/-, Р/Р, 2/-, centage tolerance measurement. Operate from 100 to 250 у. А.С. mains. Supplied 
Т.163. 2 watt stereo 250-0- 250 v., 80 mA., 6.3 у. "2a. eT. 6.3 у. 1а ,25/-, РГР, 2/6. in good condition and working order with operating instructions. PRICE ONLY £7. 
Т.А. Trans, and Rectifier, 270 v. 'D.C. 100 mA., 6.3 v. -. P. 2j- BEAT FREQUENCY OSCILLATORS. These instrumens by Furzehill have a con- 


tinuously variable frequency range from 0-10 ko/s, with separate 60-cycle check and 


.9B/-. Pj . 
Т.В. Trans, and Rectifier, 270 v. D.C, 60 mA.; 6.3 v. cT., a., 25[-. Р/Р. 2/-. 
All transformers fully guaranteed, ali shrouded fully except 1140 and TB. Wri 
for our fully illustrated catalogue, with all data. 

SPECIAL OFFERS T44 and T55, 59/-; T143 and two T142's, 82/-. РГР. 3/6 on both. 
‘Mullard’s latest E US the complete range, ** CIRCUITS FOR AUDIO 
AMPLIFIERS," 8/6. 


SOUTHERN TECH NICAL SUPPLIES, 83, Station Road, Portslade, Sussex 


act zero control, Output impedance terminated at 10 and 600 ohms monitored by 

0/5 and 0/50 v. voltmeter. Operate from 100/120 v. and 200/250 v. A.C. mains. 

In good condition and working order. PRICE ONLY £9/10/-, carriage 10/-. 

3 GOLDHAWK ROAD, SHEPHERDS BUSH, LONDON, W.12 
TELEPHONE: SHEPHERDS BUSH 1729 


For Safety's Sake 
use AVO Prodclips 


Patent №. 748811 
Safety first every time with these patented spring- 
loaded AVO Prodclips. 


Cleverly designed for из? as insulated prods, they are 
insulated for reaching andh olding test points which are 
difficult of access. 


Suitable for иѕә with AvoMeter, Multiminor and Avo Electronic 
Test Meter Leads. 


Order supplies from your usual wholesaler now | Post Free 15/- per pair. 
^ y AVOCET HOUSE . 92-96 VAUXHALL 
ZED BRIDGE ROAD, LONDON, S.W.1. 
Vi Ctozia 3404 (12 lines) 
А MEMBER OF THE METAL INDUSTRIES GROUP OF COMPANIES 


ere with Trigger-Action 
Spring-Loaded Clips 


Maxx... PRESS TRIGGER 
^ TO OPEN 


RELEASE TO GRIP 


LI 


SEPTEMBER, 1960 


Wilkinsons 


METERS GUARANTEED > 


F.S.D. Size n е Ргісе 
50 Microamps 23in M fer 70/- 
100 Microamps 24in. MC/FR 60/- 
100 Microamps зл. MC/FR  &8&J- 
500 Microamps 2in. MC/FR 22/6 
500 Microamps 21in. MC/FR 37/6 
1 Milliamp Qin. MC/FS 22/6 
1 Milliamp 21. — MC/FR 35/- 
m Milliamps эрш. | MC/FR 12/8 
Milliamps 24i.  МСЕВ 15/- postage o = 
200 Milliamps Em MCR tyr ee qu meer 1/6 
500 Milliamps 33in. MI/FR 30/- 
3 Amperes 21in MC/FR 35/- 
3 Amperes 2in. MC/FS 27/6 
5 Amperes 2in. MC/FS 22/6 
15 Amperes 2in. MC/FR 12/6 
25 Amperes О.С. 2j МЕЕ 1/8 
50 Amperes Ain. MI/F/PR  65/. 
30-0-30 Amp 2in. MC/FR 15/6 
50-0-50 Amp 2in. MC/FS 12/6 
10 Volts 2in. MCRJFS  25j- 
50 Volts Зып. MC/FS 45/- + у 
300 Volts Фп. MI/FR 25/- Complete list available 


METER RECTIFIERS 250рА 1 M.A., 5 M.A., F.W. bridge, 8/6, post 6d. 
CROSS POINTER METERS. 2 separate 100 microamp movements, 22/6. 
MICROAMMETER. 250 F.S.D. 33in. Е.К. Sangamo Mod. S37. Scaled 
for valve voltmeter. Circuit available free, 55/-, post 1/6. 

UNI-PIVOT GALVANOMETER by Cambridge Instruments, 50-0-50 
microamps, dia. 4in. Knife pointer, mirror scale. Complete with 
leather carrying case. Ideal for laboratory use, £10, carriage 3/-. 
PORTABLE VOLTMETER. 0-160 volts A.C./D.C., accuracy within 2%, 
811. mirror scale, knife pointer, in polished case, A precision moving iron 
instrument at a very low price, £4/19/6, post 3/6. 

FLEXIBLE ALUMINIUM TUBING. 

lin. 3/6 per foot. lin. 1/9 per foot. 

lin, 2/3 , » mm. J2 , Ж 

WHEATSTONE BRIDGE 1 to 10,000 ohms, plug type, £5, carriage 7/6. 
E E No. 11 with high-class amplifier. B30 volts. £12/10/-, 
carr, 15/-. 

AVO TEST BRIDGES. 220/240 volt A.C. Measure capacities from 5 pf. to 
50 mfd. and resistances from 5 ohms to 50 megohms. Valve voltmeter 
range 0.1 to 15 volts and condenser leakage test. Full working instruc- 
tions supplied with instrument. £9/19/6, post 3/-. 

SLOW MOTION VERNIER DRIVE. Scaled 0-180°. Ratio 38:1, diam. 
Sin, 15/6, post 1/6. 

OSCILLOSCOPE. Туре 43. With 3}in. С.Е Т. 138A, 4-617, 3—VR54, 
574, VU120. Brand new with usual controls, power pack and leads, 
Suitable for 230 volts, £10/10/-, carriage 12/0. 

FREQUENCY METERS. 45-55 Cycles per second 230 volts, 6in. dia, 
Flush Round. Brand new in maker's box, £10/10/-, post 3/6. 


RELAYS P.O. TYPE 3000 


Built to your own 
specification 


Keen Prices 
Quick Delivery 


Contacts up to 
8-Changeover 


MINIATURE RELAYS: 


Siemens High Speed Sealed. S.T.C. and G.E.C, Sealed. 


2.2 04- 2.2 H96A 15/6 20 2С.0. 4184GA 18/6 
145 Q41452 H96C 19/6 700Q 2C.O. 4184GD 19/6 
500 (24- 500 Q H96D 22/6 25000 1 make HD4186EE 22/6 
17002417000 HE 25/- 27002 2C.O. 4184GE 21/6 
Siemens High Speed Open 1800 2m2b M1087 19/6 
10024100 Q H85N 15/- 6700 4C.O. M1092 21/6 
850 01+ 850 0 H85W 15/- 250000 1C.O. M1022 22/6 
10000-4-100000  H95A 17/6 5000 2C.O. M1052  25/- 
ERICSSON SEALED, Highly sensitive. 70000 1 € O 24 v. 25/- 


Comprehensive range available from stock. 
SWITCHES. 1 hole fixing, 3 amp. 250 volt. 
1/6 each, 12/- doz. + 
RACKS— POST OFFICE STANDARD. 6ft. high 
with U-channel sides drilled for 19in. panels, 
heavy angle base, 4ft. 10in. in stock. 
Р.М. SPEAKERS. AXIOM 150 DUAL СОМЕ 12in. 16 WATTS 15 OHMS 
FULLY DUSTPROOF, £7/19/6, POST 7/6. 
PYE 10т. PORTABLE 3 OHMS 50/-, CARR. 7/6. 
PLESSEY SEALED TYPE WITH 3in. ROUND GRILLE 19/6, POST 1/6. 


ELAC 5in. ROUND, 3 OHMS, 15/6, POST 1/6. 
RE 


JACK PLUGS.  Cylindrical bakelite screw-on 
cover, 2 contact 2/6, post 6d. 

SOCKETS. One hole fixing for above, 3/6, post 6d. 
TERMINAL BLOCKS. 2-way 4/- doz. or box of 
50 for 15/-, 3-way 6/- doz., 50 for 22/6, post 1/6. 
TERMINAL STRÍPS with ceramic supports from 
2 to 24 ways 4d. per way. 

MEGGER CIRCUIT TESTÍNG OHM METERS. 
0-1000 ohms and 100 ohms — 200K ohms INF, 
complete with spikes and leads. Brand New, 
97/6, post 2/6. 
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TELEPHONE SET ТУРЕ “А.” Ringing and Speaking both ways оп a 
four-core cable. Carries the voice loudly and clearly over any distance. Two 
handsets are supplied as illustrated and the set is complete with Pushes, 
Buzzers, Battery, Plugs and Sockets. We can supply 4-core PVC cable at 
10d. per yard or 2-core at 3d. per yard extra. Price 75/- set, post 3/6. 
TELEPHONE SET “ TELE-F." This is the best known portable telephone 
ever made, it has a built-in generator for ringing the other instrument and 
requires only twin wire between the sets. The set of two instruments and 
batteries in carrying case, £7/10/0, post 7/6. Twin flat P.V.C. wire 3d. yard. 
TELEPHONE SET TYPE *K.' The most compact telephone set available 
as the 4} у, flat battery and buzzer is built-in to the hand instrument. Ring- 
ing and speaking both ways on twin wire, instrument is complete with 5 ft. 
flex. Easily hangs on the wall. Set of two instruments, £5/10/-. post 3/6, 
ROTARY CONVERTERS. Input 12 D.C. Output 230 А.С. 50 су. 135 
watts. In fitted case with variable resistance, 0/300 voltmeter. The ideal 
job for T.V. and tape recorders where A.C. mains are not available. £10, 
carr. 15/-. Special connectors, one fitted with 6ft. heavy duty flex and clips 
for D.C. side, 10/- set, post 1/-. ROTARY CONVERTER, input 12 v. or 24 v. 
D.C., output 230 v. A.C., 185 watts, £8/10/-, carriage 7/6. 

BATTERIES. Portable Lead Acid type, 6 volts 125 ampere hours, In metal 
case 16in. x 18in. x 11in, (Two will make an ideal power supply for our 12 volt 
Rotary Converters.) Uncharged £6/10/- each, carriage 15/-. 24 volts 85 
amperes, £14 each, carriage 15/-. 

GEARED CAPACITOR MOTORS. 220-240 v. 50 cy. 30 watts, 300 r.p.m., 
also spindle for 1425 r.p.m. A powerful and useful motor 75/-, post 3/6, 
BARTLETT DRYING OVEN. Interior dimensions 18in. x 15in. x 15in. Auto- 
matic temperature control 230/250 volts А.С. 1500 watts, £40, carr. 30/-, 
BAIRD & TATLOCK HOT AIR OVEN. Interior dimensions 14}in. x 12in. x 
12in. Copper framed. Double Jacketed "'Stabilec." 110/115 volts 14.8 
amps., with adjustable temperature control, £30, carr. 20/-. 

KEY SWITCH LOW CAPACITANCE (Henry & Thomas). 2 С.О. locking, 
7/6 each. 4 C.O. Non-locking, 10/6 each. 6 C.O. locking, 2 C.O. locking, 
17/6 each. Also 8 C.O. No lock (Muirhead), 17/6 each. 

Т.С.С. CONDENSERS. 0.1 Mfd. 31 kV. 75/- each, 1 Mfd, 10 kV. 45/- each. 
SOLENOIDS suitable for remote control, mechanical indicators, etc. 12 v. 
D.C., 400 M.A., 300, 34in. arm, tin. movement, 5/- each, post 1/6. 


RESISTORS EX STOCK, IN QUANTITY WIRE WOUND, HIGH 
STABILITY CARBON ЕТС., BEST MAKES AT LOWEST PRICE. 


MAGNETIC 
COUNTERS 


Counting to 9999. 
2-6 v. D.C., 15/- each, post 1/6. 
75-230 у, D.C. 15/- each, post 1/6 


HIGH SPEED TYPE No. 100с. 
35/-, post 1/6. 


VEEDER-ROOT MAGNETIC COUNTER, General purpose type with zero 
reset. 800 counts per minute up to 900,999. 48 volt D.C. 55/-, post 2/6. 
THERMOSTAT SATCHWELL, 12in. stem 0/250 volt A.C./D.C. 15 amps. 
А.С. 10 to 90 degrees cent. 25/-, post 2/6. 

ROOM THERMOSTAT. Adjustable between 45 and 75 deg. Fahr., 250 v. 
10 amp. A.C. Ideal for greenhouses, etc., 35/-, post 2/-. 


THIS MONTH'S SPECIAL OFFER: BRIDGE MEGGER TESTING SET 
SERIES 1 WITH RESISTANCE BOX AND LEADS, 1,000 v., 0-100 
Megohms. (List £189). Our price £50. Brand new. 


NIFE BATTERIES. Nickel Cadmium 12 volt 18 ampere hours crated and 
connected alkaline filled. Brand New £4 each, carriage 10/-. Also available 
2.4 volt 10 ampere hours, 20/- each, post 3/6. 

TRANSFORMER Single Phase 250-115 volts 50 cycles 5 KVA double 
wound, £30, carriage extra. 

FANS INDUSTRIAL TYPE 230/240 volt A.C. Capacity Motor, 16-inch 
blades in housing, adjustable louvres, filter. Brand New, £25, carr. extra. 
AIR BLOWER powered by a 230-volt A.C. motor, 15 in. fan. Volume of 
free air at max. r.p.m. is 1,250 cu. ft. per min. At maximum efficiency 
900 cu. ft. рег min. Brand New £25, carriage 20/-. 

EXTENSION SPEAKER in cabinet 9in, x 8in. x 4in. Permanent Magnet, 
8 ohms, Ready for use, 25/-. post 2/6. 

PUMP Electrically Driven by а 24v. DC motor. Works efficiently on 12v. 
Totally enclosed, self lubricating driven through 4 to 1 reduction gearbox 
delivering 60 g.p.h. at 301b./sq.in. Inlet and outlet unions } BSP 37/6, 


post 2/6. 


L. WILKINSON (CROYDON) LTD. 
19 LANSDOWNE RD. CROYDON SURREY 


Phone: CRO 0839 Grams: WILCO CROYDON 
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RADIO CLEARANCE LTD. 

TS 27 TOTTENHAM COURT RD., LONDON, М.І EC HCM 

INVITED The oldest Component Specialists in the Trade EST. 30 YRS. 


All Electrolytic Condensers as advertised in May issue still available. 


i -Е 2- 2, а! bs with gilt tch: ‚ circuiti 5-10-0 t be 
STER ЕО AMPLIF | ЕВ О ley eg d A the пап сти will be amazed BARGAIN OFFER se free Gas 


And still... We proudly present the greatest All-Transistor Circuit of our time 


BUY AS YOU BUILD the ** MIRACLE'"' Super Six Plus 
ANY PART SOLD SEPARATELY 


Makes up toa portable transistor superhet embodying all the latest design developments including a self-oscillating mixer, two 
double-tuned IF stages, audio amplifier and a matched push-pull output stage. Also two germanium diodes are incorporated, 


additional to the six Mazda transistors, one as detector and the other to assist the AGC as a variable damping element. 


12 Good Reasons why the Miracle has no equal x 


Ж Printed Board engraved with 
component locations 


* Special provision for use as а 
CAR RADIO 


ж Double-tuned IF Transformers 


* 6 First Grade Mazda transistors 
plus 2 Mazda hi-efficiency diodes 


Ж Hi-flux 5in. (12000 lines) 25-ohm 
loudspeaker 


Ж Full coverage Medium and Long 
wavebands 


Ж 3iin. tuning dial with 5:1 slow 


motion 
* Long life dry battery. 
hours 


* Internal high-Q Ferrite Aerial 
ж Push-pull matched output stage 


400-milli-watts 


Ж Зп. x Тит. x 10іп. attractive 
weight 


two-tone case—total 
approx. 4 Ib. 


ж Comprehensive Manual supplied * 


—so easy to build 


150/200 


+ 


Our inclusive price for all 
components, cabinet and bat- 
tery complete in every detail: 


£11.10.0 


plus 3/6, Regd. p.p. 


or any associated component 
parts supplied separately at 
the published prices. 


INSTRUCTION MANUAL AND CIRCUIT BOOK containing itemised lIst of all component prices, 3/6 post free. See and hear 


a complete working model in the shop. 


MOULDED TROPICAL PAPER CONDENSERS 


йаа, non-Induetive, insulated, high-grade Capacitors 
150 v. Wkg., .15 Mid. 5% 10d, .22 Mfd. 10% 9d. 2 Mid. 
10% 1/10. 250 v, Wkg., .068 Mfd. 9d. .1 Mfd. 1/1. .22 мга, 
2% 1/4. 1 Mid. 10% 1/7. 500 v. Wkg., 680 pF., 1,000 pF., 
1,500 pF., 2,200 pF., 7d. each. 3,300 pF., 84. 5,000 pF., 
6,800 pF., .01 Míd. 94. each. 8,200 pF., 1/-. .022 Mfd., 
.03 Mfd. 104. each. .047 Mfd. 2%, .05 Mfd. 11d. each. 
г ма. 11d. .25 Mfd. 1/7. .5 ма. 1/3. 750 v. Wkg.. 
470 pF., 10%, 820 pF., 1,500 pF., 2,000 pF. 8d. each. 5,000 
pF. 6,800 pF. 9d. each. .022 Mid. 104. 1,000 v. Wkg., 
1,500 pF. 94, 6,800 pF. 104. .01 Mfd., 1,500 v. 1/-. .12 Mfd. 
15 Mfd. 1/1 each. 


VALVE HOLDERS 


4 pin UX, 7d. 5 pin Brit, Pax. 2d, 7 pin Brit. Pax. 3d. 
7 pin Brit. Amp. 4d. Int. Octal Pax. 3d. Mazda Octal 
Pax. 34. Loctals Amp. 6d. B7G Pax. 6d. В7@ P.T.F.E, 
84. В7@ Cer. with saddle and valve retaining spring 1/-, 
ВЗА Pax. 4d. B8A Amp. 64. ВЗА Cer. 8d. ВЭА Pax. 64. 
BSA Cer. 10d. B9A Cer. with saddle and valve retaining 
spring 1/-. B9A ceramic with skirt 1/-, ВЭА printed circuit 
10d. B7G Valve Cans 6d. EY86 High voltage holders 1/3. 


VARIABLE GANG CONDENSERS 


Twin Gaug 20 pF, Ideal for F.M. 2in. x ljin. x lin. 2/-, 
Twin Gang .0005 MFD. 2jim x 2in x Иа. Spindle 


in. 4/-, 

эу: ашы 10005 МЕБ. 2110. x іп. x Ц. Spindle 

łin. e 

Min, Twin Gang. .0005 MFD, 2łin. x 1jin. x Це. Spindle 
lin. with trimmers, 8/6. 

Twin Gang.0005 MFD, Geared ‘with S.M. 3/6. 

AM/FM 2-Gang Condensers, 500+20 pF. 3/6. 


DISC CERAMIC CONDENSERS 500 v Wkg 


500 PF. .001 MFD., .002 MFD., .0025 MFD., .003 MFD. 
„005 МЕР, 6d. each. .01 МЕР, 9d. 


TRANSISTOR COMPONENTS 


SUB MINIATURE ELECTROLYTIC CONDENSERS 
Most with sleeves, all at 2/3 each, 

1 mid. 50 v., .25 mtd, 15 v., .5 шій, 50 v., 1 mià., 
10 у. 25 v., 2 mid, 6 v. 15 v. 70 v., 4 mid, 12 v. 5 mfd. 
25 v., 6 mfd. 3 v. 6 v., 8 mtd. 3 v. 6 v. 15 v. 30 v., 10 mtd, 
6 v. 25 v., 16 mtd. 3 v. 6 v. 30 v., 20 mtd, 16 v., 25 mld. 
12 v., 30 mtd. 3 v. 6 v. 12 v., 50 mtd. 6 v. 

SUB MINIATURE TRANSISTOR COILS 


As specifled for Mazda Circuits 23/6 complete. 

As specifled for Mullard Circuits 23/6 complete 

WTC oscillator СоВа for Jackson or Plessey Gang 4/6 
each. WTC 470 ke/s, І.Е. Transformers 4/- each, 7/6 
pair. 


SUB MINIATURE CARBON POTS 
5K., 50K., 220К., 330K., 1M, Q/-. 


5 M with switch , 
/6. 5 K., 1/6. 500K preset 1/-. 1M Transistor Pots 2/-- 
5K Transistor Pots 1/6. 
FULLY MOULDED TRACK POTS DIAMETER iin. 
SHORT SPINDLES 2/6 EACH 
1000, 2500, 4000, 5000, Ik, 2k., 2.5k., 5k., 10k., 25k.. 
50k., 100k., 250k., 500k., 1M. 
SUB MINIATURE METALLISED PAPER CON- 
DENSERS jin. x За. 100 v. working. 
.005 MFD.,.0022 MFD., .002 MFD., .001 MFD., 8d. 
leach, .02 MFD.,.04 MFD,, Price 9d. each, 
TRANSISTOR GANG CONDENSERS 
With intermediate screen as specified for MULLARD 
Transistor Circuits 9/8. 


MIN, POLYSTYRENE CONDENSERS 
10рЕ., 100 pF., 500 pF., 1,000 pF., 125 v. жЕр. 8d. each. 
^, 1,200 pF., 


^ ” 


ТУ PRESET CONTROLS 


Knurled knob and 6Ba fixing holes. Diam. lin. 1000 5K., 
10K., 25K., 50K., 100K., 200K., 250K., 500K., 1.5M. 2 M. 
1/3 each, 25K., wirewound 1/6. 


POTMETERS CARBON—HI-GRADE 
Moulded Tracks. Diam., ljin., 2jin., apindles, 5К., 10K., 
25K. Linear only. 50K., 100K., 250K., 500K., 1M, 2M, Log 
or Linear, less switch, 2/6 each, With switch 4/6. 


d TRANSFORMERS 
Р Output Types. 6,0000 to 30 3/6. 10,0000 +030 


3/9. 

Universal CRT Boosters with tapped primaries 2 v, 6.3 v. 
13 v. 25% boost all taps, 10/6. Filament transformers, 
centre tapped, 6.3 v. output, 1.5 amps., 5/9; 3 amps. 9/6. 
Charging Transformers, Tapped all voltages 2 amp. 14/3. 
4 amp. 16/6. 


MODERN TY COMPONENTS 


6 
G.E.C. Metal Rectifier 250 v. 250 mA. 10/-. 34 Meg. I.F.T. 
1/6 ea. 38 Meg. LF.T. (link) 2/- еа. Masks 14in., 17in. and 
2lin. 2/6. 3/6, 4/6 (plus 2/6 p.p.). 


MISCELLANEOUS 
Crocodile clips 44. Coax. Plugs and Sockets 2/2 per pair. 
Condenser clips lin., 1#in., 1fin. and 1fin., 6d. ea. Parmeko 
Smoothing Choke 8/9 Hy. 100 ma. 6/6. 500 pF. 15 Kv. 
moulded Condensers 2/8. WX2s Westector 6d, Transistor 
Twin gang condensers 287 +166 pF., ex equip., 4/6. Vib- 
Ay Hash Chokes ]/-. Ext. Loud-speaker panel with switch 


We have an extensive range of Waxed Paper Condensers 
(average price 5d. ea.), Metallised Paper Condensers (average 
price 11d. each) and Wirewound resistors 5/6/7-watt types 
(average price 1/- ea.), 


— 


STAMPED AND ADDRESSED ENVELOPE with any enquiry please 


PLEASE ALLOW FULL POSTAGE AND PACKING CHARGES. 


TERMS OF BUSINESS: CASH WITH ORDER OR C.O.D. ON ORDERS OVER 10/-. 


e 
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POHTABLE THANSISTOH HECOHD PLAYER 
à BARGAIN OFFER d uw № 


@ 6 v. operation (2 E/R Type White with Polka Dot re; 
800 batts.) lief. Alternative Blue! 


Ф ! watt Push-Pull output ead with Polka Dot 
@ 4 latest G.E.C. Transistors X CABINET incl. Motor 
@ 3 ohm 7 x áin. Quality Speaker Board and 7 x 4in. 
@ Garrard Fidelity Gram. Unit 


Speaker, 39/6. Carr. 
2/6. 
COMPLETE RECORD PLAYER KIT 


(3 Units) only — £7.19.6 Carr. 3/6. 
Circuit diagram, full technical spec. and 
constructional details (free with kit, 2/6 
post free. 


Bize: 11 x 9 x Sin. 


4-Transistor 
Amplifier 


High quality unit with neg. 
feedback giving 1 watt Audio 
output into 3 chm Speaker. 


AMP KIT ошу £3.19.6 carr. 2/6. 


Wired and tested, 17/6 extra. 


SEND FOR DETAILS NOW 


RECORD PLAYER BARGAINS Latest 4-speed models 


NEW RELEASE by E.M.I.——4-epeed Single Player Unit fitted with latest stereo and 
monaural Xtal cartridge and dual sapphire etylii. Auto stop and start. A fidelity unit 
and bargain buy at only £6/19/6, carr. & ins. 3/6. 


SINGLE PLAYERS. В.8.Е. (TUS) 90/-; COLLARO JUNIOR studio P.U. £4/10/-. 


AUTOCHANGERS. В.8.В. (UAS), £6/19/6; COLLARO CONQUEST, . UAB 
BTEBEO £7/19/6. B.8.R. (014) latest model, £2/19/6. Я 27/1916 


BARGAINS Boren VALVES ослвлкт а 


ж GARRARD ВА 1 Gram 
Unit, 59/6. Carr. 2/6. 


KNOBS. Modern Continental types, walnut and ivory. 
liin dia. with GOLD RING.... 
lin. dia. with GOLD CENTRE.. 
LARGE STOCKS—SEND YOUR ЕМ . 
CRT HTR ISOLATION TRANSFORMERS 
New improved types, low capacity, small size and tag terminated, А.С. 200/250 v, Вес. 
ondaries Nil, +25%, +50% BOOST for 2 v., 4 v., 6.3 v., 10.6 v., 12 v. or 13 v. tubes, 
12/8 each. P. & P. 1/6. 


COAX 80 ohm CABLE 


CONDENSERS--Silver Mica, AH pret. 
values, 2 pf. to 1,000 р!., 6d. each. Ditto 
ceramics 9d. each, Tubulars 450 v, T.C.C. 


GARRARD 
PLAYER UNITS 


SINGLE PLAYERS: THEBES ees Er ы 26 Now only 6d. a yard. eto., .001 mld-0l and ,1/350v., 98. each 
Model TA Mic. в быт. 3/6. | 394.894 7/6 | KCFSO 96 | POC34 9/6 ШЕ када де По CR ar АМ ш Oe dir вав. o Bona ШВ. -5 
el TA Mk. 2, 87/1916. Carr. 3/6. | Sua gio | RCLSE18 | PESO 9/8 High grade low loss Cellular Air | 1.0.0. 1/9. .001 бт. 5/8. .001 20 kv. 916 
Model 4HF, £18. Carr. 3/6. 6K7 Б/- | ECL80 10/6 | PCL83 12/6 оса. rene am— | mEsISTORSCFULL RANGE 10 ohms— 
AUTOCHANGERS, LATEST RELEASE: 6K8 7/6 | EF80 8/-|Р181 12/6 ч 10 megohms 20%, $ w. and ў w. 3d., 1 w. 5d. 
EG OME oe | G07 ial ESO 1918 | ries -8/6 BARGAIN PRICES—SPECIAL (Midget type modern rating), 1 w. 6d., 2 w. 
ее dd Mee adita був б EGI ELS 10/6 LENGTHS. 9d., 10% Hi-Stab. 1 w., 5d., $ w., Td» 5% 
И ROTEL. » Brand | Darog g/-|EL41 9/6 | PY80 9) 20 yds. . 9|P.&P.ij6 | №№. 9d., 1% HI-STAB, ф w., 1/6 (10-100 
DESI | И) эшл. 
i 60 yds. - P. & P. 3/- PRE-SET POTS. T/V type. 25 ohms— 
RECORD PLAYER CABINETS 0196 8 [6186 10° | U2 19/6 2 eue [| Bé i obs d^. 9053 Med. (Gerben 1. 


Coax Plugs, 1/-; Coax Sockets, 1/-; 
Couplers, 1/3; Cable End Sockets, 1/6 
Outlet Boxes, 4/6. 


SPEAKER FRET—Expanded Bronze ano- 
dised metal 8 x 81In., 2/3; 12 x 8in., 3/-; 


SPECIAL PRICE PER SET 
1R5, 1T4, 185, or 384 ог 3V4, 95/- 


Cabinet е 3! 

i DEK96, DF96, DAF96, 1196, /- 12 x 12in., 4/6; 12 x lóin., 6/-; 24 х 12in. 
pue ОКВ, окт 007, VO, 224 or 6X5, 398 9/-; 30 x 12uL, 13/6, ee, eic. 

£3.3.0 TYGAN FRET (Contemporary pat), 12 х 

EN RE-GUNNED TV TUBES | tein. 29/-; x 1810, 3/-; 12 x 2tin. 4/=, ete. 

тг, an JASON FM TUNER UNITS LOUDSPEAKERS—P.M. 3 ohms, 2n., 

Ins. 3/6 (87-105 Mc/s) NEW REDUCED PRICES | xi. 17/6. sim. Goodmans 18/6; om. 


Contemporary 
style. гехіце 
covered cabi- 
net in mottled 
red and white 
gus dot. Bize 

8} x 13} x 
ht. 8tin., fitted with all accessories including 
baffle board and anodised metal fret. Space 
available for all modern amplifiera and auto- 


changers, ete. Uncut record player mount- 
ing board 14 x 13. supplied, 


2-VALVE 2-WATT AMPLIFIER 
"Twin etage ECL82 with vol. and neg. feed- 


back Tone control AC 200/250 v. with 
knobs, etc., ready wired to fit above cabinet. 
[ROME P. 1/-. Gin. Spkr. & trans., 22/-. 


Designer-approved kits of parts for these 
quality and highly popular tuners available 
as tollows:— 


STANDARD MODEL (FMl)—as рге- 
viously extensively advertised. M- 
PLETE KIT, 5 gns., post free. Bet of 
4 spec. valves, 20/-, post free. 


LATEST MODEL (fMT2)—attractively 
presented shelf mountiny unit in enclosed 
Metal Cabinet with Built-in Power Supply. 
COMPLETE KIT, £7, v. & р. 3/6, 
Bet of б spec. valves, 37/6. 


MODEL JTV2. Belf-powered Switch 
Tuned B1-B2-B3 AM/FM Unit. 65 pre- 
set stations, AFO and AGC circuits. 

Complete Kit incl. ready-built and 
valved Turret Tuner, £12/19/- post free. 


4 spec. valves, 32/6 extra. 


TRANSISTORS BVA 


еа EUMD, rem. at 
New Reduced Prices 2120 os стор. Жый 
MAZDA | MULLARD азо мш бте БЫ ар. ae. 
ХА101 14/6 | OC70 96 | ОЕТ1149/6 

ХА102 16/6 | 0071 12/6 | GETI5 12/6 MAINS TRANS. AND QUALITY 
XA103 ]B/-| 0072 15/- | Newmarket | OUTPUT TRANS. Mtd. in our own 
s 18/- | OC44 23/6 'Goldtop' workshops to top grade spec. Fully 
102 10/- | 0045 21/- Vi5/10P interleaved and impregnated. Enquire 
Xc106 10/6 ' 0016 49/6 15/- les welcomed for smali production 


Germanium Diodes 0470 2/9; OA81 3/6; 
GEX34 4/-. 


runs, prototypes or individual jobs, 


RECORDING TAPE BARGAINS 


EMI 1st grade. Brand new sealed boxes. 
Standard 

Sin, 17510... 

5in., 600ft. 

łn., 850ft. 

Тїш, 1,200 А 

SPARE REELS: Emitape, new, boxed: 3in. 3/-, біп. 3/8, 5Ha. 4/-, 7in. 4/6. 


SPECIAL PURCHASE. ae manufacturers, Ist grade tape, in sealed white 
юхез. 


Long Play 


Play 


Standard 


Lon 


850. . 
1,200ft. 
21,800. 


Manufacturers’ surplus. 3in. 2/9, 5in. 3/-, Sjin. 


Plastic Tape Reels, special offer. 
3/3, Tin. 3/6. 


12у. operation Med. & Long Waves 


Moden development of the famous Brimar 
Hybrid vibratorless car radio circuit. Five 
latest type Brimar low voltage valves and power 
transistor, В.Е. stage and permeability pre- 
aligned Cyldon Tuner Unit provide extremely 
good sensitivity and signal noise ratio. Printed > 
circuit for easy construction and 7 x 4in, elliptical speal 
Self-contained in neat metal cabinet 8 x 7 x 21in., with attractive calibrated dial. 
Speaker and power transistor stage mounted separately approx 8 x 6 x 3in 


Instruction booklet and parts list available. 3/6 post free. 


ker for fidelity output. Complete Kit 
Bargain Price 


£12.19.6 "57 


Rola, 17/6. біш. Elac, 18/6; 7 х 4in. Good- 
mans Elliptical, 18/6; 8in. Rola, 20/-; 10in. 
В. and a., 25/-; 10in, W.B.-HF1012, 95/-, 
12in. Plessey 15 obms with 6/4ш. Tweeter 
and Cross Over Filter, 97/6. 


Electrolytics All Types New Stock 
TUBULAR AN TYPES 


25/25 v. 50/12 v. 1/9 8+8/450 v. 4/6 


... and now 12 months 
guarantee! 


All tubes rebuilt with 
new heater, cathode 
and gun assembly — 
reconditioned virtually 


as new, о gres n 
E 1 v. v. + ve 
I2in. £5, 14т. #5/10/-, | 616/450 v. 5/6 | 60--250/275 v. 12/6 


32-+32/450 v. 6/6 | 100--200/275 v. 12/6 
Comprehensive range іп stock, 


VOLUME CONTROLS—5K—2 Megohms. 
ALL LONG SPINDLES, MIDGET TYPE, 
lin. diam. Guar, 1 yr. LOG or LIN. 
Ratios less Sw., 3/-. D.P. Sw., 4/6. Twin 
gang stereo controls less Bw., 6/6. D.P. Sw. 
8/-. 


17іп. £6, etc. 


10/- part exchange 
allowance on old tube 


Carr. and ins. !0/- Compre- 
hensive stocks—quick delivery. 


7 VALVE AM/FM RADIOGRAM CHASSIS 


Line-up: ECC85, 


Valve 
ЕСН8І, EF89, EABC80, 


EL84, ЕМ8І, Е280. 


"Three Waveband and Switched 
Gram positions, Med. 200- 
500 m., Long 1,000-2,000 m., 
УНЕ/ЕМ 88-95 Mc/s. Phillips 
Continental Tuning insert 
with permeability tuning on 
FM and combined AM/FM 
IF transformers, 460 Ke/s 
and 10.7 Mc/s. Dust core 
tuning all coils. Latest 
circuitry including AVC and А 
Neg. Feedback. Three watt output. 
Sensitivity and reproduction of à very bigh 
standard, Chassis size 13} x 6}in. Height 73in. Edge 
Illuminated glass dial 11$ x Sin. Vertical pointer. ч 

Horizontal station names. Gold on brown background. А.С. 200/250 v. operation. 


Aligned and tested ready for use. £13 . 10 . 0 Carr. & Ins. 5/- 


Complete with 4 Knobs—walnut or ivory to choice. Indoor FM aerial 3/6 extra. 
Three ohm Р.М. speaken only required. Recommended qualit; cakera. 
10in. Rola (Heavy Duty). 
Sin. Goodmans special cone. 


30/- 
21/6 
As previously announced fresh supplies are now being received, but we regret some slight 
delay may be experienced fn fulfilling orders for this popular item. 


ONLY A FEW ITEMS ARE LISTED FROM OUR COMPREHEN- 
SIVE STOCK. WRITE NOW FOR FULL BARGAIN LISTS, 3d. 


Terms: C.W.O. or C.O.D. post and packing up to 1lb. 7d.; 
Vb. 1/1; 3Ib. 1/6; Sib. 2/-; 10%. 2/9. 


RADIO COMPONENT 
SPECIALISTS 


70 BRIGSTOCK RD., THORNTON HEATH, SURREY 
Established 1946. 
Tel.: THO 2188. Hours: 9 a.m.—6 p.m. ‘I p.m. Wednesday 
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A nice choice in 


COMMUNICATION 


RECEIVERS... HI-FI FIELD 


NATIONAL “ NC-60 SPECIAL " 
inbuilt L.S. bandspread, 5 valves, £35/10/-. 
NATIONAL ‘‘МС-66 '' PORTABLE ROGERS “R.D. JUNIOR STEREO ” 
A.C.[D.C. on battery, Medium and S.W., also comprising twin-channel 12 w. main amplifier, 


D.F. band for yachts, etc, £78/15/-. г. ifi 18. 
(D.F: losp available) £28/10/-; and stereo preamplifier, £ 
NATIONAL *' МС-109," - 2 
11 valves, bandspread, special filter and many ALL BALANCE " Р.О, ARM 
refinements. ball bearings, calibrated weight adjustment. 
(Also NATIONAL ** NC-188 ''—** NC-303 " Precision at a reasonable price, £13/4/3- 
etc., full details on request.) 

G.E.C. “ BRT400/2]K ” 
outstanding C.W. and A.M. performance, 


and new items in the 


REFLECTOGRAPH ‘“ A" TAPE RECORDER 


£190. “ professional " in design and results, an 
EDDYSTONE *''840A ” entirely new model, 95 guineas. 

inbuilt L.S., 30 Mc/s to 480 Ke/s., A.C./D.C., 

£55. 


“ STEREODYNE " PICK-UP 
EDDYSTONE ** 888А ” 


tops them all for Amateur Band work, £110. first-class mono-stereo, compares with any. 
EDDYSTONE ''680X ” Cartridge £7/7/-; or complete with arm, 
High performance, 15 valves £140 £17/17/-. 


WEBB'S RADIO, 14 SOHO STREET, OXFORD STREET, LONDON, W.l 
Tel.: GERrard 2089/7308. .Shop Hours 9-5.30 (Thursday 7 p.m.), Saturdays 9-1 p.m. 


PEE. 7 Proceedings of the Second 


International Conference Paris 1959 


-—- Medical Electronics 


Edited by C.N. Smyth M.A., B.Sc. ENG., B.CH., M.I.E.E. and published 
for the International Federation for Medical Electronics 


Electronic techniques, are becoming increasingly important in the medical sphere, 
because they provide extremely sensitive and versatile means of measuring or 
examining physiological effects which often cannot be detected by other methods. 
The growing importance of medical electronics was first recognized on.a world 
scale when the First International Conference was held in Paris in 1958. This was 
an exploratory meeting, which led to the organization of the full-scale Second 
International Conference on Medical Electronics, held at the UNESCO building 
in Paris in 1959. This book is a record of the proceedings. 


145s net (by post 147s) 614pp. 400 illustrations 


from leading booksellers 


ван > Published by Iliffe & Sons Ltd. 
мый DORSET HOUSE STAMFORD STREET LONDON $.Е.1 
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A SELECTION OF HIGH QUALITY 
P.A. SPEAKERS FOR 
INDOOR/OUTDOOR USE 


S.A.E. for full list 


RE-ENTRANT 
ч LOUD 
HAILERS 
(Ex-Govt) 
Heavy duty 20 
watts all-metal 
15 ohms. Dia- 
meter  [5in., 
length (Sin. 
(approx.) good 
condition 
£6/10/-. 
Carr.-10[-. 
Ditto. Brand new, 
£8. Carr. 10]-. 


BAKER'S SELHURST SPEAKERS 
I2in. P.M., 15 ohms, 15 watts, 30-14,000 c.p.s. 
Our price £4/10/-. 

* AUDITORIUM " I2in., 15 ohms, 12 watts, 
35-16,000 c.p.s, Flux density 14,500, OUR 


** SUPER HI-FI 25 '' |2in., 15 ohms, 25 watts, 
25-20,000.c.p.s. Flux density 17,600. OUR 
PRICE £9/9/-. АП are brand new and full 
descriptive specification is available. 


PRICE £7/10/-. 


NEW P.M. 
HEAVY DUTY 
SPEAKERS 
Complete with 
О.Р. trans., in 
all steel blue- 
gre double 
grilled cabinet. 
6in. 30/- 

Bin, 32/6 
Carr. 3/6 each 
lOinch Speaker in 
„wooden cabinet, 
Size approx.|4”x16” 
х8” with padded interior and 
volume control. 50/-. Carr. 3/6. 


TRUVOX/TANNOY a 
LOUD-HAILERS 
With 180 ohm line 
transformer and con- 
denser. Impedance 
7; ohms, handling 
capacity 8 watts. 
Complete in slope- 
front wooden case. 
Brand new 25]-. 

Carr. 4/6. 


EXPONENTIAL HORNS 
by famous manufacturer 
of P.A. systems. 


15 watt, 30in. 
long, 20in, square 
flare, 15 ohms speech 
coil. Goed condition, 


«111016. Carr. 10/-. 


VITAVOX PRESSURE 
UNITS TYPE N. Heavy 
Duty. Special quality, 20 
watts Р.М. Brand new 80/-. 
Carr. 5/-. 


FLARE HORN.  30in. x [2in. x 
26in. long. Driven by Heavy duty 
3 ohm P.M. Speaker. Ideal for music 
etc. £7[|I0/-. Carr. IOf-. 


HEAVY DUTY ALL STEEL 


TRIPOD STANDS 


Adjustable every 6in. to approx. 
9ft. 6in. when fully extended. (Folds 
up to only 4ft. 6in. for storage.) 
Suitable for outdoor speakers, public 
address systems, floodlighting, etc., 


A. £3.10.0 с.х. 


OUR 
PRICE 
These stands are 
ideal for our 
RE-ENTRANT 


9'6" 


LOUD HAILER 
as described 
above. 
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TWO SPECIAL ITEMS 
WESTALITE RECTIFIER UNIT. Type 
925. А.С. input 200/250 v. or 440/440 v. 50] 
60 cycles, 3 phase. D.C. output 13-0-13 v. by 
| volt steps to 16-0-16 v., at 120 amps. 
Metered, switched and fused throughout. 


Brand new and unused. £75 ex-stores. 
WESTALITE TRANSFORMER RECTI- 
FIER. Oil filled. Primary 380-440 v. 50 
cycles. 3 phase. Supply 20 v. D.C. at 200 
amps. (conservative rating). Complete with 
original control panel. Perfect condition, 
unused. £150 ex-stores. 


CONDENSER, oil filled. 240 mfd. 230 v. А.С. 
ог 600 v. D.C. Made in U.S.A. Size I2in. x 52in. x 
9in. . Brand new in original cases. #7/10/-. | 
Carr. 5[-. 


TELEPHONE SETS (TELE "''F") 
Housed in Bakelite cases, complete with 
built-in ringing generators and batteries. 
Ideal between two or more positions up to || 
practically any distance. Tested before 


despatched. ONLY 70/-. P. & Р. 3/6. 2 sent 


for £6/10/-. Carr. paid. 

TELEPHONE CABLE. Twin one-mile 
drums (Don 8), £5. Carr. 20/-. Single one- 
mile drums (Don 3), 50/-. Carr. 7/6. 


MARCONI SIGNAL GENERATOR. TYPE 
ТЕ517-Е/1. Covering 10-18 Mc/s. 33-58 Mc/s. 
150-300 Mc/s. In very good condition. Com- 
plete with full technical data and instructions. 
Unrepeatable at only £12/10/-. Carr. 20]-. 


MARCONI SIGNAL GENERATOR TYPE 
TF390G. for 200-250 v. А.С. mains input. 

Frequency range 4-16 Mc/s. and 32-100 Me/s. 
indirect calibration. Output luV to 100 ММ. 
400 c/s internal modulation. In good order. Only 
£12/10j-. Carr. 20]. 


BRAND NEW CRYSTAL CALIBRATOR 
No. 10. (Battery powered 1.4 у. valves.) Complete 
with full working instructlons, circuit diagram, 
carrying haversack, connecting lead and spare 
valves. Frequency range: 1.5 to 10 Mc/s. (nominal) 
but can actually be used up to 30 Mc/s. Weight 
51. Size 7іп. х7 т. x 4in. A miniature B.C.221 
in every respect. А must for every laboratory, 


etc. ONLY £4/19/6. Р. & P. 2/6. 
MULLARD BRIDGE. Туре ‘СМ. 4140/1. 
Mains operated from 100-250 у, А.С. Will test 


resistances from 0.1 ohm to 10 megohms and 
condensers from lOpf. to 10mfd. Good condition 
and complete with Instruction booklet. £6/19/6. 
P. & P. 2/6. 


TAYLOR VALVE TESTER Model 47A. 
Input 200-250 v. A.C. Will test all types of 
English and American valves with filaments from 
l.l v. to 117 v. Perfect condition. Complete 
with full instruction manual. £12/10/-. Carr. paid. 


RECORDING TAPES. Super quality P. V.C. 
1,800ft. L.P. Zin. spools, 30/-; 1,200ft. Std. 7in. 
19/-; Empty 7in. spools 3/9 each. 

Send S.A.E. for Tape Bargain List. 


RECORDING WIRE, З1Ь. spools, 34in. dia. 
New and unused, 12/6. P. & Р. 1/-. 


EVERSHED AND VIGNOLES MEGGER 
CIRCUIT TESTER (low reading ohm meter). 
2 ranges 0-3, 0-30 ohms. The perfect meter 
for continuity and polarity testing, complete with 
test leads and ready to use. Brand new. Only 
£4/17/6. P. & P. 3|-. 


BRIDGE MEGGERS. Evershed and Vignoles. | 
Series 2 in perfect condition. 250 у, £22. Carr. | 
paid. Leather case available at 20/- extra. 


Limited Quantity Only ! ! 


TRANSMITTER ТУРЕ Т.1945 
As used for Air-8ea Rescue. This transmitter 
is a non-directional sono-buoy. The freq. 
band of 62.9 Mc/s to 71.7 Mc/s is divided into 


12 channels spaced 800 Кс/5 apart, each buoy 


being set up to one of the channels. (Most 
channels available.) Н.Т. power supply is Нот 
3-45 v. batteries, L.T. 1.5 v. Absolutely 
brand new and complete in tropically sealed 
packing (less batteries). 

HOME AND EXPORT ENQUIRIES INVITED 


C.M.G. 25 PHOTOCELLS (OSRAM) Brand | <$ 


new, 15/-. P. & P. 1/-. 


GEE BROS. 


15 LITTLE NEWPORT STREET, 


ADJOINING LEICESTER SQ. TUBE STATION—Open 9-6 Weekdays. 9-1 Sat. 
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TRANSFORMERS 


MAINS ISOLATING 
(Gresham). Pri. 230/250 v. 
l.5 amps., 5 v. 12.5 amps. Potted. Size 7in. x 
7iin. x 10} т. Weight 50 Ib. Ideal for obtaining 
TWO ISOLATED 240 v. lines at 360 watts each. 
Perfect condition. 80/-. Carr. 10]-. 


3 kV/A. AUTO-TRANSFORMER. 230/110 v. 
50 cycles (fully tapped primary and secondary). 
Capable of 2595 over actual rating. Brand new 
and unused, £12/10/-. Carr. 20/-. Also 6 kV/A. 
as above, £18. Carr. 20]-. 


20 kV/A. AUTO-TRANSFORMER. 230/115 v. 
50-60 cycles, by Jefferies Transformer Co., U.S.A. 
Perfect condition, £20, Саги, £l. 


TRANSFORMER 
Secs. 240-0-240 v. 


CONSTANT VOLTAGE TRANSFORMER. 
190-260 v, primary, sec. 115 v. at I} kV/A. (listed 
at 2 kV/A.). Brand new and unused. £25 or £45 
per pair. Carr. 10/- each. 


E.H.T. TRANSFORMER.  8,000-0-8,000 at 
250 mA. Primary 230 v. 50 cycles. Oil filled. 
New and in original crates. £22. Carr. 10/-. 


E.H.T. TRANSFORMER.  1,800-0-1,800 at 
| КМА. 230 у. 50 cycles primary. Fully tropicalised. 
New and boxed. #6/10/-. Carr. 10/-. 


E.H.T. TRANSFORMER.  1,100-0-1,100 at 
250 mA. plus 4 v. L.T. Pri. 200/250 v. at 50 cycles. 
£5. Carr. 10/-. = 


ROTARY CONVERTER. 24 v. D.C. input. 
220 v. A.C, output at 250 watts. Complete 


with starting switch. New and unused. 
£15. Carr. 7/6. 


ROTARY CONVERTER. 24 v. D.C. to 


230 v. A.C. 50 cycles, 150 watts. . Brand new 
and unused. £8/10/-. 
watts £6/9/6. 


Carr. 7/6. Ditto, 100 
Carr. 7/6. 


ROTARY CONVERTER. Ex-Govt. 12 v. 
D.C. input, 230 v. A.C. output 50 cycles at 
135 watts. Complete in-carrying case with 
lid. Voltage control, sliding resistance, 
mains switch and 0-300 v. A.C. flush meter. 
In good condition. #10. Carr. 10/-. 

Motor only, without case, etc. Brand new 
and unused. #8/10/-. Carr. 5/-. 


NEW AND UNUSED ACCUMULATORS 


12 v. 25 A.H. (as 
on left) 45/-. Carr. 
7/6. 


2 v. 100 А.Н. 75 actual 
(ex Govt.) with carrying 
handle. Size 64 x 64 x 
31in., 15/- each. Carr. 3/6. 
2 v. 16 A.H., as above. 7; x 4 
x 2in., 5/- each. P. & P. 2j-. 6 

for 24/-. P. & P. 10/-. 2v. 14 

A.H., as above (less handle). 
each. P. & P. 2/-. 6 for 24/-. 


G.P.0. RACKS 


I9in. Heavy duty, all! steel. 
Standard drilling. 


7 x 21 x 24іп., 5/- 
P. & P. 10]-. 


5ft. біп. angle uprights. 
£3/10/-. Carr. 15]-. 


6ft. channel uprights 
(as illustrated). 
£5. Carr. 15/-. 


7ft. channel uprights. 
£6. Carr. 15]-. 


(RADIO) LTD. 


LONDON, W.€.2. GER. 6794/1453 
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Electronic Ns IM 


WIRELESS WORLD 


SEPTEMBER, 1960 


DEPT. B 
152/3 FLEET ST., LONDON Е.С.4 


Telephone: FLE 2833 


Business hours: Weekdays 9-6, Saturdays 9-1 


STOCKISTS FOR THE FOLLOWING 


AMPLIFIERS, STEREO AND 
MONAURAL, BY: 


VERDIK QUAD 
ARMSTRONG LEAK 
ROGERS W.B. 


DULCI etc, 


ЖАКЖХАКАЖЖАЖЖАЖЖЖЖК о ӯ 


* 
DEFINITELY THE LAST FEW х 
At this drastically reduced price. The X 
famous R.C.A. orphophonic amplifier. X 
12-20 watt output. Distortion: harmonic x 
less than .1% at 10 watts/700 c.p.s. Noise ўс 
Level: 85 О.В. below rated output. X 
Frequency Response: within .2 D.B., X 
20/25,000 c.p.s, within .5 D.B., 10/60,000 Ж 
с.р.5. Feedback: 40 О.В. total. Output X 
Impedance: 3.4 ohms, 7 ohms and 15 Ж 
ohms. Spare Power: 395 v.[-5 М.А. and X 
6.3 v. 2.5 amps. for pre-amp. radio tuner ¥& 
and tape amp. А.С. Input: 100/150 v. X 
and 200/250 v. Valve Line-up: two X 
EF86, two KT66 one GZ32. Dimensions: X 
16$ x 8x7iin. Weight: 3216. 
* Complete "with circuit and instructions Ж 
X є18719/ Sow 10/— crating and carriage. * 
Xx kkk kkk kk kkk kkk kkk kk 
THE JUNIOR RCA 5-8 WATT PUSH/PULL 
AMPLIFIER 
A compact Amplifier complete with plug-in 
Power Pack, valve line-up HY90, 2-I9AQ5 and 
12АХ7, separate bass and treble control, suitable 
for speakers of 15 ohms Impedance and two 3-ohm 
tappings for Tweeters. For use on А.С. mains. 
tapping 115-150 and 210-250 can also ре supplied 
with Power Pack suitable for AC/DC mains. PRICE 
COMPLETE WITH ESCUTCHEON AND KNOBS, 
£6/19/6, 3/3 post and pkg. 


| THE VERDIK | 
| "QUALITY ТЕМ” 


10 watt push-pull ultra linear hi-fi amplifier | 

with hi gain pre-amp. Mic., radio, gram and 
| tape inputs, bass and treble controls. Beau- | 

tifully finished. Control panel in gold lettering 
on grey green, Fully guaranteed. Original | 

price 23 gns. Our price £14/19/6. P. & P. 7/6. 

€————— Á—— 
SPECIAL OFFER 
2 valve 3 watt printed circuit amplifier made by 
famous manufacturer, completely assembled, 
needs output T x F and speaker, at the very low 
price of 32/6, plus деке: апа pkg. 

BRAND NEW ND GUARANTEED 
Tin. reels of 1,200ft. P. V.C. base tape, 21/-, plus 
1/6 post and pkg. 

Sin. reels of 600ft. P.V.C. base tape, 14/6, plus 
1/6 post and pkg. 
4in. reels of 300ft. P.V.C. base tape, 9/6, plus 
\/- post and pkg. 

Tin. reels of 1 ‚800. L.P. P.V.C. base tape, 32/6, 
plus 1/6 post and pkg. 

5iin, reels of | ‚200. P.V.C. base tape, 25/-, 
plus 1/6 post and pkg: 

Brand new E.M.I. 7in. take-up spools in polythene 
bag, 3/9 each post free, 6 for 20/-. 

The New American Audio Tape with plastic 
base. Also supplied in green or blue at no extra 


Xo 


M оиа 


cost. 
3in. reel 150ft. ... 6/- 4in. reel  300ft.... 10/6 
Sin. reel 600ft. ... 18/- 7in. reel 1,200ft.... 30]- 


Post and packing 1/ per spool. 

HI-FIDELITY TAPE HEADS 
Made by famous manufacturer. Brand new. 
Upper or lower track, record/play-back, high 
impedance giving up to 12,000 c.p.s. at 7+ 1.Р.5. 
output 5 m/volts at | KC at 74 1.Р.5. Erase heads 
low impedance. 
Only 39/6 per pair. 
track. 
THE NEW “INSTANT” BULK TAPE ERASER 
Can erase a spool of magnetic tape in a few 
seconds. Demagnetises oxide deposits on tape 
heads. Only 27/6, post free. 
THE NEW TAPE EDITING BLOCK. For 
standard jin. mag. *apes. Сап be fixed to tape 
deck. Only 7/6, 6а. post and pkg. The new Acos 
jtelephone adaptor can be attached to any recorder. 
2U- post free. 


Post 1/—. State upper or lower 


V.H.F. TUNERS BY: 


ARMSTRONG T.S.L. 
LEAK DULCI 
QUAD ROGERS, etc. 


BIGGEST SCOOP OF THE 
YEAR 


Due to Huge Purchases of the Famous 


АМАМТІС 
BEAM-ECHO EQUIPMENT 


We can ofier the following Hi-Fi Amplifiers 
brand new in sealed cartons. 


DL7-35 POWER AMPLIFIER. 54 watt 
output peak, intermod distortion .7% at 
20w. output, freq. response 5с/ѕ to 30 
К/сз + .0 DB Load Imp. 4, 8 or 16 ohms., 
switch selected; hum and noise level— 
85DB relative to 20%. output. Multi 
voltage input. Makers’ price 30 gns. 
OUR PRICE £16/19/6. 12/6 pkg.andcarr. 
SPA I! STEREO AMPLIFIER. Combined 
twin channel amplifiar and pre-amp control 
unit. Р/риЙ output, for each channel. 10 
watts peak each channel, loudspeaker imp. 4, 
Band l6 ohms. Tape output 100 M/V. Multi 
voltages, continuously variable bass and 
treble controls. Stereo balance control; 
stereo reverse and phase reverse. Makers’ 
price 28 gns. OUR PRICE 19 gns. Carriage 
and packing 7/6. 
PL6-2i AMPLIFIER AND PRE-AMP. 
Combined unit. Compactly designed and 
fully enclosed. Ideal for shelf mounting for 
monaural reproduction. 30 watt peak 
power. Intermed distortion 1% at lOw., 
Output impedance 4, 8 and 16 ohms. 
Radio, tape, р/ир, etc. inputs. Separate 
bass and treble controls. High and low pass 
filter. Our price £19/19/0. Carriage and 
packing 7/6. 
5Р21 STEREOPHONIC 
PRE-AMPLIFIER CONTROL UNIT 
The 5Р21 is a twin-channel pre-amplifier 
contro! unit primarily designed for use with 
the Avantic DL7-35 Power Amplifier. The 
unit obtains its power supplies from the 
power amplifier. Every possible refinement 
for high fidelity monophonic or stereophonic 
reproduction has been incorporated. For 
tape reproduction the Avantic ЅТЕР21 
Stereophonic Tape Pre-Amplifier should be 
used in conjunction with che SP21. £16/19/6, 
d 


ANOTHER SNIP FOR TAPE RECORDER 
CONSTRUCTORS 
The new Collaro studio tape deck, using 3 
motors, 3 speeds at lj, 33 and 7+ LP.S., 
will take 7in. spools, push button controls, 
£12/19/6, 5|- post and pkg. Well designed 
tape recorder amplifier (not a kit) for the 
studio deck, incorporating Mic/Gram/Radio 
inputs, ext. loudspeaker, super imposing 
switch, with matching knobs, separately 
mounted mains transformer. Frequency 


response 60-10К/с ЗОВ at 7.5 LP.S., magic 


eye level indicator. Using ECC83, ECL82 
and EM85 and metal rectifier. Assembly 
instructions. The 2 units, £25/10/- complete 
Crating and Insurance, 17/6. Suitable Acos 
mic. 40 for above, 25/-. 

A repeat of our previous popular offer. The 
Collaro Mk. IV tape transcriptor tape deck, 
£17/10/-, Crating and carr. 11/6. The Collaro 
tape pre-amp and powerpack. The 2 items 
£30 complete. Crating and carriage 17/6. 


SPECIAL OFFER 


Table top TV aerials ITV/BBC, 15/-. 
Packing 1/6. 


Post and 


HI-FI SPEAKERS BY: 


GOODMAN W.B. 
PLESSEY T.S.L. 
WHARFEDALE G.E.C. 
LORENZ etc. 


ANOTHER OF OUR AMAZING SCOOPS 


А snip for 
the Constructor 


Build this Cossor 
Pocket 4-Tran- 
sistor Superhet 
Receiver. 
Circuit descrip- 
tion: 4 transistors 
(OC44, OC45, 
OC45, OC72), two OA70 diodes, two AGC 
systems, coverage 190-550 metres. Power 
output 30 т/мз. Ferrite slab aerial, 2żin. 
moving coil speaker, printed circuit, attrac- 
tlve tuning control knob, leatherette casa 
6 x 3j x ljin. All components including 
theoretical and point-to-point diagram for 
easy construction. 

ONLY £7/19/6. Post & Pkg. 2/6. 

available separately. 

9 v. PP4 battery 2/-, Maker’s original price 
nearly £20. 


All parts 


BRAND NEW TV TUBES, CHEAPER 
THAN REBUILDS 


All brand new in famous 

maker's cartons. (1) 

Win. rectangular alumi- 

nized 6.3 HRTS. ЗА 

current: тах, anode vol- 

tage 16 kV. Usual price 

£17/5j/-. OUR PRICE £7/19/6. Crating and 
carr. 15]-. 

(2) 14іп. rectangular tube, 6.3 heaters: .3 
amp. current; max. anode |4kV; iontrap ;. 
external conducting Coating; BI2A base 
£7/9|6. Crating and carriage 12/6. 

(3) Ferranti TI2/44 l2in. magnetic white 
fluorescence; 4 v. heater; max. anode 10 kV. 
As used in many ТУ receivers. Original price 
£17/15|-. OUR PRICE £2/19/6. Crating and 
carr. 12/6. 

(4) Ferranti 9in. Tube, round white fluores- 
cence, 4 v. heater, max. anode voltage 7 kV. 
OUR PRICE £2/5/-. Crating and carr. 11/6. 


SOMETHING NEW FOR 
THE SERVICE MANI 
THE POCKET VALVE FILAMENT TESTER 


Battery operated, it gives 
instant check on radio and 
TV valves, pilot lamps, 
fuses, continuity of circuit; 
also built-in 7 and 9 pin 
valve straightener. The 
ideal precision instrument 
for service engineer ог 
amateur constructor. Fin- 
ished in grey hammer case 
with gold panel. Fully 
guaranteed and ready for 
use. OUR PRICE  yoj-.. 
Post and packing 2/-. 


SOMETHING NEW FOR THE 
CONSTRUCTOR 


Etch your own printed circuits; complete kit 
with instructions comprising 3 laminate sheets, 
copper faced etching bath, 4 bottles, etchant, 
resist solvent and cleanser and brush. 19/6 com- 
plete. P. & Pkg. 1/6. 


PORTABLE BATTERY ELIMINATOR 


Housed in two contalners which are to replace 
AD35 and B126 Batteries. 37/6, Plus 2/- P. & P. 
Only suitable for use with Dk96 Series valves. 


SEPTEMBER, 1960 


DOUBLE ВЕАМ 
‘SCOPE’ 


For D.C. & A.C. 
APPLICATIONS 


Engineered to precision standards, this high-grade 
instrument is made available at the lowest 
possible price, mcorporating the essential features 
usually associated with luxury instruments. 
This "SCOPE" wil! appeal particularly to Service 
Engineers and Amateurs, A high gain, extremely 
stable differential Y-Amplifer (30 mV/C.M.). 
Provides ample sensitivity with A.C. or D.C. 
inputs. Especially suitable for measurement of transistor operating conditions where 
maintenance of D.C. levels із of paramount importance. Push-Pull X amplifier. Flyback 
auppression; Internal Time-base Scan Saveform available for externa! use; pulse/ 
output available for checking T.V. Line O/P Transformers, etc; Provision for external 
X ]/P and CRT. Brightness Modulation. А.О, mains 200/250 v. £19/19/- plus P. & 
P. 7/6, or 50/- deposit, plus P. & P. 7/6 and 12 monthly paymenta of 33/4. 


FULL 12 MONTHS’ GUARANTEE INCLUDING VALVES AND TUBE 


ALIGNMENT ANALYSER TYPE MC12 


AC MAINS, 200/250 volts ^ Provides:— 
“WOBBULATOR” (SWEPT FREQUENCY) 
OPERATION, for FM/TV alignment linear 
frequency sweep up. to 12 Mc/e. From 
400 Ke/s—80 Mo/a. CAPACITANCE 
MEASUREMENT. Two ranges provided 
0-60 pf. and 0—120 pf. SPECIAL FACIL- 
ITY enables true resonant frequency of any 
tuned circuit І.Е. transformer, etc., to be 
rapidly determined. Cash price £6/19/6 and 
5/- Р. & P. Н.Р. terms 25/- deposit and 5/- 
P. & P. and 6 monthly payments of 21/6. 


CHANNEL TUNER 


Will tune to all Band I and Band III 
stations. BRAND NEW by famous 
manufacturer. Complete with P.C.C. 
84 and P.C.F. 80 valves (in series), 
LF. 16-19 or 33-38. Also can be modi- 
fied as an aerial converter (instructions 
supplied). 

Complete with knobs. 


32/6 Plus 8/6 P. & P. 
HEATER TRANSFORMER 


To suit the above, 200-250 v. 6/- Plus 1/6 P. & P. 


B.S.R. MONARCH УАЗ with FUL-FI HEAD 


4-speed plays 10 records 12in., 10fn., or 7in. at 16, 33, 

45 ог 78 r.p.m, Intermixes 7im., 10in. and 12in. records 

of the same speed. Has manual play position; colour 

brown, Dimensions: 12jin. x 104i. Space required 

above baseboard 4}in., below baseboard 2410. Fitted 

ERE nun turnover crystal head. £6/19/6. Plus 5/- 
.&P. 


STEREO HEAD 427/19/6 Plus 5/- P. а Р. 


LINE E.H.T. TRANSFORMER 


14 KV. Scan coll, 90* deflection, on ferrite 
Can be used 


With built-in Jine and width control. 
yokes. Frame О.Р. transformer 600 pf. 18 KV. smoothing condenser. 


for Min. Qapleve with cireutt diagram. 9 976 И вр 
£2.10 7" 


As above, 
but for 625 lines 4]- Р. & P. 


FOCUS MAGNET suitable for the above (state tube), 10/-. 2/6 P. & P. 


MAINS TRANSFORMERS 


All with tapped primaries 200-250 volts. 


0-160 180, 200 v., 60 ma., 6.3 v. 2 amps., 10/6. 280-0-280, 80 ma., 6.3 v., 2 amp., 6.3 
V., 1 amp., 10/6. 350-0-350, 70 ma., 6.3 v. 1 amp., 6.3 v. 2 amp., 10/0. 250-0-250, 70 
ma., 6.3 v., 2 amp., 10/6. Postage and packing on the above 3/-. 


SURFACE BARRIER TRANSISTORS 
type SB 305, 15 Me/s. 1/6 each. 


100% AUDIO TRANSISTORS 
5/- each. 


BATTERY RECORD PLAYER AND AMPLIFIER 


Incorporating 45 r.p.m. “ Starr ™ motor “Acos” crystal pick-up, 3 transistor push-pull 
amplifier complete with transistors. Output 500 milliwatts, 49/6 plus 3/6 P. & P. 


WIRELESS WORLD 


GENERATOR 


Covering 100 Ke/s.-100 Mc/s. on fundamentals 
and 100 Mc/s. to 200 Mojs. on harmonics. 
Metal case 10in. x 61i. x Otin., grey ham- 
mer finish. Incorporating three miniature 
valves and Meta) Rectifier. А.С. Mains 200/ 
250 v. Internal Modulation of 400 c.p.s. 
to a depth of 30%. Modulated or ummodu- 
lated R.F., output continuously variable 
100 millivolts C.W. and mod. switch, vari- 
able A.F. output.  Incorporating magic-eye 
aa output indicator, Accuracy plus or minus 
о. 

Or 25/- deposit and 6 month!y payments of 
21/6. Post & Packing 6/- extra. 


» n 
£6/19/6 
SIGNAL GENERATOR 


Coverage 120 Ke/a.—230 Kejs., 300 Kc/s,.— 
900 Kc/s. 900 Ke/s.—2.75 Y c/s., 2.75 Mc/s. 
-—8.5 Mc/s., 8 Mc/s.—28 Mojs., 16 Mcjs.—56 
Mc/s., 24 Mc/s. 84 Me/s. Metal case 10in. x 
6iin х 4jin. Size of scale буш. x 3iin. 2 
vaives and rectifier А.С. mains 230-250 v. 
Internal modulation of 400 c.p.s. to a depth of 
80 per cent., modulated or unmodulated R.F., 
Output continuously variable, 100 millivolts 
С.М. and mod. switch variable А.Е. output 
and moving coll output meter. Grey hammer 
finish case and white panel, 


Accuracy plus or minus 2%. £4/1 9/6 


SIGNAL & PATTERN 
GENERATOR 


£6/19/6 P. & Р. 


5/-. 

Or 25/- deposit. Р. & Р. 5/- and 6 monthly 
payments of зе 

Coverage 7/6 Mo/s.-210 Mc/s. in five banda, 
all on fundamentals, slow motion tuning audio 
output, 8 vertical and horizonta! bars, log- 
ging scale. In grey hammer finished case witb 
carrying handle. Accuracy + 1% А.О, mains 


F.M. TUNER UNIT 


Coverage 88—100 Mc/s. Complete with ЕОС85. 


Or 25/- deposit and 4 montbly 
payments 21/0. P. & P. 5/- extra. 


By famous German manufacturer. 


Size 4ш. x 2in. x 2in. 
Olrcuit diagram 
25/- Plus P. & P. 1/6. free with unit. 1/- 


10.7 Mc/s. I.F. and Discriminator Coil 4/- pair 


3-TRANSISTOR POCKET RADIO 


INCORPORATING MINATURE 
SPEAKER 
Plus GERMANIUM DIODE and 
PRINTED CIRCUIT 
Size 31" x 4” x 1" 
Incorporating Ferrite Rod Aerial. 
Two Surface Barrier Transistors and one 
Audio. Tuneable over medium and long 


waves, 
39/6 Plus 1/6 P. & Р. 


To bulld 
yourself 

ALL PARTS SOLD SEPARATELY. 
Circuit diagram 1/6, free with kit. 


8 WATT "suri AMPLIFIER 


COMPLETE WITH CRYSTAL MIKE AND 
8in. LOUDSPEAKER 
А.С. mains 200/250 v. Bize 10$in. x ба. x 
2{їд. Incorporating 6 valves. Н.Е. pen. 
2 triodea, 2 output pens.; and rectifler. 
For use with al} makes and types of pick-up 
and mike. Negative feed-back. Two inputs, 
mike and gram., and controls for same. 
Separate controls for Bass and Treble lift. 
Response flat from 40 cycles to 15 Kc/s. 
+2 db. 4 db. down to 20 Ke/a. Output 
8 watts at 5%, total distortion. Noise level 
40 db down. al! hum. Output transformer 
tapped for 3 and 15 ohm speech coils. For 
we with Std. or L.P. records, musical 
instrumenta such as Guitars, eto. 


£4.19.6 юте. 


Or £1 deposit, plus P. & P. 7/6 and 4 monthly payments of 23/-. 


All transistors 
guaranteed 100% 


PORTABLE AMPLIFIER on printed circuit for А.О, Mains 200/250 v. Size 4in. x 3in. 
with tone and volume control. Valves: ECL82 and EZ80, 39/6. P. а P. 2/6. 


BUILT POWER SUPPLY UNIT, А.С. Mains 200-250 v., D.O. output, 250 у. at 75 ma., 


{ мао 8.3 v. 2 amp. heater winding, 21/-. Plus 3/8 P. & P. 


RADIO AND T.V. COMPONENTS (ACTON) LTD. 
23, ACTON HIGH STREET, LONDON, УУЗ 


GOOOS NOT DESPATCHED OUTSIDE U.K. ALL ENQUIRIES S.A.E. 
TERMS OF BUSINESS C.W.O. 
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Transistors 
in Audio - and 


600.0. 


Carrier - Frequency 


6000, —» 


220 XBI05 


0°25шЁ 


Amplifiers 


2130 H 


Appearing in the current August issue of 25kf) 
Electronic Technology is an article which dis- 
cusses the characteristics of common-emitter 


amplifiers in relation to the specific require- 


ments of communication systems. 


Practical methods of stabilizing both the bias 
point and the gain of a single stage are con- 
sidered, together with the gain and bandwidth 
achievable with the common-emitter connec- 
tion. А two-stage feedback circuit is analyzed 
in detail, the behaviour being illustrated by 
means of flow graphs. 


Finally, consideration is given to the problem 
involved in applying large amounts of feed- 
back over several stages and of obtaining the 
desired input and output impedances. A 
practical design is given of a 25-dB amplifier 
suitable for five telephone channels and a 
further illustrative example is also given in the 
design of a typical channel amplifier. 


ARTICLES 
IN THE SEPTEMBER ISSUE INCLUDE: 


PIEZOMAGNETIC FERRITES 

This article surveys modern piezomagnetic ferrite materials and 
their applications in mechanical bandpass filters and high-power 
ultrasonics. 


RECORDING ATMOSPHERIC RADIO NOISE 

The detailed study of atmospheric radio noise normally requires 
complex equipment and skilled personnel, both of which present 
а limitation to the gathering of information. "This article des- 
cribes an investigation which has been made of the technique 
for tape-recording the noise at field stations, using simple 
equipment, with a view to the recordings then being sent to a 
central organisation for analysis. 


ELECTRONIC TECHNOLOGY covers all technical interests in electronics, using this word in its widest 
possible sense. All the familiar features of ELECTRONIC & RADIO ENGINEER are retained, including, 
of course, the well-known Abstracts and 
References section. Regular readership will 
keep you in constant touch with progress in 


the entire field. Elect ronic 


technolo 
POST THIS COUPON TODAY аа mie - 


TO ILIFFE & SONS LTD., DORSET HOUSE, STAMFORD STREET, LONDON, S.E.l, ENGLAND 


Please enter my name as a subsctiber to DEFECT ооо оо оо 

ELECTRONIG TECHNOLOGY for 12 months, ДӨрРЕН& о. ИЕ ша e TEE ао ао о ев... 

commencing with the September issue. 

I enclose-remittanee £3.750d. ЗЕ esee hh неее ет» 
$ 

(u.s.a, and Canada $9.50) (THREE YEARS $19.00) р, oc ECC T аа T те е ТАА A. 


ORDERS CAN ALSO BE PLACED THROUGH ANY NEWSAGENT 
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indie | QP25__...... 5/3 6HAT......... 
Brand new, indi govo О $ éHéM s. 
i о ... 6/9 6H6 
vidually checked 9395/10. 99 D: 
0 we 6/9 
and guaranteed | 55150115 — 69 
AC/DD  .. 2/6 11635... RIDE е... 
АСР А KBC32 REL21 Е 
ЖЕР e КЕЗ5 RK34 А 
ACSPENDD 4j- КТ... ВТ... 3[6 
КТЭ. s. SRM 2... ЗЕ 
KT33C ЅРАВ ........ 7/6 
KT44 SP13C 
KT63 .. SP41 
КТ? Sae SPél ... 
KTW62 5Р210 
KTW63 STV280/40 12/- 
030 es erie 502150А 4/9 
MHA |... 
ML4 ` 
MUS S Ю 
MPT4À . 
MS/PEN 
N34 .. 
NRISA Tubes: 
(0334) 3BPI 
ODI as: 
A e 5CPI 
. 5FP7 
: VCRX258 (with 
E. 8l- scanning coil) 
РЕМ25 ш. 416 | VRIO5/30 -.. 7/6 Mes 
PEN46 5/6 | УКІ50/30 `.. Photo Tubes: 
PEN65 616 | VSIIO .. GAE б... 12/6 
Special Valves: 
21311 К 45|- 
ЗА/1481 — ...45|- 
3J/i70/E ... £35 
3Ј192ЈЕ 37/10 
723AB .... 52/6 
]& | 7285: Moe. 27/6 
805 ......30]- | ACT25 ...... 40]-- 
807 AMER 5/3} CV69l ..... 60/- 
807BR 3/9 | КАЗ ......45]- 
808 . 8j- | VX71IO — ...15]- 
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All U.K. orders below 10/- P. & P. l/-; over 10/- 1/6: orders over £3 P. & P. free. 


K including Cathode Ray 


Tubes and Special Valves. 
C.O.D. 2/- extra. 


Overseas postage extra at cost. 


Волл, 


BRAND NEW ORIGINAL SPARE PARTS 
FOR AR88 RECEIVERS. 
Please write your requirements. 


MOVING COIL ROUND HAND MICRO- 
PHONE No. 13. 2jin. diam. with press 
switch. 12/6. P. & P. I/-. 


IF. TRANSFORMERS. 4-5 Mc/s. American 
made [| black crackle finish housing, 6/-. 
P. & P. I/-. 


HRO MAINS power pack, input 115/250 v. 
А.С, Output 250 v. 75 mA. and 6.3 v. 3.5. amps. 
£3, Inc. carr 


VARIOMETERS for W/S No. [9. Fully tested 
and working 12/6. P. & P 2/6. 


TRANSMITTER CABINET with door at 
back. 77in. high x 29in. wide. Rack fitting type. 
£17/10/-. Carr. £l. 


FERRANTI TRANSFORMER. О! cooled. 
20/19.5 KVA, 3 phase, 50 cycles. Pri. 360-380- 
400-420-440 volts. Sec. 2700-2900-3100-3300- 
3500 volts. 2.1 amps. Voltage regulation by 
simple switch. Pri. and sec. Weight 1,1501. 
Price £125. Carr. at cost. 


FILAMENT TRANSFORMERS. Primary 
0-190-210-230-250 v., 50 c/s. Sec. 1. 2.5 v. CT 
at 10 amps. 2. 2.5 v. CT at 10 amps. 3. 10.5 v. 
CT at 11 amps, 4,000 v. insulation, Price 
£2/19]-. P. & Р, 5/-. Primary 0-190-210-230- 
250 v. 50 c/s. Sec. 1.. 10 v. CT at 4.5 amps. 
2. IO v. CT at 4.5 атрз., 4,000 v. insulation, 
£1/16]-. P. & P. 5/—. Primary 230 v. 50/60 de 
67 viamps. Sec. 1. 6.3 v. 1-6 amps. 2.6.3 v. CT 
3amps. 3. 6.3 v. СТ 3 amps. 4. 6.3 v. CT 3 
amps. £1/12]-. Р. & Р. 5f-. 


LOW RESISTANCE HEADPHONES. 
brand new, y e CLR 5/-; Balanced Armature, 
7/6. P. & P. р 


TELEPHONE HANDSET. Standard G.P.O. 
type, new, 12/-. P. & P. 1/6. 


AVOMINORS in leather case with leads. 
Fully tested and guaranteed, with batteries. 
2,000 v. D.C., £2/19/6. P. & P. 2/6, 


NEW PRODUCT OF TAYLO 
Model 127A Pocket 
size meter. Sensi- 
tivity 20,000 o.p.v. 
D.C. 1,000 o.p.v. 
А.С. 

20 гапрез. 

D.C. current 50рА 
to | amp. 

D.C. volts 0.3 v.- 
1,000 v. (25 kV. by 
probe). 
A.C. volts 
1,000 v. 


3 resistance ranges 
from 0-20 meg- 
ohms (self con- 
tained). Metre 
40uA 3łin. arc. 
Accuracy D.C. 3% 
A.C. 4% ohms 5%. Ji 

Dimensions 52 x 32 x Шт. Weight 14 oz. 
Price £10 complete with instruction manual, 
test prods and clips. Leather case £1/12/- extra. 


OUTPUT TRANSFORMER, In screening can 
giving 9 different ratios IO : | up to 120: 1 for 
battery receivers or any high resistance pentodes 
used as output valves, 6/6. P. & P. 1/6. 


DRIVER TRANSFORMERS. Primary 500 
ohms imp. Sec. to match two 805 in push-pull 
£1/7/6. P. & P. 5J-. 

TRANSFORMERS. Relay supply. Primary 


230 v. Sec. 0-27/29]31 v. at 0.5 amps., 15/-. 
P. & P. 5J-. 


P. C. RADIO LTD. 


170, GOLDHAWK RD., 
W.12 SHEpherds Bush 4946 


10 v.- 


PERSONAL CALLERS WELCOME 


ROTARY TRANSFORMERS. 171 watt, 
12 v. input. 1,600 v 110 mA. output, 30/-. 
К & Р. 7/6. 


COMPLETE SET OF STRONG AERIAL 
RODS (American). Screw-in type MP49, 50, 
51, 52, 53, total length I5ft. 10іп., top diameter 
0.6151п., bottom diameter 0.185in., together 
with matched aerial base. MP37 with ceramic 
insulator. ideal for car or roof insulation. 
£2/10/-, post free. 

SCR 522 RECEIVERS (BC624), 100-156 Mc/s., 
including all valves, 25/-. P. & P. 5/-. 

H. T. CHOKES made by Bendix Radio 
(U.S.A.) 3 henrys .600A D.C. 25 ohms D.C. 
resistance 18 volts R.M.S. 60 cycle test £1/12/6. 
P. & P. 6/-. 

Ditto 10 henrys 250 Amps D.C. 90 ohms D.C. 
even 1500 R.M.S. 60 cycle test 16/6. P. & 
THROAT MICROPHONES T30 U.S.A. 3/6. 
P. & P. 1/6. 

VIBRATOR UNIT. 12 v./160 v. 35 mAmps. 
Exceedingly well filtered and smoothed, 
excellent for car radios. New. Including one 
6X5G valve and vibrator. 17/6. P. & P. SJ-. 
CARBON INSET MICROPHONE. G.P.O. 
type 2/6. P &Р. IJ-. 

INSULATION TEST METER. Testing 
voltage adjustable up «o 6,000 v. D.C. Mains 
[c 180/250 v. In wooden case £25. Carr. 
TCS RECEIVERS made by Collins of U.S.A., 
in fully guaranteed working condition. 1.5- 
12 Mc/s. line-up: 1257 (1), 12SQ7 (1), 12А6 
(2), 125К7 (3), power requirements 12 volt 
L.T., 225 volts Н.Т. &1/0/-, carriage 12/6, 
SPECIAL BUILT POWER PACK for the 
above. 230 volt A.C. mains, including 6X5gc 
valve. £3/5/-, carriage 5/-. 

TRANS RECEIVER. Number 22. 2 mego- 
cycles to 8 М/сѕ. Built almost exactly as Num- 
ber 19. Set much more economical in battery 
consumption. Complete in fully working 
condition with power pack for 12 volts, head- 
gear and microphone, assembly key. £9/19/6, 
carriage 15/-. 
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32s. 6d. net 


by post 33s. 6d. 183 pages 


from leading booksellers 


Published by Iliffe 


& Sons Limited 


WIRELESS WORLD 


SEPTEMBER, 1960 


a simple explanation of 
an essential tool for solving 
radio & electronic problems 


INTRODUCTION TO 


LAPLACE TRANSFORMS 


FOR RADIO AND ELECTRONIC ENGINEERS 


W. D. Day, Graduate I.E.E., A. M.Brit.I.R.E. 


Radio and electronic engineers without a sound knowledge of Laplace Trans- 
forms and their applications to electrical circuits find themselves seriously 
handicapped; their difficulty has been to find an introductory text catering 
for their need, that of being able to use Laplace Transforms as a tool to solve 
their particular technical problems. This book, written specially for them 
by a radio engineer, presents the transformation theory in a language they 
will understand, dealing with electrical circuits from the very first paragraph 
and building up to the stage when transforms are used to investigate transient 


conditions. 


A WIRELESS WORLD book 


Dorset House 


Stamford Street 


London S.E.1 


POST  PAID—CUT PRICE TOOLS 
WHIT. OPEN END SPANNERS, drop forged 
and plated, set 6, in. to tin, 13/6. POCKET 
NEON TESTER, with retractable screwdriver, 
5/-, Sin, SIDE CUTTERS, 5/6. Bin. PLATED 
ROUND NOSE TAPERED PLIERS, 5/6. 
Tin. FLAT NOSE BOX JOINT TAPERED 
PLIERS, e xdi» COMBINATION PLIERS, 
6/-. TUB CKSAWS "an Туре), н 

.8. Талат. DRILLS 
4/-. Full size in wallet, s ds = 13-56 
12 v. D.C. MAGNETIC SWITCH. Cuts out on 2 
amp. overload or dead short. 6. Р.Р. 
OUR FAMOUS TRANSFORMERS. Input 
200/250. Output tapped 3 to 30 v. 2 а. or 
tapped 5, 11, 17 v. 5 a. Each 24/6. P.P. 
F.W. METAL RECTIFIERS. 12/6 volt, 
1 a., 7/6; p 13/-; 4 a., 17/6; 6 a., 27/6; 24 v. 
2 а., 2 
TOGGLE SWITCHES DPDT 3/6. SP 1/9. 
MICRO SWITCHES. Make and Break, 5/6. 
MAINS TRANSFORMER AND RECTIFIER 
giving 12 v. 1 a. D.C. Output. WE P.P. 
And with Output 30 v. 2 a, 33/6. P.P. 
NICKEL NIFE BATTERIES. 1.2 volt 2.5 
amp. Size 3x2łx lin. Practically everlast- 
ing. 6/- ог 3 for 16/-. Р.Р. 4 for 21/-. 

Ex. W.D. MORSE KEYS. 3/6, 6/- and 8/6. 
All above items new and guaranteed, 
W/W. RHEOSTATS. 12 v. ба., 10/6. 1a., 2/6. 
1,000 NEW S.T.C. FREQ. CRYSTALS. 10,555 
К/с to 19,872 К/с. 5/6 each. Lists available. 
PAXOLIN TUBING. 1lin O.D. in. thick. 
6ít. lengths. 17/6 Р.Р. Ideal for aerial masts. 
die PP. than steel. Paxolin Panels 12x 6 x Jin. 

3/6 

UNISELECTOR SWITCHES. 50 v. DC. 
6 bank 25 way and 3 bank 50 way, all tested 
and guaranteed, 30/- each, in lots of 25 or 
more plus carriáge. Ог 37/- each. Р.Р. 
10,000 STROWGER RELAYS. Open to offers. 
12 v. MINIATURE RELAYS. Wet. т} ozs. 11” 
x1l"xl".S.P.C.O. 9/3. S. P.C.O. & 3 make 10/6. 
Lists sent on request. Post orders only to 


THE 


RADIO & ELECTRICAL MART 


29 STATION APPROACH, SUDBURY TOWN, 
WEMBLEY, MIDDX. 


“AS-NU” 
REGUNNED T.V. TUBES 


Supplied from stock, and despatched 
by British Railways same day. 
COMPLETE NEW GUNS fitted in 
every tube and fully guaranteed for 
TWELVE MONTHS. 


Mullard 
#410 0 
£4 15 0 


Mazda 
£4 10 
£5 10 
£6 0 
£6 10 0 — 
171п. £5 10 0 £5 17 
2lin. .. £810 0 £8 10 

Plus 10/- carr. and ins. 


I2in. 
14.  ... 
Sin. 
l6in. 


Other types avallable. Please contact: 


J. P. WRIGHT 


la Shotton Street, 
Doncaster 


Sole Distribution Agent 
Phone: DON 2636 or 66252. 


More than meets the eye 


MB nere qoem nae 


| It looks good but there is more in it than 


meets the eye—enough to make the dis- 
cerning purchaser fee! that he must have 
Savage Massicore regardless. 

Generous design—no compromises on qual- 
ity—consclentious workmanship—that is 
what you get when you buy a Massicore 
Transformer. 


SAVAGE TRANSFORMERS 


LIMITED 


NURSTEED ROAD, DEVIZES, WILTS. 
Telephona: Devizes 932 


SEPTEMBER, 1960 


12а TOTTENHAM STREET, LONDON, У.І. 
Phone: LANgham 7391/2. 


No. 19. 
SUPPLY UNITS 


No. 1 Mark Ш. Ref. ZA. 15208. 

Input: 12 volts. 

Output Dual: 250 volts at 125 mA. 
490 volts at 65 mA. 

Non Tropicalised. 

No. 2 Ref. ZA. 10572. 

Input: 12 volts or switched to 24 
volts. 

Output Dual: 265 Ml at 120 mA. 
500 volts at 26 mA 

Also 12 volt vibro Pack Rectified 
OZ4 Valve. 

Mallory Type G634C Vibrator. 

All these units are smoothed. 

Type ZA 3018, 

No. 19 Mark, 11. 

Input: 12 volts. 

Output Dual: 275 volts at 110 mA. 
500 volts at 50 mA. 

All these units are smoothed and 

fused on both H.T. supplies. 

All at 57/6. Plus 7/6 carriage. 
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DEPENDABLE RADIO SUPPLIES LTD. 


Hours of Business 9-6. 


SUPPLY UNIT 
VIBRATORY 


No.2 ZB 0300. Input 6 v. Output 
230 v. 100 mA. BRAND NEW. 
Completely encased. 


22/6 Post free. 
MALLORY VIB 


Iv. 4 pin. No. 6 вэс 2/6 

бу. 5 pln. No. 534C 4/6 

6v. 6 pln. No. 560 5/6 

6v. 4 pln. No. «о 4/6 
Postage 1/6. 


VIBRATOR UNIT 
6v., 22/6 Pos free. 


LOUDHAILER SPEAKER UNIT 


Impedance 74 
Q. 6-8 watts 
output. weight 
ГОТЬ., size: 
depth 7tin., 
diam. 10in. 
Easy fixing. 
Weatherproof 
spun solid steel. 
Hammered fin- 


ish, 
PRICE 57/6. 
Carriage and Packing 7/6, 


IDEAL FOR SPORTS EVENTS, ELEC- 


TANNOY Ex Govt. 
RE-ENTRANT 8PEAKERS 


А d 
TIONEERING AND SOCIAL FUNC- | n B үш. 730, о 
TIONS. price of 20/-, Post 3/6. 
ROTARY 
TRANSFORMERS 


ROTARY TRANSFORMERS 
Made by DELCO 


TYPE | 27/6 P. & Р. 3/6. 
TYPE 2. 37/6. P. & P. 3/6. 
Type 1. Dual voltage 12 or 


24 v. Input 265 v, 120 mA. 
output: 500 v., 26 mA. output. 
Type 2. 12 v. Input 275 v., 
110 mA. output; 500 v., 50 mA. 
output. 

Both types dual output. 


MADE IN U.8.A. 


UNREPEATABLE 


cost 


Brand new single phase motors suitable 
for tape recorders, radiograms, work- 
Rever- 

1,400 
r.p.m. Capacitor start, Weight 4jlb. 
Length overall Sin., spindle both ends. 
Price, incl. P.P. 


shops, etc., ete. Has many uses. 
sible 200-230 v. 5in. oz. torque. 


iin. x fin., gin. x п. 
and capacitor, 55/-. 


D.C. 
75 mA., 37/6. D.C. input 12 v. Output 
250 v. at 50 mA. 


OFFER LESS 
THAN HALF MANUFACTURER'S 


Delivery ex stock. Quotations on 

application. 
H.T. 31 

Input 11.5 v. 


Output 250 
v. at 125 mA. 


H.T.32 
Input 11.5 v. 


DYNAMOTOR 


ROTARY TRANSFORMER 


NEW & BOXED 
input 27 v. Output 285 v. at 


47/6. Postage and 
Packing on each, 3/6. 


(2 minutes Goodge Street Station. 
Callers welcome. 


Opp. Heals in Tottenham Court Road) 
Terms: Cash with order or C.O.D. 


LARGE STOCKS ALWAYS AVAILABLE 
POST OFFICE 
RELAYS 
TYPE 3,000 


BUILT UP TO YOUR 
REQUIREMENTS 


Type 600 also available 


COMPONENT PARTS ALL PLATED 
Yokes, 4]- each. Top plates, 3d. each Fixing Screws (with 
Armatures, 1/3 each. Bottom Plates, 3d. insulators), 2d. each. 
Adjustable, 1/9 each. each. Buffer Blocks, 6d. 
Spindles, 1/6 each. Armature Screws, ad- each. 


justable, 4d. each. 
BUILD UPS CONTACTS COIL VALUES 


Silver Platinum Single Twin 
1/3 100 Ohms n 5[- 
» a- 6/- 
1,000 ,, Е 7|- 
5:000 m 6/6 8/6 
10,000 |, 9/- EM 
s 5 200008, W- = 
» » 40,000 „ 16- — 

„ 80,000 ,, to order 


*Slugged coils extra. 


SIEMENS HIGH SPEED C/O RELAYS 
[^H ohms Twin Coils 6/6 1,000+ 1, 000 ohms Twin Coils We 
8504-850 ,, 8/6 1,7004- 1,7 „я ” 

1/6 Post and Packing on ali RM, 


G.E.C. MINIATURE SEALED RELAYS 


No. Ginis ЫШ Ups Voltage Price 
7530001 4С]О 6 v. 7 76 
2530005 2 CO 1.3 v. 12 6 
7530008 670 2 C/O 24 v. 19 6 
7530010 2 C/O 2K 7is! 17 6 
2530014 2 1 С/О 1.3 v. 10 6 
2530015 1 С/О 6 у. 12 6 
2530016 180 ! C/O 12 у. 19 6 
2530018 2,500 1 C/O 48 у. £1 2 6 
7530019 2 C/O 2K 1.3 v. 14 6 
2530020 2 4 C/O 1.3 v. 16 6 
2530021 2 2м 1.3 v. 10 6 
Z530022 2 IM IB 1.3 v. 12 6 
2530023 2 2B 2M 1.3 v. 12 6 
72530024 40 2M 6 v. 12 6 
2530025 40 IM IB 6 v. 12 6 
72530026 2B 2M 6 v. 15 0 
2530027 180 2M 12 v. 17 6 
2530028 180 IM IB 12 v. 17 6 
2.530030 670 2м 24 у. 17 6 
2.530031 670 IM IB 24 v. 17 6 
2.530034 2,500 iM IB 48 v. £126 
7530480 6 2B 2M 24 v. 19 6 
7530430 5,000 2 C/O 48 v. £196 
2530429 2,5 2cjo 48 v. £12 6 

S.T.C. MINIATURE SEALED RELAY 
4184GD 700 2C 24 19 6 
4190HC 170 2C 12 А 17 6 
1/6 Post & Packing on all relays. Send for lists 
FIELD R.C.A. TRANSMITTER 


TRANSFORMERS 
TYPE 900763-501 
CLASS MODIFICATION 

Primary 10,400 ohms. 

Secondary 4,300 ohms. 

NEW, BOXED, #3/10|- 
carriage extra. 


TELEPHONE SETS 
Good Condition. 
50/- each. Р. & P. 5/- 
or £4/10/0 pair. 


HEAVY DUTY VALVES 
SLIDING RESISTORS 2/6 
Supplied in two types 955 Min Acorn. ......... | 
250 watts to carry 25 amps. Resistance 0,4 4 
ohms, worm drive, also 125 watts, 12 2C26€ OF 2...1 [6 
amps. Resistance | ohm, slider. Suitable 
for charging board, etc. Size 9 x 4 x 6in. 807 A mefiesm _.....:. 8/6 


high. Brand new. Boxed. 


Price 12/6 Post 3]. 


Post & Packing 1/6. 


HEADPHONES. D.L.R.2 and D.L.R.5. Brand New. Low resistance. 
Balanced armatures. 6/6 pair, P. & P. 1/6. Single earpieces 3/6. 


AS SUPPLIED TO GOVERNMENT DEPARTMENTS AND LEADING MANUFACTURERS 


=) 
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SOUTH SUPPLIES 


(ELECTRICAL LTD.) 
95, OLD KENT ROAD, LONDON, 5.Е.1 
90, HIGH STREET, EDGWARE, MIDDX. 
124, JUNCTION ROAD, LONDON, N.I? 


AMPLIFIER & SPEAKER 
in Cabinet 


Ex-Rental. Tested and 
П good working order, 
Ideal Guitar Amplifier. 
Complete with valves. 


37/6 


Plus 3/- post 
and packing. 


R.C.A. AUTO CHANGERS 


4 speed, Ronette head. 


Brand new. A snip for 
the specialist. 


£1.19.6 


12- CHANNEL 
TURRET TUNER 


BRAND NEW. Fitted 
with coils | to 5 and 8 to 
9. 34/38 Mc/s. Complete 
with P.C.F. 80 and P.C.C. 
84 Valves. 

UC ml price 


£7/7/-. 


ih SS- Sah 
LIMITED E 


Fraction of Maker's price, complete With flex 
and chuck key and in maker’s sealed cartons. 
Full instructions and full maker's guarantee. Drill 
nee and takes ALL B. & D. Home Workshop 

ools including Hedge Trimmer, TV suppressed. 
A.C.]D.C. 235/250V. We can supply all B. & D. 
home workshop tools to fit this drill. 


ELECTRIC CLOCK, AUTO COOKER 


TIMER & TIME 
SWITCH 
BRAND NEW. Modernise 
and add pounds to the 
value ої your electric 
cooker.  ldeal for auto- 
matic cooking, or any heat 
or current control. Com- 
plete with handsome elec- 
tric clock. 200/250V. 
30 Amp. Full fitting instruc- 
tions. Plus 2/6 P. & P. 


price £3.17.6 


1 A 


Battery operated 
PORTABLE GRAM 


78 r.p.m. Aural sound box 
sapphire needle. 
'" motor operates 
on 2 flat 41V. batteries, 
300 records per battery. 
List £5/5/-. 
39/6 Plus 2/6 
Posts 
Ex-liquidator's stock. 
As above but with Transistor Amplifier, 45 
r.p.m., crystal pick-up, 5in. high-flux speaker, 
record-carrying space, handsome cabinet. 


55.10.0 Р 


Р. & Р. 
TRUVOX LOUDHAILERS 


Complete with mike, headset, control box and 

Truvox speaker. Unused, 6/12 volt, similar 

Н.М, Forces, etc. ideal for Sports Meetings, 

Public Address, etc. Takes up to 4 extensions. 
TO CLEAR 


30/- Plus 7/6 


P. & P. 


c 


WIRELESS WORLD 


A 
FIRST COURSE 
IN 
TELEVISION 


Med 


By “Decibel” 


This work is essential to all 
those who want to know all 
about the principles of tele- 
vision. It not only deals in a 
simple manner with the re- 
ception of television pictures 
but also explains how the 
signals originate, and the 
techniques involved in the 
transmission of pictures by 
television. Price 15/- net. 


x From all booksellers N 
PITMAN 


Parker St., Kingsway, London, W.C.2 


RECO KITS 


“RECO” MIDDY ONE 
TRANSISTOR KIT 


(M/L Waves.) Bize 4jin. x 
Stim x jin. Variable regen. 
control Vari Q i 
aerial, Min. 

piece witb insert, 

battery. Complete kit with 
Ediswan transistor and easy 
build diagrams, 39/6. Р.Р. mi 


“ RECO " PUSH-PULL FIVE KIT 
M/L Waves and Trawler Band. 
(Bize: 6jin. x 4а. x liin.) 
Аз tbe Transigen Tbree but witb Pusb-Pull ded 
output. Uses five EDISWAN Transistors, 
improved 3in. speaker. Complete kit £6/10/-. Р.Р. 2/8 
Easy bulld practical wiring diagrama free witb kit. 
“ Makes fine car radio.” 


Dorset customer writes: 
“ RECO” TRANSIGEN 
THREE KIT 


(M/L Waves and Trawler 1 


Ban 
Entirely aeli "contained, 
R.F. stage with EDISWAN 
transistors. Combined volume and eensitivity controi. 
On teat (50 miles from London) tuned in tbe Home, 
Light and in tbe evening Radio Luxembourg, A.F.N. 
and many otbers. Attractive pale blue polystyrene 
case with red grille. Dynamic min. earpiece. Complete 
54 "m easy build diagrams and battery, 79/8. 


FOUR KIT 

(МЛ, Waves and 2 8.W. 
coils free upon request.) 
Four EDISWAN tran- 
sistors. Volume control. 

Зи. speaker. Improved 
lay-out. Gleaming pale 
blue polystyrene case 
with red speaker grille. 
Complete kit with easy build diagrams and 3-voit 
battery, £5/3/6. Р.Р. 2/6. 

Parts price list and circuits for the above kits 2/6. 


AFTER SALES SERVICE 
RADIO EXCHANGE COMPANY 


(Dept. W.W.) 
27 Harpur Street, BEDFORD 
Closed 1 o'clock Saturdays, Telephone Bedford 2367 


“RECO” PUSH-PULL | 


SEPTEMBER, 1960 


SOUTHERN RADIO’S 
у SPECIAL BARGAINS v 
TRANSMITTER - RECEIVER 


TYPE 38 MK 1l 


* WALKIE-TALKIE 


Complete In Meta! cud vt Case. Эш, X 
бт. X 4in. Weight 61 Frequency 7.3 to 
9 Mejs. Five valves, £1/2/6. Post paid. 


These TX-Rs are іп NEW CONDITION, but owlng 
to demand they are not tested by us and carry по 
guarantee, but should prove SERVICEABLE. 


ATTACHMENTS for Type ''38" Trans- 
receivers. ALL BRAND NEW. Headphones 
15/6; Throat Microphones ue ДАБЫ Вохез 

2/6; Aerials, No. | 2/6; No. 2 5/-; T 

4|-; MHaversacks 5j-; А RP. 4/6; 

A.T.P.4 3/6; Set of FIVE VALVES 19/- da set. 

SPECIAL OFFER No. 2: 

“ 38," as above, complete with set of external 
attachments, 42/6, post paid. 

SPECIAL OFFER No. 3: 
Transmitter-Receiver * 38" МК. Il. Brand 
new with complete set of external attachments 
including Webbing, Haversacks and Valves 
57/6 post paid. Fully guaranteed. 

CONDENSERS. 100 assorted Mica; Tubular, 

etc., 15/-, NEW 

CONTACTOR TIME SWITCHES. 

pulses per ѕес,, in case, 11/6. 

REMOTE СОМТАСТОВ. 

above, 7/6. 

LUFBRA HOLE CUTTERS. Adjustable jin. 

to ЗИ т. For Metal, Plastics, etc., 7/-. 

MAGNETS. Strong Bar type, 2X {іп., 1/6 each, 

MORSE TAPPERS. Midget type 2/9; Standard, 

UA nav type on base, 5/6. ALL BRAND NEW 

E PRACTICE SET. TAPPER with 

Complete with battery, 12/6. 


2 im- 


For use with 


BUZZER en baso. 
BRAND N 
Е) Уц. AMPLIFIERS. Complete. 
PREND NEW, with valves, relay, etc., егс„ 17/6 
each 

QUARTZ CRYSTALS. Types F.T.24| and 
F.T.243. 2-ріп iin. spacing.  Frequencles be- 
tween 5,675 kc/s. and 8,650 kc/s. (F.T.243), 20 
Mejs. and 38.8 Mc/s. (F.T. 241, 54th Harmonic), 
4j- each. ALL BRAND NEW. TWELVE ASSOR- 
ED CRYSTALS, 45/-. Holders for both types, 
lj- each. Customers ordering 12 crystals can be 
supplied with llsts of frequencies available for 
their cholce. 
CRYSTAL CASES. 2-pin, 241/243. 10/6 per doz. 
RECORDING BLANKS. Brand new. "'Emi- 
disc," Ready for cutting. I3in. 6/- each or 15 
complete In metal case £4. 
RESISTANCES. aoe useful values. 


New wire end 12/6. М 

SPECIAL OFFER. 12 ASSORTED METERS. 
Slightly damaged. Mainly broken cases (perfect 
movements). Including 3 BRAND NEW Aircraft 
Instruments. 12 for 45/-. 

STAR IDENTIFIERS. Туре | A-N Covers 
both Hemlspheres, 5/6. 

TEST METERS D.C. PORTABLE 0-5,000 
ohms 0-6mA 0-1.5у and 3v. In case 3jin X Зп 
х2Нп. Voltage range can easily be extended by 
addition of resistances to suit individual require- 
ments. BRAND NEW, 12/6. 
ATTACHMENTS for “ 18 " Transreceivers. 
ALL BRAND NEW. Headphones 15/6; Hand 
Microphone 12/6; Aerials 5/-; Set of 6 Valves 
30, 


TRANSPARENT MAP CASES. Plastic 
14а. х 102In. Ideal for Maps, Display, etc., 5/6. 
Post or carr. extra, Full list Radio Books, etc., 3d 


SOUTHERN RADIO SUPPLY, LTD. 


И, LITTLE NEWPORT STREET, 
LONDON, W.C2. GERrard 665) 
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UNITED KINGDOM LIMITED 


CUSTOMER ENGINEERING 


Due to continued expansion, International Business Machines, the largest company 
of its kind in the world, requires Customer Engineers to be responsible for the installation, 
maintenance and efficient working of IBM's whole range of Data Processing equipment 
including computers, calculators and electro-mechanical accounting machines. Applica- 
tions are invited to fill the following vacancies for the September and November Schools: 


1. COMPUTER ENGINEER Applicants (age 21-30) should be of H.N.C. (Elec- 
tronics) standard or have a sound background in general electronics with emphasis on 
pulse circuitry. А knowledge of computer or calculator techniques would be an advantage 
but is not essential. Computer Engineers selected for the IBM 700 series machines must 
be prepared to spend a training period of 5/6 months in France or the United States. Рог’ 
the IBM 650 and RAMAC systems, training given in the United Kingdom or Germany. 
Excellent starting salaries are offered based on qualifications and experience. 


2. ACCOUNTING MACHINE AND CALCULATOR 


ENGINEE R Applicants (age 21-30) should have the ability to handle complex electro- 
mechanical machines and have a sound background in electronics obtained by study for 
a National or City and Guilds certificate or through practical experience in industry or 
the Armed Forces. Starting salaries will be between £600 and £750 per annum, rising 
to £1,000 in approximately three to four years and thereafter according to the individual's 
ability. Promotion prospects to computers or to supervisory/managerial appointments 
are excellent. 


3. JUNIOR ENGINEER Applications are invited from men aged approximately 
18-21 who have G.C.E. at Advanced Level in Pure and Applied Mathematics and Physics ог 
who are studying for a National, City and Guilds or similar qualification. Junior Engineers 
are trained initially on a limited number of IBM machines and should very quickly reach 
the grade of full Customer Engineer. A starting salary will be given which is commensurate 
with the very high standard of man we require. This is probably the best opportunity 
of its kind open to technically-minded young merí. 

Preliminary interviews for all grades will be conducted at the IBM offices which are 
located throughout the United Kingdom. Application should be made in writing to the 


Personnel Manager, IBM United Kingdom Limited, 
101, Wigmore Street, London, W.1. 


quoting reference 60/77 
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Interesting vacancies exist at the Feltham Laboratories of E.M.I. 
Electronics, Ltd., for the following: 


ENGINEER to be responsible for the climatic testing of components 
and equipment. 'The post involves liaison duties with associated 
project teams. A H.N.C. in Electrical Engineering, together with 
experience in the basic techniques of measurement applicable to 
electronic components: is an essential qualification for this post. 
Experience of environmental testing, particularly with regard to 
G.W. work would be a decided advantage. Ref. Sa/2/4 


TRANSFORMER DESIGNER (TEAM LEADER)—An ex- 
perienced Transformer Designer of special purpose Transformers 
for use in G.W. and other defence projects is required. The qualifica- 
tions required are H.N.C. and an imaginative engineering outlook, 
together with a sound theoretical and practical knowledge of Trans- 
former design. Several years’ experience in this field. is essential. 

Ref. $а/2/5 
INTERMEDIATE VALVE LIAISON ENGINEER in a group 
advising on the availability and use of valves and semi-conductors 
for missile borne *'radar" applications. The Engineer appointed 
will be deputy to the head of section and will be required to organise 
trials on valves and semi-conductors and to give technical advice. 
A degree or H.N.C. with relevant experience is essential. Ref. Sa/12/6 


ENGINEER to carry out the maintenance, modification and calibra- 
tion of testing equipment to A.I.D. standard. Candidates should 
have at least two years’ experience of this work and also hold qualifi- 
cations up to H.N.C. (Electrical Engineering) standard. Ref. Aa/8/x 


TECHNICAL ASSISTANT to assist an Engineer in the carrying 
out of the work detailed above. Experience in the servicing of test 
gear, either in the Armed Services or Industry is essential. An 
O.N.C. (Electrical Engineering) would be a distinct advantage. 
Ref Aa/8/x 
ENGINEER to join a project team and to be responsible for carrying 
out liaison duties between that team and other internal departments. 
He would also ensure that equipment designed is compatible with 
customer requirements. Candidates should hold a H.N.C. in Elec- 
trical Engineering and have a minimum of three years’ experience in 
electronic development work. This post would be of interest to a 
young engineer wishing to take on duties with an appreciable adminis- 
trative content. Ref. Pa/4/30 
Starting salaries will be determined by qualifications and experience 
and it is Company practice to review salaries annually on the basis 
of ability and potential. 
Please write, quoting the appropriate reference number, to: 


Personnel Manager, 
E.M.I. ELECTRONICS LTD., HAYES, MIDDLESEX. 


SEPTEMBER, 1960 


UNITED KINGDOM 
ATOMIC ENERGY AUTHORITY 
THE RADIOCHEMICAL CENTRE 
AMERSHAM, BUCKS 
requires 
INSTRUMENT FOREMAN 
and TECHNICIAN 
POST I Instrument Foreman 
(Ref.: 1716/45) 

'To be responsible for the INSTAL- 
LATION, CALIBRATION, and 
MAINTENANCE of a wide 
range of ELECTRONIC INSTRU- 

MENTS. 
Applicants should have served a 
recognised apprenticeship or have 
had equivalent training and pre- 
ferably hold a National Certificate. 
Experience of PULSE, HIGH 
VOLTAGE and  ELECTRO- 
METER CIRCUIT TECH- 
NIQUES essential, and supervisory 
experience an advantage. 
SALARY: £925 (at 30 or оуег)— 
£1,105 p.a. 
POST II Instrument Technician 
(Ref.: 1717/45) 
То assist in the installation, main- 
tenance and particularly in the cali- 


‘bration of electronic instruments. 


Applicants should have served a 
recognised apprenticeship or have 
had equivalent training, and have 
wide experience of pulse, high 
voltage and electrometer circuit 
techniques. 

SALARY: £740—£925 p.a. 

Assisted housing and superannua- 
tion schemes. 
Send POST CARD for details to 
Personnel Officer (quoting appro- 
priate reference number), В.С.С., 
Amersham, Bucks. 


THE DE HAVILLAND ENGINE COMPANY LIMITED 


Industrial Products Division 


A vacancy exists for an 


ELECTRICAL TECHNICAL ASSISTANT 


with practical experience on the preparation of wiring diagrams, printed 


ELECTRICAL FITTERS AND 
RADIO ELECTRICIANS 


Vacancies exist in the Admiralty Sur- 

face eapons stablishment | Extension 
at Royal Naval Stores Depot, Copenacre, 
Hawthorn, Wilts., for Electricians (Radio) 
and Electrical Fitters. Applicants for the 
former position should have at least five 
years' experience in the trade and for the 
latter must have completed a recognised 
apprenticeship. 
2. The Establishment is located 8 miles 
from Bath. e work is interesting and 
varied, іп modern test rooms and work- 
shops, and is mainly concerned with the 
testing and modification of naval radio 
and radar equipment. 

. The commencing basic rate of pay is 
189s. 8d. for a five-day week. urther 
increases are granted according to merit. 
After а probationary period of not less 
than one month or more than three months, 
employees are considered for an initial 
award of merit pay up to 20s. 04. a week 
which is back-dated to the date of joining. 
The amount of the award will vary ac- 
cording to relative ability. Maximum merit 
pay is 40s. 0. Нег a qualifying period 
of service, all employees are eligible to be 
considered for permanent and pensionable 
employment. 

4. Admiralty employment confers Фтіаіп 
benefits, including paid sick leave entitle- 
ment, paid public holidays, and a fort- 


night's paid annual holiday. 

Recreation and welfare facilities are 
available; an assisted travel scheme is at 
present in operation. ч 

Applications, in writing, should be 
addressed to the Officer-in-Charge, 
Admiralty Surface Weapons Estab- 
lishment Extension, Royal Naval 
Store Depot, Copenacre, Hawthorn, 
Wiltshire. 


circuitry transistor amplifiers, and Buxton requirements. 
Applicants with electrical training up to at least O.N.C. standards 
and experience in any of the services could be suitable candidates for 
this vacancy. 
Written applications should be sent to: 

The Personnel Officer (Ref: SC 995), 

The de Havilland Engine Company Limited, 
Leavesden, Nr. WATFORD, Herts. 


SEPTEMBER, 1960 WIRELESS WORLD 171 


Ferranti 2: MW S-Band 
Ferrite Isolator 
2-6 series 


"aTa"a"a"a"a" a" a" a" a" a" a 


DO 

: 

F 

» 

» 4 
* : 
. * 
: RATINGS ; 
» 

* AND : 
е » 
e CHARACTERISTICS : 
LJ 

Ф LJ 
E Range of centre frequencies: 2800-4000 Mc/s. ‘ 
te Bandwidth: + 10% about the centre frequency. ° 
» Peak Power:* 2:5 MW. К 
se Mean Power:* 3:5 KW. » 
"P Isolation at centre frequency: Not less than 12 db. E 
к Isolation over the band: Not less than 9 db. 0 
* Insertion Loss: 0:5 db. A 
[n Input V.S.W.R.: Less than 1-5 
e Mounting Position: Any. ° 
4 Weight: 30 Ib. к 
te Dimensions: 105” x 52" x 74”. Хх 
X Д Cooling: Water. K 
p *The power figures assume operation into a mismatch not worse than 2:1 *; 
» у e 
Ф LJ 
LJ 

" FERRANTI LTD * KINGS CROSS ROAD * DUNDEE F А d 
" Telephone: DUNDEE 87141 erranti 

н 

" 

> 

„ 

* 

» 
-9 

pre eos 0 е ө е 2 a е а е в ее ө 000000 ө өз ее ә“ ө е ез е ө ө е о а 00°00 "0°0'0 0000 0°00 a 008 


05/759 


172 | WIRELESS WORLD 


SEPTEMBER, 1960 


ELECTRONIC DIGITAL COMPUTERS—RESEARCH AND DEVELOPMENT 


LEO Computers Ltd. is about to expand its Research, Design and Development teams in order 
to extend and diversify its activities in the computer field. Men who are kéen to work in a stimu- 
` lating environment with outstanding prospects for rapid advancement are invited to apply for 
positions where they will be able to make a substantial contribution towards the success of our 
activities. 

Vacancies exist for Physicists (P), Mathematicians (M) and Engineers (E), if possible with 
relevant experience, for work in the following fields: 


@ Development of automatic electronic reading equipment (P or E) 
® Component analysis for selection and utilisation (P or E) 
@ Evaluation of electro-mechanical equipments to be linked to the 
computer (E) 
@ Specifying functional requirements for new computer systems. (M, P or E) 
@ Development of electronic circuits (P or E) 


Ж Successful applicants will be offered positions on the monthly staff at Intermediate or Senior 
level according to previous experience and qualifications (from H.N.C. to advanced degrees). 


X Quarterly assessments of progress will allow the able man to proceed rapidly to the high 
income range. 


Ж Some financial assistance towards the.cost of removal to the London area will be offered 
where appropriate. 


Ж To those whose applications seem suitable, full descriptive literature will be sent with an 
jnvitation to meet Dr. Pinkerton, Research Director, at our laboratories in North-West 
London. 


Ж Write giving details of career to: 
Personnel Manager, LEO Computers Limited, 
Hartree House, 151A-159A Queensway, London, W.2 


ELECTRONIC 
ENGINEERING 


TELEVISION TIME BASE 


Kodak Limited 


are interested to receive applications from candidates 
experienced in the above field for posts in its 
Engineering Division, where more than 1,000 people 
are employed. The work would be concerned with 
the expanding field of industrial electronics involving 
instrumentation and control techniques. 


Salaries from £800 to £1,300 according to 
qualifications and experience. 


@ Non contributory sickness scheme. 

@ Non contributory pension plan. 

@ Voluntary part contributory life insurance 
@ Annual wage dividend. 

@ Removal expenses. 

@ Five day week. 

@ Evening interviews can be arranged. 


Write for application form to: 


PERSONNEL DEPT., KODAK LIMITED 
(FACTORIES), MAIDSTONE, 
HARROW, MIDDLESEX. 


DEVELOPMENT 
ENGINEER 


A competent Engineer is required for domestic 
receiver time base design and development in 
our Laboratory at Chiswick. 

Although academic qualifications will be given 
due weight in selection, substantial experience in 
the time base field will be regarded as more 
important. 

We see this vacancy as primarily of interest to 
an Engineer in the 30/35 age bracket but аррИса- 
tions from younger and older men will be con- 
sidered. 

А 383-hour week will be worked over five days, 
a pension and life assurance scheme is in operation 
and a staff canteen is available. 

Please apply by letter giving age, education, experi- 
ence and salary required to: 


THE PERSONNEL MANAGER 


BUSH RADIO LIMITED 


POWER ROAD, LONDON, W.4 
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NORTHERN POLYTECHNIC 
Holloway, N.7 North 1686 
DEPARTMENT OF PHYSICS 
SESSION 1960-61 
ADVANCED Е COURSES 


ELECTRONICS AND MICROWAVE 
PHYSICS 


ELECTRICAL DISCHARGES IN 
GASES 


SOLID STATE PHYSICS 
SCINTILLATION COUNTERS 


Selected students, with suitable 
degrees in Physics, following certain 
of these courses, accompanied by 
practical work, may be allowed to 
proceed to the M.Sc. degree of the 
University of London. 


The lectures are not confined to such 
students, but are open to any working 
in appropriate fields. 

Enquiries should be addressed to: 

The Head of the Department of Physics. 


VACANCY FOR 


CHIEF OF TEST 
AND 


INSPECTION 


to be responsible to the Chief 
Engineer for quality control at 
all stages of manufacture and test 
of Electronic Products. 


Previous experience essential. This 
is a responsible position in a rapid- 
ly expanding organisation. Con- 
tributory pension scheme. Salary 
according to age and experience. 


Applications giving full details of 
re laa age and qualifications 
o the 


mmt 


Chief Engineer, 
FIELDEN ELECTRONICS LTD. 
Paston Road, Wythenshawe, 
Manchester 22. 


THE AUSTIN MOTOR COMPANY LTD. 


offer opportunities for versatile young Electronic Engineers 

and require:— 
Electrical/Electronic Maintenance Engineers for Electronic 
Data Processing Equipment. Both Valve and Transistor Tech- 
niques as well as Magnetic Drums and Cores are involved 
with a variety of input and output equipment. 
Only young men between 22 and 30 in possession of H.N.C. in 
Electronic or Electrical Engineering including Electronics are 
invited to apply. 
The positions are permanent and the prospects excellent. 
The Company offers a five-day week and membership of its 
Pension and Life Assurance Scheme. 
Applications by letter giving comprehensive details should be 
marked “ Electronics ° and addressed to:— 

Personnel Department, 

Austin Motor Co. Ltd., 

Longbridge, 

Birmingham, 31. 


WIRELESS WORLD 


INSTALLATION ENGINEERS 


We have vacancies for three grades of engineers, who have: 


I—A thorough knowledge of electronic theory as appiied to telecommunications, 
preferably to degree or H.N.C. level. Practical experience of telecommunications 
desirable. E 


Il—Thorough familiarity with electronic and electrical theory up to Inter B.Sc 
standard, with some practical experience of telecommunications. 


Ill—Good basic knowledge of electronics and grounding in electrical theory: 
some practical experience of telecommunications ar allied equipment—i.e. radio, tele- 
vision, radar servicing etc. 

Generous living allowances will be paid at home and abroad. 

We require men who are prepared to travel continuously in this country and abroad. 
Our employees are protected by comprehensive personal security benefits including non- 
contributory pension plan. Please detail full particulars quoting Reference number 2126. 0 


Personnel Manager: 


Srandard Telephones and Cables Limited 


Henley Road, North Woolwich, London, Е.16. 
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UNITED KINGDOM ATOMIC 
ENERGY AUTHORITY 


Instrument Mechanics (Physical and Electronic) 
and Instrument Electricians 


We have vacancies for men experienced in fault diagnosis, repair and calibration 
of a wide range of instruments used in nuclear reactors, radiation laboratories and 
chemical plant operation. The work is interesting and involves working with instru- 
ments using pulse techniques, wide band low noise amplifiers, pulse amplitude analy- 
sers, counting circuits, television, and industrial instruments, for the measurement 
of flow, pressure and temperature. 


Men with appropriate experience in H.M. Forces or with industrial experience of 
DA Lem d radio or industrial instrumentation are invited to write for further 
information. 


‚ The rate of pay_is £12.12.0d. for a 44-hour, 5-day week. Housing will be available 
for married men. Promotion prospects are good and there is а superannuation scheme. 


Application forms and further information can be obtained from: 


Recruitment Officer, 


Dounreay Experimental Reactor Establishment, 


Thurso, Caithness, Scotland. 


ENGLISH ELECTRIC VALVE CO. LTD. 


CHELMSFORD 
ESSEX 


MICROWAVE RESEARCH 


A leader for a team required in microwave tube field. He 
will control fundamental work leading to new devices and work 
on new devices. Freedom to develop new ideas. 


Must have good honours degree and some published work in 
the microwave field. 


Post would suit lecturer. 


Details of education, subsequent experience, age and pub- 
lished papers should be sent to Dept. G.P.S., Marconi 
House, 336/7, Strand, London, W.C.2, quoting reference 
WW 1595C. 
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BRITISH RELAY 
WIRELESS AND 
TELEVISION LTD. 


Owing to the continuous expansion of our activities, а 
number of vacancies have arisen in our laboratories for 
Engineers and Assistants to work in the fields of Com- 
munications and Television. 


Salaries and conditions are:— 


1. ENGINEERS of H.N.C. standard or higher and 
able to work independently or to direct one or 
more assistants. Salary not less than £950 p.a. 
and monthly staff status. 


. ENGINEERS whose work requires supervision, 
but who are expected and will be given every 
opportunity to advance to (1) Salary—£850-£950 
and monthly staff status. 

3. LAB. ASSISTANTS (O.N.C. standard)—Up to 

£15 17s. 6d. p.w. 

Experience of Transmission Lines, Modulation, Wave 
Filters, Wide Band Amplifiers, Waveform correction, 
Pulse Techniques ог since ilar, will qualify candidates for 
employment in our Research Laboratory. 
Experience of Television Receiver Development will qualify 
for employment in our TV Development Laboratory. 


APPLY TO:— 
Chief Research Engineer, 
British Relay Wireless Ltd., 
1-7, Croft St., London, S.E.8. 
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ULTRA 


have vacancies for 


senior design draughtsmen 
at their modern SOUTH RUISLIP Laboratories 


If you have good drawing office experience . . . if 
you are skilled in mass-production techniques .. . 
an exciting future can be yours with Britain's 
most progressive Television and Radio Company. 

Good salaries and excellent promotion pros- 
pects for first-class men with real drive and enthu- 
siasm. Free Life Assurance and Contributory 
Pension Scheme for all Staff appointments. Previous 
Holiday commitments honoured. 

If you're going places in electronics, you'll go 
further with ULTRA. 

Please apply, with full details of experience and 
qualifications, to: 


The Technical Manager 


ULTRA RADIO & TELEVISION LTD. 
Stonefield Way, South Ruislip, Middlesex 
i ALLE Oe k^ i 


VACANCIES FOR RESEARCH AND 
DEVELOPMENT CRAFTSMEN IN 
GOVERNMENT SERVICE AT 
CHELTENHAM 

Experience in опе or more of the following: 
(1) Maintenance of radio communication re- 


celvers. 
(2) Sub-assembly lay out, wiring and testing of 
radio type chassi 


BIS. 
(3) Cabling, wiring and adjustment of telephone 
type equipment. 
(4) Fault finding in and maintenance of electronio 
apparatus. 
(5) Maintenance of teleprinter or cypher machines 
and associated telegraph equipment. 
Opportunities for permanent and pensionable 
posts. Five-day week; good working conditions; 
single accommodation available. 
Apply in writing for further particulars to:— 
Personnel Officer, 
G.C.H.Q. (3/ ВОС), 
63, Clarence Btreet, 


RADIO TECHNICIANS 
CIVIL AVIATION 


Men aged 19 or over for interesting work 
providing and maintaining aeronautical tele- 
communications and electronic navigational 
aids at aerodromes and radio stations in the 

Fundamental knowledge of radio or 
radar with some practical experience essen- 
tial; training provided on special types of 
equipment. Salary according to age and 
station, approx. £670 at age 25 rising to £795. 
Prospects of permanent pensionable posts. 
Good opportunities for those who obtain 
O.N.C. in Elec. Eng. and certain C. and С. 
Certificates for promotion to posts with 
maximum salaries of £875, £1,035 and £1,260. 
Apply to the Ministry of Aviation (ESBI/RT), 
Berkeley Square House, London, W.1, or to 
any Employment Exchange (quoting Order 
No. Westminster 3552). 


DRAUGHTSMEN 


TAS exist for 
CIRCUIT and ELE C- 
TRO-MECHANICAL 
DRAUGHTSMEN to 
obtain progressive positions 
on interesting new projects. 
Convenient interviews 
arranged by telephone 
(DER went 6688), or apply:- 


Personnel Officer 
DECCA RADAR 
LIMITED 


2 Tolworth Rise, 
Surbiton, Surrey. 


Cheltenham, Gios. 


ENGLISH ELECTRIC 


SEMI CONDUCTOR DEVELOPMENT 


ASSISTANT MANAGER 
REQUIRED 


in the Semi Conductor Division of the Company at Chelms- 
ford. 'The successful candidate would be responsible for the 
development of semi conductor power rectifiers and other 
devices of this nature. 


Scope for а man with original ideas on techniques and 
processes, 


Five years' previous experience in the field of semi conductors 
and am honours degree, essential qualifications. 


Apply to Dept. G.P.S., Marconi House, 
Strand, London, W.C.2 


quoting reference WW 15958 with brief details of age, ехрегі- 
ence and qualifications. 


COVENTRY TECHNICAL COLLEGE 


Principal: Н. C. SMITH, M.Sc., Ph.D., F.R.I.C. 


Owing to promotions and to an increase in the College establishment, the 
following post is vacant, duties to commence lst-September, 1960, or ав soon 
after this date as may be practicable. 

The College provides courses for Ordinary National Certificates in a number 
of subjects: City and Gullds Certificates in Engineering, Building, Catering; 
General Certificate of Education up to Advanced level; Commercial subjects 
and Homecrafts. 

ELECTRICAL ENGINEERING DEPT. 

LECTURER to teach ELECTRICAL AND TELECOMMUNICATION subjects 
up to O.N.C. and Intermediate levels. Experience in Telephony an advantage. 
A degres in Electrical] Engineering or equivalent qualifications and appropriate 
industrial and teaching experience essential. 

Salary ecale:—£1,370 x £35(4) and £40—41,550 per annum. In certain 
circumstances candidates may be paid & starting salary above the minimum 
of the scale. Salary scales for women are slightly less, but reach equal pay 
in April. 1961. 

Application forms and further particulars from Principal, Coventry Technical 
College, Butts, Coventry (stamped, addressed, foolscap envelope required). 

У. L. CHINN, 
Director of Education. 
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LL m 


THE (a) Full-time One Year Course in Radio and 
Television. College course in basic principles 


P E M В В! [) С E for prospective servicing engineers. 
“The next course commences on 6th Sep- 


tember, 1960, and enrolments are now being 
COLLEGE accepted. Following course commences 3rd 
January, 1961”. 
0 F ELECT RO N {05 (b) Home-Study Courses in Radio, Television 
and Telecommunications Engineering up to 
ff и и Г City and Guilds Final Certificate. Some 
0 e r $ tr a I n І ng І П courses include constructional kits and prac- 
tical exercises. 


R ADIO (c) Kits-of-parts with full constructional in- 


structions. 


TELEVISION For details of the above, write to: 


The Principal, P.11, 


AND ELECTRONICS THE PEMBRIDGE COLLEGE 


OF ELEGTRONICS 
$4a Hereford Road, London, W.2 


PCI 


Instrumentation at its best... 


ea +. 
n 


А.В. Metal Products Ltd., Abercynon, S. Wales 
require 
MECHANICAL DESIGN ENGINEER 
of highest calibre for forward development of 
Switches and Potentiometers for Radio and 


BROADHEAD ASSOCIATES, 
ACE OF SPADES GARAGE, 
BUTLEY, Nr. MACCLESFIELD 


e 
MMLIAMPLAES 


Television. Reoent design experience of 
similar small electro-mechanical assemblies 
essential, Well paid Senior Staff position with 


Contilnediin insulstedivan trailer. Rm mc i Я 
ты SIFAM ELECTRICAL INSTRUMENT CO. LTD. | | moere workin£ conditions, Excellent pros 


FOR SALE :— 


2 complete 4 MK6 Early Warning Radars. 


pects in rapidly expanding Company. 


LEIGH COURT - TORQUAY Sx Telephone 4547/8 


"ON SMITHS ess — 


BRITAIN'S CAR RADIO SPECIALISTS 
INVITE APPLICATIONS FOR THESE POSTS 


ELECTRONICS ENGINEER 

is required by 
W. Н, ALLEN SONS & COMPANY LTD 
for the Electronics Section of their Labora- 
tory at Bedford. The work involves the 
use of a wide range of electronic equip- 
ment in the solution of engineering prob- 
lems and includes the design and develop- 
ment of special Instruments and techniques. 
'The successful applicant will be a young 
man who has either: 


(a) a good grounding in electronics to 
at least H.N.C., together with some 
practical industrial experience. 

ог (b) recently obtained a Degree in this field 
and though practical experlence is 
desirable, it is not essential. 


An interest in mechanical and electrical 
engineering and an ability to write clear 
and concise reports are essential. 

The Company offers excellent prospects, а 
Contributory Pension and Life Assurance 
scheme and assistance towards expenses 
involved in moving to the Bedford Area. 
Applications, giving details of age, ex- 
perience, qualifications and present salary, 
should be sent to: 


THE PERSONNEL MANAGER 
(Ref. 1606/D/2) 
QUEENS ENGINEERING WORKS 
BEDFORD 


ASSISTANT FOREMAN 
Experience of car radio application and maintenance 
desirable but not absolutely essential. This progressive 
appointment is in the Service Department. 


EXPERIENCED SERVICE ENGINEERS 


'These appointmerits hold out very definite prospects 
of advancement for the right individuals. 


C—————————: 


Applications giving full details of career to date should be addressed to: 


THE STAFF MANAGER, S. SMITH & SONS (ENGLAND) LTD., 
CRICKLEWOOD, LONDON, N.W.2 quoting ref. SM245 


n——————————————— 
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GRIFFIN & GEORGE LTD. 


leading suppliers of . scientific instruments and 
laboratory apparatus desire to appoint a 


TECHNICAL 
REPRESENTATIVE 


t 
for their newly created Electronics Department 
which handles a wide range of Electronics Equip- 
ment. 


In the first instance the successful candidate will 
be responsible for some of the managerial func- 
tions of the department and he will be expected 
to assume control as the unit expands. Sound 
experience in Electronics and selling and good 
organising ability essential. Suggested age 
range 27-33 years. This position is permanent 
and pensionable. 


Please apply in writing giving an indication of 
present|desired salary to: 

THE PERSONNEL OFFICER, 

285 EALING RD., WEMBLEY, MIDDX. 


wan 


Methods ot 8. Numerical 


R э. methods for 


problems to 


derive the fullest high speed 


advantage from 


moden | computers 


computers 


G. N. Lance, M.Sc., Ph.D., M.A.LS., A.F.R., Ae.S. 


This book assembles the most useful numerical methods. 
developed by research mathematicians, with the particular 
aim of explaining the facilities that computers offer. 
Most of these methods have never been published before 
except to a very limited readership and all have been tested 
for their practical value. The book will be found invualable 
by mathematicians, programmers, engineers, physicists 
and scientists generally. : 


42s net. by post 42s 114 166 pages. 

from leading booksellers 

Published for DATA PROCESSING by Iliffe & Sons Ltd. 
Dorset House, Stamford Street, London 5.6.1 
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DEPARTMENT OF PHYSICS Education Committee 
Senton ПИ Here HENDON TECHNICAL 


COURSES IN APPLIED PHYSICS 
DIPLOMA COURSE 

In the PHYSICS AND TECH- 
NOLOGY OF ELECTRONICS 
SANDWICH COURSE leading 
to the Diploma n Technology 
(Dip. Tech.). and 

Graduateship of the Institute 
of Physics (Grad. Inst. P.) 
PART-TIME COURSE lead- 
ing to 

Graduateship of the Institute 
of Physics. 

NATIONAL CERTIFICATES 
IN APPLIED PHYSICS 
Ordinary National Certificate. 
Course available to students of 
16 and over. 

Higher -National Certificate. 
Course available to- students 
with O.N.C., or with suitable 


staff for:— 


AT SOLARTRON we believe that 
people are important and consideration 
of the individual is the number one 
priority. If you feel that you have 
cog in an impersonal 
machine and if you have experience in 
one of the following jobs, we shall be 
pleased to hear from you. We can 
promise you plenty of kard work but a 
great deal of satisfaction from working 
Our amenities and 
our philosophy. 


become just a 


in our team. 
conditions match 
We have vacancies on our weekly paid 


ELECTRONIC TEST 
ENGINEERS 


for Test and Service Departments 
Ref. No. 388 


SUPERVISOR (Male) 


for Production Department 


COLLEGE 


The Burroughs, Hendon, London, N.W.4. 


DEPARTMENTS OF 
MECHANICAL AND ELECTRICAL 
ENGINEERING 


Programme of Lecture Courses to be given by 
Specialists in the following Subjects. 

1. MATHEMATICS FOR ENGINEERS—1. 
6 Lectures, commencing 26th Sept. 1960. 

2. MECHANICAL VIBRATIONS. 12 Lectures, 
commencing 26th Sept. 1960, 

3. TRANSISTORS AND THEIR APPLICA- 
TIONS. 12 Lectures, commencing 27th 
Sept. 1960. 

4. APPLICATIONS OF RADIO ISOTOPES IN 
INDUSTRY. 6 Lectures, commencing 27th 
Sept. 1960. 

5. MODERN MAGNETIC MATERIALS—1. 
6 Lectures, commencing 20th Sept. 1960. 

6. MATHEMATICS FOR ENGINEERS—2. 
6 Lectures, commencing 7th Nov. 1960. 

Т. ANALYSIS OF INDETERMINATE STRUC- 
TURES. 6 Lectures, commencing 8th Nov. 


passes in G.C.E. A d 8. ELECTRONICS FOR MECHANICAL AND 
Students taking the H.N.C. "CHEMICAL ENGINEERS. 6 Lectures, 
course at the Northern Poly- К са 9th Nov. 1960. 

. ERN MAGNETIC MATERIALS— 
technic can proceed to complete Ref. No. 436 (FERRITES). 6. Lectures. E. 


the College Diploma course and 
qualifr in this way for Grad. 
Inst. P. 
Enquiries should be addressed to 
'The Head of the Department of 
Physics. 


eT EM LULL PLE LULU CUO UU A УТТУРАТ ТООТ 


Please write, giving age and details of 
experience to: 
J. DELFGOU, 
SOLARTRON ELECTRONIC GROUP LTD., 
QUEENS ROAD, THAMES DITTON 


ЗИМА ТОТЕНШЕ 


10th Nov. 1960. 
The above lectures are intended for Graduates 
or Higher National Certificate Holders. 
Fees: 10/- for a course of 6 Lectures. {1 for a 
course of 12 Lectures. 
The Head of the appropriate Department will 
be pleased to supply further particulars and 
reservation forms. 


ЕШШ 
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A 
TECHNICAL MANAGER 


for Engineering Products Company т 
TRIPOLI, LIBYA 


Some Italian should be spoken. Ideal for man 
with Initiative who prefers Mediterranean 
climate. To organise fleld and service facilities 
for H.F. fixed and mobile RCA SSB equipment, 
also occasional broadcast and TV trans- 
mitters. Responsible for negotlating service 
contracts and for technical advice In plan- 
ning networks. Five years communlcations 
equipment experience required, some tech- 
nical qualification an advantage. Two year 
renewable contract and high salary paid, 
depending on qualifications. Out and return 
travel expenses allowed for applicant and 
family. 


Apply: PERSONNEL DEPT., 
RCA Great Britain Ltd., 


Windmill Road, Sunbury-on-Thames, | 
Middlesex. 


background. 


= AMERICAN 


COMPONENTS - VALVES | : 
TEST EQUIPMENT 


PHONE- -WHITEHALL 4856 


DALE Е 
k=  — os 


Applications to: 
Works Labour Manager, Windscale and Calder Works, Sellafield, 
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UNITED KINGDOM ATOMIC ENERGY AUTHORITY 


PRODUCTION GROUP 


INSTRUMENT MECHANICS 


Windscale and Calder Works, and Chapelcross Works require experi- 
enced men with knowledge of electronic equipment and/or industrial 
instrumentation for fault diagnosis, repair and calibration of a wide 
range of instruments used in nuclear reactors, radiation laboratories 
and chemical plant. 


'This interesting work involves the maintenance of 


instruments using pulse techniques, wide band low noise amplifiers, 
pulse amplitude analysers, counting circuits, television and industrial 
instruments used for the measurement of pressure, temperature and flow. 


Men with Services, Industrial or Commercial background of radar, 
radio, television, industrial or aircraft instruments are invited to write 
for further information. Training Courses in Specialised Techniques 
are provided for successful applicants having suitable Instrumentation 


Married men living beyond daily travelling distance will be eligible 
for housing. A lodging allowance is payable whilst waiting for housing. 
Working conditions and promotion prospects are good. 


Seascale, Cumberland 
or 


Works Labour Manager, Chapelcross Works, Annan, 


Dumfriesshire, Scotland. 


TECHNICALLY TRAINED by 


IN RADIO, TELEVISION AND 
ELECTRONIC ENGINEERING 


Opportunitles in Radio Engineering and allied professions await 
the [C 5 trained man. | C S Courses open a new world to the 
keen student. . . . 


RADIO AND TELEVISION ENGINEERING; 
RADIO AND TV SERVICING; 
ELECTRONICS, COMPUTERS & 

DATA PROCESSING, etc. 


ICS Courses give very real help to the man setting up hls own 
business or facing a technical career in the radio industry. 
Examination Courses for:—British Institution of Radio Engineers, 
City & Gullds TELECOMMUNICATION TECHNICIANS, C. & G. 
Radio & T.V. Servicing (R.T.E.B.) and C. & G. Radio Amateurs. 


LEARN-AS-YOU-BUILD PRACTICAL RADIO COURSE 
Build your own 4-valva TRF and 5-valve superhet radio receiver, 
Signal Generator and High-quality Multi-tester. 


FILL IN AND POST THIS ICS COUPON TODAY 
It brings the FREE [CS Prospectus containing full particulars 
of I C $ courses in Radio, Television and Electronics. 


———Ó———————c£ 4 


ЕЕ 
[ international Correspondence Schools | 


Dept. 222P), ! H Park 

INTERNATIONAL Ё ео rite | 
CORRESPONDENCE зо СА. | 

ADDRESS . єє Au diit, 
SCHOOLS | Block Capitals Please | 
l. | 
... А WHOLE WORLD І і 
OF KNOWLEDGE tor | - Urn і 
the KEEN STUDENT |. _, ————— — PERS 


UNITED COMPONENTS LTD. 


Design and Manufacturing Organisation 
for 
R.G.D. - REGENTONE - ARGOSY 


Invite applications from Electronics Engineers for 
Senior and Junior positions in expanding design 
teams engaged on the following work: 

Television Receiver Design. 

Radio Receiver Design. 


Transistor Applications for Radio and T.V. 
Receivers. 


Test Equipment Engineering. 
Instrument Standardising. 
Component Testing. 
"Technical Clerk. 


These appointments offer unrivalled scope for 


personal advancement. Excellent working con- 
ditions with.every facility required for top quality 
work. Salaries are excellent, normal working hours 
short and a pension and life insurance scheme is 


, operated by the company. All applications will be 


regarded as strictly confidential. 


Write to: Chief Engineer, 
United Components Ltd., 
Eastern Avenue West, Romford, Essex. 
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Applications are invited from:— 


advancement. 
fications and experience. 


WIRELESS WORLD 


ELECTRONIC TEST EQUIPMENT 


Appointments are available for Engineers in the 
Test Gear Laboratory of The Plessey Co. Ltd. 


Senior Design & Development Engineers 


Senior Maintenance Engineers 


with experience of electronic production test equipment for Electronic 
Components, Radio, Television and Communications Equipment, 
also for Aircraft Electrical Accessories. 

These are staff appointments and there are excellent opportunities for 
Generous and progressive salaries according to quali- 
'The successful candidates will be invited to 
join the Company's Superannuation and Life Assurance Scheme. 


Please reply, giving full details, to the Personnel Manager, 
THE PLESSEY COMPANY LIMITED, 
Vicarage Lane, Ilford, Essex. 


SEPTEMBER, 1960 


SITUATIONS VACANT 


RADIO TECHNICAL ASSISTANTS 


for Engineering Products Company in 
Tripoli, Libya. 


Some Italian should be spoken. Ideal 
for man with radio ability who prefers 
Mediterranean climate. Requirements , 
are for field and service work оп Н.Е. 
fixed and mobile RCA SSB equip- 
ments, also occasional broadcast and 
TV transmitters. Two years equip- 
ment experience required. A two year 
contract is provided, and a high salary 
paid, depending on experience and 
qualifications. Out and return travel 
expenses allowed. 


Apply: PERSONNEL DEPT. 


RCA Great Britain Ltd., Windmill 
Road, Sunbury-on-Thames, Middlesex. 


STERN RADIO LIMITED 
109 & 115, FLEET ST., E.C.4 


have vacancies for 


TWO RADIO ENGINEERS 


Applicants must have experience and 
technical knowledge. Good wages 
are offered plus Bonus. Half-day on 
Saturdays. 
Phone FLEET STREET 5812 
or call at 109, Fleet Street 
(at Ludgate Circus, close to 
Blackfriars Station). 


TEST ENGINEERS 


and also 


Electronic Inspectors, having at 
least three years’ experience, in- 
cluding use of measuring instru- 
ments, required by East London 
Electronic Equipment Manufac- 
turers. Occasional travel abroad 
for short period for service and 
installation visits may be required. 
Good rates of pay. Write giving 
details of age, qualifications and 
experience to Box No. 0927 c/o 
“ Wireless World." 


SENIOR ELECTRONIC 
ENGINEER 


A vacancy exists for a senior engineer to 
work on the development of new types 
of nuclear electronic equipment. Appli- 
cants should be of graduate status or 
equivalent, with several years’ experi- 
ence of electronic development, pre- 
ferably including recent ` work on 
semi-conductor units. Commencing 
salary not less than £1,000 p.a. 
according to qualifications and 
experience. 


Apply in confidence to: 


The Personnel Manager, 
PLESSEY NUCLEONICS LIMITED 
Weedon Road, Northampton. 


manufacturer in London Area. 


of the Company. 


rapidly expanding Industry. 


ОТООГО 


Qualifications for the post тешае:- 


(а) Ability to appreciate and interpret from the Sales angle, technical features 
of valves for Communications and Industry. 


(b) Ability to write sound selling copy and technical articles on the products 


Some experience of commercial practice and modern publicity techniques 
would be an advantage, and candidates should preferably be graduates in the 
Scientific profession, or qualified Electronic Engineers. 


This is an interesting post and offers opportunities for the right man, in a 


Applications, which will be treated in strictest confidence, are invited to be sent to: 
Personnel Manager, М.О. Valve Co. Ltd. 
Brook Green, Hammersmith, W.6. 


ЧАДА ИЕ АОИ ОАО 


THE М.О. VALVE CO. LTD. 
(A subsidiary of the General Electric Co. Ltd.) 


TECHNICAL PUBLICITY SERVICE 


Progressive position for a man (aged 25-35) with knowledge of modern valves 
and allied electronic devices, to work in Publicity Department of leading valve 


ИШИЇШИИИШШШИИЇШЇИЇШЇИШИШ 


=ИШШШШШШШИИШШШШШШИШИШИШИШШШШЇШШШШШИШШШШШт; 


GOVERNMENT ОЕ WESTERN AUSTRALIA 


An experienced X-ray Engineer is re- 
quired for the maintenance and installation 
of X-ray equipment in Government Hos- 
pitals in Western Australia. The successful 
applicant will join the staff of the State 

X-ray Laboratory an organisation within 

the Medical Department of the Govern- 

ment of Western Australia. 

Applicants should give full details of 
their experience and qualifications, the 
names and addresses of two referees, and 
the earliest date at which they could 
commence duties. 

Salary: Seng ge salary will be in the 
range £A1,271 to £A1,379 accord- 
ing to experience and qualifications. 
In special circumstances higher 
rates would be considered. 

Conditions, sick leave, etc., similar to the 
State Public Service. Two week’s annual 
leave, three months Long Service Leave 
after 7 years. 

Assistance towards cost of fare will be 
arranged. 

Applications in duplicate should be made 
without delay to: 

Agent General for Western Australla, 

Savoy House, 115 The Strand, 
ONDON, W.C.2, 
ENGLAND. 

Further details will be supplied on request 

to the above, 


SEPTEMBER, 1960 
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ree E ТО AMBITIOUS ENGINEERS 


= THE LATEST EDITION OF ENGINEERING OPPORTUNITIES 


INCLUDING 


PRACTICAL оо! 
The specialist Elec- 


EQUIPMENT 
tronics Division of 


Basic Practical and Theore- incorporat- 
tic Courses for beginners in Lo an perat 7 
Radio, Т.\., Electronics, Etc, NOW offers you а 
A.M.Brit.LR.E. City & Guilds pea} laboratory train- 

Radio Amateurs’ Exam. һо аг home with 


R.T.E.B. Certificate я 
т practical equipment. 
P.M.G. Certificate Ask for details. 
Practical Radio 


Radio & Television Servicing B.I.E.T. 


Practical Electronics © 
Electronics Engineering SCHOOL OF 
ELECTRONICS 


Automation 
POST COUPON NOW / 


Please send me your FREE 156-page 
“ENGINEERING OPPORTUNITIES” 
(Write If you prefer not to cut page) 


Have you sent for your copy? 


ENGINEERING OPPORTUNITIES 
is a highly informative 156-page guide to 
the best paid engineering posts. It tells 
you how you can quickly prepare at home 
for a recognised engineering qualification 
and outlines a wonderful range of modern 
Home Study Courses in all branches of 
Engineering. This unique book also gives 
full details of the Practical Radio & Elec- 
tronics Courses, administered by our 
Specialist Electronics Training Division— 
the B.I.E.T. School of Electronics, explains 
the benefits of our Employment Dept. and 
shows you how to qualify for five years 
promotion in one year. 


WHICH IS YOUR 
PET SUBJECT ? 


Mechanical Eng., 
Electrical Eng., 
Civil Engineering, 
Radio Engineering, 
Automobile Eng., 
Aeronautical Eng., 
Production Eng., 
Buliding, Plastics, 
Draughtsmanship, 
Television, etc. 


GET SOME 
LETTERS AFTER 
YOUR NAME! 
A.M.L.Mech.E. 
A.N.L.C.E. 
A.N.LProd.E. 


We definitely Guarantee 
** NO PASS — NO FEE” | 


Whatever your age or experience, you cannot afford В.Е. 

to miss reading this famous book. Ш you are uilds 
earning less £20 а week, send for your | Gen. Cert. of Education 
copy of “ENGINEERING OPPORTUNITIES” Etc., etc. 
today—FREE. 


BRITISH INSTITUTE OF ENGINEERING 
TECHNOLOGY (Incorporating E.M.I. Institutes) 
(Dept. SE/22 ), 29 Wright’s Lane, London, W.8 


THE В.1.Е.Т. IS THE LEADI 


SUBJECT OR EXAM 
THAT И EDS ino PME de: Yero e BN rei 


THE NORTHERN POLYTECHNIC 


Holloway Road, London, N.7. 


Principal: 
T. J. Drakeley, C.B.E., D.Sc., Ph.D., F.R.I C., F.LR.I. 


UNITED KINGDOM ATOMIC ENERGY AUTHORITY 
A.W.R.E. ALDERMASTON 


require 


Department of Electronics and 


Telecommunications 


Full-time Day, Part-time Day and Evening Courses in Tele- 
communications Engineering in preparation for the Northern 


Polytechnic Diploma in Electronics and Telecommunications, 
the Graduateship of the British Institution of Radio Engineers, 
and the City and of London Institute Telecommunica- 
tion Technicians Course and Supplementary Studies for the 
Full Technological Certificate. 

Full-time 2 year Course in Radio and Television Servicing, 
also part-time day release and evening classes are held in these 
subjects in preparation for the City and Guilds of London 
Institute and the Radio Trades Examination Boards’ Certificates. 
The Supplementary Studies covered аге:— 

Advanced Telecommunications and Electronic Principles 
Communication Radio 

Basic Microwave Techniques 

Microwave Radio-Relay Systems 

Radar and Radio-Navigational Aids 

Sound Broadcasting 

Television Broadcasting 

Digital Computers 

Analogue Computers 

Audio Engineering 

Pulse Circuit Analysis 

All the above courses include practical laboratory апа workshop 
experience, 

London fees: £30 per year, or £11 per term, plus £2 registration 
= ^ full-time courses. (No fee for students under 18 years 
of age). 

Evening class fees range from 40/- to 55/-. 

Enrolment for day classes by appointment. 

Enrolment for evening classes, 5.30— 7.30 p.m., 20th and 21st 
September, 1960. 

New term commences 26th September, 1960. 


Prospectus free on application to Secretary. 


ENGINEERS 


to be members of a development team engaged in 
the engineering to small batch production stages of 
basic designs from scientific groups. The work in 
some cases will include environmental testing. 

Applicants should have served an engineering 
apprenticeship or have had equivalent training and be 
Corporate Members of a Senior Engineering In- 
stitution. А good knowledge of electronic develop- 
ment work particularly in the field of fast pulse 
techniques is necessary and experience of transistor 
circuitry and digital computer work would be an 
advantage. 


SALARY:—£860— £1,825 p.a. according to age, 
qualifications and experience. 

Superannuation Scheme, A house or substantial 
assistance with house purchase will become available 
for married officers living beyond daily travelling 
distance. 

For application form please send postcard (or 
letter) to the Senior Recruitment Officer A. W.R.E., 
Aldermaston, Berks., quoting ref: 2004/45. 
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PHYSICISTS 


WIRELESS WORLD 


Electrical & Mechanical 


Engineers 


Applications are invited from qualified PHYSICISTS and ENGINEERS for 
vacancies in a rapidly expanding organisation in the London Area, for:— 


DEVELOPMENT ENGINEERS 


Graduates or equivalent qualifications in physics, electronics or mechanical 


engineering, 
thermionic v 
р.а. 


referably with experience in or knowledge of the microwave or 
уе industry or closely associated industries, Salary up to £1,200 


TECHNICIANS 


Qualification up to O.N.C. standards in Electrical or Mechanical Engineering 
preferably with experience in the microwave or thermionic fields or design of 
jigs, tools and electronic components respectively. Salary up to £900 p.a. 


Applications, which will be given strictest confidence, should be sent to:— 


Box. No. 


1137 cjo * Wireless World.” 


SEPTEMBER, 1960 


DIGITAL COMPUTERS 


Resulting from continued expansion in 
the computer field, a number of vacan- 
cles have arisen for Graduate Electronic 
Engineers and for Technicians of 
О.М.С. standard. The additional staff 
are needed for technical supervision 
and maintenance of Digital Computer 
Installations. 

Vacancies exist in 
London, Birmingham & Coventry 
Training will be provided for this 
interesting work and there are oppor- 
tunities for rapid promotion to positions 
of responsibility, Salaries are generous 
and in proportion to ability. 


Please write to Personnel Manager, 


The National Cash Register 
Co. Ltd., 


206-216 Marylebone Road, London, 
N.W.l. 


TRIALS ENGINEER 


The G.E.C. 
Applied Electronics Laboratories 
Stanmore, Middlesex, 


are secking engineers to assist in the 
preparation and conduct of trials of 
missile electronic equipments, and in the 
design of associated test equipment. 
Some experience in pulse or radar 
techniques is desirable. 

Applicants must be prepared to work 
for limited periods away from home, 
within U.K.  Generous initial 
salary, reviewed annually. 

Please apply in writing to the Staff 
Manager, quoting Ref. WW/NB. 


€9»e2006€6€09090000996€26€9$€6e000 


POST DESIGN SERVICES 
RADIO ENGINEER 


An Engineer 18 required for interesting work 
connected with Government Communications 
Equipment of American origin. 

The Company provides a consultative service to 
Governmental Departments on the maintenance 
and operation of U.H.F. Communication equip» 
ment, in both airborne and ground installations. 

The Engineer appointed wil) have had con- 
siderable experience with either the design or 
maintenance of U.H.F. equipment. Ex-Service 
senior N.C.O's with the relevant experience and 
qualifications are particularly бауЦе to apply. 

This is a senior appointment and offers scope 
lor advancement in an expanding department. 

Applications, which will be treated in’ con- 
fidence should be addressed to the Personnel 
Manager, The Plessey Company Limited, Vicarage 
Lane, Шога, Essex. 
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MORSE CODE TRAINING 
Get your Radio Operator’s 
Licence the easy way! 


CANDLER bas taught MORSE 
CODE by correspondence for 
50 years. 
On Land, Sea and in the Air and 
in every Continent, you will find 
first-class Radio Operators who have 
learnt their profession or excelled as 
Amateurs the LER WAY. 
Write for the Candler .“* Book 
Facts” without obligation and see for 
yourself how fascinating the Candler 
ethod of teaching the Morse Code 
can prove, 
as you learn, 


CANDLER SYSTEM CO. 


(SSW) 52b ABINGDON RD., LONDON, W.8 
Candler System Co., Denver, Colorado, U.S.A 


You may if you wish pay 


Our present range includes: 

Fidelia Major AM/FM tuner unit with pre-amp.. 
tone со „ etc, В.Р. stage on all wavebands, 
variable eslectivity, eto. Price £27/4/-, or with 
the Majos amplifier, £42/14/-. 

Fidelia Imperial, VHF tuner, Price 215/5/-, 
or with pre-amp. and tone controls, £19. 
Fidelia Preciton, switched VHF tuner. Price 
£14/6)-, or with pre-amp. and tone controls 819, 
Fidelia Major amplifier, 818. : 


Full details willingly on request 
(64. Гог postage is appreciated.) 
2 А T О, 


ТАРЕ RECORDER 
SOUND HEADS 


Monaural. R/P & Erase. 
КР & Erase. 


R/P & Erase. 


2 Track Stereo. 
4 


HOME & EXPORT 


Full specifications, technical data, 
with samples available to the 
Trade on request :— 


BRADMATIC PRODUCTIONS LTD 
124, ALBERT ROAD 
BIRMINGHAM, 21 
ENGLAND 


REPANCO 
TRANSISTOR AMPLIFIER 


AND 


FEEDER UNIT CIRCUITS 


Envelope of theoretical and practical 
layout diagrams for: 


350/500 milliwatt Transistor Amplifier 
Simple TRF Band Pass Feeder Unit 


Medium wave TRF Feeder Unit with 
RF Stage 


Medium and Long wave Unit with RF 
Stage 


Medium and Long wave Superhet Feeder 
Unit 


Microphone Pre-amplifier 
Send now 2j- (post free) for envelope 


RADIO EXPERIMENTAL 
PRODUCTS LTD 


33 MUCH PARK STREET 
COVENTRY 


SEPTEMBER, 1960 


TECHNICAL 


TRAINING 
т radio 
television 

and 
electronics 
engineering 
nith 


WIRELESS WORLD 


The decision is yours. To be a success 
in your chosen career; to qualify for 
the highest paid job; to control a 
profitable business of your own. 
Ics home-study courses put your 
plans on a practical basis; teach you 
theory and practice; give you the 
knowledge and experience to take you, 
at your own pace, to the top. 


Choose the RIGHT course: 


RADIO AND TELEVISION ENGINEERING 
INDUSTRIAL TELEVISION 

RADIO AND TELEVISION SERVICING 
RADIO SERVICE AND SALES 

VHF/FM ENGINEERING ELECTRONICS 
COMPUTERS AND PROGRAMMING 


A.M.BRIT. I.R.E.; City and Guilds 
Telecom. Technicians. 


С. & С. Radio and T.V. Servicing 
(R.T.E.B.). 


C. & G. Radio Amateurs Certificates. 
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LEARN-AS-YOU-BUILD 


Practical Radio Course 


Gain a sound knowledge of Radio and 
T.V. as you build YOUR OWN 4-VALVE 
T.R.F. and 5-valve superhet radio re- 
ceiver, Signal Generator and High- 
quality Multi-tester. At the end of the 
course you have three pieces of per- 
manent and practical equipment and 
a fund of personal knowledge and 
Skill . . . ICs Practical Radio courses 
open a new world to the keen Radio 
amateur. 


THERE ARE 16$ COURSES TO MEET 
YOUR NEEDS AT EVERY STAGE OF 
YOUR CAREER 


FILL IN AND POST THIS 
TODAY 


COUPON 


You will receive the FREE 60-page ICS 
Prospectus listing examinations and 
ICS technical courses in radio, television 
and electronics PLUS details of over 150 
specialised subjects. 


Other ICS courses include: 

MECHANICAL, MOTOR, FIRE, 
CHEMICAL, ELECTRICAL AND 
CIVIL ENGINEERING . . . SEL- 
LING AND MANAGEMENT, 
ARCHITECTURE, WOODWORK- 
ING, FARMING, GARDENING, 
ART, PHOTOGRAPHY. 


PLEASE STATE ON COUPON SUBJECT YOU 
ARE INTERESTED IN. 


PERSONAL CALLERS welcome at the 1.C.S. Information Bureau, 
73, Kingsway, London, W.C.2. 
чина пиша пиша ee аш киш ee ee ee ee ee ee ee aas иша am 


| INTERNATIONAL CORRESPONDENCE SCHOOLS | 


1 DEPT. 223, INTERTEXT HOUSE, PARKGATE ROAD, LONDON, S.W.lI 


PLEASE SEND ME FREE BOOK ОМ..........................................--. ether teena tnn nn enne nnn nnne cn 
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2. & I. AERO SERVICES LTD. 
Head Office: 14 South Wharf Road, London, W.2 


Tel.: AMBassador 0151/2 


Cables: ZAERO, LONDON 


RETAIL BRANCH (personal callers only): 85 TOTTENHAM COURT ROAD, W.2 Tel.: LANgham 8403 
Please send all enquiries, correspondence and Mail Orders to Head Office 


V.H.F. RECEIVER UNITS ВС-624 
(part of SCR-522 Transmitter- Receiver) . 
4 Crystal controlled 
cbannel, 100-156 Mc/s. 
(3.0-1.93 metres). Valves 
9003 R.F. stage; 9003 
Mixer; Three LF. stages 
12897; Det/AVC/Audio 
12C8; Second Audio 
12J5G6T; Oscillator 
12AH7GT; Harmonic 
з Generator 9002; Наг" 

monic Amplifier 9003; Audio Squelch—other section cf 

12AH-7GT. High and Low Impedance output. 

PRICE, complete witb valves, with description and 

circult diagram, but without squelch relay 25/-, р.р. 

5/-. PRICE, chassis only, less valves, 7/6, p.p. 3/6. 

ALSO LIMITED QUANTITY ONLY: 

TRANSMITTER UNITS BC-625 
(part of 8CR-522 Radio Set) 

Valves: Speech Amplifier 6837; Push-Pull Modulator 

(two 1246); Oscillator 6G6G; 1st Harmonic Amp. 1246; 

2nd Harmonic Ampl. 832; Power Ampi. 832. Output 

B watts. 

PRICE, complete with valves, description and circuit 

diagrain «р.р. 5/ 22/6 

Price, chassis only, less valves... ... ss.. р.р. 3/6. 7/68 

Descriptions and circuits available at 8d. each. 


RELAYS 


SENSITIVE RELAYS (20 milliwatts or less): 

ТУРЕ ВК.35; 1 changeover 500mA capacity; Coll 
12,0000. Operating current 1.25mA; lease 0.5mA; 
Sensitivity 20mW. Dimensions 2jin. isnt 5 s 

=- p.p. 2/-. 

SIGMA ТУРЕ 51132-1; 1 Changeover at 200mA capacity; 
Coil 16,0000. Operating current 0.3 to 0.8mA; Sensi- 
tivity better than 10mW; Sealed, Solder lug connec- 
tions. _1¢in. x 1}in. x 2. 25/-, р.р. 2/-. 

HIGH SPEED RELAYS 

SIGMA 4С1 or ALLIED Type "G'', One break at 1 Amp. 
capacity; 5,0000 coil; operating current 4-Е0.5шА; 
will operate with change of current of 0.2mA; 2in. dia. 
x2in. high. Secondhand 15/6, р.р. 1/6. 

STEVENS ARNOLD “MILLISECOND” TYPE 358; 

24У 1,400Q Coil, One Changeover contact at 500щА; 

Bealed, Octal Base, Dimensions lin. dia. х 2310. high. 


17/-, р-р. 2/-. 
POST OFFICE ТУРЕ 
3,000 RELAYS; 1,0000 Col, 6 Changeover Contacts, 
second-hand 6/6, p.p. 2/-. 


—————M—— — 


D.C. SOLENOIDS 


Туре 770-28 Push-Pull Type, 24-28V 1 Amp; bolding 
force 12 Ibs.; stroke 5/16in. Flange Mounting; Dimen- 
sions; Фп. high x 2in. x 2in. . /6, р-р. 2/-. 

Type 137 Push-Pull Type; 26V 12 Amps; Holding Force 
approx. 40 Ibs; Btroke jin.; Dimensions Sjín. high x 
2yn.x9j]in — ...... 8/6. p.p. 2/-. 

Type 768-2, Pull Type, 28V 17.5 Amps; Holding Force 
approx, 50 lbs. Stroke $in. Dimensions 3in. high x 
2jin. ханы. Fiange Mounted...... 8/6, р.р. 2/-. 

Rotary Bolenolds, 12V. 40; Blotted sleeve coupling for 
din dia. shaft; Torque approx. 1.5 lb.-in. at the 
beginning of the stroke noreasing to approx. 
2.5 Ib.-im at the extreme of the stroke, Stroke 90 
degrees. Panel mounting; 2}in. dia.xljin long. 
7/6, p.p. 2/-. 


VENNER 8-day clockwork time switches, 24-hour 
dial with one make and one break. 1 amp. 230V con- 
E: en Becond-hand, good condition, complete with 

ding key ........................р.р. =. 27/8 


POWER UNITS 


EDDYSTONE TYPE APW7946 TRANSMITTER MAINS 
POWER. UNITS for 200-250 A.C. Mains; 
Output; H.T.—330V. D.C. at 200щА. 
L.T.—12.5V. A.C. at 3 Amps. 
L.T,—4V,, for energising carbon microphones, 
heavily smoothed to exclude bum. 
Dimensions; 16. x 7łin x Thin. 
PRIOR 1,......, О s asa p-p. 12/6 £3/19/6 
WESTINGHOUSE RECTIFIER POWER SUPPLY UNIT 
Input 115/230V; fully smoothed and fused. Output 
adjustable from 80 to 140V. D.C. at 400mA. contin- 
uously. Dimensions: 17}in. wide к 10jin. deep x 
Spin. high р.р. 7/6. #2/9/- 


(Impulse Motors) 0.75 
3/6 each 
Packing and postage ..........1/6 


PEN RECORDERS 


EVERSHED PORTABLE RECORDING VOLTMETERS 
150 V. D.O., 3ш. Chart, clockwork chart drive, two- 
speed E 
lin. and Gin. per minute ............ 

50 mV. D.C. ditto... D 
150 mV. D.O., ditto ........ 


EVERSHED SWITCHBOARD PATTERN RECORDING 
MILLIAMMETERS. Single Pen 2.5—0—2.5mA. centre 
zero; electrio chart drive at Зір, per minute; 6in. chart 
width. Fully overhauled and guaranteed £45 0 


Single Pen 5mA.; electric chart drive at 12in. per minute; 
біп. chart width. Fully rebuilt and guaranteed £50 


Ditto, but fitted with “ operation’ pen to mark the 
beyinuing and end of an event, the itude of wbich 
is being recorded by the other pen, ration pen is 
energised from an interna! transformer by shorting the 
external leads. Fully rebuilt and guarantecd £55 


Twin Pen $mA.; electric chart drive at jin. per minute; 
chart Gin. wide. Fully overhauled and guaranteed £65 


ELLIOTT SINGLE PEN SWITCHBOARD PATTERN 
RECORDING MILLIAMMETER, бщА.; electric chart 
drive at Sin. per minute; біп. chart width. Fully over- 
hauled and guaranteed £45 0 0 

All the above recorders use co tinuous strip chart. Packing 

and carriage £1 per recorder. 

The above recorders can be supplied for other milliamp 

ranges at an extra charge. 


AN/AMT-II RADIO SONDE 
TRANSMITTERS 


Complete transmitter designed to transmit signals in the 
range of 395-406 mo/s. range audio modulated at 10 
to 200 cjs., modulation frequency depending on the 
magnitude measured. Measurements range: pressure 
1,060 to 5 millibars; Relative Humidity 15 to 90%; 
Temperature~ 90 to +50°С. Equipment includes baro- 
metric switch and measuring device, humidity and 
temperature measuring elements, aerial and pressure 
calibration chart. Transmitter Circuit consista of Double 
Triode 3A5 with one half acting as modulating oscillator, 
the other as a buffer, and UHF Triode 5703. 

. £2 10 0 

. 17 6 
One manual sup; tramsmitters, 
Packing and ров{аде..,.........................6 6 


METEOROLOGICAL RADIO SONDE 
TRANSMITTERS AN/AMT-4B 


Frequency Range Approx. 1,600 mc/s. Transmitter 
consists of modulator valve 5875 and RF Valve 5794. 
Operation from а battery 110V, 6.8V and 1.4У. Dimen- 
sions, complete with aerial: 21. dia. x8in. long. Weight 
7 отв. less batterics. ВЕ Output is pulse modulated 
with an audio frequency dependent on tbe value of 
resistors used in the 0875 circuit. 

PRICE, new, with circuit diagram (p.p. 3/6) .... 16/- 


n__n 


P.O. BUZZERS 


Post Office Buzzers mode] T Mk. L Minimum operating 
voltage 3 volts. PRICE (p.p. 1/6)................ 4/6 


д 


HEWLETT PACKARD TYPE М1-18733 
SIGNAL GENERATORS (Model LAE) 


Frequency range: 520 to 1,300 mo/s in 1 band 
Accuracy: 1%. 

Output Impedance: 500. 

Output Voltage: 14V. to 100mV. 

Puise Modulation: 60 to 2,500 p.p.s., 2 to 30 ивес. wide; 
Е Ex 300 рзес. delay, Square shape with buseo, rise andifall 


Calibrated Attenuator within +ldb, 

PRICE, fully overhauled and guaranteed, with frequency 
and attentuator calibration charts and correction charts. 
p.p. #1 £90 0 0 


HETERODYNE CRYSTAL CONTROLLED FREQUENCY 
METERS 


Accuracy .01%; calibration books with numerous Crystal 
check points. Dry battery operation (135 V. and 6.3V.). 
T8-174, 20-200 mo/s. .... 
TS-175, 80-1,000 mo/s. .... 


AN/APR-4 U.H.F./E.H.F. RECEIVER 
Frequency range of 40 to 2,000 me/s. is covered by four 
plug-in R.F, Tuning Units. 115V. А.О. operation. 
Sensitivity 35-60uV. 
PRICE, fully overhauled and guaranteed, complete with 
4 tuning units £320. 


MARCONI PRECISION HETERODYNE 
WAVEMETER TYPE TF-783 


Range 3 to 15 mo/s. on fundamentals, extendable to at 
least 30 mo/s. by using harmonics. Accuracy better than 
0.005%. Crystal reference oscillator giving check pointa 
every 20 and 200 kc/s. Mains operation. 

PRICE, fully overhauled and guaranteed, £75. Packing 
and carriage, £]. 


CATHODE RAY TUBES 
Val Уа? 
250%. 
575V. 
250V. 
430V. 
330V. 
770V. 


770V. 13200V. 


STEEL C.R. TUBE SCREENS 


Suitable for 3PB1 and other Зір. tubes, brand new, with 
rubber lining and mounting foot ...... р.р. 1/- 5j- 


TESTED AND GUARANTEED VALVES 


OC3/ VR105 68Е7 .... 5/6, 5963 
(VR105/30) 5/6 | $8K7GT .. 5/- . 
OD3/VR150 63L7QT .. 

(VB150-30) 5/6 

143 3l- 


12AU7 вос, 
12AX7 cossy 


.... 4/-| 559 3 
бАМБ (EB91) 5/- | 705A 15/- 
6AM6 (EF91) 4/- em B 
NES 807 (08) .. 7/- 

807 (UE) .. 5/ 


«+ Bf 

: 6 
=: 1/6 

675 (ECC?1) 3/6 


.. 6/- 
Please add 2/6 in 8 for postage and 


SPECIAL VALVES 
НЕ54 Gammatron 95/- | 828 . 8&7 0 
450TH .... £10 а ATR387 ТВ CELL 


250TH .... £10 £3 10 
931A Photocell £3 ©з ...... 10 
FG105 . 


FIS ...... 
323В ......, TZ40 ...... 


Packing and carriage charges are quoted for England, Scotland and Wales only. 


We urgently require Frequency Meters ВС-221, Communication Receiver RI359 and other high class 


Communications and Test Equipment. 


SEPTEMBER, 1960 
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Wireless World Classified Advertisements 


Rate 9/- lor 2 lines or less and 4/6 for every additional 
one or part thereof, average lines 6 words. Box Numbers 
2 words plus 1/-. (Address replies: Box 0000 о/о ‘Wireless 
World,” Dorset House, Stamford St., London, 8.Е.1.) Trade 
Discount details available оп application, Press Day October 
1980 issue, Thursday, September 1st, 1980. No responsibility 
accepted for errors. 


WARNING 


Readers are warned that Government surplus 
components and valves which may be offered 
for sale through our displayed or classified 
columns carry no manufacturers’ guarantee. 
Many of these items will have been designed 


for special purposes making them unsuitable 
for civilian use, or may have deteriorated as a 
result of the conditions under which they have 
been stored. We cannot undertake to deal with 
any complaints regarding any such items риг- 
chased. 


NEW RECEIVERS & AMPLIFIERS 
HE world-famous ‘Globe King”’ kit; new 
and improved version; complete with all 
parts, chassis, colls and valve, together with 
* Easy-Build " charts and instructions; a 
highly efficient one valve short wave radio with 
band spread tuning; hundreds of testimonials, 
79/6, postage paid. 
.P. RADIO SERVICES, Ltd., 49-51, County 
Rd., Liverpool, 4. Estab. 1955. [0203 


RECEIVERS AND AMPLIFIERS 

SURPLUS AND SECONDHAND 
RANSISTOR Е.М. receiver; send s.a.e. for 
component price list.— Ne Electronics, 572, 
Fulham Road. London, S.W.6. [9217 
HES EES 69; AR88, CR100, BRT400, 
G209, S640, etc., etc., in stock.—R. T. & 
I. Service, Ashville Old Hall, Ashville Rd. 
London, Е'11. Ley. 4986. [0053 


NEW TEST EQUIPMENT 


Е. can now be seen in London and 
ЕЕ on easy terms; free brochure.— 
Direc Replacements, Ltd., Dept. W.W. 
22/9, 158, Lewisham Way, 5.Е.14.  Tideway 
6666. [0118 
|yETERODYNE frequency meters, ВС221 
125kc/s-20mc/s, . £30; TS174  20mc/s- 
250mc/s TS175A, 85mc/s-l,000mc/s, brand new 
receivers, — Eddystone 358X, — 40kc/s-32mc/s, 
£16/10; ' Hallicrafter’s R-44/ARR5  27mc/s- 
J45mc/s A.M./F.M., ; AN/APR-4 38mc/s- 
4,000mc/s Recetver-indicators APN-9s, etc.— 
В. V. Wright, 4a, Nepal Ave., Atherton, Man- 
chester. З (0019 
TEST кашы АНЫ ЕЧ» AND 


SECONDHAN 
IGNAL generators, oscilloscopes, output 
meters, wave voltmeters, ая meters, 
multi-range meters, etc., etc., in stock.—R. T. 
& I. Service, Ashville Old Hall, Ashville Rd. 
London, Е.11. Ley. 4986. [0056 


TEST EQUIPMENT WANTED 
D$ milivolt potentiometer wanted with 1 
volt range.—Box 0804. [9196 


NEW COMPONENTS 
pace and sockets. 


MORE than 1,000,000 їп stock, covering over 
50 different ranges, British and American; 
stock list оп аррисашов to—Stewart Аегоп- 
autical Supply ©., Ltd.  Adastral House, 
Nutfield, Redhill, Surrey. ‘Tel. Redhill 5050 


9223 
СОЯ microphone inserts with ехсер- 
XX tionally high output. (Cosmocord Mic 6.) 
Guaranteed newly made and boxed, 15/6 post 
free.—Radio-Alds, Ltd., Dept. W.29, Market 
Street, Watford, Herts. [0215 
PAS output transformers and scan coils for 
most makes, exact replacements from 45/- 
new ог 25/- used, send s.a.e. for imm. quote, 
telephone orders sent same day с.0.1.—Т.С.5 


Lid. 28, Brockley Cross, 5.2.4. Tideway 5394, 
and at 112, Camberwell Rd., S.E.5. Rodney 
7917. [0334 


COMPONENTS—SURPLUS AND 
ЗЕСОМОНАМО 


Е No. 14 Government surplus 
and model radio control, over 500 illustra- 


ted items, 2/- (refunded on purchase). ЕЕ 6d. 
Arthur Sallis Radio Control, Ltd., 93 (C), 
orth Rd., Brighton. [0193 


VARIABLE resistances (potentiometers), min. 
carbon “ЖО 100,000 ohms, М By сыш. 
7РС81257 ‘for No. 19 T/R 


ref. ZA.280 new 
cond. aty 4,000 at 6d for the lot; qty. 200 
Grelco 12 (12-way), new terminal blocks, 
1/6 each for the lot.—Rodwell, Ltd., 232, 
Lavender Hill, Enfield, Middx. Enfield TA 


NEW GRAMOPHONE AND SOUND 
EQUIPMENT 
(5795 disc recording mechanisms for 
Т.Р. or standard operation from 30gns.- 
56gns.; also complete tape-disc or direct chan- 
nels from 50gns.-112gns. 
DEMONSTRATIONS can be arranged in Lon- 
don.—For full details write to K.T.S., Ltd., 
* Coplow," Park Rd., Braunton, N. Devon. 
Callers by appointment only. [0210 


| LAMBDA RECORD COMPANY, Ltd., 


Liverpool Road, Liverpool, 23, Ġ 
| 4012. 7 reat CEU 


When you're looking for better 
reproduction, the most sensible 
thing to do is to make certain you 
use a Partridge Transformer, speci- 
fied as suitable for their designs by 
leading audio engineers and authori- 
ties. The Partridge P.5000, for 
example, was chosen by the Selection 
Committee of the British Overseas 
Fair, for inclusion in the Rotunda 
Feature of the British Exhibition 
in New York. 


P4076 

Вахапда! 5 watt 
Amplifier. 

Price 36/-. 


P5203 
Mullard 
Amplifier. 
Price 95/-. 


20 watt 


There’s no doubt they’re the best 
. . . but cost no more! 


All types available for immediate de- 
livery. Post the coupon now and we'll 
send you the latest brochure 

and name of your nearest 

stockist. 


Partridge Transformers Ltd. 
Roebuck Road, Chessington, Surrey 


Name of my stockist and , illustrated 
brochure please. 


NAME 
ADDRESS .. 


dis senes cia dea МАЙ ЭГО 


U.S А Representative: M. SWEDGAL, 
258 Broadway, New York 7, N.Y. 
Tel.: Worth 2-5485 
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NEW GRAMOPHONE AND SOUND 
EQUIPMENT 
АРЕ recorders; Ferrograph, Vortexion, Bre- 
nell, Telefunken, Reflectograph, & Fi Cord, 
TAPE Decks: Wearite, Brenell, Truvox, Brad- 
matic. Amplifiers & Tuners: Quad, Leak, 
R.C.A., Dynatron, Dulci & Chapman, Micro- 
phones: Reslo, Lustraphone, Grampian & Tele- 
funken. АП tapes & accessories. Specialists 
in Audio & Sound Recording. 
HIRE purchase facilities available. 
95, 


LASGOW.—Recorders bought, sold, ex- 
changed, cameras, etc., exchanged for 
recorders, or vice versa.—Victor "Morris, 406 
Argyle St., Glasgow. С.2. [0201 


END for our bargain lists of Hi-Fi equip- 

ment, cabinets, speakers and tape recorders, 

or tell us the eauipment you want and let us 

make you a bargain offer; s.a.e. please.—The 
High Fidelity Centre, 61, West St., Dorking. 

[9204 

ПЕСНЕ or Telefunken heads fitted to your 

tape recorder by experts, Hi-Fi Consultant 

Stan. Harding can help you set up your home 


or studio equipment. Repairs and mods. - 
dertaken.—Harding Electronics. 120A, Mora 
Rd., Cricklewood. London, N.W.2. [9188 


e" ROICA " RECORDING STUDIOS (Est. 

1949).—For the better class tape recorders 
for industry, research, music and private use; 
Ferrograph, Brenell, etc.; complete recording 
Service; music for industry, tape/disc.—31, Peel 
St., Eccles, Manchester. Eccles 1624. Studio 
Director Thurlow Smith, A.R.M.C.M. [0122 


TAPE RECORDING, ETC. 


ENDEZVOUS RECORDS offer comprehen- 
R sive 78/LP tape to disc recording facilities. 
—Leafiet St, Man- 
chester, 3. [8829 


АРЕ to disc recording; Microgroove LP from 
T 27/6, 78 r.p.m. from 11/-, also 45 r.p.m.; 
48-hour service; s.a.e. for comprehensive leaflet 
.—A. D. Marsh, “Deroy” Sound Service, 
Little Place, Moss Delph Lane, Aughton, Orm- 
skirk, Lancs. Aughton Green 3102. [8931 


'APE/DISC/TAPE transfer editing, copying; 
T if quality end durability matter" (especialy 
with L.P. from your precious tapes), consult 
Britain's old transfer service; every new 
tape recorder is supplied with a 2-year free 
35 per cent POCO бош 
ving), now available.—Sound 

News Productions, 10, Clifford St, London 
[0193 

VALVES 


W.l. Reg. 2745. 
(ECO 81) Musei in crates, 


12AT7 '£12/10 per 100.—Howard, BAs 


loughby, Waterless, Leics, 


ALVE cartons ül return at keen prices; 
send 1/- for all samples and list.—J. & 
A., Boxmakers, 75а, Godwin St., rox 3 
7 


В valves, tested and perfect, huge 
stocks, modern and obsolete, all one price, 


from 19, Blackfriars 


5/- plus 6d postage each; delivery by return. 
Lewis, 46, Woodford Ave., Gants dul, Ilford; 
Essex. [9208 


MAZING valve offer! Any 12 of the follow- 
ing valves carriage paid, 
all valves еге 


6P28, 6Q7G, 6547, '10Cl, '10C2, 
101, 10215,  '12A6, ’ lOPi4, ^ i2AU7A 
12A Y7, 12AUT7, 12Е1, 125Н7, 12547, 2001, 20F2, 
20Р1, AC2PENDD, AC/HL, AG/SG, B36, Dl, 
D77, DHó3, DK91, DL92, DAF91, DF91, £A50, 
EB, _EB91, 'EBS90, ЕСС8І, _ EY91, 
ECC32, ECC34, ECC91, ECL80, ECH83, EL91, 
EF36, EF39, ЕВА, EF50 8.42, EP80, ЕРӘ1, 
EK32, EL32, Hl4l, HL23, K'T33C, | KT36; 
KT44, KTW61, L63, P6l, РЕМ220А, PEN46, 
PL82, PY82, PZ30, SP6, SP41, SP6l, TDD4, 
UB4l, UF42, 0281, 0146, 051, VU120, VU120A, 
У0111, 265, 277, 266. 


| ТЕ not completely satisfied please return within 


S &nd your remittance will be refunded in 
WALTONS WIRELESS STORES, 15, Qoo 


| Street, Wolverhampton. 


VALVES WANTED 


МЕХ valves wanted, any quantity, best cash 
price by return.—Stan Willetts, 43, Spon 
Lane, West Bromwich, Staffs. Tel. Wes. = ee 
Ace types of valves, British or American, 
transmitting and receiving; keenest cash 
prices paid. What have you to offer?—Write 
or call Lowe Bros., 9a, Diana Place, Euston 
Rd., N.W.1. Tel. Euston 1636-7. [9124 
WANTED, EXCHANGE, ETC, 

Vy 21-pin and 12-ріп Jones con- 
nectors.—Clacton Air Strip, West Rd., 
Clacton-on-Sea. [9207 
PROMPT cash offer for your surplus brand 
new valves, speakers, components, test 
instruments, etc.—R.H.S.. 155, Swan Arcade, 
Bradford, 1 [0190 
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EXCLUSIVE OFFERS 


Ж B.46 Receivers (post war) 1.5/15 Моја £12 10 
Ж B.47 Recelvers (post war), 15/500 ko/a. £9 10 
Ж Muirhead Arlepots 212 10 
Ж 5Н. P.O. Racks £3 10 


ж Constant Current Transformers, 15 КУ. 
(range 10 miles) ........ wee 


Ж VT-31 Valves 

Ж Dowty High Speed Registers 

* Avo Geiger Counters 

ж 20 kVA 115/230 v. Auto Transformers. . 
ж American Teletype Tables 


* 50 watt Rack Mounting Power Amplifiers 
200/250 v. А.С. 


* Precision Mains Filters .. 
Ж 1504. Aerial Masts 6in d 


*k 15 kVA Constant Current Transformers 

Ж Trylon Lattice Ladder Towers, 50%, high 
Ж 8516. 2}in, dia. Steel Tubular Masts .... 
Ж R.201 Triple Diversity Receivers 


Ж Ferranti 7kVA Automatic 
Regulators 


* T-1131 Transmitters 


Ж Westinghouse 30 kV., 100 mA., Cabinet 
Rectitiers variable from 2 kV 


ж AM-8/TRA-1 250 watt Amplifier 
Ж AN/FMD-1 Rawin 

ж DFG-24 Direction Finders 

x ТОЈ Transmitters, 400 watts 

ж RCA 5-element Yagi Arrays, 420 Mc/a. 
Ж 75Н. Plywood Masts, 9ш. dia. ....... 
* RCA 25-watt Projector Speakers 
ж BCA Twin Channel Broadcasting Control £185 


* E.H.T. Power Supply, 3 kV. 0.5 amp. in 
cubicle .. 


*k Standard Business Machines, Video type 
Tape Recorders, Sin. tape 


Ж 12in. Bowl Deck Insulators 
ж Power Supply Units, 1,200 v. 200 m/a. 


* E.H.T. 
in cubi 


© © © ооо o ооооооооо oo ooocoo 


AERIAL EQUIPMENT, Whips, Beams and Micro- 
wave. Poles and Masta up to 160ft., 70 different 
types In stock. 


RECEIVERS from 15 Ko/s to 650 Mo/s, 60 kinds 
available, 


TRANSMITTERS, 50 types, Mobile and fixed up to 
2 kilowatts. 


CABINETS and RACKS, American and British, open 
and closed, 90 patterns from 12in. to 9ft, 

POWER SUPPLIES. Over 100 varieties giving up to 
30,000 volts from standard and off standard inputs. 
TRANSFORMERS. 300 patterns in stock of all sizes 
to 20 КУА for power and 5 kW for Radio, Audio and 
Modulation up to 2 kW also, lists available, 
TELEGRAPH and TELEPHONE APPARATUS of all 
kinds include Printers and Perforatore for Morse. 
5, 6, 7 unit code alao Transmitters and Converters and 
Carrler and Channelling equipment. Filters, Repeaters 
and Power supplies for all the above in British and 
American versions. 


40-page List of over 1,000 items in stook available 
~ — —keep one by you. 


RELAYS and CHOKES, 12 tons of American post-war 
just arrived—a pleasure to use and look at—ask for 
special list—others in stock Include Miniature, Polar- 
ised Post Office, aircraft, Contro! and Starting Relays. 
Chokes, open and potted, vary from one inch mu 
metal to 100-amp. power types—list available, 
NUCLEAR GEAR--includes Scalers, Counters, Regi- 
sters, Ratemeters, Dosimeters, Probes, Monitors, 
ete, Special list on request. 

TEST EQUIPMENT. 200 different items of British 
and American test gear and hundreds of types of 
Meters available. 


We have a large quantity of “ bits and pieces * we 
cannot list— please send us your requirements as 
we can probably help—all enquiries answered. 


P. HARRIS 


ORGANFORD - DORSET 


WESTBOURNE ‘65051 


WANTED, EXCHANGE, ETO 


WaN, all t of communications re- 
ceivers and st NEUE D to 
В. T. & I. Service, Ashville Old Hall, Ashville 
Rd., London, E.ll. Ley. 4986. [0163 
ANTED in bulk r&dio and telephone parts, 
ep ms under ZA & ҮА references.— 
Rodwell, Ltd., 232, Lavender Hill, Enfield 
Middx. ` (Enfield 7878.) [9111 
RGENTLY wanted, manuals or instruction 
books, data, etc., on American or British 
Army, Navy or Air Force radio and electrical 
equipment.—Harri, 93, Wardour 8, W.L 
Gerrard 2504. [9171 
Wy &NTED, good quality communication RYS 
tape recorders, test juipment, domestic 
radios, record players, amplifiers, 
ponents, ete., estab. 18 years.—Call, send or 
"phone Ger. 4638, Miller's Radio, 38а, Ne 
urt, Leicester Square, W.C.2. [9173 
proT cash for the purchase of surplus 
stocks of televisions, tape recorders, radios, 
amplifiers and domestic electrical 


valves, com- 


appliances 


of every description, substantial funds avail- 
able.—Spears, 14, Watling St., Shudehill, 
Manchester, Blackfriars 9432 (5 es). 
Bankers:. Midland Bank, Ltd 216 


REPAIRS AND SERVICE 
Bovrton's OF BRADFORD. 


LOUDSPEAKER, pressure unit, and mierophone 
repairs, D.C.B. cone assemblies and field coils 
in cartons, service and satisfaction guaranteed. 
—D. C. Boulton, 134, Thornton Rd., Bradford, 
1. Tel. 22858. [0171 


AINS transformers wound to any specifica- 

on. 

MOTOR rewinds and complete overhauls: first- 

class workmanship; fully guaranteed. 

F.M. ELECTRIC Co., Ltd., Potters Bldgs., 

Warser Gate, Nottingham. "Est. 1917. Tel. 

54898. [0113 

WE undertake the manufacture of trans- 
formers singly от in quantities to ап 

CREDE all work guaranteed for 1 

ni б 

LADBROKE Transformer Со., Ltd., 8208, 

Harrow Rd., London, N.W.10. Tel. Ladbroke 

0914. [0222 


RANSFORMERS to any _ specification. 
Singles, rewinds, smali or large batches; 
quick and efficient service, competitive prices, 


estimates by return of post from: 
MESSRS. Newman & Son, 1, Grove Crescent, 
South Woodford, Е.18. [0330 


TRANSFORMERS. — Suppliers to B.B.C., 
A ІТ.А., and leading radio manufacturers 
single or long runs, promet delivery, home and 
RENE АМ ау ты, mur 
Solihull, Warwicks. Tel Bhi заба" O 1018 

PEAKER repairs, cones fitted, fields and 

clock coils wound, guaranteed satisfaction, 
prompt service.—L. S. Repair Services, Басар 
Ashford, Kent. [0223 

MISCELLANEOUS 

ЕСТЬ connectors, 


MORE than 1,000,000 in stock, cavering over 
50 different ranges, British and American; 
Stock list on Rus to—Stewart Aeron- 
&utical S о.. Ltd., Adastral House, 
Nutfield, Redhill, Surrey. Tel. Redhill Sa 


MEBTIALwORE. &ll types cabinets, chassis, 
racks, etc. to your own specification, 
capacity available for small milling and cap- 
stan work up to lin bar. 

PHILPOTT'S METAL WORKS, Ltd., Chapman 
St., Loughborough. [0208 


AGENCIES WANTED 


DRUG Swiss electronician (30), 5 years as 
chief radio officer in the Merchant Navy 
EDEN radar ai сл Л of 
aviation electronics; speaking fluent Englis. 

Spanish, French. German and Italian. would 
accept representation or agency for electronic 
instruments and equipments in the field of 
сапе; aviation, industry or medical.—Box No. 


о [9205 
CAPACITY AVAILABLE 
3ЕтЕствомсв engineers to the industry. 


Production with 100% inspection. 
RADIO-AIDS, Ltd., 29, Market Street, Wat- 
ford (25988), Herts. [0214 


ADIO components made to _ order.—Bel 
Sound Products, Mariborough Yard, Notes 
MALL London manufacturer has capacity 
available for experimental or production 
high vacuum electronic devices.—Box SU 
GHLY competitive quotations given for all 
your prototype and production require- 
ments.—Newlyn Electronics, The Fradgan. 
Newlyn, Penzance. Tel. Penzance 2462. [9201 


SITUATIONS VACANT 


ERVICE engineer required for industrial 
sound equipment, London area.—Box 0805; 
р блин е and office manager 
required by London hi-fi dealers; age im- 
material; experience important.—Box 1028.3 
ART-TIME electronic engineers for L.P. disc 
cutting, mobile work, technical advising, 
wanted in London; details of experience.—Box 
1057. [0134 
Es Engineer wanted for fleld ser- 
vice and workshop repairs; good prospects 
for experienced person.—Hammants, ES 
Bel St., Henley-on-Thames. [9225 


Ersin 
M ULTICORE 


supplied in з specifications: 
53 ft. of 18 s.w.g. 30 ft. of 16 ә 
S.W.g. Or 20 ft. of 14 s»w.g. 
sj- each (subject). 


e 
e 
The popular Size 1 Carton is now 6 
e 
e 
e 


Contains 19 ft. of 18 s.w.g. 60/40 
alloy wound on a reel or, for 
soldering printed circuits, 40 ft. of 
22 $.W.g. pos alloy also wound 
оп а reel. 2/6 each (subject). 


Size 2 Carton 


er—enou e 
for about 200 average joints. The @ 
low price ensures a quick turn- e 


Contains 3 ft. of 


0/60 Ersin 
Multicore §-Core Sol 


over. 6d, 


Tape Solder Card 


Ф 

@ А real tin/lead solder containing 

e cores of Ersin Flux. Needs no 
soldering iron ог extra flux. 
Sufficient solder for 100 average 

@ joints. 1/-. 


This efficient tool strips insulation, 9 
cuts wires cleanly and splits e 
plastic twin flex. It is adjustable @ 
to most wire thicknesses. 3/6 each @ 
(subject). e 


Recording enthusiasts can effect consider- 
able tape economies with this splicer. 

It makes the accurate jointing g 
of tape so simple and 
quick that every 

scrap can be used. 
18/6 each (subject). 


Send stamped addressed envelope for free 
Copy of folder “How to Edit Tape 
Recordings”. 


See also MULTICORE 


adverhsement on back cover 


If you have any difficulty obtaining any of 
these items, they will be sent post free. 


MULTICORE SOLDERS LIMITED, 
HEMEL HEMPSTEAD, HERTS 


SEPTEMBER, 1960 


- 


LEWIS have the 
CABINET for 
YOU 


EXTENSIVE RANGE OF 
CABINETS FROM £4-7-6 


—— ——— 


THE CONTEMPORARY 
Price £11.11.0 


This beautifully designed Contemporary Cabinet 
con be supplied in Oak, Walnut or Mahogany 
veneer and has a waxed semi-matt finish. 

This cabinet can be fitted with any of the latest 
Hi-Fi units. 


THE CONTINENTAL 
Price £29.10.0 


This elegant Cabinet is the finest in our range of those 
designed in the continental style. Solidly constructed 
and finished in Oak, Walnut or Mahogany veneers. 
(Dark, medium or light, high gloss or satin finish 
available). 


[two NEW LEWIS CATALOGUES:— 


| < The Cabinet Catalogue 
| < The Equipment Comparator | 


Catalogue | 
| (Designed to assist your choice of cabinet and | 
equipment). 

Please send me details of your two new catalogues | 
Мате 


Address 


120 GREEN LANES, PALMERS GREEN, 
LONDON, N.13 (Near the Cock Tavern). 
| "Telephone: BOWes Park 1155/6 | 


WIRELESS WORLD 


SITUATIONS VACANT 
[коз NEWMARK, Ltd. 


LEADING company in the design of auto pilots 
for helicopters are expanding their facilities 
at their eren. laboratories at Croydon 
and have the following vacancies to be filied 
immediately. 

ENGINEERS and Assistant Engineers with de- 
gree or H.N.C. and experience in the field of 
hght electrical engineering, electronics, electro 
mechanical] devices or semi conductors, to work 
оп the development, installation and flight 
testing of automatic pilots. Salary commensu- 
rate with experience. Pension scheme.—Apply 
in writing, giving full particulars to: Person- 
nel Officer, Louis Newmark, Ltd.. Prefect 
Works, Purley Way, Croydon, Surrey. [0535 


MiNsrTRY of Aviation. 


ELECTRICAL Inspection Directorate. 
ELECTRONIC Inspectors. 

REQUIRED at Bromley, Kent, Woolwich and 
Greater London. 

SKILLED men are invited to join the staff 
inspecting and testing computers, radar, radio, 
communications and other electronic equip- 
ments. 

THE work is interesting and affords opportuni- 
ties for үш valuable experience in 
specialised fields. ‘here are good prospects of 
promotion, and training facilities are available. 
APPLICANTS should have served an appren- 
ticeship (or have bad similar training) or 
have served in H.M. Forces in an appropriate 
trade. Candidates should be proficient in the 
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HIGH QUALITY 
RADIOGRAM 
CHASSIS 


STEREO 44 MODEL 27 GNS 


use of standard test equipment including signal 
generators, oscilloscopes and bridges, end also 
be able to interpret drawings and specifications. 
ANNUAL leave is two weeks initially and three 
weeks after five years’ service in the grade. 
A nm sick leave scheme is in operation. 
CANTEEN and socia] amenities are available. 
APPLY, giving qualifications, to the Adminis- 


irative Officer (L), и, Electrical Inspec- 
tion Directorate, Ministry of Aviation, Gold 
Road, Bromley, Kent. [9214 


Scientific Civil Service needs men and 
. women for pensionable posts as (а) Senior 
Scientific Officers and (b) Bclentific Officers in 
all mejor scientific fields, including. 
PHYSICS. 
ENGINEERING. 


MATHEMATICS 
BIOLOGICAL subjects. 

AGE limits: (a) at least 26 and under 32, (b 
&t least 21 and under 29. Extension for regular 
Forces service and Overseas Civil Service. 


Qualifications: normally first or second class 
honours degree in science, mathematics or en- 
ineering, or equivalent attainment; additionally 
for (a), at least 3 years’ relevant (e.g., post- 
graduate) experience. Selection by interview, 
London salaries (men): (a) £1,330—£1,640, (b) 
£730—£1,205; provision for starting pay above 
minimum. Promotion prospects. rite Civil 
Service Commission, 17, North Audley Street, 
London, W.i, for application form, зор (а) 
5/53/60, (b) 5/52/60. 9219 
R42 service engineers and testers required 

by progressive manufacturer, good pros- 
pects and pay, 5-day week.—Lee Products 
(G.B.), Ltd., 93-97. Villiers Rd., N.W.2. Wil- 
lesden 6678. [9194 


ADIO mechanics.—Permanent and pension- 
able vacancies exist for young men ex- 
perienced in the assembly, installation and 
testing of HF and VHF telecommunications 
equipment, preferably in connection with avia- 
tion ground services. 
STAFF will be based at the Engineering Divi- 
sion of the Company, address below, but their 
main duties will take place overseas for varying 


periods installing telecommunications  equip- 
ment. Whilst overseas a generous daily 
allowance is paid. 


EX-SERVICES personnel of fully skilled cate- 
gories are particularly welcome to apply. 

APPLICATIONS to the Personnel Officer, Inter- 
national Aeradio, Ltd., Hayes Rd., Southall, 
Middlesex. [0263 


|p Seas ese) engineers; Men or women 
with at least O.N.C. or equivalent experi- 
ence to do fimal tests and inspection on a 
wide range of high accuracy instruments. These 
аге permanent staff positions with pension 
fund and club room facilities —Electronic 
Instruments, Ltd.. Richmond 6454. [0124 


a ORICA writer required for compiling 
radio and television service manuels; must 
have good theoretical and practical knowledge 
of radio and television receivers and the abilit; 
to write good uL mud to Personne 
Department, Murphy Radio, Ltd.. Welwyn Gar- 
den City. [9210 


ЕЕЕ Engineers or Physicists required 
for installation, service and testing of elec- 
tron microscopes and X-ray equipment. Gradu- 
ates with а few years' experience with сот- 
E sctentific equipment, or engineers with 

.N.C. as minimum qualifications, together 
with some years’ experience in electronics would 
be suitable. Ome post available for junior 
graduates without experience. Work involves 
electronics vacuum technique and good 
mechanical ability. Previous experience with 
electron microscopes very desirable but_ not 
essential. Pleasant working conditions, 5-day 
week. Pension scheme.—Apply, giving details 
of education and qualifications, fo Aeon Labora- 
tories, Ridgemead Rd., Englefield Green, 
Egham, Surrey. [9226 


A stereo and mono chassis providing 8 watts 
output, 4 watts from each channel, and covering 


the full VHF and medium wavebands. Stereo 
and mono inputs for tape playback and all types 
of crystal pick-ups and outputs for stereo and 
mono tape recording. Separate bass and treble 
ganged controls with dual volume control for 
ease of balancing. An ideal basis for a stereo and 
mono system or for mono now and stereo later 
if required. 


AF208 MODEL 22 GNS 


An AM/FM chassis providing 5 watts output 
and covering the full VHF and medium wave- 
bands. Tape record and playback facilities, 
separate bass and treble controls. Although an 
economically priced chassis, this has the same 
superior finish and quality components as our 
more expensive models. We confidently assert 
that there is no better value on the market. 


JUBILEE Mk2 MODEL 29 GNS 
(not illustrated) 
This is the new and improved version of the 


famous Jubilee chassis. VHF, with automatic 
frequency control, and medium and long bands. 
Separate bass and treble controls. Tape record 
and playback facilities. The improved amplifier 
provides 8 watts push-pull output. 


These three models are of identical dimensions, 
12in. by Вт. by Tin. high, and of similar styling. 
Free instruction booklet provided with each umt. 


Post this coupon or write for descriptive literature 
or call at our Holloway showroom for full dem- 
onstration. Open 9-5.30 weekdays, 9-5 Sats. 


WIRELESS & 


IARMSTRONG TELEVISION CO. LTD. 


Warlters Road, London М.7 
Telephone: NORth 3213 


| 
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SOLDERING 
EQUIPMENT 
BY 


9680. TRADE MARE 


PRECISION 
SOLDERING 
INSTRUMENTS 
for the 
ELECTHONICS 
INDUSTRY 


@ Comprehensive range 

ө Robust and Reliable 

e Light weight 

® Rapid heating 

@Bit sizes 3/32in. to 3/8. 

e@‘PERMABIT’ or Copper 

bits 

ФАП voltage ranges 6/7v. 
to 230-250v. 

ePrices trom 19/6. 


Illustrated is the 25w. 
3/I6in. replaceable bit 
model with safety 
shield. 


British and Foreign 
Patents. Registered 
designs. Suppliers to 
Н.М. апа Foreign 
Governments. Agents 
throughout the world. 


Brochure No. S.5 sent 
free on request. 


Sole proprietors and manufacturers: 


LIGHT SOLDERING DEVELOPMENTS LTD. 
28 Sydenham Road, Croydon, Surrey 


Phone: CROydon 8589 Gramst Litesold Croydon 


RACKS & PANELS 


All types, open and enclosed, to 
G.P.O. or customer's specification. 


SOUND SALES LTD. 


Works & Laboratories: 


West Street, Farnham, Surrey 
Farnham 6461 


YOU are invited to apply for 
a copy of our illustrated brochure 
and price list which gives full 


details of our wide range of 


QUARTZ CRYSTAL UNITS 


which are renowned for their 


Accuracy & Reliability 
THE QUARTZ CRYSTAL CO. LTD. 


Q.C.C. Works, 
Wellington Crescent, 
New Malden, Surrey. 


Telephones : 
MALden 0334 & 2988 


WIRELESS WORLD 


SITUATIONS VACANT 
ROTOTYPE electronie wiremen ee | of 
developing . new wiring layouts fr 


designers’ sketches, willing to do a small um 
of metalwork, 5-day week, canteen. super- 
annuation.—Please write, quoting ref. F.17, to 
the Personnel Officer. Hilger & Watts, Ltd., 
98, St. Pancras Way, N.W.1. [9195 
RITISH COMMUNICATIONS CORPORA- 
TION, Ltd., urgently require Electrical Tes- 
ters and Service Engineers; applicants should 
have experience of V.H.F. equipment; od 
rates and conditions .—Ring Wem! ley 1212 or 
write to Personnel Officer, Second Way, Exhi- 
bition Grounds, Wembley. (Buses 8 and 92A 
into Trading Estate.) [9178 
RARO engineers for Elre.—A large radio 
factory shortly to be established in 
Southern Ireland has vacancy for Senior Radio 
Design Engineer with wide experience of tran- 
sistor application. A salary of up to £2,000 
per annum will be offered to a suitable appli- 
cant capable of eventually assuming the position 
of Chief_Engineer. 
ONLY Europian and predominantly British 
materials will be used in the radio manufac- 


A WONDERFUL opportoniiy exists to get 
started oh the ground fioor, with exceptionally 
bright pros OF cbs for the future. Applications 
in the first instance to Mr. J. Cosham, Dur- 
rant House, Chiswell Street, London, E 
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A SENIOR technician and a techniclen re- 
quired to work with ап important chemical 
research team, to devise, develop and operete 
electronic equipment vital to this research; 
recognised qualification in electronics desirable 
but not essential provided good theoretical 
knowledge with industrial experience or H.M.F. 


iraining offered. 4 

ARY scales; senior technician £700-£765 
per annum; ti ician £450-£685 per annum. 
SALARY additions шене for approved quali- 
fications; 40-hour week. А 
SUPERANNUATION scheme.—Applications with 
full details to Bursar, The Manchester College 
of Science and Technology, Sackville St., Man- 
chester. 1. [9212 


ВЕН radio engineer with A licence and 
pulse rating required at Stansted Airport 
to maintain Britannias and  D.C.6s; good 
salary offered with opportunity for progress 
with rapidly expanding company.—Please reply 
Chief Radio Engineer, Channel Airbridge, Ltd., 
Southend Airport; radio mechanics 
with aircraft experience also require 


E are interested tn individuals as well as 

in electronics, our steady expansion as 
electronic contro! engineers is creating more 
vacancies in laboratory, drawing office, mech- 
anical and electronic production, sales and 
special products departments.—If you want a 
job now or later, write, Elcontrol. Ltd., In- 
dustrial Electronic Engineers, Hitchin, Herts, 


318 

HE RESEARCH LABORATORIES of the 
General Electric Co., Ltd., North Wembley, 
Middlesex, have a vacancy for a Radio Mechanic 
to work on the assembly and wiring of elec- 
tronic appar ius to schematic diagrams. Can- 
dldates should haye had at least three years 
experience in this fleld.—Please apply in writing 
to the Staff Manager (Ref. WO/229T), giving 
particulars of experience and age. [0317 


TEST engineers.—Applications are invited 
from test engineers with previous industrial 
experience of testing radio communications, 
receivers and transmitters; successful applicants 
will be offered positions on the company's 
permanent staff; starting salaries commensur- 
ate with qualifications and experience.—Appiy 
in writing, giving full SEHE ЕА Personnel 


Officer, Redifon, Ltd., Broomhl , B.W.18 
[0252 
R engineer at B.E.A. Training 


NUUAM 

Unit, eston, to maintain, overhaul and 
carry out minor development work on elec- 
tronic үш simulators; applicants should have 
completed an apprenticeship, possess O.N.C. 
(Electrical) or equivalent and be experienced in 
the maintenance of electronic © oes a 
knowledge of the principles of flight and air- 
craft systems desirable; sali £16/9/6-£19/6/6 
plus shift pay.—Write: Box 102, BEA, Bealine 
House, Ruislip, Middlesex. [9203 


(CES Designers and Circuit Laboratory 
Engineers required for design and testing 
of automatic telephone exchange systems and 
other similar projects. Candidates should have 
had prayious experience of this work and pre- 


ео 
. [9202 


feral have at least ап O.N.C. or an inter- 
mediate grouped C. & G. certificate. Know- 
ledge of Crossbar Switc! or totalisators 


would be an advantage ood salary paid 
to selected applicants. Pension scheme after 
qualifying period. 

WRITE giving full details of qualifications and 
experience to the Personnel nager, Ericsson 
Telephones, Limited, Beeston, Nottingham, 
quoting Ref. РАД. [0160 


о Вано techniclan required 
for interesting and varied construction and 
service of & wide range of research equipment; 


| salary according to experience in range £640 to 


£740 per annum, plus £45 per annum London 
Weighting, qualification supplement, if appuie 
able, of £50 per annum; superannuation sche: 

Appl in writing, stating age, present salary and 
previous ехрегіепсе, to Professor Ubbelohde, 
F.R.S. Department of Chemical Engineering 
and Chemi Technology, Imperial College of 
Science and Technology, London, 8.W.7. (9213 
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| USERS FIND THAT A.A. 
BENDERS HELP THEM 
TO COMPETE... 

SO WILL YOU 


_ аў 
RX-20 


This UNIQUE BENDER 
Quickly and Accurately Forms 


Angles, Channels, Sections, Boxes, 
Trays, Chassis Brackets, Clamps, 
Shrouds, etc. 


Lids, 
Clips, 


The RO-20 and RXX-26 are becoming 
“essential equipment” ‘for Electronics, 
Radio, Т.У. and General Research work. 
Many now prefer the RZ-26. 


The RO-20 is similar in general design 
and finish to the RX-20 shown above, 
but is lighter and less expensive, 


Obtainable only direct or through leading 
too] merchants, 
For 6-page Folder write to :— 


A. A. TOOLS (w) 
197a Whiteacre Rd., Ashton-u-Lyne 


\ TANNOY 4 


The leading name in 
sound affairs 


WEST NORWOOD SE27 
Tel: Glpsy Hill 1131 (7 lines) 


ODDIE FASTENERS 


ETN 


THE FASTENER WITH ENDLESS 
APPLICATIONS - SIMPLE - POSITIVE 
SELF-LOCKING. MADE IN A 
VARIETY OF TYPES AND SIZES. 
SPECIAL FASTENERS TO SUIT 
CUSTOMERS’ REQUIREMENTS. 
WIDELY USED IN THE RADIO 
INDUSTRY. 


illustrated brochure and other information 
will gladly be sent on request. 


DEPT. “W.W.” 


Oddie, Bradbury & Cull Ltd. Southampton 


Tel: 55883 


Cables: Fasteners, Southampton 
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EDDY'S worm LTD 


DEPT. W.W. 
172 ALFRETON ROAD 
NOTTINGHAM 


Guaranteed New or Surplus 
Valves-By Return Post 


105 ECC83 ... 6/6 
115 ЕЕС P 
ECC85... 7/11 
ECH42... 8/3 
ECL80 ... 7/6 
EF36 3/- 
EF37A 711 
EF40 ... 13/3 
ЕБ 13 
EESO cocer 1/9 
EF86 10/- 


25A6G ... ӨЛІ 
25L6GT 9j- 
25Z4G ... HII 
35L6GT... 9/- 
3524G... 5/3 
Шу... 7/6 


PCCUA ... 1/3 
РЕЕВО ... 7]- 
PCL82 ... 7/6 
PCL83 ... 11/6 
PL36 ... 11/6 
PL8I ...... 9]-- 
PL82 ... 7/3 
PL83 ...... 7/3 
РУЗ! ... 8/3 
РҮВО ... 6/11 
РҮВ! 


pyon 
PY83 


ЕССВІ ... 5/3 X 
UF42 ... 


ECC82 5/11 


SPECIAL OFFER! 
CAR RADIO KITS 


Seven Transistors. Long and 
Medium Waves 2 Watts out- 
put. R.F. Stage and automatlc 
Complete Kit 


gain control. 
with cabinet 10} gns. Speaker 


extra 17/11. Р. 
Please state voltage. 
x 71 x gin. 


& P. 5/-. 
Size 73 


TRANSISTORS, Red Spot, 3/6; White Spot, 
4/11. Post 6d. 

GERMANIUM DIODES, 8d, 7/- doz. Post 6d. 
VIBRATORS, 12 volt, 4 pin, 4/11. Post 1/-. 
NIFE ACCUMULATORS, Midget single unit. 
Size 3 x 2} x žin, Та. hrs., 1.25 volts. Weight 
13 oz., 1/1 еа. P. & P. 1/6 one only. Add 94. 
each cell. 

VARIABLE CONDENSERS. Small Twin 
Gang, built-in slow motion drive, .0005, 8/11. 
Post 1/6. 

2,000 mfd. CONDENSERS, 3 volt working, 
1/6. Post 64. 

RECTIFIER/STABILISER for 1.4 volt valves. 
Midget, 3j-. Post 64. 

HANDMIKES. Carbon, 3/11. Post 1/9. 


ALL ABOVE ARE NEW AND GUARANTEED. 


'————— — ———— —————- 


Any parcel insured against damage in transit for 
only 6d. extra per order. All uninsured parcels 
at customer's risk. Postage 6d. per valve extra. 
Over £3 Free. C.O.D. or C.W.O. only, C.O.D. 
charge 3/-. S.A.E. with enquiries. 


WIRELESS WORLD 
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SITUATIONS VACANT 


SERES Technician and Technician required 
in the Elecfrical Engineering Department; 
experience in maintenance of measuring instru- 
ments and electronic equipment essential; some 
mechanical experience an advantage; salary 
according to age and experience, in the scales 
for  universities—plus London Weighting.— 
Application in writing to Secretary, King's 
College, Strand, W.C.2. (Ref. 3097.) [9200 

.H.F.—Assistant engineer required for inter- 

esting executive work on V.H.F. circuit 
planning and V.H.F. multichannel carrier sys- 
tems; applicants must possess H.N.C. or equiva- 
lents, and must be experienced in above fields 
as there is no practical work on equipment: 
commencing salary at age 30 or over £940 


per annum.—Personnel Officer, Cable and 
Wireless, Ltd., Mercury House, Theobalds Rd., 
London, W.C.1. [9169 


LECTRONICS engineers.—Ekco Electronics, 
Ltd., Southend-on-Sea, Essex, have vacan- 

cles for electronics engineers, based at South- 
end for installation and service laboratory 
duties; work is in connection with industrial 
nucleonic systems, nucleonic counting equip- 
ment and general nucleonic instrumentatlon; 
permanent progressive posts in  expandini 
organisation; requirements, good  theoretica 
electronic background, preferably coupled with 
electronic fault-finding experience; salary com- 
mensurate with ability.—Please write stating 
age, qualifications and experlence, to Personnel 
Manager. [9198 


ABORATORY assistant.—A vacancy exists 
for a young man with experience in ап 
electronics laboratory, preferably telecommuni- 
cations; he should have obtained H.N.C. Elec- 
trical Engineering, or equivalent qualification, 
or be awaiting results іп confidence, the work 
is varied and interesting and the record of 
promotion in this department is excellent, the 
post is permanent and pensionable, with all 
usual amenities plus the opportunity of holiday 
eir travel at concession rates; holiday arrange- 
ments wil] be honoured.—Write fully to Per- 
sonnel Officer, International Aeradio, Ltd., 
Hayes Rd., Southall, Middlesex. [9209 


ATIONAL ENGINEERING LABORATORY 

(D.S.I.R.), East Kilbride, Glasgow, requires 
experimental officer/Asst. E.O. for development 
of electronic instrumentation for use in re- 
search on plasticity; experience in electronics 
or telecommunications essential; quals.: G.C.E. 
** A” level in two science or science and maths, 
subject or equiv.; over 22, pass degree, H.N.C. 
in electrical engineering or equiv. generally 
expected; salary range: (under review) A.E.O. 
(men) £382 10s (age 18)—£850; E.O. (min. 
age 26) £954--£1,166,—Forms from Ministry of 
Labour, Technical and Scientific Register (К), 
26, King St., London, S.W.1, quoting D.330/OA. 
Closing date 13th September, 1960. {9211 


[NZEENATIONAL AERADIO, Ltd., has periodic 
vacancies overseas for Radio Technicians, 
City and Guilis Intermedlate Telecoms. an ad- 
vantage but not essential if A has con- 
siderable experience installation/maintenance 
Н.Р./У. .low/medium power comms. Equip- 
ment; applications ex-service personnel of 
fully skilled categories welcomed; sts are 
permanent and pensionable; normally accom- 
modation is provided with tax free emoluments 
equated to loca! conditions, additional marriage 
and child allowances; free air passages and 
imsurance; kit allowance; generous U.K. leave; 
apply in writing.—Personnel Manager, 40, Park 
ВЕ. [0262 
MISI OF AVIATION require electrical 

engineers (assistant signals officers) for 
aviation telecommunications and electronic 
navigational aids; min. age 23, 151 or 2nd class 
degree in PEE or engineering or A.M.I.E.E. 
or A.F.R.Ae.S. (candidates with parts I, II and 
III of A.M.LE.E. Л.И 
A.F.R.Ae.S. or equiv., or of very high pro- 
fessional attainment without these quais. con- 
Sidered); salary £690 (age 23) to £1,125 (age 
34) max. £1,300; slightly lower outside London 
and for women.—Further details and forms 
from Ministry of Labour. Technical and Scien- 
tific Register (К), 26, King St., London, S.W.1. 
quoting D.161/OA. [0515 


HE RESEARCH LABORATORIES of The 

General Electric Co., Ltd., North Wembley, 
Middlesex, have & number of vacancies for 
male Technical Assistants to work in teams 
engaged on a wide variety of interesting scien- 
tific research and E LT projects; appli- 
cants should be not older than 28 and pre- 
ferably up to O.N.C. standard; day release may 
be granted to men under 25 to enable them to 
continue studying for the National Certificate 
course; there are excellent prospects of promo- 
tion to higher grades within the Company for 
those who obtain the H.N.C.—Please apply in 
writing to the Staff Manager (Ref. WO/228/T) 
giving particulars of experience, qualifications 
and age. [0316 


ATENT Examiners and Patent Officers. 

Pensionable posts for men or women for 
work on the examination of patent applica- 
tions. Age at least 21 and under 29 (36 for 
Examiners), wlth extension for regular Forces 
service and Overseas Civil Service. Qualifica- 
tions: normally first or second class honours 
degree in physics, chemistry, engineering or 
mathematics, or equivalent aftainment, or 
professional qualification,  e.g.,  A.M.I.C.E., 
A.M.I.Mech.E., А.М.ІЕ.Е., A.R.I.C. London 
salary (men) £655—£1,460; provision for start- 
ing pay above minimum. Promotion prospects. 
—Write Civil Service Commission, 17, North 
Audley Street, London, W.l, for application 
form, quoting S/128/60, and stating date of 
birth. [9220 


or parts I and 


ENCLOSURES, EQUIPMENT 
& CABINETS by STAMFORD 


THE 
stereo 


ESSEX 
cabinet, 
Sizes 36in. by 
36in. by 16, 
deep, motorboard 
l5in. by 140. 
Beparate reflex 
enclosures incor 
porating the 
Wharíedale acou- 
stic filter, Record 
storage, Recom- 
mended for any 
8in. units. Price 
£19/19/-, or £3 
deposit and 9 
payments of 40/6 
monthly or 18 
paymenta of 21/8 
monthly. 


EQUIPMENT 


Cash Price Hire Purchase 

AMPLIFIERS £ s d Deposit 18 Mths, 

Rogers Cadet ...... 1710 0 52/6 19/1 

Leak Т1/1@ ........ 8110 0 94/6 34/2 

STEREO 

Jason J2-10/Mark HI 37 10 O 11216 40/9 

Quad 22 Control -25 0 0 75/- 7/2 
9 154/6 55/8 
6 87/- 31/4 
6 87/- 80/9 

Armstrong Jubilee .. 29 8 0 

Armstrong Stereo 44.. 28 7 0 

SPEAKERS 

Axiom 300 .......... 59 

Golden 10in. FSB . 6 7 

MOTORS 

Collaro 4T/200 20 

Connoisseur Type 61 

Garrard 4 НЕ . 99 

Garrard 301 ... . 7. в 

Connoisseur 2 speed .. 1 


Write for our Hi-Fidelity Equipment List of Complete 
Systems and Stereophonic Cabinets. 


WE ВРЕСТАТАВЕ in supplying and fitting any equipment 
currently available, 
No fitting charge. 
DEMONSTRATIONS AT OUR 
TERRACE SHOWROOMS 


WEYMOUTH 


Goodmans speaker system completely fitted and wired, 


THE SHERWOOD DESIGN 


8 With Axiom 300 121. twin cone speakers. 


tage (D. 
Price 230/17/6, or £4/10/- deposit and 18 payments of 


£1/13/9 monthly. 

Stage (П).. With Audiom 60 Bass unit plus Trebax 5K/20XL 
tweeter attenuator and crossover. Price £35/17/6, or 
£5/7/6 deposit and 18 payments of 81/19/- monthly. 

Stage (IID. With Audiom 60 Bass unit. Midax 650 mid 
range unit. Trebax 5K/20XL tweeter crossover and 
attenuators. Price £54/17/6 or £8/4/6 deposit and 18 
payments of £2/19/8 monthly. 


Products supplied in Oak Walnut and Mahogany Veneers 
finished to shade required. Delivery 12/6. 


Write for our illustrated catalogue or visit our Hi-Fidelity 
Showrooms at: 

84/86/98 Weymouth Terrace, off Hackney Road, 
LONDON, E.2. Telephone: SHO 5003 
Showroom hours: Monday-Saturday, 9.30 to 5.30. 
Late night Wednesday 7 p.m. 

Directions: No. 6; bus from Liverpoo! Street Btation to 


the Odeon, Hackney Rd. Walk back two turnings. 
A. L. STAMFORD LTD. (DEPT. C4) 
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DUODE 
TIME 
STARTS 


NOW FOR DETAILS 


September brings as usual a new feast 


of pleasure for lovers of good music— 
and more especially to Duode owners 
who know that their enjoyment is 
doubled by the NATURALNESS of 
all they hear. 


NOW is the time to join In the joy of 
Duode ownership. Whether for mono— 
‚ог stereo—the latest Duodes are the 
best long-term investment in GOOD 
SOUND. 


Write now for a special offer. 


DUODE LTD. 


24 Dingwall Road, Croydon, Surrey 


METERS 


АП makes of Single and 

Multi-range instruments 

repaired and recalibrated. 

* Prompt Service 

Ж All work guaranteed 

Ж Priority for urgent 
orders. 


A NEW RANGE OF METERS 

STANDARD OR SCALED TO 

REQUIREMENTS. DELIVERY 7-14 
DAYS. 


E.LR. INSTRUMENTS LIMITED 
329 Kilburn Lane, London, W.9 Tel: LAD 4168 


© The finest method 
67 for cleaning records 


Alréady over 200,000 enthusiastic users 


“Dust Bug” 
AUTOMATIC GRAMOPHONE RECORD CLEANER 


PATENT No. 817,598 


N 


THE 


Price reduced to 17/6 (plus 5/10 purchase tax) 
from your local dealer or 


CECIL E. WATTS LTD. 


Consultant and Engineer (Sound Recording and Reproduction 
Darby House, SUNBURY-on-THAMES, MIDDX 


WiRELESS WORLD 


SITUATIONS VAGANT 


RESS photographie agency have & vacanc 
for а Telephoto operator, experience no 
essential, but preferred. shift work, 5-day week. 
—Write, stating age and experience to Box 
0957. [9206 


ENIOR design engineers with ambitions and 
design ability in radto and electronics, 
fine prospects for those with initiative, who 
can carry through their own projects; wide 
range of activities in expanding company: 
Croydon area.—Box 0830. [9199 


I[;5ECTEONICS inspector, with experience of 
L4 trouble shooting in electronic and tran- 
sistor circuitry; some experience in light servo 
mechanisms would an advantage.—Apply 
Bryans  Aeroquipment, Ltd., Willow Lane 
Mitcham Junction, Surrey. [0314 


"TELECOMMUNICATIONS Superintendent re- 
quired by Gambia Government Posts and 
Telegraphs Department on contract for 2 tours 
of 18/24 months in first instance. Commencing 
salary according to age and experience in scale 
(including Inducement Pay) rising to £1,410 
а year. Gratuity at rate of 25% of total 
salary drawn. Outfit allowance £60. Free 
passages. Liberal leave on full salary. 
CANDIDATES, preferably under 45 years of 
age, should possess C. & G. final certificate 
in Telecommunications (radio) or equiv. and 
be capable of maintaining V.H.F. radio tele- 
phone trunk system and police mobile system. 
Knowledge of Automatic Telephone Exchange 
systems and construction and maintenance otf 
outside overhead and underground lines an 
advantage. 

UNQUALIFIED candidates with considerable 
experience may Бе considered. Write to the 
Crown Agents, 4, Millbank London, S.W.1. 
State age, name in block letters, qualifications 
and experience and quote S EAE 


R^219 production engineer for Kire.—4A sub- 
sidiary of a lake South African Industrial 
Organisation is esta 


lishing a radio factory in 
Southern Ireland. A 


this 
organisation for a fully experienced Radio 
Production Engineer, aged between 30 and 40 
years, who must be capable of organising and 
supervising production from laboratory model 
to complete production model in all its stages 
of manufacture and assembly. Salary up to 
£1,800 per annum, with prospects of promotion 


to Works Manager. 

APPLICATION in first instance to Mr. J. 
Cosham, Durrant House, Chiswell Street, Lon- 
don, E.C.l, giving full details of previous ex- 
perience and names of referees and details of 
manufacturing processes with which applicant 
is particularly well acquainted. [9228 


Е Scientific Civil Service needs men end 

women for pensionable posts as (a) Experi- 
mental Officers and (b) Assistant Experimental 
Officers in mathematics sics, meteorology, 
chemistry, metallurgy, biological sciences, en- 
gineering, miscellaneous (geology, library and 
technical information services). Candidates 
must, on 31.12.60, be at least 26 and normally 
under 31 for (a), and at least 18 and normally 
under 28 for (b). Qualifications should nor- 
mally include H.S.C. or G.C.E., or equivalent 
or H.N.C. or University degree. Ргоуіѕіопа! 
admission if taking examinations in 1960. 
Men's salary scale (London) £3 £1,005—£1,233; 
(b) £397 los (at 18) to £710 (26 or over) 
rising to £880. Promotion prospects. Further 
education facilities. Write Ci Service Com- 
mission, 17, North Audley Street, London, W.1, 
for application form, quoting ee 


vacancy exists in 


НЕ Scientific Civil Service meeds men and 

women for pensionable posts as Assistants 
(Scientific). Ages at least 17% and normally 
under 26 on 1.1.60 with appropriate educational 
or technical qualificactions (normally G.C.E. 
with passes at O and A level in 4 distinct 
subjects including English language and a 
scientific or mathematical subject, or O.N.C. 


or equivalent qualifications) and at least 2 
years’ experience in either: (i) engineering or 
chemistry, bio- 


physipal sciences, or D 
chemistry or metallurgy, or (iii) biological 
sciences, or (iv) geology, meteorology, ог 
skilled work in laboratory crafts such as glass- 
blowing. Starting selary (men, London) from 
£347 10s (at 17%) to £550 (at 25 or over). 
Maximum (London) £715. Promotion prospects. 
5-day week generally.—Write Civil Service Com- 
mission, 17, North Audley Street, London, W.1 
tor application form, quoting 8/59/60. [9221 


TECHNICAL TRAINING 


EARN Radio and Electtonics the New Prac- 
tical Way! Very latest system of experi- 
menting with and building radio apparatus— 
"as you learn "—Free brochure from Dept. 
W.W.10. Radiostructor, 40, Russell Street, 
Reading, Berks. [0241 


ITY & GUILDS (electrical, etc.) on “ No 

Pass—No Fee” terms; over 95% successes. 
—For details of modern courses in all branches 
of electrical engineering, applied electronics, 
automation. etc.. send for our 148-page Hand- 
book-—free and post free.—B.I.E.T, (Dept. 
388A), 29, Wright’s Lane, London, W.8. [0017 


TUDY radio, television and eleetronics with 

the world’s largest home study organisation; 
Brit.1.R.E.; City & Guilds; R.T.E.B., etc.; also 
ractical courses with equipment: no books to 
uy.—Write for free prospectus, stating subject, 
to I.C.I. Intertext House, Parkgate Rd., (Dept. 
442), London, S.W.11. [0359 
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FUNDAMENTALS ОР 


SEMI- 
CONDUCTORS 


by M. G. Scroggie 


13/-. Postage 1/-. 

BASIC ELECTRICITY In 5 Parts. 
55/-, Postage 2/-. 

BASIC ELECTRONICS In 6 Parts. 
66/-. Postage 2/-. 

MATHEMATICS FOR TELECOM- 


MUNICATIONS AND ELECTRICAL 
ENGINEERING By D. F. Spooner and 
W. Н. Grinstead. Vol. 2. 15/-. Postage 1/-. 


TRANSISTOR PROJECTS: ‘By Staff 
Gernsback Lib: 23/-. Postage 1/-. 
RADIO SERVICING Vol. 6. Specimen 


Answers to C. & G. Questions, 1955/59 
(Final) Ву A. В. Bailey and E. C. Bell. 
8/6. Postage 6d. 

THE RADIO AMATEUR'S HAND- 
BOOK, 1960 Ву A.R.R.L.' 32/-. Postage 
2l-. 

HOW TO GET THE BEST OUT OF 
YOUR TAPE.RECORDER By P. J. Guy. 
8/6. Postage 6d. 

T.V. FAULT FINDING a Data Pub.: 
5/-. Postage 6d. 

RADIO VALVE DATA. 6th ed. Compiled 
by “W.W.” 5/-. Postage 9d. 


THE MODERN BOOK CO. 


BRITAIN’S LARGEST STOCKISTS 
of British and American Technical Books 


19-21 PRAED STREET, 
LONDON, WA. 


Phone: PADdington 4185 
Open 6 days 9-6 p.m. 


TELETRON 
TAPEJAK 


The first  Transis- 
torized Radio Tuner, 
specially designed for 
use with Tape Re- 
corders. 
* High Sensitivity. 
* Twin tuned cir- 
Cuits. 
te Pre-setting for 
MW.Programmes 
* Fixed tuned for 
1,500M. 
Prices... № 9 0 


THE TELETRON 
со. LTD. 


1128, Station Rd., 
London, E.4. 


SIL. 0836. 


© WEBB'S 


Radio 


Stock the NEW 
EDDYSTONE ‘870A’ 


TUNING 12.5 to 589 and 789 to 
2,000 METRES IN FIVE BANDS 


£33 
WEBB’S RADIO 


14 Soho Street, London, W.1 
Telephone: GERrard 2089/7308 


SEPTEMBER, 1960 


189/191 Dunstable Road, LUTON. 


If you are unable to visit us at 
Luton, send for а copy of our 


HI-FI CATALOGUE 


of 300 items 70 pages. 
Price 1/- plus 6d. postage. 


Everest Portable Radio 


Telephone Luton 7388/9 


кшш шшш шшшшш шшш ш[шшшшш[шшшшшшшш [шы] 
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О COVENTRY RADIO LTD. E 
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Audio & Component Specialists Est. 1925 


JASON KITS IN STOCK 


WIRELESS WORLD 


TUITION 
ULL-TIME courses for P.M.G. Certificates, 


C.G.L.L, Telecommunications and Radar 
Maintenance  Certificates.—Information from 
College of Technology, Hull. [0111 


IRELESS.—See the World as a radio officer 
in the Merchant Navy; short training 
period, low fees, scholarships, etc., available 
boarding and day students; stamp for prospec- 
tus.—Wireless College, Colwyn Ray. [0018 


RADIO and TV servicing, all aspects from 
basic principles, guaranteed coaching for 
City & Guilds, R.T.E.B, Cert., Brit.I.R.E., etc. 
Study at home under highiy qualified tutors. 
No books to buy.—Write for free prospectus 
stating subject, to І.С.8.. Intertext House, 
Parkgate Rd. (bept. 442A), London, SW 


OW and Why” of Radio and Electronics 
made easy by a new, no-maths, Practical 
Way, Postal instructions based on hosts of ex- 
periment? ond equipment building carried out 
at home, New Courses bring enjoyment as well 
&s knowledge of this fascinating acp 
brochure from Dept. W.W.12 Radiostructor, 40 
Russell Street, Reading, Berks. [0240 


V and Radio—A.M.Brit.I.R.E., Cit 
Guilds, R.T.E.B. Cert., etc., on * No Pass 
—No Fee’’ terms, over 95% successes.—For 
details of exams. and home training courses 
(including practical apparatus) in all branches 
of radio, T.V. and electronics. write for 148- 


and 


раке Handbook—free-—B.I.E.T. (Dept. 397A), 
£13/19/9—9 Transistor. 9. Wright's Lane, London. W.8. [0016 
£15/18/9—7 Transistor. .M.LMech.E.  A.M.Brit.I.R.E., City & 
18] Guilds, @.С.Е.. etc., bring hig! mu and 
Tuner FMT1 0 | security: © No Pass—No Fee” terms; over 95% 
Tuner FMT2 0 | successes.—For details of exams. and courses 
Tuner FMT3 0 | in all branches of engineering, building, elec- 
Tuner Mercury Q | tronics, etc. write for 148-page Handbook— 
Tune? Merc o|free.—B.LE.T. (Dept. 387B). 29. Wright's 
Stereo Am liger J 0 Ek О А mug 
Tune: JTV2K 0 [Ср ТЕР асе, то T 
у: ome stu courses of radio an ava 

Tuner Argonaut AM/FM Tuner... £10 10 0 | engineering are recognised by the trade as out- 
Tuner Argonaut Radio Receiver #11 11 0| standing and authoritative; moderate fees to 
a limited number of students only; syllabus of 

instructional text is free; the Practical Radio 

Engineer journal, sample only 2/-; 6,000 align- 

LUTON'S HI-Fi CENTRE mept peaks for superhets 5/9; membership 


and entry conditions booklet 1/- all post free, 
from the Secretary, I.P.R.E., 20. 
Rd.. London, М.В. 


BOOKS, INSTRUCTIONS, ETC. 


ELECOMMUNICATION Technician  Text- 
books; Telecomm Principles A end B, 9/6 
; Telecomm Maths. А and B 6 p.f. 


: / 
Ridditord, 384 Tilehurst Rd, Reading. Berks. 
(9215 


Fairfield 
(0088 


TIME SWITCHES, VENNER. 8-day clockwork, 

250 v. 1 A. Thoroughly reconditioned and guaranteed, 

32/6 including post and packing. 

10. WAY PRESS BUTTON INTER-COM. TELE- 

PHONES, ш Bakelite Case with junction box. Thor- 

oughly overhauled. Guaranteed. £6.15.0. 

DESK PHONES. Complete with Hand Bet and Dial 

0-9 in Bakelite Case, £3/12/6. 

B29 RECEIVERS, fully vaived, untested $5, for 

callers only. 

PROJECTION LAMPS, Pre-focus 100 v. 800 w. in 

new condition, 8/6. 

PROJECTION LAMPS, 3-pin, 110 v. 500 w., in new 

condition, 10/6. 

SOUND-POWERED BREAST MIKE AND HAND-SET. 

No Batteries needed. 15/-. 

CARBON TELEPHONE HANDSETS, New. 12/6. 

SOUND-POWERED INSERTS. Suitable for Transistor 

Bets, New, 3/9. 

АУО UNIVERSAL TEST METERS. Reconditioned 

aa new, In perfect working order. Model 40 £10/10/- 

Model Z, #9/9/-. 

HIGH-SPEED ELECTRO-MAGNETIC COUNTERS. 

Ex-Govt. 0-9,999, 25/50 v. D.C. Bize 4 x 1 x lin. 

Bingle coil 2,3008 or single coll 5008. 18/6. 

VENNER TIME SWITCHES. For switching on/off 

lighting and power. Reconditioned as new. In iron- 

clad cases, 10 amp., 75/-; 15 amp., 85/-; 20 amp., 
5/5 /-, 

TELEPHONE DIALS, 0-9. Suitable for inter-office 

and factory installations. With fixing mount, fitted 

with connecting tags, 21/-. 

3-ОНМ Р.М, SPEAKERS. In good working order, 

10in., 27/6; Sin. 9/6: Gin. 9/6; Sin. 11/6, 

ELECTRICITY SLOT METERS, (1/- in slot) for AC. 

mains. Fixed tariff to your requirements. Suitable 

for hotels, etc. 10 A., 84/-; 15 A., 94/-; 20 A, 104/-. 

Other amperages available. Reconditioned as new. 

QUARTERLY ELECTRIC CHECK METERS. Re- 

conditioned as new. 10 А., 42/6; 15 A., 52/6; 20 A., 

57/8. Other amperages available. 

HIGH RESISTANCE EARPIECES. 

length of oord, 10/6 раіг. 

BALANCED ARMATURE HEADPHONES, with throat 

mikes, 9/6. 


Double with 3ft. 


АН prices include carriage. 


23 LISLE ST. ( cer-2969 ) LONDON, W.C.2 


Closed Thursday 1 p.m. Open all day Saturday 


| 
| 


FOR 
SOLDERING 
THAT'S 
CERTAIN... 
SOLON 


Trade Mark 


Í 


| Best electric soldering irons in the 
/, business — first choice with Industry 
for over 25 years. Full range available. 
25 watt model illustrated. 


For leaflet write: 


CABLE DIVISION 


Associated Electrical Industries Limited 
Distribution Equipment Sales Department, 
145 Charing Cross Road, London, W.C.2 
Tei: GERrard 8660. 
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1910—Jubilee Year—1960 
COMPONENT DISTRIBUTORS 


Guaranteed components— 
made specially for us:— 


1% tol. SILVER MICA CAPACITORS 
B4 standard values always in stock. 
5-1000рЕ 94. 1200-2000pF 1- 
2200-3000pF 1/3 3300-5000pF 1/6 
WAX COV'D PAPER TUBULAR CAPACITORS 
350%. Wkg. .05 mF. 741., .lmF. 834. 25 mF. 1/-. 
mF. 1/4. 500%. Wkg. .01 mF. 740. .02mF. 8d. 
-05mF. 94. mF, 104. .25mF. 1/1. mF. 1/9. 
P.V.C. COV'D ELECTROLYTIC CAPACITORS 
Bias 1/6 to 2/8. Bmoothing 1/74 to 3/3. 
Dual 4/3 to 6/-. Full List No. 16. 
11р. dia. CAN TYPEB 350/500V. from 4/-.. 
liin. dia, POTENTIOMETERS ?іп. shaft 
10K, 25K, 50K, 100K (linear), 250K, 500K, 1M. 2M 
(og. 3/-. With ewitch 4/6. 
MINIATURE MAINS TRANSFORMER 
Pri. 0-200-220-240 v. Bec. 250 у. 40 mA., 6.3 v. 1.5 amp. 
Stack size 26 м 1j x lžin., 10/6. 
CELLULOSE WADDING for resonance damping, 40 ply. 
Збір. wide, 5 yd. rol 17/6. 
Bole distributore for this area. 


IMPORTED HIGH STABILITY RESISTORS 
“TSL” Half-watt 10% " Preferred value” range 
(12-10M). Very popular line 64. each. 


"SURPLUS" HIGH STABILITY RESISTORS 
Best makes. Largest selection available. 145 standard 
values plus many others. 


5% EW. 7id. W. gd. 1%. 1044. 
2% W. 104. w. 1/- 1w. 1/3 
1% iW. 1/3 iw. 1/6 1%. 1/9 


Ordinary Carbon Resistors }W. 3d. $7.44, Also many 
Carbon and Wire wound up to 200%, Full list No. 5. 


AND, OF COURSE, OUR OWN PRODUCTS 
Precision-made ALUMINIUM 


BLANK CHASSIS 


Commercial quality, half-hard 16 s.w.g. Same day 
service. ANY SIZE to nearest 1/16in. 2, 3 or 4 sided. 
Max. length 17in. depth 4in. 


Bpecials dealt with promptly. }in., fin. or jin. flanges 
(inside or outside). 6d. each extra. 


Boldered corners (new process) Gd. ea. extra. 
Price Guide (normal chassis only):— 
Total area of materia! including waste: 


48 sq. №. 4/- 176 sq. in. 8/- — 304 ва. in. 12/- 
B0 sq. in. 5/». 208 eq. In. 9/- 336 sq. in. 13/- 
112 aq. in. 6/- 240 ва. in. 10/- 368 sq. in. 14/- 
144 ва. in. 7/- 272 в. n. 11/- and pro rata 
post 1/3 post 1/6 post 1/9 


Quantity and trade discounts. Finishes arranged for 
quantities of 25 or over. 
PANELS 
Any візе up to ЗН. at 4/6 aq. ft. 
Postage (sq. i.):—72 9d.; 108 1/3; 144 1/6; 
432 1/9; 576 2/-. 


THE WELL-KNOWN 
COOPER-SMITH 


HI-FI AMPLIFIERS 


Each the best in its class— 
yet you can build it yourself! 


| 


KIT BUILT 
STEREO Control Unit .... £12 12 0 £15 0 0 
STEREO Main Ampliñer .. £13 13 0 £16 00 
| Mk. П Control Unit ...... £7 17 6 £10 17 6 
B.P.L. Main Amp. 10/12 W. £12 5 0 £14 5 0 
“PRODIGY”6/9W.Integrated £12 10 0 £15 15 0 
"BANTAM"3/4W.Integreted £7 10 0 £8 50 


Building instructions 2/6 each. (Bantam 1/6.) 


Please add postage for all arders under £2 


H. L. SMITH & CO. LTD 


287/289 EDGWARE ROAD, LONDON, W.2 
Telephone Paddington 5891/7595 


$ 
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WIRELESS WORLD 
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A.R.R.L. RADIO AMATEURS 
HANDBOOK 1960 32/6 


Postage 1/9 
Surplus Radio Conversion Manuals, 


Vols. 1, 2 and 3...Postage If-....each 20/- 
Hi-Fi Year Book 1960. Postage 1/- 10/6 
Coil Design and Construction 

Manual, how to make your own 

coils, chokes and transformers. 

Postage 6d. ......... eee enne ene 5/- 
Transistor Projects, by Gernsback. 

Postage Me алока — 23/- 
Principles of Transistor Circuits, 

by Amos. Postage !/-.................. 21/- 
Transistor Circuits Manual Мо. 2, 

by Sinclair. Postage 64............... » 2/6 
Radio Servicing, Vols. 5 and 6, Q. 

and А. to Clty and Guilds inter. 

and final. Postage 6d............. each 8/6 
Stereo Handbook, by Briggs. Post- 

[ure к» макини жез» 10/6 
АП т One Tape Recorder Book, 

by Lloyd. Postage 1/-.................. 12/6 
Single Sideband for the Radio 

Amateur, by A.R.R.L. Postage 1/- 14/6 
Brimar Valve and TV Tube 

Manual, Postage 8Ч................... 6/- 


UNIVERSAL BOOK CO. 


12 LITTLE NEWPORT STREET 
LONDON, W.C.2 (adjoining Lisle Street). 


BARGAIN OFFER 


surplus 


White Spot R.F. Transistors 
at 4/6 each. POST FREE 


Our Component Lists for 34. Stamp 
Money Back Guarantee on all Items 


NEO MAIL ORDER SUPPLIES 


2A MAXWELL RD. PORTSMOUTH 


AUDIO OUTPUT METER 


The Labgear audio 
power meter is an 
essential to all Sound 
engineers and Hi-Fi 
enthusiasts. 

Ranges 25 mW to 
1 watt and 1 watt 
to 10 watts. Ac- 


y 
to use £4/10/- or 
kit of parts and 
data £3/15/-. 


HOME RADIO OF MITCHAM 


Dept. W. 187 London Road, Mitcham, 
Surrey. Telephone: MIT. 3282. 


DAMAGED METER? 


Have it repaired by Glasers 
Reduce overheads by having your damaged 
Electrical Measuring Instruments repaired 
by L. Glaser & Co, Ltd. 


We specialise in the 
repair ot all types and 
makes of Voltmeters, 
Ammeters, Mieroam- 
meters, Multirange Test 
Meters, Electrical Ther- 
mometers. Recording 
Instruments, ete. 

As contractors to varíous 
Government Departments, we are the leading 
Electrical Instrument Repsirers in the Industry. 
For prompt estimate and speedy delivery send 
Е instrument by registered post, ог write to 
ері. 


pi 
INS T 


L. GLASER & CO. LTD. 


98-100, Aldersgate Street, London, Е.0.1, 
Tel.: Monarch 6822 


HARRINGAY SUPPLIES 
345 HORNSEY ROAD, М.19 


ARC 4107 


TELEPHONES 
“F” TYPE 
Complete in fitted 
case, portable, 
range up to 5 
miles, suitable for 
factories, building 
sites, offices, etc., 


2 complete suec Een. 


arr. 5/-. 


RE-ENTRANT 
LOUD HAILERS 


Dia. l5in. Heavy Duty 
All Metal, new and un- 
used, £6/10/0, Carr. 10/-. 


TAPE 
RECORDER 
or GRAM 
UNIT CASES 


Size l6in. x 184 
in. x 144in. Wal- 
nut, Polished, 
M each, Carr. 


24v. AC/DC. 
Size іп. x lin. x 


Reduction geared new. 
22in. long, 12/6 each, p/p. 1/6. Other types of 
small 12 or 24 v. motors in stock. 


Transformers. 
210/250 v. in. 
275-0-275 v. 50 
mA, 6.3 CT. 3 A. 
out 17/6. 210/259 
in. 300-0-300 v. 
125МА 6.3 CT2A 
6.3 СТ. 2.5А 5 у. 
2A. out 22/6. 
220/240 v. in. 250-0-250 v. 250MA 4 v. 6.34A. 
4 v. 6.3 v. 4A. 4 v. 6.3 у. ВА. 4 v. 6.3 v. 3.5A 32/6. 
Postage 3/~ in the #1 on all. 
Pots 10K, 10k Wire, 2.5K 2m. 25K Lin and Log, 
.05/.25M 3/- each, post 64. Tygan Fret 2/- sq. ft. 
Transformers Step Down. 
200/250 v. in 30 v. 100 watt out 17/6, post 2/-. 
200/250 v. іп 110 v. 100 watt out 17/6, post 2/-. 
200/250 v. in 110 у. 3.04 amps. out £4/10/-, post 5/-. 


AC.|TO DC. RECTIFIER UNITS, 200/250v. 


in 100/120 v. DC. out at 2.5 amp.. £8/0/0. 


SAPPHIRE & DIAMOND NEEDLES 


For all types of pick-up & stereo, very cheap 
prices combined with high precision. Ask for 
quotations. 


GARZIA & CO. LTD. 
12, FELIX STREET, 
ZABBAR/MALTA. 


REBUILT TV TUBES 


FULLY GUARANTEED 12 MONTHS 
Complete New Gun fitted in every Tube 


12* 14* 
19" .. .. 


.. £5.0.0 ] 17r 
..85.10.0 | 21° 
Immediate Delivery 
Carriage and Insurance 10/- extra 


NU-GUN TELETUBES LIMITED 


3 The Mews, Duckett Rd., Harringay, London, Н.4. 
Telephone: MOUntview 2903 


A.D 


The WT ELectRICAL 


METERS, we can supply and repair 
within 7-14 days; to B.S.89: Moving 
coil, moving iron, electrostatic, thermo- 
couple, also multirange meters, meggers, 
pyrometers, ete, 


AUDIO EQUIPMENT, we supply 
and repair; Tape recorders, amplifiers, 
tuners, etc. 


Write or phone: 
311 EDGWARE ROAD, LONDON,W.2 


Phone: PADdington 4515. 


LOUDSPEAKER 
ENCLOSURES 
AND 


AMPLIFIER CONSOLE CABINETS 


A. DAVIES & CO. (Cabinet Makers) 


3 PARKHILL PLACE (off Parkhill Road), 
LONDON, N.W.. GULLIVER 5775 
Few minutes walk Belsize Park Underground 


MALVYN ENGINEERING WORKS 
Engincers to the Radio and Electronic Industries 
Manufacturers of: Chassis, Small 
Pressings, Machined Components, 
Wiring and Mechanical Assemblies, 
to specification. 
Single and Production Quantities, 
7 CURRIE STREET, HERTFORD, HERTS. 


Telephone : Hertford 2264 


А. К. & 1. G. SMITH LIMITED 


Wholesalers and Distributors of 
Electrical and Electronic Appliances, 
Household, Etc. 


38, Nunhead Lane, Peckham, London, S.E.15 


NYLON · P.T.F.E. 


ROD, BAR, SHEET, TUBE, STRIP, WIRE 
No quantity too small. List on application. 
BRASS · COPPER : BRONZE 

ALUMINIUM: LIGHT ALLOYS 


H. ROLLET & Co. Ltd. 


6 Chesham Place, S. W.I. BELgravia 4300 
ALSO AT LIVERPOOL, BIRMINGHAM, 
MANOHESTER, LEEDS. 


FOLLOWING EXTENSIVE RE-ORGANISA- 
TION the following articles are available for 
quick sale, in bulk or individually. 

Philips studio tape recorders, projection 
type multi horn speakers; studio playback 
speakers, television receivers, 35 mm. sound 
projector complete, quantity 35 mm. edit- 
ing and synchronizing equipment, H.R.O. 
receiver and coils, E.M.I. closed circuit 
television. system (completely overhauled 


by makers), high-grade microphones, lin. 
tape decks, mobile camera platform suitable 
for amateur club, quantity medium coerciv- 
ity tape, quantity transformers, faders, and 
many other interesting items. 


STAR SOUND STUDIOS LTD., 


RODMARTON MEWS, 
BLANDFORD STREET, LONDON, W.1 
Telephone: LANgham 2201 


SEPTEMBER, 1960 


per channel. 


3 ohm speaker each channel. 


STEREO £7.7.0 


Independent twin channel amplifier with excess of 3 watts 


Concentric volume control (optimum balance arranged 
immediately without additional knobs). 


Stoved grey or blue hammer chassis 94in. x 54in. x біп. 
Input sulting most modern crystals; output matching 


For operation on AC mains 200/250 у. Post & pkg. 4/-. 


BROTHERTON, KNOTTINGLEY, YORKS. 


If your local dealer has not one in stock we will gladly loan him one for 
you to hear. Another Model, £3/12/- carriage paid. 


WIRELESS WORLD 191 
An Indispensable guide to prominent people In 
the electrical industry 


ELECTRICAL 


WHO'S WHO 1960161 


the only book of its kind 


The sixth edition of this comprehensive persona 
directory contains some 9,000 biographies of people 
in all branches of the industry, showing educa- 
tion, training, careers to date, membership of as- 
sociations and private addresses, with an additional 
alphabetical listing of firms and organizations in the 
Industry, with their principals. 


35s net by post 36s 9d about 550 pp 
from leading booksellers 

An ELECTRICAL REVIEW book 

Dorset House * Stamford Street * London S.E.1 


SERVO & ELECTRONIC SALESLTD. 


CANADIAN MARCONI TRANSMITTER RECEIVERS, 
Type TR9, 12 v. input, 1.85 to 5 Mc/s. Complete set 
of unita compage Transmitter, Power Unit and 


Receiver, new £14/10/- (carr./packing £2). 
COMMUNICATION RECENTER, Туре R.107, 1.2 to 
17.5 Mc/s in 3 ranges, 9 valve. superhet, 3 kcía or 
7.5 kc/s bandwidth, 100-250 v. 50 c.p.s. or 12 v. D.C. 
supply. d AUR nl in excellent cond. 214/10/- 
(carr. 25/-). 06, 15 kc/s. to 30 Mc/s. con- 
tinuous in 9 EM 15 valve superhet, 0.7, 2.5 or 
8 kc/s. bandwidth 100-260 v. 50 o.p.s. or 12 v. D.C. 
supply. Sensitivity 2-4,,V. А superlative receiver in 
excellent condition, £30 (carr. 35/-). AERE 
PANEL LAMPS, Type BL90, red, amber, green, 3/ 
(р.р. 64.). NITROGOL CAPACITORS, 400 veis 
218; oss ee 800 у. 21Р 4/6. 760 v. 4uF, 6/-. 800 
8/- РЗ 1/-). BELLING-LEE 11033 TWIN 
Fus HOLDERS, 2 way, 2/6 (p.p. 64.). Е.Е. CAP. 
START MOTORS, 230 v. AG. $ b.p., 1.425 r.p.m., 
£6/6/- (carr. 716). TANTALUM ELECTROLYTICS 
10uF. 6 v., 10/- (p.p. 64.). GERMANIUM DIODES, 
new, guaranteed not rejects, GEX34 2/-, GEX35 
2/6, GEX55/1 5/-. GJeM 10/-. RILICON DIODES. 
Z310A 12/6, ZR20 15/6 (р-р. 64.. PYROMETERS, 
direct reading, from 24 remote positions 0-350°C, 
fitted cold junetion thermos, 812/10/- each. CAR- 
PENTER POLARISED RELAYS, Туре 5A48, each-side- 
stable, operate at 0.25 v. 29 mA, 16 (p.p- 1/-). 
ELECTROSTATIC VOLTMETERS 1.5 КУ. jin. flush, 
25/- ea. (p.p. 1/6). 2.5 kW. SIMMERSTATS, 15/- ea. 
(р-р. 1/0. QUARTZ CRYSTALS, 900 Која. 20/-, 
500 kc/a. 25/-. 2 Mc/s. 25/-, 5 Мою. w 10 Mc/s. 
35/-. All new stock (p.p. 2/-). И 
METERS 885.45 50 mm. рег uA ir aoo =; 2 
MAINS/BATTERY POWER UNIT у. D. 
110-250 у. А.С. in, 12.6 v. 2 a., 250 v. dU mA DOs eun 
19. rack mtg. with cct., RAG (p.p. 5/-). ЕНТ 
TRANSFORMERS, 230 v. 9.5 kv. 3 mA. 
herm. sid, 55/- (p.p. e ог САРАСІТОЕЗ, 
Visconol 0.024 11 kv., 12/6 (р.р. 3/6), ОЛ Е 11 kv. 
17/6 (p.p. 3/6). HISTAB RESISTORS 5%, 22/6 per 
100, our selection at least 60 different values or ratings 
in eacb. 100. COSSOR No, 11 OSCILLOSCOPES, 3in. 
ORT, mains Input, 1-5-40mS. time base, superb 
instrument in brand new condition, £11/10/- (carr. 
£1. SIZE Ц BYNCHROS IN STOCK. Control 
transformers, type 26V-11CT4A, brand new. BIZE 11 
SERVO MOTORS, 115 v. 400 cps and 20 v. 400 cps 
control phase, type 11M47A. Brand new EVERSHED 
COMMUTATOR TRANSMITTERS, Type PV41F/20, 
also available, together with our normal range of 
MAGSLIPS, SELSYNS, ТРОТВ, eto, and af com- 
ponents for electrical computation and control. 


Post orders to: 1, Hopton Pde., Streatham High Rd., 
London, S. W.16. 


Callers to: 43, High St., Orpington, Kent. Tels: 
Orpington 31066 and Streatham 6165. TERMS: 
nett O.W.O. or montbly approved accounts. 


COMMUNICATIONS RECEIVERS; Frequency coverage 
480 Ko/s to 30 Mo/s., mains supply ог vibrapack. 


RADIO TELETYPE TERMINALS AN/FGC/1C: with 
spares. 


TELEPRINTER SWITCHBOARDS—15 Lines. 
r adi 0 with V.F. TELEGRAPHY SYSTEMS: Вревсһ + Duplex, 


also 8-Channel and 6-Сһарпе! Duplex systems, 
Terminal Units and Repeaters. 


TECHNICAL CARRIER TELEPHONY SYSTEMS: 1+1 Terminals 
masts and Hepeatcre, 1+4 Terminals and Repeaters. 
SERVICES IMPEDANCE BALANCING NETWORKS: For two 
wire termination and repeater stages, 1 or 2-element 
and networks for 3-or 4-element networkewith test faollities, 
for FREQUENCY FILTERS: У.Р. Telegraphy Band-pass 
filters 120 o/s Band width.  Low-pass filters and 
Suppression filters for teieprinter circults. Crystal 


. 
aerial Standard Tubular Filtera for carrier telephony channels up to 136 Ke/s. 


FIELD TELEPHONES AND PORTABLE SWITCH- 
Steel Masts BOARDS: Field Bets EES (American) D Mi. V. 


e 
equipment лш. Installa- Poner Туре L (British), Switchboards up to 


; MOBILE HF RADIO STATIONS: Military Wireless 
Rhombics Bet 19 with all operating equipment and epare parts. 
Dipoles Collins 18Q (T.C.B. serica) 14 to 12 Mc/s. 4-Channel 
ро! with Power Units to operate from 12 volts, 24 volt 
Я Folded Dipoles D.C. and 110-220 volt A.C.—Stations and spareg.- 


Н Н HF RADIO TRANSMITTER T-1509 300 WATTS 
Vertical Radiators | | ovgpur: ow, MCW and B/T High Bpecd Keying and 
bá p? Aerials, Single Remote Control 1} to 20 Mo/s., Power Supply 200/250 v. 


ame 50 в/в. Spares available. 
€ 
E oss Ml * HF TEANSMITTER: 25 Watts output 250 volt malns 
Transmission supply 14-18 Mojs. Bystems Al, A2 and АЗ. 


Line Equipment MOBILE VHF RADIO TELEPHONES! ex stock. 


Terminating Res- 10 watt output 78-100 Mc/s. 
i ; MILITARY MANPACK MOBILE AND HANDY- 
istance Units TALKIE EQUIPMENTS: 40-48 Моја. 


Lead-in Insulator AIRBORNE RADIO EQUIPMENT:  10-Channel 
Panels У.Н.Р. equipment. 


Radial Earth Sys- RADIO COMPASS EQUIPMENT: type ВСВ-2696 
tems statlons and spares. 


: DISTANCE MEASURING EQUIPMENT: Airborne 
System Planning stations and spares. 


and Installation 
R. GILFILLAN & CO. LTD. 
National Provincial Bank Chambers, 


South Midlands Construction Limited | | 22 South Street, Worthing, Sussex. 


Tel: Worthing 8719 & 30181 
ROMSEY RD., CADNAM, SOUTHAMPTON 
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STANDARD TIN/LEAD ALLOYS 


Ersin Multicore 5-core Solder is 

available in the following standard 
alloys : 60/40, 50/50, 45/55, 40/60, 30/70, 
and 20/80 and in 9 gauges on 7 Ib. 

and 1 Ib, reels. 


SAVBIT FOR THE SMALL USER 
chus. 

The Size 1 Carton K €" 

contains over 50 ft. of 

18 s.w.g. SAVBIT. 

Also supplied in 14 

and 16 s.w.g. Also in 

4 specifications of 

Standard Tin / Lead 

alloys. Price 5/- each 

(subject). 


Bib RECORDING TAPE SPLICER 
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OLDER 


Only tin ш 
manufactur 1- 0.00 


accurate TOS 


SEPTEMBER, 1960 


Unique 5-core. construction 
guarantees flux continuity and 
ensures even flow. 


High grade activated Ersin flux 
complies with DTD 599, BSS 219; 
441, M.A.P: RCS 1000 and M.0.S., 
DT0/900/4535. 


Pre-determined proportion of,flux 
and solder, 


Backed by 20 years specialisation 
in cored solder manufacture. 


ERSIN MULTICORE SAVBIT ALLOY REDUCES SOLDERING 
IRON BIT WEAR j 


ить Savbit for Factories 


ErsinMulticoreSavbit 
Type 1 alloy contains 
5 Cores of non-corro- 
sive flux. Supplied to 
factories at bulk 
prices on 7 lb. reels. 
Also on 1 Ib. reels. 


HOME CONSTRUCTOR'S 2/6 PACK 


1 Now available contain- 


cuits, 40 


ing alternative specifi- 
cations: 19 
s.w.g. 60/40 alloy or, for 
soldering printed cir- 
ft. of 22 s.w.g. 
60/40 alloy. Both wound 


ft. of 18 


on reels. 2/6 each 


(subject). 


Recording enthusiasts can effect considerable tape 
economies with this splicer. It makes the accurate 
jointing of tape so simple and quick that 


every scrap can be used. 
18/6 each (subject). 


= Savbit for the Service 
d, Engineer Approx. 170 ft. 
of 18 s.w.g. SAVBIT is 
Supplied on a 1 1b. reel 
packed in а carton. Price 

Ø 15/- each (subject). 


SPECIAL HIGH AND LOW 
MELTING POINT SOLDERS 


Comsol (Melting point 296°C) 
PET: (Melting point 232°C) 
L.M.P. (Melting point 179°C) 
T.L.C. (Melting point 145°C) 


Bib WIRE STRIPPER 
AND CUTTER 
pi This 3 in 1,tool strips 


insulation without nick- 
ing the wire, cuts wire 
cleanly and splits plas- 
tic extruded twin flex. 
Adjustable to most wire 
thicknesses. 

3/6 each (subject). 


See the latest Multicore products and Reflectograph Tape Recorders at 
the Radio Show, Stand 71, at the foot of the Grand Staircase. 


MULTICORE SOLDERS LIMITED, MULTICORE WORKS, HEMEL HEMPSTEAD, HERTS. (BOXMOOR 3636) 


